US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cellings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibiliies which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LP: CURHK v
JOH VOR/DME (IAF) ZUDBO (FB) 352.50 / 14.25 3600 LNAV: CURU
BO (IF . . 00
Zup (IF) NECYI (FB) 327.6413.95 30 CLIMBING LEFT TURN TO 4400 DIRECT VALUC AND ON TRACK
NECYI (FAF) CURUV (MAP) (FO) 298.28 / 6.81 ﬁtgl._%t TO BLIGH AND ON TRACK 131.65 TO JOH VOR/DME AND
CURUV (MAP) 462 MSL 298.28 '
462 MSL VALUC (FB)
VALUC BLIGH (FB) 204.64/4.78
NAL FLIGHT DATA:
BLIGH JOH VOR/DME (FO) 131.65/ 25.00 4400 ADDEJ(':,?_D SE, RT(,;312_00 INEOUND.
CHART ARRIVAL HOLDING AT JOH VOR/DME: HOLD SE, RT,
312.00 INBOUND, 5000.
CHART FAS OBST: 900 TREE 604946N/1463735W
975 AAO 604604N/1463231W.
REFERENGE PATH 1b- W31A
REFER :
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF)| REFERENCE PATH ID: W
2. PROFILE STARTS AT ZUDBO . FAC CROSSES RWY C/L EXTENDED 3000 FROM THLD.
3. FAC: 20827 FAF: NECYI DIST FAF TO MAP:  6.81 THLD: 7.29 |LTPHAE:255M
4. MiIN. ALT: ZuDBO 3600, NECYI 3000
5. DIST TO THLD FROM OM: MM: TR 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: GS ALT AT, Oom: MM I:
7. GS ANGLE: TCH: 34:11S NOT CLEAR
8. MSA FROM: CURUV 10700 MAG VAR: 20E EPOCH YEAR: 2010
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | X |
CATEGORY ===== A B c D E
DH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAAIDHIMDA | wvis  [HAT/HAA[DH/MDA | VIS |HAT/HAAIDHIMDA | VIS |HAT/HAA
LP MDA 1260 11/4 1220 1260 1112 1220 NA NA .
LNAV MDA 1400 11/4 1360 1400 1112 1360 NA NA
CIRCLING 1400 11/4 1338 1400 1172 1338 NA NA
NOTES:
CHART NOTE: USE VALDEZ ALTIMETER SETTING.
CHART NOTE: CIRCLING NA NORTHEAST OF RWY 31-13.
CHART NOTE: DME/DME RNP-0.3 NA.
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.
CHART NOTE: PROCEDURE NA AT NIGHT.
CITY AND STATE ELEVATION: 62 THRE: 40 FACILITY PROCEDURE NO.JAMDT NO.JEFFECTIVE DATE:  |SUP:
TATITLEK, AK AIRPORT NAME: |DEN’§'|“|2$R: RNAV (GPS) RWY 31, ORIG-A AMDT: ORIG
TATITLEK DATED  12/15/2011

FAA FORM 8260 - 3/ April 2006 (corﬁputer generated)
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ALLAFFECTED PROCEDURES REVIEWED?

[] ves [x] nNo

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

ROUTINE

COORDINATED WITH:

ATA AAT ALPA APA

.3 I I B3 N B

AOPA NBAA

[x]

OTHER (specify)
ZAN, APT MGR

FLIGHT CHECKED BY

DATE:

NAME: FIFO
KARL ERIC PRESTON WAHLBORG A FIOG 06/24/2011
DEVELOPED BY
NAME: o FIFO DATE:
ADOLFO URRUTIA (AMANDA ROBBINS) /\//\ AJV-354 07/31/2012
APPROVED BY
NAME: FIFO DATE:
DEZ SILAGYIl - M AJV-354
CHANGES: e

1. REMOVED CHART PLANVIEW NOTE: PROCEbURE NA FOR ARRIVALS ON JOH VOR/DME AIRWAY RADIALS 259 CW 006.

2. ADDED CHART ARRIVAL HOLDING AT JOH VOR/DME: HOLD SE, RT, 312.00 INBOUND, 5§000.
3. UPDATE HMAS VALUES TO CORRECT VALUES, FROM 1104/1244 TP 1063/1303.

REASONS:

1., 2. JOH VOR/DME MAGVAR ROTATION MAGVAR FROM E27 TO E18, AND ADDING ARRIVAL HOLDING NOW ALLOWS ENTRY FROM ANY DIRECTION.
3. HMAS VALUES ENTERED WERE UPDATED TO CRITERIA, NOW INCLUDE EXCESSIVE LENGTH ADJUSTMENT.




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation.” Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0 .
AIRPORT IDENTIFIER PAKA
RUNWAY RW31
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W31A
LTP/FTP LATITUDE 605200.3100N
LTP/FTP LONGITUDE 1464119.9200W
LTP/FTP ELLIPSOIDAL HEIGHT +00255
FPAP LATITUDE 605306.4600N
FPAP LONGITUDE 1464321.6100W
THRESHOLD CROSSING HEIGHT (TCH) 00040.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.77
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0000
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 0.0
CRC REMAINDER 57F285F6
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE PA
LTP ORTHOMETRIC HEIGHT +00123
FPAP ORTHOMETRIC HEIGHT +00123
CITY AND STATE ELEVATION: 62 THRE: 40 FACILITY PROCEDURE NO.J AMDT NOJEFFECTIVE DATE: SUP:
IDENTIFIER:
TATITLEK, AK . RNAYV (GPS) RWY 31, ORIG-A
AIRPORT NAME RNAY AMDT: ORIG
TATITLEK DATED:  12/15/2011
FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 2 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ves o
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

I e e N e I

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
N P T D D INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR,

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SCAND JOH PAQ11670VDHA N60285143W146355761 N60285143W146355761E0180000482 NARJOHNSTONE POINT

1 2 3 4 5 6 7 8 9 o] 1 2 3
WP 1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678950123456789012
SCANEAENRT BLIGH PAO C N60505003W146595693 E0191 NAR BLIGH
SCANEAENRT CURUV PAO w N60513885W146404047 Q192 NAR CURUV
SCANEAENRT NECYI PAO W N60463504W146312440 E0192 NAR NECYI
SCANEAENRT VALUC PAO W N60541386W146530479 EQ191 NAR VALUC
SCANEAENRT ZUDBO PAO W N60424403W146294084 E0192 NAR ZUDBO
1 2 3 4 5 6 7 8 9 0 1 2 3

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SCANP PAKAPAATKA 0 037YSN60522060W146412820E020000062 1800018000C MNAR TATITLEK

1 2 3 4 5 6 7 ’ 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456785012345678901234567890123456789012345678901234567890123456789012

SCANP PAKAPAFR31 AJOH 010JOH PAD OV C IF 18000 A JS
SCANP PAKAPAFR31 AJOH 020ZUDBOPAEAQOEE B 010TF 35250143 + 03600 A JS
SCANP PAKAPAFR31 R 010ZUDBOPAEAOE I IF + 03600 18000 A JS
SCANP PAKAPAFR31 R 020NECYIPAEALE F O051TF 32760040 + 03000 CURUV PAEAA JS
SCANP PAKAPAFR31 R 020NECYIPAEA2WALP N ALNAV Js
SCANP PAKAPAFR31 R 030CURUVPAEAOEY M 031TF 29830068 00273 ~377 A JS
SCANP PAKAPAFR31 R 040 0 M CA 2983 + 00462 A JS
SCANP PAKAPAFR31 R 050VALUCPAEAOE L DF A JS
SCANP PAKAPAFR31 R 06 0BLIGHPAEAQE 010TF 2046 A JS
SCANP PAKAPAFR31 R 070J0H PAD 0VY 010TF 1317 + 04400 A Js
SCANP PAKAPAFR31 R 080JOH PAD OVE R HM 31200050 + 04400 A JS
1 2 : 3 4 5 6 7 8 9 0 1 2 3

RUNWAY. 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678501234567890123456789012

SCANP PAKAPAGRW31 0037013108 N60520465W146411000+0600 +0025500040000040075R
1 2 3 4 5 6 7 8 9 ¢] 1 2 3

PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 ;.

SCANP PAKAPAPR31 RW31 001 0000W31AON6052003100W14641199200+002550377N6053064600W14643216100106750000000400F40000057F285F6

SCANP PAXAPAPR31 RW31 002E +00123+00123LP 82225
CITY AND STATE ELEVATION: 62 THRE: 40 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
TATITLEK, AK AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, ORIG-A
TATITLEK AMDT: ORIG
RNAV DATED: 121152011

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 3 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [ ] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

b O 0O 0O

AOPA

[ 1]
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]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: ~ NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
MQABD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 .| indicated, except visibilities which are in statute miles or in feet RVR.
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SCANP PAKAPASCURUVPAEA 0 18018010725 M

CITY AND STATE ELEVATION: 62 THRE: 40 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
TATITLEK, AK AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, ORIG-A
TATITLEK AMDT: ORIG
: RNAV
DATED:  12/15/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [ ] n~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

1 I s I o N i

AOPA NBAA OTHER (specify)

[ 1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE - ALTITUDE SPEED
JOH JOH 010 IF FB
JOH ZUDBO 020 TF FB 1.0 352.5(012.5T) 014.3 AA 03600
ZUDBO 010 FACF IF FB AA 03600
NECYI 020 FAF TF FB 0.5 327.6(347.6T) 004.0 AA 03000
CURUV 030 MAP TF FO 0.3 298.3(318.3T) 006.8 AT 00273 -
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 298.3(318.3T) AA 00462
VALUC 050 DF L FB
BLIGH 060 TF FB 1.0 204.6(224.67)
JOH 070 TF FO 1.0 131.7(151.7T) AA 04400
JOH 080 HM R FO 312.0(332.0T) 005.0 AA 04400
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
JOH N602851.43 W1463557.61 N6028.857 W14635.960
BLIGH N605050.03 W1465956.93 N6050.834 W14659.949
CURUV N605138.85 W1464040.47 N6051.648 W14640.675
NECYT N604635.04 W1463124.40 N6046.584 . W1l4631.407
VALUC N605413.86 W1465304.79 N6054.231 W1l4653.080
2ZUDBO N604244.03 W1462940.84 N6042.734 W1l4629.681
RW31 N605204.65 W1464110.00 N6052.078 W1l4641.167
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW31 00040 40
CITY AND STATE ELEVATION: 62 THRE: 40 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
TATITLEK, AK AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, ORIG-A
TATITLEK : _|AMDT: ORIG
RNAV
DATED:  12/15/2011
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 5 Pages
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COORDINATES OF FACILITIES
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DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY
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CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD

PART - A OBSTRUCTION DATA

FROM

1. APP SEGMENT TO OBSTRUCTION COORDINATES ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
INITIAL JOH VOR/DME ZUubpBO 1. AAO 604253.29N/1463004.28W | 2199 (2C) 1000 |DGA401 3600
2. TERRAIN 604242.00N/1463012.00W [1664 (1700) AS1500 3200
INTERMEDIATE ZUDBO NECYI 1. AAO 604253.29N/1463004.28W | 2199 (2C) 500 2700
3. TERRAIN 604253.29N/1463004.28W [ 1999 (2000) AS1000 3000
FINAL: LP NECYI CURUV 4. TREE 604946.00N/1463734.54W {900 (2C) 250 |XL41 RAS56 1260
FINAL: LNAV NECYI CURUY 4. TREE 604946.00N/1463734.54W 900 (2C) 250 [XL41 RA56 MA121 1400
2. PROCEDURE TURN NA
MAP: |CURUV/CURUY JOH VOR/DME 5. TREE 605326.49N/1464030.10W | 1449 (2C) ASC |sA-193 4400
f’\'P“g':gEgH 5. TREE 605326.49N/1464030.10W | 1449 (2C) 1000 |SA-55 PR110 2600
ELEV: [1063/1203 5. TERRAIN 605245.00N/1464036.00W | 824 (800) AS1500 2300
4. CIRCLING AREA | DISTANCE HT. ABV.- ARPT.
CATEGORY A 13NM | | 350 1338 7. TREE 605115.29N/1464308.37W 649 (4D) 300 sl 1400
CATEGORY B 1T5NM__ |Wf 450 z 1338 8. TREE 605116.88N/1464339.71W (749 (4D) 300 si 1400
CATEGORY C 1.7NM  |S] 450 |2
CATEGORY D 23NM || 550 |2
CATEGORY E 45NM  |®| 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: CURUV
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA
360-360 AAO 317/ 276 9689 (6A) 10700 b
CITY AND STATE ELEVATION: 62 FACILITY PROCEDURE AND AMENDMENT NO: REGION-,
TATITLEK, AK AIRPORT NAME: RNAV RNAV (GPS) RWY 31, ORIG-A \
TATITLEK

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA PART C - REMARKS:

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING PARA 251, 20:1 PENETRATION.
JNUFSS N WS |OTHER: SOURCE:PAVD PARA 251, 34:1 PENETRATION.
AWOS-NULL DISTANCE: 20.45

FAA OURS REMOTE OPERATION: PRECIPITOUS TERRAIN EVALUATION COMPLETED.

AlC RASS PRESSURE PATTERNS SAME
SATISFACTORY ON: PA7KA 61.9, PAVD 121.0

5 ' e RA = 55.02.
X[VHF [x|uHF | [HF |LOCATION: PAVD ADJUSTMENT: 56 RA = 8502, AL AIRSPACE REQUIRED.
PRIMARY NAVAID: PAVD IS ON SERVICE-A
4, -
MONITOR MONITOR POINT: 3. SOURCE: PAVD. DISTANCE: 20.32NM. HOURS REMOTE
HRS | CAT1 - OPERATION: 24. ADJUSTMENT 56 FT.
STATUS BACK-UP ALT NOT DEVELOPED PER FPO. RASS ADJUSTMENT FOR

OPTN:| CAT 3 . | NEAREST BACK-UP ALT LOCATION (PACV) IS 688, IMPACTING
ALS ) VIABLILTY OF PROCEDURES.

(S) SALS , : 150' VEGETATION APPLICATION.

TAA NOT DEVELOPED PER ATC.

MALS LPV AND LNAV/VNAV NOT DEVELOPED; DESCENT ANGLE REQUIRED
5 HIRL DUE TO TERRAIN EXCEEDS MAX.

APPROACHI™ % |mIRL 31, 13 TERPS, VOLUME 1, "VISUAL PORTION OF FINAL"
& RUNWAY . . PENETRATIONS:
L GHTING | REIL 20:1 RWY 31 79 TREE (P7KAL023)
TDZ 605159.80N-146411395W 36.91)
77 TREE (P7KAL024)
C/LINE : : 6081 ?gé)om 464113is;3w (31.19)
11 E (P7KALO3
OTHER (SPECIFY) 605155.19N-1464052.52W (25.69)
85 TREE (P7KAL027)
T 6051 345'8%“'1 4531(2)351 oW (11.16)
9 E (P7TKALO
6. RUNWAY ALL WEATHER 605157,49N-1464055.04W (9.92)
MARKINGS 80 TREE (P7KAL029)
INSTRUMENT 605154.13N-1464105.98W (3.32)

52 BUSH (P7KAL025)
7. RUNWAY APPROACH 605200.73N-1464106.61W (0.24)

VISUAL MIDFIELD .
RANGE 20:1 RWY 13 68 BUSH (P7KAL007)

ROLL OUT 605238.60N-1464150.81W (1.39)

PATH DISTANCE FROM RWY: ELEV GP ANTENNA: R v KAt o3 :
THRESHOLD CROSSING HEIGHT: 604927.44N-1463745.75W (28.45)

113 TREE (P7KALO34
9. FINAL APPROACH RUNWAY THRESHOLD 3000 ‘ FT. FROM THRESHOLD | go51 47.79!‘&-1464046.30W (18.57)

COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE | 139 OL ON LT POLE (P7KALO35)

?851 39.1 7121-1 462036.33w (15.23)

. 7 TREE (P7KAL033)

10. WAIVERS: NONE 505148.67N-1464046 68W (14.38)

90 CROSS ON CHURCH (P7KAL025)
605150.85N-1464048.77W (4.54)

TERPS PARAGRAPH 289 APPLIED TO 975 AAO
604603.71N/1463230.69W

FAC OFFSET 12.7 DEGREES TO MITIGATE TERRAIN IMPACTING
MISSED APPROACH.

INTERMEDIATE SEGMENT OFFSET FROM FAC TO MITIGATE
TERRAIN IN INTERMEDIATE.

PART D - PREPARED BY: DATE: GRAVEL RUNWAY, NO MARKINGS.
ADOLFO URRUTIA (AMANDA ROBBINS) i 07/31/2012 :

TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-354




RADIO FIX AND HOLDING DATA RECORD

FEET

NAME: BLIGH STATE: AK COUNTRY: US
LATITUDE/LONGITUDE: 605050.03N/1465956.93W ) TYPE: WP, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME ) IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC
BRG BRG NM
1 JOHNSTONE POINT JOH VOR/DME H 314.00 332.00 25.00 25.00
HOLDING: HOLDPING TYPE OF ACTION: NO CHANGE
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
DP NAKED 1 PAVD VALDEZ
IAP RNAV (GPS) RWY 31 PAKA TATITLEK
REQUIRED CHARTING: DP, IAP, AREA, CONTROLLER
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 01/10/2013
REASON FOR REVISION:
UPDATED FAC1 DATA, MAGVAR ROTATION FROM 1980 E27 TO 2015 E18.
UPDATED FAC1 MAG BRG FROM 305 TO 314.
DEVELOPED BY: DATE: 08/03/2012 OFFICE: AJV-354 - NAME: JIMMY HUGHES
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZAN
ATC FACILITY:
OTHER:

MRA MAA
1700 17500

STATE
AK (US)
AK (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: JOHNSTONE POINT VOR/DME " STATE: AK COUNTRY: US

LATITUDE/LONGITUDE: 602851.43N/1463557.61W TYPE: -

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES: -

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG . NM  FEET

1 JOHNSTONE POINT JOH VOR/DME H 45000

FIX RESTRICTIONS:

MCA V319 4800 EASTBOUND

. MCA T269 4800 EASTBOUND

SPECIAL RNAV (GPS)-B, PAVD, VALDEZ, AK
SPECIAL LDA/DME-G, PAVD, VALDEZ, AK
SPECIAL RNAV (GPS)-A, PFCB, CHENEGA, AK

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR  IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
. INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 SE JOH VOR/DME 134.00 314.00 R 1 5000 10000 5 9

2 SE ) WP 132.00 312.00 R 5 4400 10000 6 10

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 602446.30N/1463248.90W 3110  6A

1 310  AAO 602446.30N/1463248.90W 3110  6A

2 200 AAO 602446.30N/1463248.90W 3110  6A

PRECIPITOUS TERRAIN ADDITIONS:
PAT SPEED ADDITION
1 310 111
2 200 106

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.
PAT1 FOR ATC CIH PURPOSES TO ACCOMMODATE DISCREPANCIES IN AIRWAY MEAS.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

DP ANCHORAGE ‘ PANC ANCHORAGE AK (US)

DP TURNAGAIN PANC ANCHORAGE AK (US)

DP CASEL PACV ~ CORDOVA AK (US)

DP EYAKS PACV CORDOVA AK (US)

DP TAKEOFF MINIMUMS PAKA TATITLEK AK (US)

DP JMAAL (OBST) PAVD VALDEZ AK (US)

DP NAKED PAVD  VALDEZ AK (US)

EN ROUTE J133 (US)

EN ROUTE J167 (US)

EN ROUTE J501 (US)

EN ROUTE J817 (US)

EN ROUTE Q14 (US)

EN ROUTE T226 (Us)

EN ROUTE T262 (US)

EN ROUTE T269 (Us)

EN ROUTE V319 (US)

EN ROUTE V320 (US)

EN ROUTE V481 (Us)

EN ROUTE V482 (us)

EN ROUTE V617 (us)

IAP RNAV (GPS)-A PFCB CHENEGA AK (US)

IAP ILS OR LOC/DME RWY27 PACV CORDOVA AK (US)

IAP RNAV (GPS)-B PACV CORDOVA AK (US)

IAP BNAV (GPS) RWY 31 2 PAKA TATITLEK AK (US)

IAP LDA/DME-G PAVD VALDEZ AK (US)

IAP LDA/DME-H PAVD VALDEZ AK (US)

IAP RNAV (GPS)-B PAVD VALDEZ AK (US)

STAR ELLAM PANC ANCHORAGE AK (US)

STAR PTERS (RNAV) PANC ANCHORAGE AK (US)

STAR WITTI (RNAY) PANC ANCHORAGE AK (US) . ,

STAR YESKA PANC ANCHORAGE AK (US)S AL
gl o
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UG EUJINED FWHN T VUTY D IVIE

REQUIRED CHARTING: DP, STAR, IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH
COMPULSORY REPORTING POINT: BOTH
RECORD REVISION NUMBER: 11 DATE OF REVISION: 01/10/2013

REASON FOR REVISION:

UPDATED FIX USE. )

UPDATED FAC1 DATA, FAC1 MAGVAR ROTATION FROM 1980 E27 TO 2015 E18.

UPDATED HOLDING PAT1 CRS INBOUND FROM 305M(332T) TO 314M(332T).

UPDATED HOLDING PAT1 RAD/CRS/BRG FROM 1256M(152T) TO 134M(152T).

REMOVED REMARK: ADDITIONAL AIRSPACE REQUIRED FOR HOLDING UP TO P9, NO LONGER NEEDED.

ADDED HOLDING RESTRICTION:PAT1 FOR ATC CiH PURPOSES TO ACCOMMODATE DISCREPANCIES IN AIRWAY MEAS.

DEVELOPED BY: DATE: 08/02/2012 OFFICE: AJV-354 NAME: ADOLFO URRUTIA (AMANDA ROBBINS)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZAN
ATC FACILITY:
OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: ZUDBO : STATE: AK COUNTRY: US
LATITUDE/LONGITUDE: 604244.03N/1462940.84W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE

HOLDING: ’ HOLDING TYPE OF ACTION: CANCEL

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
AP RNAV (GPS) RWY 31 PAKA TATITLEK AK (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 01/10/2013

REASON FOR REVISION:

REMOVED HOLDING PAT1, NOT USED ON SIAP.

REMOVED REMARK:PRECIPITIOUS TERRAIN EVALUATION COMPLETED NO ADJUSTMENT REQUIRED.
REMOVED HOLDING RESTRICTION: HOLDING LIMITED TO ESTABLISHED PATTERN.

REMOVED IT)%%SON FOR NONSTANDARD HOLDING: PAT1 AVOID OBSTACLES AND TERRAIN TO THE EAST.
UPDATED FIX USE.

DEVELOPED BY: DATE: 08/03/2012 OFFICE: AJV-354 NAME: ADOLFO URRUTIA (AMANDA ROBBINS)

APPROVED BY: DATE: OFFICE: AJV-354 . NAME: DEZ SILAGYI

SIGNATURE: %"2

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZAN
ATC FACILITY:
OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: CURUV

STATE: AK COUNTRY: US

LATITUDE/LONGITUDE: 605138.85N/1464040.47W TYPE: WP

AIRSPACE DOCKET:

FIX USE:
USE TYPE USE TITLE
IAP RNAV (GPS) RWY 31

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIQ
DEVELOPED BY: DATE: 05/02/2011
APPROVED BY: DATE: 09/28/2011
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZAN
ATC FACILITY:
OTHER:

FIX TYPE OF ACTION: ESTABLISH

FAC PAT AIRPORTIDENT CITY
PAKA TATITLEK

DATE OF REVISION: 12/15/2011
OFFICE: AJV-354 NAME: KEITH SHYKES

OFFICE: AJV-354 NAME: DEZ SILAGY!

INFO ONLY

STATE
AK (US)

e
L

INFO ONLY

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: NECYI

STATE: AK COUNTRY: US

LATITUDE/LONGITUDE: 604635.04N/1463124.40W TYPE: WP

AIRSPACE DOCKET:

FIX USE:
USE TYPE USE TITLE
IAP RNAV (GPS) RWY 31

REQUIRED CHARTING: |IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG

DEVELOPED BY: DATE: 05/02/2011

APPROVED BY: DATE: 09/28/2011

SIGNATURE:"

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZAN
ATC FACILITY:
OTHER:

FIX TYPE OF ACTION: ESTABLISH

FAC PAT AIRPORTIDENT CITY
PAKA TATITLEK

DATE OF REVISION: 12/15/2011
OFFICE: AJV-354 NAME: KEITH SHYKES

OFFICE: AJV-354 NAME: DEZ SILAGYI

INFO ONLY

STATE
AK (US)

INFO ONLY

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD INFO ONLY

NAME: VALUC

STATE: AK COUNTRY: US

LATITUDE/LONGITUDE: 605413.86N/1465304.79W TYPE: WP

AIRSPACE DOCKET:

FIX USE:
USE TYPE USE TITLE
IAP RNAVY (GPS) RWY 31

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG
DEVELOPED BY: DATE: 05/02/2011
APPROVED BY: DATE: 09/28/2011
SIGNATURE:

DISTRIBUTION: =~ NFDC
FPO: WST
ARTCC: ZAN
ATC FACILITY:
OTHER:

FIX TYPE OF ACTION: ESTABLISH

FAC PAT AIRPORTIDENT CITY
PAKA TATITLEK

DATE OF REVISION: 12/15/2011
OFFICE: AJV-354 NAME: KEITH SHYKES

OFFICE: AJV-354 NAME: DEZ SILAGYI

STATE
AK (US)

INFO ONLY
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