US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceiings are in feet
above aimport elevation. Distances are in nautical miles unless otherwise indicated, except visibifities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LP: Rw26
HATUP (IFIAF) CABOD (FB) 247.01/2.00 1500 LNAV: RW26 4
CABOD (FAF) WANOK/1.60 NM TO RW26 (FB) 261.89 / 2.82
CLIMBING LEFT TURN TO 2000 DIRECT INNEZ AND HOLD.
WANOK/1.60 NM TO RW26 RW26 (MAP) (FO) 261.85/1.60
RW26 (MAP) 453 MSL 261.85
453 MSL INNEZ (FO) 2000
ADDITIONAL FLIGHT DATA:
HOLD E, RT, 280.00 INBOUND.
CHART FAS OBST: 191 T-L TWR 395703N/0744823W
CHART FAS OBST: 191 TRMSN TWR 395636N/0744913W
CHART A220. _
CHART R-5001A.
%%%Tc‘ﬁi?«or] EBL # 58323
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) REFERENGE PATH 1D t/26A
2. HOLD NE HATUP, RT, 247.01 INBOUND, 2000 FT. IN LIEU OF PT (I1AF) CABOD TO RW26: 3.00/40.
3.FAC: 26189 FAF: CABOD DIST FAF TO MAP: 442 THLD: 442 |LTPHAE:-16.9M
4. MIN. ALT: HATUP 2000, CABOD 1500, WANOK/1.60 NM TO RW26 600
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: GS ALT AT: OM: MM: IM:
7. GS ANGLE: TCH: 34:11S NOT CLEAR
8. MSAFROM: RW26 2600 MAG VAR: 12w EPOCH YEAR: 2005
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY =====> A B c D E
DH/MDA | VIS | HAT/HAA|DH/MDA VIS |HAT/HAA|DH/MDA | vis [|HAT/HAA|DH/MDA | VIS |HAT/HAA|DH/MDA | VIS . |HAT/HAA
LP MDA 460 1 408 460 1 408 NA NA
LNAV MDA 480 1 428 480 1 428 NA NA
CIRCLING 520 1 467 520 1 467 NA NA
NOTES: -
CHART NOTE: WHEN VGSI INOP, CIRCLING RWY 08 NA AT NIGHT. @ NA WHEN LOCAL WEATHER NOT AVAILABLE. Al
CHART NOTE: WHEN VGSI INOP, STRAIGHT-IN/CIRCLING RWY 26 PROCEDURE NA AT NIGHT. 0‘0 ‘ift_
CHART NOTE: DME/DME RNP-0.3 NA. 9
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. (}? e
(SEE FORM 8260-10) P&
CITY AND STATE ELEVATION: 53 THRE: 52 FACILITY PROCEDURE NO./AMDT NO./JEFFECTIVE DATE: SUP:
MOUNT HOLLY, NJ AIRPORT NAME: IDENI-{I!]';\I\EIR: RNAV (GPS) RWY 26, AMDT1 AMDT: ORIG
SOUTH JERSEY RGNL DATED  08/25/2011

FAA FORM 8260 - 3 / April 2006 (computer generated)
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ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] Yes [X] no | ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AQOPA NBAA OTHER (specify)

] [ ] [ ] [x] [x] [X]  2zNY.WRIAPP CON, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:

TERENCE D. SHARP (ANDREA CHANEY) AJV-351 08/03/2012

APPROVED BY

NAME: FIFO DATE:

DARRYEL ADAMS MANAGER AJV-352
CHANGES:

1. TERMINAL FEEDER ROUTE RBV VORTAC TO KORRY DELETED.
2. TERMINAL INITIAL. ROUTE KORRY TO SIYOS DELETED.

3. TERMINAL INTERMEDIATE ROUTE SIYOS TO HATUP DELETED.
4. PROFILE LINE 2, HIL ADDED AT HATUP.

5. PROFILE LINE 4, SIYOS 2000 DELETED.

6. ADDED PLANVIEW NOTE: RADAR REQUIRED.

7. RAISED LNAV MDA/HAT FROM 460/408 TO 480/428.

REASONS:

1-38'$EEI%ER' INITIAL AND INTERMEDIATE SEGMENTS DELETED - REPLACED WITH RADAR VECTORING TO HIL AT HATUP.
4. FPO REQUEST.

5. SEGMENT DELETED AND REPLACED WITH RADAR VECTORING TO HIL AT HATUP.

6. RADAR VECTORING REQUIRED UNTIL HIL AT HATUP.

7. CREATE 20’ DIFFERENCE IN MDA FROM LP FINAL PER CRITERIA FOR PUBLICATION.

A

4
%@ﬁﬁ@




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV - STANDARD Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):
CHART PLANVIEW NOTE: RADAR REQUIRED.
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE NORTH EAST PHILADELPHIA ALTIMETER

SETTING AND INCREASE ALL MDA 40 FT.

Als

[
1]
%ng‘?
CITY AND STATE ELEVATION: 53 THRE: 52 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
. IDENTIFIER: RNAV (GPS) RWY 26, AMDT 1

MOUNT HOLLY, NJ AIRPORT NAME: AV (GPS) AMDT: ORIG

SOUTH JERSEY RGNL DATED:  08/25/2011
PAGE 2 OF 5 PAGES
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ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] Yes [ ] n~o
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[ ] [] ] [ ] [ L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD

OPERATION TYPE

SBAS SERVICE PROVIDER IDENTIFIER
AIRPORT IDENTIFIER

RUNWAY

APPROACH PERFORMANCE DESIGNATOR
ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR
REFERENCE PATH IDENTIFIER (APPROACH ID)
LTP/FTP LATITUDE

LTP/FTP LONGITUDE

LTP/FTP ELLIPSOIDAL HEIGHT

DATA

KVAY
RW26
0

0

W26A
395640.9835N
0745021.3325W
-00169

FPAP LATITUDE 395610.2200N
FPAP LONGITUDE 0745210.0600W
THRESHOLD CROSSING HEIGHT (TCH) 00040.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1568
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 0.0
CRC REMAINDER FFF10C22
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE Ke
LTP ORTHOMETRIC HEIGHT +00158
FPAP ORTHOMETRIC HEIGHT +00158
CITY AND STATE ELEVATION: 53 THRE: 52 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
IDENTIFIER:
MOUNT HOLLY, NJ AIRPORT NAME: A RNAV (GPS) RWY 26, AMDT 1 DT ORI
SOUTH JERSEY RGNL DATED: 08/25/2011

FAA FORM 8260-10/ April 2006 (Computer Generated)
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ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] ves ]:] NO
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[ ] [ ] ] [ ] [ ] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

MD INSTRUMENT APPROACH PROCEDURE Ceilings are’ in fee’t abo&e airport.elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in fest RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT CABOD K60 w N39581242W074445736 Wol24 NAR CABOD
SUSAEAENRT HATUP K60 W N39592130W074424948 W0125 NAR HATUP
SUSAEAENRT INNEZ K60 C L N39471895W074464556 w0124 NAR INNEZ
SUSAEAENRT WANOK K60 W N39571409W074482415 w0124 NAR WANOK
1 2 3 4 5 6 7 8 9 0 1 2 3
ATRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567850123456789012345678901234567820123456789012
SUSAP KVAYK6AVAY 0 038YHN39563440W074504470W012000053 1800018000C MNAR SOUTH JERSEY RGNL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KVAYK6FR26 AHATUP O010HATUPK6EAQOEE AR °~ HF 24700040 + 02000 18000 A JS
SUSAP KVAYK6FR26 R 010HATUPK6EAQOE I IF + 02000 18000 A Js
SUSAP KVAYK6FR26 R 020CABODK6EALE F O51TF 24700020 + 01500 RW26 K6PGA JS
SUSAP KVAYK6FR26 R 020CABODKEEA2WALP . N ALNAV Js
SUSAP KVAYK6FR26 R 021WANOKK6EAQOE S O031TF 261920028 V 0060000601 -300 A JS
SUSAP KVAYK6FR26 R 030RW26 K6PGOGY M 031TF 26190016 00092 -300 A JS
SUSAP KVAYKEFR26 R 040 0 M ca 2619 + 00453 A JS
SUSAP KVAYK6FR26 R 050INNEZK6EAOEY L DF + 02000 A JS
SUSAP KVAYK6FR26 R 060INNEZK6EAOEE R HM 28000040 + 02000 A JS
1 2 3 4 5 6 7 8 S 0 1 2 3
RUNWAY 123456785012345678901234567890123456783012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KVAYK6GRW26 0038812618 N39564098W074502133-0200 -0016900052000040050R
1 2 3 4 . 5 6 7 8 9 0 1 2 3
PP 123456785012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KVAYK6PR26 RW26 001 0OOOW26A0N39564059835W07450213325-001650300N3956102200W07452100600106751568000400F400000FFF10C22
SUSAP KVAYK6PR26 RW26 002E +00158+00158LP 58323
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KVAYK6SRW26 K6PG O. 18018002625 M
CITY AND STATE ELEVATION: 53 THRE: 52 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syup:
MOUNT HOLLY, NJ AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 26, AMDT 1
SOUTH JERSEY RGNL AMDT: ORIG
RNAV
DATED:  08/25/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of S Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves D NO

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I N N B

AQOPA

[ 1

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
— RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum attifudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
HATUP HATUP 010 IAF HF R FO 247.0(235.0T) 004.0 AA 02000
HATUP 010 FACF IF FB AR 02000
CABOD 020 FAF TF FB 0.5 247.0(235.0T) 002.0 AA 01500
WANOK 021 SDF TF FB 0.3 261.9(249.9T) 002.8 AR 00600 GS 00601
RW26 030 MAP TF FO 0.3 261.9(249.9T) 001.6 AT 00092
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 ca FB 261.9(249.9T) BA 00453
INNEZ 050 DF L FO AR 02000
INNEZ 060 HM R FO 280.0(268.0T) 004.0 AA 02000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
CABOD N395812.42 W0744457.36 N3958.207 W07444.956
HATUP N395921.30 W0744249.48 N3959.355 W07442.825
INNEZ N394718.95 W0744645.56 N3947.316 W07446.759
WANOK N395714.09 W0744824.15 N3957.235 W07448.403
RW26 N395640.98 W0745021.33 N3956.683 W07450.356
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW26 00052 40
CITY AND STATE ELEVATION: 53 THRE: 52 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
MOUNT HOLLY, NJ AIRPORT NAME: IDENTIFIER: RNAYV (GPS) RWY 26, AMDT 1
SOUTH JERSEY RGNL AMDT: ORIG
RNAV
DATED: 08/25/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0 O 0O O

AOPA

[ 1

NBAA OTHER (specify)

L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSU ROC ALT. ADJUSTMENTS MIN. ALT.
INTERMEDIATE HATUP (IF/IAF) CABOD 1. TOWER (34-000411) 1400029.00N/0744221.00W | 463 (4D) 500 |AT537 1500
2. TERRAIN 400054.00N/0744415.00W |89 (100) AS1000 1100
FINAL: LP CABOD WANOK/1.60 NM TO [3. AAO 395837.65N/0744543.09W 279 (2C) 250 |RA36 DG35 600
RW26
FINAL: LP STEPDOWN WANOK/1.60 NMTO |RW26 4. T-L TWR (34-023565) 1395702.74N/0744823.10W [191 (2C) 250 460
RW26
FINAL: LNAV CABOD WANOK/1.60 NM TO [3. AAO 395837.65N/0744543.00W |279 (2C) 250 |RA36 DG35 600
RW26
FINAL: LNAV STEPDOWN WANOK/1.60 NMTO |RW26 5. TRMSN TWR 395635.84N/0744913.09W [191 (1A) 250 |xp20 480
RW26 (KVAYT0751)
2. HOLD-IN-LIEU-OF-PT HATUP P-4 1. TOWER (34-000411) 1400029.00N/0744221.00W (463 (4D) 1000 |AT537 2000
6. TERRAIN 400024.00N/0744200.00W [243 (200) AS1500 1700
MAP: |[RW26 /RW26 INNEZ ASC 2000
3. MISSED 7. TOWER (34-000071) [395042.87N/0744944 43W | 406 (1A) 1000 1500
APPROACH ELEV. 1360380 8. TERRAIN 395027.00N/0744733.00W | 148 (100) AS1500 1600
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT. ‘
CATEGORY A 1T3NM_ f | 350 467 9. TWR (KVAYT0736) | 395536.48N/0745059.63W 209 (1B) 300 520
CATEGORY B 1.5NM i 450 |Z 467 10. TWR (KVAYT0765) |395543.33N/0745234.11W [220 (2A) 300 520
CATEGORY C 1.7NM |5 450 |2
CATEGORY D 23NM |2 550 |2
CATEGORY E 45NM  |®[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW26 .
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL) MSA
360-360 TWR (42-002870) 300/ 19.2 1548 (1A) 2600 by
& 7
CITY AND STATE ELEVATION: 53 FACILITY PROCEDURE AND AMENDMENT NO: | REGION, ) f‘
MOUNT HOLLY, NJ AIRPORT NAME: RNAV RNAV (GPS) RWY 26, AMDT 1 AERCY
SOUTH JERSEY RGNL :

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
WRI APP CON NWS |OTHER: SOURCE:KVAY / KPNE
ZNY ARTCC ASOS DISTANCE: 0/11.28
FAA HOURS REMOTE OPERATION:
24124
SATISFACTORY ON: A/C
X|VHF [x|uHF | [HF LOCATION: KVAY ADJUSTMENT: 0/ 36
PRIMARY NAVAID:
4. -
MONITOR |-MCNITOR POINT:
STATUS | HRS | CAT1
OPTN:| CAT 3
ALS
(S) SALS
MALS
5 HIRL

APPROACHI™ %™ [mIRL 08 (PCL), 26 (PCL)

& RUNWAY

LIGHTING REIL
TDZ
C/LINE
X |OTHER (SPECIFY)
PAPI-2R 08 (PCL), 26
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT __ NPI-G 08, 26
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
, THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |oN CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY: DATE:
TERENCE D. SHARP (ANDREA CHANEY) 08/03/2012
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-351

PART C - REMARKS:

VDP NOT ESTABLISHED - OBSTACLES PENETRATE 20:1, VDP IS
LESS THAN 0.5NM AFTER STEPDOWN.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

2. KVAY ASOS IS ON SERVICE A, HRS OPTN 24
3. ALTIMETER SOURCE: KVAY/KPNE
DISTANCE: ON ARPT/11.28NM

HOURS REMOTE OPERATION: 24/24
ADJUSTMENTS: OFT/35.34FT

KPNE ASOS ON SERVICE A

AVNIS VGSI DATA: 3.00/40
100' AVERAGE VEGETATION USED AS PER EASTERN FPO.

INTERMEDIATE OFFSET BY REQUEST FROM WRI APP CON TO
AVOID OPERATIONS DIRECTLY OVER KWRI AIRPORT.

LPV AND LNAV/VNAV MINIMUMS NOT ESTABLISHED DUE TO NPI
RWY MARKINGS PER FPO AS OF 07/16/2012.

RASS PRESSURE PATTERNS SAME
KVAY 52.8, KPNE 119.9

RA = 36.
SEE ATTACHED AIRSPACE LETTER.
TERPS, VOLUME 1, VISUAL PORTION OF FINAL PENETRATIONS

20:1 RW08 CIRCLING (FPO NOTIFIED)
59 RD(N)(KVAYT0282) 395628.04N-0745110.98W (15.30)

| 60 RD(N}KVAYT0288) 395628.35N-0745111.88W (13.54)

60 RD(N)(KVAYT0289) 395627.86N-0745111.66W (13.48)
60 RD(N)(KVAYT0290) 395628.73N-0745112.07W (13.50)
60 RD(N)(KVAYT0294) 395627.69N-0745112.27W (10.96)
61 RD(N)(KVAYT0307) 395627.38N-0745113.24W (7.87)
61 RD(N)(KVAYT0308) 395627.87N-0745113.49W (7.82)
61 RD(N)(KVAYT0309) 395628.30N-0745113.74W (7.65)
61 RD{N)(KVAYT0320) 395627.05N-0745114.10W (4.16)
96 TREE (KVAYT0326) 395624.30N-0745113.48W (36.62)
103 TREE(KVAYT0327) 395624.33N-0745113.51W (43.56)
74 TREE (KVAYT0328) 395628.12N-0745115.36W (14.42)
85 TREE (KVAYT0329) 395628.25N-0745115.42W (25.43)
62 RD(N)(KVAYT0332) 395626.74N-0745114.97W (1.44)
92 TREE (KVAYT0333) 395623.99N-0745113.67W (31,39)
62 RD(N)(KVAYT0334) 395627.32N-0745115.27W (1.35)
62 RD(N)(KVAYT0335) 395627.93N-0745115.57W (1.32)
113 TREE(KVAYT0339) 395623.96N-0745113.78W (51.93)
74 TREE (KVAYT0341) 395626.88N-0745115.57W (11.49)
75 TREE (KVAYT0342) 395626.83N-0745115.56W (12.44)
76 TREE (KVAYT0347) 395626.85N-0745116.01W (11.83)
75 TREE (KVAYT0348) 395626.88N-0745116.05W (10.73)
76 TREE (KVAYT0349) 395627.83N-0745116.50W (11.42)
66 RD(N)(KVAYT0354) 395623.50N-0745114.89W (0.07)
66 RD(N)(KVAYT0355) 395623.73N-0745115.01W (0.04)
(74 LI)NE MARKER (KVAYT0383) 395623.39N-0745115.19W
6.79

71 POLE (KVAYTO0385) 395624.44N-0745115.72W (3.68)
71 LINE MARKER (KVAYT0386) 395623,89N-0745115.48W

(3.60)

73 OL ON PP (KVAYT0387) 395624.45N-0745115.75W
(5.59)

73 POLE (KVAYT0388) 395626.03N-0745116.58W (5.31)
68 LINE MARKER (KVAYT0389) 395624.95N-0745116.07W

(0.29)

76 OL ON PP (KVAYT0390) 395626.03N-0745116.62W YR
(8.17 S
69 LINE MARKER (KVAYT0391) 395625.47N-0745116.35W & y

CONT. o ¢ o
B




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD

PART - A OBSTRUCTION DATA

FROM

1. APP SEGMENT TO OBSTRUCTION COORDINATES | ELEV. MSL] ROC ALT. ADJUSTMENTS | MIN. ALT.
3. MISSED MAP:
APPROACH eV
4. CIRCLING AREA [ DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM_| 350
CATEGORY B 15NM__|w| 450 |2
CATEGORY C 1.7NM  |S| 450 |2
CATEGORY D 23NM | 550 |2
CATEGORY E 45NM  |%[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID:
SECTOR OBSTRUCTION | BRG/DIST _ |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST __ |ELEVATION (MSL) MSA
CITY AND STATE ELEVATION: 53 FACILITY PROCEDURE AND AMENDMENT NO:
MOUNT HOLLY, NJ AIRPORT NAME: RNAV RNAV (GPS) RWY 26, AMDT 1
’ SOUTH JERSEY RGNL

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

COURSE AIMING

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NW S |OTHER: SOURCE:
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC
[VHF | JUHF | [HF LOCATION: ADJUSTMENT:
. PRIMARY NAVAID:
MONITOR |-MONITOR POINT:
STATUS | HRS | CAT1
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. HIRL
pp i
LIGHTING REIL
TDZ
CILINE
OTHER (SPECIFY)
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT
7.RUNWAY |[APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD

ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:
CONTINUED.
1.18

18) :
(787 Pc))LE (KVAYT0392)  395627.53N-0745117.39W

97
75 LINE MARKER (KVAYT0393) 395626.50N-0745116.90W
3.96 ' :

103 TREE (KVAYT0406) 395626.35N-0745122.69W (13.55)
108 TREE (KVAYT0407) 395626.27N-0745122.87W (17.75)
122 TREE (KVAYT0429) 395625.56N-0745128.72W (9.14)
139 TREE (KVAYT0435) 395624.29N-0745130.28W (18.22)
150 TREE (KVAYT0436) 395625.18N-0745130.78W (28.95)
135 TREE (KVAYT0448) 395621.32N-0745131.45W (4.76)
150 TREE (KVAYT0453) 395618.22N-0745130.37W (18.30)
147 TREE (KVAYT0454) 395623.32N-0745132.83W (15.21)
135 TREE (KVAYT0456) 395624.05N-0745133.32W (2.69)
153 TREE (KVAYT0457) 395619.47N-0745131.19W (20.48)
138 TREE (KVAYT0459) 395618.81N-0745131.36W (3.71)
146 TREE (KVAYT0460) 395616.87N-0745130.62W (11.03)
139 TREE (KVAYT0464) 395621.86N-0745133.72W (1.41)
152 TREE (KVAYT0466) 395621.95N-0745134.01W (13.51)

34:1 (FPO NOTIFIED)

142 TREE (KVAYT0677) 395647.57N-0744946.72W (15.03)
146 TREE (KVAYT0676) 395644.13N-0744945.63W (20.21)
124 TREE (KVAYT0671) 395645.51N-0744947.42W (0.65)
140 TREE (KVAYT0666) 395643.61N-0744947.73W (19.26)
126 TREE (KVAYT0664) 395647.00N-0744949.30W (5.16)
136 TREE (KVAYT0659) 395647.28N-0744950.18W (16.77)
154 TREE (KVAYT0657) 395645.35N-0744949.66W (35.63)
135 TREE (KVAYT0656) 395646.72N-0744950.39W (16.79)
138 TREE (KVAYT0651) 395646.56N-0744951.21W (21.72)
86 TREE (KVAYT0575) 305649.92N-0745008.95W (4.40)
84 TREE (KVAYT0552) 305648.76N-0745011.34W (8.73)
95 TREE (KVAYTO0544) 305640.34N-0745008.18W (21:57)
94 TREE (KVAYT0537) 395641.79N-0745009.52W (21.97)
75 TREE (KVAYT0535) 395648.15N-0745013.05W (4.03)
107 TREE (KVAYT0525) 395647.06N-0745013.94W (39.06)
110 TREE (KVAYT0510) 395647.00N-0745016.04W (46.64)

20:1 (FPO NOTIFIED)

95 TREE (KVAYT0544) 395640.34N-0745008.18W (6.36)
94 TREE (KVAYT0537) 395641.79N-0745009.52W (7.73)
107 TREE (KVAYT0525) 395647.06N-0745013.94W (27.70)
110 TREE (KVAYT0510) 395647.00N-0745016.04W (38.47)

OBSTACLE #3 ELEVATION AND AC VERIFIED THRU MAP STUDY,
QUAD CHART: MOUNT HOLLY.

XP20=CREATE 20' DIFFERENCE IN MDA FROM LP FINAL




RADIO FIX AND HOLDING DATA RECORD

NAME: HATUP STATE: NJ COUNTRY: US"

LATITUDE/LONGITUDE: 395921.30N/0744249.48W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR  IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR} TIME DME MIN MAX  MIN MAX

1 NE WP 067.01 247.01 R 4 2000 4000 4 5

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (34-000411) 400029.00N/0744221.00W 463 4D

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETE.

FIX USE: :
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
IAP RNAV (GPS) RWY 26 KVAY MOUNT HOLLY

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 01/10/2013

REASON FOR REVISION:
1. ADDED HOLDING PATTERN 1.

STATE
NJ (US)

DEVELOPED BY: DATE: 07/16/2012 OFFICE: AJV-351 NAME: TERENCE SHARP (ANDREA CHANEY)

APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS

SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZNY
ATC FACILITY: WRI APP CON
OTHER:

9 ° o

By
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RADIO FIX AND HOLDING DATA RECORD

INFO ONLY

NAME: CABOD STATE: NJ COUNTRY: US
LATITUDE/LONGITUDE: 395812.42N/0744457.36W TYPE: WP
AIRSPACE DOCKET: ‘FIXTYPE OF ACTION: ESTABLISH
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
1AP RNAV (GPS) RWY 26 KVAY MOUNT HOLLY NJ (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 08/25/2011
DEVELOPED BY: DATE: 03/22/2011 OFFICE: AJV-352 NAME: DONALD SMITH (CHRISTOPHER COX)
APPROVED BY: DATE: 06/28/2011 OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
 DISTRIBUTION: NFDC
. FPO: EST

ARTCC: ZNY

ATC FACILITY: WRI APP CON

OTHER:

VAL,
o
b4
K
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RADIO FIX AND HOLDING DATA REcorp INFO ONLY

NAME: INNEZ STATE: NJ COUNTRY: US
LATITUDE/LONGITUDE: 394718.95N/0744645.56W TYPE: WP, INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROMFAC MRA MAA
) BRG BRG NM  FEET

1 COYLE CYN VORTAC H 273.99 263.99 16.17 16.17 2000 17500

2 CEDAR LAKE VCN VORTAC L 039.99 029.99 17.38 17.38 2000 17500

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
] INBOUND (L ORR) TIME DME MIN MAX.

1 E WP 100.00 280.00 4 2000 4000 4 5

CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION - COORDINATES ELEVATION ACCURACY CODE
1 200 TOWER (34-000071) 395042.87N/0744944 .43W 406 1A

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
EN ROUTE V312 1,2 ‘ (US)
IAP RNAV (GPS) RWY 1 KN14 LUMBERTON ' NJ (US)
IAP RNAV (GPS) RWY 19 KN14 LUMBERTON NJ (US)
IAP RNAV (GPS) RWY 26 KVAY MOUNT HOLLY NJ (US)
IAP RNAV (GPS) RWY 8 KVAY MOUNT HOLLY NJ (US)

S aaaa

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 07/26/2012

REASON FOR REVISION:

UPDATED FIX USE.

MOVED FIX 22.95 FT WEST TO AIRWAY FIX LOCATION.
CHANGED HOLDING INBOUND COURSE FROM 277 TO 280.

DEVELOPED BY: DATE: 01/17/2012 OFFICE: AJV-352 NAME: STEVE BRUMMETT
APPROVED BY: DATE: 04/30/2012 OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPQ: EST
ARTCC: ZNY
ATC FACILITY: WRI APP CON
OTHER:

A
PRy

¢
K@
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RADIO FIX AND HOLDING DATA RECORD INFO ONLY

NAME: WANOK

STATE: NJ COUNTRY: US

LATITUDE/LONGITUDE: 395714.09N/0744824.15W TYPE: WP

AIRSPACE DOCKET:

FIX USE:
USE TYPE USE TITLE
IAP RNAV (GPS) RWY 26

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG

DEVELOPED BY: DATE: 03/22/2011
APPROVED BY: DATE: 06/28/2011
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZNY

FIX TYPE OF ACTION: ESTABLISH

ATC FACILITY: WRI APP CON

OTHER:

FAC PAT AIRPORTIDENT CITY STATE
KVAY MOUNT HOLLY NJ (US)
DATE OF REVISION: 08/25/2011
OFFICE: AJV-352 NAME: DONALD SMITH (CHRISTOPHER COX)
OFFICE: AJV-352 NAME: DARRYEL ADAMS
A
M,

s

14
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: MT HOLLEY STATE: NJ

AIRPORT NAME:  SOUTH JERSEY RGNL | ID:  KVAY
- PROCEDURE: RNAV (GPS) RWY 26 AMDT: 1
DOCKET#  NOT REQUIRED

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000' point 3.09

(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000 point 1.20
(Enter appropriate segment, final, intermediate, etc.)
3. True Course of FINAL segment containing 1000' point 249.89
4. High Terrain in FINAL segment containing 1000’ point 82
5. Distance from THLD to 1500 point 6.62
(If 1500' point in PT maneuvering area or holding pattern note in remarks) .
6. Width of INTERMEDIATE segment at 1500’ point 2,32
7. True Course of INTERMEDIATE segment containing 1500' point ' 249.89
8. High Terrain in INTERMEDIATE segment containing 1500’ point 89
9. Threshold Coordinates (if straight-in) ... 395640.98N / 0745021.33W
10. ARP Coordinates ........................... 395634.40N / 0745044.70W
11. Runway Approach End and distance furthest from ARP ................ RWY RWO08
Distance 0.32 NM
12. FAF Coordinates ............................ 395812.42N / 0744457.36W

REMARKS: Approach/Drawing attached.






