REV 1.

ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-2

CONTACT: DON SMITH/MARLON ROBINSON-AJV-352 LEADS, 405.954.1036 / 405.954.3636.

Action: ask Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 01/23/2012 | 2012012024899708002 20120120248997
Procedure: RNAV (GPS) RWY 17 AMDT 2 Airport ID: Airport: VALDOSTA RGNL Reimbursable #:
KVLD
City: VALDOSTA ST: GA GPS #: Estimated Chart Date: FICO #:
06/27/2013
Fac ID: Fac. Type: -"L ?\1 Specialist: STEVE BRUMMETT
k Procedure Review

Rec'd Rel'd Full Name Comments i
Lead: 09/11/2012 | 02/13/2013 | CASIMIR TABAKA k
QA: 02/13/2013 02/13/2013 CASIMIR TABAKA
Liaison: | 02/13/2013 S‘(?M(.\\\'_~

: Remark T :  INFORMATION "

Procedure Comments: ENROUTE-NON [Remark Type /kﬁ dez,
VALDOSTA, GA VALDOSTA RGNL (KVLD) RNAV (GPS) RWY 17, AMDT 2 (LPV) ENROUTE-NO FC: 5.14.13 PUB: 6.27.13

(S): (INFO ONLY) CUVGA, REV 2; GREENVILLE (GEF) VTAC, REV 8; HADDE-INT, REV 5; HIVNI, REV 2; YUPUY,

VN 8200-6 (05/26/2005)

Data as of:

2/20/2013 9:22:40AM




]

/\/ &,w

VALDOSTA, GEORGIA AL-892 [FAA)

FIG]
CHWBA7A;SO1 APP CRS ?ﬁ,{édg 8(1)82 RNAV (GPS) RWY 17]
wi7A | 17%° |apieler 203 VALDOSTA RGNL (VLD

¥ For uncompensated Baro-VNAV systems, INAV/YNAY NA below -4°C {22°F] or above 54°C [130°F).
A DME/DME RNP-0.3 NA. When local altimeter sefting not received, use Moultrie altimeter setting and
increase all DA 88 feet and alt MDA 100 feet and increase LPV all Cats visibility % mile, INAV/VNAY
all Cots, INAV and Circling Cats C/D visibilities % mile, Circling to Rwy 4, 13, and 31 NA af night.
VDP and Boro-VNAY NA with Moultrie altimeter satting. Helicopter visibility reduction below 35 SM NA.

MISSED APPROACH:
Climb to 2700 direct
YUPUY and on track
177° to HADDE and

hold.
ASOS VALDOSTA APP CON* | VALDOSTA TOWER * GND CON UNICOM
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086 CUVGA: 3058.133N/8318.521W
8 LN HADDE: 3031.908N/8313.837W
s HIVNE 3056.846N/8327.704W
=0 IFM: 3125.720N/8329.333W
YUPUY: 3044.954N/8316.050W
ZULED: 3110.972N/8324.554W
" ZURAR: 3052.255N/8317.417W
790 RWI17: 3047.428N/8316.513W
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NAVIGATION RWI7 Assys e
TR L 4NM
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GEF
Procedure NA for arrivals on GEF VORTAC ELEV_ 203 | ‘ THRE 196
airway radials 337 CW 122,
~——176°to
RW17
CUVGA 2700 HADDE
A
2200 (1710 ZURAR 1
L 7
1260 1800 270+
| A
X
i RWI7 o
GS 3.00° 1800
TCH 50 : O
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CATEGORY A ] 8 1 c 1 D A
. A
PV DA 452-Y 256 (300-%) A2age 266+
INAY/ DA 4557 259 (300-%)
] , 720-1% 720-17 |RELRwy 170
LNAV MDA 720-1 524 (600-1) 524 (600-1%) | 524 (600-1%) | HIRL Rwy |7.3i° :
720-1% 780-2 REIL Rwys 4 an 22 .
CIRCLING 720-1 517 (600-1) 517 1600-1%) | 577 1600-2) | MIRL Rwys 4-22 and 13-3
VALDOSTA, GECRGIA VALDOSTA RGNL (VLD)
Amdt 2 RG

30°47'N - 83°17'W

RNAV (GPS) RWY 17




RNAYV - STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 abowve airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE tnvv [I)\;\NAV DA
§ A H
IFM VOR ZULED (FB) 169.43/15.27 2700 LNAV: RWi7
GEF VORTAC HIVNI (FB) 039.94 / 28.95 2700
CLIMB TO 2700 DIRECT YUPUY AND ON TRACK 176.65 TO HADDE
ZULED (IAF) CUVGA (NOPT) (FB) 162.95/13.82 2200 AND HOLD.
HIVNI (IAF) CUVGA (NOPT) (FB) 085.72/8.00 2200
CUVGA (IF) ZURAR (FB) 175.80/5.94 1800
ZURAR (FAF) RW17 (MAP) (FO) 175.81/4.88
DATA:
RW17 (MAP) 452 MSL 175.81 ADDITIONAL FLIGHT

gOLD £ Rg' 85333"15'5 lNBou'\ID'304725N/0831 614W
HART FA : 204 TREE

(SEE FORM 8260-10) CHART FAS OBST: 469 TOWER 304930N/0831716W
CHART 251 TREE 304742N/0831635W.

DISTANCE TO THLD FROM 256 HATH: 0.64 NM.
CHART VDP AT 1.49 MILES TO RW17*

1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (AR Ay Y L # 87101
2. PROFILE STARTS AT CUVGA REFERENCE PATH ID: W17A
3.FAC: 175.81 FAF: ZURAR DIST FAF TO MAP: 486 THLD: 486 | TP HAE:31.9M
4. MIN. ALT: cuvGA 2200, ZURAR 1800
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6.MIN GS INCPT: 1800 GS ALT AT: ZURAR 1800 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:50.2 34:11S NOT CLEAR
8. MSA FROM: RW17 2200 MAG VAR: 5W EPOCH YEAR: 2010
' MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY =====> A B C D E

DH/MDA| VIS |HAT/HAA|DHMDA | VIS |HAT/HAAIDH/MDA | vis |HAT/HAA|DHMDA | VIS |HATHAA|DHMDA| vis [HAT/HAA
LPV DA 452 3/4 256 452 3/4 256 452 3/4 256 452 3/4 256
LNAV/VNAV DA 455 78 259 455 7/8 259 455 7/8 259 455 7/8 259
LNAV MDA 720 1 524 720 1 524 720 11/2 524 720 11/2 524
CIRCLING 720 1 517 720 1 517 720 11/2 517 780 2 577
NOTES: Wy
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -6C (22F) OR ABOVE 54C (130F). @ NA WHEN LOCAL WEATHER NOT AVAILABLE. o ‘_,_-
CHART NOTE: DME/DME RNP-0.3 NA. EA >
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE MOULTRIE ALTIMETER SETTING AND INCREASE ‘ﬁé";g
ALL DA 88 FEET AND ALL MDA 100 FEET AND INCREASE LPV ALL CATS VISIBILITY 3/8 MILE, LNAV/VNAV ALL hE
(SEE FORM 8260-10) _
CITY AND STATE ELEVATION: 203 THRE: 196 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE:  [SUP:

VALDOSTA, GA AIRPORT NAME: ) 'DENEH%\';R: RNAV (GPS) RWY 17, AMDT 2 AMDT: 1
VALDOSTA RGNL DATED 11/18/2010

FAA FORM 8260 - 3 / April 2006 {computer generated) PAGE 1 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES

[ ] vyes [Xx] no

REQUIRED EFFECTIVE DATE

ROUTINE

COORDINATED WITH:

ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[X] ] X1 [X] x] [x] [X] 24X VLD APP CON, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:

STEVE BRUMMETT AJV-352 01/11/2013

APPROVED BY

NAME: FIFO DATE:

v SUSAN CRUMB MANAGER AJV-352

CHANGES:

1. ADDED FEEDER FROM IFM VOR TO ZULED AND INITIAL FROM ZULED TO CUVGA.

2. LOWERED HIVNI INITIAL SEEGMENT ALTITUDE FROM 2700 TO 2200.

3. REMOVED LNAV STEPDOWN.

4. CHANGED HELICOPTER VISIBILITY NOTE.

5. RAISED LPV DA FROM 451 TO 452 AND LOWERED VIS ALL CATS FROM 1 TO 3/4.

6. LOWERED LNAV/VNAYV DA FROM 634 TO 455 AND VIS ALL CATS FROM 1 1/2 TO 7/8.

7. REMOVED FEEDER FROM HADDE TO HIVNI.

8. CHANGED ISA DEVIATION TO ACT/AHT.

9. COMBINED VDP AND BARO-VNAV NOTES.

1
1
1

0. CHANGED PROCEDURE NA NOTE AT GEF VORTAC.
1. UPDATED BARO-VNAV HIGH TEMPERATURE TO 54 C (130 F).
2. UPDATED WHEN LOCAL ALTIMETER SETTING NOTES NOT RECEIVED, RAISING LPV VIS ADJUSTMENT FROM 1/4 TO 3/8.

13. THRESHOLD ELEVATION (196 FT) USED IN LIEU OF TDZE (199 FT).

REASONS:

1
2
3
4.
5
6.
7

8.

9,

. REPLACES MOULTRIE VORTAC FEEDER (DECOMMISSIONED).
. 2700 CAUSES TO GREAT OF INTERMEDIATE DESCENT.

- NEW TRAP SIZE ELIMINATED STEPDOWN OBSTACLE.

IAW 8260.19E, PARA 8-541 (3).

. HATH VERSUS TDZE.

- NEW OBSTACLE DATA.

" TURN AT HIVNI GREATER THAN 90 DEGREES.

PER AFS-400 MEMO DATED 24 SEPT 2010.

- REDUCES FIG CROWDING IN NOTES ON FIG.

10. IAW 8260.19E PARA 8-6, G (2).

1

1. 1AW AFS HIGH TEMPERATURE CALCULATOR.

12. NEW VIS CRITERIA IAW 8260.3B, CHG 20.
13. NEW CRITERIA IAW 8260.3B, CHG 20.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAV - STANDARD except HAT, HAA, TCH, and RA. Aliitudes are minimum altitudes unless otherwise indicated.
iy Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 except visibilities which are in statute miles or in feet RVR.
TERMINAL ROUTES, (CONT.):
FROM TO COURSE AND DISTANCE ALTITUDE
452 MSL YUPUY (FB)
YUPUY HADDE (FO) 176.65 /13.16 _ 2700

NOTES, (CONT.):

CATS, LNAV AND CIRCLING CATS C/D VISIBILITIES 1/4 MILE.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON GEF VORTAC AIRWAY RADIALS 337 CW 122.
CHART NOTE: CIRCLING TO RWY 4, 13, AND 31 NA AT NIGHT.

CHART NOTE: BARO-VNAV NA WITH MOULTRIE ALTIMETER SETTING.

CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 3/4 SM NOT AUTHORIZED.

N
o, e
CITY AND STATE ELEVATION: 203 THRE: 196 FACILITY PROCEDURE NO./ AMDT NOJEFFECTIVE DATE:  |syp:
VALDOSTA, GA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 17, AMDT 2 » ;
RNAV AMDT:
VALDOSTA RGNL DATED:  11/18/2010

FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 2 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] ves [ ] no
COORDINATED WITH: |
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
L] ] [] ] [] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KVLD
RUNWAY RW17
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W17A
LTP/FTP LATITUDE 304725.6680N
LTP/FTP LONGITUDE 0831630.7780W
LTP/FTP ELLIPSOIDAL HEIGHT +00319
FPAP LATITUDE 304557.5100N
FPAP LONGITUDE 0831614.2800W
THRESHOLD CROSSING HEIGHT (TCH) 00050.2
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0312
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 1C8FAB17
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K7
LTP ORTHOMETRIC HEIGHT +00598
FPAP ORTHOMETRIC HEIGHT +00598
{y‘u“;":’/{f{‘
~y
CITY AND STATE ELEVATION: 203 THRE: 196 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
VALDOSTA, GA AIRPORT NAME: IDENTIFIER: RNAYV (GPS) RWY 17, AMDT 2 1
RNAV AMDT:
VALDOSTA RGNL DATED: 11/18/2010
FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 3 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ves [ vo
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

I Y N [ A B N N [

FLIGHT CHECKED BY

NAME: FIFO DATE:

DEVELOPED BY

NAME: . FIFO DATE.

APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—RNAM'(Q&SLSIANQAB‘D INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD GEF  K7010900VTL N30330483W083465928 N30330483W083465928E0010002201 NARGREENVILLE
SUSAD IFM  K7011250V TW N31254317W083291999 W0010 ] NARTIFT MYERS
1 2 3 4 5 6 7 8 ) 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT CUVGA K70 W N30580800W083183125 W0051 NAR CUVGA
SUSAEAENRT  HADDE K70 C L N30315446W083135021 W0O051 NAR HADDE
SUSAEAENRT  HIVNI K70 W N30565075W083274225 W0050 NAR HIVNI
SUSAEAENRT  YUPUY K70 W N30445724W083160298 w0051 NAR YUPUY
SUSAEAENRT  ZULED X70 W L N31105834W083243322 W0050 NAR ZULED
SUSAEAENRT  ZURAR X70 W N30521528W083172504 w0051 NAR ZURAR
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KVLDK7AVLD 0 080YHN30465294W083163439W005000203 1800018000C MNAR VALDOSTA RGNL
1 2 3 4 5 6 . 7 8 9 0 1 2 3

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KVLDK7FR17 AGEF 010GEF K7D 0V IF 18000 A JS8

SUSAP KVLDX7FR17 AGEF 020HIVNIK7EAQOE A 020TF 03990290 + 02700 A JSs

SUSAP KVLDK7FR17 AGEF 030CUVGAK7EAOEE B 010TF 08570080 + 02200 A JS

SUSAP XVLDK7FR17 AIFM 01l0IFM K7D 0V IFr 18000 A JS

SUSAP KVLDK7FR17 AIFM 0Z20ZULEDK7EAQCE A 020TF 16940153 + 02700 A J8

SUSAP KVLDK7FR17 AIFM 030CUVGAK7EAQEE B 010TF 16300138 + 02200 A JS

SUSAP RVLDK7FR17 R 010CUVGAK7EAQE I IF + .02200 18000 A JS

SUSAP KVLDK7FR17 R 020ZURARK7EALlE F 0O51TF 17580059 + 01800 RW17 K7PGA JS

SUSAP KVLDK7FR17 R 020Z2URARKTEA2WALPV ALNAV/VNAV ALNAV JS

SUSAP KVLDK7FR17 R 030RW17 K7PGOGY M 031TF 17580049 00247 -300 A JS

SUSAP KVLDK7FR17 R 040 0 M ca 1758 + 00452 A JS

SUSAP KVLDK7FR17 R 050YUPUYK7EAQOR Dr A J8

SUSAP KVLDK7FR17 R 060HADDEKTEAQEY 010TF 1767 + 02700 A JS

SUSAP KVLDK7FR17 R 070HADDEK7EAQOEE R HM 35370040 + Q02700 A JS

1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KVLDK7GRW17 0080021758 N30472567W083163078+0000 +0031900196000050150R
CITY AND STATE ELEVATION: 203 THRE: 196 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syp:
VALDOSTA, GA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 17, AMDT 2
VALDOSTA RGNL AMDT: 1
RNAV DATED:  1118/2010

FAA FORM 8260 - 10/ April 2006 {Computer Generated) ~ Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0 O o O

AOPA NBAA OTHER  (specify)

[ L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: - NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

1 2 3 4 5 ) 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KVLDK7PR17 RW17 001 OOOOW1l7A0ON3047256680W08316307780+003190300N3045575100W08316142800106750312000502F4005001C8FAB1Y
SUSAP KVLDK7PR17 RW17 0Q02E +00598+00598LPV 87101
1 2 3 4 5 6 7 8 - 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KVLDK7SRW17 K7PG 0 18018002225 M
CITY AND STATE ELEVATION: 203 THRE: 196 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
VALDOSTA, GA AIRPORT NAME: : IDENTIFIER: RNAV (GPS) RWY 17, AMDT 2 .
VALDOSTA RGNL AMDT: 1
RNAV DATED:  11/18/2010

FAA FORM 8260 - 10/ April 2006 (Computer Generated)

Page 5 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0 O O O

AOPA NBAA OTHER (specify)

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Mﬁp INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
GEF GEF 010 IF FB
GEF HIVNI 020 IAF TF FB 2.0 039.9(034.9T) 029.0 AA 02700
GEF CUVGA 030 TF FB 1.0 085.7(080.7T) 008.0 AA 02200
IFM IFM 010 IF FB
IFM ZULED 020 IAF TF FB 2.0 169.4(164.4T) 015.3 AA 02700
IFM CUVGA 030 TF FB 1.0 163.0(158.0T) 013.8 AA 02200
CUvVGA 010 FACF IF FB AR 02200
ZURAR 020 FAF TF FB 0.5 175.8(170.8T) 005.9 AA 01800
RW17 030 MAP TF FO 0.3 175.8(170.8T) 004.9 AT 00247
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 175.8(170.87T) AA 00452
YUPUY 050 DF FB
HADDE 060 TF FO 1.0 176.7(171.7T) AA 02700
HADDE 070 HM R FO 353.7(348.7T) 004.0 AA 02700
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
GEF N303304.83 W0834659.28 N3033.081 W08346.988
IFM N312543.17 W0832919.99 N3125.720 W08329.333
CUVGA N305808.00 wW0831831.25 N3058.133 w08318.521
HADDE N303154.46 W0831350.21 N3031.908 W08313.837
HIVNI N305650.75 W0832742.25 N3056.846 W08327.704
YUPUY N304457.24 W0831602.98 N3044.954 W08316.050
ZULED N311058.34 W0832433.22 N3110.972 W08324.554
ZURAR N305215.28 W0831725.04 N3052.285 wW08317.417
RW17 N304725.67 W0831630.78 N3047.428 ’ W08316.513
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW17 00196 50

* A

CITY AND STATE ELEVATION: 203 THRE: 196 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
VALDOSTA, GA AIRPORT NAME: ) IDENTIFIER: RNAV (GPS) RWY 17, AMDT 2
VALDOSTA RGNL AMDT: 1
RNAV DATED:  11/18/2010
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 6 of 6  Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] n~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0o O O O

AOPA NBAA OTHER (specify)

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM .. TO OBSTRUCTION COORDINATES ELEV. MSL| ROC "ALT. ADJUSTMENTS MIN. ALT.
FEEDER v IFM VOR - - |ZULED . |1. TOWER (13-009‘385)‘ 312608.00N/0833355.00W | 783 (4D) 1000 |AT917 2700
iR “|2- TERRAIN ‘[312319.70N10832919.00W {355 (400) AS1500 : 1900
FEEDER - - |GEF VORTAC — [Hivai ~[5- TOWER (13-020019) [305150.20N/0833340.20W |528 (4D) | 1000 |[AT1172 2700
4. TERRAIN ~ |305403.00N/0833209.00W {306 (300) AS1500 1800
INITIAL “|ZULED CUVGA 5. TOWER (13-000976) [311019.00N/0832157.00W |1177 (5D) 1000 |AT917 2200
[6- TERRAIN 305933.00N/0832121.00W |289 (300) AS1500 1800
INITIAL HIVNI CUVGA 7. TOWER (13-000575) |305553.00N/0832108.00W |548 (5D) 1000 |[AT652 2200
8. TERRAIN 305621.00N/0832457.00W |296 (300) AS1500 1800
INTERMEDIATE CUVGA ZURAR 7. TOWER (13-000575) [305553.00N/0832108.00W |548 (5D) 500 [ATe52 1100
9. TERRAIN 305318.00N/0831621.00W |263 (300) AS1500 1800
FINAL: LPV ZURAR RwW17 10. TREE (KVLDA00S) [304741.77N/0831635.36W |251 (1A) 34:1 |mAe ' 452/256
FINAL: LNAV/IVNAV ZURAR RW17 11. TREE (KVLDAOQ02) [304724.65N/0831614.31W |294 (1A) PDA 455/259
FINAL: LNAV ) ZURAR RW17 12. TOWER (13-000512) [304930.00N/0831716.00W |469 (2C) 250 : 720
2. PROCEDURE TURN NA
MAP: |DA/DA/RW17 HADDE 13. TREE (KVLDA012) [304747.34N/0831640.05W |267 (1A) ASC 2700
f@'}ﬂ'ﬁé‘ﬁ& 14. TOWER (13-001996) [304116.22N/0831359.89W [ 480 (1A) 1000 1500
ELEV: |262/294/620 15. TERRAIN 304703.00N/0831448.00W | 276 (300) AS1500 1800
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT. : - s »
CATEGORY A 13NM | ] 350 517 16. TREE 304747.34N/0831640.05W [329 (2C) 300 sl 720
CATEGORY B 1.5NM__ |W| 450 (< 517 16. TREE 304747.34N/0831640.05W 329 (2C) 300 s 720
CATEGORY C 1.7 NM S| 450 |2 517 16. TREE _ 304747.34N/0831640.05W 329 (2C) 300 Sl 720
CATEGORY D 23NM |G| 550 |2 577 12. TOWER (13-000512)( 304930.00N/0831716.00W }469 (2C) 300 780
CATEGORY E 45NM |®[ 550
5. MINIMUM SAFE ALTITUDES , PRIMARY NAVAID: RW17 ERVETIN
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL) MSA .
360-360 TWR (13-000976) 353/23.3 1177 (5D) 2200
CITY AND STATE ELEVATION: 203 : FACILITY : : PROCEDURE AND AMENDMENT NO: |REGION
VALDOSTA RGNL »
FAA Form 8260 - 9 / April 2006 (Computer Generated) PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

PART C - REMARKS:

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING PARA 251, 34:1 PENETRATION.
N R e ON NWS [OTHER: SOURCE:KVLD / KMGR PRECIPITOUS TERRAIN EVALUATION COMPLETED.
VLD TOWER ASOS DISTANCE: 0/ 32.71 _ - ’
. FAA HOURS REMOTE OPERATION: VGSI DATA: 3.00/50.2
' 24/ BACKUP 3. ALTIMETER SETTING
SATISFACTORY ON: __ AlC SOURCE: KVLDIKMGR
. TTE . . DISTANCE: ON 32.71
X|VHF | xJuHF | |HF LOCATION: KVLD ADJUSTMENT: 0/ 88 D B
. PRIMARY NAVAID: SERVICE A: KVLD ASOS YESIKMGR AWOS YES
. RA :
MONITOR MONITOR POINT: KVLD 203, KMGR 294
STATUS | HRS.. CAT 1 RA=88.0
OPTN:[ CAT 3 SEE ATTACHED AIRSPACE LETTER.
::;SSALS AVERAGE VEGETATION HEIGHT ASSUMED TO BE 100 FT.
X [MALSR 35 (PCL) TAA'S NOT DEVELOPED PER FPT.
5, [HIRL 8260.3, VOLUME 1 "VISUAL PORTION OF FINAL"
APPROACHI™ 5 ImIRL 17 (PCL), 31, 13, 22, 04, 35 (PCL) '
& RUNWAY — : 20:1
LIGHTING REIL 17 (PCL), 22, 04 RO4 BUSH (KVLDOOOS) 304637.98N-0831707.54W (4.88)
TDZ R13 TREE (KVLD0015) 304710.53N-0831702.21W (20.3
: R13 TREE (KVLD0016) 304703.67N-0831701.91W (23. 1
i ST mEh i
: 03. )
X g{;‘ﬂ‘l_(?!,’ ﬁféf_‘)')zz 04. 35 R31 TREE (KVLD0030) 304635.12N-0831607.27W (14.60)
34:1 ‘
O RUNWAY |\ WERTHER e 1.8 TR (v DA T TN SRRt A (15
MARKINGS |ALLWEATHER PIR-G 17,35 251 TREE (KVLDAOO5) 304741.77N-0831635.36W (11.50)
INSTRUMENT 251 TREE (KVLD0066) 304742.98N-0831638.24W (6.77)
——UNWAY—| APPROACH 248 TREE (KVLD0040) 304744.40N-0831631.42W (2.40)
VISUAL MIDFIELD INTERMEDIATE CONTROLLING OBSTACLE SAME FOR ALL
RANGE SEGMENTS.
1 ROLL OUT LPV TERRAIN: 305242.00N-0831710.00 (256' MSL)
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:196.3 .
PATH DISTANCE FROM RWY: - ELEV GP ANTENNA: LPV SURFACE: 34:1
_ THRESHOLD CROSSING HEIGHT:50.2 LNAV/VNAV SURFACE: 22.489:1
9. FINALAPPROACH X _|RUNWAY THRESHOLD FT. FROM THRESHOLD | pgR FPT: CIRCLING NOT AUTHORIZED AT NIGHT DUE TO 20:1
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE | PENETRATIONS.
10. WAIVERS: NONE AVERAGE COLD TEMPERATURE BASED ON 5-YEAR HISTORY
(2007-2011) -6.33 C.
HIGH TEMPERATURE DETERMINED BY AFS-420 LOW/HIGH
TEMPERATURE CALCULATOR.
PART D - PREPARED BY: DATE:
STEVE BRUMMETT 01/11/2013
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-352




RADIO FIX AND HOLDING DATA RECORD

NAME: CUVGA STATE: GA COUNTRY: US
LATITUDE/LONGITUDE: 305808.00N/0831831.256W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP RNAV (GPS) RWY 17 . KVLD VALDOSTA
IAP RNAV (GPS) RWY 35 KVLD VALDOSTA

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 11/18/2010

REASON FOR REVISION:

REMOVED KVLD R17 AS FAC 1.

FIX MOVED 1.01 FEET, COORDINATES UPDATED.
UPDATED FIX USE.

DEVELOPED BY: DATE: 05/21/2010 OFFICE: AVN-110 NAME: PETER GETZ (NICHOLAS JACKSON)

APPROVED BY: DATE: 08/27/2010 OFFICE: AVN-110 NAME: GEORGE DAVIS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZJX
ATC FACILITY: VLD APP CON / ATCT
OTHER:

STATE
GA (US)
GA (US)

FAA FORM 8260-2/ AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: GREENVILLE VORTAC STATE: FL COUNTRY: US

LATITUDE/LONGITUDE: 303304.83N/0834659.28W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 GREENVILLE GEF VORTAC L 17500

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 SE WP 154.48 334.48 R 4 2000 6000 4 6

2 W  GEF VORTAC 274.36 094.36 R 1 2000 6000 5 7

CONTROLLING OBSTRUCTIONS: :

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

UPN 230 TOWER (13-001353) 304014.00N/0835626.00W" 2222 3C

1 200 TOWER (12-002864) 302647.70N/0834531.40W © 557 3C

2 230 TOWER (12-003023) 303011.10N/0835651.90W 628 5D

HOLDING RESTRICTIONS:

UPLANNED HOLDING AUTHORIZED AT OR ABOVE 3300.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

EN ROUTE V159 (US)

EN ROUTE V198 (US)

EN ROUTE V35 : (US)

ENROUTE - V537 , (US)

IAP ILS OR LOC RWY 27 _ KTLH TALLAHASSEE FL (US)

IAP ILS OR LOC/DME RWY 36 2 KTLH TALLAHASSEE FL (US)

IAP ILS RWY 27 (CAT 1) KTLH TALLAHASSEE FL (US)

IAP NDB RWY 13 K70J CAIRO GA (US)

IAP RNAV (GPS) RWY 31 K70J CAIRO GA (US)

IAP RNAV (GPS) RWY 10 K4J5 QUITMAN _ GA (US)

IAP ILS OR LOC RWY 22 KTV THOMASVILLE GA (US)

IAP NDB RWY 22 KTVI THOMASVILLE GA (US)

IAP RNAV (GPS) RWY 22 1 KTV THOMASVILLE GA (US)

IAP ILS OR LOC RWY 35 2 KVLD VALDOSTA GA (US

IAP RNAV (GPS) RWY 17 KVLD VALDOSTA : _ : GA éus

IAP RNAV (GPS) RWY 4 KVLD VALDOSTA  GA(US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 8 DATE OF REVISION: 11/18/2010

REASON FOR REVISION:

UPDATED FIXUSE. - .

ADDED PRECIPITOUS TERRAIN REMARK.

MOVED UNPLANNED HOLDING REMARK TO HOLDING RESTRICTIONS.
UPDATED CONTROLLING OBSTACLE ID FOR PAT 1 AND 2.

DEVELOPED BY: DATE: 05/17/2010 OFFICE: AVN-110 NAME: PETER GETZ (NICHOLAS JACKSON)
APPROVED BY: DATE: 08/27/2010 OFFICE: AVN-110 NAME: GEORGE DAVIS
SIGNATURE:

DISTRIBUTION: NFDC
- FPO: EST
ARTCC: ZJX
ATC FACILITY: TLH APP CON
OTHER: VLD APP CON i"\) =y
7 L
8

i)
”5'Fr“!‘fg
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RADIO FIX AND HOLDING DATA RECORD

NAME: HADDE STATE: FL
LATITUDE/LONGITUDE: 303154.46N/0831350.21W
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

COUNTRY: US

TYPE: WP, INT, DME

FAC NAME ‘ IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 GREENVILLE GEF VORTAC L 091.20 09220  28.65 28.65 2000 17500

2 VALDOSTA OTK VOR/DME H 172.30 17030 - 15.10 2000 17500

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 s WP 173.65 353.65 R 4 2700 6000 5 6

CONTROLLING OBSTRUCTIONS;

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 - 200 AAO 303330.00N/0830903.00W 420 4E

HOLDING RESTRICTIONS: -

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE: .

USETYPE ~ USE TITLE FAC PAT AIRPORTIDENT CITY STATE

EN ROUTE V198 1,2 (US)

EN ROUTE V579 1,2 (US)

IAP RNAV (GPS) RWY 17 1 KVLD VALDOSTA GA (US)

IAP RNAV (GPS) RWY 35 KVLD VALDOSTA GA (US)

IAP VOR RWY 35 1,2 KVLD VALDOSTA GA (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORIS REVISION NUMBER: 5

REASON FOR REVISION:

REMOVED YUPUY AS FAC 3.

ADDED DIST FROM FACS.

MOVED HOLDING LIMITED REMARK TO HOLDING RESTRICTIONS.
ADDED PRECIPITOUS TERRAIN REMARK.

UPDATED FIX USE.

DME LEG LENGTH CHANGED FROM 5 TO 4.

DEVELOPED BY: DATE: 05/21/2010 OFFICE: AVN-110

APPROVED BY: DATE: 08/27/2010 OFFICE: AVN-110

SIGNATURE:

DISTRIBUTION: NFDC
) FPO: EST
ARTCC: ZJX
ATC FACILITY: VL.D APP CON
OTHER:

DATE OF REVISION: 11/18/2010

NAME: PETER GETZ (NICHOLAS JACKSON)

NAME: GEORGE DAVIS

oAl
&%

§
ﬁ‘/tr*!f‘g
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RADIO FIX AND HOLDING DATA RECORD

NAME: HIVNI . STATE: GA COUNTRY: US

LATITUDE/LONGITUDE: 305650.75N/0832742.25W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 17 KVLD VALDOSTA GA (US)
IAP RNAV (GPS) RWY 35 KVLD VALDOSTA GA (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 11/18/2010

REASON FOR REVISION:
REMOVED CUVGA AS FAC 1.
UPDATED FIX USE.

DEVELOPED BY: DATE: 05/21/2010 OFFICE: AVN-110 NAME: PETER GETZ (NICHOLAS JACKSON)
APPROVED BY: DATE: 08/27/2010 OFFICE: AVN-110 NAME: GEORGE DAVIS
SIGNATURE:

DISTRIBUTION: NFDC
: FPO: EST
ARTCC: ZJX
ATC FACILITY: VLD APP CON/ATCT
OTHER:

‘:}i- ai./ ‘/ P
S

4 5
oo
AEels
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RADIO FIX AND HOLDING DATA RECORD

NAME: YUPUY STATE: GA COUNTRY: US
LATITUDE/LONGITUDE: 304457.24N/0831602.98W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
HOLDING: iHOLD|NG TYPE OF ACTION: NO CHANGE
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
I1AP RNAV (GPS) RWY 17 KVLD VALDOSTA GA (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 11/18/2010
REASON FOR REVISION:
REMOVED KVLD R17 AS FAC 1.
UPDATED FIX USE.
DEVELOPED BY: DATE: 05/21/2010 OFFICE: AVN-110 NAME: PETER GETZ (NICHOLAS JACKSON)
APPROVED BY: DATE: 08/27/2010 OFFICE: AVN-110 NAME: GEORGE DAVIS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZJX
ATC FACILITY: VLD APP CON
OTHER: VLD ATCT
A
e
~ &
'}FM‘)
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RADIO FIX AND HOLDING DATA RECORD

NAME: KOVNE v : STATE: GA
LATITUDE/LONGITUDE: 304924.40N/0831653.01W TYPE: WP
AIRSPACE DOCKET: FIX TYPE-OF ACTION: CANCEL

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT
IAP RNAV (GPS) RWY 17 KVLD

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 11/18/2010

DEVELOPED BY: DATE: . OFFICE:

APPROVED BY: DATE: OFFICE: AJV-352
SIGNATURE: 7

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZJX
ATC FACILITY: VLD APP CON/ATCT
OTHER:

COUNTRY: US

CITY
VALDOSTA

NAME:

NAME: SUE CRUMB

STATE
GA (US)

ALy
s,

5
o
L
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