RNAV - STANDARD
US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magretic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cetfings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE LPX:V II)\;\NAV DA
SLIDE JUVAL (FB) 315.76 1 13.52 5100 II:NAV: RWO0S
JUVAL (IAF) KAPWU (FB) 011.76 / 16.10 5100 :
: CLIMB TO 5000 DIRECT CELRA AND HOLD.
SPADE (IAF) KAPWU (FB) 149.43/16.10 5100
KAPWU (IF) CAVSI (FB) 080.55/6.24 4700
CAVSI (FAF) WUMBA/1.40 NM TO RW08 (FB) 080.61 /2,97
WUMBN1 .40 NM TO RW08 RWO08 (MAP) (FO) 080.65/1.40 <
ADDITIONAL FLIGHT DATA:
(SEE FORM 8260-10) HOLD E, RT, 260.79 INBOUND.
CHART FAS OBST: 3379 ROD 333958N/1014912W
DISTANCE TO THLD FROM 200 HATH: 0.47 NM.
WAAS CHANNEL # 97327
REFERENCE PATH ID: W08A
CHART: ASR
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) LTP HAE: 968 M
2. PROFILE STARTS AT KAPWU ‘
3.FAC: 080.61 FAF: CAVSI DIST FAF TOMAP: 437 THLD:  4.37
4. MIN. ALT: KAPWU 51 00, CAVSI 4700, WUMBA/1.40 NM TO RW08 3740*
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
-|6.MIN GS INCPT: 4700 GS ALT AT:CAVSI 4700 OM: NIM: IM:
7. GS ANGLE: 3.00 TCH:50.0 34:11S CLEAR
8. MSA FROM: RW08 5300 MAG VAR: 9E EPOCH YEAR: 1985
MINIMUMS ’
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA [ | STANDARD @
CATEGORY =====> A B c D E
DH/MDA VIS | HAT/HAA| DHMDA VIS | HAT/HAAIDH/MDA | vIS |HAT/HAA {DH/MDA VIS. |HAT/HAA|DH/MDA | VIS |HAT/HAA
LPV DA 3458 3/4 200 3458 3/4 200 3458 3/4 200 3458 3/4 200 3458 3/4 200
LNAV/VNAV DA 3540 7/8 282 3540 718 282 3540 7/8 282 3540 718 282 3540 7/8 282
LNAV MDA 3640 1 382 3640 1 382 3640 11/8 382 3640 11/8 382 3640 11/8 382
CIRCLING 3720 1 438 3740 1 458 3740 11/2 458 3840 2 558 3980 21/2 698
NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -11C (13F) OR ABOVE 23C (73F). @ CAT E 800-21/2
CHART NOTE: DME/DME RNP-0.3 NA.
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT SPADE ON V62 NORTWEST BOUND AND ARRIVALS AT .
SLIDE ON V76 SOUTHBOUND. A azy,
“LNAV ONLY RS A
CITY AND STATE ELEVATION: 3282 THRE: 3258 FACILITY PROCEDURE NO./AMDT NO/EFFECTIVE DATE:  |[SUP: = = &
LUBBOCK, TX AIRPORT NAME: IDENIIH:-{\EIR: RNAV (GPS) RWY 8, AMDT 2 ANMDT: /S 1
LUBBOCK PRESTON SMITH INTL DATED  09/01/2005

FAA FORM 8260 - 3 / April 2006 (computer generated)
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ALLAFFECTED PROCEDURES REVIEWED?

[ ] ves [x] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA

1 OO X @@

AOPA NBAA OTHER (specify)
AMGR, LBB ATCT, LBB APP CON, ZFW

1 [x]

FLIGHT CHECKED BY

NAME:

FIFO

DATE:

DEVELOPED BY

NAME:

ROY L. BARNETT

FIFO
AJV-353

DATE:
02/09/2012

APPROVED BY

NAME:

LARRY H STROUT

MANAGER

FIFO
AJV-353

DATE:

CHANGES:

1. REMOVED SPADE TO PIVHY SEGMENT, REPLACED WITH SPADE TO KAPWU.
2. SLIDE TO OGHUS TO KAPWU SEGMENT REPLACED WITH SLIDE TO JUVAL TO KAPWU.

3. CAVSI MOVED 1322.86 FT EAST, DISTANCE FAF TO MAP/THLD CHANGED TO 4.37, KAPWU TO CAVSI DISTANCE CHANGED FROM 6.03 TO 6.24.

4. ADDED LNAV STEPDOWN FIX WUMBA.
5. TCH CHANGED FROM 53.3 TO 50.0

6. LPV MINIMUMS CHANGED FROM DA 3507/ HAT 250 TO DA 3458/ HATH 200.
7. VNAV MINIMUMS CHANGED FROM ALL CATS DA 3633/ HAT 376 AND VIS 1 1/4 TO ALL CATS DA 3540/ HATH 282 AND VIS 7/8.
8. LNAV MDA RAISED 20 FEET ALL CATS, CATS C/D/E VISIBILITY CHANGED TO 1 1/8 MILE.

9. UPDATED BARO-VNAV TEMPERATURE ABOVE/BELOW NOTE.

10. REMOVED VDP.

REASONS:

1, 2. ADJUSTMENT TO ACCOMODATE 90 DEGREE TURN AT INTERMEDIATE FIX.
3. .54A PFAF LOCATION FORMULA AND NEW FIXED THRESHOLD LOCATION OF RWY 8.

4, 8. USED STEPDOWN FIX TO OFFSET AAO OBSTACLE DATA.

5. USED FPT REQUESTED TCH.

6, 7, 9. PRECISION SURVEY DATA AND .54A EVALUATION REQUIREMENTS.

10. VDP WITHIN .5 NM OF STEPDOWN FIX.

Wiy
\

b
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

: , RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR. .

TERMINAL ROUTES, (CONT.):

FAA FORM 8260-10 / April 2006 (Computer Generated)

FROM TO COURSE AND DISTANCE ALTITUDE
RWO08 (MAP) - 3458 MSL 080.65 '
3458 MSL CELRA (FO) 5000
SR
Fwngy
2 T F
b ©
CITY AND STATE ELEVATION: 3282 THRE: 3258 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  |sup:
LUBBOCK, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 8, AMDT 2
RNAV AMDT: 1
~ LUBBOCK PRESTON SMITH INTL DATED: 09/01/2005
PAGE 2 OF 6 PAGES




" ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] ves [] no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
] [ ] [ [ [ ] L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: ' FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES: -

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA

OPERATION TYPE 0

SBAS SERVICE PROVIDER IDENTIFIER 0

AIRPORT IDENTIFIER KLBB

RUNWAY RWO08

APPROACH PERFORMANCE DESIGNATOR 0

ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR 0

REFERENCE PATH IDENTIFIER (APPROACH ID) WO0BA

LTP/FTP LATITUDE 333944.0200N

LTP/FTP LONGITUDE 1014922.4350W

LTP/FTP ELLIPSOIDAL HEIGHT +09680

FPAP LATITUDE 333944.5400N -

FPAP LONGITUDE 1014735.6900W

THRESHOLD CROSSING HEIGHT (TCH) 00050.0

TCH UNITS SELECTOR (METERS OR FEET USED) F

GLIDEPATH ANGLE (GPA) 03.00

COURSE WIDTH AT THRESHOLD 106.75

LENGTH OFFSET 0312

HORIZONTAL ALERT LIMIT (HAL) 40.0

VERTICAL ALERT LIMIT (VAL) 35.0

CRC REMAINDER CBDFE248

ADDITIONAL PATH POINT RECORD INFORMATION

ICAO CODE K4

LTP ORTHOMETRIC HEIGHT +09931

FPAP ORTHOMETRIC HEIGHT +09931

G3
S ™%
L
&, 23
"r""% Q
CITY AND STATE ELEVATION: 3282 THRE: 3258 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
LUBBOCK, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 8, AMDT 2 ,
‘ RNAV AMDT:
LUBBOCK PRESTON SMITH INTL DATED: 09/01/2005
FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 3 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

[ ] ves [] ~no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O s I s N

AOPA

[

NBAA OTHER (specify)

[

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: : FIFO DATE:
APPROVED BY

NAME: ’ FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

v except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—RNASL(Q_ES_)_SIAN.QARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 -3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT ~ CAVSI K40 Lij N33394235W101543656 E0068 NAR CAVSI
SUSAEAENRT  CELRA K40 Lii N33394756W101344495 E0066 . NAR , CELRA
SUSAEAENRT  JUVAL K40 W N33243497W102085540 E0069 NAR , JUVAL
SUSAEAENRT  KAPWU K40 Lij N33393962W102020530 E0068 NAR KAPWU
SUSAEAENRT  SLIDE K40 C L N33133143W101593615 : E0068 NAR SLIDE
SUSAEAENRT  SPADE K40 R L N33543969W102091064 E0069 NAR SPADE
SUSAEAENRT  WUMBA K40 W N33394351W101510308 E0067 NAR .. WUMBA
1 2 3 4 5 6 7 8 9 0 1 2 3
ATRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLBBKAALBB 0 115YHN33394920W101491400E009003282 1800018000C = MNAR  LUBBOCK PRESTON SMITH INTL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLBBK4FRO8 ASLIDE 0l0SLIDEK4EACE IF ' _ 18000 A JS
SUSAP KLBBK4FRO8 ASLIDE 020JUVALK4EACE A 020TF 31580135 + 05100 A Js
SUSAP KLBBK4FRO8 ASLIDE 030KAPWUKAEACEE B 010TF 01180161 + 05100 A Js
SUSAP KLBBK4FROS ASPADE 0l0OSPADEK4EACE A  IF 18000 a s
SUSAP KLBBK4FRO8 ASPADE 020KAPWUKAEAOEE B 010TF 14940161 + 05100 A Js
SUSAP KLBBK4FRO8 R 010KAPWUKAEAOE I IF + 05100 18000 A Js
SUSAP KLBBK4FR08 R 020CAVSIKAEALE F 051TF 08060062 + 04700 RWO8 K4PGA JS
SUSAP KLBBK4FRO8 R 020CAVSIK4EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KLBBK4FRO8 R 021WUMBAK4EAOE S 031TF 08060030 V 0374003754 -300 A Js
SUSAP KLBBK4AFR0O8 R 030RW08 K4PGOGY M 031TF 08070014 03308 -300 A Js
SUSAP KLBBK4AFRO8 R 040 0 M ca 0807 + 03458 A Js
SUSAP KLBBKAFR08 R 050CELRAK4ERAOEY DF + 05000 A Js
SUSAP KLBBK4FRO8 R 060CELRAKAEAOEE R  HM 26080070 + 05000 A Js
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLBBK4GRWOS8 0080030807 N33394402W101492244-0100 +0968003258000050150R
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLBBK4PR0O8  RWO08 001 000CWOS8AON3339440200W10149224350+096800300N3339445400W10147356900106750312000500F400350CBDFE248
SUSAP KLBBK4PRO8  RW08 002E +09931+09931LPV 97327 (3i$
. 2N (]
T e e
!
by, O
o
CITY AND STATE ELEVATION: 3282 THRE: 3258 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:¢ o
LUBBOCK, TX AIRPORT NAME: IDENTIFIER: RNAYV (GPS) RWY 8, AMDT 2
LUBBOCK PRESTON SMITH INTL AMDT: 1
' RNAV
DATED:  09/01/2005

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

|:|‘ YES [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O 0O O

AOPA

[ 1

NBAA OTHER (specify)

[]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

‘NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

—MWABD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
1 2 3 4 } 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLBBK4SRW08 K4PG 0 18018005325 . M
Gay.
N o
iR G~
PEY 3
by ¢
CITY AND STATE ELEVATION: 3282 "~ THRE: 3258 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
LUBBOCK, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 8, AMDT 2 AMDT
: 1

LUBBOCK PRESTON SMITH INTL

RNAV DATED:  09/01/2005

FAA FORM 8260 - 10/ April 2006 (Computer Generated) - Page 5 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

- [] ves

[] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA

0 O

ALPA APA

1 O

AOPA

[

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

- RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
SLIDE SLIDE 010 IF FB
SLIDE JUVAL 020 IAF TF FB 2.0 315.8(324.8T) 013.5 AA 05100
SLIDE KAPWU 030 TF FB 1.0 011.8(020.8T) 016.1 AA 05100
SPADE SPADE 010 IAF Ir FB
SPADE KAPWU 020 TF FB 1.0 149.4(158.4T) 016.1 AA 05100
KAPWU 010 FACF IF FB AA 05100
CAVSI 020 FAF TF FB 0.5 080.6(089.6T) 006.2 AA 04700
WUMBA 021 SDF TF FB 0.3 080.6(089.6T) 003.0 AA 03740 GS 03754
RWO08 030 MAP TF FO 0.3 080.7(089.7T) 001.4 AT 03308
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 080.7(089.7T) ’ AA 03458
CELRA 050 DF FO AA 05000
CELRA 060 HM R FO 260.8(269.8T) 007.0 AA 05000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
CAVSI N333942 .35 W1015436.56 N3339.706 W10154.609
CELRA N333947.56 W1013444 .95 N3339.793 W10134.7459
JUVAL N332434.97 W1020855.40 N3324.583 W10208.923
KAPWU N333939.62 - W1020205.30 N3339.660 W10202.088
SLIDE N331331.43 W1015936.15 N3313.524 W10159.603
SPADE N335439.69 W1020910.64 N3354.662 W1l0209.177
WUMBA N333943 .51 W1015103.08 N3339.725 W10151.051
RWOS8 N333944.92 W1014922 .44 N3339.734 W10149.374
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RWQ8 03258 50
Gy
sAy,
- I
Y ¢!
s
CITY AND STATE ELEVATION: 3282 THRE: 3258 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
LUBBOCK, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 8, AMDT 2
LUBBOCK PRESTON SMITH INTL AMDT: 1
RNAV
. DATED:  09/01/2005
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 6 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

D YES [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

[ O O L]

AOPA NBAA OTHER (specify)

[ 1] [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART -A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER SLIDE JUVAL 1. TOWER (48-017324) |332524.19N/1020742.81W | 4049 (4D) 1000 5100
2. TERRAIN 332400.00N/1021109.00W | 3393 (3400) AS1500 4900
INITIAL JUVAL KAPWU 1. TOWER (48-017324) [332524.19N/1020742.81W |4049 (4D) [ 1000 5100
3. TERRAIN 333148.00N/1020800.00W | 3406 (3400) AS1500 4900
INITIAL |SPADE KAPWU J4-AAO [335506.00N/1021106.00W |3747 (2C) 1000 [AT353. 5100
5. JERRAIN [335442.00N/1020839.00w [3498 (3500) AS1500 5000
INTERMEDIATE KAPWU CAVSI 6. TOWER (48-010077) [334134.10N/1020038.20W | 3635 (2C) 500 |AT565 4700
B 7. TERRAIN 334003.00N/1020209.00W 3376 (3400) | AS1000 4400
FINAL: LPV cavsi RWO0B ASC 3458/200
FINAL: LNAV/VNAV CAVSI RW08 8. ROD (KLBB0028) 333958.35N/1014912.31W 3379 (1A) PDA 3540/282
FINAL: LNAV CAVSI WUMBA/1.40 NM TO[9- AAD 334039.53N/1015419.88W | 3484 (2C) 250 3740
RW08
FINAL: LNAV STEPDOWN WUMBA/1.40 NM TO |RWO08 8. ROD (KLBB0023) 333958.35N/1014912.31W [ 3379 (1A) 250 3640
RWO08
2. PROCEDURE TURN NA
MAP: |DA /DA /RwWOS CELRA - ASC 5000
,?;'P“S'SS,ESH 10. TOWER (48-010827) [334020.00N/1013353.00W [ 3544 (4D) | 1000 4600
ELEV: |3293/3379/3540 {11. TERRAIN 333903.00N/1014830.00W | 3331 (3300) AS1500 4800
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT. e . o
CATEGORY A 13NM_ | | 350 438 -|12..ANT(KLBB0038)-- -| 333923.10N/1014810.69W [3415 (1A) 300 3720
CATEGORY B 15NM || 450 Z 458 “|12 ANT (KLBB0038) " | 333923.10N/1014810.69W |3415 (1A) 300 HAA 3740
“CATEGORY-C 17NM- -|S[ 450 |2 458 12. ANT(KLBB0038) - |333923.10N/1014810.69W. |3415 (1A) 300 HAA 3740
CATEGORY D 23NM__ | 550 |2 558 13. TOWER (48-008411)| 333733.00N/1014712.00W 3417 (2C) 300 HAA 3840
CATEGORY E 45NM  |*| 550 698 14. TOWER (48-003323){ 333716.00N/1015355.00W [3576 (5D) | 300 XP54 ACS0 . 3984
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW08 R
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) Q;QM SW.
360-360 TWR (48-013579) 024/ 21.3 4280 (5D) 5300
CITY AND STATE ELEVATION: 3282 FACILITY [PROCEDURE AND AMENDMENT NO:  |REGION
LUBBOCK, TX AIRPORT NAME: RNAV RNAV (GPS) RWY 8, AMDT 2 ASW
LUBBOCK PRESTON SMITH INTL

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH:

2. WEATHER SERVICE

3. ALTIMETER SETTING

LBB APP CON

LB A Co x | NW S |OTHER: SOURCE:KLBB
ZFW ARTCC ASOS DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC
X[VHF [xJuHF | [HF  [LOCATION: kLBB ADJUSTMENT: 0
. " PRIMARY NAVAID:
NMONITOR |-MONITOR POINT:
STATUS | HRS | CAT1
OPTN:| CAT 3
ALS
(S) SALS
X MALSR 17R, 26
5. X HIRL 17R, 35L, 08, 26
S ROy —— o
X REIL 08
LIGHTING —
C/LINE
X OTHER (SPECIFY)
ODALS 35L PAPI-4R 17R VASI-4L 35L, 08, 26
6. RUNWAY BASIC BSC-G 35R, 17L
MARKINGS |ALLWEATHER  PIR-G 17R, 35L, 08, 26
INSTRUMENT
7.RUNWAY |APPROACH 17R, 26
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:3258.2
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:50.0
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:

ROY L.

BARNETT

DATE:
02/09/2012

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-353

PART C - REMARKS:
VDP NOT ESTABLISHED - LESS THAN .5 NM AFTER STEPDOWN
FIX.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

ASOS ON SERVICE A
TAA AND COURSE REVERSAL NOT APPLIED PER ATC REQUEST

SEE ATTACHED AIRSPACE LETTER.

LNAV/VNAV:

SURFACE = 22.35:1

LPV:

SURFACE = 34:1

VDA N/A. PRECISION/VERTICAL PATH PROCEDURE
ﬁ:.gpglkTTlmsTER SOURCE: N/A REDUNDANT SOURCES AT THE
AVERAGE COLD TEMPERATURE BASED ON 5-YEAR HISTORY
(2006-2010) = -11

ACTUAL HIGH TEMERATURE 23 (73F)

ISA DEVIATION USED -19.5

REQUEST FC (4D) AC ON OBSTRUCTION #1, (48-017324)
4049MSL TOWER.

55 FT VEGETATION USED PROVIDED BY FPT.

#10 OEAAA 2000-ASW-1649-OF 4D AC

FPT AUTHORIZED LOWERING OF MINIMUMS.

XP=0E PROTECTED AIRSPACE
VGSI DATA: 3.00/50




RADIO FIX AND HOLDING DATA RECORD

NAME: CAVS| STATE: TX COUNTRY: US

LATITUDE/LONGITUDE: 333942.35N/1015436.56W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: "~ HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
AP RNAV (GPS) RWY 8 KLBB LUBBOCK TX (US)

REQUIRED CHARTING: |IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 07/26/2012

REASON FOR REVISION:
FIX MOVED 1322.86 FT EAST TO .54A PFAF LOCATION.
FAC 1 WP INFORMATION REMOVED.

DEVELOPED BY: DATE: 02/08/2012 OFFICE: AJV-353 NAME: ROY BARNETT
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW
ATC FACILITY: LBB
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: CELRA STATE: TX COUNTRY: US
LATITUDE/LONGITUDE: 333947.56N/1013444.95W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIiR IDENT TYPE RAD/CRS/BRG CRS TURN LEGLENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX  MiN MAX

1 E WP 080.79 260.79 R 7 5000 14000 10 14

CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
1 265 TOWER (48-008126) 334833.00N/1012310.00W 3626 5D

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CiTY STATE
IAP RNAV (GPS) RWY 26 KLBB LUBBOCK TX (US)
IAP RNAV (GPS) RWY 8 1 KLBB LUBBOCK TX(US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 07/26/2012

REASON FOR REVISION:

FIX MOVED 4879.69 FT EAST.

REMOVED FAC 1 WP INFORMATION.

CRS INBOUND INFORMATION CHANGED FROM 260.67 TO 260.79

FIX USE UPDATED.

CONTROLLING OBSTRUCTION AC UPDATED, PATTERNS CHANGED TO CORRECT AIRSPEED.

DEVELOPED BY: DATE: 02/08/2012 OFFICE: AJV-353 NAME: ROY BARNETT
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW
ATC FACILITY: LBB
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FiIX AND HOLDING DATA RECORD

NAME: JUVAL STATE: TX COUNTRY: US

LATITUDE/LONGITUDE: 332434.97N/1020855.40W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 8 KLBB LUBBOCK TX (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 07/26/2012
DEVELOPED BY: DATE: 02/08/2012 OFFICE: AJV-353 NAME: ROY BARNETT
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW
ATC FACILITY: LBB APP CON
OTHER:

\-:}P\i‘l,? s

Q’%’gﬁ*f"
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RADIO FIX AND HOLDING DATA RECORD

NAME: KAPWU STATE: TX COUNTRY: US

LATITUDE/LONGITUDE: 333939.62N/1020205.30W TYPE: WP

AIRSPACE DOCKET: . FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (L ORR) TIME DME MIN MAX MIN  MAX

1 W WP 260.55 080.55 7 5100 14000 10 14

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 265 TOWER (48-004858) 333301.00N/1021309.00W 4019 1A

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

IAP RNAV (GPS) RWY 08 LBB LUBBOCK TX (US)

IAP RNAV (GPS) RWY 26 1 KLBB LUBBOCK , TX (US)
REQUIRED CHART!NG: IAP »
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 2 DATE OF REVISION: 07/26/2012

REASON FOR REVISION:

FAC 1 WP INFORMATION REMOVED.

MIN HOLDING ALTITUDE RAISED FROM 5000 TO 5100, PATTERNS CORRECTED FOR 265 KTS AIRSPEED.
HOLDING CONTROLLING OBSTRUCTION AC CORRECTED.

FIX USE UPDATED.

PRECIPITOUS TERRAIN NOTE ADDED.

DEVELOPED BY: DATE: 02/08/2012 OFFICE: AJV-353 NAME: ROY BARNETT
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW
ATC FACILITY: LBB
OTHER:

O\:,N 17,

Yl
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RADIO FIX AND HOLDING DATA RECORD

NAME: WUMBA STATE: TX COUNTRY: US

LATITUDE/LONGITUDE: 333943.51N/1015103.08W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
AP RNAV (GPS) RWY 8 KLBB LUBBOCK TX (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 07/26/2012

DEVELOPED BY: DATE: 02/08/2012 OFFICE: AJV-353 NAME: ROY BARNETT

APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW
ATC FACILITY: LBB ATCT
OTHER:

@\ p
& ,.imsgff;}‘:' |
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RADIO FIX AND HOLDING DATA RECORD

NAME: SLIDE STATE: TX COUNTRY: US

LATITUDE/LONGITUDE: 331331.43N/1015936.15W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA

BRG BRG NM  FEET

1 LUBBOCK LBB VORTAC L 176.92 187.92  28.99 28.99 5200 17500

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 S LBB VORTAC 176.92 356.92 L 1-11/2 5200 17500 6 17

2 S WP 176.92 356.92 ‘ L 5 5200 17500 6 17

CONTROLLING OBSTRUCTIONS: ‘

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (48-000843) 330603.00N/1020307.00W 3623 4D

2 200 TOWER (48-000843) 330603.00N/1020307.00W 3623 4D

REASON FOR NONSTANDARD HOLDING:
PAT 1 ATC REQUEST
PAT 2 ATC REQUEST

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
HOLD PAT 1 ATC REQUEST, DO NOT CHART.
PRECIPITOUS TERRAIN EVALUATION COMPLETE.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V76-81 1 (US)
IAP RNAV (GPS) RWY 2 2 KBFE BROWNFIELD TX (US)
IAP RNAV (GPS) RWY 20 2 KBFE BROWNFIELD TX (US)
1AP RNAV (GPS) RWY 26 KLBB LUBBOCK TX (US)
IAP RNAV (GPS) RWY 8 KLBB LUBBOCK TX (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 4 DATE OF REVISION: 10/22/2009

REASON FOR REVISION:

ADDED DISTANCE TOFAC 1.

REMOVED FA

INCREASED HOLDING PAT 1 AND PAT 2 MIN ALTITUDES FROM 6100 TO 5200.
UPDATED FIX USE.

DEVELOPED BY: DATE: 06/22/2009 OFFICE: AVN-101 NAME: EUGENE NEWTON (DAN POWELL)
APPROVED BY: DATE: 09/09/2009 OFFICE: AVN-120 NAME: SUE CRUMB
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW
ATC FACILITY: LBB APP CON
OTHER:
7
i
‘«"HEC(:
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RADIO FIX AND HOLDING DATA RECORD

NAME: SPADE STATE: TX
LATITUDE/LONGITUDE: 335439.69N/1020910.64W TYPE: INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE

BRG  BRG
1 LUBBOCK LBB VORTAC L 305.00 316.00
2 PLAINVIEW PVW VOR/DME L 229.00 240.00
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
PATTERNS:
PAT DIR IDENT  TYPE RAD/ICRS/BRG CRS TURN

INBOUND (L ORR) TIME DME
1 NW " LBB VORTAC 305.00 125.00 111
CONTROLLING OBSTRUCTIONS:
PAT = AIRSPEED OBSTRUCTION COORDINATES
1 200 TOWER (48-007832) 335549.00N/1021340.00W
REASON FOR NONSTANDARD HOLDING:
PAT 1 ATC REQUEST
HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
EN ROUTE V62 1,2
IAP RNAV (GPS) RYW 8 KLBB LUBBOCK
IAP RNAV (GPS) Y RWY 17R KLBB LUBBOCK
IAP RNAV (RNP) Z RWY 17R KLBB LUBBOCK
LUBBOCK

AP VOR/DME OR TACANRWY 26 1,2 1 KLBB
REQUIRED CHARTING: IAP, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 5 DATE OF REVISION: 03/10/2011

REASON FOR REVISION:

UPDATED FIX USE.

ADDED DISTANCE FROM FACILITY FOR FACILITIES 1 AND 2,
REMOVED DME HOLDING LENGTH FROM PATTERN 1.
CHANGED MAX TEMPLATE HOLDING TO 17.

UPDATED OBSTACLE ID.

UPDATED MRA ALTITUDE.

REMOVED CONTROLLER FROM CHART PUB.

COUNTRY: US

DME DISTFROMFAC MRA MAA
NM  FEET

17.18 1718 5000 17500

20.92 5000 17500

LEG LENGTH HOLDIII:JG ALTITUDES TEMPLATES

MAX  MIN MAX
5100 17500 6 17

ELEVATION ACCURACY CODE
4042 4D

DEVELOPED BY: DATE: 10/15/2010 OFFICE: AVN-110 NAME: MARCELLO SADORRA (DONNA HAGGERTY)
APPROVED BY: DATE: 01/10/2011 OFFICE: AVN-110 NAME: GREGORY YAMAMOTO
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW
ATC FACILITY LBB APP CON
OTH
ST,
{7"‘.'
z,:g *\ o
AN a
Bt
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: LUBBOCK STATE: TX
AIRPORT NAME: LUBBOCK PRESTON SMITH INTL ID: © KLBB
PROCEDURE: RNAYV (GPS) RWY 8 AMDT: 2

DOCKET#: NOT REQUIRED
(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

. Distance from THLD to 1000' point 3.11

1
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000 point 1.78
(Enter appropriate segment, final, intermediate, etc.) ‘
3. True Course of FINAL segment containing 1000’ point’ 089.61
4. High Terrain in FINAL segment containing 1000' point 3308
5. Distance from FAF to 1500’ point 6.24
(If 1500' point in PT maneuvering area or holding pattern note in remarks)
6. Width of INTERMEDIATE segment at 1500 point . 2.00
7. True Course of INTERMEDIATE segment containing 1500' point 089.55
8. High Terrain in INTERMEDIATE segment containing 1500' point 3376
9. Threshold Coordinates (if straight-in) ... 333944.02N / 1014922.44W
10. ARP COOFdINALES -......vevevereerennna, 333949.20N / 1014914.00W
11. Runway Approach End and distance furthest from ARP ................ RWY 26
Distance 1.31 NM
12. FAF Coordinates .........cccccevennvennenn. 333942.35N / 1015436.56W

REMARKS: Approach/Drawing attached.




'RADIO FIX AND HOLDING DATA RECORD

NAME: PIVHY STATE: TX COUNTRY: US

LATITUDE/LONGITUDE: 335010.75N/1020211.24W TYPE: WP

AIRSPACE DOCKET: ] FIX TYPE OF ACTION: CANCEL

FIX MAKE-UP FACILITIES: }

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
‘ BRG BRG NM  FEET

1 KAPWU - 359.55 10.50 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE: '

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

IAP RNAV (GPS) RWY 8 KLBB LUBBOCK TX(US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 09/01/2005

REASON FOR REVISION:
FIXUSE UPDATE
FIX MOVED .59 NM DUE TO INTERMEDIATE SEGMENT LENGTH INCREASE

DEVELOPED BY: DATE: 03/05/2012 OFFICE: AJV-353 NAME: ROY L. BARNETT
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW
ATC FACILITY: LBB
OTHER:

. CANCELLED
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