KANSAS CITY, MO

KANSAS CITY INTL

(KMCI) RNAV (GPS) Y RWY 9, AMDT 2 (LPV)

Action: ask Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 08/21/2012 | 2012012423164901013 20120124231649
Procedure: RNAV (GPS)Y RWY 9 AMDT 2 Airport ID: Airport: KANSAS CITY INTL Reimbursable #:
KMCI
City: KANSAS CITY ST: MO GPS #: Estimated Chart Date: FICO #:
03/07/2013
Fac ID: Fac. Type: LoV Specialist: BRIAN BICKETT
Procedure Review

Rec'd Rel'd Full Name Comments
Lead: 08/23/2012 | 12/07/2012 | CASIMIR TABAKA
QA: 12/07/2012 | 12/07/2012 | CASIMIR TABAKA
Liaison: | 12/07/2012 §f\~(\“‘\ MAGVAR
Procedure Comments: ENROUTE |Remark Type: INFORMATION ples 3 Pt

ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-2(S): DUSTN-INT, REV 2; JAYBA-INT,
MAXEE-INT, REV 6; TOPEKA (TOP) VTAC, REV 12; WOOKE-INT, REV 1.

CONTACT: JILL OLSON/STEVE BARNETT -AV]-353 LEADS, 405.954.4014 / 405.954.9307.

ENROUTE-NO

FC: 1.22.13 PUB: 3.7.13

REV 3; JOOEE-INT, REV 1; LADYD-INT, REV 1; LYMES-INT, REV 6;

VN 8200-6 (05/26/2005)

Data as of:

12/7/2012 3:10:53PM




KANSAS CITY, MISSOURI

AL-780 (FAA)

FIG

WAAS
cH 56608 7" CRS e’ 014 RNAV (GPS) Y RWY 9
wooA | 294° | ApiElev 1026 KANSAS CITY INTL (MCI)
WV  Inoperative table does not apply to LPV and LNAV/VNAV.
For uncompensated Baro-VNAYV systems, LNAV/VNAY NA below MALSR | MISSED APPROACH: Climb to 4000 direct
-20°C (-4°F) or above 54°C (130°F). DME/DME RNP-0.3 NA < | DUSTN and on track 092° to LYMES
For inop MALSR, increase LNAV Cat A/B visibility to RVR 5000 and @ i and hold.
Cat C/D/E visibility to 1% mile.
ATIS KANSAS CITY APP CON INTERNATIONAL TOWER GND CON CINC DEL
128.375 120.95 318.1 128.2 254.25 121.8 135.7
/ A185 DUSTN
g T g, (09401-
A'1266 "‘Q"-"-vono.?.......,
(22.4)
MISSED APCH FIX
LYMES , (274°T,
A 272°,,_)
0990 »f
(094°T)
4NM
ELEv 1026 | | THRE 1014
Procedure NA for arrivals on TOP VORTAC
airway radials 025 CW 107. JOP: 3508.225 / 09532.950
4000 | pUSTN IYMES DUSTN: 3916.769 / 09435.460
MAXEE fr JAYBA: 3917.962 / 09449.748
LADYD WOOKE ¢ 092° | A JOOEE: 3918.094 / 09451.358
6000 (09 LADYD: 3918.751 / 09459.403
e 036 Dl O AvBA s1anme  TUNAVonly | LYMES: 3914.975 /09406.756
5000 46105\ o RWO9 MAXEE: 3919.075 / 09503.427
S 3000~ | RWO9 WOOKE: 3918.423 / 09455.380
ks ® RWYO09: 3917.452 / 09443.596
TCH 56 2600 worl*
F=3.1 NM=t=3.1 NM+t=3.1 NMet=—1.3 NM—~t=—3 4 NM —={ 1.4 NM
CATEGORY A B | ¢ | o ] E |
LV DA 1314/50 300 (300-1)
LNAV/ . 094° to
vnay DA 1319/50 305 (300-1) RWO9
LNAV MDA | 1500/40 486 (500-%) 1500/50 486 (500-1)
1540-1% HIRL all Rwys
CIRCLING 1540-1 514(600-1) |10y 1) 1580-2 554(600-2) | 1D7/CL Rwys 1L, 1R, 19R and 19L

KANSAS CITY, MISSOURI
Amdt 2 FIG

39°18'N-94°43'W

KANSAS CITY INTL (MCTI)

RNAV (GPS) Y RWY 9



US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAV - STANDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
N Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 exoepﬁisibﬂmes which are in statute miles or in feet RVR.
TERMINAL ROUTES, (CONT.): ,
FROM TO COURSE AND DISTANCE ALTITUDE
1314 MSL DUSTN (FB)
DUSTN LYMES (FO) 092.45/ 22.43 : 4000

NOTES, (CONT.):

CHART NOTE: FOR INOPERATIVE MALSR, INCREASE LNAV CAT A/B VISIBILITY TO RVR 5000 AND CAT C/D/E
VISIBILITY TO 1 1/8 MILE. ’

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON TOP VORTAC AIRWAY RADIALS 025 CW 107.

é’b&i 53
A
CITY AND STATE , ELEVATION: 1026 THRE: 1014 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE:  |sup:
KANSAS CITY, MO AIRPORT NAME: IDENTIFIER: RNAV (GPS) Y RWY 9, AMDT 2
RNAV AMDT: 1
KANSAS CITY INTL DATED:  09/25/2008

FAA FORM 8260-10 / April 2006 (Computer Generated) . PAGE 2 OF 6 PAGES




RNAYV - STANDARD Bearings, headings, courses, and radiais are magnetic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Alfitudes are minimum altitudes uniess otherwise indicated. Cellings are in feet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR. )
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE LPV:V ?\'/A AV: DA
TOP VORTAC (IAF) MAXEE (FB) 062.55 / 25.37 6000 '[Nﬁv; .{qwog b
093. A4 » ~
MAXEE (IF) LADYD (FB) 39113 5000 CLIMB TO 4000 DIRECT DUSTN AND ON TRACK 092.45 TO LYMES
LADYD WOOKE (FB) 093.95/3.14 4000 AND HOLD.
WOOKE JOOEE (FB) 093.99/3.14 3000
JOOEE JAYBA (FB) 094.04 / 1.26 2600
JAYBA {FAF) RWO09 (MAP) (FO) 094.05 / 4.80
' ADDITIONAL FLIGHT DATA:
RWO09 (MAP) 1314 MSL 094.05 HOLD E, LT, 272.01 INBOUND.
CHART FAS OBST: 1229 TOWER 391715N/0944747W
(SEE FORM 8260-10) DISTANCE TO THLD FROM 300 HATH: 0.76 NM.
CHART VDP AT 1.35 MILES TO RW09*
*LNAV ONLY.
WAAS CHANNEL # 56608
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (1AF) E}E,fﬁﬁh‘gfs"m“ ID: W09A
2. PROFILE STARTS AT MAXEE ’
3. FAC: 094.05 FAF:JAYBA . DIST FAF TO MAP: 480 THLD: 480
4. MIN. ALT: MAXEE 6000, LADYD 5000, WOOKE 4000, JOOEE 3000, JAYBA 2600
5. DIST TO THLD FROM OM: MM: Im: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2600 GSALTAT:JAYBA OoMm: MM: m:
7. GS ANGLE:  3.00 TCH:55.9 34:1[S CLEAR ;
8. MSA FROM: RW09 3100 MAG VAR: 2E EPOCH YEAR: 2015
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | ] _ STANDARD 7
CATEGORY =====> A B [ D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS |HAT/HAA|DH/MDA | vis |HAT/HAA|DH/MDA | vis |HAT/HAA|DHIMDAT vis |HAT/HAA
LPV DA 1314 5000 300 1314 5000 300 1314 5000 300 1314 5000 300 1314 5000 300
LNAV/VNAV DA 1319 5000 305 1319 5000 305 1319 5000 305 1319 5000 305 1319 5000 305
LNAV MDA 1500 4000 486 1500 4000 486 1500 5000 486 1500 5000 486 1500 5000 486
CIRCLING 1540 1 514 1540 1 514 1540 1172 514 1580 2 554 1580 2 554
NOTES:
CHART NOTE: INOPERATIVE TABLE DOES NOT APPLY TO LPV AND LNAV/VNAV.
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -20C (~4F) OR ABOVE 54C (130F).
CHART NOTE: DME/DME RNP-0.3 NA. QN-/,}’
*LNAV ONLY @ s
(SEE FORM 8260-10) o )
CITY AND STATE ELEVATION: 1026 THRE: 1014 FACILITY PROCEDURE NO./AMDT NO.JEFFECTIVE DATE:  |SUP: e
KANSAS CITY, MO AIRPORT NAME: |DEN;’H—'|ER: RNAV (GPS) Y RWY 9, AMDT 2 AMDT: 1
AV :
KANSAS CITY INTL ' DATED  09/25/2008

FAA FORM 8260 - 3 / April 2006 (computer generated) PAGE 1 OF 6 PAGES




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES

[ ] Yes [x] ~o

REQUIRED EFFECTIVE DATE

ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[X] ] [x] - [X] [x] ZKC, MCI ATCT, AMGR, MCI APP CON

FLIGHT CHECKED BY .

[NAME:

FIFO

DATE:

DEVELOPED BY

NAME: :
BRIAN J BICKETT

FIFO
AJV-353

DATE:
10/10/2012

‘APPROVED BY

NAME:
LARRY H STROUT MANAGER

F.IFO
AJV-353

DATE:

CHANGES:

1. UPDATED MAGVAR AND EPOCH YEAR FROM (5E/1990) TO (2E/2015).

2. REPLACED TDZE (1015) WITH THRE (1014).

3. DELETED TERMINAL ROUTES HOOZE TO ACTSS (FEEDER) AND ACTSS TO LADYD (IAF) .

4. ADDED TERMINAL ROUTE FROM TOP VORTAC TO MAXEE 062.55 / 25.37 AT 6000.

5. ADDED TERMINAL ROUTE FROM MAXEE TO LADYD 093.91 / 3.14 AT 5000.

6. CHANGED TERMINAL ROUTE FROM (LADYD TO JAYBA 090.96 / 7.20) TO (LADYD TO WOOKE 093.95 / 3.14) AT 4000.

7. ADDED TERMINAL ROUTE FROM WOOKE TO JOOEE 093.99 / 3.14 AT 3000.

8. ADDED TERMINAL ROUTE FROM JOOEE TO JAYBA 094.04 / 1.26. AT 2600.

9. LINE 2: UPDATED FROM "PROFILE STARTS AT LADYD" TO "PROFILE STARTS AT MAXEE".

10. LINE 3: UPDATED FAC FROM (091.06) TO (094.05)

11. LINE 3: UPDATED DIST FAF TO MAP/THLD FROM (4.74) TO (4.80).

12. LINE 4: ADDED MIN ALT: MAXEE 6000, WOOKE 4000, JOOEE 3000.

13. UPDATED LPV DA FROM (1315) TO (1314) ALL CATS.

;4 UPI%ATED LNAV/VNAYV - DA/HAT (H) FROM (1419/404) TO (1319/305) ALL CATS, VIS FROM (1 1/2) TO RVR (5000) ALL CATS.
EE 8260-10

REASONS:

1,2,9,12. CRITERIA

3-8,16. PER AIR TRAFFIC REQUEST TO MIRROR THE IL.S PROCEDURE.
10,17. MAGVAR UPDATE.

11. NEW PFAF LOCATION. -

13. CHANGED FROM TDZE (1015) WITH THRE (1014).

14. NEW FINAL OCS SLOPE AND CONTROLLING OBSTACLE.
15. CRITERIA, 8260.3B CHG 20, TABLE 3-5A.

18. NEW LOWEST HATH.

19,20. CRITERIA

21. REMOVED TERMINAL ROUTE FROM HOOZE.

22. PER CRITERIA, 8260.19E, PARA 8-6 G (2).

23. NO LONGER REQUIRED BY CRITERIA.

SEE 8260-10




[] vyes [ ] no

ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

O O O O O O

FLIGHT CHECKED BY

15. UPDATED LNAV CAT C VISIBILITY FROM RVR (4000) TO (5000). 16. UPDATED MISSED APPROAGH FROM
"CLIMB TO 4000 DIRECT DUSTN AND VIA 089.45 TRACK TO LYMES..." TO "CLIMB TO 4000 DIRECT DUSTN AND
ON TRACK 092.45 TO LYMES". 17. UPDATED MISSED APPROACH HOLDING FROM (269.01) TO (272.01)
INBOUND. 18. UPDATED DISTANCE TO THLD FROM 300 HAT (H): FROM (0.77) TO (0.76) 19. UPDATED
INOPERATIVE MALSR NOTE. 20. UPDATED CRITICAL HIGH/LOW TEMPS FROM -17C (2F)/46C (114F) TO -20C
g F)/54C (130F). 21. DELETED PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT HOOZE VIA V502
OUTHWEST BOUND. 22. ADDED CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON TOP VORTAC AIRWAY
RADIALS 025 CW 131. 23. LINE 1. REMOVED "NA" FROM PT.

NAME: | . FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME. ’ FIFO DATE:

CHANGES:

CHANGES CONT.

REASONS:
REASONS CONT.

PDF EDITED ITEMS FOR 8260-3:
1. ADDED (FAF) TO FIX JAYBA IN TERMINAL ROUTES.
2. LINE 1. DELETED "NA" FROM PT.




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KMCI
RUNWAY RWO09
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR Y
REFERENCE PATH DATA SELECTOR 0.
REFERENCE PATH IDENTIFIER (APPROACH ID) WO09A
LTP/FTP LATITUDE 391727.1040N
LTP/FTP LONGITUDE 0944335.7310W
LTP/FTP ELLIPSOIDAL HEIGHT +02768
FPAP LATITUDE 391717.0800N
FPAP LONGITUDE 0944135.5900W"
THRESHOLD CROSSING HEIGHT (TCH) 00055.9
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0000
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 75F62B4D
ADDITIONAL PATH POINT RECORD INFORMATION
ICAQ CODE K3
LTP ORTHOMETRIC HEIGHT +03092
FPAP ORTHOMETRIC HEIGHT +03092
3
f} i s, r‘f!’{;}
CITY AND STATE ' ELEVATION: 1026 THRE: 1014 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE: SUP:
KANSAS CITY, MO AIRPORT NAME: IDENTIFIER: RNAV (GPS) Y RWY 9, AMDT 2

KANSAS CITY INTL

RNAV 7 AMDT: 1
‘ DATED: 09/25/2008

FAA FORM 8260-10 / April 2006 (Computer Generated)

PAGE 3 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

|::| YES |:| NO
COORDINATED WITH: :
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
I R [1] [ ] [1] 1]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME. FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

—BNA)L(QES)—S—TAN-DARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD TOP  K3011780VTLW N39081348W095325701 N39081348W095325701E0050010751 NARTOPEKA
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT  DUSTN K30 C N39164615W094352762 E0022 NAR _ DUSTN
SUSAEAENRT  JAYBA K30 C N39175769W094494490 - E0024 NAR JAYBA
SUSAEAENRT JOOEE K30 c N39180564W094512145 E0024 NAR JOOEE
SUSAEAENRT  LADYD K30 c N39184503W094592420 : E0025 NAR LADYD
SUSAEAENRT  LYMES K30 C L N39145847W094064538 E0018 NAR LYMES
SUSAEAENRT MAXEE K30 c N39190451W095032561 E0025 NAR MAXEE
SUSAEAENRT WOOKE K30 C N39182540W094552281 E0024 NAR WOOKE
1 2 3 4 5 6 7 8 9 0 1 2 3

ATIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KMCIK3AMCI 0 108YHN39175138W054425006E002001026 1800018000C MNAR KANSAS CITY INTL

1 2 3 4 5 6 7 8 9 0 Tl 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KMCIK3FROS-Y ATOP 0L0TOP K3D 0OV A iF 18000 A JS
SUSAP KMCIK3FROS-Y ATOP 020MAXEEK3EAQOEE B 010TF 06260254 + 06000 A JS
SUSAP KMCIK3FROS-Y R 010MAXEEK3EAOE I IF + 06000 18000 A JS
SUSAP KMCIK3FR09-Y R O1l1LADYDK3EAQE S O051TF 09390031 + 05000 A JS
SUSAP KMCIK3FROS-Y R 012WOOKEK3EAQE S O051TF 09400031 + 04000 A JS
SUSAP KMCIK3FROS9-Y R 013JOOEEK3EAOE S 051TF 08400031 + 03000 ; A JS
SUSAP KMCIK3FRO9-Y R 020JAYBAK3EA1lE F 051TF 09400013 + 02600 RWO9 K3PGA JS
SUSAP KMCIK3FR09-Y R 020JAYBAK3EA2WALPV ALNAV/VNAV ALNAV JS
SUSAP KMCIK3FR0S9-Y R 030RW09 K3PGOGY M 031TF 09410048 01070 -300 A JS
SUSAP KMCIK3FRO9-Y R 040 0 M [67: - 0941 + 01314 A JS
SUSAP KMCIK3FRO9-Y R 050DUSTNK3EACE DF A JS
SUSAP KMCIK3FR09-Y R 06 OLYMESK3EAOEY 010TF 0925 + 04000 A JS
SUSAP KMCIK3FROS-Y R 070LYMESK3EAQEE L HM 27200040 + 04000 A JS
1 2 3 4 5 [ 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMCIK3GRWO09 0055000941 N39172710W094433573+0100 +02768010140000561501 \)M/})-
€]
1 2 3 4 5 6 7 8 9 o 1 2 3 4
Vel
CITY AND STATE ELEVATION: 1026 THRE: 1014 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
KANSAS CITY, MO AIRPORT NAME: IDENTIFIER: RNAV (GPS) Y RWY 9, AMDT 2
KANSAS CITY INTL AMDT: 1
RNAV
DATED:  09/25/2008

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O O O O

AOPA

[ 1

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: ' NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

_—RNAL(QES)—SIAN'DARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nauticai miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 : indicated, except visibilities which are in statute miles or in feet RVR.
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KMCIK3PROS-Y RW09 001YOOO0OWOSAON3917271040W09443357310+027680300N3917170800W09441355900106750000000559F40050075F62B4D
SUSAP KMCIK3PRO9-Y RWO0S 002E +03092+03092LFV 56608

1 2 3 4 5 6 7 8 9 - 0 1 2 3
MsSa 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMCIK3SRW0S K3PG o] 18018003125 R M
N
o A
Q
el
CITY AND STATE | ELEVATION: 1026 ’ THRE: 1014 FACILITY ~ |PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
KANSAS CITY, MO AIRPORT NAME: ) IDENTIFIER: RNAV (GPS) Y RWY 9, AMDT 2
KANSAS CITY INTL AMDT: 1
RNAV DATED:  09/25/2008

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

1 O 0O O4

AOPA NBAA OTHER (specify)

[ 1 L]

FLIGHT CHECKED BY

NAME: 'FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY ,

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

_____ RNAV(GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTiTU'DE SPEED
TOP TOP 010 IAF IF ] FB
TOP MAXEE 020 TF FB 1.0 062.6(064.6T) 025.4 AA 06000
MAXEE 010 FACF IF FB AA 06000
LADYD 011 SDF TF FB 0.5 093.9(095.9T) 003.1 AA 05000
WOOKE 012 SDF TF FB 0.5 094.0(096.0T) 003.1 AA 04000
JOOEE 013 SDF TF FB 0.5 094.0(096.0T) 003.1 AA 03000
JAYBA 020 FAF TF FB 0.5 ‘094.0(096.0T) 001.3 AA 02600
RWOS 030 MAP TF FO 0.3 094.1(096.1T) 004.8 AT 01070
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 094.1(096.1T) AA 01314
DUSTN 050 DF FB
LYMES 060 TF FO 1.0 092.5(094.5T) AR 04000
LYMES 070 HM L FO 272.0(274.0T) 004.0 AA 04000
POINT DATA WAYPOINT - LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
TOP N3350813.48 W0953257.0:]. N3908.225 W09532.850
DUSTN N391646.15 W0943527.62 N3916.769 W09435.460
JAYBA N391757.69 W0944944.90 N3917.962 W094495.748
JOOEE N391805.64 W0945121.45 N3918.094 W09451.358
LADYD N391845.03 W0945924 .20 N3918.751 W09459.403
LYMES N391458.47 W0940645.38 N3914.975 W09406.756
MAXEE N391504 .51 W0950325.61 N33819.075 W09503.427
WOOKE N391825.40 W0945522.81 N3918.423 W09455.380
RWOS N391727.10 W0944335.73 N3917.452 W09443.596
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RWOS 01014 56
@
A L3
Q
e’:fgc;{ff*
CITY AND STATE ELEVATION: 1026 THRE: 1014 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
KANSAS CITY, MO AIRPORT NAME: ’ IDENTIFIER: RNAV (GPS) Y RWY 9, AMDT 2
: KANSAS CITY INTL AMDT: 1
: RNAV
DATED:  09/25/2008
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 6 of 6 Pages




AlLL AFFECTED PROCEDURES REVIEWED?

[] ves : [] wo

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH: )
ATA AAT ALPA APA

b O 0O 0O

AOPA NBAA OTHER (specify)

[ [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: ' NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA v
1. APP SEGMENT FROM TO OBSTRUCTION | COORDINATES ELEV. MSL ROC ALT. ADJUSTMENTS MIN. ALT.
INITIAL TOP VORTAC MAXEE 1. TOWER (20-001351) |[391117.00N/0951940.00W } 1571 (5D) 1000 ]AT3429 6000
[2- TERRAIN 390923.50N/0951905.70W | 1185 (1200) AS1500 2700
INTERMEDIATE MAXEE LADYD 3. TOWER (20-000992) |391838.00N/0950349.00W |1431 (4D) 1000 |AT2569 5000
4. TERRAIN 391946.00N/0950325.00W | 1132 (1100) AS1500 ' 2600
INTERMEDIATE: LADYD WOOKE 5. TOWER (20-001338) [391901.00N/0945743.00W | 1426 (5D) 1000 |AT1574 4000
STEPDOWN . 391721.00N/0945900.00W {1119 (1100) AS1500 2600
INTERMEDIATE: WOOKE - |JOOEE 7. TOWER (20-001377) [391752.00N/0945616.00W | 1404 (5D) 500 |AT1096 3000
STEPDOWN , 8. TERRAIN 391657.00N/0945421.00W |922 (900) AS1500 2400
INTERMEDIATE: JOOEE JAYBA |§ AAQ 391745.91N/0945017.62W {1219 (2C) 500 |AT881 2600
STEPDOWN ' 10. TERRAIN 391745.91N/0945017.62w {1019 (1000) AS1500 2500
FINAL: LPV JAYBA RW09 ASC - [1314/300
FINAL: LNAV/IVNAV JAYBA v RW09 11. TREE 391746.53N/0944400.62W | 1129 (2C) "PDA™ |AC20 MA9 1319/305
FINAL: LNAV JAYBA RWO09 12. TOWER (29-001238) 1391715.24N/0944747.28W {1229 (2C) 250 ixp20 1500
2. PROCEDURE TURN NA
MAP: |DA /DA /RWO09 LYMES 13. TWR (29-000411)  [391751.00N/0944255.00W |1233 (1A) - | ASC 4000
ip‘g'nglESH 14. TOWER (29-000036) [391821.00N/0943431.00W | 1336 (3C) | 1000 2400
ELEV: }1102/1158/1380 15. TERRAIN 391524.00N/0943918.00W | 1083 (1100) AS1500 2600
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM | | 350 514 13. TWR (29-000411) | 391751.00N/0944255.00W 11233 (1A) 300 1540
CATEGORY B 1.5 NM it 450 |2 514 13. TWR (20-000411) | 391751.00N/0944255.00W |1233 (1A) 300 1540
CATEGORY C 17NM  |S] 450 |2 514 13. TWR (28-000411) | 391751.00N/0944255.00W [1233 (1A) 300 1540
CATEGORY D 23NM |G 550 |2 554 13. TWR (29-000411) | 391751.00N/0944255.00W [1233 (1A) 300 HAA 1580
CATEGORY E 45NM  |%[ 550 554 16. AAO 391536.25N/0943745.28W [1279 (2C) 300 , 1580
5. MINIMUM SAFE ALTITUDES | PRIMARY NAVAID: RW09
SECTOR OBSTRUCTION BRG/DIST |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL) MSAL/
g Lol
360-360 - TWR (29-000027) 153/ 14.4 2049 (1A) 3100 : : el ,,
’ oy L
CITY AND STATE ELEVATION: 1026 FACILITY PROCEDURE AND AMENDMENT NO:  |REGION 7ECY
KANSAS CITY, MO AIRPORT NAME: RNAV RNAV (GPS) Y RWY 9, AMDT 2 ACE
KANSAS CITY INTL ,
FAA Form 8260 - 9 / April 2006 (Computer Generated) : PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH:

2. WEATHER SERVICE

3. ALTIMETER SETTING

MCI TOWER
ZKC ARTCC
|MCI APP CON

ASOS
FAA

SATISFACTORY ON: AlC

NWS |OTHER:

SOURCE:KMCI

DISTANCE:

HOURS REMOTE OPERATION:
24

X|[VHF [xJuHF | [HF |LOCATION: kmci

ADJUSTMENT: 0

PRIMARY NAVAID:

4.

MONITOR MONITOR POINT:

STATUS | HRs | CATH

‘OPTN:| CAT3

X ALSF-2 01R, 19R

(S) SALS

X  |MALSR 19L, 27, 01L, 09

5. X IHIRL 01R, 19L, 27, 01L, 09, 19R

APPROACH IMIRL
& RUNWAY REIL

LIGHTI
GHTING X TDZ 01R, 19L, 01L, 19R

X C/L 01R, 19L, 27, 01L, 09, 19R

X OTHER (SPECIFY)
PAPI-4L 01R, 27, 01L, 19R

6. RUNWAY  |BASIC

MARKINGS |ALL WEATHER

PIR-G 01R, 19L, 27, 01L, 09, 19R

INSTRUMENT

7.RUNWAY - |APPROACH _ 01R, 19L, 27, 01L, 09, 19R

VISUAL MIDFIELD 01R, 19L, 01L, 19R

RANGE ROLLOUT = 01R, 191, 27,01L, 19R

8. GLIDE GP ANGLE: 3.00

ELEV RWY THRESHOLD:1014.3

PATH DISTANCE FROM RWY:

ELEV GP ANTENNA:

THRESHOLD CROSSING HEIGHT:55.9

9. FINALAPPROACH X |RUNWAY THRESHOLD

FT. FROM THRESHOLD

COURSE AIMING X |ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS: NONE

& o.
e &
PART D - PREPARED BY: DATE:
BRIAN J BICKETT 10/10/2012
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-353

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

NO ADDITIONAL AIRSPACE REQUIRED.
BASIC T DESIGN AND TAA NOT USED PER ATC REQUEST.

LIGHT CREDIT NOT GIVEN TO VERTICALLY GUIDED FINAL: OFZ
NOT CLEAR.

LPV 300 FT HAT DUE TO RWY 9 POFZ NOT CLEAR AS PER MCI
AIRPORT.

3. KMCI ASOS ON SERVICE-A.

BACKUP ALTIMETER NOT PUBLISHED DUE TO REDUNDANT WEATHER
SOURCES AT AIRPORT.

TEMPERATURE LIMIT, DELTA ISA HIGH VALUE DERIVED FROM
AFS 400 CALCULATOR.

ISA DEVIATION USED: -32.97C (-27.34F)

AVERAGE COLD TEMPERATURE BASED ON 5-YEAR HISTORY
(2007-2011); ACT: -20C.

LPV SURFACE = 34:1.
LNAV/VNAV SURFACE = 22.4:1

80°' VEGETATION USED PER FPT.

VGSI DATA: NONE.

FLIGHT CHECK RDH 55.9 FEET, (ORDER 8260.3 CHG 19).
XP (LNAV) = TO MAINTAIN CURRENT PUBLISHED MINIMA.




RADIO FIX AND HOLDING DATA RECORD

NAME: DUSTN STATE: MO COUNTRY: US
LATITUDE/LONGITUDE: 391646.15N/0943527.62W TYPE: WP, RADAR, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC
BRG BRG NM

1 KANSAS CITY -uQy LOC/DME 094.14 096.14 6.59 6.59
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:
8260.54A FORMULA 2-16B USED TO ESTABLISH PFAF LOCATION.
I-UQY DME ANTENNA LOCATION: 391725.69N/0944354.58W

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY

IAP ILS OR LOC RWY 27 1 KMCI KANSAS CITY
IAP RNAV (GPS) Y RWY 27 KMCI KANSAS CITY
IAP RNAV (GPS) Y RWY 9 . KMCI KANSAS CITY
IAP RNAV (RNP) Z RWY 27 KMCI KANSAS CITY
IAP RNAV (RNP) Z RWY 9 KMCI KANSAS CITY

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:

NEW COORDINATES, FIX MOVED 376.59 FT EAST TO PFAF LOCATION.

REMOVED FIX TYPE INT.

CHANGED MAG BRG FROM (091.14) TO (094.14). MAGVAR UPDATE.

CHANGED FAC 1 DME FROM (6.53) TO (6.59).

ADDED FAC 1 DIST FROM FAC IN (NM) AND (FEET).

REMOVED FAC 2 RIVERSIDE (RIS) VOR/DME DUE TO PROJECTED FACILITY DECOMMISSIONING
REMOVED FAC 3 (KMCI R27).

UPDATED FIX USE.

DEVELOPED BY: DATE: 09/04/2012 OFFICE: AJV-353 NAME: BRIAN BICKETT
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC
ATC FACILITY: MCI APP CON
OTHER:

FEET
40053

MRA  MAA
1900 5500

STATE
MO (US
MO (US
MO (US)
MO (US)
MO (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: JAYBA ' STATE: MO

COUNTRY: US

LATITUDE/LONGITUDE: 391757.69N/0944944.90W TYPE: WP, RADAR, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME B IDENT TYPE CLASS MAG - TRUE DME DIST FI;IOM FAC

BRG

BRG
1 KANSAS CITY I-RNI LOC/DME ' 27412 276.12 6.54 6.53

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:
8260.54A FORMULA 2-16B USED TO ESTABLISH PFAF LOCATION.
I-RNI DME ANTENNA LOCATION: 391718.91N/0944121.70W

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT
IAP ILS OR LOC RWY 9 1 KMCI
IAP RNAV (GPS) Y RWY 9 KMCI
IAP RNAV (RNP) Z RWY 9 KMCI

REQUIRED CHARTING: IAP.
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:
NEW FIX COORDINATES. FIX MOVED 378.62 FT WEST TO PFAF LOCATION.
REMOVED FIX TYPE INT.

City

KANSAS CITY
KANSAS CITY
KANSAS CITY

CHANGED FAC 1 MAG/TRUE BRG FROM (27)1 .12/276.12) TO (274.12/276.12). MAGVAR UPDATED.

FAC 1 DME CHANGED FROM (6.48) TO (6.54
ADDED FAC 1 DIST FROM FAC IN (NM) AND (FT).

REMOVED FAC 2 RIVERSIDE (RIS) VORIDME DUE TO PROJECTED DECOMMISSIONING OF FACILITY.

REMOVED FAC 3 (KMCI R08).
UPDATED FIX USE.

DEVELOPED BY: DATE: 08/28/2012 OFFICE: AJV-353
APPROVED BY: DATE: OFFICE: AJV-353
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC
ATC FACILITY: MCI APP CON
OTHER:

NAME: BRIAN BICKETT

NAME: LARRY STROUT

MRA  MAA
2600 5500

STATE

MO (us;
MO (US
MO (US)

‘DP‘LI";’
@ o
OHEC'&

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: JOOEE STATE: MO COQUNTRY: US

LATITUDE/LONGITUDE: 391805.64N/0945121.45W TYPE: WP, RADAR, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC
BRG BRG NM  FEET

1 KANSAS CITY -RNI LOC/DME 27412 276.12 7.80 7.79

REMARKS:

I-RNI DME ANTENNA LOCATION: 391718.91N/0944121.70W .
8260.54A FORMULA 2-168 USED TO ESTABLISH FIX COORDINATES ON BARO VNAV GLIDEPATH.

FIX USE:

USE TYPE USE TITLE FAC
AP ILS OR LOC RWY 9 1
IAP RNAV (GPS) Y RWY 9

IAP RNAV (RNP) Z RWY 9

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1

REASON FOR REVISION:
WP ADDED TO FIX TYPE.
NEW FIX COORDINATES. FIX MOVED 600.05 FT WEST.

PAT AIRPORT IDENT CITY
KMCH KANSAS CITY
KMCI KANSAS CITY
KMCH KANSAS CITY

DATE OF REVISION: 03/07/2013

CHANGED FAC 1 MAG/TRUE BRG FROM (271.12/276.12) TO (274.12/276.12). MAGVAR UPDATED.

CHANGED FAC 1 DME FROM (7.70) TO (7.80).
ADDED FAC 1 DIST FROM FAC (NM).
REMOVED FAC 2 (KMC! R09).

ADDED REMARK: 8260.54A FORMULA 2-16B USED TO ESTABLISH FiX COORDINATES ON BARO VNAV GLIDEPATH.

UPDATED FIX USE.
DEVELOPED BY: DATE: 08/28/2012
APPROVED BY: DATE:
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZKC

ATC FACILITY: MCI APP CON

OTHER:

OFFICE: AJV-353 NAME: BRIAN BICKETT

OFFICE: AJV-353 NAME: LARRY STROUT

MRA  MAA
3000 5500

STATE
MO éUS)
MO (US)
MO (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: LADYD STATE: KS COUNTRY: US
LATITUDE/LONGITUDE: 391845.03N/0945924.20W TYPE: WP, RADAR, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG FEET
1 KANSAS CITY I-RNI LOC/DME 27412 27612 14.08 5000 6000
EXPANDED SERVICE VOLUME (ESV):
FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE
I-RNI LOC/DME R-274 15 5000 6000
HOLDING: . HOLDING TYPE OF ACTION: NO CHANGE
REMARKS:
I-RNI DME ANTENNA LOCATION: 391718.91N/0944121.70W
8260.54A FORMULA 2-16B USED TO ESTABLISH FiX COORDINATES ON BARO VNAV GLIDEPATH.
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP ILS OR LOC RWY 9 1 KMCi KANSAS CITY MO (US)
IAP RNAV (GPS) Y RWY 9 KMCI KANSAS CITY MO (US)
IAP RNAV (RNP) Z RWY 9 KMCI KANSAS CITY MO (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 03/07/2013
REASON FOR REVISION:
NEW FIX COORDINATES. FIX MOVED 2408.68 FT WEST.
CHANGED FAC 1 MAG/TRUE BRG FROM (271.12/276.12) TO (274.12/276.12). MAGVAR UPDATED.
ADDED FAC 1 DIST FROM FAC (NM).
REMOVED FAC 2 (KMCI R09).
UPDATED ESV FORMAT-AND CHANGED DME FROM (14) TO (15).
ADDED REMARK: 8260.54A FORMULA 2-168 USED TO ESTABLISH FIX COORDINATES ON BARO VNAV GLIDEPATH.
UPDATED FIX USE.
DEVELOPED BY: DATE: 08/27/2012 OFFICE: AJV-353 NAME: BRIAN BICKETT
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC
ATC FACILITY: MCI APP CON
OTHER:
7
R
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: LYMES STATE: MO COUNTRY: US
LATITUDE/LONGITUDE: 391458.47N/0940645.38W TYPE: WP, INT, DME k
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES: :
FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
’ BRG BRG NM  FEET
1 KANSAS CITY MCI VORTAC H 089.01 094.01 29.18 29.18 2600 17500
2 NAPOLEON ANX VORTAC L 357.68 004.68 9.27 2600 17500
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
PATTERNS: .
PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN M MIN MAX
1 E MCI VORTAC 089.01 269.01 L 1 2500 14000 5 14
2 E WP 089.01 269.01 L 4 3000 14000 5 14
3 E wpP 092.01 272.01 L 4. 4000 14000 5 14
CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
1 2000 TOWER 529-002665) 391818.00N/0940627.00W 1307 2C
2 200 TOWER (29-002665) 391818.00N/0940627.00W 1307 2C
3 200 TOWER (29-002665) 391818.00N/0940627.00W 1307 2C
3 265 STACK (29-000319) 391043.00N/0941103.00W - 1425 1D
REASON FOR NONSTANDARD HOLDING:
PAT 2 ATC REQUEST
PAT 1 ATC REQUEST
PAT 3 ATC REQUEST
HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.
REMARKS:
KANSAS CITY (FAC 1) AND NAPOLEON (FAC 2) USED TO ESTABLISH FIX COORDINATES
HOLDING PAT 3 EVALUATED AT 265 KTS FOR MILITARY TRAFFIC AT KMCI.
PRECIPITOUS TERRAIN EVALUATION COMPLETED
FIX USE: : )
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V13-159-161 1,2 (USs)
EN ROUTE V4 1,2 (US)
IAP ILS OR LOC RWY 19L (ALT 1, 2 1 KMCI KANSAS CITY MO (US)
MISSED APCH)
IAP iLS OR LOC RWY 1R (ALT 1,2 1 KMCI KANSAS CITY MO (US)
MISSED APCH)
IAP ILS OR LOC RWY 9 1,2 1 KMCI . KANSAS CITY MO (US)
IAP kg I?_'V)VY 1R CAT H (ALT MISSED1, 2 1 KMCI KANSAS CITY MO (US)
IAP ILS RWY 1R CAT Il (ALT 1,2 1 KMCI KANSAS CITY MO (US)
MISSED APCH)
IAP RNAV (GPS) Y RWY 9 3 KMCI KANSAS CITY MO (US)
IAP : RNAV (RNP) Z RWY 9 3 KMCI KANSAS CITY MO (US)
AP ILS OR LOC RWY 3 (ALT 1.2 1 KMKC KANSAS CITY MO (US)
MISSED APCH)
AP RNAV (GPS) RWY 3 2 KMKC KANSAS CITY MO (US)
AP RNAV (GPS) RWY 29 2 KLXT LEE'S SUMMIT MO (US)
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 6 DATE OF REVISION: 03/07/2013
REASON FOR REVISION:
ADDED HOLDING PATTERN 3 AND ASSOCIATED DATA.
DELETED HOLDING PAT 2 265 AIRSPEED OBSTACLE.
ADDED PAT 3 AIRSPEED 200 & 265 OBSTACLE DATA.
CHANGED HOLDING REMARK FROM PAT 2 TO PAT 3.
UPDATED FIX USE.
. F\L / j’
DEVELOPED BY: DATE: 09/05/2012 OFFICE: AJV-353 NAME: BRIAN BICKETT @) A
{ 5 Q

FAA FORM 8260-2 / AUG 2009

Page 1 of 2




LYMES

APPROVED BY:

DISTRIBUTION:

DATE:
SIGNATURE:

NFDC

FPO: CEN

ARTCC: ZKC

ATC FACILITY: MCI APP CON
OTHER:

OFFICE: AJV-353

NAME: LARRY STROUT

FAA FORM 8260-2 / AUG 2009

Page 2 of 2




RADIO FIX AND HOLDING DATA RECORD

NAME: MAXEE STATE: KS COUNTRY: US
LATITUDE/LONGITUDE: 391904.51N/0950325.61W TYPE: WP, RADAR, INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES: :
EAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
: BRG BRG NM  EEET
1 KANSAS CITY I-RNI LOC/DME 27412 27612 1721 17.20 6000 7000
2 TOPEKA TOP VORTAC L 059.55 064.55 25.37 6000 17500
EXPANDED SERVICE VOLUME (ESV): ‘
FAC IDENT ACT RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE
I-RNI LOC/DME R-274 18 6000 7000
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
REMARKS:
KANSAS CITY (FAC 1) AND TOPEKA (FAC 2) USED TO ESTABLISH FIX COORDINATES
I-RNI DME ANTENNA LOCATION: 391718 91N/0944121.70W
8260.54A FORMULA 2-16B USED TO ESTABLISH FIX COORDINATES ON BARO VNAV GLIDEPATH.
FIX USE:
USE TYPE USE TITLE EAC PAT AIRPORT IDENT CITY STATE
IAP ILS OR LOC RWY 1,2 KMC KANSAS CITY MO gusg
AP RNAV (GPS) Y R 9 KMCI KANSAS CITY MO (US
IAP RNAV (RNP) Z RWY 9 KMCI KANSAS CITY MO (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 6 DATE OF REVISION: 03/07/2013
REASON FOR REVISION:
NEW FIX COORDINATES. FIX MOVED 3731.79 FT WEST.
ADDED FIX TYPE WP. _
CHANGED FAC 1 MAG/TRUE BRG FROM (271.12/276.12) TO (274.12/276.12). MAGVAR UPDATED.
CHANGED FAC 1 DME FROM (16.60) TO (17.21).
ADDED FAC 1 DIST FROM FAC (NM).
CHANGED FAC 2 MAG/TRUE BRG FROM (060.25/065.25) TO (059.55/064.55).
ADDED FAC 2 DIST FROM FAC (NM
REMOVED FAC 3 RIVERSIDE (RIS) VOR/DME DUE TO PROJECTED FACILITY DECOMMISSIONING .
UPDATED ESV FORMAT AND CHANGED DME FROM (17) TO (18).
ADDED REMARK: KANSAS CITY (FAC 1) AND TOPEKA (FAC 2) USED TO ESTABLISH FIX COORDINATES.
ADDED REMARK: 8260.54A FORMULA 2-16B USED TO ESTABLISH FIX COORDINATES ON BARO VNAV GLIDEPATH.
UPDATED FIX USE.
DEVELOPED BY: DATE: 08/27/2012 OFFICE: AJV-353 NAME: BRIAN BICKETT
APPROVED BY: DATE: OFFICE: AJV-353 - . NAME: LARRY STROUT
_SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZKC

ATC FACILITY: MCI APP CON

OTHER:

3
)
Aol

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: TOPEKA VORTAC STATE: KS COUNTRY: US
LATITUDE/LONGITUDE: 390813.48N/0953257.01W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 TOPEKA TOP VORTAC L - 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 NE TOP VORTAC 025.00 205.00 L 2800 6000 4 5

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES

ELEVATION ACCURACY CODE
2049 2D

UPN 200 TOWER (20-000379) 390534.00N/0954705.00W
1 200 TOWER (20-001186) 391204.00N/0953452.00W 1429 4D

REASON FOR NONSTANDARD HOLDING:

PAT 1 AT REQUEST

HOLDING RESTRICTIONS:

UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 3600.

REMARKS:

PRECIPITIOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
DP DES MOINES KDSM DES MOINES IA (US)
DP RACER KFLV FORT LEAVENWORTH KS (US)
DP TIFTO KFLV FORT LEAVENWORTH KS (US)
DP RACER KIXD OLATHE KS (US)
DP TIFTO KIXD OLATHE KS (US)
DP RACER KOJC OLATHE KS (US)
DP TIFTO KOJC OLATHE KS (US)
DP RACER KMCI KANSAS CITY MO }usg
DP TIFTO KMCI KANSAS CITY “ MO (US
DP RACER KMKC KANSAS CITY MO (US)
DP TIFTO KMKC KANSAS CITY MO (US)
DP RACER KLXT LEE'S SUMMIT MO (usg
DP TIFTO KLXT LEE'S SUMMIT MO (US
DP RACER KGPH MOSBY MO (usg
DP TIFTO KGPH MOSBY MO (US
DP RACER KSTJ ST JOSEPH MO (US)
DP TIFTO KSTJ ST JOSEPH MO (US)
EN ROUTE V131 (US)
EN ROUTE V280 (US)
EN ROUTE V4 éusg
EN ROUTE V508 us

EN ROUTE V71 (US)
EN ROUTE V77 (US)
IAP VOR/DME RNAV OR GPS RWY KK59 ATCHISON KS (US)
IAP VOR/DME RWY 16 KK59 ATCHISON KS (US)
IAP NDB OR GPS-D KK34 GARDNER KS (US)
IAP ILS ORLOC RWY 33 KLWC LAWRENCE KS (US)
IAP VOR/D KLWC LAWRENCE KS (US)
IAP 1S ORL LOC/DME RWY 3 KMHK MANHATTAN KS (US)
IAP VOR RWY 3 KMHK MANHATTAN KS (US
IAP VOR/DME-F KMHK MANHATTAN KS (US
IAP ILS OR LOC RWY 36 KIXD OLATHE KS (US)
IAP NDB-B KOJC OLATHE KS (US)
IAP ILS OR LOC RWY 31 KFOE TOPEKA KS (US)
IAP NDB RWY 13 KFOE TOPEKA KS (US)
IAP TACAN RWY 13 KFOE TOPEKA KS (US)
IAP TACAN RWY 31 KFOE TOPEKA KS (US)
IAP VOR/DME OR TACAN RWY 21 1 KFOE TOPEKA KS (US)
IAP VOR/DME OR TACAN RWY 3 KFOE TOPEKA KS (US)
IAP ILS OR LOC RWY 13 1 KTOP TOPEKA KS (US)
IAP LOC BC RWY 31 1 KTOP TOPEKA KS (US)
IAP RNAV (GPS) RWY 31 KTOP TOPEKA KS (US
IAP VOR RWY 22 1 KTOP TOPEKA KS §us;
IAP ILS OR LOC RWY 19R KMCI KANSAS CITY MO (US)
IAP ILS OR LOC RWY 27 KMCI KANSAS CITY MO (US)
IAP ILS OR LOC RWY 9 KMCI KANSAS CITY MO (US)
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TOPEKA VORTAC

IAP ILS RWY 19R (CATII) KMCI KANSAS CITY MO (US)
IAP ILS RWY 19R (CATIIl) KMCI KANSAS CITY MO (US)
IAP RNAV (GPS) Y RWY 9 KMCI KANSAS CITY MO (US)
IAP ILS OR LOC RWY 3 KMKC KANSAS CITY MO (US)
STAR JHAWK KFLV FORT LEAVENWORTH KS (usg
STAR JHAWK KIXD OLATHE KS (US
STAR JHAWK KOJC OLATHE KS (US)
STAR JHAWK KMCI KANSAS CITY MO (US)
STAR JHAWK KMKC KANSAS CITY MO (US)
STAR JHAWK KLXT LEE'S SUMMIT MO (US)
STAR JHAWK KGPH MOSBY MO (US)
STAR JHAWK KSTJ ST JOSEPH MO (US)
REQUIRED CHARTING: DP, STAR, MILITARY IAP, IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 12 DATE OF REVISION: 03/07/2013
REASON FOR REVISION:
FIX COORDINATES CHANGED TO MATCH AVNIS RECORD. COORDINATES MOVED 19.28 FT SW.
UPDATED FIX USE.
DEVELOPED BY: DATE: 08/30/2012 OFFICE: AJV-353 NAME: BRIAN BICKETT
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZKC

ATC FACILITY: TOP ATCT

OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: WOOKE STATE: KS COUNTRY: US
LATITUDE/LONGITUDE: 391825.40N/0945522.81W TYPE: WP, RADAR, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC
BRG BRG NM  FEET

1 KANSAS CITY I-RNI LOC/DME 27412 27612  10.94 10.93

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:
I-RNI DME ANTENNA LOCATION: 391718.91N/0944121.70W
8260.54A FORMULA 2-16B USED TO ESTABLISH FIX COORDINATES ON BARO VNAV GLIDEPATH.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP ILS OR LOC RWY 9 1 KMCI KANSAS CITY
IAP RNAV (GPS) Y RWY 9 KMCI KANSAS CITY
IAP ‘ RNAV (RNP) Z RWY 9 KMCI KANSAS CITY

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 03/07/2013

REASON FOR REVISION: :
NEW FIX COORDINATES. FIX MOVED 1360.18 FT WEST.

CHANGED FAC 1 MAG/TRUE BRG FROM (271.12/276.12) TO (274.12/276.12). MAGVAR UPDATED.

CHANGED FAC 1 DME FROM (10.71) TO (10.94).

ADDED FAC 1 DIST FROM FAC (NM).

REMOVED FAC 2 (KMCI R09).

ADDED REMARK: 8260.54A FORMULA 2-16B USED TO ESTABLISH FIX COORDINATES ON BARO VNAV GLIDEPATH.
UPDATED FIX USE.

DEVELOPED BY: DATE: 08/28/2012 OFFICE: AJV-353 NAME: BRIAN BICKETT
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC
ATC FACILITY: MCI APP CON
OTHER:

MRA MAA
4000 5500

STATE
MO (US)
MO (US)
MO {US)

X AL P
S

ty
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Federal Aviation

Administration
Memorandum
Date:
- To: Dick Powell Manager, National Flight Data Center, AJV-21
From: Larry H. Strout, Manager, Central Products Team, AJV-353

Subject: ACTION: Magnetic Variation Change for Kansas City, MO KMCD)

The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the
‘Airport/Facility” column will be revised effective concurrent with the publication of the -
procedure(s) listed below.

ILS OR LOC RWY 1L, AMDT 15
ILS OR LOC RWY 1R, ILS RWY 1R (CAT II), ILS RWY 1R (CAT III), AMDT 4
ILS OR LOC RWY 9, AMDT 14

ILS OR LOC RWY 19L, AMDT 2

ILS OR LOC RWY 19R, ILS RWY 19R (CAT II), ILS RWY 19R (CAT IIT), AMDT 11,
ILS OR LOC RWY 27, AMDT 3

RNAV (GPS) Y RWY 1L, AMDT 2

RNAV (GPS) Y RWY IR, AMDT 2

RNAV (GPS) Y RWY 9, AMDT 2

RNAV (GPS) Y RWY 191, AMDT 2

RNAV (GPS) Y RWY 19R, AMDT 2

RNAV (GPS) Y RWY 27, AMDT 2 -

RNAV (RNP) ZRWY 1L, AMDT 1

RNAV (RNP) Z RWY IR, AMDT 1

RNAV (RNP) ZRWY 9, AMDT 1

RNAV (RNP) Z RWY 19L, AMDT 1

RNAV (RNP) Z RWY 19R, AMDT 1

RNAV (RNP) Z RWY 27, AMDT 1

Estimated Chart Date: 03/07/2013

Please publish these changes in the National Flight Data Digest.

‘ONCURRENCES
'OUTING SYMBOL

SBaker

TIALS/SIG

IDATE

OUTING SYMBOL
-353
Olson
TIALSSIG

IDATE

EOUTING SYMBOL

IATV-353
LStrout
| TS —

DATE

[ROUTING SYMBOL
IATV-34

I Alfonso

I ﬁ iIALS/SIG

IDATE
[ROUTING SYMBOL

TIALS/SIG

IDATE




MISSOURI

Airport : Assigned Magnetic | Epoch
| Location Name [Facility | Identifier Variation Value | Year
Kansas City | Kansas City Intl Airport KMCI / MCI I\?;jvsz %;ft 2015
Kansas City ILS DOT 1\? eljvszEEzsstt 2015
Kansas City s DYH I\?eljvsz %zsstt 2015

,Kansgs City (CAI]PISI/HI) PAJ 1\(1):&321 %Tstt | 2015
Kansas City (CAITLISI/III) PVL h?:své%zsstt 2015
Kansas City ILS RNI ﬁ;i;%f:t 2015
Kansas City LS UQy h?eliszEEf:t 2015

If you have any questions please notify Larry H. Strout, larry.h.strout@faa.gov (405-954-5070).

cc: AJV-3rf

sjb:x7537:8-28-12: (U\AVN100\PIT"MAGVAR\MAGVAR\MAGVAR Letters 2013\MV* Change Request for Kansas City, MO
(KMCI) 8-28-12 Requestor: Don Lanier, Evaluated By: LFortier v




RADIO FIX AND HOLDING DATA RECORD

NAME: ACTSS STATE: KS COUNTRY: US

LATITUDE/LONGITUDE: 391417.57N/0950553.59W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

FIX MAKE-UP FACILITIES: ,

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC: MRA MAA
BRG BRG NM  FEET

1 LADYD _ 230.96 7.00 17500

FIX USE:

USE TYPE USE TITLE . FAC PAT AIRPORTIDENT CITY STATE

IAP RNAV (GPS) Y RWY 9 KMCI KANSAS CITY MO (US)

IAP RNAV (GPS) Z RWY 9 KMCI KANSAS CITY MO (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 09/25/2008
DEVELOPED BY: DATE: OFFICE: NAME:
APPROVED BY: DATE: OFFICE: AVN-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN .
ARTCC: ZKC
ATC FACILITY: MCI APP CON
OTHER:
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