CONTACT: JILL OLSON/STEVE BARNETT -AV]-353 LEADS, 405.954.4014 / 405.954.9307.

ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-2(S): FABAU, REV 5; JINCO, REV 2; KASPR-INT, REV 10; LID
REV 14; FOBUG-INT, REV 3.

Action: Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 01/30/2012 | 2012013027168201002 20120130271682
Procedure: RNAV (GPS) RWY 30 AMDT 1 Airport ID: Airport: FARIBAULT MUNI Reimbursable #:
. KFBL
City: FARIBAULT ST: MN GPS #: Estimated Chart Date: FICO #:
. 05/02/2013
Fac ID: Fac. Type: |LPV Specialist: GRACE NOWAK
Procedure Review

Rec'd Rel'd Full Name Comments
Lead: 10/23/2012 | 01/02/2013 | CASIMIR TABAKA
QA: 01/02/2013 01/02/2013 CASIMIR TABAKA
Liaison: | 01/02/2013 (P‘“\ M~

L

Procedure Comments: ENROUTE-NON |Remark Type: INFORMATION //Cﬁ Zo-/Z,
FARIBAULT, MN FARIBAULT MUNI (KFBL) RNAV (GPS) RWY 30, AMDT 1 (LPV) ENROUTE-NO FC: 3.19.13 PUB: 5.2.13

SY, REV 2; ZOLIK, REV 1; (INFO ONLY) CORDY-INT,

VN 8200-6 (05/26/2005)

Data as of:

1/3/2013 8:13:24AM




B
MEL
FARIBAULT, MINNESOTA AL-5425 (FAA) WORKING FIG

WARS 3o [ 05027 RNAV (GPS) RWY 30

CH 61032 THRE 1049
w30A | 39%° |Aptelev 1060 FARIBAULT MUNI (FBL)

V'  Boro-VNAV NA when usiniOwofonnc altimeter sefting. For uncompensated Baro-VNAV

systems, LNAV/VNAV NA below -17°C {2°F} or above 54°C {130°F). DME/DME RNP-0.3 MISSED APPROACH:

A NA When local altimeter setting not received, use Owatonna altimeter setting and increase Climb to 3000 direct
9

all DA 41 feet and all MDA 60 leet; increase LNAV Cat C visibility % mile. FABAU and hold.
Procedure NA at night. Helicopter visibility reduction below 1 SM not authorized.
AWOS-3 MINNEAPOLS APP CON GCO UNICOM
111.2 134.7 284.7 121.725 122.8 (CTARIQ
N,
’ FOBUG
’ ", t f
o oo T
" oo A
822 1676
MISSED APCH FIX
//‘J CORDY: N 4407.423/ W 09249.787
:""’?)°0 FABAU: N 4427.125 / W 09332.470
/< Jo 7 FABAU FOBUG: N 4425.333 / W 09302.178
ANM/Ns (:) JINCO: N 4416.243/ W 09312.385
(N KASPR: N 4357.929/ W 09314 823
LIDSY: N 4412.011 / W 09304.637
ZOLIK: N 4418.160 / W 09315907

RW30: N 4419.488/ W 09318.350

7
2>,
2
25,7
(ILFI/ |»S‘*YF) 4 NM
D 7,
Oo)%fo 3 /293
000 5" 1)
\/29/2/0,07
NAT ,{'\\é\/ o
P d rivals at V48
KASPR on V24-398 westbound @Q@Q‘t’ﬁ‘\ C(CI;.\;FD)Y
and V13-411 southbound LY AN .
IV 1060 ] [TRE 1049 . ?Q PROTOTYPE: NOT
KASPR FOR NAVIGATION
3000 (FABAU 4 NM
LDsy Holding Pattern
1 ¢ (127°7)
« INAV only JINCO a ] 25°—>3000
ZOUK I \307° o "1 .4_3650 SUUU
22 NMto 2800 205 (307° 1)
RW30 |
RW30 ®
\ o
», GS 3.00
/% 2800 TCH 40
22 NM| ~—3.2NM 7 NM
CATEGORY A [ B \ C D
\/\ LPV DA 1299-1 250 (300-1) NA
305° to
Rwao | UINAY/ pa 1299-1 250 (300-1) NA
INAY MDA 1400-1 351 (400-1) NA
REIL Rwys 12.and 30 @ 1520-1%
MIRL Rwy 12-30 @ CIRCLING 1520-1 460 (500-1) 460 (500-17%) NA
FARIBAULT, MINNESOTA FARIBAULT MUNI (FBL)

Amdt! WORKING FIG AUAN9319W RNAYV (GPS) RWY 30



RNAYV - STANDARD . Bearings, headings, courses, and radials are magnetic. Elevationsand altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Aliitudes are minimum altitudes unless otherwise indicated. Ceiings are in feet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distancesare in nautical miles unless otherwise indicated, except visibilities which
. are in statute miles or in feet RVR. )
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DAN
FOBUG LIDSY (FO) 185.56 / 13.44 3000 '[uﬂfvmc?‘,’d DA
KASPR (IAF) LIDSY (NOPT) (FB) 025.48 / 15.88 3000
CLIMB TO 3000 DIRECT FABAU AND HOLD.
CORDY (IAF) LIDSY (NOPT) (FB) 291.31/11.63 v 3000
LIDSY (IF/IAF) JINCO (FB) 305.27 /7.00 2800
JINCO (FAF) ZOLIK/2.20 NM TO RW30 (FB) " 1305.1813.17
ZOLIK/2.20 NM TO RW30 RW30 (MAP) (FO) 305.18 /2.20
ADDITIONAL FLIGHT DATA:

(SEE FORM 8260-10) HOLD NW, RT, 124.94 INBOUND.

CHART FAS OBST: 1142 TREE 441924N/0931850W

CHART: 1284 TREE 441812N/0931506W

DISTANCE TO THLD FROM 250 HATH: 0.66 NM.

WAAS CHANNEL # 61032

' _ REFERENCE PATH ID: W30A
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF ' (IAF) LTP HAE: 291.6 M
2. HOLD SE LIDSY, RT, 305.27 INBOUND, 3000 FT. IN LIEU OF PT (IAF)
3. FAC: 305.18 FAF: JINCO DIST FAF TO MAP: 5.37 THLD: 5.37
4. MIN. ALT: LIDSY 3000, JINCO 2800, ZOLIK/2.20 NM TO RW30 1780* :
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2800 GS ALT AT: JINCO 2800 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:40.0 34:11S NOT CLEAR :
8. MSA FROM: RW30 2900 MAG VAR: 2E EPOCH YEAR: 2000
A MINIMUMS
| TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A | | STANDARD @
CATEGORY =====> A : B C D E
DHMDA| wvis |HAT/HAA|DHMDA | VIS |HAT/HAA|DH/MDA | vis |HAT/HAA|DH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA
LPVDA 1299 1 250 1299 1 250 1299 1 250 NA
LNAV/VNAV DA 1299 1 250 1299 1 250 1299 1 250 NA
LNAV MDA 1400 1 351 1400 1 351 1400 1 351 NA
CIRCLING 1520 1 460 1520 1 460 1520 11/2 460 NA
NOTES: )
CHART NOTE: BARO-VNAV NA WHEN USING OWATONNA ALTIMETER SETTING. @NA WHEN LOCAL WEATHER NOT AVAILABLE. _,, ,
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -17C (2F) OR ABOVE 54C (130F). e <.
CHART NOTE: DME/DME RNP-0.3 NA. & ':‘<
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT KASPR ON V24-398 WESTBOUND V13-422 SOUTHBOUND.
(SEE.FORM 8260-10) A Cxe©
CITY AND.,§TATE ELEVATION: 1060 THRE: 1049 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
" FARIBAULT, MN AIRPORT NAME: IDEN;H;]\E’R: RNAV (GPS) RWY 30, AMDT 1 AMDT: ORIG
FARIBAULT MUNI ' DATED 09/23/2010

FAA FORM 8260 - 3 / April 2006 (computer generated) PAGE 1 OF § PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] ves [x] no » ‘ ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[] [] ] i [x] [x] [xX] _zwp.awc

FLIGHT CHECKED BY

NAME: FIFO

DATE:

DEVELOPED BY

NAME: FIFO
GRACE NOWAK AJV-353

DATE:
11/19/2012

APPROVED BY

NAME: FIFO

DATE:

LARRY H STROUT MANAGER AJV-353
CHANGES: . -

1. ADDED LNAV/VNAV AND LPV MINIMUMS.
- DELETED YISUC, JIKLU, AND ZAKPO INITIALS; CHANGED CORDY FEEDER TO CORDY INITIAL AND CHANGED COURSE FROM ZAKPO TO LIDSY.
. CHANGED KASPR COURSE FROM YISUC TO LIDSY.
. CHANGED FORBUG COURSE FROM JIKLU TO LIDSY.
. CHANGED FAF (JINCO) TO MAP COURSE/DISTANCE FROM 305.16/5.30 TO 305.18/5.37.
. CHANGED HOLDING INBOUND COURSE FROM 124.95 TO 124.94.
. CHANGED LIDSY (IF) TO JINCO COURSE/DISTANCE FROM 305.24/6.10 TO 305.27/7.00 AND H-I-L INBOUND COURSE FROM 305.24 TO 305.27.
. CHANGED STEPDOWN SEGMENT FROM 2.6 NM TO 2.2 NM AND CHANGED LNAV MDA/HAT FROM 1680/625 TO MDA/HATH 1400/351.
- CHANGED LNAV CAT C VISIBILITY FROM 1 3/4 TO 1.
10. ADDED BARO-VNAV NOTES.
11. UPDATED VISIBILITY REDUCTION BY HELICOPTERS NOTE.
12. CHANGED VGSI FROM 3.00/22 TO 3.00/40.
13. DELETED VGSI AND DESCENT ANGLES NOT COINCIDENT.
1s4E UPDA1:IE0D LOCAL ALTIMETER SETTING NOTE.
E 8260-

wo~NOMhwN

REASONS:

1-4, 16. FPO REQUEST.

5. IAW 8260.54A, CHAP 2, PARA 2.13, PFAF LOCATION.

6. INTERMEDIATE FIX LOCATION OF OPPOSITE RUNWAY CHANGED.

7. IAW 8260.41A, PARA 2.9, INTERMEDIATE SEGMENT.

8, 9. NEW CONTROLLING OBSTACLES; CALCULATIONS CHANGED FROM TDZE TO THLD.

10. LNAV/VNAV MINIMUMS ADDED. .

11, 15. IAW AJV-35 MEMO DATED 08/27/2012, TERMINAL POLICY FOR 20:1 AND 34:1 PENETRATIONS NOTES.
12, 13. VGSI MODIFIED PER AVNIS 04/22/2011.

14. ADDED LPV AND LNAV/VNAM MINIMUMS AND IAW 8260.3B CHANGE 20, CHAP 3 VISIBILITY MINIMUMS.
17. PER AFS MEMO DATED 09/24//2010, "AVERAGE COLD TEMPERATURE FOR BAROMETRIC VERTICAL NAVIGATION BASED APPROACH PROCEDURES",
18. IAW 8260.19E, CHAP 8, PARA 8-60 C (1) REMARKS, "VISUAL PORTION OF FINAL" PENETRATIONS.

19. IAW'B260.19E, CHAPS, PARA 8-6 G (2) INITIAL APPROACH SEGMENTS.

20. NE’!N CONTROLLING OBSTACLES. .

SEE 8260-10




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV - STANDARD Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 except visibilities which are in statute miles or in feet RVR.
TERMINAL ROUTES, (CONT.): ’
FROM T0 COURSE AND DISTANCE ALTITUDE
RW30 (MAP) 1299 MSL 305.18
1299 MSL . FABAU (FO) 3000

NOTES, (CONT.):

*LNAV ONLY

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE OWATONNA ALTIMETER SETTING AND INCREASE
ALL DA 41 FEET AND ALL MDA 60 FEET; INCREASE LNAV CAT C VISIBILITY 1/8 MILE.

CHART NOTE: PROCEDURE NA AT NIGHT.

CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 1 SM NOT AUTHORIZED.

U

Qwﬂ,(’

]

Cxeo
" | CITY AND STATE ELEVATION: 1060 THRE: 1049 ECILIW PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  |syp:
, ) ENTIFIER: RNAV (GPS) RWY 30, AMDT 1
FARIBAULT, MN AIRPORT NAME: CNAV (GPS) : AMDT: ORIG
FARIBAULT MUNI DATED: 09/23/2010
FAA FORM 8260-10 / April 2006 (Computer Generated) : PAGE 2 OFé PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] Yes [] no

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA 'OTHER (speciy)

i 0 O O 0O ]

FLIGHT CHECKED BY

NAME: ’ FIFO . DATE:

DEVELOPED BY

NAME: FIFO DATE:

APPROVED BY

NAME: FIFO DATE:

CHANGES:

CHANGES CONT.

15. DELETED CIRCLING NA AT NIGHT NOTE AND REPLACE WITH PROCEDURE NA AT NIGHT. 16. VEGETATION
HEIGHT CHANGED FROM 100 FT TO 80 FT. 17. ADDED HISTORICAL WEATHER INFORMATION/HIGH TEMP REMARK.
18. UPDATED 20:1 AND 34:1 PENETRATIONS. 19. ADDED PROCEDURE NA FOR ARRIVALS AT KASPR ON V24-398
WESTBOUND AND V13-422 SOUTHBOUND. 20. CIRCLING MDA/HAA CHANGED FROM 1680/620 TO 1520/460 AND
CIRCLING CAT C VISIBILITY CHANGED FROM 1 3/4 TO'1 1/2 MILE.

REASONS:
REASONS CONT.

PDF EDITS: :

8260-3. TERMINAL ROUTES: ADDED (FAF) NEXT TO JINCO, DELETED 1880* FOR SDF, DELETED CTA 1229.
8260-10. ARINC: DELETED 020 FROM SEGMENTS HM LEG.

8260-10. FLIGHT INSPECTION SUMMARY: DELETED 020 FROM MISSED APPROACH RNP.

WA,

4?(:\69




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KFBL
RUNWAY RW30
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W30A
LYP/FTP LATITUDE 441929.2720N
LTP/FTP LONGITUDE 0931820.9785W
LTP/FTP ELLIPSOIDAL HEIGHT +02916
FPAP LATITUDE 442023.0200N
FPAP LONGITUDE 0931959.9900W
THRESHOLD CROSSING HEIGHT (TCH) 00040.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1520
HORIZONTAL ALERT LIMIT (HAL) 50.0
VERTICAL ALERT LIMIT (VAL) 40.0
CRC REMAINDER 67COFCEQ
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K3
LTP ORTHOMETRIC HEIGHT +03196
FPAP ORTHOMETRIC HEIGHT +03196
Y4,
)
¢ <«
Cxe©
CITY AND STATE ELEVATION: 1060 THRE: 1049 ESAEI\IILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
TIFIER:
FARIBAULT, MN : : RNAV (GPS) RWY 30, AMDT 1
AIRPORT NAME NAY (GPS)R ANDT: ORIG
FARIBAULT MUNI DATED: 09/23/2010

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 3 OFé PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ o
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[ ] [ ] [] L1

[

[

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
—_ RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

FLIGHT STANDARDS SERVICES - FAR PART 97.33

ARINC PACKET - 424-18 - RNAV (GPS)
1 2 3 4 5 6 - 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT  CORDY X30 C L N44072538W092494721 E0004 NAR CORDY
SUSAEAENRT  FABAU K30 W N44270751W093322821 E0009 NAR FABAU
SUSAEAENRT  FOBUG K30 C L N44251996W093021066 E0005 NAR FOBUG
SUSAEAENRT  JINCO K30 W N44161458W093122312 E0007 NAR JINCO
SUSAEAENRT  KASPR K30 C B N43575576W093144935 E0007 NAR KASPR
SUSAEAENRT  LIDSY K30 W N44120063W093043819 E0006 NAR LIDSY
SUSAEAENRT  ZOLIK K30 W N44180960W093155439 E0007 NAR ZOLIK
- 1 2 3 4 3 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KFBLK3AFBL 0 042YHN44193915W093181848E002001060 1800018000C MNAR FARIBAULT MUNI
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KFBLK3FR30  ACORDY 010CORDYK3EAOE A IF 18000 A JS
SUSAP KFBLK3FR30 ACORDY 020LIDSYK3EAQOEE B 010TF 29130116 + 03000 A JS
SUSAP KFBLK3FR30 AFOBUG 010FOBUGK3EAOE IF ) 18000 A JS
SUSAP KFBLK3FR30  AFOBUG 020LIDSYK3EAOEY  020TF 18560134 + 03000 A JS
SUSAP KFBLK3FR30 AFOBUG 030LIDSYK3EAQEE AR HF 30530040 + 03000 A JS
SUSAP KFBLK3FR30 AKASPR 010KASPRK3EAQE A iF 18000 A Js
SUSAP KFBLK3FR30  AKASPR 020LIDSYK3EAOEE B 010TF 02550159 + 03000 A JS
SUSAP KFBLK3FR30 R 010LIDSYK3EAQOE I IF + 03000 18000 A JS
SUSAP KFBLK3FR30 R 020JINCOK3EAlE F 051TF 30530070 + 02800 RW30 K3PGA JS
SUSAP KFBLK3FR30 R 020JINCOK3EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KFBLK3FR30 R 021ZOLIKK3EAGE S 031TF 30520032 V 0178001789 -300 A JS
SUSAP KFBLK3FR30 R 030RW30 K3PGOGY M 031TF 30520022 01089 -300 A JS
SUSAP KFBLK3FR30 R 040 0 M CA 3052 + 01299 A JS
SUSAP KFBLK3FR30 R 050FABAUK3EAQOEY DF + 03000 A JS
SUSAP KFBLK3FR30 R 060FABAUK3EAOEE R  HM 12490040 + 03000 A JS
1 2 3 4 [ 6 7 8 9 0 i 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567820123456789012
SUSAP KFBLK3GRW30 0042573051 N44192927W093182098+0300 +0291601049023040075R
1 2 3 4 s 6 7 8 9 0 1 2 3
PP

1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890‘1_.2

g ¢ 2
Qc”
CITY AND STATE ELEVATION: 1060 THRE: 1049 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
FARIBAULT, MN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 30, AMDT 1
FARIBAULT MUNI AMDT: ORIG
RNAV DATED:  09/23/2010
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA - AAT ALPA APA

O 0O O O

AOPA NBAA OTHER (specify)

b O

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL.,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

M INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

SUSAP KFBLK3PR30 RW30 002E +03196+03196LPV 61032

1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KFBLK3SRW30 K3PG o 18018002925

! ]';,
&

oecE

CITY AND STATE ELEVATION: 1060 THRE: 1049 FACILITY PRO_CEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
FARIBAULT, MN AIRPORT NAME: ’ IDENTIFIER: RNAV (GPS) RWY 30, AMDT 1 ANIDT
: ORIG

FARIBAULT MUNI
, RNAV _ ’ DATED:  09/23/2010

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O O 0O 0O

AOPA NBAA OTHER (specify)

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: 'NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

___ RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION
CORDY
CORDY
FOBUG
FOBUG
FOBUG
KASPR
KASPR

MISSED APPROACH

POINT DATA

RUNWAY DATA

FIX SEQ USE PATH
CORDY 010 IAF IF
LIDSY 020 TF
FOBUG 010 IF
LIDSY 020 TF
LIDSY 030 IAF HF
KASPR 010 IAF IF
LIDSY 020 TF
LIDSY 010 FACF IF
JINCO 020 FAF TF
ZOLIK 021 SDF TF
RW30 030 MAP TF
FIX SEQ USE PATH
040 ca
FABAU 050 DF
FABAU 060 HM
WAYPOINT LAT IN SECS
CORDY N440725.38
FABAU N442707.51
FOBUG N442519.96
JINCO N441614.58
KASPR N435755.76
LIDSY N441200.63
ZOLIK N4418092.60
RW30 N441929.27
THRESHOLD
RWY ELEVATION TCH
RW30 01049 40

TURN FO/FB
FB
FB
FB
FO
R FO
FB
FB
FB
FB
FB
FO

FO/FB

FB
FO
R FO

LONG IN SECS

W0924947.21
w0933228.21
W0930210.66
W0931223.12
W0931449.35
W0930438.19
W0931554.39
wW0931820.98

RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
1.0 291.3(293.3T) 01l.6 AA 03000
2.0 185.6 (187.6T) 013.4 AA 03000

305.3(307.3T) 004.0 AA 03000
1.0 025.5(027.5T) 015.9 AA 03000
. ‘AA 03000
0.5 305.3(307.3T) 007.0 AA 02800
0.3 305.2(307.2T) 003.2 AA 01780 GS 01789
0.3 305.2(307.2T) 002.2 AT 01089
RNP MAG (TRUE) DISTANCE ALTITUDE SPEED

305.2(307.2T) AD 01299

AA 03000

124.9(126.9T) 004.0 AA 03000
LAT IN MINS LONG IN MINS
N4407.423 W09249.787
N4427.125 W09332.470
N4425.333 wW08302.178
N4416.243 W09312.385
N4357.929 W09314.823
N4412.011 W09304.637
N4418.160 W09315.907
N4419.488 wW09318.350

Nl
&

PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:

CITY AND STATE ELEVATION: 1060 THRE: 1049 FACILITY SUP:
FARIBAULT, MN AIRPORT NAME: ) IDENTIFIER: RNAV (GPS) RWY 30, AMDT 1
FARIBAULT MUNI AMDT: ORIG
RNAV DATED:  00/23/2010
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 6 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O O 0O

AOPA NBAA OTHER (specify)

[ 1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER FOBUG LiDSY - 1. AAO 441139.00N/0930533.00W | 1575 (4E) 1000 |AT425 3000
[2. TERRAIN 441224.00N/0930636.00W | 1342 (1300) AS1500 2800
INITIAL KASPR LIDSY 3. TOWER (27-000352) |440519.00N/0930826.00W | 1641 (5D) 1000 |AT359 3000
4. TERRAIN 1440454.00N/0930648.00W | 1395 (1400) AS1500 2900
INITIAL CORDY LIDSY 5. AAO 441042.00N/0930048.00W | 1598 (4E) 1000 |AT402 3000
Iﬁ- TERRAIN 441045.00N/0930051.00W | 1398 (1400) AS1500 2900
INTERMEDIATE LIDSY (IF/IAF) JINCO 1. AAO 441139.00N/0930533.00W {1575 (4E) 500 2100
7. TERRAIN 441139.00N/0930533.00W | 1279 (1300) AS1500 2800
FINAL: LPV JINCO RW30 |8- RD (N) (KFBLTO0049) [441923.88N/0931819.48W [1061 (1A) 34:1 1299/250
FINAL: LNAV/VNAV JINCO RW30 ASC 1299/250
FINAL: LNAV JINCO ZOLIK/2.20 NMTO [9. AAO 441707.00N/0931230.00W [ 1439 (2C) 250  |RA41DG50 1780
RW30
FINAL: LNAV STEPDOWN ZOLIKI2.20 NM TO RW30 10. TREE (KFBLT0176) |441924.20N/0931849.90W [1142 (2€) 250 1400
’ RW30
2. HOLD-IN-LIEU-OF-PT LIDSY P-5 11. AAO 440654.00N/0930048.00W | 1608 (4E) 1000 |AT392 3000
12. TERRAIN 440654.00N/0930048.00W | 1408 (1400) AS1500 2900
MAP: |DA/DA/RW30 FABAU o , ASC 3000
3. MISSED , 3. AAO 442533.00N/0933006.00W | 1401 (4E 1000 _ 2500
APPROACH : (4E)
ELEV: [1112/1149/1300 |14. TERRAIN 1442533.00N/0933006.00W | 1201 (1200) AS1500 2700
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT. :
CATEGORY A 1.3 NM o] 380 460 15. TREE 442107.35N/0931755.20W |1209 (2C) 300 1520
CATEGORY B 1.5 NM i 450 |2 460 16. TREE 442112.00N/0931754.00W [1219 (2C) 300 1520
CATEGORY C 1.7 NM 3| 450 |2 . 460 16. TREE 442112.00N/0931754.00W [1219 (2C) 300 1520
CATEGORY D 23NM  |S] 550 |S
CATEGORY E 45NM |®[ 550
5. MINIMUM SAFE ALTITUDES : PRIMARY NAVAID: RW30 :
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) lﬂgﬂ(,
360-360 TWR (27-001422) 190/ 17.1 1827 (SD) 2900 % 6 w
Cree
CITY AND STATE - ELEVATION: 1060 FACILITY PROCEDURE AND AMENDMENT NO: REGION
' _ FARIBAULT, MN AIRPORT NAME: RNAV RNAV (GPS) RWY 30, AMDT 1 AGL
FARIBAULT MUNI :

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ZMP ARTCC x| NW 'S [OTHER: SOURCE:KFBL / KOWA
PNM FSS AWOS-3 DISTANCE: 0/ 12.44
FAA HOURS REMOTE OPERATION:
: AIC 24/ BACKUP
SATISFACTORY ON:
x|VHF | x|uHF | [HF LOCATION: KFBL ADJUSTMENT: 0/ 41
PRIMARY NAVAID:
4. -
MONITOR Mom'rog ;o:m.
sTaTUS | HRS
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. HIRL
f:gr?vﬁc X [MIRL 12 (PCL), 30 (PCL)
LIGHTING |__X__REIL 12 (PCL), 30 (PCL)
TDZ
CI/LINE
X |OTHER (SPECIFY)
PAPI-41. 12, 30
6. RUNWAY  [BASIC
MARKINGS |ALL WEATHER
INSTRUMENT  NPI-G 12, 30
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:1048.7
" PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:40.0
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:
GRACE NOWAK

DATE:
11/19/2012

TITLE:
AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-353

PART C - REMARKS:
VDP NOT ESTABLISHED - 20:1 PENETRATIONS.

THRESHOLD DISPLACED 230 FT.

PARA 251, 20:‘i PENETRATION.

PARA 251, 34:1 PENETRATION.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

TERPS PARAGRAPH 289 APPLIED TO 1284 TREE
441812N/0931506W

VGSI 3.00/40.

RASS PRESSURE PATTERNS SAME
KFBL 1060.1, KOWA 1145.4

RA = 40.56.

SEE ATTACHED AIRSPACE LETTER.

SURFACES:
LPV: 34:1
LNAV/VNAV: 23.4:1

KFBL/KOWA AWOS-3 ON SERVICE A
AVERAGE COLD TEMPERATURE BASED ON STANDARD -30°C
ISA DEVIATION

80 FEET VEGETATION USED PER FPO
TAA NOT DEVELOPED PER FPO

INTERMEDIATE SEGMENT MANUALLY EVALUATED FOR TERRAIN,
SIGNIFICANT DIFFERENCE BETWEEN IAPA STATED HIGH
TERRAIN AND QUAD MAP CONTOUR LINES.

CONTROLLING OBSTACLES THE SAME FOR ALL INTERMEDIATE
SEGMENTS

ORDER 8260.3, VOLUME 1, "VISUAL PORTION OF FINAL"
PENETRATIONS:

RWY 30

20:1

1061 ROAD (KFBLT0049) 441923.88N/0931819.48W (1. 49)
34:1

1059 ROAD (KFBLT0044) 441923.84N/0931818.01W (1.37)
1062 ROAD (KFBLT0040) 441929.14N/0931811.57W (2.91)
FPO NOTIFIED OF 20:1 AND 34:1 PENETRATIONS




RADIO FIX AND HOLDING DATA RECORD

NAME: FABAU STATE: MN COUNTRY: US

LATITUDE/LONGITUDE: 442707.51N/0933228.21W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS: ’

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME ~ DME MIN MAX MIN  MAX

1 NW wP 304.94 124.94 4 3000 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 442230,00N/0933100.00W 1428  4E

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP RNAV (GPS) RWY 12 1 FARIBAULT MN (US)

IAP RNAV (GPS) RWY 30 1 kel FARIBAULT MN (US)

REQUIRED CHARTING: [AP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 5 DATE OF REVISION: 05/02/2013

REASON FOR REVISION:

FIX MOVED 5835.02 FEET NORTHWEST.

UPDATED LAT/LONG COORDINATES. )

UPDATED HOLDING COURSE INBOUND FROM 124.95 TO 124.94.

DEVELOPED BY: DATE: 10/31/2012 OFFICE: AJV-353 NAME: GRACE NOWAK
APPROVED BY: DATE: OFFICE: AJV-353 . NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: JINCO STATE: MN COUNTRY: US

LATITUDE/LONGITUDE: 441614.58N/0931223.12W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY
IAP RNAV (GPS) RWY 30 KFBL FARIBAULT

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 05/02/2013

REASON FOR REVISION:
FIX MOVED 469.12 FEET SOUTHEAST TO NEW PFAF LOCATION.
UPDATED LAT/LONG COORDINATES.

DEVELOPED BY: DATE: 11/06/2012 OFFICE: AJV-353 NAME: GRACE NOWAK

APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT

SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

STATE
MN (US)

Naals

@ .
O/fscé)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND'HOLDING DATA RECORD

NAME: KASPR STATE: MN COUNTRY: US

LATITUDE/LONGITUDE: 435755.76N/0931449.35W TYPE: WP, INT, DME

AIRSPACE DOCKET: : FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA

BRG BRG NM  FEET

1 FARMINGTON FGT VORTAC H 178.04 184.04 4003  40.03 3000 45000

2 ROCHESTER RST VORDME L 286.44 291.44 30.27 3000 45000

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

FGT VORTAC R-178 41 3000 17500

RST ~ VOR/DME R-286 31 19300 45000

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME 'DME MIN MAX MIN  MAX

1 S  FGT VORTAC  178.04 358.04 1-1 172 3000 45000 6 31

2 E WP 109.44 289.44 R 4 3000 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200  WINDMILL (27-020988) 435527.18N/0930814.27W 1715 5D

2 200  WINDMILL (27-020988) 435527.18N/0930814.27TW 1715 5D

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:
FARMINGTON (FAC 1) USED TO ESTABLISH FIX COORDINATES
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE: )

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY : STATE
EN ROUTE V13 1,2 (US)
EN ROUTE V24-398 1,2 (US)
IAP RNAV (GPS) RWY 17 KAEL ALBERT LEA MN (US)
IAP VOR RWY 17 1,2 KAEL ALBERT LEA MN (US)
IAP VOR/DME RWY 35 1,2 KAEL ALBERT LEA MN (US)
IAP RNAV (GPS) RWY 30 KFBL FARIBAULT MN (US)
IAP VOR-A 1,2 KFBL FARIBAULT : MN (US)
IAP ILS OR LOC RWY 30 1,2 KOWA OWATONNA MN (US)
IAP - VOR RWY 12 1,2 KOWA OWATONNA MN.(US)
AP RNAV (GPS) RWY 15 2 KACQ WASECA MN (US)
IAP VOR-A 1,2 KACQ WASECA : MN (US)
STAR DELZY (FMS) 2 KMSP MINNEAPOLIS MN (US)
STAR KASPR 1,2 1 KMSP MINNEAPOLIS MN (US)

REQUIRED CHARTING: STAR, IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 10 DATE OF REVISION: 05/02/2013

REASON FOR REVISION:

UPDATED FIX USE.

UPDATED FAC 2 BEARING AND PAT 2 HOLDING INBOUND COURSE FROM 289.45 TO 289.44.
UPDATE HOLDING PAT 1 & 2 CONTROLLING OBSTACLE; DOES NOT AFFECT ALTITUDE.
ADDED FIX MAKEUP TO REMARKS.

DEVELOPED BY: DATE: 11/06/2012 OFFICE: AJV-353 NAME: GRACE NOWAK

APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
‘ Naly &
. SIGNATURE: &
DISTRIBUTION:  NFDC G
FPO: CEN HEO{&
ARTCC: ZMP

FAA FORM 8260-2 / AUG 2009 ) ' Page 1 of 2




KASPR

ATC FACILITY:
OTHER:

¥ ¢

C‘HEC@

FAA FORM 8260-2 / AUG 2009 Page 2 of 2



RADIO FIX AND HOLDING DATA RECORD

NAME: LIDSY STATE: MN COUNTRY: US
LATITUDE/LONGITUDE: 441200.63N/0930438.19W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX
R

1 SE WP 125.27 305.27 4 3000 6000

CONTROLLING OBSTRUCTIONS:

5 6

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 440654.00N/0930048.00W 1608

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP RNAV (GPS) RWY 12 1 KFBL FARIBAULT
IAP ‘RNAV (GPS) RWY 30 1 KFBL FARIBAULT

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 05/02/2013

REASON FOR REVISION:

FIX MOVED 5902.56 FEET SOUTHEAST.

UPDATED LAT/LONG COORDINATES.

CHANGED HOLDING INBOUND COURSE FROM 305.24 TO 305.27.

DEVELOPED BY: DATE: 11/06/2012 OFFICE: AJV-353 NAME: GRACE NOWAK
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

STATE
MN (US)
MN (US)

7
_@9"’@ s

[
Chpc

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: ZOLIK STATE: MN COUNTRY: US
LATITUDE/LONGITUDE: 441809.60N/0931554.39W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE: )

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY

IAP RNAV (GPS) RWY 30 KFBL FARIBAULT

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1

REASON FOR REVISION:
FIX MOVED 2421.39 FEET NORTHWEST.
UPDATED LAT/LONG COORDINATES.

DEVELOPED BY: DATE: 11/06/2012
APPROVED BY: DATE:
SIGNATURE:

DISTRIBUTION: NFDC
: FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

DATE OF REVISION: 05/02/2013

OFFICE: AJV-353 NAME: GRACE NOWAK

OFFICE: AJV-353 NAME: LARRY STROUT

STATE
MN (US)

17
d?P*L;

e n
OHEC@

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




INFOONLY

RADIO FIX AND HOLDING DATA RECORD

NAME: CORDY STATE: MN COUNTRY: US

LATITUDE/LONGITUDE: 440725.38N/0924947 21W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 ROCHESTER RST VORDME L 328.81° 33381 2280 22.80 3000 17500

2 HALFWAY FOW VORDME T 09953 10153  23.85 23.85 3000 33000

3 FARMINGTON FGT VORTAC H 147.40 15340  34.00 34.00 3000 45000

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

FOW VOR/DME R-100 24 9000 33000

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 SE WP 152.78 33278 R 4 3000 14000 5 11

CONTROLLING OBSTRUCTIONS:

PAT - AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (27-001218) 440659.00N/0924123.00W 1747 5D

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
FARMINGTON (FAC 3) USED TO ESTABLISH FIX COORDINATES
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
DP ROCHESTER 1,2, 3 KANE MINNEAPOLIS MN (US)
DP ROCHESTER 1,2,3 KFCM MINNEAPOLIS MN (US)
DP ROCHESTER 1,2,3 KMSP MINNEAPOLIS MN (US)
DP ROCHESTER 1,2,3 KSTP ST PAUL MN (US)
EN ROUTE =  V82-161 1,2,3 (US)
IAP RNAV (GPS) RWY 30 KFBL - FARIBAULT MN (US)
IAP RNAV (GPS) RWY 30 KOWA OWATONNA MN (US)
IAP ILS OR LOC RWY 13 1 KRST ROCHESTER MN (US)
IAP RNAV (GPS) RWY 13 KRST ROCHESTER MN (US)
IAP RNAV (GPS) RWY 20 KRST ROCHESTER MN (US)
IAP RNAV (GPS) RWY 31 1 KRST ROCHESTER MN (US)

REQUIRED CHARTING: DP, IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 14 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:

UPDATE FIX COORDINATES TO MATCH FAC 1 RADIAL, FIX MOVED 13 FEET NE.
CHANGED FAC 2 MRA FROM 9000 TO 3000. :
CHANGED FAC 3 MRA FROM 4000 TO 3000.

REMOVED MRA FLAG ON V82-161.

ADD FACILITY USED FOR FIX MAKE-UP TO REMARKS.

4/6/2012: THIS IS A CORRECTED COPY OF THE FORM APPOVED ON 4/5/2012.
CHANGED FAC 1 MAG/TRUE BRG FROM 326.81/331.81 TO 328.31/333.81.

DEVELOPED BY: DATE: 01/05/2012 OFFICE: AJV-353 NAME: THOMAS KIRKPATRICK
APPROVED BY: DATE: 04/09/2012 OFFICE: AJV-353 _ NAME: LARRY STROUT
SIGNATURE:
WAL

DISTRIBUTION: ~ NFDC @ /,2

FPO: CEN 6

ARTCC: ZMP Y’

ATC FACILITY: RST ATCT '&cc@&

OTHER: MSP APP CON

FAA FORM 8260-2 / AUG 2009 Page 1 of 1



INFOONLY

RADIO FIX AND HOLDING DATA RECORD

NAME: FOBUG STATE: MN
LATITUDE/LONGITUDE: 442519.96N/0930210.66W
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

COUNTRY: US

TYPE: WP, INT, DME

CLASS MAG TRUE DME
BRG BRG
147.41 15341 14.00
045.66 047.66 19.44

MIN ALTITUDE
12000

MINNEAPOLIS
MINNEAPOLIS
MINNEAPOLIS
ST PAUL

DODGE CENTER
DODGE CENTER
FARIBAULT

FAC NAME IDENT TYPE
1 FARMINGTON FGT VORTAC H
2 HALFWAY FOW VOR/DME T
EXPANDED SERVICE VOLUME (ESV):
FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE
FOW VOR/DME R-046 20
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
DP ROCHESTER 1,2 KANE
bP ROCHESTER 1,2 KFCM
DP ROCHESTER 1,2 KMSP
DP ROCHESTER 1,2 KSTP
EN ROUTE Vv82-161 1,2
IAP RNAV (GPS) RWY 16 KTOB
. 1AP RNAV (GPS) RWY 34 KTOB
IAP RNAV (GPS) RWY 30 KFBL
IAP RNAYV (GPS) RWY 30 KLVN

REQUIRED CHARTING: DP, IAP, AREA, CONTROLLER, EN ROUTE L.OW
COMPULSORY REPORTING POIliT: NO
RECORD REVISION NUMBER: 3

REASON FOR REVISION:

UPDATED FIX USE.

ADDED DME DISTANCE TO FAC 2.

ADDED DISTANCE FROM FACTO FAC 1 & 2.

FAC 1.& 2 MRA CHANGED FROM 4000 TO 3000.
REMOVED FAC 3.

ADDED ESV,

UPDATED FAC 1 BEARING FROM 153.40 TO 163.41.

DEVELOPED BY: DATE: 11/04/2009 OFFICE: AVN-120

APPROVED BY: DATE: 02/11/2010 OFFICE: AVN-120

SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY: MSP ATCT/APP CON
OTHER:

DATE OF REVISION: 02/11/2010

MINNEAPOLIS

DIST FROM FAC

MRA MAA

NM  FEET

14.00
19.44

3000 45000
3000 33000

MAX ALTITUDE

33000

STATE
MN (US)
MN (US)
MN (US)
MN (US)

NAME: LARRY STROUT (BEV L BORDY)

NAME: SUE CRUMB

VAL
S

)
%fc@:’

FAA FORM 8260-2 / AUG 2009
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: FARIBAULT STATE:
AIRPORT NAME:. FARIBAULT MUNI ID:
PROCEDURE: RNAYV (GPS) RWY 30 . , AMDT:

DOCKET#: NOT REQUIRED
+ (96-AXX-X/Required/Not Required)

MN

KFBL

1

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 3.49
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
- 2. Width of FINAL - segment at 1000’ point ' 1.20
(Enter appropriate segment, final, intermediate, etc.)
3. True Course of FINAL segment containing 1000’ point 307.18
4. High Terrain in FINAL segment containing 1000' point 1239
5. Distance from THLD to 1500' point - 5.17
(If 1500' point in PT maneuvering area or holding pattern note in remarks)
6. Width of . FINAL segment at 1500' point 1.95
7. True Course of FINAL segment containing 1500' point 307.18
8. High Terrain in FINAL - segment containing 1500' point 1239
9. Threshold Coordinates (if straight-in) ... *441929.27N / 0931820.98W
10. ARP Coordinates ................c.ev e, 441939.15N / 0931818.48W
11. Runway Approach End and distance furthest from ARP ............... RWY 12
Distance 0.61 NM
12. FAF Coordinates .............c..cccceuennen. 441614.58N / 0931223.12W

REMARKS: Approach/Drawing attached.
* DISPLACED THRESHOLD 230 FT.

)




RADIO FIX AND HOLDING DATA RECORD

NAME: JIKLU STATE: MN COUNTRY: US

LATITUDE/LONGITUDE: 441634.87N/0930129.78W TYPE: WP
AIRSPACE DOCKET: FIXTYPE OF ACTION: CANCEL

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
IAP RNAV (GPS) RWY 30 KFBL FARIBAULT

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION:

DEVELOPED BY: DATE: OFFICE: NAME:

APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

STATE
MN (US)

VAL
ey

&
o
Aredd

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: YISUC STATE: MN COUNTRY: US

LATITUDE/LONGITUDE: 440837.19N/0930954.61W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 30 KFBL FARIBAULT MN (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION:
DEVELOPED BY: DATE: OFFICE: NAME:
APPROVED BY:- DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:
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