OLNEY-NOBLE, IL

OLNEY-NOBLE

(KOLY)

Action: Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 02/02/2012 | 2012020222402301001 20120202224023
Procedure: RNAV (GPS) RWY 11 AMDT 1 Airport ID: Airport: OLNEY-NOBLE Reimbursable #:
KOLY
City: OLNEY-NOBLE ST: IL GPS #: Estimated Chart Date: FICO #:
J— q 03/07/2013
Fac ID: Fac. Tybe: LPVv Specialist: NEIL SIMPANEN
. W
Procedure Review o4
Rec'd Rel'd Full Name Comments
Lead: 09/05/2012 11/28/2012 JILL OLSON
QA: 11/28/2012 11/28/2012 CASIMIR TABAKA
Liaison: | 11/28/2012 {fu(\(w
Procedure Comments: ENROUTE-NON |Remark Type: INFORMATION ¥ g Ll

RNAV (GPS) RWY 11, AMDT 1 (LPV) ENROUTE-NO FC: 1.22.13 PUB: 3.7.13
ATTACHED FORMS; 8260-3; 8260-10; 8260-9; 8260-2(S): FOYWU, REV 1; IGYIF, ORIG; UFWAK, ORIG; WAKDU, REV 1.

CONTACT: JILL OLSON/STEVE BARNETT -AV]-353 LEADS, 405.954.4014 / 405.954.9307.

VN 8200-6 (05/26/2005)

Data as of:

11/29/2012 9:50:59AM




OLNEY-NOBLE, ILLINOIS AL-5428 (FAA) FIG
WAAS Rwy Idg 4099
cr 82231 | AR IS IhRe a2 RNAYV (GPS) RWY 11
W11A AptElev 482 OLNEY-NOBLE (OLY)
WV Baro-VNAV NA when using Evansville altimeter setting. For uncompensated
Baro-VNAV systems, LNA\P/VNAV NA below - 15°C [5°F] or above 54°C (130°F)
A DME/DME RNP-0.3'NA. When local altimeler sefting not received, use Evansville . MISSED APPROACH:
altimeter sefting and increase all DA 127 feet, MDA 140 feel; increase LPY and INAV/VNAV Climb to 1500 then
visibility % mile all Cats, INAV and CirclingCat C and D visibilities %4 mile. Climbing right turn fo 3000
Rwy 11 Straight-in and Circling fo runway 3, 21, and 29 NA at night. di F(%Y\?\/U d hold
Helicopter visibility reduction below 1 SM NA. irect and hold.
AWQOS-3 KANSAS CITY CENTER UNICOM
119.275 127.7 351.825 123.0 (CTAF) O
&
8
= AT1449
(/0707 (IF/IAF)
) 0701 FOYWU
2
Q Wlhoryy  (FAT)
A 28> / 020 WAKDU
2870,- 6‘7/
/ ]0707-
) RW11 827
2 A1012
~., "
FOYWU: N3846.808/W08824.927
WAKDU: N3844.843/W08816.737
RW11: N3843.476/W08811.068
PROTOTYPE - NOT FOR NAVIGATION | BEv_482 | [THRE 482
4 NM VGSI and RNAV glidepath not coincident | 1900 | 3000 |FOYWU
Holding Pattern (VGSI Angle 3.00/TCH 25).
(287°T) FOYWU / :
~e=287°
3000 WAKDU
== 107%™ 05 |
(107°T) (105
N % RWIT
GS 3.00° 2000
TCH 40 NN
6.7 NM 4.6 NM
CATEGORY A | B c | D
LPV DA 732-1 250 (300-1)
INAY/ DA 894-1% 412 (500-1%)
LNAV MDA 920-1 438 (500-1) 920-1% 438 (500-1%)
920-1 940-1 940-1%, 1040-2 | RELRwys3and 110
CIRCLING 438 (500-1) | 458{500-1) | 458(50071%) | 558(600-2) | MIRL Rwys 3-21 and 11-29
OLNEY-NOBLE, [LLINOIS OLNEY-NOBLE (OLY)
Amdt1 FIG

38°43'N-88°11'W

RNAV (GPS) RWY 11



» RNAY - STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and a!titl{de._% are in feet,_MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE | HAT, HAA, TCH, and RA. Aitudes are minimum alttudes unless otherwise indicated. Celings are in feet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM ‘ TO COURSE AND DISTANCE | ALTITUDE t:xv %\NAV DA )
FOYWU (IF/IAF) WAKDU (FB) 106.99/6.70 2000 LNAV: RW11
WAKDU (FAF RW11 (MAP) (FO 107.08/4.64
(FAP) ( ) (FO) 08 CLIMB TO 1500 THEN CLIMBING RIGHT TURN TO 3000 DIRECT

RW11 (MAP) 1500 MSL 107.08 1500 FOYWU AND HOLD.

1500 MSL FOYWU (FO) 3000

ADDITIONAL FLIGHT DATA:

FAS OBST: 654 AAO 384449N/0881510W

676 AAO 384520N/0881622wW

DISTANCE TO THLD FROM 250 HATH: 0.66 NM
WAAS CHANNEL # 82231

REFERENCE PATH ID: W11A

LTP HAE: 115.6 M

1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (1AF)
2. HOLD W FOYWU, RT, 106.98 INBOUND, 3000 FT. IN LIEU OF PT (IAF)
3. FAC: 107.08 = FAF: WAKDU DIST FAF TO MAP: 4.64 THLD: 4.64
4. MIN. ALT: FOYWU 3000, WAKDU 2000
5. DIST TO THLD FROM OM: C MM M: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2000 GS ALT AT:WAKDU 2000 . - OM:- MM: IM:
7. GS ANGLE: 3.00 TCH:40.0  34:11S NOT CLEAR _
8. MSA FROM: MAG VAR: 0E EPOCH YEAR: 1985
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | ' STANDARD @
CATEGORY ==mz==> A B C D E

DH/MDA| VIS |HAT/HAA|DHIMDA | VIS [HAT/HAAIDHIMDA | vis [HAT/HAA |DH/MDA | WIS  [HAT/HAA|DH/MDA | VIS [HAT/HAA
LPV DA 732 1 250 732 1 250 732 | 4 250 732 1 250
LNAV/VNAV DA 894 13/8 412 894 13/8 412 894 138 412 894 1318 412
LNAV MDA 920 1 438 920 | 1 438 920 11/4 438 920 11/4 438
CIRCLING 920 1 438 940 1 458 940 1172 458 1040 2 558
NOTES:
CHART NOTE: BARO-VNAV NA WHEN USING EVANSVILLE ALTIMETER SETTING. @ NA WHEN LOCAL WEATHER NOT AVAILABLE. SAL/
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -15C (5F) OR ABOVE 54C (130F). o A
CHART NOTE: DME/DME RNP-0.3 NA. 2
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT. Q e \és
(SEE FORM 8260-10) die
CITY AND STATE ELEVATION: 482 THRE: 482 FACILITY PROCEDURE NO.JAMDT NO./JEFFECTIVE DATE: SUP:

OLNEY-NOBLE, IL AIRPORT NAME: 'DENAWSR: RNAV (GPS) RWY 11, AMDT 1 ANMDT: ORIG
OLNEY-NOBLE » DATED  04/08/2010

FAA FORM 8260 - 3 / April 2006 (computer generated) : PAGE 1 OF 5 PAGES




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [X] nNo

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

ROUTINE

COORDINATED WITH:
ATA AAT ALPA - APA AOPA

a0 O X O @ ©®

NBAA OTHER (specify) ,
ZKC ARTCC, AMGR, STL FSS

x1 X1

FLIGHT CHECKED BY

NAME:

FIFO

DATE:

DEVELOPED BY

NAME:
NEIL R. SIMPANEN

FIFO
AJV-353

DATE:
09/25/2012

APPROVED BY

NAME:
LARRY H STROUT

MANAGER

FIFO
AJV-353

DATE:

CHANGES:

1. DELETED "T" IAFS AND QUADRANT MANUVER AREAS FROM TAA.

2. ADDED STRAIGHT-IN HEMISPHERICAL TO REPLACE QUADRANTS.

3. DELETED FIXES ASSOCIATED WITH "T" CONFIGURATION.

4. ADDED LPV AND LNAV MINIMUMS.

5. MOVED PFAF AND IF/IAF OUTWARD.

6. REVISED HELICOPTER NOTE WORDING.

7. REVISED FINAL APPROACH COURSE FROM 107.07 TO 107.08.

8. REVISED RASS NOTE TO INCLUDE LPV AND VNAV DA AND VISIBILITY.
9. REVISED 20:1 AND 34:1 OBSTACLE LISTING.

10. ADDED BARO-VNAV NOTES.

REASONS:

1. NO LONGER REQUIRED BY USER.

2. AS REQUESTED BY FPT.

3. NO LONGER REQUIRED.

4. AS REQUESTED BY FPT/USER.

5. IAW CURRENT CRITERIA.

6. IAW WITH NEW REQUIREMENT.

7. RESULT OF PFAF MOVEMENT.

8. AS REQUIRED BY NEW VISIBILITY TABLE3-5A AND LPV /VNAV MINIMA.
9. RESULT OF NEW ANALPV SURVEY DATA.

10. AS REQUIRED FOR LNAV/VNAV MIIMUMS.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAV - STANDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 exci,elp% visibilities which are in statute miles or in feet RVR.
NOTES, (CONT.):

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE EVANSVILLE ALTIMETER SETTING AND
INCREASE ALL DA 127 FEET, MDA 140 FEET; INCREASE LPV AND LNAV/VNAV VISIBILITY 1/4 MILE ALL CATS,
LNAV AND CIRCLING CAT C AND D VISIBILITIES 1/4 MILE.

CHART NOTE: PROCEDURE NA AT NIGHT.

CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 1 SM NOT AUTHORIZED.

TAA
: FROM 10 ALT

1. 017/30 CW 187/30 (NOPT) FOYWU (FNIAF) (FB) 3000

2. 197/30 CW 017/30 FOYWU (IF/IAF) (FO) 3000
AL/
M
) 2 Q
AEc

CITY AND STATE ELEVATION: 482 THRE: 482 FACILITY | PROCEDURE NO/AMDT NO /EFFECTIVE DATE:  [sup:

. . E : RNAV (GPS) RWY 11, AMDT 1
OLNEY-NOBLE, IL AIRPORT NAME: ENAY (GPS) AMDT. ORIG
OLNEY-NOBLE [paTED: 040812010

FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 2 OF 5 PAGES




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
[ ves [ no
COORDINATED WITH:
ATA AAT ALPA APA ACPA NBAA OTHER (specify)
FLIGHT CHECKED BY
NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFG DATE:
APPROVED BY
NAME: ' FIFO DATE:
CHANGES:
REASONS:
o 17 s
.‘*;':)g)\i‘!/j’
S




/f\
=
~

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KOLY
RUNWAY : _ RW11
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W11A
LTP/FTP LATITUDE 384328.5370N
LTP/FTP LONGITUDE 0881104.1035W
LTP/FTP ELLIPSOIDAL HEIGHT +01156
FPAP LATITUDE 384302.2400N
FPAP LONGITUDE 0880915.3100W
THRESHOLD CROSSING HEIGHT (TCH) 00040.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1504
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 9F3C24F0
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K5
LTP ORTHOMETRIC HEIGHT +01469
FPAP ORTHOMETRIC HEIGHT +01469
SAL A
P
2 Q
Q
Aol
CITY AND STATE ELEVATION: 482 THRE: 482 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: sSupP:
. : IDENTIFIER: RNAV (GPS) RWY 11, AMDT 1
OLNEY-NOBLE, IL AIRPORT NAME: NAY (GPS) AMDT: ORIG
OLNEY-NOBLE DATED:  04/08/2010
FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 3 OF5 PAGES




ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ wo
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY
NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:
REASONS:
G})P\L/ P Y
2
o
Oﬂ/gg\@"




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAV (GES) STA NDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 ¢] 1 2 3
wp 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT FOYWU K50 W N38464845W088245564 w0025 NAR FOYWU
SUSAEAENRT WAKDU K50 W N38445055W088164423 w0026 NAR WAKDU
1 2 3 4 5 : 6 7 8 9 0 1 . 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KOLYKS5AOLY 0 040YHN38431858W088103516E000000482 1800018000C MNAR OLNEY-NOBLE
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KOLYKS5FR11 AFOYWU 010FOYWUKSEAOEE AR HF 10700040 + 03000 18000 A JS
SUSAP KOLYKSFR11 R 010FPOYWUKSEACE I IF + 03000 18000 ) A JS
SUSAP KOLYKSFR11 R 020WAKDUKSEALE F O51TF 10700067 + 02000 A JS
SUSAP KOLYKS5FR11 R 02 0WAKDUKSEA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KOLYKS5FR11 R 030RW11l KS5PGOGY M 031TF 10710046 00522 -300 A JS
SUSAP KOLYKS5FR11 R 040 0 M (07: 1071 + 01500 A JS
SUSAP KOLYKSFR11 R 0S0FOYWUK5SEAQEY R DF + 03000 A JS
SUSAP KOLYKS5FR11 R 06 0FOYWUKSEAQOEE R HM : 10700040 + 03000 A Js
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KOLYKSGRW11 0040991071 N38432.854W088110410—0300 +0115600482000040075R
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678_901234567890123456789012345678901234567890123456789012
SUSAP KOLYKS5PR11 RW11 001 0000W11AON384328537OW08811041035+011560300N3843022400W08809153100106751504000400F4005009F3C24F0
SUSAP KOLYKS5PR11 RW1l 002E +01469+01469LPV 82231
L/
Nants2
&
2 o
Q!f A‘«.\ﬁ‘iﬁ
CITY AND STATE ELEVATION: 482 THRE: 482 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyp: &~
OLNEY-NOBLE, IL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 11, AMDT 1
OLNEY-NOBLE AMDT: ORIG
RNAV
DATED: ~ 04/08/2010

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] w~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

1 O 0O @O

AOPA NBAA OTHER (specify)

[ ]

FLIGHT CHECKED BY

NAME:

FIFO DATE:
DEVELOPED BY
NAME: NFPG DATE:
APPROVED BY
NAME: . NFPG DATE:
CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
MRD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP - MAG (TRUE) DISTANCE ALTITUDE SPEED
FOYWU FOYWU c1i0 IAF HF : R FO 107.0(107.0T) 004.0 AA 03000
FOYWU 010 FACF IF FB AR 03000
WAKDU 020 FAF TF FB 0.5 107.0(107.0T) 006.7 AA 02000
RW11 030 MAP TF FO 0.3 107.1(107.1T) 004.6 AT 00522
MISSED APPRQACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 107.1(107.1T) AA 01500
FOYWU 050 DF R FO * AA 03000
FOYWU 060 HM R FO 107.0(107.0T) 004.0 AA 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
FOYWU N384648.45 W0882455.64 N3846.808 w08824.927
WAKDU N384450.55 W0881644 .23 N3844.843 wW08816.737
RW11 N384328.54 W0881104.10 N3843.476 Ww08811.068
RUNWAY DATA THRESHOLD
’ RWY ELEVATION TCH
RW11l 00482 40
WAL/
¢ e
O 2 Q
rd
e/ N
CITY AND STATE ELEVATION: 482 THRE: 482 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
OLNEY-NOBLE, IL AIRPORT NAME: IDENTIFIER: : RNAV (GPS) RWY 11, AMDT 1
OLNEY-NOBLE AMDT: ORIG
RNAV DATED:  04/08/2010

FAA FORM 8260 - 10 / April 2006 (Computer Generated) ' Page 5 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

L O 0O O

AOPA NBAA OTHER (specify)

1 1

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
STRAIGHT-IN AREA 017/30 CW 197/30 FOYWU 1. TOWER (17-001372) [383239.00N/0885526.00W | 1550 (5D) 1000 |AT450 3000
2. TERRAIN 391357.00N/0883242.00W |667 (700) AS1500 2200
STRAIGHT-IN AREA 197/30 CW 017/30 FOYWU 3. TWR (17-000499) 385018.00N/0880746.00W | 1449 (5E) 1000 |AT551 3000
4. TERRAIN 384430.00N/0875012.00W [621 (600) AS1500 v 2100
INTERMEDIATE FOYWU (IF/IAF) WAKDU 5. AAO 384845.00N/0882530.00W |680 (4E) 500 [Aces 1300
6. TERRAIN 384824.00N/0882257.00W |473 (500) AS1500 2000
FINAL: LPV WAKDU RW11 7. TREE (KOLYTO0387) 384333.97N/0881109.61W {537 (1A) ASC 732/250
FINAL: LNAVIVNAV WAKDU RW11 |8. TREE (KOLYT0402) [384410.62N/0831217.06W |614 (1A) PDA ) 894/412
FINAL: LNAV WAKDU RW11 9. AAQO 384449.36N/0881509.55W |654 (2C) 250 920
2. HOLD-IN-LIEU-OF-PT FOoYwu 10. TOWER (17-001106) |334653.00N/0883509.00W [920 (SE) 1000 |[AT1080 3000
11. TERRAIN - 384509.00N/0883648.00wW | 548 (500) AS1500 2000
MAP: |DA/DA/RW11 FOYWU ASC 3000
3. MISSED . 12. TOWER (17-000154) [384201.00N/0880453.00W | 1012 (1A) | 1000 2100
APPROACH ELEV: |545/733/820 13. TERRAIN |384621.00N/0881121.00W | 548 (500) AS1500 2000
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13Nm [ | 350 438 [8. TREE (KOLYT0402) |384410.62N/0881217.06W [614 (1A) 300 920
CATEGORY B 1.5 NM wf 450 = 458 |8 TREE(KOLYT0402) |384410.62N/0881217.06W [614 (1A) 300 HAA 940
CATEGORY C 1.7NM  |S] 450 |2 458 [8. TREE (KOLYT0402) [384410.62N/0881217.06W [614 (1A) 300 HAA 940
CATEGORY D 23NM |G 550 |2 558 14. TWR (17-001299) | 384159.00N/0881252.00W [623 (5D) 300 HAA 1040
CATEGORY E 45NM |=[ 550 v
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: ,
SECTOR | OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MISA7 L.
, T,
) &y rr;r\é‘»:‘/
CITY AND STATE ELEVATION: 482 FACILITY PROCEDURE AND AMENDMENT NO:  |REGION
OLNEY-NOBLE, IL AIRPORT NAME: RNAV : RNAV (GPS) RWY 11, AMDT 1 AGL
OLNEY-NOBLE

FAA Form 8260 - 9/ April 2006 (Computer Generated) PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
MKC ARTCC 'NWS |OTHER: SOURCE: KOLY/KEWV
STL FSS AWOS-3 DISTANCE: 0/51.04
FAA HOURS REMOTE OPERATION:
SATISEACTORY ON: AlC 24/BACKUP
X|[VHF | xJUHF | [HF |LOCATION:KOLY ADJUSTMENT: 0/127
. PRIMARY NAVAID:
MONITOR | -MONITOR POINT:
STATUS | HRS | CAT1
OPTN:| cAT 3
ALS
(S) SALS
[mALS
5. [HIRL
APPROACHI™x ™ [mIRL 11 (PCL), 21 (PCL), 29 (PCL), 03 (PCL)
?ngl{lmg X  |REIL 11 (PCL), 03 (PCL)
TDZ
CILINE
X OTHER (SPECIFY)
PAPI-2L 11, 29
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT NPI-G 11, 29; -F 21, 03
7.RUNWAY _ |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:482.0
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:40.0
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:
NEIL R. SIMPANEN

DATE:
09/25/2012

TITLE:
AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-353

PART C - REMARKS:
ISA DEVIATION USED: -30C (-22F)

VDP NOT ESTABLISHED - OBSTACLES PENETRATE 20:1.
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
NO HISTORICAL WEATHER DATA AVAILABLE.

VGSI DATA: 4.00/22.2 PER D-NOTAM 07/002, FLIGHT
INSPECTION RESULT.

KOLY AWOS AND KEVV ASOS ON SERVICE "A™.
RASS PRESSURE PATTERNS SAME

KOLY: 482.0, KEVV: 418.2

RA=126.36 ’

SEE ATTACHED AIRSPACE LETTER.
NIGHT RESTRICTIONS DUE TO 20:1 PENETRATIONS.
FPO NOTIFIED OF 20:1 PENETRATIONS.

PARA 251, 20:1 PENETRATIONS
553 M'SL TREE, KOLYTO391, 384326.50N/0881114.73W

(43.80")
(533670"'5%'- TREE, KOLYT0387, 384333.97N/0881109.61W

PARA 251, 34:1 PENETRATIONS

AVERAGE VEGETATION ASSUMED TO BE 75 FEET WITHIN 5 NM,
PER ARPT MGR/FPT.

LPV SLOPE 34:1

IZ.(T)I?VNNAV SLOPE 23.44:1

RWY 3

4R?IeYRZD1 KOLYT0204 384256.32N/08810438.86W (4.87)
625 TREE KOLYT0273 384334.70N/0881007.15W (4.45)
537 TREE KOLYT0296 384340.53N/0881008.37W (5.40)

RWY 29
520 TREE KOLYT0438 384312.48N/0881001.33W (4.93)

AFS SPREADSHEET USED TO CALCULATE BARO-VNAV HIGH
TEMPERATURE.

TERPS PARA 289 APPLIED TO 676 AAQ
384520.06N/0881622.31W.




RADIO FIX AND HOLDING DATA RECORD

NAME: FOYWU STATE: IL COUNTRY: US
LATITUDE/LONGITUDE: 384648.45N/0882455.64W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY -

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS: .

PAT DIR  IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 W WP 286.99 106.99 R 4 3000 6000 5 6

CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
1 200 TOWER (17-0011086) ; 384653.00N/0883509.00W 920 5E

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 11 1 KOLY OLNEY/NOBLE IL (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:
1. RELOCATED FIX TO ACCOMADATE PFAF AND LEG LENGTH REQUIREMENT.
2. FIX MOVED 1519.07 FEET OUTWARD ON CENTERLINE TO 6.70 NM FROM PFAF.

DEVELOPED BY: DATE: 09/13/2012 OFFICE: AJV-353 NAME: NEIL SIMPANEN
APPROVED BY: ‘ DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
C FPO: CEN
ARTCC: ZKC
ATC FACILITY:
OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: IGYIF STATE: IL COUNTRY: US

LATITUDE/LONGITUDE: 385122.33N/0882208.35W ) TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 11 KOLY OLNEY/NOBLE iL (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION:
DEVELOPED BY: DATE: OFFICE: NAME:
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC
ATC FACILITY:
OTHER:

2

e E o~
A ot
.,

L a4 W)

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: UFWAK STATE: IL COUNTRY: US
LATITUDE/LONGITUDE: 384147.96N/0882552.54W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY
IAP RNAV (GPS) RWY 11 KOLY OLNEY/NOBLE

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION:

DEVELOPED BY: DATE: OFFICE: NAME:

APPROVED BY: DATE: OFFICE: AJV-353 . NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC .
ATC FACILITY:
OTHER:

STATE
IL (US)

\'b}f\i« N
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RADIO FIX AND HOLDING DATA RECORD

NAME: WAKDU STATE: IL COUNTRY: US

LATITUDE/LONGITUDE: 384450.55N/0881644.23W TYPE: WP

AIRSPACE DOCKET: FiX TYPE OF ACTION: MODIFY

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP RNAV (GPS) RWY 11 KOLY OLNEY/NOBLE

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:
1. RELOCATE FIX TO PFAF POSITION OUTWARD ON CENTERLINE 346.28 FEET.

DEVELOPED BY: DATE: 09/13/2012 OFFICE: AJV-353 NAME: NEIL SIMPANEN
APPROVED BY: : DATE: : OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC
ATG FACILITY:
OTHER:

STATE
IL (US)
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: OLNEY-NOBLE STATE: L
AIRPORT NAME: OLNEY-NOBLE ID: KOLY
PROCEDURE: RNAV (GPS) RWY 11 AMDT: 1

DOCKET#: NOT REQUIRED
(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000' point 3.07
(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2. Width of FINAL ~ segment at 1000’ point 1.20
(Enter appropriate segment, final, intermediate, etc.)

3. True Course of FINAL segment containing 1000' point 107.08

4. High Terrain in FINAL segment containing 1000 point 535

5. Distance from THLD to 1500' point 4.64
(If 1500’ point in PT maneuvering area or holding pattern note in remarks) :

6. Width of FINAL segment at 1500' point 2.13

7. True Course of FINAL “segment containing 1500' point 107.08

8. High Terrain in FINAL segment containing 1500' point 535

9. Threshold Coordinates (if straight-in) ... 384328.54N / 0881104.10W

10. ARP Coordinates .............cccc.cueeen.. _ 384318.56N / 0881035.16W

11. Runway Approach End and distance furthest from ARP ................ RWY 11

Distance - 0.41 NM
12. FAF Coordinates ...........cc.o.cenernnene. 384450.55N / 0881644.23W

REMARKS: Approach/Drawing attached.
FOYWU 384648.45N / 0882455.64W






