ILS - STANDARD

US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceflings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES " MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |ILS: DA S AFTER CASSE LOM/APA 8.10 DME OR AT I-APA
FIRPIA-APA 14.51 CASSE LOM/CASSE 8.10 DME 349.95 / 6.41 (I-APA) 8000 %2?-.,‘;;.2.? ,l-\f)'(LE s ' )
DME/RADAR (IF) LOC: RW35L
CLIMB TO 7400 THEN CLIMBING RIGHT TURN TO 9000 ON I-APA
| SOUTH COURSE TO CASSE LOM/I-APA 8.10 DME AND HOLD.
ADDITIONAL FLIGHT DATA:
HOLD S, RT, 349.95 INBOUND.
FAS OBST: 6540 AAO 392952N/1045044W
FAS OBST: 6619 AAO 392738N/1044958W
6919 AAO 392539N/1045203W
6799 AAO 392635N/1045157W
CHART VDP AT 4.54 DME*;
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) EI_'gEAgﬁEYVDP TO THLD 2.73 MILES.
2. PROFILE STARTS AT FIRPI/I-APA 14.51 DME/RADAR CHART MANDATORY 9000 AT FIRPI
3. FAC: 34995 FAF: CASSE LOM/CASSE 8.10 DME DIST FAF TO MAP: 6.29 THLD: 6.29
4. MIN. ALT: CASSE LOM 8000, LECET/I-APA 5.41 DME 7080*
5. DIST TO THLD FROM OM: 629 MM: - IM: 150 HAT: - 100HAT: - GSANT 1075
6. MIN GS INCPT: 8000 GS ALTAT:- OM: 7977 MM: . m: -
7. GSANGLE:  3.00 TCH:52.6
8. MSAFROM: AP LOM 070-320 13100, 320-070 8100 MAG VAR: 8E EPOCH YEAR: 2015
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | |ILS: STANDARD LOC: STANDARD
CATEGORY =====> A B - C D E
DH/MDA| VIS |HAT/HAA|DH/MDA | VIS |HAT/HAAIDH/MDA [ vis |HAT/HAA|DH/MDA | VIS |HAT/HAAIDH/MDA | VIS |HAT/HAA
S-ILS 35R 6085 3/4 200 6085 3/4 . 200 6085 3/4 200 6085 3/4 200
$-LOC 35R 7080 11/4 1195 7080 1172 1195 7080 3 1195 7080 3 1195
SIDESTEP 35L 7080 11/4 1211 7080 1172 1211 7080 3 1211 7080 3 1211
CIRCLING 35R 7080 11/4 1195 7080 1172 1195 7080 3 1195 7080 3 1195
NOTES:
CHART NOTE: INOPERATIVE TABLE DOES NOT APPLY TO S-ILS 35R AND $-LOC 35R CATS A, C, AND D. # CAT A, B 1200-2, CAT C, D 1200-3
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. @ CAT A, B 1200-2, CAT C, D 1200-3
CHART PLANVIEW NOTE: DME OR RADAR REQUIRED.
CHART PROFILE NOTE: VGSI AND ILS GLIDEPATH NOT COINCIDENT.
(SEE FORM 8260-10)
CITY AND STATE ELEVATION: 5885 T—EQEE ggf 558823 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
DENVER, CO AIRPORT NAME: : IDENTIFIER: ILS OR LOC RWY 35R, AMDT 9 AMDT: 8C
I-APA :
CENTENNIAL DATED  09/20/2012

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF 8 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

[] ves NO

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

ROUTINE

COORDINATED WITH:

ATA AAT ALPA APA AOPA NBAA

5 N i R 5 N - B 5 R v 3

OTHER (specify)

ZDV, DEN ATCT, APA ATCT, AMGR, CO AERO

FLIGHT CHECKED BY

NAME:

FIFO

DATE:

DEVELOPED BY

NAME:
VICTOR BOONE

FIFO
AJV-354

DATE:
07/09/2012

APPROVED BY

NAME:
DEZ SILAGYI

FIFO
AJV-354

DATE:

CHANGES:

. ADDED 3 DEGREES TO ALL PREVIOUS COURSES AND HEADINGS.

. APT MAGVAR CHANGED FROM 11E TO 8E.

. REMOVED FEEDER FROM FQF VORTAC.

REMOVED PROCEDURE TURN AND WAIVER OVER CASSE LOM.

. ADDED INTERMEDIATE SEGMENT FROM FIRPI.

ADDED RADAR OR DME REQUIRED TO PROCEDURE.

- CHANGED MISSED APPROACH CLIMB TO ALTITUDE FROM 6900 TO 7100.
- ADDED STEPDOWN FIX AND MINIMUMS TO S-LOC 35R.

RAISED SIDESTEP 35L MDA/HATH FROM 6760/891 TO 7080/1211.

10. RAISED CIRCLING ALL CATS MDA/HAA FROM 6760/891 TO 6800/915

11. RAISED $-LOC 35R MDA/HATH FROM TO 6760/875 TO 6800/915.

12. RAISED MSA SECTION 1 ALTITUDE FROM 13000 TO 13100.

13. REMOVED INOPERATIVE MALSR NOTE.

14. El.IBIZDATED MISSED APPROACH HOLDING FROM 346.96 TO 349.95 INBOUND.
SE 60-10

CONOURWN =

MANAGER

REASONS:

1, 2. MAGVAR UPDATED TO 2015 EPOCH YEAR MAGNETIC VARIATION.
3-8. PER FPT AND ATC REQUEST.

9-12. NEW OBSTACLE DATA RAISED MINIMUMS.

13. NO LONGER NEEDED.

14. APT MAGVAR CHANGE AND HOLDING BASED OFF LOC CENTERLINE ABEAM APA LOM.

15. PER 8260.3.
16, 17. PER 8260.19.

THIS IS AN UPDATED COPY OF THE FORM DEVELOPED ON 07/09/12.
1. LECET CHANGED FROM I-APA 5.51 TO 5.41 DME.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

MINIMUMS CONT.

CATEGORY A B c D E
DH/MDA VIS HAT/HAA _DH/MDA VIS HAT/HAA _DH/MDA VIS HAT/HAA _DH/MDA VIS HAT/HAA _DH/MDA VIS HAT/HAA
LECET FIX MINIMUMS (DME REQUIRED)
S-LOC 35R 6800 3/4 915 6800 3/4 915 6800 2 915 6800 2 915
CIRCLING 35R 6800 11/4 915 6800 11/4 915 6800 23/4 915 6800 3 915
NOTES, (CONT.):
CHART PLANVIEW NOTE AT FIRPI: 210 KIAS.
CHART NOTE: WHEN RW 35L VGSI INOP, SIDESTEP TO RWY 35L NA AT NIGHT.
CHART NOTE: WHEN RW 35L VGSI INOP, CIRCLING TO RWY 35L NA AT NIGHT.
CHART NOTE: ADF OR DME REQUIRED.
&
CITY AND STATE ELEVATION: 5885 THRE: 35R 5885 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
DENVER, CO AIRPORT NAME: THRE: 35L 5869 IDENTIFIER: ILS OR LOC RWY 35R, AMDT 9 - Py
I-APA : AMDT:
CENTENNIAL DATED:  09/20/2012
FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 2 OF 3 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ 1]

[ ]

L]

[]

7] ves [ wo
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[ ] [

FLIGHT CHECKED BY J

REQUIRED.

15. ADDED VDP. 16. REMOVED ADF REQUIRED UNTIL ESTABLISHED NOTE. 17. ADDED NOTE: ADF OR DME

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

CHANGES CONT.

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
ILS § except HAT, HAA, TGH, an o8 are iudes uries )
L TANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - ILS

1 2 3 4 5 5 7 8 9 0 1 2 3
NAVATD 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD DEN  K2011790VDHW N39484505W104393866  N39484505W104393866E0080054522 NARDENVER
SUSAD KAPAK2 IAPA K2011130 IT TAPAN39351300W104510199 057730 NARCENTENNIAL
1 2 3 2 5 3 7 8 9 0 1 2 3
WP 123456785012345678901234567890123456789012345678901234567890123456789012345678901234567830123456789012345678901234567890123456789012
SUSAEAENRT  CASSE K20 C L N39270690W104504332 E0087 NAR . CASSE LOM
SUSAEAENRT  FIRPI K20  C N39204201W104502560 E0087 NAR FIRPI
1 2 3 ) 5 5 7 8 9 0 1 2 3

ATRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KAPAK2AAPA 0 100YHN39341240W104505750E008005885 1800018000C MNAR CENTENNIAL

1 2 3 4 5 6 7 8 9 0 1 2 3

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KAPAK2FI35R I 010FIRPIK2EAOE I IF TAPAK2 16990145 PI I 090000800018000210 : 0 NS
SUSAP KAPAK2FI35R I 020CASSEK2EAQE F CF IAPAK2 1699008135000064PT H 0800007977 -300AP K2PNO NS
SUSAP KAPAK2FI35R I 030RW35RK2PGOGY M CF IAPAK2 1699001835000063PL 05938 -300 0 NS
SUSAP KAPAK2FI35R I 040 0 M CA 3500 + 07400 0 NS
SUSAP KAPAK2FI35R I 050CASSEX2EAQEY R CFYDEN K2 1937023317000100D + 09000 0 NS
SUSAP KAPAK2FI35R I 060CASSEK2EAQOEE R HM 3500T010 + 09000 0 NS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KAPAK2GRW35R 0100013500 N39332418W104510074-0900 +1776605885000053100ITAPAL
1 2 .3 4 - 5 6 7 8 9 0 1 2 3
ILS 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KAPAK2TIIAPAL 011130RW35RN39351291W1045105783500N39333495W1045054551014 10750364300E00805305869
1 2 3 - 4 5 6 7 8 9 0 1 2 3
MSA 1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567895012
SUSAP KAPAK2SAP K2PN 0 1402500812525014013125 M o
1 2 3 4 5 6 7 8 9 0 1 2 3

NAVAID 12345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345’67"8}%901‘2

i

CITY AND STATE ELEVATION: 5885 THRE: R35R 5885 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
DENVER, CO AIRPORT NAME: THRE: R35L 5869 IDENTIFIER: ILS OR LOC RWY 35R, AMDT 9
CENTENNIAL ‘ AMDT: 8C
FAPA DATED:  09/20/2012-

FAA FORM 8260 - 10/ April 2006 (Computer Generated) v Page 3 of 8 Pages




ALL AFFECTED PROCEDURES REVIEWED?

O [ wo

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O O O

AOPA NBAA OTHER  (specify)

| ]

FLIGHT CHECKED BY

DATE:

NAME: FIFO
DEVELOPED BY
NAME: ' NFPG DATE:
APPROVED BY
NAME: NFPG DATE:
| CHANGES:

REASONS:




~U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

SUSAPNKAPAK2 AP K2002600HO W N39270686W104504492

E0080 NARCASSE

CITY AND STATE ELEVATION: 5885 THRE: R35R 5885 FACILITY
DENVER, CO AIRPORT NAME: THRE: R35L 5869 IDENTIFIER:
. CENTENNIAL
I-APA

PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syp:

ILS OR LOC RWY 35R, AMDT 9
AMDT: 8C

DATED:  09/20/2012

FAA FORM 8260 - 10/ April 2006 (Computer Generated)

Page L\' of g Pages




ALL AFFECTED PROCEDURES REVIEWED?

|:|YES ) I:INO

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

L] I I L]

AOPA NBAA OTHER (specify)

[ 1 [l

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED. BY

NAME: NFPG DATE:
APPROVED BY

NAME: ] NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless atherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - ILS

ROUTES TRANSITION

MISSED APPROACH

POINT DATA

RUNWAY DATA

FIX SEQ USE

FIRPI 010 FACF

CASSE 020 FAF

RW35R 030 MAP

FIX SEQ USE
040

CASSE 050
CASSE 060

PATH TURN
IF

CF

CF

PATH TURN
ca

CF R

HM R

FO/FB

FB
FB
FO

FO/FB
FB

FO
FO

.66
.99
.32
.60

74
78

.92

WAYPOINT LAT IN SECS LONG IN SECS
DEN N394845.05 W1043938
IAPA (DME) N393513.00 W1045101
CASSE N392706.90 W1045043
FIRPI N392042.01 W1045025
RW35R N393324.18 W1045100.
IAPA (LOC) N393512.91 W1045105.
AP N392706.86 W1045044

THRESHOLD
RWY . ELEVATION TCH
RW35R 05885 53

RNP MAG (TRUE) DISTANCE ALTITUDE
AT 09000
350.0() 006.4 GI 08000
350.0() 006.3 AT 05938
RNP MAG (TRUE) DISTANCE ALTITUDE
350.0 () AA 07400
170.00) 010.0 AA 09000
350.0() T01.0 AA 09000
LAT IN MINS LONG IN MINS
N3948.751 W10439.644
N3935.217 W10451.033
N3927.115 W10450.722
N3520.700 W10450.427
N3933.403 W10451.012
N3935.215 W10451.096
N3927.114 W10450.749

SPEED

GI 08000 AT 210
GS 07977

SPEED

CITY AND STATE
DENVER, CO

ELEVATION: 5885
AIRPORT NAME:

THRE: R35R 5885 FACILITY

THRE: R35L 5869 IDENTIFIER:
CENTENNIAL

I-APA

PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:
ILS OR LOC RWY 35R, AMDT 9

SUP:

AMDT: 8C

DATED: 09/20/2012

FAA FORM 8260 - 10/ April 2006 (Computer Generated)

Page g of

? Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES .

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

OO O O O

AOPA NBAA OTHER (specify)

[ 1 L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
LOC STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless atherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.

J|ARINC PACKET - 424-18 - LOC

1 2 3 4 5 6 7 8 ] 0 1 o2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD DEN K2011790VDHW N39484505W104393866 N39484505W104393866E0080054522 NARDENVER
SUSAD KAPAK2 IAPA K2011130 IT IAPAN39351300W104510199 057730 NARCENTENNIAL
1 2 3 4 5 6 7 - 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT . CASSE K20 C I, N39270690W104504332 £EQ087 NAR CASSE LOM
SUSAEAENRT FIRPI K20 C N39204201W104502560 E0087 NAR FIRPI
SUSAEAENRT LECET K20 C N39294813W104505076 E0087 NAR LECET
1 2 3 4 5 6 7 8 9 0 1 2 3
ATIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUéAP KAPAK2AAPA 0 100YHN39341240W104505750E008005885 1800018000C MNAR CENTENNIAL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345 78901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP XKAPAK2FL35R L 010FIRPIK2EAQE I IF IAPAK2 169290145 PI 09000 18000210 0 NS
SUSAP KAPAK2FL35R L Q20CASSEK2EAQE F CF IAPAK2 1699008135000064P1 + 08000 AP K2PNO NS
SUSAP KAPAK2FL35R L 021LECETK2EAQE S CF IAPAK2 1699005435000027PT + 07080 -309 0 NS
SUSAP KAPAK2FL35R L 030RW35RK2PGOGY M CF IAPAK2 1699001835000036PI 05938 -309 0 NS
SUSAP KAPAK2FL35R L 040 0 M CA 3500 + 07400 0 NS
SUSAP KAPAK2FL35R L 050CASSEK2EAQEY R CFYDEN K2 1937023317000100D + 09000 0 NS
SUSAP KAPAK2FL35R L 060CASSEK2EAOEE R HM 3500T010 + 038000 0 NS
1 2 3 4 5 6 7 . 8 9 Q 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KAPAK2GRW35R 0100013500 N39332418W104510074~-0900 +1776605885000053100IIAPAL
1 2 3 4 5 6 7 8 9 4] 1 2 3
ILS 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KAPAK2TIAPAL 011130RW35RN29351291W1045105783500N39333495W1045054551014 10750364300E00805305869
1 2 3 4 5 - 6 7 8 9 0] 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789Q12
SUSAP KAPAK2SAP K2PN 0 1402500812525014013125 M
CITY AND STATE ELEVATION: 5885 THRE: 35R 5885  FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
DENVER, CO AIRPORT NAME: THRE: 35L 5869  IDENTIFIER: ILS OR LOC RWY 35R, AMDT 9
' CENTENNIAL AMDT: AMDT 8C
I-APA DATED:  09/20/2012

FAA FORM 8260 - 10/ April 2006 (Computer Generated) v Page G of 8 Pages




\

ALL AFFECTED PROCEDURES REVIEWED?

[] ves [ ] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O O O &>

AOPA NBAA OTHER (specify)

-

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and aititudes are in feet, MSL,

LOC STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.

1 2 3 4 5 6 7 8 9 ] 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456'789012345678901234567890123456789012345678901234567890123456789012
SUSAPNKAPAK2 AP K2002600H0O W N39270686W104504492 £0080 T mmemsss T
CITY AND STATE ELEVATION: 5885 THRE: 35R 5885  FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  |sup:
DENVER, CO AIRPORT NAME: THRE: 35L 5869  IDENTIFIER: ILS OR LOC RWY 35R, AMDT 9 -
CENTENNIAL AMDT:  AMDT8C
I-APA
DATED:  09/20/2012

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 7 of oy Pages



ALL AFFECTED PROCEDURES REVIEWED?

[] ves [ ] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

[ I I []

AOPA NBAA OTHER (specify)

[ 1] ]

FLIGHT CHECKED BY

| NAME: FIFO DATE:
DEVELOPED BY
NAME: NFPG DATE:
APPROVED BY
NAME: NFPG DATE:
CHANGES:

| REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

LOC STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - LOC

ROUTES TRANSITION

MISSED APPROACH

POINT DATA

RUNWAY DATA

FIX SEQ USE PATH TURN FO/FB
FIRPI 010 FACF IF FB
CASSE 020 FAF CF FB
LECET 021 SDF CF FB
RW35R 030 MAP CF FO

FIX SEQ USE PATH TURN FO/FB
040 CAa FB
CASSE 050 . CF R FO
CASSE 060 HM R FO
WAYPOINT LAT IN SECS LONG IN SECS

DEN N394845.05 W1043938.66
IAPA (DME): N393513.00 W1045101.99
CASSE N392706.90 W1045043.32
FIRPI N392042.01 W1045025.60
LECET N392948.13 W1045050.76
RW3ER N393324.18 W1045100.74
IAPA (LOC) "N393512.91 W1045105.78
AP N392706.86 W1045044.92
THRESHOLD
RWY ELEVATION TCH
RW35R 05885 53

RNP MAG (TRUE) DISTANCE ALTITUDE
AT 03000

350.0() 006.4 AA 08000

350.0() 002.7 AA 07080

. 350.0() 003.6 AT 05938

RNP MAG (TRUE) DISTANCE ALTITUDE
350.0() AA 07400

170.0() 010.0 AA 09000

350.0() T01.0 AA 09000

LAT IN MINS LONG IN MINS

N3948.751 W10439.644
N3935.217 W10451.033
N3927.115 W10450.722
N3920.700 W10450.427
N3929.802 W10450.846
N3933.403 W10451.012
N3935.215 W10451.096
N3927.114 W10450.749

SPEED

AT 210

SPEED

CITY AND STATE
DENVER, CO

ELEVATION: 5886 THRE: 35R 5885  FACILITY
AIRPORT NAME: THRE: 35L 5869  IDENTIFIER:
CENTENNIAL -
I-APA

PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:
ILS OR LOC RWY 35R, AMDT 9

SUP:
AMDT: AMDT 8C
DATED:  00/20/2012

FAA FORM 8260 - 10/ April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [ ] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O O O

AOPA NBAA OTHER (specify)

| ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE.
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART -A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
INTERMEDIATE FIRPI/I-APA CASSE LOM/CASSE [1. AAO 392200.00N/1045433.00W | 6992 (4E) 500 |AC98 DG410 8000
14.51 DME/RADAR | 8.10 DME 2. TERRAIN 392200.00N/1045433.00W 6792 (6800) AS1000 7800
FINAL: ILS GS INTCP RW35R ASC 6085/200
FINAL: LOC CASSE LOM/CASSE |LECET/I-APA 5.41 [3. AAO 392539.16N/1045202.69W |6919 (2C) 250 |XL15 SA-118 7080
8.10 DME DME
FINAL: LOC STEPDOWN LECET/I-APA 5.41 6.29 MILES AFTER [4. AAO 392952.26N/1045043.72W |6540 (2C) 250 6800
DME CASSE LOM/APA
8.10 DME OR AT
I-APA 1.81 DME
FIX
FINAL: LOC SIDESTEP CASSE LOMN-APA RW35L 5. AAO 392738.45N/1044958.14W |6619 (2C) 250 |XL24 AT187 7080
' 8.10 DME
2. PROCEDURE TURN NA
MAP: |DA/6.29 MILES CASSE LOM/I-APA ASC 9000
‘ iP“gEgEgH AFTER CASSE 8.10 DME 6. AAO 392815.94N/1045509.34W | 6819 (2C) | 1000 7900
ELEV: |5918/6550 7. TERRAIN 392815.94N/1045509.34W | 6619 (6600) AS1500 8100
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3 NM a 350 1195/ 915 8. ROD (KAPA0006) 393220.32N/1045143.65W [6040 (1A) 300 sl sl 7080 / 6800
CATEGORY B 1.5 NM Id:-l 450 :(' 1195/ 915 9. TREE 393221.39N/1045218.93W 6049 (2C) » 300 S/ 8l 7080/ 6800
CATEGORY C 1.7 NM 3| 450 E 1195/ 915 10. TREE 393150.42N/1045149.31W 16079 (2C) 300 sl/ sl 7080 / 6800
CATEGORY D 2.3 NM 8 550 (5() 1195/ 915 11. TREE 393128.56N/1045237.48W 6199 (2C) 300 S1/ sl 7080/ 6800
CATEGORY E 45NM  |®] 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: AP LOM
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA . SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) M-S A
070-320 AAO 244/ 29.0 12087 (4E) 13100 ’ e .
320-070 TOWER (08- 094/ 09.1 7049 (2C) 8100 T
CITY AND STATE ELEVATION: 5885 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
DENVER, CO AIRPORT NAME: 1-APA ILS OR LOC RWY 35R, AMDT 9 ANM
CENTENNIAL

FAA Form 8260 - 9/ April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
APA TOWER x | NwS |OTHER: SOURCE:KAPA
DEN APP CON .
ZDV ARTCC ASOS DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AIC ’
x|VHF [x[uHF | |HF LOCATION: KAPA ADJUSTMENT: 0
PRIMARY NAVAID: I-APA
4
: APA ATCT
MONITOR | MONITOR POINT: C
sTATUS | HRS [CATT 24
OPTN:| CAT 3
ALS
(S) SALS
X MALSR 35R
5. HIRL
";‘P;SSQS\'; X |MIRL 35R, 10, 28, 17R, 35L, 17L
LIGHTING X REIL 28, 17R, 35L
TDZ .
C/LINE
X  |OTHER (SPECIFY)
PAPI-4R 35L PAPI-2L 28 PAPI-4L 35R, 17R, 17L
6. RUNWAY BASIC BSC-G 10, 28
MARKINGS [|ALLWEATHER  PIR-G 35R, 17L
INSTRUMENT  NPI-G 17R, 35L
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:5885.3
" PATH DISTANCE FROM RWY: ELEV GP ANTENNA: 5881.6
1075 THRESHOLD CROSSING HEIGHT: 52.6
9. FINAL APPROACH X  |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:

VICTOR BOONE

DATE:

07/09/2012

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:

AJV-354

PART C - REMARKS:
PARA 251, 34:1 PENETRATION.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

40' TREES USED WITHIN 20,000 OF ALL. RUNWAY SURFACES
PER FPT.

TERPS 289 APPLIED TO 6799 AAO 392635N/1045157W,

INTERMEDIATE CONTROLLING OBSTACLE THE SAME FOR ALL
FINAL TYPES.

BACK-UP ALTIMETER NOT PUBLISHED. REDUNDANT REPORTING
ON AIRPORT.

KAPA ASOS ON SERVICE A/24 HRS

VGSI DATA: 3.00/45

ORDER 8260.3, VOLUME 1, "VISUAL PORTION OF FINAL
PENETRATIONS" (FPT NOTIFIED 7/09/2012)

34:1

5975 TREE (KAPAL038) 393254.60N/1045109.09W(8.33)
20:1 (RWY 35L)

5886 FENCE (KAPA0014) 393329.85N/1045112.45W (.53)

SEE ATTACHED AIRSPACE LETTER.




RADIO FIX AND HOLDING DATA RECORD

NAME: CASSE LOM STATE: CO
LATITUDE/LONGITUDE: 392706.90N/1045043.32W TYPE: WP, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:
FAC NAME

1 CASSE AP LOM
2 DENVER I-APA LOC/DME

IDENT TYPE CLASS MAG

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:
PAT DIR

1 S I-APA LOC/DME 169.95
2 S WP 169.95
3 S AP LOM 170.00

CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION
1 230 AAO

2 230 AAO

3 - 230  AAO

IDENT TYPE TURN

RAD/CRS/BRG CRS
INBOUND

349.95

349.95

R
350.00 R

COORDINATES

PRECIPITOUS TERRAIN ADDITIONS:
PAT SPEED  ADDITION
2 310 93

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN(S).

REMARKS:

CHART FAC 1 ON EN ROUTE LOW

COORDINATES REFLECT LOCATION ON LOC/AZ CENTERLINE ABEAM THE CASSE LOM.
ACTUAL FACILITY LOCATION IS 392706.86N/1045044.92W.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE
AP ILS OR LOC RWY 35R 1,2 1,3 KAPA
IAP RNAV (GPS) RwWY 17L 2 KAPA

FAC PAT AIRPORT IDENT CITY
DENVER
DENVER

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 6 DATE OF REVISION: 11/15/2012.

REASON FOR REVISION:

DELETED FQF VORTAC AS FAC 3.

UPDATED LOC/DME AND LOM HOLDING PATTERNS AND CONTROLLING OBSTACLE.
ADDED WP HOLDING PATTERN. '
UPDATED FIX USE.

DEVELOPED BY: DATE: 07/05/2012 OFFICE: AJV-354

APPROVED BY: DATE: OFFICE: AJV-354

SIGNATURE:

NFDC

FPO: WST

ARTCC: ZDV

ATC FACILITY: DEN APP CON, APA ATCT
OTHER:

DISTRIBUTION:

TRUE
BRG BRG

169.95 177.95

(LORR) TIME DME
R 1

1-11/2

391151.00N/1045036.00W
391316.80N/1045416.10W

391151.00N/1045036.00W

COUNTRY: US

DME DIST FROMFAC MRA MAA

NM
8.10 8.10

MIN
9000
10000
9000

ELEVATION
7756
7960
7756

NAME: VICTOR BOONE

NAME: DEZ SILAGYI

FEET
17500
49207 8000 10200

LEG LENGTH HOLDING ALTITUDES TEMPLATES
MAX  MIN MAX
14000 9 10
14000 10 1
14000 9 10

ACCURACY CODE
4E

6C
4E

STATE
GO (US)
CO {US)

P _‘g}&aﬂj
@ T

4
('%?m‘ﬁ?
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RADIO FIX AND HOLDING DATA RECORD

NAME: FIRPI STATE: CO COUNTRY: US
LATITUDE/LONGITUDE: 392042.01N/1045025.60W TYPE: WP, RADAR, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA
BRG BRG NM  FEET
1 DENVER -APA LOC/DME 169.95 177.95  14.51 14.51 9000 10300
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP ILS OR LOGC RWY 35R 1 KAPA DENVER CO (US)
IAP RNAVY (GPS) Y RWY 35R KAPA DENVER CO (US
STAR DUNNN (RNAV) KBKF AURORA CO (US)
STAR ZOMBZ (RNAV) KBKF AURORA CO (US)
STAR DUNNN (RNAV) KAPA DENVER CO (US)
STAR PUFFR (RNAV) KAPA DENVER CO (US
STAR SKARF (RNAV) KAPA DENVER CO (US)
STAR ZOMBZ (RNAV) KAPA DENVER CO (US)
STAR DUNNN (RNAV)- KBJC DENVER CO (US)
STAR ZOMBZ (RNAV) KFTG DENVER CO (US)
REQUIRED CHARTING: STAR, IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 11/15/2012
REASON FOR REVISION:
UPDATED FIX USE
REMOVED FAC 1
ADDED STAR TO REQUIRED CHARTING
ADDED INT TO FIX TYPE
ADDED NEW FAC 1
DEVELOPED BY: DATE: 03/27/2012 OFFICE: AJV-354 NAME: CHARLES SCHNEIDER
APPROVED BY: DATE: " OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:

DISTRIBUTION: NFDC

FPO: WST

ARTCC: ZDV

ATC FACILITY: DEN

OTHER:

.
@Mz%
0 4
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RADIO FIX AND HOLDING DATA RECORD

NAME: LECET STATE: CO COUNTRY: US

LATITUDE/LONGITUDE: 392948.13N/1045050.76W ' TYPE: WP, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC . NAME IDENT TYPE CLASS MAG TRUE
: BRG BRG

1 DENVER I-APA LOC/DME 169.95 177.95

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE . FAC PAT AIRPORTIDENT CITY

1AP ’ ILS OR LOC RWY 35R 1 KAPA DENVER
IAP RNAV (GPS) Y RWY 35R ) KAPA ~ DENVER
IAP RNAV (GPS) Z RWY 35R KAPA DENVER

REQUIRED CHARTING: |IAP
COMPULSORY REPORTING POINT: NO

~ RECORD REVISION NUMBER: 1 DATE OF REVISION: 11/15/2012

REASON FOR REVISION:

DELETED RWY 35R AS FAC t.

ADDED FIX TYPE DME.

ADDED I-APA LOG/DME AS FAC 1.

MOVED FIX 1216 FT (.20 NM) SOUTH FOR STEPDOWN ANGLE STABILITY.
UPDATED FIX USE.

DME DIST FROM
NM

5.41

5.41

DEVELOPED BY: DATE: 07/10/2012 OFFICE: AJV-354 NAME: VICTOR BOONE

APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI

SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZDV
ATC FACILITY: DEN APPCON, APA ATCT
OTHER:

FAC
FEET

MRA MAA
6980 10200

STATE
CO (US)
CO (US)
CO (US)

P
4 o

FAA FORM 8260-2 / AUG 2009
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Raports /denr;ficanoa Sympol F5 82. 57

ate

umm'w'mmmm FL!GHT,PROCEDURES STANBARDS WAIVER Mareh'3, 19 37

Federal Aviation Adminiitration

1. Flight Procedure ldentification

Denver/Centennial, CO (APA) ILS RWY 35R

2, Waiver Required And Applicable Szandard
TERPg paragraph 924a, in addition to Chapter 2 obstacle clearance states, ""The procedure

turn compléetion altitude shall NOT be lower ‘than the glide slope intercept altltude nor
more than 500 ft above the gllde slope intercept altitude.”

| 3. Reason For Waiver (Just;!;cs:fon for nonstandard treatment)

| Request that a waiver of standard be 1ssue&/approved to allow the gllde slope 1ntercept
altitude be- lowered to 8000 ft., 700 ft. less than the 8700 f£t, procedure turn completlon
altitude. ,

8000 ft. cardinal altltude for an; peratlonal advantage. This will make 9000 fr.
r inbound traffic to Denver’ Stapleton Internatlonal alleviating congested

the Denver Terminal Area.

Denver Approach Control is vectoring alrcraft to Centennial ILS RWY 35R at

his waiver will allow the note, "8000 when authorized by ATC" to be deleted

: _AP for 31mp11c1ty.

.} 4 Equivalent Level of Safety Provided

All obstacle clearance requirements are met.

TERPs paragraph 924a goes on to state, "The glide slope intercept point SHALL be the
outer marker whenever possible.” The 8000 ft. glidé slope intercept altitude will allow
the glide slope intercept to coincide with the outer marker.

Additionally, the procedure turn completion altitude will meet TERPS Chapter 2, Table-l-
criteria as depicted on the DenverfCentennlal NDB RWY 35R SIAP., This.will. alléw_hpth the
ILS and NDB SIAPs to be compatible. :
Denver/Centennial is served by a full time approach control which w111 vector aircraft
to the final as specified in ATC Handbook 7110.65D paragraph 5-121 Final Approach Course
,,Interceptlon..

5. How Relooamon Or Addct:onaf Facilities Will Affect Waiver Requirement . ;
Relocation of thé Instrument Landing System is mnot practical nor cost effectlve

8. Coordination With User Orgamzanans (Specify)

| ANM-220,; 'AVN-220; ZDV ARTCC, DEN APP CON, DEN FSS, APA ATCT, APA ARPT MGR;
'ATA, ALPA, APA, AOPA, NBAA

e

7. SUBMITTED B Sy

Office Identification | Tile T 27 [Signawre

FAA Ecrm 5250-1 (6~85 Superseaas mwaus Edition -

-




B REGIONA:.  NDORSEMENT , Not Recommended - - b
C : o . ’ | . Not Required _

[ 4 Approval Hecommenaea ~ <]

¢ ap Date

Comments

: Tm.s acztlon will 1ncrease capac1ty in the Denver ‘area.

ThIS waiver is canceled effective November 15, 2012
Procedure turn removed from approach per ATC request

<) ez Silagyi

Manager, AJV-354

/v// ()

Date

. Routing Symool ngnature \J g /

v, L e : a3 . R o .
3/18/87 “ANM-220 Manager, 1gHT Procedungs. Branch , N
— ’ o e Apamva Recommendecf T
9. AVN ENDORSEMENT - Not Recommended -
: Not Required
Comments ™ I

~We concur based on Equlvalem: Level of Safety in block 4

5/' .?c// 2"7

: | Routing Sympol

Signa:ure ;

(7 Ouzge

. - ] e .
. AVN-200 .- «{fwmés é Coffey, Mgr/ Flight Progxams Elva,s:_on
L . ’ ’ x . | Approved . : o
-10. AFO ACTION e Drsappmyed -

Not Required

Comments

“waiver is approvedbasedj on ‘the equivalent level of safety provided in block 4.

00T 23 19g7

Routing Symbei

(AFS-200

Stgnamfe % 'ZV
;é; aniel (. Beaugbtte

Manager, Air Transportétion Division

-




Federal Aviation
Administration

Memorandum

Date: MAY 25 2012

To: Dick Powell Manager, National Flight D;ai; Center, AJV-21

From: Dez Sllag%?ﬁgﬁiﬁ%hgli(ﬁiigﬁms & Charting Services, Western Team,
AJV-354

Subject: ACTION: Magupetic Variation Change

The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the
* Airport/Facility” column will be revised effective concurrent with the publication of the
procedure(s) listed below.

ILS ORLOC RWY 35R AMDT 9

NDB RWY 35R AMDT 11

RNAYV (GPS) ZRWY 35R AMDT 1

RNAYV (GPS) Y RWY 35R ORIG

RNAYV (GPS) RWY 17L ORIG

RNAV (GPS) RWY 28 AMDT 1

TAKEOFF MINIMUMS AND OBSTACLE DP, AMDT 5

Estimated Chart Date: 11/15/2012
Runway Numbers are not affected.

Please publish these changes in the National Flight Data Digest.

COLORADO
Airport Assigned Magnetic Epoch
Location Name [Facility Identifier Variation Value Year
Denver Centennial Airport KAPA/APA Old 11 ° East 2015
New 8 °© East
Denver ILS APA Old 11 ° East 2015
New 8 ° East
Denver CASSE NDB-H APA Old 11 ° East 2015
(LOM) New 8 ° East

If you have any questions please notify Dez Silagyi, dez.silagyi@faa.gov (405) 954-9977.

cc: SEA-FPT, AV]-3rf

'OUTING SYMBOL

AJV-354
Lead
TTIALSSIG

DATE

UTING SYMBOL
V-354
Silagyi

INITIALS/SIG

>
S/ 2]

DUTING SYMBOL
AJV-341

JAlfonso
[NITIALS/S1G .

L

paTE
ROUTING SYMBOL
| E T
pATE

FoGTNGsYMBoL

INITIALSSIG

|

ATE
ROUTING SYMBOL
TTIALSSIG
ATE
UTING SYMBOL -

DATE

AJV-354; DSilagyi :sbj::x7537:05/23/2012 :U:\AVN100\ 00Publi\MAGVARWMAGVAR Letters 2012\MV Change Request for Denver, CO (KAPA) 5-24-12

Requestor:CSchneider, AYW-3762:CPavelko, Evaluated By:L.Fortier



TERMINAL AIRSPACE DATA REQUIREMENTS

city: DENVER ‘ STATE: CO
AIRPORT NAME: CENTENNIAL ID: KAPA
PROCEDURE: ILS OR LOC RWY 35R AMDT: 9
DOCKET #:

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from . THLD t0-1000' point 4.59

(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2.  Width of FINAL segment at 1000' point 1.21

(Enter appropriate segment , final, intermediate, etc.)

3. True Course of FINAL segment containing 1000 point 357.95
4. High Terrain in FINAL segment containing 1000' point 6439
5. Distance from THLD to 1500' point 6.16

(If 1500 point in PT maneuvering area or holding pattern nbte in remarks)

6. Width of FINAL ‘ segment at 1500’ point 1.55
7. True Course of FINAL segment containing 1500' point 35?.95
8. High Terrain in FINAL segment contafning 1500’ point 6439
9,' Threshold Coordinates (if straight-in) ... 393324.18N / 1045100.74W
~ 10. ARP Coordinates........ccocvuririnniinrannns 393412.40N / 1045057.50W
11. Runway Approach End and distance furthest from ARP ..............cccceeiininnnnnnnnns RWY 17L
| Distance 0.85 NM
12, FAF CoOrdinates .......ccccccvemereenirninians 392706.90N 1 1045043.32W

(Click to Select)

REMARKS: Approach/Drawing attached.






