U.S. DEPARTMENT of TRANSPORTATION — FEDERAL AVIATION ADMINISTRATION

GRAPHIC DEPARTURE PROCEDURE (DP)

Bearings, headings, courses, tracks, and radials are magnetic. Elevation and altitudes are in feet MSL. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet above airport elevation.
Distances are in nautical miles. Visibilities are in statue miles or feet RVR unless otherwise indicated. Graphic depictions attached.

DP Name Number DP Computer Code Superseded Number Dated Effective Date
HURTT ONE HURTT1.HURTT NONE
TYPE: RNAV SID

DP ROUTE DESCRIPTION:

TAKEOFF RWY 22: CLIMB HEADING 215.81 TO 1440, THEN DIRECT DECAF, THEN ON DEPICTED ROUTE TO HURTT, THEN ON HEADING 213.97, EXPECT VECTORS ON COURSE.
MAINTAIN 4000 OR AS ASSIGNED BY ATC. EXPECT FILED ALTITUDE 10 MINUTES AFTER DEPARTURE.

TRANSITION ROUTES (GRAPHIC DEPICTION ONLY):

Transition Computer From
Transition Name Codes FIX/NAVAID To FIX/NAVAID Course Distance MEA MOCA Crossing Altitudes/Fixes

PROCEDURAL DATA NOTES/TAKEOFF MINIMUMS:

NOTE: RADAR REQUIRED.
NOTE: DME/DME/IRU OR GPS REQUIRED
NOTE: RNAV 1

TAKEOFF MINIMUMS: RWY 17, 35, 04, NA-ATC. RWY 22, STANDARD WITH MINIMUM CLIMB OF 500 FT PER NM TO 1440.

TAKEOFF OBSTACLES NOTES:

NOTE: RWY 22, TREES BEGINNING 274 FT FROM DEPARTURE END OF RUNWAY, 245 FT RIGHT OF CENTERLINE UP TO 41 FT AGL/979 FT MSL. TREES BEGINNING

2616 FT FROM DEPARTURE END OF RUNWAY, 206 FT LEFT OF CENTERLINE UP TO 41 FT AGL/ 979 FT MSL. POLES BEGINNING 2872 FT FROM DEPARTURE END OF RUNWAY, 603
FT RIGHT OF CENTERLINE UP TO 44 FT AGL/982 FT MSL.

CONTROLLING OBSTACLES:

LOST COMMUNICATIONS PROCEDURES:

Fu 1)
ADDITIONAL FLIGHT DATA: a}’ )
REFERENCE MAG VAR: KLYH 8 W EPOCH YEAR: 1985 C‘HEC#'
DME/DME ASSESSMENT: SAT (RNP 1.0) ’
AIRPORTS SERVED:
LYNCHBURG RGNL/PRESTON GLENN FLD LYNCHBURG, VA
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U.S. DEPARTMENT of TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

GRAPHIC DEPARTURE PROCEDURE (DP)

Bearings, headings, courses, tracks, and radials are magnetic. Elevation and altitudes are in feet MSL. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet above airport elevation.
Distances are in nautical miles. Visibilities are in statue miles or feet RVR unless otherwise indicated. Graphic depictions attached.

DP Name Number DP Computer Code Superseded Number Dated Effective Date
HURTT ONE HURTT1.HURTT NONE
COMMUNICATIONS:

ATIS, LYH GND CON, LYH ATCT, ROA DEP CON

FIXES AND/OR NAVAIDS:
CHART: CAPIN, LYH VORTAC, ROA VOR/DME.

REMARKS:

FLIGHT INSPECTED BY: REQUIRED EFFECTIVE DATE:
ROUTINE

DEVELOPED BY:
CHRISTOPHER COX AJV-352 03/19/2012

APPROVED BY:
DARRYEL ADAMS-MANAGER AJV-352

COORDINATED WITH:
ATA, ALPA, AOPA, NBAA, ZDC, ROA APP CON, LYH ATCT, ARPT MGR

CHANGES:

REASONS:

SHr
e

Mo
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DEPARTURE (DATA RECORD)

DP Name Number DP Computer Code Superseded Number Dated Effective Date
HURTT ONE HURTT1.HURTT NONE
LEG DIST
FIX/NAVAID LAT/LONG FOIFB TYPE TC (NM) ALTITUDE SPEED REMARKS
RW22 (AER) 371955.07N/0791147.69W
1440 MSL VA 207.81 CG 500 FT PER NM TO 1440
DECAF 371415.45N/0791511.22W FB DF
CAPIN 371038.91N/0791715.32W FB TF 204.64 3.97
HURTT 370557.34N/0791958.97W FO TF 204.97 5.17 HURTT1.HURTT
VM 205.97
FELUN
LA
J Nz
gy
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DEPARTURE (DATA RECORD)

DP Name Number DP Computer Code Superseded Number Dated Effective Date
HURTT RNAV ONE HURTT1.HURTT NONE
ARINC PACKET - 424-18 - SID
1 2 3 4 6 0 1 3
WP 123456789012345678901234567850123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT  CAPIN K60 W N37103891W079171532 W0089 NAR CAPIN
SUSAEAENRT  DECAF K60 W N37141545W079151122 W0090 NAR DECAF
SUSAEAENRT  HURTT K60 R B N37055734W079195897 W0089 NAR HURTT
1 2 3 4 6 0 1 3

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KLYHK6ALYH 0 071YHN37193140W079120440W008000938

1800018000C

MNAR

LYNCHBURG RGNL/PRESTON GLENN F

1 2 3 4

6

0

1

3

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KLYHK6DHURTT14RW22 010 0 VA 2158 + 01440 18000
SUSAP KLYHK6DHURTT14RW22 020DECAFK6EAQE 010DF
SUSAP KLYHK6DHURTT14RW22 030CAPINK6EAOE 010TF 21260040
SUSAP KLYHK6DHURTT14RW22 040HURTTKG6EAOEY 010TF 21300052
SUSAP KLYHK6DHURTT14RW22 050 0 E VM 2140
1 2 3 4 6 0 1 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KLYHK6GRW22 0071002158 N37195507W079114769-0600
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DEPARTURE (DATA RECORD)

DP Name Number DP Computer Code Superseded Number Dated Effective Date
HURTT RNAV ONE HURTT1.HURTT NONE

ARINC SUMMARY - 424-18 - SID

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
RW22 010 VA FB 215.8¢() AA 01440
RW22 DECAF 020 DF FB 1.0
RW22 CAPIN 030 TF FB 1.0 212.6() 004.0
RW22 HURTT 040 TF FO 1.0 213.0¢() 005.2
RW22 050 VM FB 214.0()
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
CAPIN N371038.91 W0791715.32 N3710.649 W07917.255
DECAF N371415.45 W0791511.22 N3714.258 W07915.187
HURTT N370557.34 W0791958.97 N3705.956 W07919.983
RW22 N371955.07 W0791147.69 N3719.918 W07911.795
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW22 00938 51
e
%! o
o'
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RADIO FIX AND HOLDING DATA RECORD

NAME: CAPIN STATE: VA COUNTRY: US

LATITUDE/LONGITUDE: 371038.91N/0791715.32W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
DP HURTT (RNAV) KLYH LYNCHBURG VA (US)

REQUIRED CHARTING: DP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 09/20/2012
DEVELOPED BY: DATE: 03/22/2012 OFFICE: AJV-352 NAME: CHRISTOPHER COX
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZDC
ATC FACILITY: LYH ATCT
OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: DECAF STATE: VA COUNTRY: US

LATITUDE/LONGITUDE: 371415.45N/0791511.22W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
DP HURTT (RNAV) KLYH LYNCHBURG VA (US)

REQUIRED CHARTING: DP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 09/20/2012
DEVELOPED BY: DATE: 03/22/2012 OFFICE: AJV-352 NAME: CHRISTOPHER COX
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZDC
ATC FACILITY: LYH ATCT
OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: HURTT STATE: VA COUNTRY: US

LATITUDE/LONGITUDE: 370557.34N/0791958.97W TYPE: INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROMFAC MRA MAA

BRG BRG NM  FEET

1 LYNCHBURG LYH VORTAC L 211.47 206.47 10.40 10.40 3000 33000

2 SOUTH BOSTON SBv VORTAC L 334.00 329.00 29.69 3000 33000

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 SW LYH VORTAC 211.47 031.47 R 1-11/2 3000 33000 5 25

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 370338.90N/0792817.90W 1379 6C

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN

REMARKS:
LYNCHBURG (FAC 1) AND SOUTH BOSTON (FAC 2) USED TO ESTABLISH FIX COORDINATES
PRECIPITOUS TERRAIN EVALUATION COMPLETE.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
DP HURTT (RNAV) KLYH LYNCHBURG VA (US)
EN ROUTE V143 1,2 1 NC (US)
IAP VOR RWY 4 1,2 KLYH LYNCHBURG VA (US)

REQUIRED CHARTING: DP, IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 7 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:

UPDATED FIX USE

ADDED DISTANCES IN NM TO FACS 1/2

ADDED DP TO CHARTING

ADDED PRECIP TERRAIN NOTE

CHANGED PAT 1 OBS ACCURACY FROM 2C TO 6C: IT IS A SECTIONAL SPOT ELEV

DEVELOPED BY: DATE: 03/22/2012 OFFICE: AJV-352 NAME: CHRISTOPHER COX
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZDC
ATC FACILITY: ROA APP CON/LYH ATCT
OTHER:
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