REV 3.

VERMILLION, SD

ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-2

HAROLD DAVIDSON FIELD (KVMR) RNAV (GPS)

Action: ask Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 02/13/2012 | 2012021327491103001 20120213274911
Procedure: RNAV (GPS) RWY 30 AMDT 1 Airport ID: Airport: HAROLD DAVIDSON FIELD Reimbursable #:
KVMR
City: VERMILLION ST: SD GPS #: Estimated Chart Date: FICO #:
) 06/27/2013
Fac ID: Fac. Type: LPV Specialist: STEVEN SZUKALA
Procedure Review \‘
Rec'd Rel'd Full Name Comments 1 :
Lead: 06/12/2012 | 02/19/2013 | TIMOTHY MCHENRY .
QA: 02/19/2013 02/20/2013 CASIMIR TABAKA
Liaison: | 02/20/2013 S Pt o
Procedure Comments: ENROUTE-NON |Remark Type: INFORMATION be ( a‘(’ (

RWY 30, AMDT 1 (LPV) ENROUTE-NO FC: 5.14.13 PUB: 6.27.13

CONTACT: JILL OLSON/STEVE BARNETT -AVJ-353 LEADS, 405.954.4014 / 405.954.9307.

(S): EDCIR, REV 1; IKUBE, REV 1; UWLIS, ORIG; WONUV, ORIG; (INFO ONLY) ATLES-INT, REV 4; ESTIS-INT,

VN 8200-6 (05/26/2005)

Data as of:

2/21/2013 9:46:54AM




New

VERMILLION, SOUTH DAKOTA

AL-6946 (FAA) FIG

WAAS Rwy ldg 4105
cr 53614 | "7 C8° [THRe 1145 RNAV (GPS) RWY 30
W30A Apt Elev 1147 VERMILLION/ HAROLD DAVIDSON FIELD (VMR)
v Baro-VNAV NA. DME/DME RNP -0.3 NA, Helicopter visibili i
. . . pter visibility reduction below .

A NA | SM not authorized. Use Yankton cltimeter selting, when not received, use Sioux T;%%EE APF;RCZ)AQ-: ;:];umb 'ro
City altimeter sefting and increase all DA 9 feet and all MDA 20 feet, increase 3500 dlen C;E‘Uérég ed h r{; °
LNAV/VNAV all Cats and INAV Cat C visibility % mile. irect and hoic.

AWOS-3 SIOUX CITY APP CON * GCO UNICOM
111.400 124.6 307.0 121.725 122.8(CTAF 0
PROTOTYPE: NOT FOR NAVIGATION N AT
& — rocedure or
MS(’A 1368+ /\] 52/\ 1558 29 §‘2‘ arrivals at ESTIS on
‘‘‘‘‘‘ e, A / = V15 northwest bound.
: "N RW30
(1AF)
UwLIS
{FAF) O !
" EDCIR » e‘:,
= A543 N
A1732
A 2464
To.
L&/ wnan 7
_ SIS IKUBE
ATLES: 4222.730N/09653.026W SN
EDCIR: 4242.360N/09649.426W ety
ESTIS: 4249.796N/09633.827W 0.
IKUBE: 4238.753N/09642731W a1,
UWLIS: 4244.727N/09635.315W
WONUV: 4231.672N/09648.083W e,/
. 1\ o’
RW30: 4245.7 19N/09655.685W &8 "?S ~
o’
ELEV 1147 | THRE 1145 ’\/</\\ Procedure NA for arrivals at
ATLES /Z\/\ ATLES on V100 westbound.
1900] 3500 | IKUBE AN
0 IKUBE Holding Pattern
(126°T)
O
EDCIR ot | 120°—>
e —300" 2%
Y. Rwao 3 (306°T)
® e N
''''' _— 3000 G5 3.00°
B I TCH 38
5.7 NM 7 N
CATEGORY A B c 0
LPv DA 1468-1V 323 (400-1%) NA
LNAV
1222 / vrxﬁxv/ DA 1487-1% 342 (400-1%) NA
300° to
1
RW30 | (NAV MDA . . 1680-1%
1680-1 535(600-1) 535 (600-1%] NA
@ CIRCLING 1760-1 613 {700-1 1900-2%
MIRL Rwy 12300 ' 753 (800-21%) NA

VERMILLION, SOUTH DAKOTA
AMDT 1 FIG

VERMILLION/ HAROLD DAVIDSON FIELD (VMR)

AP AENFE5EW RNAV (GPS] RWY 30



RNAYV - STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cellings are infeet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 abowe airport elevation. Distances are in nautical miles unless otherwise indicated, except visibiliies which
ate in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DA
LNAV/VNAV: DA
ATLES WONUV (FB) 016.23/9.66 3500 LNAV: RW30
ESTIS UWLIS (FB) 186.20/ 5.19 3500 e
CLIMB TO 1900 THEN CLIMBING LEFT TURN TO 3500 DIRECT
WONUV (IAF) IKUBE (NOPT) (FB) 029.42/8.05 3500 IKUBE AND HOLD.
UWLIS (IAF) IKUBE (NOPT) (FB) 210.25/8.05 3500
IKUBE (IF/IAF) EDCIR (FB) 300.18 /7.00 3000
EDCIR (FAF) RW30 (MAP) (FO) 300.09/5.71
ADDITIONAL FLIGHT DATA:
RW30 (MAP) 1900 MSL 300.09 1900 FASAlgBST: 1344 AASVBZSMWNIO%M 39W
CHART YANKTON A -3
1900 MSL. IKUBE (FO) 3500 DISTANCE TO THLD FROM 323 HATH: 0.89 NM.

WAAS CHANNEL # 53614
REFERENCE PATH ID: W30A
CHART CIRCLING ICON

1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) LTP HAE: 323.3 M
2. HOLD SE IKUBE, RT, 300.18 INBOUND, 3500 FT. IN LIEU OF PT (IAF)
3.FAC: 300.09 FAF:EDCIR ' DIST FAF TO MAP: 571 THLD: 571
4. MIN. ALT: IKUBE 3500, EDCIR 3000 ’
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 3000 GSALTAT: gpcir 3000 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:37.8  34:11S NOT CLEAR
8. MSA FROM: RW30 3500 MAG VAR: 6E EPOCH YEAR: 1995
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | X |
CATEGORY =====> A B [¢ D E
DH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAAIDHIMDA | vIS |HAT/HAA|DH/MDA | VIS |HAT/HAA|DH/MDA | VIS [HAT/HAA
LPV DA 1468 11/8 323 1468 11/8 323 1468 11/8 323 NA
LNAV/VNAV DA 1487 11/8 342 1487 11/8 342 1487 11/8 342 NA
LNAV MDA 1680 1 535 1680 1 535 1680 11/2 535 NA
CIRCLING 1760 1 613 1760 1 613 1900 21/4 753 NA

NOTES:
CHART NOTE: BARO-VNAV NA.

CHART NOTE: DME/DME RNP-0.3 NA G“A"

H -0. . -~
CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 1 SM NOT AUTHORIZED. o =<
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT ESTIS ON V15 NORTHWEST BOUND. Qz, O
(SEE FORM 8260-10) (&4
CITY AND STATE ELEVATION: 1147 THRE: 1145 FACILITY PROCEDURE NO.JAMDT NO./EFFECTIVE DATE: SUP:

VERMILLION, SD AIRPORT NAME: lDENI-?rlI‘lFX\E/R: RNAV (GPS) RWY 30, AMDT 1 AMDT: ORIG
HAROLD DAVIDSON FIELD DATED  08/27/2009

FAA FORM 8260 - 3 / April 2006 (computer generated) PAGE 1 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

|:| YES IZ] NO ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

] [] [X] [ ] [x] [X]  zmP, Sux APP CON, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:

STEVEN L. SZUKALA (EDWARD NOYES) AJV-351 12/19/2012

APPROVED BY

NAME: FIFO DATE:

LARRY H STROUT MANAGER AJV-353
CHANGES:

1. CHANGED PRIMARY ALTIMETER FROM LOCAL TO KYKN; ADDED KSUX AS BACKUP ALTIMETER.

2. CHANGED NOTE: CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA TO HELICOPTER VISIBILITY REDUCTION BELOW 1 SM NOT AUTHORIZED.

3. CHANGED NOTE: BARO-VNAV NA WHEN USING YANKTON ALTIMETER SETTING TO READ: BARO-VNAV NA.

4. CHANGED NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE YANKTON ALTIMETER SETTING AND INCREASE ALL DA 73 FT AND LPV AND LNAV/VNAYV VISIBILITY
1/4 MILE ALL CATS, INCREASE ALL MDA 80 FT AND LNAV CAT C VISIBILITY 1/4 MILE AND CIRCLING CAT C VISIBILITY 1/2 MILE TO READ: CHART NOTE: USE YANKTON
ALTIMETER SETTING, WHEN NOT RECEIVED, USE SIOUX CITY ALTIMETER SETTING AND INCREASE ALL DA 9 FT AND ALL MDA 20 FT, INCREASE LNAV/VNAV ALL CATS AND
LNAV CAT C VISIBILITY 1/8 MILE. :

5. FIX AVOSE CANCELED AND REPLACED WITH WONUV.

6. FIX HEKTU CANCELED AND REPLACED WITH UWLIS.

7. CHANGED TDZE: 1146 TO THRE:1145

8. CHANGED AIRPORT ELEVATION FROM 1146 TO 1147.

9. LPV MINIMA CHANGED FROM CAT A-C 1434-1 288, TO 1468-1 1/8 323.

10. LNAV/VNAV MINIMA CHANGED FROM CAT A-C 1559-1 1/2 413, TO 1487-1 1/8 - 342.

;‘IE.EMSI%?OE?OAPPROACH CHANGED FROM: CLIMB TO 3500 DIRECT MOKTE AND VIA TRACK 210 TO CIERA AND DIRECT IKUBE AND HOLD, TO READ: CLIMB TG 1900 THEN

REASONS:

1. FPT REQUEST.

2,3,4. 8260.19E REQUIREMENT FOR WORDING CHANGE.

5,6. NEW FEEDER FIXES ADDED SINCE TURNS GREATER THAN 90 DEGREES.
7,8. AVNIS AIRPORT DATA CHANGE.

9,10. CIRCLING CRITERIA 8260.3B CHANGE 21 APPLICATION.

11. TURNING MISSED CRITERIA IN IPDS.

12. 8260.3, VOLUME 1, CHAPTER 2.

13. NEW BACKUP ALTIMETER USED.

14. NOTE NOT REQUIRED NOW THAT BARO VNAV IS NA.

15,16,
e
CWANGES MADE TO FORM OUTSIDE OF SIAP:
ADDED (FAF) TO EDCIR. CHANGED 1900 TO 3500 FOR MISSED. . O\)Al/)‘
: @3




RNAYV - STANDARD

NOTES, (CONT.):

US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.

33

Bearings, headings, cowrses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation, Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT ATLES ON V100 WESTBOUND.

CHART NOTE: USE YANKTON ALTIMETER SETTING, WHEN NOT RECEIVED, USE SIOUX CITY ALTIMETER SETTING AND
INCREASE ALL DA 9 FT AND ALL MDA 20 FT, INCREASE LNAVIVNAV ALL CATS AND LNAV CAT C VISIBILITY 1/8
MILE.

A
4
%c\&a
CITY AND STATE ELEVATION: 1147 THRE: 1145 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE:  |gUp:
. IDENTIFIER: RNAV (GPS) RWY 30, AMDT 1
VERMILLION, SD AIRPORT NAME: NAY (GPS) AMDT: ORIG
HAROLD DAVIDSON FIELD DATED:  08/27/2009
FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 2 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES

[ ] ves [] no

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

— -0 0 O ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

CHANGES CONT.

CLIMBING LEFT TURN TO 3500 DIRECT IKUBE AND HOLD. 12. ADDED NOTE: CHART CIRCLING ICON. 13.

ADDED NOTE: CHART YANKTON AWOS-3. 14, DELETED NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS,

LNAVIVNAV NA BELOW -17C (2F) OR ABOVE 54C (130F). 15. ADDED NOTE: CHART PLANVIEW NOTE: PROCEDURE

NA FOR ARRIVALS AT ESTIS ON'V15 NORTHWEST BOUND. 16. ADDED NOTE: CHART PLANVIEW NOTE: PROCEDURE

NA FOR ARRIVALS AT ATLES ON V100 WEST BOUND. 17. NEW TERMINAL ROUTE: ATLES TO WONUV 016.23/9.66.

18. NEW TERMINAL ROUTE: ESTIS TO UWLIS 186.20/5.19.

REASONS:

VAL,
Q" L




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in fect, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in fest RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD

OPERATION TYPE

SBAS SERVICE PROVIDER IDENTIFIER
AIRPORT IDENTIFIER

RUNWAY

APPROACH PERFORMANCE DESIGNATOR
ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR
REFERENCE PATH IDENTIFIER (APPROACH ID)
LTP/FTP LATITUDE

LTP/FTP LONGITUDE

LTP/FTP ELLIPSOIDAL HEIGHT

DATA

KVMR
RW30
0

0

W30A
424543.1135N
0965541.0740W
+03235

FPAP LATITUDE 424635.5100N
FPAP LONGITUDE 0965718.9200W
THRESHOLD CROSSING HEIGHT (TCH) 00037.8
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1496
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 4969D435
ADDITIONAL PATH POINT RECORD INFORMATION
ICAC CODE K3
LTP ORTHOMETRIC HEIGHT +03488
FPAP ORTHOMETRIC HEIGHT +03488
WAL,
@ L
1 4
R
CITY AND STATE ELEVATION: 1147 THRE: 1145 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE: SUP:
\ IDENTIFIER: RNAV (GPS) RWY 30, AMDT 1
VERMILLION, SD AIRPORT NAME: ENAV (GPS) AMDT- ORIG
HAROLD DAVIDSON FIELD DATED:  08/27/2009

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 3 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ wo
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

I N e A O A

] [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—RNAM(G-ES-LSIANDABD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, ‘except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT ATLES K30 C L N42224380W096530155 E0036 NAR ATLES
SUSAEAENRT EDCIR K30 W N42422157W096492554 EQ035 NAR EDCIR
SUSAEAENRT ESTIS K30 C L N42494777W096334962 E0033 NAR ESTIS
SUSAEAENRT IKUBE K30 W N42381386W096414576 E0034 NAR IKUBE
SUSAEAENRT UWLIS K30 w N42444359W096351887 E0034 NAR UWLIS
SUSAEAENRT WONUV K30 W N42314034W096480495 E0035 NAR WONUV
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KVMRK3AVMR 0 041YHN42455500W096560330E006001147 1800018000C MNAR HAROLD DAVIDSON FIELD
1 2 3 4 5 6 7 8 S [¢] 1 2 3

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KVMRK3FR30 AATLES 010ATLESK3EAOQE IF 18000 A JS
SUSAP KVMRK3FR30 AATLES 020WONUVK3EAOE A 020TF 01620097 + 03500 A JS
SUSAP KVMRK3FR30 AATLES 030IKUBEK3EAOEE B 010TF 02940081 + 03500 A JS
SUSAP KVMRK3FR30 AESTIS 010ESTISK3EAQE IF 18000 A JS
SUSAP KVMRK3FR30 AESTIS 020UWLISK3EAQOE A 020TF 18620052 + 03500 A JS
SUSAP KVMRK3FR30 AESTIS 030IKUBEK3EAQOEE B 010TF 21030081 + 03500 A JS
SUSAP KVMRK3FR30 AIKUBE 0l10IKUBEK3EAOEE AR HF 30020040 + 03500 18000 A JS
SUSAP KVMRK3FR30 R 010IKUBEK3EAQE I IF + 03500 18000 A JS
SUSAP KVMRK3FR30 R 020EDCIRK3EALIE F O0S1TF 30020070 + 03000 RW30 K3PGA JS
SUSAP KVMRK3FR30 R 020EDCIRK3EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KVMRK3FR30 R 030RW30 K3PGOGY M 031TF 30010057 01183 -300 A JS
SUSAF KVMRK3FR30 R 040 0 M ca 3001 + 01900 A JS
SUSAP KVMRK3FR30 R 050IKUBEK3EAQOEY L DF + 03500 A Js
SUSAP KVMRK3FR30 R 060IKUBEK3EAQEE R HM 30020040 + 03500 A Js
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KVMRK3GRW30 0041053000 N42454311W096554107+0000 +0323501145000038075R

1 2 3 4 5 6 7 8 ] 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KVMRK3PR30 RW30 001 0000W30AON4245431135W09655410740+O32350300N4246355100W09657189200106751496000378F4005004969D435 \,BP\L//*
SUSAP KVMRK3PR3Q RW30 002E +03488+03488LPV 53614 (} A <~
e Q

’{2’*{;\&

CITY AND STATE ELEVATION: 1147 THRE: 1145 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
VERMILLION, SD AIRPORT NAME: IDENTIFIER: RNAYV (GPS) RWY 30, AMDT 1

HAROLD DAVIDSON FIELD AMDT: ORIG

RNAV DATED:  08/27/2009

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves | [] n~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

OO O O

AOPA NBAA OTHER (specify)

[ 1 L

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
M INSTRUMENT APPROAC_H PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
1 2 3 4 5 6 7 8 9 Q 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KVMRK3SRW30 K3PG 0 18018003525 M
}5\5. /};
4 £
Cecte
CITY AND STATE ELEVATION: 1147 THRE: 1145 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: sup:
VERMILLION, SD AIRPORT NAME: IDENTIFIER: RNAYV (GPS) RWY 30, AMDT 1 ]
HAROLD DAVIDSON FIELD AMDT: ORIG
RNAV DATED: 08/27/2009

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

b O 0O O

AOPA NBAA OTHER (specify)

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—RNAM'(G-BS'LSIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
ATLES ATLES 010 IF FB
ATLES WONUV 020 IAF TF FB 2.0 016.2(022.2T) 009.7 AA 03500
ATLES IKUBE 030 TF FB 1.0 029.4(035.4T) 008.1 AA 03500
ESTIS ESTIS 010 IF FB
ESTIS UWLIS 020 IAF TF FB 2.0 186.2(192.2T) 005.2 AR 03500
ESTIS IKUBE 030 TF FB 1.0 210.3(216.3T) 008.1 AA 03500
IKUBE IXKUBE 010 IAF HF R FO 300.2(306.2T) 004.0 AA 03500
IKUBE 010 FACF IF FB AA 03500
EDCIR 020 FAF TF FB 0.5 300.2(306.2T) 007.0 AA 03000
RW30 030 MAP TF FO 0.3 300.1(306.1T) 005.7 AT 01183
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 300.1(306.1T) AA 01900
IKUBE 050 DF L FO AR 03500
IKUBE 060 HM R FO 300.2(306.2T) 004.0 AA 03500
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
ATLES N422243.80 W0965301.55 N4222.730 W09653.026
EDCIR N424221.57 W0964925.54 N4242.360 W09649.426
ESTIS N424947.77 W0963349.62 N4249.796 W09633.827
IKUBE N423813.86 W0964145.76 N4238.231 W09641.763
UWLIS N424443.59 W0263518.87 N4244.727 W09635.315
WONUV N423140.34 W0964804 .95 N4231.672 W09648.083
RW30 N424543.11 W0965541.07 N4245.719 W09655.685
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW30 01145 38
s fog.
“:}thf/:i_
&
A =~
'} ’
\\!}" N
Ref
CITY AND STATE ELEVATION: 1147 THRE: 1145 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: sup:
VERMILLION, SD AIRPORT NAME: IDENTIFIER: RNAYV (GPS) RWY 30, AMDT 1
HAROLD DAVIDSON FIELD AMDT: ORIG
RNAV
DATED:  08/27/2009

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 6 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

. O O

AOPA NBAA OTHER (specify)

[ 1 [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES | ELEV. MSY ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER ATLES WONUV 1. TOWER (31-020403) [422115.12N/0965057.69W | 1875 (5E) 1000 |ATS25 3500
2. TERRAIN 422218.00N/0965045.00W | 1602 (1600) AS1506 316¢
FEEDER ESTIS UwWLIS 3. AAO 424318.00N/0963327.00W | 1600 (4E) 1000 |AT840 3500
4. TERRAIN 424318.00N/0963327.00W | 1460 (1500) AS1500 3000
INITIAL WONUV IKUBE 5. AAO 423830.00N/0964654.00W | 1693 (4E) 1000 JAT800 3500
6. TERRAIN 423830.00N/0964654.00W | 1493 (1500) AS1500 3000
INITIAL UWLIS IKUBE 7. AAO 424239.00N/0963439.00W | 1664 (4E) 1000 |AT800 3500
8. TERRAIN 424239.00N/0963439.00W | 1464 (1500) AS1500 3000
INTERMEDIATE IKUBE (IF/IAF) EDCIR 5. AAO 423830.00N/0964654.00W | 1693 (2C) 500 2200
{6. TERRAIN 423830.00N/0964654.00W | 1493 (1500) AS1500 _ 3000
FINAL: LPV EDCIR RW30 9. TREE (KVMRT0224) 1424538.64N/0965539.71W |1162 (1A) 3411 RA73 1468/323
FINAL: LNAV/VNAV EDCIR RW30 10. TREE (KVMRT0289) [424620.70N/0965520.23W {1299 (1A) 150 |RA73 SA-35 1487/3242
FINAL: LNAV EDCIR RW30 11. AAO 424410.34N/0965138.63W |1344 (2C) 250 |RA73 1680
2. HOLD-IN-LIEU-OF-PT IKUBE P-5 5. AAO 423830.00N/0964654.00W | 1693 (4E) 1000 |AT807 3500
‘ 6. TERRAIN 423830.00N/0964654.00wW | 1493 (1500) AS1500 3000
MAP: |DA/DA/RW30 IKUBE ASC 3500
,2.P“!£1RS§E[C]H 12. AAO 423654,00N/0965957.00W | 1893 (2C) | 1000 2500
ELEV: |1249/1337/1507 13. TERRAIN 423654.00N/0965957.00W | 1693 (1700) AS1500 3200
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3 NM 350 613 14. WATER TWR 424639.02N/0965559.71W [1379 (1A) 300 RAT73 1760
CATEGORY B 1.5 NM Wi 450 z 613 14. WATER TWR 424639.02N/0965559.71W {1379 (1A) 300 RA73 1760
CATEGORY C 1.7 NM S| 450 |2 753 15. TOWER (46-000512)( 424744.86N/0965433.44W (1527 (1A) 300 RA73 1800
CATEGORY D 23NM |G 580 |@
CATEGORY E 45NM |*| 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW30
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA
360-360 TWR (31-000748) 210/ 09.1 2464 (5E) 3500 Q\S‘i‘l 7
Vo 9 i
CITY AND STATE ELEVATION: 1147 FACILITY PROCEDURE AND AMENDMENT NO:  |REGION g™
VERMILLION, SD AIRPORT NAME: RNAV RNAV (GPS) RWY 30, AMDT 1 AGL
HAROLD DAVIDSON FIELD
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PART B - SUPPLEMENTAL DATA PART C - REMARKS:

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING VDP NOT ESTABLISHED - REMOTE ALTIMETER IN USE.
ZME ARTCC NWS |OTHER: SOURCE:KYKN / KSUX PRECIPITOUS TERRAIN EVALUATION COMPLETED.
SUX APP CON AWQ0S-3 DISTANCE: 21.917 32.67 VGSI .
FAA HOURS REMOTE OPERATION: GSI DATA: 3.00/37.8
AlIC 24124 VEGETATION HEIGHT: 15 FT PER CEN FPT.
SATISFACTORY ON:
X |[VHF | x|uHF | |HF  |LOCATION: KYKN ADJUSTMENT: 73/ 82 TAA NOT DEVELOPED PER FPT.
PRIMARY NAVAID: VDA N/A: VERTICAL PATH PROCEDURE.
4. -
MONITOR MONITOR POINT: SLO_PES_.
HRrs | CAT1 LPV: 34:1
STATUS LNAV/VNAV: 23.44:1
OPTN:| CAT3
ALS a SYERDTEMP HISTORY NOT AVAILABLE; STANDARD -30 DEVIATION
(S) SALS i
8260.3B VOL 1, VISUAL PORTION OF FINAL FENETRATIONS:
MALS R30
5 ey 20:1 PENETRATIONS
: 1161 TREE KVMRTO0227 424537.54N/0965538.81W (2.41)
APPROACHI™ "X IMIRL 12 (PCL), 30 (PCL) 1162 TREE KVMRT0224 424538.64N/0965539.71W (9.40)
8 RUNWAY 34:1 PENETRATIONS
LIGHTING REIL 1156 RD (N) KVMRT0014 424537.12N/0965539.15W (2.79)
bz RASS PRESSURE PATTERNS SAME:
CILINE KMVR: 1146.70 / KYKN: 1306.00 / KSUX: 1098.40
RA: 72.69 FT / 81.90 FT.
X  |OTHER (SPECIFY)
PAPI4L 12 (PCL), 30 (PCL) BLOCK 3
ASIC SERVICE A: Y/Y
ASI
6. RUNWAY INTERMEDIATE CONTROLLING OBSTACLE SAME FOR ALL FINALS.
MARKINGS |ALL WEATHER
) ORDER 8260.3, VOLUME 1, CHAPTER 2, NEW CIRCLING
INSTRUMENT NPI-G 12, 30 CRITERIA APPLIED:
7. RUNWAY APPROACH CAT A: 1.30 NM
G i
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:1144.5
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:37.8
9. FINALAPPROACH X  |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE
10, WAIVERS: NONE
PART D - PREPARED BY: DATE: WAL,
STEVEN L. SZUKALA (EDWARD NOYES) 12/19/2012 & 3

TITLE: OFFICE: (}? C@
AERONAUTICAL INFORMATION SPECIALIST AJV-351




RADIO FIX AND HOLDING DATA RECORD

NAME: EDCIR STATE: NE COUNTRY: US
LATITUDE/LONGITUDE: 424221.57N/0964925.54W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

.54A PFAF FORMULA USED TO ESTABLISH FIX COORDINATES.

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 30 KVMR VERMILLION SD (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 06/27/2013

REASON FOR REVISION:
1. FIX MOVED 5208.44 FEET.

DEVELOPED BY: DATE: 01/31/2013 OFFICE: AJV-351 NAME: MARCELLO SADORRA (EDWARD NOYES)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY: SUX APP CON
OTHER:

@“M’ﬁ

)
Qfgc\@?

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: IKUBE STATE: NE COUNTRY: US

LATITUDE/LONGITUDE: 423813.86N/0964145.76W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX  MIN MAX

1 SE WP 120.18 300.18 R 4 3500 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 423830.00N/0964654.00W 1693 4E

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 30 1 KVMR VERMILLION SD (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 06/27/2013

REASON FOR REVISION:

1. LAT/LONG COORDINATES CHANGED TO 423813.86N/0964145.76W
2. RAD/CRS/BRG CHANGED FROM 120.17 TO 120.18.

3. CRS INBOUND CHANGED FROM 300.17 TO 300.18

DEVELOPED BY: DATE: 02/01/2013 OFFICE: AJV-353 NAME: STEVEN SZUKALA (EDWARD NOYES)
APPROVED BY: DATE: OFFICE: AJV-351 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY: SUX APP CON
OTHER:

VAL
>
o

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: UWLIS STATE: 1A COUNTRY: US

LATITUDE/LONGITUDE: 424443.59N/0963518.87W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 30 KVMR VERMILLION 8D (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 05/02/2013
DEVELOPED BY: DATE: 01/31/2013 OFFICE: AJV-351 NAME: STEVEN SZUKALA (EDWARD NOYES)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZMP

ATC FACILITY: SUX APP CON

OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: WONUV STATE: NE COUNTRY: US
LATITUDE/LONGITUDE: 423140.34N/0964804.95W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 30 KVMR VERMILLION SD (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 05/02/2013
DEVELOPED BY: DATE: 01/31/2013 OFFICE: AJV-351 NAME: STEVEN SZUKALA (EDWARD NOYES)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZMP

ATC FACILITY: SUX APP CON

OTHER:

WAL,
" L
9
Ve

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: ATLES
LATITUDE/LLONGITUDE: 422243.80N/0965301.55W
AIRSPACE DOCKET:

FIX TYPE OF ACTION: MODIFY

TE: NE COUNTRY: US
TYPE: WP, INT, DME-

i

INFO ONLY

FIX MAKE-UP FACILITIES: k
IDENT TYPE

FAC NAME CLASS MAG TRUE

BRG BRG
1 SIOUX CITY ) SUX VORTAC L 26591 274.91 25.00 25.00
2 YANKTON YKN VOR/DME L 138.39 14539 39.24
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION
UPN 200 AAO 422945.00N/0970012.00W 1939

HOLDING RESTRICTIONS:
UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 4000.

REMARKS:
SIQUX CITY (FAC 1) AND YANKTON (FAC 2) USED TO ESTABLISH FIX COORDINATES
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

EN ROUTE V100 1,2

IAP RNAV (GPS) RWY 13 KSUX SIQUX CITY
IAP RNAV (GPS) RWY 31 . KOB4 HARTINGTON
IAP RNAV (GPS) RWY 15 K0C4 PENDER

IAP : RNAV (GPS) RWY 30 KVMR VERMILLION

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 4 DATE OF REVISION: 02/09/2012

REASON FOR REVISION:

ADDED WP TO FIX TYPE.
CHANGED UPN SPEED 265 TO 200.
UPDATED FIX USE.

DEVELOPED BY: DATE: 09/14/2011 OFFICE: AJV-353 NAME: PABLO ORTIZ
APPROVED BY: DATE: 12/01/2011 OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
G;c FACILITY: SUX APP CON

DME DISTFROMFAC MRA MAA
NM  FEET

3700 17500
3700 17500

ACCURACY CODE
4E

STATE
1A (US)

NE (US)
NE (US)
SD (US)

VAL,
¢, %

L

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: ESTIS STATE: SD COUNTRY: U :
LATITUDE/LONGITUDE: 424947.77N/0963349.62W TYPE: WP, INT, DME NFO ONLY

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE
BRG  BRG

1 SIouxcITY sux VORTAC L 331.00 340.00

2 YANKTON YKN VORDME L 091.05 098.05

HOLDING: " HOLDING TYPE OF ACTION: NO CHANGE

CONTROLLING OBSTRUCTIONS:

PAT  AIRSPEED OBSTRUCTION COORDINATES

UPN 265 TOWER (46-000134) 430301.00N/0964702.00W

HOLDING RESTRICTIONS:

UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 4000.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

EN ROUTE V15 1,2

IAP RNAV (GPS) RWY 18 KLRJ LE MARS

AP RNAV (GPS) RWY 30 1,2 KVMR VERMILLION

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 02/11/2010

REASON FOR REVISION:

6.62
ELEVATION
2167

DME DISTFROMFAC  MRA MAA
NM  FEET

31.00 “31.00 3400 17500

3400 17500

ACCURACY CODE
4D

STATE
(Us)

1A (US)
SD (US)

UPDATED FIXUSE. .
ADDED WP TO FIX TYPE.
DEVELOPED BY: DATE: 07/08/2009 OFFICE: AVN-101 NAME: EUGENE NEWTON (DAVID JENNER)
APPROVED BY: DATE: 12/15/2009 ) OFFICE: AVN-120 NAME: SUE CRUMB
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATG FACILITY: SUX APP CON
OTHER:
A
% .
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: AVOSE STATE: NE COUNTRY: US

LATITUDE/LONGITUDE: 423442.86N/0964643.48W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL CAN CELLED

FIX USE: .

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 30 KVMR VERMILLION - . SD (Us)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 08/27/2009
DEVELOPED BY: DATE: OFFICE: NAME:
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP

ATC FACILITY: SUX APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: CIERA STATE: NE COUNTRY: US

LATITUDE/LONGITUDE: 424009.06N/0970932.19W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL CAN CELLED

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 30 KVMR VERMILLION SD (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG

DATE OF REVISION: 08/27/2009

DEVELOPED BY: DATE: OFFICE: NAME:
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY: SUX APP CON
OTHER:
Aly
M
]
:gibcxéfc
WS
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RADIO FIX AND HOLDING DATA RECORD

NAME: HEKTU STATE: SD COUNTRY: US
LATITUDE/LLONGITUDE: 424247.37N/0963843.66W TYPE: WP

AIRSPACE DOCKET: ’ FIX TYPE OF ACTION: CANCEL CAN C ELLED
FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP RNAV (GPS) RWY 30 KVMR VERMILLION

REQUIRED CHARTING: |AP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 08/27/2009
DEVELOPED BY: DATE: OFFICE: NAME:
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY: SUX APP CON
OTHER:

STATE
SD (US)

Aly
oA

9
o

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

CANCELLED

NAME: MOKTE STATE: SD COUNTRY: US
LATITUDE/LONGITUDE: 424839.45N/0970110.72W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP RNAV (GPS) RWY 30 KVMR VERMILLION

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 08/27/2009
DEVELOPED BY: DATE: OFFICE:
APPROVED BY: DATE: OFFICE: AJV-353
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY: SUX APP CON
OTHER:

NAME:

NAME: LARRY STROUT

STATE
SD (US)

VAL,
"

14
%Z*c\é’

FAA FORM 8260-2 / AUG 2009

Page 1 of 1






