CONTACT: JILL OLSON/STEVE BARNETT -AV]-353 LEADS, 405.954.4014 / 405.954.9307.

Action: Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 02/13/2012 | 2012021327491104002 20120213274911
Procedure: RNAV (GPS) RWY 31 AMDT 2 Airport ID: Airport: GETTYSBURG MUNI Reimbursable #:
KODS8
City: GETTYSBURG ST: SD GPS #: Estimated Chart Date: FICO #:
06/27/2013
Fac ID: Fac. Type: Specialist: MARCELLO SADORRA
Lf Froc W
Procedure Review
Rec'd Rel'd Full Name Comments e ¢
&
Lead: 06/12/2012 02/26/2013 CASIMIR TABAKA
QA: 02/26/2013 02/26/2013 CASIMIR TABAKA
Liaison: | 02/26/2013 Sl A~
Procedure Comments: ENROUTE-NON |Remark Type: INFORMATION Y Zofl
GETTYSBURG, SD GETTYSBURG MUNI  (0D8) RNAV (GPS) RWY 31, AMDT 2 (LP) ENROUTE-NO FC: 5.14.13 PUB: 6.27.13

ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-2(S): SHERA, REV 3; YIZMO, REV 3; ZEWOX, REV 3; (INFO ONLY) HIKEP, REV 1; ILECU-INT, REV 2; LIVVA-INT,
REV 8; PIERRE (PIR) VTAC, REV 13.

VN 8200-6 (05/26/2005)

Data as of:

2/27/2013 10:46:26AM




NE

GETTYSBURG, SOUTH DAKOTA AL-9032 (FAA} WORKING FIG
e saza | A S | ke 2400 RNAV (GPS) RWY 31
w3ta | 315 | apiElev 2062 GETTYSBURG MUNI (§DS)
v DME/DME RNP-0.3 NA. Procedure NA at night. Use Pierre aliimeler setting; when MISSED APPROACH:
ANA not recieved, use Mobridge altimeter setting and increase all MDA 20 feet, increase Climb to 3700 direct
LP and Circling Cat C visibility '+ mile. HIKEP and hold.
MINNEAPOLIS CENTER UNICOM
125.1 269.1 122.8(CTAF) @
MISSED APCH FIX \S
o, 7
PIVUEARACN A PROTOTYPE:
AN nEcu 2482 NOT FOR NAVIGATION
% b HiKEP %\'J
(FAF)
YIZMO
3.
D
RN
%0
=5
2
(IF/IAF) NN
ZEWOX X Gy
AN ) 4 NM
0‘3'3 \_\o‘{\/ /L%’)/d‘o (29
N > N\fo gy
(U3 -SRI 20 Vo, (IAF)
SHERA & 17556 uwa
2 \A
3500
014° (23.2)
{022°1) ™~
PIERRE
ELEV 2062 | | THRE 2055 PIR Procedure NA for arrival
on PIR VORTAC
airway radials 291 CW 100.
3700 |HIKEP | vGs) and descent angles not coincident 4 NM
{VGSI Angle 3.00/TCH 29). Holding Pattern
0 ZEWOX (| 4aery
1 35—
Y1IZMO \3,)—35“0/ <_3'| 50 ;5—00
\5 {323°T)
> &)
<« 3.00°
RW31 TCH 40
_—""7 3300
—38rm 7 NM
CATEGORY A | 8 C )
2460-1%
LP - -
15l MDA 2460-1 405 (400-1) 4%5 (400-;'/5) NA
RW3I 540-1%
LNAV MDA - -
2540-1 485 (500-1) 485 (500-1%) NA
BY
MIRL Rwy 13-310 [@CIRCUNG 2660-1 598 (600-1) 5386(?580T 1/'2) NA

GETTYSBURG, SOUTH DAKOTA
Amdt 2 WORKING FIG

44°59'N-99°57'W

GETTYSBURG MUNI (D8)

RNAV (GPS) RWY 31



RNAYV - STANDARD Bearings, headings, courses, and radials are magnetic. Elevationsand altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE | HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. - Cellings are in feet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above aimort elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
' are in statute miles or in feet RVR.
_ TERMINAL ROUTES ' ' MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LP: RW31
LNAV: RW31
PIR VORTAC SHERA (FB) " [014.43 /2324 3500
ILECU ZEWOX (F . .80 3
(FO) 119.49727 600 CLIMB TO 3700 DIRECT HIKEP AND HOLD.
LIVVA (IAF) ZEWOX (NOPT) (FB) 287.71/11.73 3500
SHERA (IAF) ZEWOX (NOPT) (FB) 045.36 / 8.50 3500
ZEWOX (IF/IAF) YIZMO (FB) 315.47 /7.00 3300
YIZMO (FAF) RW31 (MAP) (FO) 315.40/3.79
' ADDITIONAL FLIGHT DATA:
RW31 (MAP) 2460 MSL 315.40 , HOLD NW, RT, 135.23 INBOUND.
2460 MSL HIKEP (FO) 3700 ::rsgoagNljgé geggw 2149 COMMUNICATION TWR
WAAS CHANNEL # 56422
REFERENCE PATH ID: W31A
YIZMO TO RW31: 3.00/40
1. PT SIDE OF COURSE = OUTBOUND FT WITHIN MILES OF (IAF) E;';E;g'ggg—;"ﬁ ICON
2. HOLD SE ZEWOX, RT, 315.47 INBOUND, 3500 FT. IN LIEU OF PT (1AF) T
3. FAC: 31540 FAF: YIzMO DIST FAF TO MAP: 379 THLD: 3.79
4. MIN. ALT: ZEWOX 3500, YIZMO 3300 :
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: GS ALT AT: oMm: MM: IM:
7. GS ANGLE: TCH: 34:11S CLEAR '
8. MSA FROM: RW31 4100 ; MAG VAR: 8E EPOCH YEAR: 1995
v MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | X |
' CATEGORY =====> A B [ D E
DH/MDA | VIS |HAT/HAA|DH/MDA VIS |HAT/HAA|DH/MDA | vIS |HAT/HAA|DH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA
LP MDA 2460 1 405 2460 1 405 2460 11/8 405 NA
LNAV MDA 2540 1 485 2540 1 485 2540 13/8 485 NA
CIRCLING 2660 1 598 2660 1 598 2660 11/2 598 NA
NOTES: -
CHART NOTE: DME/DME RNP-0.3 NA. MAL,
CHART PROFILE NOTE: VGSI AND DESCENT ANGLES NOT COINCIDENT. .=
CHART NOTE: PROCEDURE NA AT NIGHT. % e
CHART NOTE:USE PIERRE ALTIMETER SETTING; WHEN NOT RECIEVED, USE MOBRIDGE ALTIMETER SETTING AND ' c\(g@
(SEE FORM 8260:10)
CITY AND STATE ELEVATION: 2062 THRE: 2055 | FACILITY PROCEDURE NO.JAMDT NO./EFFECTIVE DATE: SUP:
G‘ETTYSBURG SD AIRPORT NAME: IDENTIFIER: RNAYV (GPS) RWY 31, AMDT 2 . AMDT: 1
ANAV :
GETTYSBURG MUNI DATED  06/30/2011

FAA FORM 8260 - 3 / April 2006 (computer generated) PAGE 1 OF 6 PAGES




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

|z| YES |:| NO : ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[] [ ] [X] ] [X] - [X] [x] ZMP, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
MARCELLO G. SADORRA (ANDREA CHANEY) AJV-351 12/20/2012

' APPROVED BY

NAME: FIFO DATE:

LARRY H STROUT MANAGER AJV-353
CHANGES:

(1. TERMINAL ROUTE FROM PIR VORTAC TO SHERA, COURSE AND DISTANCE CHANGED FROM '014.42/23.25' TO '014.43/23.24'.

2. TERMINAL ROUTE FROM ILECU TO ZEWOX, DISTANCE CHANGED FROM '27.79' TO '27.80".

3. TERMINAL ROUTE FROM LIVVA TO ZEWOX, COURSE AND DISTANCE CHANGED FROM '287.72/11.74' TO '287.71/11.73".

4. TERMINAL ROUTE FROM YIZMO TO RW31, DISTANCE CHANGED FROM '3.78' TO '3.79".

5. TERMINAL ROUTES FROM '‘RW31 (MAP) TO 2255 MSL' CHANGED TO 'RW31 (MAP) TO 2460 MSL'.

6. TERMINAL ROUTES FROM '2255 MSL TO HIKEP' CHANGED TO '2460 MSL TO HIKEP'

17- PROFILE LINE 3, DIST FAF TO MAP AND THLD CHANGED FROM '3.78' TO '3.79".

8. LPV AND LNAV/VNAV MINIMUMS DELETED AND REPLACED WITH LP MINIMUMS. .

9. CIRCLING MINIMUMS CHANGED FROM 2600 MDA/538 HAA TO 2660 MDA/598 HAA FOR CATS A-C.

10. PROCEDURE NOTE CHANGED FROM 'VGSI AND RNAV GLIDEPATH NOT COINCIDENT' TO 'RNAV AND DECENT ANGLES NOT COINCIDENT'.
11. PROCEDURE NOTE CHANGED FROM 'WHEN VGS! INOP, CIRCLING RW13 NA AT NIGHT' TO 'PROCEDURE NA AT NIGHT'.

12. PROCEDURE NOTE DELETED: BARO-VNAY AND VDP NA WHEN USING PIERRE ALTIMETER SETTING.

13. PROCEDURE NOTE DELETED: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -19C (-2F) OR ABOVE 54C (130F).
14. PROCEDURE NOTE CHANGED TO 'USE PIERRE ALTIMETER SETTING; WHEN NOT RECIEVED, USE MOBRIDGE ALTIMETER SETTING AND INCREASE ALL MDA 20 FEET. INCREASE

SEE 8260-10

REASONS:

1-4. UPDATED EVALUATION.
5-6. CA ALTITUDE CHANGED. AIRPORT THRE+400FT LOWER THAN MDA.
7. UPDATED EVALUATION.
8. GQS PENETRATIONS - PROCEDURE CHANGED TO NON PRECISION.
9. PRIMARY ALTIMETER CHANGED FROM KOD8 TO K98D. KOD8 AWOS DECERTIFIED.
10. PROCEDURE CHANGED FROM PRECISION TO NON-PRECISION.
11.20:1 PENETRATIONS PER MEMO DATED 12-6-2012 AND FPO REQUEST.
12-13. PRECISION MINIMUMS DELETED.
14-15. UPDATED EVALUATION.
16-17. PE}EG@I{QN MINIMUMS DELETED.

Mgy B :




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):

INCREASE ALL MDA 20 FEET. INCREASE LP CAT C VISIBILITY 1/8 MILE AND CIRCLING CAT C VISIBILITY 1/4 MILE.
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVAL ON PIR VORTAC AIRWAY RADIALS 291 CW 100.

WAL,
@ ) %
CITY AND STATE ELEVATION: 2062 THRE: 2055 FACILITY PROCEDURE NO./ AMDT NO/EFFECTIVE DATE:  |gup:
GETTYSBURG, SD AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, AMDT 2 1
" RNAV AMDT:
GETTYSBURG MUNI DATED:  06/30/2011

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 2 OF 6 PAGES




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] ves [ ] ~no

COORDINATED WITH:

ATA  AAT ALPA APA AOPA NBAA OTHER (specify)
_ FLIGHT CHECKED BY
NAME: FIFO DATE:
‘ DEVELOPED BY
NAME: FIFO DATE:

APPROVED BY

NAME: FIFO DATE:

CHANGES:

CHANGES CONT.

LP AND CIRCLING CAT C VISIBILITY 1/4 MILE'. 15. PROCEDURE NOTE CHANGED TO 'PROCEDURE NA FOR
ARRIVAL ON PIR VORTAC AIRWAY RADIALS 291 CW 100'. 16. ADDITIONAL FLIGHT DATA NOTE DELETED: CHART
VDP AT 1.43 MILES TO RW31 *LNAV ONLY. 17. ADDITIONAL FLIGHT DATA NOTE DELETED: DISTANCE TO THLD
FROM 200 HAT: 0.50 MILES. ’

REASONS:

2,

8260-3<,"

1. ADDED FAF DESIGNATION TO YIZMO IN TERMINAL ROUTES FROM COLUMN.

2. DELETED PROFILE, LINE 7, GS ANGLE AND TCH.

3. DELETED RW31 FROM RW31/RW31 (MAP) IN TERMINAL ROUTES FROM COLUMN.
4. CHANGE TERMINAL ROUTE, MAP ALTITUDE TO 3700.

CHANGES,MADE TO FORM OUTSIDE OF IFP-SIAP:

. PLs )
8260-9 ’ 0\X +~
1. CHANGED BOX 3 ALTIMETER SETTING ADJUSTMENT FOR KMBG TO 138. &

8260-10 C%, (9
1. REMOVED 2.0 FROM ARINC MISSED APPROACH RNP COLUMN. . EC




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

except visibilities which are in statute miles or in feet RVR.

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE ()
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER oD8
RUNWAY RW31
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W31A
LTP/FTP LATITUDE 445852.4095N
LTP/FTP LONGITUDE 0995647.5060W
LTP/FTP ELLIPSOIDAL HEIGHT +06037
FPAP LATITUDE 450003.8900N
FPAP LONGITUDE 0995802.4500W
THRESHOLD CROSSING HEIGHT (TCH) 00040.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1408
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 0.0
CRC REMAINDER 84CE3BSE
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K3
LTP ORTHOMETRIC HEIGHT +06262
FPAP ORTHOMETRIC HEIGHT +06262
G\y\.t/)
¢ <Q
(}'Ec(‘«
CITY AND STATE ELEVATION: 2062 THRE: 2055 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
GETTYSBURG, SD AIRPORT NAME: IDENTIFIER: | RNAV (GPS) RWY 31, AMDT 2
RNAV AMDT: 1
GETTYSBURG MUNI DATED: 06/30/2011

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 3 OF 6 PAGES.




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] ves [ ] no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
] [ ] [ 1] [ ] [ ] [ ] '

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

—BNA)L(G-ES-)—SIAN-DABD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAD PIR K3011250VTLA N44234023W100094634 N44234023W100094634E0110017891 NARPIERRE
. 1 2 3 4 5 6 7 8 9 o] 1 2 3
WP 12345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678%012345678901234567890123456789012
SUSAEAENRT HIKEP K30 W N45091050W100073779 ) E0059 NAR HIKEP
SUSAEAENRT ILECU K30 C L N45071192W100184453 E0061 NAR ILECU
SUSAEAENRT LIVVA K30 C L N44450828W099325328 E0055 NAR LIVVA ,
SUSAEAENRT SHERA K30 W N44450866W099571963 E0058 NAR . SHERA
SUSAEAENRT YIZMO K30 W N44555015W099533673 E0058 NAR YIZMO
SUSAEAENRT ZEWOX K30 W N44501262W099474455 E0057 NAR ZEWOX
1. 2 3 4 5 6 7 8 9 0 1 2 3
ATIRPORT 123456789012345678901234567890123456789012345678501234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP 0D8 K3A0DS8 0 044YHN44591180W099571040E008002062 1800018000C MNAR GETTYSBURG MUNI
1 2 3 4 5 6 7 8 9 0 1 2 3

SEGMENT 1234567890123456785012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789501234567890123456789012

SUSAP 0D8 K3FR31 AILECU Ql0ILECUK3EAOE IF 18000 A JS
SUSAP 0D8 K3FR31 AILECU 020ZEWOXK3EAOEY 020TF 11950278 + 03600 A JS
SUSAP 0D8 K3FR31 AILECU O030ZEWOXK3EAOEE AR HF 31550040 + 03500 A JS
SUSAP 0D8 K3FR31 ALIVVA 0l10LIVVAK3EAQOE A IF 18000 A JSs
SUSAP 0D8 K3FR31 ALIVVA 020ZEWOXK3EAOEE B 010TF 28770117 + 03500 A JS
SUSAP 0D8 K3FR31 APIR 010PIR K3D 0V IF 18000 A JS
SUSAP 0D8 K3FR31 APIR 020SHERAK3EAQE A 020TF 01440232 + 03500 A JS
SUSAP 0D8 K3FR31 APIR 030ZEWOXK3EAOEE B 010TF 04540085 + 03500 A JS
SUSAP 0D8 K3FR31 R 010ZEWOXK3EAQE T IF + 03500 18000 A JS
SUSAP 0D8 K3FR31l R 020YIZMOK3EA1lE F O0O51TF 31550070 + 03300 RW31 K3PGA JS
SUSAP 0D8 K3FR31 R 020YIZMOK3EA2WALP N ALNAV JS
SUSAP 0D8 K3FR31 R 030RW31 K3PGOGY M 031TF 31540038 02085 -300 A JS
SUSAP 0D8 K3FR31 R 040 0 M CA 3154 + 02460 A JS
SUSAP 0D8 K3FR31 R O050HIKEPK3EAOEY DF + 03700 A JS N
SUSAP 0D8 K3FR31 R 060HIKEPK3EAOEE R HM 13520040 + 03700 A JS
- 1 2 3 4 5 6 7 8 9 0 1 2 .3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP 0D8 K3GRW31 0044003154 N44585241W099564751+0100 +0603702055000040075R o‘ml/)
. .
%Ti
CITY AND STATE ELEVATION: 2062 THRE: 2055 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: Sup:
GETTYSBURG, SD AIRPORT NAME: _ IDENTIFIER: RNAV (GPS) RWY 31, AMDT 2
GETTYSBURG MUNI _ AMDT: 1
RNAV :
DATED:  06/30/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

|:| YES

[] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:

ATA

[

AAT

]

ALPA

[

APA

[]

AOPA

[ 1

NBAA OTHER (specify).

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
F r y except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
MNDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
1 2 3 4 5 6 7 8 9 0 1 2 3 .
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP 0D8 K3PR31 RW31 001 OOOOW31AON4458524095W09956475060+060370300N4500038900W09958024500106751408000400F40000084CE3BSE
SUSAP 0D8 K3PR31 RW31 0O02E +06262+06262LP 56422
. 1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP 0D8 K3SRW31l K3PG 0 18018004125 ) M
WAL,
-G
%
T
CITY AND STATE ELEVATION: 2062 THRE: 2055 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
GETTYSBURG, SD AIRPORT NAME: ’ IDENTIFIER: RNAYV (GPS) RWY 31, AMDT 2
GETTYSBURG MUNI AMDT: 1
NAV
R DATED:  06/30/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA - APA

o O O O

ACPA NBAA OTHER (specify)

[ 1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: ' NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
g g gl
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—&NAMG-ES)—SIANDARD INSTRUMENT APPROACH PROCEDURE Ceiiings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
ILECU ILECU 010 IF FB
ILECU ZEWOX 020 TF FO 2.0 119.5(127.5T) 027.8 AA 03600
ILECU ZEWOX 030 IAF HF R FO ' 315.5(323.5T) 004.0 AA 03500
LIVVA LIVVA 010 IAF IF FB
LIVVA ZEWOX 020 TF FB 1.0 287.7(295.7T) 011.7 AA 03500
PIR . PIR 010 IF FB
PIR SHERA 020 IAF TF ' FB 2.0 014.4(022.4T) 023.2 AA 03500
PIR ZEWOX 030 TF . FB 1.0 045.4(053.4T) 008.5 AA 03500
ZEWOX 010 FACF IF FB AA 03500
YIZMO 020 FAF TF FB 0.5 315.5(323.5T) 007.0 AA 03300
RW31 030 MAP TF FO 0.3 315.4(323.4T) 003.8 AT 02085
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE - SPEED
040 Ca FB 315.4(323.4T) AA 02460
HIKEP 050 DF FO AA 03700
HIKEP 060 HM R FO 135.2(143.2T) 004.0 AA 03700
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
PIR N442340.23 W1000946.34 N4423.671 W10009.772
HIKEP N450910.50 W1000737.79 N4509.175 W10007.630
ILECU N450711.92 W1001844.53 N4507.199 W10018.742
LIVVA N444508.28 W0993253.28 N4445.138 W09932.888
SHERA ’ N444508.66 W0995719.63 N4445.144 W099857.327
YIZMO N445550.15 W0995336.73 N4455.836 W09853.612
ZEWOX N445012.62 W0994744 .55 N4450.210 W09947.743
RW31 N445852.41 W0995647.51 N4458.874 W03956.792
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW31 02055 40
WALy
e
&
S
CITY AND STATE . ELEVATION: 2062 THRE: 2055 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: _(gyp:
GETTYSBURG, SD AIRPORT NAME: : IDENTIFIER: RNAV (GPS) RWY 31, AMDT 2
GETTYSBURG MUNI ’ AMDT: 1
RNAV
DATED:  06/30/2011
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 6 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

i S e B s

AOPA

[ ]

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG . DATE:

CHANGES: -

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART -A OBSTRUCTION DATA -
1. APP SEGMENT FROM TO - OBSTRUCTION COORDINATES ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER PIR VORTAC SHERA 1. TOWER (46-000725) [442951.40N/1000247.57W | 2289 (1A) 1000 , 3300
[2- TERRAIN 442830.00N/1000200.00W |2044 (2000) AS1500 3500
FEEDER ILECU ~ |zEWOX 3. AAO - |450027.00N/1000239.00W (2284 (4E) 1000 3300
4. TERRAIN 450027.00N/1000239.00W | 2084 (2100) AS1500 3600
INITIAL _ LIVVA ZEWOX [5- AAC 444900.00N/0994809.00W |2189 (4E) 1000 |- 3200
» 6. TERRAIN 444900.00N/0994809.00W |1989 (2000) AS1500 3500
INITIAL SHERA ~ ZEWOX 5. AAO 444900.00N/0994809.00W |2189 (4E) 1000 3200
‘ 6. TERRAIN 444900.00N/0994809.00W | 1989 (2000) AS1500 3500
INTERMEDIATE ZEWOX (IF/IAF) YIZMO [5.AAGC 444900.00N/0994809.00W | 2189 (4E) 500 |AC98 AT513 3300
‘ 7. TERRAIN 455621.00N/0995230.00W | 1966 (2000) AS1000 3000
FINAL: LP ' YiZMO RW31 8. THRESHOLD 445852.41N/0995647.51W [2061 (1A) | 250 |RA135 2460
FINAL: LNAV YiZMO RW31 9. COMMUNICATION  [445908.84N/0995621.75W [2149 (1A) * | 250 |RA135 2540
(KOD8T0154)
2. HOLDIN-LIEU-OF-PT ZEWOX P-5 [5- AAG 444900.00N/0994809.00W |2189 (4E) | 1000 3200
. 6. TERRAIN 444900.00N/0994809.00W | 1989 (2000) AS1500 3500
MAP: |RW31/RW31 HIKEP ASC 3700
i-P“g'sgigH 10. ARO 450124.00N/1000103.00W | 2346 (4E) | 1000 3400
ELEV: |2225/2305 11. TERRAIN 450142.00N/1000103.00W | 2146 (2100) . AS1500 3600
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM_ | [ 350 598 12. TANK (46-000750) | 450042.50N/0995752.50W 2218 (2C) 300 RA135 2660
CATEGORY B 1.5NM n 450 |2 598 12. TANK (46-000750) | 450042.50N/0995752.50W |2218 (2C) 300 RA135 2660
CATEGORY C 1.7NM  |S[ 450 |2 598 12. TANK (46-000750) |450042.50N/0995752.50W [2218 (2C) 300 * RA135 2660
CATEGORY D 23NM |G 550 |2
CATEGORY E 45NM |®[ 550 _ .
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RwW31 .
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA - SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) @A%‘K/‘; )
360-360 TWR (46-000210) 347/17.8 3001 (5D) 4100 -
: \&'L“f:\‘le)
CITY AND STATE ELEVATION: 2062 FACILITY PROCEDURE AND AMENDMENT NO: REGION
'GETTYSBURG,SD AIRPORT NAME: RNAV RNAV (GPS) RWY 31, AMDT 2 AGL
GETTYSBURG MUNI
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PART B - SUPPLEMENTAL DATA PART C - REMARKS:

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING VDP NOT ESTABLISHED - REMOTE ALTIMETER IN USE.
ZMP ARTCC NWS |OTHER: SOURCE:KPIR/KMBG PRECIPITOUS TERRAIN EVALUATION COMPLETED.
ASOS DISTANCE: 38,94 / 38.69 i
FAA HOURS REMOTE OPERATION: NO ADDITIONAL AIRSPACE REQUIRED.
' 24/24
SATISFACTORY ON: A 2. KPIR ASOS IS ON SERVICE A. HRS OPTN 24,
x|[VHF [xJuHF | [HF [LOCATION:kPIR ADJUSTMENT: 135/ 138 2 AT S SN SERVICE A, HRS .
P PETAE S s
MO[\TI.TOR MONITOR POINT: ADJUSTMENT: 135FT/138FT
STATUS | HRS | CAT1 KMBG (ASOS) ON SERVICE A.
OPTN:| CAT 3 RASS PRESSURE PATTERNS SAME
ALS KPIR 1744 MSL, KMBG 1716 MSL
: PRIMARY ALTIMETER=134.05FT
(S) SALS SECONDARY ALTIMETER=137.38FT
MALS ) AVNIS VGSI DATA: 3.00/29.1
5. [HIRL
35FT VEGETATION USED AS PER CENTRAL FPO.
APPROACHI™x ™ ImiRL 31 (PCL), 13 (PCL)
& RUNWAY TAA NOT USED PER ATC REQUEST.
LIGHTING REIL - ~
TDZ - LPV AND LNAV/VNAV NOT DEVELOPED DUE TO GQS
: PENETRATIONS.
CILINE
FPO NOTIFIED OF 20:1 PENETRATIONS.
X |OTHER (SPECIFY) ; _ : 20:1 CIRCLING : _
PAPI-2L 31,13 . RW13: 2067 RD(N) (KOD8T0135) 445928.85N-0995726.73W
BASIC ' 6.97)
6. RUNWAY INTERMEDIATE SEGMENT OBSTACLES DIFFER FROM EACH INITIAL
MARKINGS [ALL WEATHER : TRANSITION, USED HIGHEST OBSTACLE AND TERRAIN.
INSTRUMENT _ NPI-G 31, 13 OBS #1 (46-000725) ASSIGNED A 4D AC IAW AERONAV
7. RUNWAY APPROACH SERVICES EMAIL POLICY FOR STATE CODED OBSTACLES.
‘gﬁh’é‘é MIDFIELD PARA 289 APPLIED TO 2199 AAO 455559.27N-0995407.79W.
ROLL OUT ORDER 8260.3, VOLUME 1, CHAPTER 2, NEW CIRCLING
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD: CRITERIA APPLIED.
) DISTANCE FROM RWY: ELEV GP ANTENNA: CAT A: 1.32NM
PATH : : CAT B: 1.88NM
THRESHOLD CROSSING HEIGHT: gﬂ g; ﬁﬁ{snm
9. FINAL APPROACH X  |RUNWAY THRESHOLD FT. FROM THRESHOLD :
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

WAL,

%4 )

PART D - PREPARED BY: DATE: o
MARCELLO G. SADORRA (ANDREA CHANEY) 12/20/2012 (}s' o

TITLE: OFFICE: Eowe
AERONAUTICAL INFORMATION SPECIALIST AJV-351 :




RADIO FIX AND HOLDING DATA RECORD

NAME: SHERA STATE: SD COUNTRY: US

LATITUDE/LONGITUDE: 444508.66N/0995719.63W ’ : TYPE: WP »

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 31 ‘ KOD8 GETTYSBURG SD (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 05/02/2013

REASON FOR REVISION: v '
1.FIX LATITUDE/LONGITUDE CHANGED FROM 444508.93N/0995719.93W TO 444508.66N/0995719.63W. FIX MOVED
34.88FT(0.01NM)SOUTHEAST.

DEVELOPED BY: DATE: 12/21/2012 OFFICE: AJV-351 NAME: MARCELLO SADORRA (ANDREA CHANEY)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
- SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1



RADIO FIX AND HOLDING DATA RECORD

NAME: YIZMO ; STATE: SD COUNTRY: US
LATITUDE/LONGITUDE: 445550.15N/0995336.73W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: ) HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

.54A L-V FORMULA USED TO ESTABLISH FIX COORDINATES.
PFAF LOCATED 22999.03FT 3.79NM FROM THLD.

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
IAP RNAV (GPS) RWY 31 KOD8 GETTYSBURG

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 05/02/2013

REASON FOR REVISION:

1.FIX LATITUDE/LONGITUDE CHANGED FROM 455550.19N/0995336.77W TO 455550.15N/0995336.73W. FIX MOVED
4.97FT(0.00NM)SOUTHEAST.

2.ADDED REMARK “.54A L-V FORMULA USED TO ESTABLISH FIX COORDINATES".

STATE
SD (US)

DEVELOPED BY: DATE: 12/20/2012 OFFICE: AJV-351 : NAME: MARCELLO SADORRA (ANDREA CHANEY)

APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

WAL
@ ) A
s

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: ZEWOX STATE: SD COUNTRY: US
LATITUDE/LONGITUDE: 445012.62N/0994744.55W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
PATTERNS:
PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX
1 SE WP 135.47 315.47 R 3500 6000 5 6
CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
1 200 AAO 444900.00N/0994809.00W 2189 4E
HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.
REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 13 1 KOD8 GETTYSBURG SD éUS)
D (US)

IAP RNAV (GPS) RWY 31 1 KOD8 GETTYSBURG
REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 05/02/2013

REASON FOR REVISION:

1.FIX LATITUDE/LONGITUDE CHANGED FROM 445012.89N/0994744.85W TO 445012.62N/0994744.55W. FiX MOVED

34. 86FT(0 01NM)SOUTHEAST.

DEVELOPED BY: DATE: 12/12/2012 OFFICE: AJV-351 NAME: MARCELLO SADORRA (ANDREA CHANEY)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:
9\3"(/
Q
.5,
Coe®
FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA Recorp INFO ONLY

NAME: HIKEP. STATE: SD COUNTRY: US
LATITUDE/LONGITUDE: 450910.50N/1000737.79W ‘ TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR 'IDENT TYPE - RAD/CRS/BRG CRS TURN LEG LENGTH HOL'\DAING ALTI'II\'AUA[;(ES TEMPLATES

INBOUND (L ORR) TIME DME
1 Nw WP 315.23 135.23 4 3700 6000

CONTROLLING OBSTRUCTIONS:

MIN MAX

5 6

PAT AIRSPEED OBSTRUCTION . COORDINATES ELEVATION ACCURACY CODE
1

200 AAO 451321.00N/1000806.00W 2313 4E

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP RNAV (GPS) RWY 13 1 KOD8 GETTYSBURG
IAP RNAV (GPS) RWY 31 1 KOD8 GETTYSBURG

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 06/30/2011

REASON FOR REVISION:
DELETED FIX MAKE-UP FAC 1.
UPDATED FIX USE.
" ADDED PRECIPITOUS TERRAIN EVALUATION REMARK.
CHANGED DME LEG LENGTH TO 4.
UPDATED OBSTACLE DATA.
FIX MOVED 5633 FT NORTHWEST.

STATE
SD (us;
3D (US

DEVELOPED BY: DATE: 01/14/2011 OFFICE: AVN-120 NAME: LARRY STROUT (KISSY MAXFIELD)

APPROVED BY: DATE: 05/02/2011 OFFICE: AVN-120 NAME: GREGORY YAMAMOTO
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

G“Al/
-(

Yoo

FAA FORM 8260-2 / AUG 2009
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RADIO FiX AND HOLDING DATA Recorp INFO ONLY

NAME: ILECU STATE: SD COUNTRY: US

LATITUDE/LONGITUDE: 450711.92N/1001844.53W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA
,‘ BRG BRG NM - FEET

1 . PIERRE PIR VORTAC ~ L 34070 35170  44.00 44.00 5500 17500

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

PIR- VORTAC R-341 44 55 175

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

EN ROUTE V71 1 (US)

IAP ‘RNAV (GPS) RWY 31 KOD8 GETTYSBURG SD (US)

IAP RNAV (GPS) RWY 12 KMBG MOBRIDGE SD (US)

IAP RNAV (GPS) RWY 30 KMBG MOBRIDGE ' SD (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 06/30/2011

REASON FOR REVISION:

1. DELETED FIX MAKE-UP FAC 2.
2. UPDATED FIX USE.

3. ADDED DIST FROM FAC DATA.

DEVELOPED BY: DATE: 01/14/2011 OFFICE: AVN-120 NAME: LARRY STROUT (KISSY MAXFIELD)
APPROVED BY: DATE: 05/02/2011 OFFICE: AVN-120 NAME: GREGORY YAMAMOTO
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

oY,
G =<

e
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RADIO FIX AND HOLDING DATA REcorp INFO ONLY

NAME: LIVVA STATE: SD COUNTRY: US

LATITUDE/LONGITUDE: 444508.28N/0993253.28W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES: .

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMF
BRG BRG NM  F

1 PIERRE PIR- VORTAC L 039.63 05063 3400  34.00

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

EN ROUTE V263 1

IAP RNAV iG PS) RWY 31 KOD8 GETTYSBURG

IAP RNAV (GPS) RWY 15 KMKA MILLER

IAP RNAV (GPS) RWY 25 KPIR PIERRE

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 8

DATE OF REVISION: 06/30/2011

MRA MAA
4000 17500

STATE

SD (US
SD (US
3D (US)

" REASON FOR REVISION:
DELETED FIX MAKE-UP FAC 2.
UPDATED FIX USE.
DEVELOPED BY: DATE: 01/14/2011 OFFICE: AVN-120 NAME: LARRY STROUT (KISSY MAXFIELD)
APPROVED BY: DATE: 05/02/2011 OFFICE: AVN-120 NAME: GREGORY YAMAMOTO
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:
el4y
“a
% G =<
Cye©
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA Recorp 1NFO ONLY

NAME: PIERRE VORTAC STATE: SD COUNTRY: US

LATITUDE/LONGITUDE: 442340.23N/1000946.34W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA

BRG BRG NM  FEET

1 PIERRE PIR VORTAC L 17500

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME  DME MIN MAX MIN  MAX

1 E PR VORTAC  076.00 256.00 3700 10000 4 9

2 E PR VORTAC  074.00 254.00 R i 4000 10000 4 9

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

UPN 200 TOWER (46-000725) 442951 41N/1000247.62W 2287 4D

1 200  200'AAO _ 442830.00N/1000200.00W 2044  4E

2 200  200' AAO 442830.00N/1000200.00W 2244  4E

2 310  TOWER (46-000725) 442951.41N/1000247.62W 2287 4D

REMARKS:

UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 3700
PRECIPITOUS EVALUATION COMPLETED

FIX USE: .
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE T281 ) (US)
EN ROUTE T283 ) (US;
EN ROUTE V120 (Us
EN ROUTE V26 . (US
EN ROUTE V263 us
EN ROUTE V661 (US)
EN ROUTE V71 (US)
AP . RNAV (GPS) RWY 13 KovVo CHAMBERLAIN SD éUS;
AP RNAV (GPS) RWY 31 . . KoD8 GETTYSBURG SD (US
IAP ILS OR LOC RWY 31 1 KPIR PIERRE ' SD %US;
IAP RNAV (GPS) RWY 07 KPIR PIERRE 8D (US
I1AP RNAV SGPS; RWY 13 KPIR PIERRE SD (US)
AP RNAV (GPS) RWY 25 KPIR PIERRE SD (US)
AP - VOR OR TACAN RWY 25 1 KPIR PIERRE SD (US)
AP VOR/DME OR TACAN RWY 07 1,2 KPIR PIERRE SD (US)
REQUIRED CHARTING: MILITARY IAP, IAP, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 13 DATE OF REVISION: 05/05/2011
REASON FOR REVISION:
UPDATED CONTROLLING OBSTRUCTION ID
UPDATED FIX USE
REMOVED CONTROLLER FROM REQUIRED CHARTING
DEVELOPED BY: DATE: 09/20/2010 OFFICE: AVN-110 NAME: ERIC POWELL
APPROVED BY: DATE: 01/19/2011 OFFICE: AVN-110 NAME: GREGORY YAMAMOTO
SIGNATURE:

DISTRIBUTION: NFDC

FPO: FTW

ARTCC: ZMP )

ATC FACILITY: PIR ATCT U

OTHER:

eld,,
9 G -
Cxe0

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: GETTYSBURG , STATE: SD
AIRPORT NAME: GETTYSBURG MUNI ‘ ID: KOD8
PROCEDURE: RNAV (GPS) RWY 31 AMDT: 2

DOCKET#: NOT REQUIRED
(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 2.84
(Enter THLD, FAF, ARP, FACILITY, as appropriate) ' ‘
2. Width of FINAL segment at 1000’ point ' 1.25
(Enter appropriate segment, final, intermediate, etc.)
3. True Course of FINAL segment containing 1000' point 323.40
4. High Terrain in FINAL | segment containing 1000' point 2035
5. Distance from FAF to 1500' point | 6.94
(If 1500' point in PT maneuvering area or holding pattemn note in remarks)
6. Width of INTERMEDIATE segment at 1500’ point 4.00
7. True Course of INTERMEDIATE segment containing 1500' point 323.40
8. High Terrain in INTERMEDIATE segment containing 1500' point 1972
9. Threshold Coordinates (if straight-in) ... 445852.41N / 0995647.51W
10. ARP Coordinates ........................... 445911.80N / 0995710.40W
11. Runway Approach End and distance furthest from ARP ................ RWY 31
Distance 0.42 NM
12. FAF Coordinates ....................oce..... 445550.15N / 0995336.73W

REMARKS: Approach/Drawing attached.






