Action: ask Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 03/05/2012 | 2012030524481001003 20120305244810
Procedure: RNAV (GPS) RWY 23 Al 1 Airport ID: Airport: LINCOLNTON-LINCOLN COUNTY Reimbursable #:
. KIP] RGNL
' City: LINCOLNTON ST: NC GPS #: Estimated Chart Date: FICO #:
J5/29/2014
| Fac ID: Fac. Type: Specialist: KELLY DEAN

| Procedure Review

b T Rec'd Rel’d Full Name Comments
| Lead: 09/19/2013 02/15/2014 DAVID PUG 1

QA: 02/15/2014 02/15/2014 DAVID PUG I

Liaison: | 02/15/2014 MARY MC \LD

Proce re Comments: ENROUTE-NON |Remark Type: INFORMATION

CONTACT: PETE GETZ/JACOB POWERS-AJV-352 LEADS, 405.954.4919 / 405.954.8702.

VN 8200-6 (05/26/2005) Data as of: 2/18/2014 10:01:05AM






RNAV - STANDARD
US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevationsand altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimurm altitudes unless otherwise indicated. Celings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE LP)I\:V I?\;\ AV
LN NAV: DA
HIDOD (IAF) JIVOM (NOPT) (FB) 323.30/6.00 3000 LNAV: RW23
JOPAT (IAF JIVOM (NOPT) (FB 43.20/6. 00
(AF) ( T (FB) 143 o0 30 CLIMB TO 3200 DIRECT IWWON AND HOLD.
JIVOM (IF/IAF) CISBU (FB) 233.25/7.41 2500
CiSBU (FAF) GATEQ/2.00 NM TO RW23 (FB) 233.20/ 2.98
GATEQ/2.00 NM TO RW23 RW23 (MAP) (FO) 233.20/ 2.00
RW23 (MAP) 1135 MSL 233.20
ADDITIONAL FLIGHT DATA:

1135 MSL IWWON (FO) 3200 HOLD SW, RT, 053.07 INBOUND.

CHART FAS OBST: 1028 TREE 353030N/0810758W

1199 AAO 353312N/0810511W

DISTANCE TO THLD FROM 269 HATH: 0.70 NM.

CHART VDP AT 1.15 MILES TO RwW23*

'LNAg 8Nk;.

WAA HANNEL # 69210
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (AR A AN L & 69210 an
2. HOLD NE JIVOM, RT, 233.25 INBOUND, 3000 FT. IN LIEU OF PT (IAF) CHART CIRCLING ICON
3. FAC: 23320 FAF:CISBU DIST FAF TO MAP: _ 4.98 THLD: 498 |LTPHAE:2325M
4. MIN. ALT: yivOoM 3000, CISBU 2500, GATEQ/2.00 NM TO RW23 1540*
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6.MINGS INCPT: 2500 GS ALT AT:CISBU 2500 OoMm: MM: IM:
7. GS ANGLE: 3.00 TCH:46.8 34:1 1S NOT CLEAR
8. MSA FROM: MAG VAR: 6W EPOCH YEAR: 1995

MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY =====> A B C D E
DH/MDA VIS | HAT/HAA|DH/MDA VIS | HAT/HAA|DH/MDA ViS |HAT/HAA | DH/MDA VIS | HAT/HAA|DH/MDA VIS [HAT/HAA
LPV DA 1143 7/8 277 1143 7/8 277 1143 7/8 277 1143 7/8 277
LNAV/VNAV DA 1135 7/8 269 1135 7/8 269 1135 7/8 269 1135 7/8 269
LNAV MDA 1280 1 414 1280 1 414 1280 11/8 414 1280 11/8 414
CIRCLING 1340 1 462 1340 1 462 1640 21/4 762 1640 2172 762
NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -16C (4F) OR ABOVE 54C (130F). @ CAT C 800-2 1/4, CAT D 800-2 1/2 o1
CHART NOTE: DME/DME RNP-0.3 NA. iy
CHART PLANVIEW NOTE AT HIDOD : MAX 210 KIAS. W
CHART PLANVIEW NOTE AT JOPAT : MAX 210 KIAS. - ra
(SEE FORM 8260-10)
CITY AND STATE ELEVATION: 878 THRE: 866 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE:  {SUP:
LINCOLNTON, NC AIRPORT NAME: |DEN&|‘H;|5R; RNAV (GPS) RWY 23, AMDT 1 AMDT: ORIG
LINCOLNTON-LINCOLN COUNTY RGNL DATED  09/24/2009

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF 5 PAGES




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

|:] YES [X] no CONCURRENT

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

] ] [x] ] X] [X] [X]  2TLCLTAPP CON, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:

KELLY DEAN AJV-352 01/21/2014

APPROVED BY

NAME: FIFO DATE:

SUSAN CRUMB MANAGER AJV-352

CHANGES:

1. INITIAL SEGMENTS CHANGED FROM 5 NM TO 6 NM.

2. INTERMEDIATE SEGMENT LENGTH CHANGED FROM 7.2 TO 7.4 NM.

3. FINAL SEGMENT LENGTH CHANGED FROM 5.2 TO 5.0 NM.

4. MISSED APPROACH CLEARANCE LIMIT ALTITUDE CHANGED FROM 2700 TO 3200.

5. FINAL STEPDOWN LENGTH/ATD CHANGED FROM 2.1 TO 2.0 NM FROM THRESHOLD.

6. CHARTED NEW CIRCLING CRITERIA (ICON); CAT C/D MDA RAISED TO FROM 1340/1540 TO 1640, VISIBILITY CHANGED FROM 1 1/2 AND 2 TO 2 1/4 AND 2 1/2.

7. FAF ALTITUDE LOWERED FROM 2600 TO 2500.

8. LPV DA LOWERED FROM 1187 TO 1143.

9. LPV VISIBILITY CHANGED FROM 1 1/4 TO 7/8 SM.

10. LNAV/VNAV DA LOWERED FROM 1224 TO 1135.

11. LNAV/VNAV VISIBILITY CHANGED FROM 1 1/4 TO 7/8 SM.

12. TCH CHANGED FROM 40 TO 48.6 FT.

13. BARO-VNAV NOTE HIGH TEMP CHANGED FROM 47C (116F) TO 54C (130F).

é4EEAg%EOD1 3IIAX 210 KIAS RESTRICTION AT IAF LOCATIONS (HIDOD AND JOPAT).
260-

REASONS:

CRITERIA - MIN LEG LENGTH.

FAF MOVED.

CONSTRUCTION TO RWY (LOCATION AND ELEVATION CHANGED), TCH CHANGED TO MATCH ILS PROCEDURES.
. HOLDING CONTROLLING OBSTACLE.

. CONSTRUCTION TO RWY (LOCATION AND ELEVATION CHANGED), TCH CHANGED, AND RESULTANT GLIDEPATH.
TERPS CHANGE 20.

. MATCH ILS PROCEDURES.

., 10. CONTROLLING OBSTACLE AFTER RWY CONSTRUCTION, TCH CHANGE, AND SLOPES CHANGING.

9., 11. TERPS CHANGE 20 CORRESPONDING WITH NEW DA.

12. MATCH ILS PROCEDURES.

13. AFS MEMO.

14. KEEP LEG LENGTH AT MINIMUM ALLOWED.

15. CORRESPOND WITH NEW MINIMUMS.

16. 8260.19E CHANGE 2.

SEE 8260-10

ONONE LN




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.

RNAV - STANDARD cept HAT, | . dos ar Maxdes wrdoe oidcated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 T e s r i R | e tical mies unless otherwise Inckca

NOTES, (CONT.):
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE CHARLOTTE ALTIMETER SETTING AND
INCREASE ALL DA 63 FEET AND ALL MDA 80 FEET; INCREASE LPV ALL CATS, LNAV/VNAV ALL CATS, LNAV CATS
CID, AND CIRCLING CATS C/D VISIBILITY 1/4 MILE.

CHART NOTE: BARO-VNAV AND VDP NA WHEN USING CHARLOTTE ALTIMETER SETTING.
CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 3/4 SM NOT AUTHORIZED.

TAA
FROM TO ALT
1. 143/30 CW 323/30 (NOPT) 143/4 CW 32374 4900
2. 143/4 CW 323/4 JIVOM (IF/IAF) (FB) 3000
3. 323/30 CW 053/30 HIDOD (IAF) (FB) 3800
4. 053/30 CW 143/30 JOPAT (IAF) (FB) 5100
5,} Sk e
[N
Qf!'; ~ ‘{{ :
CITY AND STATE ELEVATION: 878 THRE: 866 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
. IDENTIFIER: RNAV (GPS) RWY 23, AMDT 1
LINCOLNTON, NC AIRPORT NAME: A (GPS) AMDT: ORIG
LINCOLNTON-LINCOLN COUNTY RGNL DATED: 09/24/2008
PAGE 2 OF 5 PAGES

FAA FORM 8260-10/ April 2006 (Computer Generated)



ALL AFFECTED PROCEDURES REVIEWED?

[ ] ves [ ] nNo

COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

COORDINATED WITH:

15. UPDATED BACK UP ALTIMETER SETTING NOTE.

16. UPDATED HELICOPTER VISIBILITY REDUCTION NOTE.
17. REMOVED VGSI NOT COINCIDENT NOTE.

18. CRC REMAINDER CHANGED.

ATA AAT -ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFG DATE:

CHANGES:

CHANGES CONT.

REASONS:

REASONS CONT.
17. VGSI AND PROCEDURE CHANGED TO 48.6 FT.
18. LTP, FPAP, AND TCH CHANGED.

EFFECTIVE CONCURRENT WITH: KIPJ ILS OR LOC Y RWY 23, AMDT 1




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KIPJ
RUNWAY RW23
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W23A
LTP/FTP LATITUDE 352917.1350N
LTP/FTP LONGITUDE 0810917.9140W
LTP/FTP ELLIPSOIDAL HEIGHT +02325
FPAP LATITUDE 352816.4500N
FPAP LONGITUDE 0811037.9005W
THRESHOLD CROSSING HEIGHT (TCH) 00046.8
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1136
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER CF3D4004
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K7
LTP ORTHOMETRIC HEIGHT +02640
FPAP ORTHOMETRIC HEIGHT +02640
4
CITY AND STATE ELEVATION: 878 THRE: 866 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
LINCOLNTON, NG AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 23, AMDT 1

LINCOLNTON-LINCOLN COUNTY RGNL

DATED: 09/24/2009

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 3 OF 5 PAGES




ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ vo
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

I O 0O 0O

]

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNA) , (GES] STANDARD |NSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT CISBU K70 C N35324069W081044923 W0075 NAR CISBU
SUSAEAENRT GATEQ K70 C N35303885W081073013 W0074 NAR GATEQ
SUSAEAENRT HIDOD K70 W N35331816W080530978 W0076 NAR HIDOD
SUSAEAENRT IWWON K70 W N35205317W081202075 W0073 NAR IWWON
SUSAEAENRT JIVOM K70 C N35374303W080580927 W0076 NAR JIVOM
SUSAEAENRT JOPAT K70 W N35420769W081030931 W0075 NAR JOPAT
1 2 3 4 5 6 7 8 9 0 1 2 3
ATRPORT 1234567890123456789012345678901234567839012345678901234567830123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KIPJK7AIPJ 0 055YHN35290000W081094050W006000878 1800018000C MNAR LINCOLNTON-LINCOLN COUNTY RGNL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KIPJK7FR23 AHIDOD 010HIDODK7EAOE A IF 18000210 A-JS
SUSAP KIPJK7FR23 AHIDOD 020JIVOMK7EAQEE B 010TF 32330060 + 03000 A JS
SUSAP KIPJK7FR23 AJIVOM 010JIVOMK7EAOEE AR HF 23330040 + 03000 18000 A JS
SUSAP KIPJK7FR23 AJOPAT 010JOPATK7EAQE A IF 18000210 R-JS
SUSAP KIPJK7FR23 AJOPAT 020JIVOMK7EAQEE B 010TF 14320060 + 03000 A JS
SUSAP KIPJK7FR23 R 010JIVOMK7ERQE I IF + 03000 18000 A JS
SUSAP KIPJK7FR23 R 020CISBUK7EA1lE F 0S51TF 23330074 + 02500 A JS
SUSAP KIPJK7FR23 R 020CISBUK7EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KIPJK7FR23 R 021GATEQK7EAQE S 031TF 23320030 V 0154001550 -300 A JS
SUSAP KIPJK7FR23 R 030RW23 K7PGOGY M 031TF 23320020 00913 -300 A JS
SUSAP KIPJK7FR23 R 040 0 M CA 2332 + 01135 A JS
SUSAP KIPJK7FR23 R 050 IWWONK7EAQEY DF + 03200 A Js
SUSAP KIPJK7FR23 R 060IWWONK7EAQOEE R HM 05310040 + 03200 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KIPJK7GRW23 0055042332 N35291714W081091791+0202 +0232500866019947100I1IPJ1
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KIPJK7PR23 RW23 001 0000W23A0ON3529171350W08109179140+023250300N3528164500W08110379005106751136000468F400500CF3D4004
SUSAP KIPJK7PR23 RW23 002E +02640+02640LPV 69210
CITY AND STATE ELEVATION: 878 THRE: 866 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyp:
LINCOLNTON, NC AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 23, AMDT 1
LINCOLNTON-LINCOLN COUNTY RGNL AMDT: ORIG
RNAV

DATED:  09/24/2009

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 4 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves [] no

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

1 O 0O 0O O ]

FLIGHT CHECKED BY

NAME: FIFO DATE:

DEVELOPED BY

NAME: NFPG DATE:

APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

—— . RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
HIDOD HIDCD 010 IAF IF FB AB 210
HIDOD JIVCOM 020 TF FB 1.0 323.3(317.3T) 006.0 AA 03000
JIVOM JIVOM 010 IAF HF R FO 233.3(227.3T) 004.0 AA 03000
JOPAT JOPAT 010 IAF IF FB AB 210
JOPAT JIVOM 020 TF FB 1.0 143.2(137.2T) 006.0 AA 03000
JIVOM 010 FACF IF FB AR Q3000
CISBU 020 FAF TF FB 0.5 233.3(227.3T) 007.4 AA 02500
GATEQ 021 SDF TF FB 0.3 233.2(227.2T) 003.0 AA 01540 GS 01550
RW23 030 MAP TF FO 0.3 233.,2(227.2T) 002.0 AT (00913
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
Q40 CA FB 233.2(227.2T) AA 01135
IWWON 050 DF FO AA 03200
IWWON 060 HM R FO 053.1(047.1T) 004.0 AA 03200
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
CISBU N353240.69 W0810449.23 N3532.678 wW08104.821
GATEQ N353038.85 W0810730.13 N3530.648 W08107.502
HIDOD N353318.16 W0805309.78 N3533.303 W08053.163
IWWON N352053.17 W0812020.75 N3520.886 W08120. 346
JIVOM N353743.03 wW0805809.27 N3537.717 W08(058.155
JOPAT N354207.69 W0810309.31 N3542.128 W08103.155
RW23 N352917.14 W0810917.91 N3529.286 W08109.299
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW23 00866 47
CITY AND STATE ELEVATION: 878 THRE: 866 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syup:
LINCOLNTON, NC AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 23, AMDT 1
LINCOLNTON-LINCOLN COUNTY RGNL AMDT: ORIG
RNAV
DATED:  09/24/2009

FAA FORM 8260 - 10/ April 2006 (Computer Generated)

Page 5 of

5 Pages




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves [] n~o

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

0O O 0O 0O O ]

FLIGHT CHECKED BY

NAME: FIFO DATE:

DEVELOPED BY

NAME: NFPG DATE:

APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL} ROC ALT. ADJUSTMENTS MIN. ALT.
STRAIGHT-IN AREA '|143/30 cW 323/30 143/4 CW 323/4 1. AAO (OBS-1546) 360311.30N/0810914.68W | 2880 (6A) 2000, .|4900
1 - [2-TERRAIN 360611.30N/0810914.68W [2680 (2700) AS1500 4200
STRAIGHT-IN AREA 143/4 CW 323/4 JIVOM 3. TREE (OBS-1522)  [353857.84N/0810259.67W [1179 (2C) 1 2000 [mT-179 3000
4. TERRAIN 353857.84N/0810259.67W [ 1079 (1100) AS1500 2600
LEFT BASE AREA 323/30 CW 053/30 HIDOD 5. TOWER (37-001173) [352049.00N/0811014.00W |2755 (5E) 1000 3800
|6 TERRAIN 351230.00N/0811845.00W | 1654 (1700) AS1500 3200
RIGHT BASE AREA 053/30 CW 143/30 JOPAT 7. AAO (OBS-1941) 353506.00N/0814114.00W |3059 (2C) 2000 5100
8. TERRAIN 353506.00N/0814114.00W | 2859 (2900) AS1500 4400
INITIAL HIDOD JIVOM 9. TOWER (37-001665) [353435.00N/0805310.00W {1210 (1A) 1000 [AT790 3000
10. TERRAIN 353827.00N/0805900.00W {958 (1000) AS1500 2500
INITIAL JOPAT UIVOM 11. AAO (OBS-1889)  [353857.00N/0810300.00W |1250 1000 [AT750 3000
12. TERRAIN 353857.00N/0810300.00W |1050 (1100) AS1500 2600
INTERMEDIATE JIVOM (IF/IAF) cisBU 13. AAO (OBS-1544) 353401.48N/0810522.14W |1739 (2C) 500 2300
14. TERRAIN 353401.48N/0810522.14W | 1539 (1500) AS1000 2500
2. HOLD-IN-LIEU-OF-PT JIVOM P-5 19. AAO (OBS-1524)  [353530.52N/0810349.14W [1439 (2C) 1000 |ATS561 3000
20. TERRAIN 353530.52N/0810349.14W | 1239 (1200) AS1500 2700
MAP: |DA/DA/RW23 IWWON 21. TREE (KIPJT003)  [352935.41N/0810859.70W [942 (2C) ASC [ac2o0 3200
i'p“,ﬂ',fgigH [22- ARG (0BS-2041) _ |352003.00N/0811818.00W | 1254 1000 2300
ELEV: [945/974/1180 23. TERRAIN 352003.00N/0811818.00W | 1054 (1100) AS1500 2600
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM__ | | 350 462 24. TREE (KIPJT013) |352818.86N/0810956.78W [1036 (2C) 300 1340
CATEGORY B 1.5 NM W 450 |2 462 24. TREE (KIPJT013) |352818.86N/0810956.78W 11036 (2C) 300 1340
CATEGORY C 1.7NM  |S[ 450 |2 762 25. TOWER (37-001543)] 353031.00N/0811218.00W |1289 (5D) 300 AC50 /ACS0 1640
CATEGORY D 23NM |G 550 |2 762 25. TOWER (37-001543) 353031.00N/0811218.00W {1289 (5D) 300 ACS0 /ACSs0 1640
CATEGORY E 4.5 NM 17550

5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: L
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA

CITY AND STATE ELEVATION: 878 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
LINCOLNTON, NC AIRPORT NAME: RNAV RNAV (GPS) RWY 23, AMDT 1 ASO

LINCOLNTON-LINCOLN COUNTY RGNL

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 1 OF 2 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
%E:I:‘T’C%ON NWS |OTHER: SOURCE:KIPJ / KCLT
RDU FSS AWOS-3 DISTANCE: 0/19.23
FAA . HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC BACKUP
x|VHF {xJuHF | [HF LOCATION: KIPJ ADJUSTMENT: 0/ 63
. PRIMARY NAVAID:
MONITOR | -MCNITOR POINT:
sTATUS | HRs | CAT1
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. HIRL
APPROACH [MIRL 05 (PCL), 23 (PCL)
tlzl::.m'g REIL 05 (PCL), 23 (PCL)
TDZ
C/LINE
OTHER (SPECIFY)
PAPI-2L 05 (PCL), 23 (PCL)
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT  NPI-G 05, 23
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3,00 ELEV RWY THRESHOLD:866.1
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:46.8
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:

KELLY DEAN

DATE:
01/21/2014

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-352

PART C - REMARKS:
THRESHOLD DISPLACED 199.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

TERPS PARAGRAPH 289 APPLIED TO 1199 AAO
353312N/0810511W

VGSI DATA: 3.00/46.8
SEE ATTACHED AIRSPACE LETTER.

LPV INNER SLOPE 34:1
LNAV/VNAV SLOPE: 23.36:1

TERPS, VOLUME 1 "VISUAL PORTION OF FINAL" (34:1)
PENETRATIONS:

942 TREE (KIPJT003) 352935.41N/0810859.70W (12.39)
938 TREE (KIPJT002) 352934.53N/0810902.16W (14.55)

NO HISTORICAL DATA AVAILABLE FOR ACT.

CRITICAL TEMPERATURES
CRITICAL LOW CRITICAL HIGH ACT APTISA DELTAISALOW
-16C (4F) 54C (130F) -16C  +13.26 -29.26

CRITICAL LOW TEMP BASED ON EFFECTIVE ACT

DESCENT RATE: STANDARD TEMP 965 HIGH TEMP 1127
TEMPERATURE LIMITS, DELTA IS LOW, AND DESCENT VALUES
DERIVED FROM AFS-400 CALCULATOR

VEGATATION HEIGHT 100

JOPAT INITIAL OBST (#11) AND MISSED LEVEL SFC OBST
(#22) UTILIZE IPDS PROVIDED ACCURACY.

RASS (PRESSURE PATTERNS THE SAME)
KIPJ= 877.7, KCLT= 784.0,
RA=62.4

8260.3, VOLUME 1, CHAPTER 2, NEW CIRCLING CRITERIA
APPLIED:

CAT A: 1.30NM

CAT B: 1.84NM

CAT C: 2.89NM

CAT D: 3.77NM




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
FINAL: LPV . CisBU RW23 15. TREE (KIPJT002)  |352934.53N/0810902.16W [938 (2C) .:[ 34:1 JAC20 MA27 11431277 ..
FINAL: LNAV/VNAV CISBU RW23 16. TREE (KIPJT008)  [352938.86N/0810908.69W |954 (2C) 23.36:1 1135/269
FINAL: LNAV cisBuU GATEQ/2.00 NM TO [17. AAO (OBS-2045) 353219.43N/0810619.95W {1179 (2C) 250 [RA63 DG111 1540
RW23
FINAL: LNAV STEPDOWN GATEQ200NMTO |RW23 T8.TREE (KIPJT009)  [353029.95N/0810757.63W |1028 (2C) 250 1280
RW23
MAP:

3. MISSED
APPROACH ELEV:
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.

CATEGORY A 1.3 NM A 350

CATEGORY B 1.5NM I&J 450 :(‘

CATEGORY C 17NM  |S] 450 |2

CATEGORY D 23NM_ |1 550 |2

CATEGORY E 4.5NM x 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: .

SECTOR OBSTRUCTION BRGIDIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) " MSA
CITY AND STATE ELEVATION: 878 FACILITY PROCEDURE AND AMENDMENT NO: REGION
LINCOLNTON, NC AIRPORT NAME: RNAV RNAV (GPS) RWY 23, AMDT 1 ASO
LINCOLNTON-LINCOLN COUNTY RGNL

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NW S |OTHER: SOURCE:
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC
[VHF [UHF | |HF LOCATION: ADJUSTMENT:
. PRIMARY NAVAID:
MONITOR |-MONITOR POINT:
SsTATUS | HRS [ CAT1
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. HIRL
o
LIGHTING REIL
TDZ
CILINE
OTHER (SPECIFY)
6. RUNWAY  [BASIC
MARKINGS |ALL WEATHER
INSTRUMENT
7. RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD

COURSE AIMING

ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:




RADIO FIX AND HOLDING DATA RECORD

NAME: CISBU STATE: NC COUNTRY: US
LATITUDE/LONGITUDE: 353240.69N/0810449.23W TYPE: WP, RADAR, INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC

. BRG BRG NM  FEET
1 LINCOLNTON I-iPJ LOC/DME 053.16 047.16 5.99 599 36386
2 BRARRETTS MOUNTAIN BZM VOR/DME L 164.00 158.00 20.94
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:
LINCOLNTON (FAC 1) AND BARRETTS MOUNTAIN (FAC 2) USED TO ESTABLISH FIX COORDINATES
KIPJ R23 DISPLACED THRESHOLD COORDINATES: 352917.14N/0810917.91W

FiX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
IAP ILS Y OR LOC Y RWY 23 1,2 KIPJ LINCOLNTON
IAP ILS ZOR LOC Z RWY 23 1,2 KIPJ LINCOLNTON
IAP RNAV (GSP) RWY 23 KIPJ LINCOLNTON
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/29/2014
REASON FOR REVISION:
FIX MOVED 0.26 NM SOUTHWEST, UPDATED LAT/LONG.
ADDED RADAR, INT, AND DME TO FIX TYPE.
ADDED FAC 1 AND FAC 2 DATA.
ADDED FIX MAKE UP REMARK.
UPDATED FIX USE INFORMATION.
DEVELOPED BY: DATE: 01/09/2014 OFFICE: AJV-352 NAME: KELLY DEAN
APPROVED BY: DATE: OFFICE: AJV-352 NAME: SUE CRUMB
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZTL
ATC FACILITY: CLT APP CON
OTHER:

MRA MAA

2500 5300
2500 17500

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: GATEQ STATE: NC COUNTRY: US

LATITUDE/LONGITUDE: 353038.85N/0810730.13W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM  FEET

1 LINCOLNTON I-IPJ LOC/DME 053.16 047.16 3.00 3.00 1340 5300

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

LINCOLNTON (FAC 1) USED TO ESTABLISH FIX COORDINATES
KIPJ R23 DISPLACED THRESHOLD COORDINATES: 352917.14N/0810917.91W

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP ILS YOR LOC Y RWY 23 1 KIPJ LINCOLNTON NC (US)
IAP ILS ZOR LOC Z RWY 23 1 KIPJ LINCOLNTON NC (US)
IAP RNAV (GPS) RWY 23 KIPJ LINCOLNTON NC (US)

REQUIRED CHARTING: iAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/29/2014

REASON FOR REVISION:

MOVED FiX 0.10NM SW, UPDATED LAT/LONG.
ADDED DME TO FIX TYPE.

ADDED FAC 1 DATA.

UPDATE FIX USE AND REMARKS.

DEVELOPED BY: DATE: 01/09/2014 OFFICE: AJV-352 NAME: KELLY DEAN
APPROVED BY: DATE: OFFICE: AJV-352 NAME: SUE CRUMB
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZTL
ATC FACILITY: CLT APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: HIDOD STATE: NC COUNTRY: US
LATITUDE/LONGITUDE: 353318.16N/0805309.78W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 23 KIPJ LINCOLNTON NC (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/29/2014
REASON FOR REVISION:
FIX MOVED 1 MILE SE (FIX NAME RETAINED PER ATC OPERATIONAL REQUIREMENT).
DEVELOPED BY: DATE: 01/16/2014 OFFICE: AJV-352 NAME: KELLY DEAN
APPROVED BY: DATE: OFFICE: AJV-352 NAME: SUE CRUMB
SIGNATURE:

DISTRIBUTION: NFDC

FPO: EST

ARTCC: ZTL

ATC FACILITY: CLT APP CON

OTHER:
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: IWWON

LATITUiDEILONGITUDE: 352053.17N/0812020.75W

AIRSPACE DOCKET:

STATE: NC COUNTRY: US
TYPE: WP

FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 SW WP 233.07 063.07 R 4 3200 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (37-003164) 351533.88N/0812018.24W 1532 4D

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP RNAV (GPS) RWY 23 1 KIPJ LINCOLNTON NC (US)

IAP RNAV (GPS) RWY 5 1 KiPJ LINCOLNTON NC (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2

DEVELOPED BY: DATE: 12/01/2010

APPRQVED BY: DATE: 03/21/2011
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZTL

DATE OF REVISION: 05/05/2011
OFFICE: AVN-110 NAME: PETER GETZ (RICK AKERS)

OFFICE: AVN-110 NAME: DARRYEL ADAMS

ATC FACILITY: CLT APP CON

OTHER:

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: JIVOM STATE: NC COUNTRY: US

LATITUDE/LONGITUDE: 353743.03N/0805809.27W TYPE: WP, RADAR, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 LINCOLNTON I-PJ LOC/DME 053.16 047.16  13.39 13.40 3000 5300

2 BARRETTS MOUNTAIN BZM VOR/DME L 14329 13729 1956 19.56 3000 17500

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 NE WP 053.25 233.25 R 4 3000 6000 5 6

2 NE I-IPJ LOC/DME 053.16 233.16 R 1 3000 5300 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 353530.52N/0810349.14W 1439 2C

2 200 AAO 353530.52N/0810349.14W 1439 2C

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:
LINCOLNTON (FAC 1) AND BARRETTS MOUNTAIN (FAC 2) USED TO ESTABLISH FIX COORDINATES
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP ILS Y ORLOC Y RWY 23 1 KIPJ LINCOLNTON NC (US)
IAP ILS Z OR LOC Z RWY 23 1,2 2 KiPJ LINCOLNTON NC (US)
IAP RNAV (GPS) RWY 23 1 KIPJ LINCOLNTON NC (US)
IAP RNAV (GPS) RWY 5 1 KIPJ LINCOLNTON NC (US)

REQUIRED CHARTING: |IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/29/2014

REASON FOR REVISION:

ADDED RADAR, INT, DME TO FIX TYPE.

ADDED FAC 1 AND FAC 2 DATA.

ADDED HOLDING PATTERN 2.

ADDED FIX ESTABLISHMENT REMARK.
UPDATED HOLDING CONTROLLING OBSTACLE.
UPDATED FIX USE.

DEVELOPED BY: DATE: 10/24/2013 OFFICE: AJV-352 NAME: KELLY DEAN
APPROVED BY: DATE: OFFICE: AJV-352 NAME: SUE CRUMB
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZTL
ATC FACIUITY: CLT APP CON
OTHER:
WAL,
Qo
2
O
Ao, <Q
EC \ <,

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: JOPAT STATE: NC COUNTRY: US
LATITUDE/LONGITUDE: 354207.69N/0810309.31W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 23 KIPJ LINCOLNTON NC (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/29/2014
REASON FOR REVISION:
FIX MOVED 1 NM NW (FIX NAME RETAINED FOR ATC OPERATIONAL REQUIREMENT).
DEVELOPED BY: DATE: 01/16/2014 OFFICE: AJV-352 NAME: KELLY DEAN
APPROVED BY: DATE: OFFICE: AJV-352 NAME: SUE CRUMB
SIGNATURE:

DISTRIBUTION: NFDC

FPO: EST

ARTCC: ZTL

ATC FACILITY: CLT APP CON

OTHER:
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: LINCOLNTON STATE: NC
AIRPORT NAME: LINCOLNTON-LINCOLNTON COUNTY RGNL ID: KIPJ
PROCEDURE: RNAYV (GPS) RWY 23 AMDT: 1
DOCKET #:

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000' point 3.42
(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2. Width of FINAL segment at 1000’ point 1.20
(Enter appropriate segment , final, intermediate, etc.)

3. True Course of FINAL segment containing 1000’ point 227.20

4. High Terrain in FINAL segment containing 1000’ point 979

5. Distance from FAF to 1500' point 7.41
(if 1500' point in PT maneuvering area or holding pattern note in remarks)

6. Width of INTERMEDIATE segment at 1500' point 4.00

7. True Course of INTERMEDIATE segment containing 1500’ point_227.25

8. High Terrain in INTERMEDIATE segment containing 1500' point 1539

9. Threshold Coordinates (if straight-in) ... 352917.14N ,0810917.91W

10. ARP Coordinates ..........cccccu.......... 352900.00N / 0810940.50W

11. Runway Approach End and distance furthest from ARP................. RWY 5

Distance 0.45 NM

12. FAF Coordinates ......................... 353240.69N ,0810449.23W

(Click to Select)

REMARKS: Approach/Drawing attached. TAA UTILIZES 30 NM RADI!
JIVOM (IF/IAF): 353743.03N/0805809.27W
JOPAT (IAF): 354207.69N/0810309.31W  HIDOD (IAF): 353318.16N/0805309.78W




