RNAV - STANDARD
US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION _ TITLE 14 CFR PART 97.33 _

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Celiings are in feet
above airport ‘elevation. “Distances are in nautical miles unless otherwise indicated, except visibiliies which
are in statute miles or in feet RVR.

TERMINAL ROUTES. , , MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LNAV: RW08
RUJAP (IAF) SEPBU (NOPT) (FB) 166.86 / 5.00 5000
TAULS (IAF SEPBU (NOPT) (FB 346.90 / 5.00 5000
(1AF) ( ) (FB) CLIMB TO 5000 DIRECT NEGVE AND HOLD.

SEPBU (IF/IAF) UBIRE (FB) 1076.88/6.53 3800
UBIRE (FAF) RWO08 (MAP) (FO) 076.96 / 5.97
RWO08 (MAP) 2282 MSL 076.96
2282 MSL NEGVE (FO) 5000

. ADDITIONAL FLIGHT DATA:
HOLD E, RT, 257.19 INBOUND.
FAS OBST: 2149 AAO 373927N/0821226W
CHART PINEVILLE AWOS-3
UBIRE TO RWO08: 3.05/40.

1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF {1AF)

2. HOLD W SEPBU, RT, 076.88 INBOUND, 5000 FT. IN LIEU OF PT (IAF)

3. FAC: 076.96 FAF: UBIRE DIST FAF TO MAP: 5.97 THLD: 5.97

4. MIN. ALT: SEPBU 5000, UBIRE 3800

5. DIST TO THLD FROM OM: MM: iM: 150 HAT: 100 HAT: GS ANT:

6. MIN GS INCPT: GS ALTAT: OM: MM '

7. GS ANGLE: TCH:34:11S NOT CLEAR

8. MSA FROM: ’ MAG VAR: 7w EPOCH YEAR: 2010

MINIMUMS
TAKECFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA I Xj
CATEGORY =====> A B C D - E
DH/MDA Vis HAT/HAA| DH/MDA Vis HAT/HAA | DH/MDA VIS HAT/HAA | DH/IMDA VIS HAT/HAA | DHIMDA VIS HAT/HAA

LNAV MDA 2580 1 754 2580 | 11/4 754 2580 2 754 2580 2 754

CIRCLING 2680 1 798 2680 11/4 798 2680 214 798 2720 2314 838

NOTES: )

CHART NOTE: USE PINEVILLE ALTIMETER SETTING; WHEN NOT RECEIVED, USE BECKLEY ATLIMETER SETTING AND AL
INCREASE ALL MDA 140 FEET; INCREASE CIRCLING CATS A AND D VISIBILITY 1/4 MILE, AND 0.\3 7
INCREASE LNAV CATS C AND D AND CIRCLING CAT C VISIBILITY 1/2 MILE. o

CHART NOTE: DME/DME RNP-0.3 NA. QS/ o

(SEE FORM 8260-10) B A (o N3

CITY AND STATE ELEVATION: 1882 THRE: 1826 FACILITY PROCEDURE NO./AMDT NOJEFFECTIVE DATE:  |SUP:

WILLIAMSON, WV AIRPORT NAME: IDEN;H‘XER: RNAV (GPS) RWY 8, ORIG-A AMDT: ORIG
APPALACHIAN RGNL DATED 02/09/2012
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ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
]':_] YES [x] ~o . ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
S o B - [ [X]  [X] zp.awer
FLIGHT CHECKED BY
NAME: FIFO DATE.
ROBERT STEPHEN PRESSLER FIOG 10/15/2010
DEVELOPED. BY
NAME. - | FIFO DATE:
ERIC VALDEZ AJV-352 03/25/2012
APPROVED BY
NAME: FIFO DATE.
DARRYEL ADAMS MANAGER AJV-352
CHANGES:
1. CHANGED AIRPORT NAME FROM MINGO RNGL TO APPALACHIAN RGNL.
2. CHANGED TDZE TO THRE. ’
3. LNAV CAT D VIS CHANGED FROM 2 1/4 TO 2.
4 LNAV HAT ALL CATS CHANGED FROM 718 TO 754.
5. ALTIMETER CHART NOTE UPDATED: DELETED LNAV CAT B INCREASE IN VISIBILITY WHEN USING BECKLY ALTIMETER SETTING.
REASONS:
1. PER FPT.
2,3,4, 5. 8260.3 B CHG 20, CHP. 3.
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAV - STANDARD : except HAT, HAA, TCH, and RA. Altitudes are minimum aititudes unless otherwise indicated,
g X Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 excopt visibiltios which are in statute milos of I foat RVR.
NOTES, (CONT.):
CHART NOTE: PROCEDURE NA AT NIGHT.
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.
TAA
FROM TO ALT
1. 347/30 CW 167/30 (NOPT) SEPBU (IF/IAF) (FB) 5000
2. 167/30 CW 257/30 RUJAP (IAF) (FB) 5000
3. 257/30 CW 347/30 TAULS (IAF) (FB) 5400
ALy
X
g ° L3
A
CITY AND STATE ELEVATION: 1882 THRE: 1826 FACILITY | PROCEDURE NO./ AMDT NOJEFFECTIVE DATE: SUP:
IDENTIFIER: .
WILLIAMSON, WV : RNAV (GPS) RWY 8, ORIG-A
\ AIRPORT NAME ‘ RNAV | ( | AMDT: ORIG
APPALACHIAN RGNL 7 DATED: 02/09/2012

FAA FORM 8260-10/ April 2006 (Computer Generated) _ ' | PAGE 2 OF 4 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

- 0 o O

[ ves [ vo
COORDINATED WITH: :
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[ ] [ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:
REASONS:
M .
M




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION'ADMINISTRATION o Bearings, headings, courses, 4and radials are magnetic. Elevations and altitudes are in feet, MSL,

) except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—B'NAL‘G-ESLS—IAN-DABD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation.. Distances are in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.33. . o indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 2 5 3 7 8 B 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456785012
SUSAEAENRT NEGVE K60 W N37451818W081520130 W0073 NAR NEGVE
SUSAEAENRT  RUJAP K50 W N37411054W082244578 W0069 NAR RUJAP
SUSAEAENRT - SEPBU K50 W N37362854W082223577 W0069 NAR SEPBU
SUSAEAENRT  TAULS K50 W N37314649W082202604 W0069 NAR TAULS
SUSAEAENRT UBIRE K50 W N37384317W082145275 W0070 NAR UBIRE
1 2 3 4 5 5 7 8 ) 0 1 2 3

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KEBDK6AEBD 0 050YHN37405435W082071944W007001882 1800018000C MNAR APPALACHIAN RGNL

1 2 3 4 5 6 7 8 9 0 B 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KEBDK6FRO8 ARUJAP O010RUJAPKSEAQE A IF 18000 B JS
SUSAP KEBDK6FROS8 ARUJAP 020SEPBUKSEACEE B 010TF 16690050 + 05000 B JS
SUSAP KEBDK6FRO8 ASEPBU 010SEPBUK5SEAQOEE AR HF 07690050 + 05000 18000 B JS
SUSAP KEBDK6FR08 ATAULS 010TAULSKSEAQE A IF ’ 18000 B JS
SUSAP KEBDK6FROS8 ATAULS 020SEPBUKSEAQEE B 010TF 34690050 + 05000 B JS
SUSAP KEBDK6FRO8 R 010SEPBUKSEAOE I IF + 05000 18000 B JS
SUSAP KEBDKGFROS R 020UBIREKSEALE F O051TF 07690065 + 03800 B JS
SUSAP KEBDK6FROS8 R 020UBIREKSEA2WN N ALNAV : Js
SUSAP KEBDK6FRO8 R 030RW08 K6PGOGY M 031TF 07700060 01866 -305 B JS
SUSAP KEBDK6FROS8 R 040 0 M CA 0770 + 02282 B JS
SUSAP KEBDK6FRO8 R 050NEGVEK6EAQOEY DF + 05000 B JS
SUSAP KEBDK6FROS8 R 060NEGVEK6EAQOEE R HM 25720050 + 05000 B JS
1 2 3 4 5 ‘ 6 7 8 9 0 1 2 3

RUNWAY 123456785012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KEBDK&GRW0S8 0050000770 N37404591W082074867+1100 +0525101826000040075R
WALy
¢
%,
3
(T A
CITY AND STATE . ELEVATION: 1882 ~ - THRE: 1826 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: * |gup:
WILLIAMSON, wv AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 8, ORIG-A
i APPALACHIAN RGNL AMDT: ORIG
~ RNAV ‘ ,
DATED:  02/09/2012
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] wo

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0 T e I o R

AOPA NBAA OTHER (specify)

[ 1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: NFPG DATE:
APPROVED BY
NAME: NFPG DATE:
CHANGES:
REASONS:
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&
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

‘Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
RUJAP ' RUJAP 010 IAF IF FB
RUJAP SEPBU 020 TF FB 1.0 166.9(159.9T) 005.0 AA 05000
SEPBU SEPRU 010 IAF HF R FO 076.9(069.9T) 005.0 AA 05000
TAULS TAULS 010 IAF " IF -FB
TAULS SEPBU 020 TF FB 1.0 346.9(339.9T) 005.0 AA 05000
SEPBU 010 FACF IF FB : AA 05000
UBIRE 020 FAF TF . FB 0.5 076.9(069.9T) 006.5 AA 03800
RW08 030 MAP TF FO 0.3 077.0(070.0T) 006.0 AT 01866
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB O77.0(070.0T) AA 02282
NEGVE 050 DF FO AA 05000
NEGVE 060 HM R FO 257.2(250.2T) 005.0 AA 05000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
NEGVE N37y4518.18 W0815201.30 ' N3745.303 wW08152.022
RUJAP N374110.54 W0822445.78 N3741.176 w08224.763
SEPBU N373628.54 w0822235.77 N3736.476 W08222.596
TAULS N373146.49 W0822026.04 N3731.775 W08220.434
UBIRE N373843.17 W0821452.75 N3738.720 W08214.879
RWO8 N374045.91 W0820748.67 N3740.765 wW08207.811
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RWO08 01826 40
als
S
9
o L
‘!/r‘\é(
CITY AND STATE ELEVATION: 1882 THRE: 1826 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syp:
WILLIAMSON, WV AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 8, ORIG-A
: APPALACHIAN RGNL AMDT: ORIG

RNAV

FAA FORM 8260 - 10 / April 2006 (Computer Generated)

DATED:  02/09/2012
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

1 O O O

AOPA NBAA OTHER (specify)

I N

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: NFPG DATE:
APPROVED BY
NAME: NFPG DATE:
CHANGES: _
REASONS:
Nal A




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM - TO OBSTRUCTION COORDINATES ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT. |
STRAIGHT-IN AREA 347/30 CW 167/30 - SEPBU 1. TREE 371416.80N/0822727.20W | 3249 (6A) 2000 (MT.249 5000
: e 2. TERRAIN 371416.80N/0822727.20W | 3149 (3100) TAS1500 4600
LEFT BASE AREA 167/30 CW 257/30. . |RUJAP — 5. AAO 374300.00N/0814539.00W | 2835 (4E) 2000 [AT165 5000
‘ v 4. TERRAIN 374300.00N/0814539.00W | 2635 {2600) AS1500 4100
RIGHT BASE AREA 257/30 CW 347/30 TAULS . 5. TREE 370325.40N/0820202.00W | 3306 (6A) 2000 |MT-406 ' 5400
— |6. TERRAIN 370325.40N/0810202.00W | 3706 (3700) AS1500 5200
INITIAL RUJAP SEPBU 7. TOWER (21-000908) 373516.87N/0822244.78W | 2158 (1A) 1000 [AT1842 5000
8. TERRAIN 373457.00N/0822309.00W | 1867 (1900) AS1500 3400
INITIAL TAULS ‘ SEPBU 9. AAO 373115.00N/0821842.00W | 2333 (4E) 1000 |AT1667 5000
‘ 10. TERRAIN 373546.10N/0822139.20W | 2000 (2000) AS1500 3500
INTERMEDIATE SEPBU (IF/IAF) UBIRE 11. AAO 373546.10N/0822139.20W | 2200 {6A) 500 JAT1100 3800
10. TERRAIN 373546.10N/0822139.20W | 2000 (2000) AS1500 3500
FINAL: LNAV UBIRE RW08 12. AAQ 373927.17N/0821225.93W | 2148 {2A) 250 [RA77 MASO 2580
2. HOLD-IN-LIEU-OF-PT SEPBU P-6 13. AAO 372939.00N/0822315.00W | 2244 (4E) 1000 [AT1756 5000
14. TERRAIN 372939.00N/0822315.00W | 2044 (2000) AS1500 3500
‘ MAP: |RW08 NEGVE .. 5. TREE . 374048.58N/0820716.45W | 2259 (2C) ASC {5000
f\'PMngEgH 16. AAO _ [374019.87N/0815947.07W | 2599 (2C) 1000 3600
ELEV: {2253 17. TERRAIN 374019.87N/0815947.07W | 2399 (2400) -~ [AS1500 3900
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT. :
CATEGORY A 1.3 NM D’ 350 | 798 18. TREE 374111.65N/0820636.74W [2299.(2C) 300 RA77 2680
CATEGORY B 1.5 NM L 450 |2 798 18. TREE 374111.65N/0820836.74W |2299 (2C) 300 RAT7? 2680
CATEGORY C 1.7NM  |S] 450 [P 798 18, TREE 374111.65N/0820636.74W [2299 (2C) 300 RA77 2680
CATEGORY D 23NM |} 550 2 838 19. TREE 374012.50N/0820451.12W |2339 (2C) 300 RA77 2720
CATEGORY E 45NM |®[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID:
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA
, - Q‘d.‘\(,;
. ) 7 =Y 9 5
CITY AND STATE ELEVATION: 1882 ' FACILITY ’ PROCEDURE AND AMENDMENT NO:  |REGION ’%%Q
‘ WILLIAMSON, WV AIRPORT NAME: ' RNAV RNAV (GPS) RWY 8, ORIG-A AEA =
APPALACHIAN RGNL v

FAA Form 8260 - 9/ April 2006 {Computer Generated) PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

PART C - REMARKS:

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING VDP NOT ESTABLISHED - OBSTACLES PENETRATE 20:1,
ZID ARTCC NWS IOTHER: SOURCE KI6  KEKW ALTIMETER ADJUSTMENT IN USE.
EKN FSS ) DISTANCE: 27.26 7 47.92 PARA 251, 20:1 PENETRATION.
FAA [ - v » :
HOURS REMOTE OPERATION: PARA 251, 34:1 PENETRATION.
; 24 | BACKUP
SATISFACTORY ON: AIC. PRECIPITOUS TERRAIN EVALUATION COMPLETED.
X|VHF | xJUHF | [HF LOCATION: ADJUSTMENT: 77/0 BLOCK 2. _
PRIMARY NAVAID: OTHER: AWOS
4. MONITOR POINT: LOCATION: Ki16
MONITOR
STATUS | HRS [CATY EB?S?T?G;ENT- 77 ETM98 FT
OPTN:| CAT 3 SERVICE A: YESIYES
ALS VGSI DATA: 3.00/40
(S) SALS
IALS NO ADDITIONAL AIRSPACE REQUIRED.
RASS PRESSURE PATTERNS SAME
. 5. HIRL KI16 1783, KBKW 2504
APPROACH IRL RA = KI16 76.6, KBKW 197.3.
& RUNWAY
LIGHTING REIL USED 100° TREE HEIGHT
TDZ
e NO RW8/26 SURVEY, VISUAL SURFACES GANNOT BE VALIDATED.
OTHER (SPECIFY) LPV AND LNAV/VNAV NOT DEVELOPED PER NO SURVEYS.
PROCEDURE NA AT NIGHT DUE TO NO SURVEYS.
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT  NPI-G 08, 26
7.RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
6. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINALAPPROACH X  |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:

ERIC VALDEZ

DATE:
03/25/2012

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
- AJV-352




