Flight Procedure Tracking Form

Action:

Task Type: Date Open: | Task #:
FLIGHT CHECK IAP

03/23/2012 2012032324301701002

Request #:
20120323243017

Procedure: RNAV (GPS) RWY 27 AMDT 0O-A Airport 1D: Airport: MENOMONIE MUNI-SCORE FIELD Reimbursable #:
KLUM
City: MENOMONIE ST: WI GPS #: Estimated Chart Date: FICO #:
N = 09/20/2012
Fac ID: Fac. Type: T y ! Specialist: THOMAS KIRKPATRICK
LV
- Procedure Review n
Rec'd Rel'd Full Name Comments "? J
Lead: 03/23/2012 05/14/2012 CASIMIR TABAKA y
QA: 05/14/2012 05/14/2012 STEVEN SZUKALA
iai . / REQUEST POSSIBLE TABLE TOP EVALUATION
Liaison: | 05/14/2012 Al 'ﬂév\SO Qu 0
: Remark Type: INFORMATION
Procedure Comments YP i 7 20(71
MENOMONIE, WI MENOMONIE MUNI - SCORE FIELD (KLUM) RNAV (GPS) RWY 27, ORIG-A ENROUTE-NO FC: 8.7.12 PUB: 9.20.12
ATTACHED FORMS: 8260-3; 8260-10; 8260-9.
CONTACT: JILL OLSON, AlV-353 LEAD, 405.954.9568;
VN 8200-6 (05/26/2005) Data as of: 5/14/2012 2:42:49PM
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MENOMONIE, WISCONSIN AL-9006 [FAA]

WAAS | App CRS|Rwy Idg 5074

CH 97604 2gg° | TDZE 894
W27A Apt Elev 895

RNAV (GPS) RWY 27

MENOMONIE MUNI-SCORE FIELD (LUM)

Baro-VINAV NA when using Chippewa Valley Rgnl altimeter sefting. For uncompensated
Baro-VNAYV systams, LINAV/VNAV NA below -16°C (4°F) or above 54°C (130°F).
DME/DME RNP-0.3 NA.Visibility reduction by helicopters NA. VDP NA when using
Chippewa Valley Rgnl altimeter setting. If local altimeter setting not received, use
Chippewa Valley Rgnl altimeter setting and increase all DAs 41 feet and all MDAs 60 feet.
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MENOMONIE MUNI-SCORE FIELD (LUM)

¥ RNAV (GPS) RWY 27

EC-3, 08 MAR 2012 to 05 APR 2012



RNAV - STANDARD
US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE HJXV %\NAV .
: D,
EAU VORTAC (IAF) OJYAB (NOPT) (FB) 265.15 / 4.30 2800 LNAV: RW27
B B 268.57 /6.1 280
OJYAB (IFIAF) EQNAC (FB) 68.57/6.10 800 CLIMB TO 2800 DIRECT HATEL AND HOLD.
EQNAC (FAF) PENIY/2.00 NM TO RW27 (FB) 268.46 /3.77
PENIY/2.00 NM TO RW27 RW27 (MAP) (FO) 268.41 / 2.00
RW27 (MAP) 1144 MSL 268.41
1144 MSL HATEL (FO) 2800
ADDITIONAL FLUGHT DATA:
HOLD W, RT, 085.15 INBOUND.
CHART FAS OBST: 939 ANT ON BLDG 445322N/0915119W
CHART 1279 TREE 445433N/0914311W.
DISTANCE TO THLD FROM 250 HAT: 0.66 NM.
CHART VDP AT 1.15 MILES TO RW27*
Hﬁé’ g”'imNEL # 97604
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) REFERENCE PATH ID: W27A
2. HOLD E OJYAB, RT, 268.57 INBOUND, 2800 FT. IN LIEU OF PT (IAF) LTP HAE: 241.5 M
3.FAC: 26846 FAF: EQNAC DIST FAF TO MAP: 577 THLD: 577
4. MIN. ALT: OJYAB 2800, EQNAC 2800, PENIY/2.00 NM TO RW27 1560*
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2800 GS ALT AT:EQNAC 2800 OM: MM: IM:
7. GSANGLE:  3.00 TCH:40.0 ~34:1 IS NOT CLEAR
8. MSA FROM: RW27 3200 MAG VAR: 1E EPOCH YEAR: 2000
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A ] I STANDARD @
CATEGORY =====> A B C D E
DH/MDA VIS HAT/HAA| DH/MDA VIS HAT/HAA|DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA
LPV DA 1144 1 250 1144 1 250 1144 1 250 NA
LNAV/VNAV DA 1430 2 536 1430 2 536 1430 2 536 NA
LNAV MDA 1300 1 406 1300 1 406 1300 1114 406 NA
CIRCLING 1440 1 545 1440 1 545 1520 13/4 625 NA
NOTES:
CHART NOTE: BARO-VNAV NA WHEN USING CHIPPEWA VALLEY RGNL ALTIMETER SETTING. @ NA WHEN LOCAL WEATHER NOT AVAILABLE. T
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -16C (4F) OR ABOVE 54C (130F). oL
CHART NOTE: DME/DME RNP-0.3 NA. G,
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. o st}
(SEE FORM 8260-10) Kot
CITY AND STATE ELEVATION: 895 TDZE: 894 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
MENOMONIE, WI AIRPORT NAME: IDEN'I'I‘F;IER: RNAV (GPS) RWY 27, ORIG-A AMDT: ORIG
MENOMONIE MUNI-SCORE FIELD DATED  08/30/2007

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES

[] ves [X] No

REQUIRED EFFECTIVE DATE

ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

1] ] [X] ] [X] [X] [X]  2MP,AMGR, Wi AV DEPT.

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:

THOMAS L KIRKPATRICK AJV-353 03/23/2012

APPROVED BY

NAME: FIFO DATE:

LARRY H STROUT MANAGER AJV-353

CHANGES:

1. UPDATE AIRPORT IDENTIFIER IN FAS DATA BLOCK INFORMATION (ADDED A "K"), REULTING IN NEW CRC REMAINDER.

2. ADD VGSI NON-COINCIDENT NOTE.

REASONS:

1. REQUIRED FOR CODING.

2. VGSI CHANGED FROM TCH OF 40 TO 45

PDF EDITS:

ADD FAF AFTER EQNAC.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAV - STANDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 excops visibiitis which are in statuts milos or In foot RVR.

NOTES, (CONT.):
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.

*LNAV ONLY

CHART NOTE: VDP NA WITH CHIPPEWA VALLEY RGNL ALTIMETER SETTING.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT EAU VORTAC ON AIRWAY RADIALS 254 CW 322.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE CHIPPEWA VALLEY RGNL ALTIMETER SETTING
AND INCREASE ALL DA 41 FEET AND ALL MDA 60 FEET.
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CITY AND STATE ELEVATION: 895 TDZE: 894 II=E)AIECI\|IUI1I-=TE PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
T R:
MENOMONIE, WI : . RNAYV (GPS) RWY 27, ORIG-A
AIRPORT NAME RNAV ( ) AMDT: ORIG
MENOMONIE MUNI-SCORE FIELD DATED: 0813012007

FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 2 OF 6 PAGES



ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ wo
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

I I B N N A

1]

I I

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

except visibilites which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KLUM
RUNWAY RW27
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W27A
LTP/FTP LATITUDE 445327.5230N
LTP/FTP LONGITUDE 0915126.4080W
LTP/FTP ELLIPSOIDAL HEIGHT +02415
FPAP LATITUDE 445326.5200N
FPAP LONGITUDE 0915331.7300W
THRESHOLD CROSSING HEIGHT (TCH) 00040.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1200
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER E906B611
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K5
LTP ORTHOMETRIC HEIGHT +02721
FPAP ORTHOMETRIC HEIGHT +02721
AL
& “
4 9
O&ﬁr\é"
CITY AND STATE ELEVATION: 895 TDZE: 894 FACILITY PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE: SUP:
. IDENTIFIER: RNAV (GPS) RWY 27, ORIG-A
MENOMONIE, Wi AIRPORT NAME: SNV AMDT: ORIG
MENOMONIE MUNI-SCORE FIELD DATED: 08/30/2007

FAA FORM 8260-10 / April 2006 (Computer Generated)

PAGE 3 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[] ves [ vo
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

I I B N I

] [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

y except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—BNAL(G'ES'LSIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 ' 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD EAU K5011290VTLA N44535161W091284273 N44535161W091284273E0040009051 NAREAU CLAIRE
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT EQNAC K50 w N44533104W091431972 w0007 NAR EQNAC
SUSAEAENRT HATEL K50 W N44531767W092091775 W0004 NAR HATEL
SUSAEAENRT OJYAB K50 W N44533413W091344462 w0009 NAR OJYAB
SUSAEAENRT PENIY K50 W N44532880W091483762 w0007 NAR PENIY
1 2 3 4 5 6 7 8 9 0 1 2 3

ATIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KLUMKSALUM 0 050YHN44533240W091520410E001000895 1800018000C MNAR MENOMONIE MUNI-SCORE FIELD

1 2 3 4 5 6 7 8 9 0 1 2 3

SEGMENT 12345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678%012

SUSAP KLUMKSFR27 AEAU 010EAU K5D 0V A IF ) 18000 A JS

SUSAP KLUMKSFR27 AEAU 0200JYABKSEAQOEE B 010TF 26520043 + 02800 A JS

SUSAP KLUMKS5FR27 AOJYAB 0100JYABKSEAOEE AR HF 26860050 + 02800 18000 A JS

SUSAP KLUMKSFR27 R 0100JYABKSEAQE I IF + 02800 18000 A JS

SUSAP KLUMKS5FR27 R 020EQNACKSEA1lE F O051TF 26860061 + 02800 RW27 KS5PGA JS

SUSAP KLUMKSFR27 R 020EQNACKSEA2WALPV ALNAV/VNAV ALNAV Js

SUSAP KLUMKS5FR27 R 021PENIYKS5EAQE S O031TF 26850038 V 0156001574 -300 A JS

SUSAP KLUMKS5FR27 R 030RW27 K5PGOGY M 031TF 26840020 00933 -300 A JS

SUSAP KLUMKS5FR27 R 040 0 M CA 2684 + 01144 A JS

SUSAP KLUMKSFR27 R O050HATELKSEAQEY DF + 02800 A JS

SUSAP KLUMKSFR27 R 060HATELKSEAOEE R HM 08820050 + 02800 A JS

1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KLUMKSGRW27 0050742684 N44532752W091512641+0000 +0241500893000040075R

1 2 3 4 5 6 7 8 9 0 1 2 3

PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678501234567890123456789012

SUSAP KLUMKSPR27 RW27 001 00O0OO0W27A0N4453275230W09151264080+024150300N4453265200W09153317300106751200000400F400500E906B611

SUSAP KLUMKSPR27 RW27 002E +02721+02721LPV 97604 (\3-"‘(-//2«

.
#
e
CITY AND STATE ELEVATION: 895 TDZE: 894 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syp:
MENOMONIE, WI AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 27, ORIG-A
MENOMONIE MUNI-SCORE FIELD AMDT: ORIG
RNAV
DATED:  08/30/2007

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves . [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

a0 O 04

AOPA NBAA OTHER (specify)

1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—RNAy—(G-ES'LSIANDAR‘D INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
1 2 3 4 5 6 7 8 S 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLUMKS5SRW27 K5PG 0 18018003225 M
ounl ip
@
A
fa)
Aol
CITY AND STATE ELEVATION: 895 TDZE: 894 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
MENOMONIE, Wi AIRPORT NAME: IDENTIFIER: RNAYV (GPS) RWY 27, ORIG-A
MENOMONIE MUNI-SCORE FIELD AMDT: ORIG
RNAV DATED:  08/30/2007

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o O O O

AOPA NBAA OTHER (specify)

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

______RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18
ROUTES TRANSITION
EAU

EAU
OJYAB

MISSED APPROACH

POINT DATA

RUNWAY DATA

- RNAV (GPS)

FIX SEQ USE PATH TURN
EAU 010 IAF IF

OJYAB 020 TF

OJYAB 010 IAF HF R
OJYAB 010 FACF IF

EQNAC 020 FAF TF

PENIY 021 SDF TF

RW27 030 MAP TF

FIX SEQ USE PATH TURN

040 CA

HATEL 050 DF

HATEL 060 HM R
WAYPOINT LAT IN SECS

EAU N445351.61

EQNAC N445331.04

HATEL N445317.67

OJYAB N445334.13

PENIY N445328.80

RW27 N445327.52

THRESHOLD
RWY ELEVATION TCH
RW27 00893 40

FO/FB
FB

FO
FB
FB
FB
FO

FO/FB
FB

FO
FO

LONG IN SECS

W0912842.73
W09143189.72
W0920917.75
W0913444.62
W0914837.62
W0915126.41

RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
1.0 265.2(266.2T) 004.3 AA 02800
268.6(269.6T) 005.0 AA 02800
AA 02800
0.5 268.6(269.6T) 006.1 AA 02800
0.3 268.5(269.5T) 003.8 AA 01560 GS 01574
0.3 268.4(269.4T) 002.0 AT 00933
RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
268.4(269.4T) AA 01144
AA 02800
088.2(089.2T) 005.0 AA 02800

LAT IN MINS LONG IN MINS

N4453.860 wW09128.712
N4453.517 W09143.329
N4453.295 W09209.296
N4453.569 W09134.744
N4453.480 W09148.627
N4453.459 W09151.440

CITY AND STATE
MENOMONIE, WI

ELEVATION: 895 TDZE: 894

AIRPORT NAME:
MENOMONIE MUNI-SCORE FIELD

FACILITY
IDENTIFIER:

RNAV

PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:

RNAYV (GPS) RWY 27, ORIG-A
AMDT: ORIG

DATED:  08/30/2007

FAA FORM 8260 - 10 / April 2006 (Computer Generated)

Page 6 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

i O O O

AOPA NBAA OTHER (specify)

1

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MS{ ROC ALT. ADJUSTMENTS MIN. ALT.
INITIAL EAU VORTAC OJYAB 1. TOWER (50-1105) 445544.00N/0913233.00W | 1533 (SE) 1000 2800
2. TERRAIN 445530.00N/0913151.00W | 1159 (1200) 2700
INTERMEDIATE OJYAB (IF/IAF) EQNAC 3. TOWER (50-1119)  |445458.00N/0914149.00W |1688 (5E) 500 2400
4. TERRAIN 445454.00N/0914145.00W 1277 (1300) 2800
FINAL: LPV EQNAC RW27 ASC 1144/250
FINAL: LNAV/VNAV EQNAC RW27 5. ANT ON BLDG 445322.20N/0915118.50W |939 (1B) PDA " |aC10 MA231 1430/536
(KLUMLO019)
FINAL: LNAV EQNAC PENIY/2.00 NM TO [6. TREE 445430.22N/0914425.96W [1179 (2C) 250 |SA-9 DG8O XP60 1560
RW27
FINAL: LNAV STEPDOWN PENIY/2.00 NM TO RW27 5. ANT ON BLDG 445322.20N/0915118.50W [939 (1B) 250 1300
RW27 (KLUML019)
2. HOLD-IN-LIEU-OF-PT OJYAB P-5 1. TOWER (50-1105)  |445544.00N/0913233.00W [ 1533 (5E) 1000 2600
7. TERRAIN 445742.00N/0913909.00W | 1306 (1300) 2800
MAP: |DA/DA/RW27 HATEL 8. TOWER (50-0562)  |445143.00N/0915237.00W | 1370 (4D) ASC 2800
ip“g'sgﬁg'_l 9. PLANT (50-1007) __|445435.00N/0915242.00W | 1077 (aD) | 1000 2100
ELEV: [939/1127/1150 10. TOWER (50-0969) [445204.00N/0920425.00W | 1560 (5D) 1000 2600
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM | | 350 545 9. PLANT (50-1007) 445435.00N/0915242.00W [1077 (4D) 300 ACS50 1440
CATEGORY B 15NM [} 450 z 545 9. PLANT (50-1007) 445435.00N/0915242.00W |1077 (4D) 300 ACS0 1440
CATEGORY C 1.7NM  |S] 450 |2 625 12. TREE 445145.00N/0915242.00W [1219 (2C) 300 1520
CATEGORY D 23NM |2 550 |2
CATEGORY E 45NM |®[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW27 Laly
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) QJI SA 4
360-360 TOWER (50-0405) 357/ 09.4 2180 (4D) 3200 N
7o
CITY AND STATE ELEVATION: 895 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
MENOMONIE, WI AIRPORT NAME: RNAV RNAV (GPS) RWY 27, ORIG-A AGL
MENOMONIE MUNI-SCORE FIELD

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ZMP ARTCC NWS |OTHER: SOURCE:KLUM / KEAU
GRB FSS AWOS-3 [DISTANCE: 0/ 16.44
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC
X|VHF [x|uHF | |HF |LOCATION: KLUM ADJUSTMENT: 0/ 41
. PRIMARY NAVAID:
MONITOR | -MONITOR POINT:
sTaTus | HRS [ CAT1
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. HIRL
APPROACHI™y ™ ImIRL 27 (PCL), 18 (PCL), 36 (PCL), 09 (PCL)
ﬁgﬂmg X |REIL 27 (PCL), 18 (PCL), 09 (PCL)
TDZ
CILINE
X |OTHER (SPECIFY)
PAPI-4R 27 (PCL), 18 (PCL), 36 (PCL), 09 (PCL)
6.RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT NPI-G 27, 18, 36, 09
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:892.8
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:45.0
9. FINALAPPROACH X |[RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS: NONE
PART D - PREPARED BY: DATE:
THOMAS L KIRKPATRICK 03/23/2012
TITLE: OFFICE:

AERONAUTICAL INFORMATION SPECIALIST

AJV-353

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

PART B:

2. KLUM AWOS IS ON SERVICE A. HRS OPTN: 24,

%ghLLMIKEAU (ASOS IS ON SERVICE A), 16.44 NM, 24,
.34 FT.

VGSI DATA: 3.00/45 TCH
ISA DEVIATION: -30

RASS PRESSURE PATTERNS SAME
KLUM 895, KEAU 913

RA = 40.4.

SEE ATTACHED AIRSPACE LETTER.

BACKUP ALTIMETER SOURCE PUBLISHED BY NOTE, ALL DA'S
RAISED 41 FEET, ALL MDA'S RAISED 60 FT IAW 8260.19C
PARA 854M(4)(G)

REQUEST FC VERIFY THE FOLLOWING OBSTACLE'S TO A 4D AC:
OBST #8: 50-0562 445143.00N-0915237.00W 1370 MSL.
OBST #9: 50-1007 445435.00N-0915242.00W 1077 MSL.

THE ORIGINAL PROCEDURE PLACED A TREE ON RWY CENTERLINE
FOR THE FAS OBSTACLE. THE RUNWAY NOW HAS A ANALPV
SURVEY FOR RUNWAY 27. AFTER A MAP STUDY IF THE TREE
WHERE THERE IT WOULD FALL WITHIN THE SURVEYED AREA FOR
THE RUNWAY. ALSO, THE TREE WOULD BE 400' AGL. MOVED

THE TREE TO AN AREA OUTSIDE THE SURVEYED AREA.

AIRPORT NOW HAS LOCAL ALTIMETER, AND MINIMUMS ARE
LOWERED WITH APPROVAL OF FTW FPO.

FINAL OBSTACLE (#6 TREE) LOCATED 212' INTO SECONDARY.
ORDER 8260.3, VOLUME 1, VISUAL PORTION OF

FINAL PENETRATIONS:

34:1 (FPO NOTIFIED)

910 ROAD (KLUML022) 445323.85N-0915116.15W (1.49)

TAA NA PER ATC REQUEST.

(L:r;ggMPENSATED BARO/VNAV ABOVE 95C (230F), CHARTED 54C

XP 60: RASS ADJUSTMENT

H‘RSSEDR ¢\PPROACH OBSTACLES CONT.

IMARY:

11. TERRAIN 445124.00N/0920851.00W 1293 (1300) AS1500
2800




