U.S. DEPARTMENT of TRANSPORTATION — FEDERAL AVIATION ADMINISTRATION

GRAPHIC DEPARTURE PROCEDURE (DP)

Bearings, headings, courses, tracks, and radials are magnetic. Elevation and altitudes are in feet MSL. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet above airport elevation.
Distances are in nautical miles. Visibilities are in statute miles or feet RVR unless otherwise indicated. Graphic depictions attached.

DP Name Number DP Computer Code Superseded Number Dated Effective Date
NATIONAL THREE NATNL3.NATNL TWO 9 FEB 2012
IYPE: SID

DP ROUTE DESCRIPTION:

TAKEOFF RWY 1: CLIMBING LEFT TURN AS SOON AS PRACTICAL TO INTERCEPT DCA VOR/DME R-328 TO 5000 OR AS ASSIGNED, THENCE...
TAKEOFF RWY 4: CLIMBING RIGHT TURN AS SOON AS PRACTICAL TO INTERCEPT DCA VOR/DME R-070 TO 2000 OR AS ASSIGNED, THENCE...
TAKEOFF RWY 15: CLIMBING RIGHT TURN AS SOON AS PRACTICAL TO INTERCEPT DCA VOR/DME R-185 TO 5000 OR AS ASSIGNED, THENCE...
TAKEOFF RWY 19: CLIMB ON DCA VOR/DME R-185 TO 5000 OR AS ASSIGNED, THENCE...

TAKEOFF RWY 22: CLIMBING LEFT TURN AS SOON AS PRACTICAL TO INTERCEPT DCA VOR/DME R-185 TO 5000 OR AS ASSIGNED, THENCE...
TAKEOFF RWY 33: CLIMB ON DCA VOR/DME R-328 TO 5000 OR AS ASSIGNED, THENCE... ‘

...EXPECT RADAR VECTORS TO FILED / ASSIGNED FIX. EXPECT CLEARANCE TO FILED ALTITUDE TEN (10) MINUTES AFTER DEPARTURE.
TRANSITION ROUTE! RAPHIC DEPICTION ONLY):

Transition Computer From
Transition Name Codes FIX/NAVAID To FIX/NAVAID Course Distance MEA MOCA Crossing Altitudes/Fixes

PROCEDURAL DATA NOTES/TAKEOFF MINIMUMS:

NOTE: RADAR REQUIRED :

NOTE: PILOTS SHALL COMPLY WITH RONALD REAGAN WASHINGTON NATL AIRPORT NOISE ABATEMENT AND PROHIBITED AREA (P-56) AVOIDANCE PROCEDURES AS
DEFINED IN AIRPORT/FACILITY DIRECTORY SPECIAL NOTICES.

NOTE: ATC ASSIGNED ONLY.

TAKEOFF MINIUMS: :

RWY 1, 600-2 WITH MINIMUM CLIMB OF 270 FT PER NM TO 1400 OR STANDARD WITH MINIMUM CLIMB OF 500 FT PER NM TO 800.
RWY 4, 400-3 OR STANDARD WITH MINIMUM CLIMB OF 500 FT PER NM TO 420.

RWY 15, 300-13% OR STANDARD WITH MINIMUM CLIMB OF 205 FT PER NM TO 300.

RWY 19, 300-1%2 OR STANDARD WITH MINIMUM CLIMB OF 205 FT PER NM TO 300.

RWY 22, 500-3 OR STANDARD WITH MINIMUM CLIMB OF 280 FT PER NM TO 700.

RWY 33, STANDARD WITH MINIMUM CLIMB OF 246 FT PER NM TO 1100.
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U.S. DEPARTMENT of TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

GRAPHIC DEPARTURE PROCEDURE (DP)

Bearings, headings, courses, tracks, and radials are mégnetic Elevation and altitudes are in feet MSL. Altitudes are minimum altitudes uniess otherwise indicated. Ceilings are in feet above airport elevation.
Distances are in nautical miles. Visibilities are in statute miles or feet RVR unless otherwise indicated. Graphic depictions attached.

DP Name Number DP Computer Code Superseded Number Dated Effective Date
NATIONAL THREE NATNL3.NATNL TWO 9 FEB 2012

TAKEOFF OBSTACLES NOTES:

NOTE: RWY 1, BLDG 119 FT FROM DER, 330 FT RIGHT OF CENTERLINE, 16 FT AGL/23 FT MSL. FENCE AND TREES BEGINNING 261 FT FROM DER, 211 FT LEFT OF
CENTERLINE, UP TO 62 FT AGL/72 FT MSL. TREES BEGINNING 1365 FT FROM DER, 331 FT RIGHT OF CENTERLINE, 47 FT AGL/51 FT MSL. MONUMENT 1.7 NM FROM DER, 1784
FT LEFT OF CENTERLINE, 556 FT AGL/596 FT MSL.

NOTE: RWY 4, MONUMENT 2.4 NM FROM DER, 656 FT RIGHT OF CENTERLINE, 307 FT AGL/377 FT MSL.

NOTE: RWY 15, TREE 1.4 NM FROM DER, 1290 FT LEFT OF CENTERLINE, 74 FT AGL/223 FT MSL.

NOTE: RWY 22, POLES BEGINNING 500 FT FROM DER, ON CENTERLINE, UP TO 11 FT AGL/28 FT MSL. TREES BEGINNING 1024 FT FROM DER, 557 FT RIGHT OF CENTERLINE,
UP TO 78 FT AGL/90 FT MSL. TRMSN POLE 4732 FT FROM DER, 888 FT RIGHT OF CENTERLINE, 100 FT AGL/149 FT MSL. BLDG 4903 FT FROM DER, 651 FT RIGHT OF
CENTERLINE, 97 FT AGL/144 FT MSL. TOWER 1.3 NM FROM DER, 1421 FT LEFT OF CENTERLINE, 170 FT AGL/223 FT MSL. CRANE 1.7 NM FROM DER, 1912 FT RIGHT OF
CENTERLINE, 240 FT AGL/276 FT MSL. BLDG 1.9 NM FROM DER, 2566 FT RIGHT OF CENTERLINE, 200 FT AGL/370 FT MSL.

NOTE: RWY 33, TREES BEGINNING 140 FT FROM DER, LEFT AND RIGHT OF CENTERLINE, UP TO 70 FT AGL/80 FT MSL. BLAST FENCE BEGINNING 174 FT FROM DER, LEFT
AND RIGHT OF CENTERLINE, UP TO 9 FT AGL/24 FT MSL. POLES BEGINNING 1221 FT FROM DER, LEFT AND RIGHT OF CENTERLINE, UP TO 73 FT AGL/106 FT MSL. BUILDINGS
BEGINNING 1557 FT FROM DER, 623 FT LEFT OF CENTERLINE, UP TO 102 FT AGL/142 FT MSL. ELEVATOR 1829 FT FROM DER, 345 FT RIGHT OF CENTERLINE, 71 FT AGL/88 FT

MSL. FLAGPOLE 1.7 NM FROM DER, 2118 FT LEFT OF CENTERLINE, 108 FT AGL/308 FT MSL.

CONTROLLING OBSTACLES:

RWY 1: 596 FT MSL MONUMENT 385322.00N-0770207.00W, 1049 FT MSL TOWER 385624.20N-0770452.42W
RWY 4: 377 FT MSL MONUMENT 385323.00N-0770033.00W

RWY 156: 223 FT MSL TREE 385002.44N-0770039.95W

RWY 19: 189 FT MSL BUILDING 384920.48N-0770229.29W

RWY 22: 462 FT MSL BUILDING 384827.00N-0770358.00W

RWY 33: 470 FT MSL BUILDING 385346.42N/0770418.17W, 793 FT MSL TOWER 385610.00N/0770532.00W

LOST COMMUNICATIONS PROCE| S:

ADDITIONAL FLIGHT DATA:

CHART P-56.

CHART IN BOLD PRINT: NOTE: PROHIBITED AREA P-56 1.5 NM NORTH OF AIRPORT.

CHART IN A BOX: DEPARTURE FREQUENCY (DOUBLE LINE BREAK) IF YOUR ROUTE CONTAINS... (DOUBLE LINE BREAK) DAILY, PALEO, SWANN, WOOLY, OR EMI VORTAC
(DOUBLE LINE BREAK) USE 125.65 / 348.725

CHART IN A BOX: DEPARTURE FREQUENCY (DOUBLE LINE BREAK) IF YOUR ROUTE CONTAINS... (DOUBLE LINE BREAK) J149, BUFFR, CSN VORTAC, FLUKY, GINYA, GVE

VORTAC, HAFNR, LDN VORTAC, MOL VOR/DME, PAUKI, JERES, OR RAMAY (DOUBLE LINE BREAK) USE 118.95/ 257.2
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RONALD REAGAN WASHINGTON NATIONAL WASHINGTON, DC
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U.S. DEPARTMENT of TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

GRAPHIC DEPARTURE PROCEDURE (DP)

Bearings, headings, courses, tracks, and radials are magnetic. Elevation and altitudes are in feet MSL. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet above airport elevation.
Distances are in nautical miles. Visibilities are in statute miles or feet RVR unless otherwise indicated. Graphic depictions attached.

DP Name Number DP Computer Code Superseded Number Dated Effective Date
NATIONAL THREE NATNL3.NATNL TWO 9 FEB 2012

COMMUNICATIONS:
ATIS, CLNC DEL, GND CON, TOWER, DEP CON EAST, DEP CON WEST

FIXES AND/OR NAVAIDS:

CHART: BUFFR, DAILY, FLUKY, GINYA, HAFNR, JERES, PALEO, PAUKI, RAMAY, WOOLY, SWANN, AML VOR/DME, CSN VORTAC, EMI VORTAC, GVE VORTAC, LDN VORTAC, MOL
VOR/DME

REMARKS:
CEILING AND VISIBILITY OPTION USED FOR RUNWAYS 1 AND 4 TO PROVIDE PILOTS THE ABILITY TO SEE P-56.°
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U.S. DEPARTMENT of TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

GRAPHIC DEPARTURE PROCEDURE (DP)

Bearings, headings, courses, tracks, and radials are magnetic. Elevation and altitudes are in feet MSL. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet above airport elevation.

Distances are in nautical miles. Visibilities are in statute miles or feet RVR unless otherwise indicated. Graphic depictions attached.

DP Name Number
NATIONAL THREE

DP Computer Code Superseded Number

NATNL3.NATNL

Effective Date

9 FEB 2012

FLIGHT INSPECTED BY:
GREGORY J. MARION FICO

DEVELOPED BY:
KELLY D. DEAN AJV-352

APPROVED BY:
DARRYEL ADAMS, MANAGER AJV-352

COORDINATED WITH:
ATA, ALPA, APA, AOPA, NBAA, ZDC, POTOMAC APP CON, ARPT MGR

REQUIRED EFFECTIVE DATE:

CHANGES:

1. ADDED “EXPECT CLEARANCE TO FILED ALTITUDE TEN (10) MINUTES AFTER DEPARTURE.” TO DEPARTURE ROUTE DESCRIPTION.

2. ADDED NOTE “ATC ASSIGNED ONLY.”

3. ADDED WOOLY AND EMI VORTAC TO CHARTED FIXES AND DEPARTURE FREQUENCY BLOCK.

REASONS:
1., 2., 3., 4. ATC REQUESTED.

07/12/2012 THIS IS AN UPDATED COPY OF THE FORM DEVELOPED ON 04/14/2012

IN ADDITIONAL FLIGHT DATA, CHANGED DEPARTURE FREQUENCY BOX: CHANGED AML VOR/DME TO J149.
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NOONVY

RADIO FIX AND HOLDING DATA RECORD

NAME: WESTMINSTER VORTAC STATE: MD COUNTRY: US

LATITUDE/LONGITUDE: 392942.03N/0765842.86W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 WESTMINSTER EMI VORTAC H 45000

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 s EMI VORTAC 178.07 358.07 L 1 2500 6000 6 7

2 SE WP 117.64 297.64 R 6 3000 6000 7 8

3 S EMI VORTAC 179.00 359.00 L 1 2600 6000 6 7

e

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 230 AAO 393424.00N/0765815.00W 1162  4E

2 230 TOWER (24-001005) 392649.94N/0764647.21W 1549 1A

3 230 AAO 393424.00N/0765815.00W 1162 4E

REASON FOR NONSTANDARD HOLDING:

PAT 1 AND 3: AIR TRAFFIC AIRSPACE RESTRICTION

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETE.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

DP NATIONAL KDCA WASHINGTON DC (US)

DP CAPITAL KIAD WASHINGTON DC (US)

EN ROUTE J211 (US)

EN ROUTE Ja8 (Us)

EN ROUTE Jag-77 (US)

EN ROUTE J61 (US)

EN ROUTE TK502 (US)

EN ROUTE V166 (US)

EN ROUTE V265 (US)

EN ROUTE V268 (US)

EN ROUTE V3-166-457 (US)

EN ROUTE V3-457 (Us)

EN ROUTE V419 (US)

IAP CONVERGING ILS RWY 19C 3 KIAD WASHINGTON DC (US)

IAP CONVERGING ILS RWY 19R 3 KIAD WASHINGTON DC (US)

IAP CONVERGING ISL RWY 19L 3 KIAD WASHINGTON DC (US)

IAP ILS OR LOC RWY 1 3 KIAD WASHINGTON DC (US)

IAP ILS RWY 19R (CAT II) KIAD WASHINGTON DC (US)

IAP ILS RWY 19R (CAT Ill) KIAD WASHINGTON DC (US)

IAP ILS RWY 1R (CAT Il) 3 KIAD WASHINGTON DC (US)

IAP ILS RWY 1R (CAT Ill) 3 KIAD WASHINGTON DC (US)

IAP ILS OR LOC RWY 10 KBWI BALTIMORE MD (US)

IAP ILS OR LOC RWY 15L KBWI BALTIMORE MD (US)

IAP ILS OR LOC RWY 28 3 KBWI BALTIMORE MD (US

IAP ILS OR LOC RWY 33L 3 KBWI BALTIMORE MD (US)

IAP ILS OR LOC RWY 33R KBWI BALTIMORE MD (US)

IAP ILS RWY 10 (CAT II) KBWI BALTIMORE MD (US)

IAP ILS RWY 10 (CAT Iii) KBWI BALTIMORE MD (US)

IAP ILS RWY 15 R KBWI BALTIMORE MD (US)

IAP VOR RWY 28 KBWI BALTIMORE MD (US)

IAP LOC RWY 15 KMTN BALTIMORE MD (US)

IAP ILS OR LOC RWY 23 KFDK FREDERICK MD (US

IAP RNAV (GPS) Y RWY 23 2 KFDK FREDERICK MD (US)

IAP RNAV (GPS) Z RWY 23 2 KFDK FREDERICK MD (US

IAP VOR - A KFDK FREDERICK MD (US)

IAP NDB RWY 14 KGAI GAITHERSBURG MD (US)

IAP RNAV (GPS)-A 2 KGAI GAITHERSBURG MD (US

IAP VOR RWY 14 KGAI GAITHERSBURG MD (US

IAP VOR - A 3 K2W2 WESTMINSTER i MD (US)

IAP VOR RWY 34 1 KDMW WESTMINSTER sty MD (US)

IAP VOR/DME - B KN68 CHAMBERSBURG ) ~ PA (US)

IAP RNAV (GPS) - A KWO05 GETTYSBURG (CE PA (US)

IAP GPS RWY 35 KTHV YORK R PA (US)

STAR DELRO ARRIVAL KIAD WASHINGTON CueC DC (US)

FAA FORM 8260-2 / AUG 2009
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WESTMINSTER VORTAC

STAR PHILIPSBURG ARRIVAL KIAD
STAR SELINSGROVE ARRIVAL KIAD
STAR WESTMINSTER ARRIVAL KBWI
STAR WESTMINSTER ARRIVAL KMTN

WASHINGTON DC (US)
WASHINGTON DC (US)
BALTIMORE MD (US)
BALTIMORE MD (US)

REQUIRED CHARTING: DP, STAR, MILITARY IAP, IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH

COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 19

REASON FOR REVISION:
UPDATED FIX USE.
UPDATED HOLDING PATTERN 2 DME LENGTH FROM 7 TO 6.

DEVELOPED BY: DATE: 12/01/2011 OFFICE: AJV-352

APPROVED BY: DATE: 04/12/2012 OFFICE: AJV-352

SIGNATURE:

DISTRIBUTION: “NFDC
FPO: EST
ARTCC: ZNY
ATC FACILITY: PCT TRACON, BWI TWR
OTHER: ZDC
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DATE OF REVISION: 05/31/2012

NAME: DONALD SMITH (RODNEY TEMPLETON)

NAME: DARRYEL ADAMS
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INFOONLY

RADIO FIX AND HOLDING DATA RECORD

NAME: WOOLY STATE: MD COUNTRY: US

LATITUDE/LONGITUDE: 392019.18N/0770211.17W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA

BRG BRG NM  FEET

1 BALTIMORE BAL VORTAC L 311.00 300.00 20.17 20.17 2600 17500

2 WESTMINSTER EMI VORTAC H 204.04 196.04 9.75 2600 17500

3 MARTINSBURG MRB VORTAC L 101.00 094.00 37.89 3200 17500

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 NE WP 039.64 219.64 R 4 3200 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 393021.00N/0765829.00W 1099 2C

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETE.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
DP NATIONAL KDCA WASHINGTON DC (US)
DP CAPITAL KIAD WASHINGTON DC (US)
DP STOIC (RNAV) KIAD WASHINGTON DC (US)
DP ARSENAL KHEF MANASSAS VA (US)
EN ROUTE V214 1,2,3 (US)
EN ROUTE V44 1,2,3 (US)
IAP RNAV (GPS) RWY 10 KFME FORT MEADE (ODENTON) MD (US)
IAP RNAV (GPS)-A 1 KGAI GAITHERSBURG MD (US)
IAP RNAV (GPS) RWY 34 KDMW WESTMINSTER MD (US)
STAR SMYRNA KDOV DOVER DE (US)

REQUIRED CHARTING: DP, STAR, IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 8 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:
ADDED HOLDING.
UPDATED FIX USE.

DEVELOPED BY: DATE: 12/30/2011 OFFICE: AJV-352 NAME: DONALD SMITH (RODNEY TEMPLETON)
APPROVED BY: DATE: 04/12/2012 OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZDC
ATC FACILITY: PCT APP CON
OTHER: KDOV

shT )
™

2

i

CH{QC*’

FAA FORM 8260-2 / AUG 2009 Page 1 of 1






