Action: Task Type: Date Open: | Task #: Request #;
Flight Procedure Tracking Form FLIGHT CHECK IAP 06/01/2012 | 2012040910411701002 20120409104117
Procedure: RNAV {GPS) RWY 32 ORIG Alrport 1D: Airport: LINCOLN Reimbursable #:
KLNK
City: LINCOLN ST: NE GPS #: Estimated Chart Date: FICO #:
03/07/2013
Fac ID: Fac. Type: LPV Speclallst: BETTY RICHARDS
Procedure Review 4 A
¢
Rec'd Rel'd Full Name Comments l 1‘\
Lead: | 06/12/2012 | 10/10/2012 | DONALD LANIER .
QA: 10/10/2012 10/10/2012 SCOTT BEARD
Llaison: | 10/10/2012 SPH’\‘V"
Procedure Comments: ENRQUTE |Remark Type: [NFORMATION /2.7 2.4
LINCOLN, NE LINCOLN {KLNK) RNAV (GPS) RWY 32, ORIG (LPV) ENRQUTE-YES FC: 1.B.13 PUB: 3.7.13

ATTACHED FORMS; 8260-3; 8260-10; 8260-9; 8260-2(5): OWSEW, ORIG; YAPUL, ORIG; ZUBTO, ORIG; ZULNO, ORIG.

CONTACT: JILL OLSON/STEVE BARNETT -AV)-353 LEADS, 405.954.4014 / 405.954.9307.

VN 8200-6 (05/26/2005)

Data as of:

10/10/2012 9:21:48AM




UNCOLN, NEBRASKA AL-232 [FAA}

CH 69328 "4 0o” | THRE 1179

FIG

WAAS [0 o Ruy Idg 7816 RNAYV (GPS) RWY 32

LINCOIN(LNK)

VDP NA with Beatrice altimeter setting. When local altimeter setting not received, use Beatrice
altimeter sefting and increase all DA 91 feet and all MDA 100 feet, increase LPY alt Cats visibility
% mile, increase LINAV/VNAV all Cats visibility % mile, increase LNAV Cats C/D and Circling
Cats C/D visibility %4 mile. Helicopter visibility reduction below % SM NA.

W32A | Apt Elev 1218
W Baro-VNAV NA when using Beatrice altimeter setting. For uncompensated Baro-VNAYV systems,
- 0 - o a, 0 .
A LNAV/VNAV NA below -25°C {-13°F) or above 54°C (130°F). DME/DME RNP-0.3 NA. MISSED APPROACH:

Climb to 3200 direct
ZUBTO and hold.

ATIS LINCOLN APP CON UNCOLN TOWER* | GND CON CINC DEL UNICOM
118.05 290.9 124.0 2703 118.5(CTAF) 253.5| 121.9 275.8 | 120.7 2254 122.95

>
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OWSEW: 4040.628N / 09635.705W
YAPUL 4046.374N / 09640.971W
ZUBTO: 4102.232N / 09655.603W
ZULNO: 4048.884N / 09643.277W
RW32: 4050.935N / 09645.164W
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ELEV 1219 [ THRE 1179
OWSEW | 3200 [ zu8T0
ANM | YA uno |
Holding Pattem ‘ O 25NM |
(1435;n 3000 P RW32 | .
—~—] ° {3250 * [NAV only.
3100 —/— 22 | 5 ‘ | *1.7NMto

csaoe T A ’mo\ikkwn"!
TCH 50 3000 —i ; ’
[ - TNM + 31 NM —L o.eNM——L 17
CATEGORY A [ B { c \ D
LPV DA 1429-1 250 (300-1)
A oA 1563-1% 384 (400-1%)
INAV MDA 1760-1 581 (600-1) 1760-13 581 (600-1% )
S HIRLRwys 18-36 and 17-35
CIRCUNG 1760-1 541 (600-1) 5117&%61_]3/;‘/‘) [ 6(‘)?(27%;32) mLm eI

LINCOLN, NEBRASKA
Orig FIG

40°51'N-96°46'W

LINCOIN(LNK)

RNAV (GPS) RWY 32

Z€ AMY (SdD) AVYNY ZEZ-TV QILYWOLNY

NC-2
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COMPILER: AG
REVIEWER:
DBL CHKR:
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RNAV - STANDARD
US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magpetic. Elevationsand altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum aftifudes unless othewise indicated.  Cellings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE [LPV: DA
OWSEW (IF/IAF) YAPUL (FB) 319.14/7.00 3000 tﬁﬁ),’{",?ve;’é DA
YAPUL ZULNO/2.50 NM TO RW32 (FB) 319.09/3.06 SLIMB TO 3200 DIRECT ZUBTO AND HOLD.
ZULNO/2.50 NM TO RW32 RW32 (MAP) (FO) 319.09/2.50
RW32 (MAP) 1429 MSL 319.09
1428 MSL. ZUBTO (FO) 3200
ADDITIONAL FLIGHT DATA:
HOLD NW, RT, 138.93 INBOUND.
CHART FAS OBST: 1454 TOWER 404923N/0964313W
DISTANCE TO THLD FROM 250 HATH: 0.63 NM.
CHART VDP AT 1.67 MILES TO Rw32*
*LNAV ONLY.
WAAS CHANNEL # 69328
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) REFERENCE PATH ID: W32A
2. HOLD SE OWSEW, RT, 319.14 INBOUND, 3100 FT. IN LIEU OF PT (iAF) ) )
3. FAC: 319.09 FAF: YAPUL DIST FAF TO MAP: 556 THLD: 556
4. MIN. ALT: OWSEW 3100, YAPUL 3000, ZULNO/2.50 NM TO RW32 2020
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 3000 GS ALT AT: YAPUL 3000 OoM: MM: IM:
7. GSANGLE: 300  TCH:50.3 34:11S NOT CLEAR
8. MSA FROM: MAG VAR: 6E EPOCH YEAR: 1985
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY z====> A B C D E
DHMDA | VIS |HAT/HAA{DH/MDA | VIS [HAT/HAAIDH/MDA | vis |HATHAA|DHMDA{ VIS |HATHAA|DH/MDA| VIS |HAT/HAA
LPV DA 1429 i 250 1429 1 250 1429 1 250 1429 1 250
LNAV/VNAV DA 1563 11/4 384 1563 11/4 384 1563 11/4 384 1563 11/4 384
LNAV MDA 1760 1 581 1760 1 581 1760 13/4 581 1760 13/4 581
CIRCLING 1760 1 541 1760 1 541 1760 13/4 541 1820 2 601

NOTES:
CHART NOTE: BARO-VNAV NA WHEN USING BEATRICE ALTIMETER SETTING.

CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -25C {(-13F) OR ABOVE 54C

@ NA WHEN LOCAL WEATHER NOT AVAILABLE.

(130F).
CHART NOTE: DME/DME RNP-0.3 NA.
{SEE FORM 8260-10)
CITY AND STATE ELEVATION: 1218 THRE: 1179 FACILTY | PROCEDURE NOJAMDT NOJEFFECTIVE DATE:  |SUP:
LINCOLN, NE AIRFORT NAME: ‘DENgil\EFA!\FI:-R: RNAV (GPS) RWY 32, ORIG ANDT: NONE
LINCOLN DATED

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF 5 PAGES



ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] ves NO ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[:] D [:] ZMP, LNK APP CON, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
BETTY RICHARDS AJV-353 07123/2012
APPROVED BY
NAME: FIFO DATE:
LARRY H STROUT MANAGER AJV-353
CHANGES:
ORIG
REASONS:

FPT REQUEST




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and anitudes_ are iﬂ. feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise lnd:cgted‘. .
RNAV - STANDARD Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 except visibiiities which are in statute miles or in feet RVA.

NOTES, (CONT.):

CHART NOTE: VDP NA WITH BEATRICE ALTIMETER SETTING.

CHART NOTE: WHEN LOCAL ALTIMTER SETTING NOT RECEIVED, USE BEATRICE ALTIMETER SETTING AND INCREASE
ALl DA 91 FEET AND ALL MDA 100 FEET, INCREASE LPV ALL CATS VISIBILITY 1/8 MILE, INCREASE

LNAV/VNAV ALL CATS VISIBILITY 3/8 MILE, INCREASE LNAV CATS C/D AND CIRCLING CATS C/D VISIBILITY

1/4 MILE.

CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 3/4 SM NOT AUTHORIZED.

TAA
FROM TO ALT

1. 229/30 CW 049730 (NOPT) 22978 CW 04978 3500

2. 229/3 CW 049/8 OWSEW (IFAF) (FB) 3100

3. 048/30 CW 229/30 049/13 CW 229/13 4100

4. 04913 CW 220113 OWSEW (IFIAF) (FO) 3500

CITY AND STATE ELEVATION: 1219 THRE: 1179 FACILTY PROCEDURE NOJ AMDT NO/EFFECTIVE DATE:  |sup:

LINCOLN, NE AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 32, ORIG AMDT: _ NONE
’ RNAV :
LINCOLN DATED:

FAA FORM 8260-10/ April 2006 (Combuter Generated) PAGE 2 OF 5 PAGES



[ ] ves

ALLAFFECTED PROCEDURES REVIEWED?

[ ] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:

ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




Bearings, headings, courses, and radials are magnetic. Elevations and aftitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless ctherwise indicated,
except visibilities which are in statute miles or in feet RVR.

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 4]
AIRPORT IDENTIFIER KLNK
RUNWAY RW32
APPROACH PERFORMANCE DESIGNATOR 4]
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 4]
REFERENCE PATH IDENTIFIER (APPROACH D) W32A
LTP/FTP LATITUDE 405056.0680N
LTP/FTP LONGITUDE 0964508.8335W
LTP/FTP ELLIPSOIDAL HEIGHT +03332
FPAP LATITUDE 405209.1300N
FPAP LONGITUDE 0864617.1300W
THRESHOLD CROSSING HEIGHT (TCH) 00050.3
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 1086.75
LENGTH OFFSET 0256
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER FF52623F
ADDITIONAL PATH POINT RECORD INFORMATION
1ICAO CODE K3
LTP ORTHOMETRIC HEIGHT +03594
FPAP ORTHOMETRIC HEIGHT +03594
CITY AND STATE ELEVATION: 1219 THRE: 1179 FACILITY PROCEDURE NOJ AMDT NOJEFFECTIVE DATE: _ |Sup:
. IDENTIFIER: RNAV (GPS) RWY 32, ORIG
LINCOLN, NE AIRPORT NAME: o (@PS) AMDT: NONE
LINCOLN DATED:
PAGE 3 OF 5 PAGES

FAA FORM 8260-10/ April 2006 {(Combuter Generated)



ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[[] ves [ ] wo

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

I N A e S R B L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELGPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

P 1) DARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 o] 1 2 3
WP 1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678950123456789012345678901234567890123456789012
SUSAEAENRT OWSEW K30 W N40403767W096354228 E0036 NAR OWSEW
SUSAEAENRT YAPUL K30 W N40462243W096405824 E0037 NAR YAPUL
SUSAEAENRT ZUBTO K30 W N41021393W096553618 E0038 NAR ZUBTO
SUSAEAENRT ZULNO K30 W N40485304W096431663 E0037 NAR ZULNO
1 2 3 4 5 6 7 8 9 o] 1 2 3

AIRPORT 1234567890123456789012345678%50123456789012345678901234567890123456789012345678201234567890123456789012345678901234567890123456789012

SUSAP KLNKK3ALNK 0 129YHN40510320W096453280E006001219 1800018000C MNAR LINCOLN

1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456785012345678901234567890123456785012

SUSAP KLNKK3FR32 AOWSEW 01l0OWSEWK3EAQEE AR HF 31910040 + 03100 18000 A JS
SUSAP KLNKK3FR32 R O100WSEWK3EAOE I IF + 03100 18000 A JSs
SUSAP KLNKK3FR32 R 020YAPULK3EALE F O051TF 31910070 + 03000 A JS
SUSAP KLNKK3FR32 R 020YAPULK3EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KLNKK3FR32 R 021ZULNOK3EAQE S 031TF 31910031 V 0202002025 -300 A JS
SUSAP KLNKK3FR32 R 030RW32 K3PGOGY M 031TF 31910025 01229 -300 A JS
SUSAP KLNKK3FR32 R 040 0 M CA 3181 + 01429 A JS
SUSAP KLNKK3FR32 R 050ZUBTOK3EAQOEY DF + 03200 A JS
SUSAP KLNKK3FR32 R 060ZUBTOK3EAQOEE R HM 13890040 + 03200 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456785012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567830123456789012

SUSAP KLNKK3GRW32 0086493190 N40505607W096450983+0200 +0333201179047050150R
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567850123456783012345678901234567890123456789012

SUSAP KLNKK3PR32 RW32 001 O000W32A0N4050560680W09645098335+033320300N4052091300W09646171300106750256000503F400500FF52623F

SUSAP KLNKX3PR32 RW32 002E +03594+03594LPV 69328
CITY AND STATE ELEVATION: 1219 THRE: 1179 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyp-
LINCOLN, NE AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 32, ORIG
LINCOLN AMDT: NONE
RNAV DATED:

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

L] I I [ ]

AOPA NBAA OTHER (specify)

[ ] [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceitings ‘are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
OWSEW OWSEW 010 IAF HF R FO 319.1(325.1T) 004.0 AA 032100
OWSEW 010 FACF IF FB AA (03100
YAPUL 020 FAF TF FB 0.5 319.1(325.1T) 007.0 AA 03000
ZULNO 021 SDF TF FB 0.3 319.1(325.1T) 003.1 AA 02020 GS 02025
RW32 030 MAP TF FO 0.3 319.1(325.1T) 002.5 AT 01229
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 ca FB 319.1(325.17) AR 01429
ZUBTO 050 DF FO AA 03200
ZUBTO 060 HM R FO 138.9(144.9T) 004.0 AA 03200
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
OWSEW N404037.67 W0963542.28 N4040.628 W05635.705
YAPUL N404622.43 W0964058.24 N4046.374 W09640.971
ZUBTO N410213.93 W0965536.18 N4102.232 W09655.603
ZULNO N404853.04 W0964316.63 N4048.884 W09643.277
RW32 N405056.07 W0964509.83 N4050.935 W09645.164
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW32 01179 50
CITY AND STATE ELEVATION: 1219 THRE: 1179 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syup-:
LINCOLN, NE AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 32, ORIG
LINCOLN AMDT: NONE
v ;
RNA DATED:
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [ ] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

[ a0 O O

AOPA NBAA OTHER (specify)

[} L

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD

PART - A OBSTRUCTION DATA

1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MS| ROC ALT. ADJUSTMENTS MIN. ALT.
STRAIGHT-IN AREA 229/30 CW 049/30 229/8 CW 049/8 1. TOWER (31-000703) [404710.00N/0962311.00W | 2438 (5D) 1000 3500
2. TERRAIN 401400.00N/0963012.00W [1552 (1600) AS1500 3100
STRAIGHT-IN AREA 229/8 CW 049/8 OWSEW 3. TOWER (31-001076) |404340.00N/0963651.00W [2037 (2C) 1000 3100
4, TERRAIN 403654.00N/0963042.00W | 1454 (1500) AS1500 3000
STRAIGHT-IN AREA 049/30 CW 229/30 049/13 CW 229/13 5. TOWER (31-000058) (404810.00N/0971053.00W 3030 (4D) 1000 4100
410318.00N/0970115.00W [1615 (1600) AS1500 3100
STRAIGHT-IN AREA 049/13 CW 229/13 OWSEW 1. TOWER (31-000703) [404710.00N/0962311.00W | 2438 (5D) 1000 3500
7. TERRAIN 404248.00N/0963439.00W | 1460 (1500) AS1500 3000
INTERMEDIATE OWSEW (IF/IAF) YAPUL 3. TOWER (31-001076) |404340.00N/0963651.00W |2037 (2C) 500 2600
8. TERRAIN 404248.00N/0963439.00W | 1460 (1500) AS1500 3000
FINAL: LPV YAPUL W32 9. GRD (KLNKT0052) [405056.21N/0964503.91W [1181 (1A) 34:1 1429/250
FINAL: LNAV/VNAV YAPUL RwW32 10. TREE (KLNKT0552) |405020.17N/0964355.92W [1284 (1A) 24.3:1 1563/384
FINAL: LNAV YAPUL ZULNO/2.50 NM TO [11. BLDG (31-000314) (404828.00N/0964159.00W [1639 (3C) 250 |RA91 DG40 2020
RW32
2. HOLD-IN-LIEU-OF-PT OWSEW P-5 3. TOWER (31-001076) [404340.00N/0963651.00W | 2037 (2C) 1000 3100
13. TERRAIN 404248.00N/0963439.00W | 1460 (1500) AS1500 3000
MAP: |DA /DA /RW32 ZUBTO 14. AAO 410145.00N/0965818.00W | 1736 (4E) 1000 |AT464 3200
?\'P%ISSESH 15. TERRAIN 410145.00N/0965818.00W [ 1536 (1500) AS1500 3000
ELEV: [1242/1402/1660
4, CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM__| | 350 544 16. TREE (KLNKT0266) | 405225.21N/0964410.09W [1370 (1B) 300 sl 1760
CATEGORY B 1.5 NM W 450 |2 541 17. TOWER (31-020210)| 405130.34N/0964802.34W |1444 (1A) 300 1760
CATEGORY C 17NM  |S[ 450 |2 541 17. TOWER (31-020210)( 405130.34N/0964802.34W (1444 (1A) 300 1760
CATEGORY D 23NM  |S[ 550 |2 601 18. TWR (KLNKT0277) | 404955.32N/0964212.77W [1512(1A) | 300 1820
CATEGORY E 45NM  |%[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RS
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA
CITY AND STATE ELEVATION: 1219 FACILITY PROCEDURE AND AMENDMENT NO: REGION
LINCOLN, NE AIRPORT NAME: RNAV RNAV (GPS) RWY 32, ORIG ACE
LINCOLN

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 1 OF 2 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ZMP ARTCC NW S |OTHER: SOURCE:KLNK / KBIE
LNK APP CON ASOS DISTANCE: 0/32.96
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlIC
X|VHF | X|UHF [ |HF |LOCATION: KLNK ADJUSTMENT: 0/91
) PRIMARY NAVAID:
MONITOR |-MONITOR POINT:
STATUS | HRS | CATH
OPTN:| CAT 3
ALS
(S) SALS
X MALSR 18, 36
5. X HIRL 17, 18, 36, 35
APPROACH VIRL
& RUNWAY
LIGHTING | X |REIL17
TDZ
C/LINE
X |OTHER (SPECIFY)
ODALS 35 PAPI-4L 17, 18, 36, 35
6. RUNWAY  |BASIC
INSTRUMENT  NPI-G 17, 35
7.RUNWAY  |APPROACH 18, 36
VISUAL MIDFIELD
RANGE ROLLOUT 18,36
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:1179.1
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:50.3
9. FINAL APPROACH X [RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:
BETTY RICHARDS

DATE:
07/23/2012

TITLE:
AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-353

PART C - REMARKS:
THRESHOLD DISPLACED 470.

PARA 251, 34:1 PENETRATION.
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

ORDER 8260.3, VOLUME 1, "VISUAL PORTION OF FINAL
:I:EF:ETRATIONS"

1180 GROUND (KLNKT0311) 405056.33N/0964504.17W (0.09)
1181 GROUND (KLNKT0052) 405056.21N/0964503.91W (0.46)

LPV WITH 250 HATH AND VIS NOT LESS THAN 1NM PER FPT
CHECK LIST/ADO.

AIRPORT MAG VAR NOT UPDATED PER FPT.
INTERMEDIATE OBSTACLE IS THE SAME FOR ALL FINAL TYPES.

Eé?()z-VNAV NA BELOW -25C (-13F) OR ABOVE 54C (130F)

-25

DELTA ISA LOW -37.59

DESCENT RATE: STANDARD TEMP 970, HIGH TEMP 1132
TEMPERATURE LOW LIMITS AND DELTA ISA LOW DERIVED FROM
IAPA BUILD, TEMPERATURE HIGH LIMITS AND DESCENT VALUES
DERIVED FROM AFS-400 CALCULATOR

AVERAGE COLD TEMPERATURE BASED ON 5-YEAR HISTORY
(2007-2011)

100 FT VEGETATION PER FPT AND AIRPORT MANAGER.

RASS PRESSURE PATTERNS SAME
KLNK 1218.6, KBIE 1323.6

RA =91.
SEE ATTACHED AIRSPACE LETTER.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
FINAL: LNAV STEPDOWN ZULNO/2.50 NM TO RW32 12. TOWER (31-001040) (404923.00N/0964313.00W | 1454 (5D) 250 |ACS50 1760
RW32
MAP:
3. MISSED
APPROACH ELEV.
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3 NM 350
CATEGORY B 1.5 NM @ 450 j
CATEGORY C 17NM  |S| 450 |2
CATEGORY D 23NM |G 550 |2
CATEGORY E 4.5 NM X550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: .
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MS A
CITY AND STATE ELEVATION: 1219 FACILITY PROCEDURE AND AMENDMENT NO: REGION
LINCOLN, NE AIRPORT NAME: RNAV RNAV (GPS) RWY 32, ORIG ACE
LINCOLN

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NW S |OTHER: SOQURCE:
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlIC
[VHF [VHF | [HF LOCATION: ADJUSTMENT:
] PRIMARY NAVAID:
MONITOR - MONITOR POINT:
STATUS | HRS [CATH
OPTN:[ CAT3
ALS
(S) SALS
MALS
5, HIRL
APPROACH IRL
& RUNWAY
LIGHTING REIL
TDZ
C/LINE
OTHER (SPECIFY)
6. RUNWAY  |[BASIC
INSTRUMENT
7.RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD

COURSE AIMING ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:




- RADIO FIX AND HOLDING DATA RECORD

NAME: OWSEW STATE: NE COUNTRY: US

LATITUDE/LONGITUDE: 404037.67N/0963542.28W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR  IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX  MIN MAX

1 SE WP 139.14 319.14 R 4 3100 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (31-001076) 404340.00N/0963651.00W 2037 2C

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 14 1 KLNK LINCOLN NE (US)
IAP RNAV (GPS) RWY 32 1 KLNK LINCOLN NE (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 01/10/2013

DEVELOPED BY: DATE: 07/18/2012 OFFICE: AJV-353 NAME: BETTY RICHARDS

APPROVED BY: . DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY: LNK APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: YAPUL STATE: NE COUNTRY: US
LATITUDE/LONGITUDE: 404622.43N/0964058.24W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

REMARKS:
PFAF DETERMINED IAW FAAO 8260.54A FORMULA 2-16B

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY
AP RNAV (GPS) RWY 32 KLNK LINCOLN

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 01/10/2013

DEVELOPED BY: DATE: 07/18/2012 OFFICE: AJV-353 NAME: BETTY RICHARDS

APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY: LNK APP CON
OTHER:

STATE
NE (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: ZUBTO STATE: NE COUNTRY: US

LATITUDE/LONGITUDE: 410213.93N/0965536.18W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR  IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX  MIN MAX

1 NW WP 318.93 138.93 R 4 3200 6000 5 6

CONTROLLING OBSTRUCTIONS: :

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (31-001248) 410509.68N/0970050.03W 1935 1A

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 14 1 KLNK LINCOLN NE (US)
AP RNAV (GPS) RWY 32 1 KLNK LINCOLN NE (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 01/10/2013
DEVELOPED BY: DATE: 07/17/2012 OFFICE: AJV-353 NAME: BETTY RICHARDS
APPROVED BY: DATE: » OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY: LNK APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: ZULNO STATE: NE COUNTRY: US

LATITUDE/LONGITUDE: 404853.04N/0964316.63W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 32 KLNK LINCOLN NE (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 01/10/2013
DEVELOPED BY: DATE: 07/18/2012 OFFICE: AJV-353 NAME: BETTY RICHARDS
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY: LNK APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: LINCOLN ‘ STATE: NE
AIRPORT NAME:  LINCOLN ID:  KLNK
PROCEDURE: RNAV (GPS) RWY 32 AMDT: ORIG
DOCKET#:

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 3.36

(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000’ point 1.20
(Enter appropriate segment, final, intermediate, etc.)
3. True Course of FINAL segment containing 1000' point 325.09
4. High Terrain in FINAL segment containing 1000' point 1279
5. Distance from THLD to 1500' point 4.96
(If 1500' point in PT maneuvering area or holding pattern note in remarks)
6. Width of FINAL segment at 1500 point 1.76
7. True Course of FINAL segment containing 1500’ point 325.09
8. High Terrainin FINAL segment containing 1500' point -1279
9. Threshold Coordinates (if straight-in) ... 405056.07N / 0964532.80W*
10. ARP Coordinates ........................... 405103.20N / 0964532.80W
11. Runway Approach End and distance furthest from ARP ................  RWY 36
Distance 1.40 NM
12. FAF Coordinates ............................ 404622.43N / 0964058.24W

REMARKS: Approach/Drawing attached.
*THRESHOLD DISPLACED 470 FT






