Action: ask Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 05/04/2012 | 2012050422411601001 20120504224116
Procedure: RNAV (GPS) RWY 30 AMDT Q-A Airport ID: Airport: OWATONNA DEGNER RGNL Reimbursable #:
KOWA
City: OWATONNA ST: MN GPS #: Estimated Chart Date: FICO #:
09/20/2012

Fac ID: Fac. Type: r L = V " Specialist: JOHN ROSARIO

| : 7

' A Procedure Review /2 (;'

Rec'd Rel'd Full Name Comments B
Lead: 05/04/2012 | 05/07/2012 | JILL OLSON
QA: 05/07/2012 05/22/2012 STEVEN SZUKALA
Liaison: | 05/22/2012 ] P\k@ SN SO REQUEST POSSIBLE TABLE TOP REVIEW
: Remark Type: INFORMATICN

Procedure Comments: rk Typ pes / , _f 1

OWATONNA, MN OWATONNA DEGNER RGNL (KOWA) RNAV (GPS) RWY 30, ORIG-A (LPV)

ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-2(S): CORDY-INT, REV 14.

CONTACT: JILL OLSON, AJV-353 LEAD, 405.954.9568:

ENROUTE-NO FC: 8.7.12 PUB: 9.20.12

VN 8200-6 (05/26/2005)

Data as of:

5/23/2012 8:51:19AM




OWATONNA, MlNNESOTA AL-5424 (FAA)

FIG

RNAV {GPS} RWY 30

T
WAAS Rwy Idg 5500
v sae27 | A CRS THRE ~ 1145
| W30A |Ap! Elev 1146 OWATONNA DEGNER RGNL (OWA)
WV Boro-YNAVY NA when using Faribault alfimetec setting. For uncompensated
A Boro-VNAV systems, INAV/VINAY NA below -17°C [2°F] or obove 36°C (96°F)
DME/DME RNP-0.3 NA. VDP NA wilh Faribault altimeter setting. MALSR
When local oltimater setting not recaived, use Faribault altimeter satting ond -
increase all DA 41 feet and oll MDA 60 feet. Increasa INAV/VNAY gl Cats o 3 ggg?)sg&?:jgcgyoﬂ'?dbdb
visibility to 1 mile, increase INAV Cots C/D visibility to 1 mile and Cot C Circling @ i ’
| visibility to 1 ¥ mile. For inoperative MALSR increase LNAV/YNAY gll Cals
| visibility lo | 12 miles. For inoperotive MALSR, when using Faribault alimeter
‘ sefting, increose LINAV Cats C/D visibility to 1% mile.
|
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ENDSS
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BOBII: 4404.156'N/09308.960'W DEWOR  Holding Patern
CORDY. 4407 423'N/09249.787 W ¢ h2ell
DELZY: 4413.916'N/09313 272W |~ FOUK 3?3" w0 122° - 3000
DEWOR: 4400.372'N/09301 215w | *LNAV only 22NMio 2900 \"’ oy =302 T
ENDSS: 4345 368'N/09259.200'W °1.2 NM 1o RW30 | / 1304°7)
FOLIK: 4405.921'N/09312.585°W ‘*RwW30 ®
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RNAV (GPS) RWY 30



RNAV - STANDARD
US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceflings are in feet
abowve airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DiSTANCE ALTITUDE tﬁX‘v %\ 5
DELZY DEWOR (FO) 145.26/16.09 3000 LNAV: R%;'d A
RST VOR/DME (IAF) DEWOR (NOPT) (FB). 304.26 1 22.73 3000 —
CLIMB TO 2800 DIRECT NOVSY AND HOLD.
CORDY (IAF) DEWOR (NOPT) (EB) 227.51/10.84 3000
ENDSS (IAF) DEWOR (NOPT) (FB) 352.46 / 15.07 3000
DEWOR (IF/IAF) BOBII {FB) 302.15/6.75 2900
BOBII (FAF) FOLIK/2.20 NM TO RW30-(FB) 302.06 / 3.15
ADDITIONAL FLIGHT DATA:
(SEE FORM 8260-10) HOLD NW, RT, 121.84 INBOUND.
CHART FAS OBST: 1312 TK 440557N/0931316W
CHART FAS OBST: 1262 TREE 440629N/0931404W
DISTANCE TO THLD FROM 200 HATH: 0.47 NM.
CHART VDP AT 1.21 MILES TO RW30*
' ' 3‘&2‘2%’ gi"l‘k;s'NEL ¥ 86627
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (AR R o R AT 1. B30A
2. HOLD SE DEWOR, RT, 302.15 INBOUND, 3000 FT. IN LIEU OF PT (IAF) LTP HAE: 320.8 M
3. FAC: 302.06 FAF:BOBII DISTFAF TOMAP: 535 THLD: 535
4. MIN. ALT: DEWOR 3000, BOBI! 2900, FOLIK/2.20 NM TO RW30 1880*
5. DIST TO THLD FROM OM: MM: iM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2900 GS ALT AT:BOBII 2900 OM: MM: IM:
7. GS ANGLE:  3.00 TCH:49.8  34:11S CLEAR
8. MSA FROM: RW30 2900 MAG VAR: 2E EPOCH YEAR: 2000
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY =====> A B c D E
DHIMDA | VIS |HAT/HAA|/DHMDA | VIS |HAT/HAAIDH/MDA | VIS |HAT/HAA [DH/MDA | VIS |HAT/HAA[DH/MDA | VIS _|HAT/HAA
LPV DA 1345 112 200 1345 12 200 1345 172 200 1345 112 - 200
LNAVIVNAV DA 1538 718 393 1538 718 393 1538 718 393 1538 ) 393
LNAV MDA 1580 112 435 1580 142 435 1580 3/4 435 1580 3/4 435
CIRCLING 1620 1 475 1620 1 475 1700 | 42 ] 855 00 f 2 555
NOTES:
CHART NOTE: BARO-VNAV NA WHEN USING FARIBAULT ALTIMETER SETTING. @ NA WHEN LOCAL WEATHER NOT AVAILABLE. _\1Y
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAVIVNAV NA BELOW -17C (2F) OR ABOVE 36C (96F). el o
CHART NOTE: DME/DME RNP-0.3 NA. - U
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT DELZY ON V13 NORTHBOUND AND V411 NORTHWEST CHQ,O
(SEE FORM 8260-10)
CITY AND STATE ELEVATION: 1145 THRE: 1145 FACILITY PROCEDURE NO./AMDT NO.JEFFECTIVE DATE:  |SUP:
OWATONNA, MN AIRPORT NAME: |DEN§H2\EI'R: RNAV (GPS) RWY 30, ORIG-A AMDT- ORIG
' OWATONNA DEGNER RGNL DATED  05/31/2012
FAA FORM 8260 - 3 / April 2006 (computer generated) PAGE 1 OF 5 PAGES



REQUIRED EFFECTIVE DATE

[_"_'] YES

ALLAFFECTED PROCEDURES REVIEWED?

[X7] no

COORDINATES OF FACILITIES

ROUTINE

COORDINATED WITH:
ATA AAT

3 O

ALPA APA AOPA

& O @

NBAA OTHER (specify)

1 X

ZMP, RST APP CON, AMGR

FLIGHT CHECKED BY
NAME: FIFO DATE:
ROY FRANKLIN TURNER FIOG 06/11/2012
DEVELOPED BY
NAME: FIFO DATE:
JOHN R. ROSARIO AJV-353 05/04/2012
’ APPROVED BY
NAME: FIFO DATE:
LARRY H STROUT MANAGER AJV-353

CHANGES:

UPDATED CORDY FIX COORDINATES, 8260-10 FIX COORDINATES FOR CORDY CHANGED FROM N44072532W092494736 TO N44072538W092494'f21

REASONS:

UPDATED FIX COORDINATES, FIX MOVED 13 FEET NE TO ALIGN WITH FAC RADIAL.

07/18/2012: THIS IS A CORRECTED COPY OF THE FORM APPROVED ON 06/19/2012.

CHANGED BARO-VNAV NA NOTE FROM FAIRBAULT ALTIMETER TO FARIBAULT ALTIMETER; CHANGED ALTIMETER NOTE FROM FAIRBAULT TO FARIBAULT.

07/19/2012: THIS IS A CORRECTED COPY OF THE FORM APPROVED ON 06/19/2012.

CHANGED VDP NA NOTE AND MALSR INOP NOTE FROM FAIRBAULT TO FARIBAULT.

1Y
S @
= -~
o




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION ~ | Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAV - STANDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altittides unless otherwise indicated.
N Ceili are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 gmkgsmms which are 510 statute miles or in feet RVR.
TERMINAL ROUTES, (CONT.):
FROM TO COURSE AND DISTANCE ALTITUDE
FOLIK/2.20 NM TO RW30 RW30 (MAP) (FO) 302.0272.20
RW30 (MAP) 1345 MSL 302.02
1345 MSL NOVSY (FO) 2800

NOTES, (CONT.):
BOUND. ,

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT CORDY ON V82-161 SOUTHEAST BOUND.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON ROCHESTER VOR/DME AIRWAY-RADIALS 213 CW 310.

CHART NOTE: VDP NA WITH FARIBAULT ALTIMETER SETTING.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE FARIBAULT ALTIMETER SETTING AND
INCREASE ALL DA 41 FEET AND ALL MDA 60 FEET. INCREASE LNAV/VNAV ALL CATS VISIBILITY TO 1 MILE,
INCREASE LNAV CATS C/D VISIBILITY TO 1 MILE AND CAT C CIRCLING VISIBILITY TO 1 3/4 MILE.

CHART NOTE: FOR INOPERATIVE MALSR INCREASE LNAV/VNAV ALL CATS VISIBILITY TO 1 1/4 MILES.

CHART NOTE: FOR INOPERATIVE MALSR, WHEN USING FARIBAULT ALTIMETER SETTING, INCREASE LNAV CATS C/D

VISIBILITY TO 1 3/8 MILE.

N
<
g ~
o ~
CITY AND STATE ELEVATION: 1145 THRE: 1145 :g\gllqlil.;l;TER PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
OWATONNA, MN AIRPORT NAME: A RNAV (GPS) RWY 30, ORIG-A AMDT:  ORIG
’ OWATONNA DEGNER RGNL DATED:  05/31/2012
PAGE 2 OF 5 PAGES

FAA FORM 8260-10/ April 2006 (Computer Generated)




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES -REQUIRED EFFECTIVE DATE
[ ves [ wo
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY
NAME: - FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KOWA
RUNWAY RW30
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W30A
LTP/FTP LATITUDE 440709.0445N
LTP/FTP LONGITUDE 0931506.9625W
LTP/FTP ELLIPSOIDAL HEIGHT +03208
FPAP LATITUDE 440758.8600N
FPAP LONGITUDE 0931649.5400W
THRESHOLD CROSSING HEIGHT (TCH) 00049.8
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1072
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 35.0
CRC REMAINDER 009656F9
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K3
LTP ORTHOMETRIC HEIGHT +03491
FPAP ORTHOMETRIC HEIGHT +03491
O\)AL / £y
2
O"Ec'és
CITY AND STATE ELEVATION: 1145 THRE: 1145 FACILITY PROCEDURE NO./AMDT NO/EFFECTIVE DATE:  |sup:
. IDENTIFIER: RNAV (GPS) RWY 30, ORIG-A
OWATONNA, MN AIRPORT NAME: AV (GPS) AMDT: ORIG
OWATONNA DEGNER RGNL DATED:  05/31/2012
FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 3 OF [, PAGES




ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ v
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY
NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:
REASONS:
\b?‘l./ 7L

oHeC(:I




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAV [ GPS EI ANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD RST K3011200VDLA N43465856W092354898 N43465856W092354898E0050013891 NARROCHESTER
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT BOBII K30 W N44040934W093085760 EQ0006 NAR BOBII
SUSAEAENRT CORDY K30 C L N44072538W092494721 E0003 NAR CORDY
SUSAEAENRT DELZY K30 C L N44135494W093131633 E0006 NAR DELZY
SUSAEAENRT DEWOR K30 W N44002232W093011291 E0005 NAR DEWOR
SUSAEAENRT ENDSS K30 C L N43452210W092591201 E0005 NAR ENDSS
SUSAEAENRT FOLIK K30 w N44055523W093123508 E0006 NAR FOLIK
SUSAEAENRT NOVSY K30 w N44131418W093274136 E0008 NAR NOVSY
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KOWAK3AOWA 0 055YHN44072260W093153180E002001145 1800018000C MNAR OWATONNA DEGNER RGNL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KOWAK3FR30 ACORDY 010CORDYK3EAQE A IF 18000 A JS
SUSAP KOWAK3FR30 ACORDY 020DEWORK3EAOEE B 010TF 22750108 + 03000 A JS
SUSAP KOWAK3FR30 ADELZY 010DELZYK3EAOQOE IF 18000 A JS
SUSAP KOWAK3FR30 ADELZY 020DEWORK3EAOEY 020TF 14530161 + 03000 A JS
SUSAP KOWAK3FR30 ADELZY O030DEWORK3EAOEE AR HF 30220040 + 03000 A JS
SUSAP KOWAK3FR30 AENDSS 010ENDSSK3EAQOE A IF 18000 A JS
SUSAP KOWAK3FR30 AENDSS 020DEWORK3EAOEE B 010TF 35250151 + 03000 A JS
SUSAP KOWAK3FR30 ARST 010RST K3D 0V A IF 18000 A JS
SUSAP KOWAK3FR30 ARST 020DEWORK3EAQEE B 010TF 30430227 + 03000 A JS
SUSAP KOWAK3FR30 R 010DEWORK3EAQE I IF + 03000 18000 A JS
SUSAP KOWAK3FR30 R 020BOBIIK3EAlE F O051TF 30220068 + 02900 RW30 K3PGA JS
SUSAP KOWAK3FR30 R 020BOBIIK3EA2WALPV ALNAV/VNAV ALNAV ' Js
SUSAP KOWAK3FR30 R 021FOLIKK3EAQE S O031TF 30210032 V 0188001896 -300 A JS
SUSAP KOWAK3FR30 R 030RW30 K3PGOGY M 031TF 30200022 01195 -300 A JS
SUSAP KOWAK3FR30 R 040 0 M CA 3020 + 01345 A JS
SUSAP KOWAK3FR30 R 050NOVSYK3EAQEY DF + 02800 A JS
SUSAP KOWAK3FR30 R 060NOVSYK3EAQOEE R HM 12180040 + 02800 A JSs
1 2 3 4 5 6 7 8 9 0 1 2 \)M/a
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
Ve
CITY AND STATE ELEVATION: 1145 THRE: 1145 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
OWATONNA, MN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 30, ORIG-A
OWATONNA DEGNER RGNL AMDT: ORIG
RNAV

DATED:  05/31/2012

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves [] no

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

] O 0O 0O ]

FLIGHT CHECKED BY

NAME: FIFO DATE:

DEVELOPED BY

NAME: NFPG DATE:

APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
SUSAP KOWAK3GRW30 0055003020 N44070904W093150696-0700 +03208011450000501001
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KOWAK3PR30 RW30 001 0000W30AON4407090445W09315069625+032080300N4407588600W09316495400106751072000498F400350009656F9
SUSAP KOWAK3PR30 RW30 002E +03491+03491LPV 86627
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KOWAK3SRW30 K3PG 0 18018002925 M
WAL/
>
2
DI
CITY AND STATE ELEVATION: 1145 THRE: 1145 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
OWATONNA, MN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 30, ORIG-A
OWATONNA DEGNER RGNL AMDT: ORIG
RNAV DATED:  05/31/2012
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o O 0O O

AOPA

1

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

__ RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes urless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
CORDY CORDY 010 IAF IF FB
CORDY DEWOR 020 TF FB 1.0 227.5(229.5T) 010.8 AA 03000
DELZY DELZY 010 IF FB
DELZY DEWOR 020 TF FO 2.0 145.3(147.3T) 016.1 AA 03000
DELZY DEWOR 030 IAF HF R FO 302.2(304.2T) 004.0 AA 03000
ENDSS ENDSS 010 IAF IF FB
ENDSS DEWOR 020 TF FB 1.0 352.5(354.5T) 015.1 AA 03000
RST RST 010 IAF IF FB
RST DEWOR 020 TF FB 1.0 304.3(306.3T) 022.7 AA (03000
DEWOR 010 FACF IF FB AA 03000
BOBIT 020 FAF TF FB 0.5 302.2(304.2T) 006.8 AA 02900
FOLIK 021 SDF TF FB 0.3 302.1(304.1T) 003.2 AA 01880 GS 01896
RW30 030 MAP TF FO 0.3 302.0(304.0T) 002.2 AT 01195
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 302.0(304.0T) AA 01345
NOVSY 050 DF FO AA 02800
NOVSY 060 HM R FO 121.8(123.8T) 004.0 AA 02800
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
RST N434658.56 W0923548.98 N4346.976 W09235.816
BOBII N440409.34 W0930857.60 N4404.156 W09308.960
CORDY N440725.38 W0924947.21 N4407.423 W09249.787
DELZY N441354.94 W0931316.33 N4413.916 W09313.272
DEWOR N440022.32 W0930112.91 N4400.372 W09301.215
ENDSS N434522.10 W0925912.01 N4345.368 W09259.200
FOLIK N440555.23 W0931235.08 N4405.921 W09312.585
NOVSY N441314.18 W0932741.36 N4413.236 W09327.689
RW30 N440709.04 W0931506.96 N4407.151 W09315.116
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW30 01145 50
WAL/
@
2
Ype®
CITY AND STATE ELEVATION: 1145 THRE: 1145 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: [gup:
OWATONNA, MN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 30, ORIG-A )
OWATONNA DEGNER RGNL AMDT: ORIG
RNAV DATED:  05/31/2012
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 6 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o O 0O O

AOPA

L1

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER DELZY DEWOR 1. TOWER (27-000352) |440519.00N/0930826.00W | 1641 (5D) 1000 [AT359 3000
2. TERRAIN |440415.00N/0930136.00W | 1415 (1400) AS1500 2900
INITIAL RST VOR/DME DEWOR |3- WNDMILL (27-020341]434511.34N/0924053.51W | 1809 (4D) 1000 2900
4. TERRAIN 434431.60N/0924030.50W | 1457 (1500) AS1500 3000
INITIAL CORDY DEWOR |5- TOWER 227-020559Y 440308.18N/0925403.69W | 1632 (4D) 1000 |AT368 3000
- 1440421.00N/0930127.00W | 1404 (1400) AC1500 2900
INITIAL ENDSS DEWOR 7. AAO 1435939.00N/0930515.00W |1539 (4E) 1000 |AT461 3000
8. TERRAIN 435909.00N/0930327.00W | 1323 (1300) AS1500 2800
I
INTERMEDIATE DEWOR (IF/IAF) BOBII 19.AAOD 440409.00N/0930142.00W |1615 (4E) 500 |AC98 2300
10. TERRAIN 440415.00N/0930136.00W | 1415 (1400) AS1500 2900
INTERMEDIATE DEWOR (IF/IAF) BosIl 11. AAO 440439.00N/0930533.00W | 1592 (4E) 500 [Aces 2200
12. TERRAIN 440439.00N/0930533.00W | 1392 (1400) AS1500 2900
INTERMEDIATE DEWOR (IF/IAF) BOBII 13. TOWER (27-002471) [440303.71N/0930241.51W |1580 (4D) 500 2100
12. TERRAIN 440439.00N/0930533.00W | 1392 (1400) AS1500 2900
2. HOLD-IN-LIEU-OF-PT DEWOR P-5 16. WNDMILL 5743.00N/0925113.00W |1716 (2C) 1000 [AT284 3000
(27-002260)
17. TERRAIN 1440415.00N/0930136.00W | 1415 (1400) AS1500 2900
MAP: |DA /DA /RW30 NOVSY ASC 2800
f\'p'\é'ggi& 18. AAO 440924.00N/0932309.00W | 1444 (4E) | 1000 2500
ELEV: |1184/1377/1480 19. TERRAIN 440924.00N/0932309.00W [ 1244 (1200) AS1500 2700
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM | | 350 475 20. TREE 440559.85N/0931609.94W |1319 (2C) 300 1620
CATEGORY B 1.5 NM | 450 2 475 20. TREE 440559.85N/0931609.94W |1319 (2C) 300 1620
CATEGORY C 17NM  |S] 450 |2 555 21. TOWER (27-001716){ 440533.00N/0931531.00W |1337 (5D) 300 AC50 1700
CATEGORY D 23NM |G| 550 |2 555 21. TOWER (27-001716)] 440533.00N/0931531.00W [1337 (5D) 300 ACS0 1700
CATEGORY E 45NM  |%[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW30 AL,
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST ELEVATION (MSL) MSA <~
360-360 TWR (27-001422) 231/07.2 1827 (5D) 2900 Q. 9
lcC‘V
CITY AND STATE ELEVATION: 1145 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
OWATONNA, MN AIRPORT NAME: RNAV RNAV (GPS) RWY 30, ORIG-A AGL
OWATONNA DEGNER RGNL
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH:

2. WEATHER SERVICE

3. ALTIMETER SETTING

ZMP ARTCC

PNM FSS NWS

OTHER:
AWOS-3

FAA

A/C

SATISFACTORY ON:

SOURCE:KOWA / KFBL

DISTANCE: 0/12.51

HOURS REMOTE OPERATION:

x|VHF [xJuHF | |HF JLOCATION: kowa

ADJUSTMENT: 0/60

PRIMARY NAVAID:

4 MONITOR POINT.

MONITOR

sTATUS | HRS [CATI

OPTN:| CAT 3

ALS

(S) SALS

[MALSR 30 (PCL)

5 HIRL 12 (PCL), 30 (PCL)

APPROACH

MIRL 05 (PCL), 23 (PCL)
& RUNWAY

X x|x|x

LIGHTING _|REIL 05 (PCL), 12 (PCL), 23 (PCL), 30 (PCL)

TDZ

C/LINE

X OTHER (SPECIFY)
PAPI-4L 05, 12, 23, 30

6. RUNWAY  [BASIC

MARKINGS ALL WEATHER  PIR-G 12, 30

INSTRUMENT

7. RUNWAY APPROACH

VISUAL MIDFIELD

RANGE ROLL OUT

8. GLIDE GP ANGLE: 3.00

ELEV RWY THRESHOLD:1145.5

PATH DISTANCE FROM RWY:

ELEV GP ANTENNA:

THRESHOLD CROSSING HEIGHT:49.8

9. FINAL APPROACH X  |RUNWAY THRESHOLD

FT. FROM THRESHOLD

COURSE AIMING X JON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:
JOHN R. ROSARIO

DATE:
05/04/2012

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:

AJV-353

PART C - REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.
RASS PRESSURE PATTERNS SAME

KOWA 1146, KFBL 1060

RA = 40.73.

SEE ATTACHED AIRSPACE LETTER.

100' VEGETATION APPLIED PER FPT

KOWA AWOS-3 ON SVC A
KFBL AWOS-3 ON SVC A

RASS ROUNDED UP TO 60' AND PUBLISHED BY NOTE
LPV SLOPE: 34:1
LNAV/VNAV SLOPE: 24.44:1

AVERAGE COLD TEMPERATURE BASED ON STANDARD -30 ISA
DEVIATION, HISTORICAL DATA NOT AVAILABLE.

TAA NOT DEVELOPED PER FPT
VGSI DATA: 3.00/50

OBST # 3, 5, 12 REQUIRE FLIGHT VERIFICATION FOR 4D
ACCURACY CODE




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES | ELEV. MSL] ROC ALT. ADJUSTMENTS | MIN.ALT.
FINAL: LPV BOBII RW30 ASC 1345/200
FINAL: LNAVIVNAV BOBII RW30 14 TREE (KOWA0015) . [440629.06N/0931404.00W [1262 (1A) | 24.44:1 1538/393
FINAL: LNAV BOBII FOLIK/220 NMTO [15. TOWER (27-005583) [440338.60N/0930953.00W [1535 (2C) | 250 |RA60 DG35 1880
RW30
FINAL: LNAV STEPDOWN FOLIKIZ20NMTO __ [RW30 5. TK (KOWAO0T7)  [440557.09N/0931315.77W [ 1312 (1A) 250 1580
RW30

3. MISSED MAP:
APPROACH eV
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.

CATEGORY A 13NM | T 350

CATEGORY B 15NM__|m| 450 |2

CATEGORY C 1.7NM |S[ 450 |2

CATEGORY D 23NM |G 550 |2

CATEGORY E 45NM |®] 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: WAL,

SECTOR OBSTRUCTION | BRG/DIST _ |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST _ |ELEVATION (MSL)] ~ M$A
%bml@
TOoN
CITY AND STATE ELEVATION: 1145 |FaciLiTy PROCEDURE AND AMENDMENT NO:  |REGION
OWATONNA, MN AIRPORT NAME: RNAV RNAV (GPS) RWY 30, ORIG-A AGL
OWATONNA DEGNER RGNL

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 2 OF 2 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NW S |OTHER: SOURCE:
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AIC
[VHF [UHF | |HF [LocATION: ADJUSTMENT:
. PRIMARY NAVAID:
- MONITOR POINT:
NN s oA
OPTN:| CAT 3
ALS
(S) SALS
[maLs
5. [HIRL
prspo
|REIL
LIGHTING =
CILINE
OTHER (SPECIFY)
BASIC
6 RUNWAY e
INSTRUMENT
7.RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:

9. FINAL APPROACH
COURSE AIMING

IRUNWAY THRESHOLD

FT. FROM THRESHOLD

~ |ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:

N P\L/}
g*.B

) Q
e




RADIO FIX AND HOLDING DATA RECORD

NAME: CORDY STATE: MN COUNTRY: US

LATITUDE/LONGITUDE: 440725.38N/0924947.21W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES: .

FAC NAME ' IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

. BRG BRG NM  FEET

1 ROCHESTER RST VOR/DME L 328.81 333.81 22.80 22.80 3000 17500

2 HALFWAY FOW VOR/DME T 099.53 10153  23.85 23.85 3000 33000

3 FARMINGTON FGT VORTAC H 14740 15340  34.00 34.00 3000 45000

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

FOW VOR/DME R-100 24 9000 33000

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 SE WP 152.78 332.78 R 4 3000 14000 5 1

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (27-001218) 440659.00N/0924123.00W 1747 8D

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
FARMINGTON (FAC 3) USED TO ESTABLISH FIX COORDINATES
PRECIPITOUS TERRAIN EVALUATION COMPLETED

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
DP ROCHESTER 1,2,3 KANE MINNEAPOLIS MN &US;
DP ROCHESTER 1,2,3 KFCM MINNEAPOLIS MN (US
DP ROCHESTER 1,2,3 KMSP MINNEAPOLIS MN (US)
DP ROCHESTER 1,2, 3 KSTP ST PAUL MN (US)
EN ROUTE V82-161 1,2,3 (Us
IAP RNAV $GPS§ RWY 30 KFBL FARIBAULT MN (US)
IAP RNAV (GPS) RWY 30 KOWA OWATONNA MN (US)
IAP ILS OR LOC RWY 13 1 KRST ROCHESTER MN (US)
IAP RNAV (GPS) RWY 13 KRST ROCHESTER MN (US
IAP RNAV (GPS) RWY 20 KRST ROCHESTER MN (US
IAP RNAV (GPS) RWY 31 1 KRST ROCHESTER MN (US
REQUIRED CHARTING: DP, IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 14 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:

UPDATE FIX COORDINATES TO MATCH FAC 1 RADIAL, FIX MOVED 13 FEET NE.
CHANGED FAC 2 MRA FROM 9000 TO 3000.

CHANGED FAC 3 MRA FROM 4000 TO 3000.

REMOVED MRA FLAG ON V82-161.

ADD FACILITY USED FOR FIX MAKE-UP TO REMARKS.

4/6/2012: THIS IS A CORRECTED COPY OF THE FORM APPOVED ON 4/5/2012.
CHANGED FAC 1 MAG/TRUE BRG FROM 326.81/331.81 TO 328.31/333.81.

DEVELOPED BY: DATE: 01/05/2012 OFFICE: AJV-353 NAME: THOMAS KIRKPATRICK
APPROVED BY: DATE: 04/09/2012 OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE: .
AL/

DISTRIBUTION:  NFDC 0\3 <

FPO: CEN

ARTCC: ZMP s

ATC FACILITY: RST ATCT - VEC\{f"

OTHER: MSP APP CON
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