ASHLAND, WI

ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-2
ONLY) WASPS-INT, REV 8.

Action: ask Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 07/23/2012 | 2012053023697701007 20120530236977
Procedure: RNAV (GPS) RWY 31 AMDT 1 Airport ID: Airport: JOHN F KENNEDY MEMORIAL Reimbursable #:
KASX
City: ASHLAND ST: WI GPS #: Estimated Chart Date: FICO #:
05/02/2013
Fac ID: Fac. Type: 1 P \/ Specialist: THOMAS KIRKPATRICK
A 3
i = Procedure Review

Rec'd Rel'd Full Name Comments
Lead: 11/05/2012 01/02/2013 STEVEN SZUKALA
QA: 01/02/2013 01/02/2013 STEVEN SZUKALA
Liaison: | 01/02/2013 ng (N MAGVAR
Procedure Comments: ENROUTE |Remark Type: INFORMATION

preg Col S

JOHN F KENNEDY MEMORIAL (KASX) RNAV (GPS) RWY 31, AMDT 1

CONTACT: JILL OLSON/STEVE BARNETT -AV1-353 LEADS, 405.954.4014 / 405.954.9307.

(LPV) ENROUTE-YES

FC: 3.5.13 PUB: 5.2.13

(S): ERIYI-INT, REV 1; GRASS-INT, REV 10; IWTEN, ORIG; JAVUT, REV 1; JILUL, REV 1; OPITE, REV 1; (INFO

VN 8200-6 (05/26/2005)

Data as of:

1/4/2013 8:50:17AM




ASHLAND, WISCONSIN AL-5383 (FAA)

chosgny | A7 CRS| Ry idg 3498 RNAV (GPS) RWY 31

313°

W31A Apt Elev 827 ASHLAND/JOHN F. KENNEDY MEMORIAL (ASX)
For uncompensated Baro-VNAY systems, LNAV/VNAVY NA below -28°C (-18°F) or above
v 54°C(130°F). DME/DME RNP-0.3 NA. Helicopter visibility reduction below 3 SM NA. '
A Baro-VNAV and VDP NA when using Ironwood altimeter setting. When local altimeter settin MISSED APPROACH:
) : : : 9.t |Climb to 3500 direct
not received, use Ironwood altimeter setting and increase all DAs 132 feet and ol MDAs 140 teet; JAVUT and hold
increase LPV all Cats and LNAV Cat C/D visibility 3 mile, LNAV/VNAV all Cats and Circling )
Cat C/D visibility 1, mile.
ASOS MINNEAPOLIS CENTER UNICOM
126.775 126.45 276.4 122.8 (CTAF) O
MISSED APCH FIX Procedure NA for arrivals T
75 at WASPS LW
Ry on V191-430 westbound -
ANMT 9 ¢ JAVUT ~
0o,
7
RW31
FOR NAVIGATION OPITE
p Procedure NA for arrivals
o at ERIY|
ERIYI: 4605.464N/09030.008W 2770
GRASS: 4621.169N/09106.881W %Y on V413 southwest bound.
IWTEN: 4617.947N/09049.480W 57D,
JAVUT: 4641.571N/09109.514W o //\'p
JILUL: 4624.775N/09041.019W {? 9%
OPITE: 4629.264N/09048.587W 7
WASPS: 4638.128N/09053.075W (IF/IAF)—=— P
RW31: 4632.842N/09054.643W JILuL A, 4 NM
/37
GRASS (1050 ) A ‘{}\o
65 59 BRE7
o o [ox®]
(7 NN © %25
5)\ (1AF) P;,) Qb‘e\ é/ o>y
IWTEN {IAF)
<‘ Ng\ ERIYI
ELEv 827 | | THRE 810 1950 &
3500( JAVUT ANM
¢ JILUL Holding Pattern
1 ' OPITE {131°7)
LNAYV only. | o Qe
2600 o\ 5 . —L2: 330 - 3500
*1.2NMto ‘ Ny —~—313
Rwal RW3! — S
S, )L/x\
“,, GS 3.00°
Teeny 2600 W
1.2 NM =—4.3 NM —= 6.9 NM
CATEGORY A B | C ] D
LPY DA 1060-7% 250 (300-%)
313°t0
RW31 LNAV/ _ A
VNAy DA 1108-1 298 (300-1)
LNAV MDA 1240-1 430 (500-1) 1240-14 430 {500-1%)
REIL Rwy 20 o cecinG| 124071 1280-1 1440-1% | 1560-2%
MIRL Rwys 2-20 and 13-31() 413(500-1) | 453(500-1) | 613 (700-1%) | 773(800-2V)
ASHLAND, WISCONSIN ASHLAND/ JOHN F. KENNEDY MEMORIAL (ASX)

Amdt 1 FIG 46° 33N-90°55'W RNAV (GPS) RWY 31



RNAYV - STANDARD Bearings, headings, courses, and radials are magretic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE | HAT, HAA, TCH, and RA. Altitudes are minimunm atitudes unless otherwise indicated. - Celings are in feet
FEDERAL AVIATION ADMINISTRATION : TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR. ‘
, TERMINAL ROUTES MISSED APPROACH
FROM T0 COURSE AND DISTANCE ALTITUDE 'E;Xv ?\?NAV DA
WASPS JILUL {FO) 150.00 / 15.74 3500 LNAV: RW31
GRASS - IWTEN (FB \ .
(FB) 106.86/12.48 3600 CLIMB TO 3500 DIRECT JAVUT AND HOLD.
ERIYI (IAF) JILUL (NOPT) (FB) 340.48/20.77 3500
| wTEN gAF) JILUL (NOPT) (FB) 042.58 1 9.00 3500
JILUL (IFNIAF) OPITE (FB) 312.68/6.90 2600
OPITE (FAF) RW31 (MAP) (FO) 312.59/5.50
ADDITIONAL FLIGHT DATA:
RW31 (MAP) 1060 MSL 312.59 H°§% NW, RL’; 32_34 'NBsf;)g”géowssw
FAS OBST: 969 AAO 462
1060 MSL JAVUT (FO) 3500 DISTANCE TO THLD FROM 250 HATH: 0.67 NM.
' CHART VDP AT 1.23 MILES TO RW31*
*LNAV ONLY.
' - R Rkt B0
1.PT SIDE OF COURSE - OUTBOUND FT WITHIN MILES OF (IAF) CHART CIRCLING ICON
2, HOLD SE JILUL, RT, 312.68 INBOUND, 3500 FT. IN LIEU OF PT (IAF) LTP HAE: 215.5M'
3. FAC: 31259 FAF: OPITE DIST FAF TO MAP: 550 THLD: 5.50
4. MIN. ALT: JILUL 3500, OPITE 2600 '
5. DIST TO THLD FROM OM: MM: m: 150 HAT: " 100 HAT: GS ANT:
6. MIN GS INCPT: 2600 GS ALT AT:OPITE 2600 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:37.1  34:11S NOT CLEAR »
8. MSA FROM: RW31 3100 MAG VAR: 2w EPOCH YEAR: 2015
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY =====> A B [ D E
DH/MDA | VIS |HAT/HAA|DHIMDA VIS |HAT/HAA|DH/MDA | vis |HAT/HAA | DH/MDA VIS |HAT/HAA|DH/IMDA | VIS |HAT/HAA
LPVDA 1060 7/8 250 1060 718 250 1060 7I8 250 1060 718 250
LNAVIVNAV DA 1108 1 298 1108 1 -298 1108 1 298 1108 1 298
LNAV MDA 1240 1 430 1240 1 430 1240 114 430 1240 11/4 430
CIRCLING 1240 1 413 1280 1 453 1440 13/4 613 1560 21/4 733
NOTES: : )
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -28C (-18F) OR ABOVE 54C CAT D 800-2 1/4
{(130F). , NA WHEN LOCAL WEATHER NOT AVAILABLE. WAL/A
CHART NOTE: DME/DME RNP-0.3 NA. @ «
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT WASPS ON V191-430 WESTBOUND. : O 9
(SEE FORM 8260-10) : : (VA
CITY AND STATE ELEVATION: 827 THRE: 810 FACILITY PROCEDURE NO.JAMDT NO./JEFFECTIVE DATE: SUP:
ASHLAND, Wi AIRPORT NAME: IDENgg‘I;!\E,R: RNAYV (GPS) RWY 31, AMDT 1 ANDT- ORIG
JOHN F KENNEDY MEMORIAL : DATED  06/05/2008

FAA FORM 8260 - 3 / April 2006 (computer generated) ) - PAGE 1 OF & PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES

[] vyes [X] ~o

REQUIRED EFFECTIVE DATE

ROUTINE

COORDINATED WITH:

ATA AAT ALPA APA AOPA NBAA OTHER (specify)
] [ [X] ] [x] ZMP, AMGR
FLIGHT CHECKED BY
NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
THOMAS L KIRKPATRICK AJV-353 11/25/2012
APPROVED BY
NAME: FIFO DATE:
LARRY H STROUT MANAGER AJV-353
CHANGES:
1. WASPS TO JILUL COURSE/DISTANCE CHANGED FROM 147.12/14.82 TO 150.00/15.74.
2. GRASS TO GEYEC CHANGED TO GRASS TO IWTEN, NEW COURSE/DISTANCE 106.86/12.48.
3. ERIYI TO JILUL COURSE/DISTANCE CHANGED FROM 335.29/21.64 TO 340.48/20.77.
4. ADDED IWTEN TO JILUL.
5. JILUL TO OPITE COURSE/DISTANCE CHANGED FROM 308.67/6.01 TO 312.68/6.90.
6. HOLD-IN-LIEU INBOUND CHANGED FROM 308.67 TO 312.68.
7. FAC CHANGED FROM 308.58 TO 312.59.
8. DIST FAF TO MAP/THLD CHANGED FROM 5.42/5.42 TO 5.50/5.50.
9. LPV DA/HAT CHANGED FROM 1120/293 TO DA/HATH 1060/250, AND VISIBILITIES FROM 1 TO 7/8, ALL CATS.
10. LNAV/VNAV DA/HAT CHANGED FROM 1189/362 TO DA/HATH 1108/298 AND VISIBILITIES FROM 1 1/4 TO 1, ALL CATS.
11. LNAV HAT FROM 413 TO HATH 430.
12. CHANGED CIRCLING CAT C MDA/HAA FROM 1280/453 TO 1440/613 AND VISIBILITY FROIM 1 1/2 TO 1 3/4.
13. CHANGED CIRCLING CAT D MDA/HAA FROM 1380/553 TO 1560/773 AND VISIBILITY FROM2TO 21/4.
14, CHANGED LOW TEMPS FROM -16C (4F) TO -28C (-18F) AND HIGH TEMP FROM 47C (116F) 54C (130F).
SEE 8260-10
REASONS:
1,3,5. JILUL MOVED AS RESULT OF CRITERIA CHANGES AND NEW FAF LOCATION AND NEW AIRPORT MAGVAR.
2,4, MOVEMENT OF IAF (GEYEC TO IWTEN) WAS GREATER THAN 1NM.
6,7. AIRPORT MAGVAR.
8. NEW PFAF CALCULATOR.
9,10. ONLY DA'S LOWERED AT FPT REQUEST. VISIBILITIES RESULT OF LOWER DA'S.
11 CHANGED FROM TOUCHDOWN TO THRESHOLD.
12,13. ORDER 8260-3, VOLUME 1, CHAPTER 3, NEW CIRCLING CRITERIA APPLIED.
1: (L:gv'vl'gRElnAP BASED ON 5§ YEAR AVERAGE, HIGH TEMP BASED ON ASF 400 CALCULATOR.
I
16. V345 AT GRASS CANCELED WITH THE DECOM OF ASX VORIDME
17. 20:1 AREA NOW CLEAR.
18. HIGHER CIRCLING MDA.
PDF EDIT:
TERMINAL ROUTE SECTION: ADD (FAF) AFTER OPITE, CHANGED 1060 TO 3500.
WAL/,
4
Q




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
; except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV - STANDARD R : des ar Ititudes unies ted.
gs.are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 except visibilities which are in statute miles or in feet RVR.
NOTES, (CONT.): )

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT ERIYI ON V413 SOUTHWEST BOUND.
CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 3/4 SM NOT AUTHORIZED.
CHART NOTE: BARO-VNAV AND VDP NA WHEN USING IRONWOOD ALTIMETER SETTING.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE IRONWOOD ALTIMETER SETTING AND INCREASE

ALL DAS 132 FEET AND ALL MDAS 140 FEET; INCREASE LPV ALL CATS AND LNAV CAT C/D VISIBILITY 3/8
MILE, LNAV/VNAV ALL CATS AND CIRCLING CAT C/D VISIBILITY 1/2 MILE.

) \BAL! '
4
. o, 0
HEC
CITY AND STATE ELEVATION: 827 THRE: 810 {B‘\g}__‘!HER PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
: : RNAV (GPS) RWY 31, AMDT 1
ASHLAND, WI AIRPORT NAME: RNAY (GPS) AMDT: ORIG
JOHN F KENNEDY MEMORIAL. ' DATED:  06/05/2008
FAA FORM 8260-10/ April 2006 (Computer Generated) '

PAGE 2 OF PAGES
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE_
[ ves [ vo
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

FLIGHT CHECKED BY

15. CHANGE HELICOPTER NA NOTE FORMAT. 16. REMOVED PLANVIEW NA NOTE AT GRASS. 17. ADD VDP AND VDP
NA NOTE.. 18. CHANGED ALTERNATE FROM STANDARD TO CAT D 800-2 1/2. v

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE.
APPROVED BY

NAME: FIFO DATE:

CHANGES.

CHANGES CONT.

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA

OPERATION TYPE 0

SBAS SERVICE PROVIDER IDENTIFIER 0

AIRPORT IDENTIFIER KASX

RUNWAY RW31

APPROACH PERFORMANCE DESIGNATOR 0

ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR 0

REFERENCE PATH IDENTIFIER (APPROACH ID) W31A

LTPIFTP LATITUDE 463250.4995N

LTP/FTP LONGITUDE 0905438.5645W

LTP/FTP ELLIPSOIDAL HEIGHT +02156

FPAP LATITUDE 463348.3600N

FPAP LONGITUDE 0905616.7200W

THRESHOLD CROSSING HEIGHT (TCH) 00037.1

TCH UNITS SELECTOR (METERS OR FEET USED) F

GLIDEPATH ANGLE (GPA) 03.00

COURSE WIDTH AT THRESHOLD 106.75

LENGTH OFFSET 1688

HORIZONTAL ALERT LIMIT (HAL) 40.0

VERTICAL ALERT LIMIT (VAL) 50.0

CRC REMAINDER 1ACBA980

ADDITIONAL PATH POINT RECORD INFORMATION

ICAO CODE K5

LTP ORTHOMETRIC HEIGHT +02469

FPAP ORTHOMETRIC HEIGHT +02469

N A:’;/ ;
&
a 4 la]
sx
&Ec\é"
CITY AND STATE ELEVATION: 827 THRE: 810 FACILIT‘llER PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
- IDENTIFIER: RNAV (GPS) RWY 31, AMDT 1
ASHLAND,WI AIRPORT NAME: ENAY (GPS) AMDT: .  ORIG
JOHN F KENNEDY MEMORIAL DATED:  06/05/2008

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 3 OF & PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
[ ves [ v
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
——BNAL(QES)—SIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET ~ 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT ERIYI K50 C L N46052785W090300050 w0020 NAR ERIYI
SUSAEAENRT GRASS K50 C L N46211012W091065288 Woo15 NAR GRASS
SUSAEAENRT IWTEN K50 w N46175679W090492882 wWoo17 NAR IWTEN
SUSAEAENRT JAVUT K50 w N46413423W091093083 W0015 NAR JAVUT
SUSAEAENRT JILUL K50 W N46244648W090410115 woo19 NAR JILUL
SUSAEAENRT OPITE K50 W N46291584W090483521 woo1is NAR OPITE
SUSAEAENRT WASPS K50 R L N46380769W090530447 Woo17 NAR WASPS
1 2 3 4 5 6 7 8 9 0 1 2 3
ATIRPORT 123456789012345678901234567890123456789012345678901234567890_123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KASXKS5AASX 0 051YHN46325470W090550830W002000827 1800018000C MNAR JOHN F KENNEDY MEMORIAL
1 2 3 4 5 6 7 8 9 ¢ 1 2 3
SEGMENT 12345678-9012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KASXKSFR31 AERIYI O010ERIYIKSEAOE A IF 18000 A JS
SUSAP KASXK5FR31 . AERIYI 020JILULKSEAOEE B (Q10TF 34050208 + 03500 A JS
SUSAP KASXKSFR31 AGRASS 010GRASSKSEAOQE IF 18000 A JS
SUSAP KASXKSFR31 AGRASS 020IWTENKSEAOE A 020TF 10620125 + 03600 A JS
SUSAP KASXKSFR31 AGRASS 030JILULKSEAOEE B O0l10TF 04260090 + 03500 A JS
SUSAP KASXKSFR31 AWASPS 010WASPSKSEAOE IF 18000 A JS
SUSAP KASXKSFR31 AWASPS 020JILULKSEAOEY 020TF 15000157 + 03500 A JS
SUSAP KASXKSFR31 AWASPS 030JILULKSEAQOEE AR HF 31270040 + 03500 A JS
SUSAP KASXKSFR31l R 010JILULKSEAOE I IF + 03500 18000 A J8
SUSAP KASXKSFR31 R 0200PITEKSEALE F O51TF 31270069 + 02600 ’ RW31 KS5PGA JS
SUSAP KASXKSFR31 R 0200PITEKSEA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KASXKS5FR31 R 030RW31 KS5PGOGY M 031TF . 31260055 00847 -300 A JS
SUSAP KASXK5FR31 R 040 0 M CA 3126 + 01060 A JS
SUSAP KASXKSFR31 R O050JAVUTKSEAOEY DF + 03500 A JS
SUSAP KASXKSFR31 R 060JAVUTKSEAQEE R HM 132300%0 + 03500 A JS
1 : 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KASXKSGRW31 0034983125 N46325050W090543856+0400 +0215500810000037075R
1 2 3 4 5 6 7 8 S c 1 2 3
PP 1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567%9%2;
—————————————————————————————————————————————————————————————————————————————————————————————————————————————————————————————— -‘} -4
SUSAP KASXK5PR31  RW31 001 0000W31A0N4632504995W09054385645+021550300N4633483600W09056167200106751688000371F4005001ACBA980 - 4
{7};;-,
CITY AND STATE ELEVATION: 827 THRE: 810 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |[gyp-
ASHLAND, Wi * | AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, AMDT 1
JOHN F KENNEDY MEMORIAL AMDT: ORIG
f RNAV
DATED:  06/05/2008

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves _'DNO

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I Y I N N I A

AOPA - NBAA OTHER (specify)

[ 1] L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are rﬁagnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

—RNAM-(G-ES)—SIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute mites or in feet RVR.
SUSAP KASXKSPR31 RW31 002E +02469+02469LPV 65807
1 2 3 4 5 6 7 8 g 0 1 2 3
Msa 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KASXKS5SRW31l K5PG 0 18018003125 M
WALy
@ e
™, 4 L)
Lh J
Vel
CITY AND STATE ELEVATION: 827 THRE: 810 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SuUpP:
- ASHLAND, WI AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, AMDT 1
JOHN F KENNEDY MEMORIAL AMDT: ORIG
RNAV DATED:  06/05/2008

FAA FORM 8260 - 10 / April 2006 (Computer Generated) . Page 5 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

‘COORDINATED WITH:
ATA AAT ALPA APA

0 O O 0O

AOPA © 'NBAA OTHER (specify)

[ L

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV lQESLSIAN.DARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
ERIYI ERIYI 010 IAF IF - FB
ERIYI JILUL 020 TF FB 1.0 340.5(338.5T) 020.8. AA 03500
GRASS GRASS 010 IF FB
GRASS IWTEN 020 IAF TF FB 2.0 106.9(104.9T) 012.5 AA 03600
GRASS JILUL 030 TF FB 1.0 042.6(040.6T) 005.0 AA 03500
WASPS WASPS 010 IF FB
WASPS JILUL 020 - TF FO 2.0 150.0(148.0T) 015.7 AA 03500
WASPS JILUL 030 IAF HF R FO 312.7(310.7T) 004.0 AA 03500
JILUL 010 FACF IF FB AA 03500
OPITE 020 FAF TF FB 0.5 312.7(310.7T) 006.9 AA 02600
RW31 030 MAP TF FO 0.3 312.6(310.6T) 005.5 AT 00847
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE « ALTITUDE SPEED
040 CA FB 312.6(310.6T) AA 01060
JAVUT 050 DF FO AA 03500
JAVUT 060 HM R FO 132.3(130.3T) 004.0 AA 03500
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
ERIYTI N460527.85 W0903000.SQ N4605.464 W09030.008
GRASS N462110.12 W0910652.88 N4621.169 W09106.881
IWTEN N461756.72 W0904928.82 N4617.947 W09049.480
JAVUT N464134.23 W0910930.83 N4641.571 W09109.514
JILUL N462446.48 w0904101.15 N4624.775 W09041.019
OPITE N462915.84 w0904835.21 N4629.264 w09048.587
WASPS N463807.69 W0905304.47 N4638.128 W09053.075
RW31 N463250.50 W0905438.56 N4632.842 W09054.643
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW31 00810 37
i/
WAL -
@3 ) ,
4
o, &
Frey
CITY AND STATE ELEVATION: 827 THRE: 810 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
ASHLAND, wi AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, AMDT 1
JOHN F KENNEDY MEMORIAL . AMDT: ORIG
RNAV
DATED:  06/05/2008

FAA FORM 8260 - 10 / April 2006 (Computer Generated) , Page 6 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[ ] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0o O O 0O

AOPA NBAA OTHER (specify)

[ 1 L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
—~PART -A-OBSTRUCTION DATA .
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL} ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER WASPS JILUL 1. AAO 462254.00N/0904242.00W | 1267 (4E) 1000 |AT1233 3500
2. TERRAIN 462345.00N/0904327.00W 926 (900) AS1500 2400
FEEDER GRASS IWTEN 3. AAO 461703.00N/0904803,00W | 1910 (4E) 1000 |xPg90 3600
4. TERRAIN 462006.00N/0905336.00W {1631 (1600) AS1500 3100
- JINITIAL ERIY] JILUL 5. AAO 46180§.50N/0903607.20W 2080 (6C) 1000 |AT420 3500
|§- TERRAIN 461309.50N/0903607.20W | 1880 (1900) AS1500 3400
INITIAL IWTEN JILUL <I7 AAO 461721.00N/0904636.00W {2031 (4E) 1000 |AT469 3500
8. TERRAIN 461721.00N/0904636.00W | 1831 (1800) AS1500 3300
INTERMEDIATE JILUL (IFAAF) OPITE 9. AAO 462239.00N/0904148.00W {1339 (4E) 500 [AC98 AT663 2600
10. TERRAIN 462218.00N/0904257.00W | 1001 (1000) AS1500 2500
INTERMEDIATE JILUL (IF/IAF) OPITE 11.AA0 462236.00N/0904257.00W (1342 (4E) 500 JAC98 SA-15 AS675 2600
12. TERRAIN 462336.00N/0904345.00W |955 (1000) AS1500 2500
INTERMEDIATE JILUL (IFNAF) OPITE 13. AAO 462357.00N/0903903.00W | 1267 (4E) 500 |Acos 1900
14. TERRAIN 462500.00N/0903824.00W {968 (1000) AS1500 2500
2. HOLD-IN-LIEU-OF-PT JILUL P-5 5. AAO 461809.50N/0803607.20W {2080 (6C) 1000 |AT420 3500
' : |6. TERRAIN 461809.50N/0903607.20W | 1880 (1900) | AS1500 3400
MAP: |DA/DA/RW31 JAVUT , ASC 3500
i-P“g'ggEgH — 1 15. AAD 463836.00N/0910609.00W | 1611 (4E) | 1000 2700
ELEV: |873/947/1140 19, TERRAIN 463836.00N/0910609.00W | 1411 (1400) AS1500 2900
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3 NM a 350 413 16. TREE 463326.75N/0905417.89W [939 (2C) 300. 1240
CATEGORY B 1.5 NM w 450 |Z 453 16. TREE 463326.75N/0905417.89W |939 (2C) 300 XP41 1280
CATEGORY C 1.7NM |5 450 |2 613 20. TREE 463016.54N/0905813.48W [1139 (2C) 300 1440
CATEGORY D 23NM |G 550 |2 733 21. AAO 462944.27N/0905906.28W |1259 (2C) 300 1560
CATEGORY E 45NM |%] 550
5. MINIMUM SAFE ALTITUDES . PRIMARY NAVAID: RW31 a
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) W»’,\
360-360 TWR (55-000456) 107/ 28.4 2100 (5E) 3100 ~ 4
fS@C\éé)
CITY AND STATE ELEVATION: 827 FACILITY PROCEDURE AND AMENDMENT NO: REGION
ASHLAND, Wi AIRPORT NAME: o RNAV RNAV (GPS) RWY 31, AMDT 1 AGL
JOHN F KENNEDY MEMORIAL

FAA Form 8260 - 9 / April 2006 (Computer Generated) PAGE 1 OF 2 PAGES




PART B - SUPPLEMENTAL DATA PART C - REMARKS:
1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING PRECIPITOUS TERRAIN EVALUATION COMPLETED.
ZMP ARTCC NWS |OTHER: SOURCE:KASX | KIWD KASX ASOS AND KIWD AWOS-3 ON SERVICE A.
ASOS DISTANCE: 0/ 32.65 .
FAA HOURS REMOTE OPERATION: VGS! DATA: 3.00/37.10.
N ORDER 8260-3, VOLUME 1, CHAPTER 3, NEW CIRCLING
SATISFACTORY ON: CRITERIA APPLIED.
x[VHF [x|uHF | [HF |LOCATION: Kasx ADJUSTMENT: 0/132 CATA:1.30NMm
PRIMARY NAVAID: CATC: 288 NM
" on:l'ToR MONITOR POINT: TD:3.77N
e | HRs | CAT1 2007= 19, 2008= 17, 2009= 21, 2010= -16, 2011= 49
OPTN:| CAT3 -92.516 = -18.4F (-28C)
LS ISA DEVIATION= -41.36
(S) SALS BARO-VNAV NA BELOW -28 (-18F) OR ABOVE 54C (130F)
ACT -18.4F/-28C
|MALS DESCENT RATE: STANDARD TEMP 965 HIGH TEMP 1126.
5. IRL HIGH TEMPERATURE LIMITS DERIVED FROM AFS-400
APPROACH CALCULATOR.
X |MIRL 31 (PCL), 02 (PCL), 13 (PCL), 20 (PCL)
&RUNWAY [— —T— RASS PRESSURE PATTERNS SAME
 GHTING L 02 (PCL) KASK 827, KIWD 1230
TDZ SEE ATTACHED AIRSPACE LETTER.
CILINE
LPV:
X |OTHER (SPECIFY)  ag
OARIZL 5] (PCL) PAPI-4L 02 (PCL), 20 SURFACE: 34:1.
LNAVIVNAV:
6 RUNWAY  |BASIC SURFACE: 24.754:1
MARKINGS |[ALLWEATHER TAA NOT USED PER FPO CHECKLIST.
INSTRUMENT  NPI-G 31, 02, 13, 20
LT ALL ASSUMED VEGETATION: 100 FT.
7.RUNWAY  |APPROACH UM o F
ORDER 8260.3 VOLUME 1, VISUAL PORTION OF FINAL
\g:ﬁélé MIDFIELD : gz—:?‘lETRATIONS: ‘
ROLL OUT :
863 TREE (KASXT124) 463238.85N/0905422.56W (19.25
sowe L e e S [T iae TR i
PATH DISTANCE FROM RWY: ELEV GP ANTENNA: 848 TREE (KASXT122) 463241.75N/0905427.79W (10.22)
' Toesrio crossiNG FEIGHTIT_____| 4 Tt WS s AR A Al
9. FINALAPPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD | g¢> TREE gkAsxn 26; 463241.05N/0905415.28W %3233;
COURSE AIMING X lON CENTERLINE FT. FROM CENTERLINE 857 TREE (KASXT127) 463242.42N/0905414.73W (0.12)
10. WAIVERS: NONE - XP41: CHANGE 21 CRITERIA APPLIED.
XP690: PORCUPINE LAKE WILDERNESS AREA.
XP21: MAINTAIN STATUS QUO.
PART D - PREPARED BY: ' DATE:
THOMAS L KIRKPATRICK 1112512012
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-353




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
. PART -A OBSTRUCTION DATA
1. APP SEGMENT : FROM TO OBSTRUCTION COORDINATES ELEV. MSY ROC ALT. ADJUSTMENTS MIN. ALT.
FINAL: LPV OPITE " |RW31 - 15. TREE (KASXT124) |463238.85N/0905427.56W | 863 (2C) 34:1 JAC20 1060/250
FINAL: LNAVIVNAV OPITE RW31 16. TREE 463326.75N/0905417.89W |939 (2C) PDA |AC20 1108/298
FINAL: LNAV OPITE RW31 17. AAO 462841.86N/0904937.81W | 969 (2C) 250 |XpP21 1240
MAP:

3. MISSED
APPROACH ELEV-
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.

CATEGORY A 1.3 NM a 350

CATEGORY B 1.5 NM g 450 |Z

CATEGORY C 1.7NM_ |S] 450 |2

CATEGORY D 23NM |8 7550 |2

CATEGORY E 4.5 NM &1 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: @\)Al a

SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) M S&
S T
T
CITY AND STATE ELEVATION: 827 v FACILITY IPROCEDURE AND AMENDMENT NO: |REGION
ASHLAND, Wi AIRPORT NAME: RNAV RNAV (GPS) RWY 31, AMDT 1 AGL
JOHN F KENNEDY MEMORIAL

FAA Form 8260 - 9 / April 2006 (Computer Generated) PAGE 2 OF 2 PAGES




PART B - SUPPLEMENTAL DATA PART C - REMARKS:
1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NWS |OTHER: v SOURCE: :
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC
VHF UHF | |HF  |LOCATION: ’ ADJUSTMENT:
) PRIMARY NAVAID:
MONITOR | MONITOR POINT:
STATUS | HRS [CAT1
OPTN:[ CAT3
ALS
(s) sALs
[maLs
5. [HIRL
b B
IREIL
LIGHTING —
CILINE
OTHER (SPECIFY)
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT
7.RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH RUNWAY THRESHOLD ~ FT. FROM THRESHOLD
COURSE AIMING ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS:
PART D - PREPARED BY: . DATE:
TITLE: OFFICE:




RADIO FIX AND HOLDING DATA RECORD

NAME: ERIYI

LATITUDE/LONGITUDE: 460527.85N/0903000.50W

AIRSPACE DOCKET:

FIX MAKE-UP FACILITIES:
FAC NAME :

1 DULUTH DLH
2 IRONWOOD WD

EXPANDED SERVICE VOLUME (ESV):
FAC IDENT FAC TYPE
DLH VORTAC

HOLDING:

REMARKS:

IDENT TYPE

RADIAL/BEARING
R-116

STATE: Wi
TYPE: WP, INT, DME
FIX TYPE OF ACTION: MODIFY

COUNTRY: US

CLASS MAG TRUE DME DIST FROM FAC
BRG BRG NM  FEET

VORTAC H 11552  120.52 82.53 82.53

VORTAC L 209.59 21058  30.72 30.72

DISTANCE MIN ALTITUDE
83 6000

HOLDING TYPE OF ACTION: NO CHANGE

DULUTH (FAC 1) AND IRONWOOD (FAC 2) USED TO ESTABLISH FIX COORDINATES

FIX USE:

USE TYPE USE TITLE

EN ROQUTE V217

EN ROUTE V413

IAP RNAV (GPS) RWY 2
AP RNAV (GPS) RWY 31

FAC PAT AIRPORTIDENT CITY
1

2
KASX ASHLAND
KASX. ASHLAND

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1

REASON FOR REVISION: .

ADD DIST FROM FAC FOR FAC 1 AND 2.
REMOVED FAC 4.

UPDATE FIX USE.

DEVELOPED BY: DATE: 11/25/2012

APPROVED BY: DATE:

SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
- ATC FACILITY:
OTHER:

DATE OF REVISION: 05/02/2013

OFFICE: AJV-353 NAME: THOMAS KIRKPATRICK

OFFICE: AJV-353 NAME: LARRY STROUT

MRA MAA

6000 17500
8000 17500

MAX ALTITUDE
16000

3AL
MM

4
0
! g//_C'C\ﬁS

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NM
52.50

FEET

NAME: GRASS STATE: WI COUNTRY: US

LATITUDE/LONGITUDE: 462110.12N/0910652.88W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS gAG TRUE ' DME DIST FROMFAC
RG BRG

1 DULUTH DLH VORTAC H 115,52 120.52  52.50

HOLDING: HOLDING TYPE OF ACTION: CANCEL

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

EN ROUTE v217 1

IAP LOC/DME RWY 2 1 KASX ASHLAND

IAP RNAV (GPS; RWY 13 KASX ASHLAND

IAP RNAV (GPS) RWY 31 KASX ASHLAND

IAP GPS RWY 34 K3CU CABLE

IAP LOC/DME RWY 20 KHYR HAYWARD

IAP RNAV (GPS) RWY 18 KPKF PARK FALLS

IAP RNAV (GPS) RWY 19 KOLG SOLON SPRINGS

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 10

REASON FOR REVISION:
1. DELETED FAC 2 (ASX VOR/DME) AND 3 (TELUE WP).
2. DELETED BACK-UP FACILITY.

3. DELETED HOLDING PATTERN.

4. REMOVED FiX RESTRICTIONS.

5. REMOVED INT FROM FiX MAKE-UP.
6. ADDED DISTANCE FROM FACILITY TO FAC 1.
7. UPDATED FIX USE.

DEVELOPED BY:

APPROVED BY:

DISTRIBUTION:

DATE: 10/25/2012

DATE: 12/04/2012

SIGNATURE:

NFDC
FPO: CEN
ARTCC: ZMP

DATE OF REVISION: 05/02/2013

OFFICE: AJV-312

OFFICE: AJV-312

ATC FACILITY: DLH ATCT

OTHER:

MRA  MAA
6000 17500

STATE
WI (US)
WI (US)
Wi (US)
WI (US)
Wi (US)
Wi (US)
Wi (US)
Wi (US)

NAME: TOBY HUFF (SCOTT BAGENSIE)

NAME: DEZ SILAGY1

A Q
O&/gc\{f"

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG
DEVELOPED BY: DATE: 11/25/2012
APPROVED BY: DATE:
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

NAME: IWTEN STATE: Wi . . COUNTRY: US
LATITUDE/LONGITUDE: 461756.79N/0904928.82W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH
FIX USE:
. USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
IAP RNAV (GPS) RWY 31 KASX ASHLAND

DATE OF REVISION: 05/02/2013
OFFICE: AJV-353 NAME: THOMAS KIRKPATRICK

OFFICE: AJV-353 NAME: LARRY STROUT

STATE
WI (US)

. x:\,?i‘é" ! Vs A
&

Y o

%w\i“

Tt

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: JAVUT STATE: W GOUNTRY: US

LATITUDE/LONGITUDE: 464134.23N/0910930.83W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: , HOLDING TYPE OF ACTION: MODIFY

PATTERNS: : ' A _

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 NW : WP 312.34 132.34 R 4 3500 6000 5 [

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 464056.20N/0911528.50W 1680 6C

HOLDING RESTRICTIONS: -

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETE.

FIX USE: . ‘

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

1AP RNAV (GPS) RWY 13 A KASX ASHLAND - WI(US)

IAP RNAV (GPS) RWY 31 1 KASX ASHLAND - W (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/02/2013

REASON FOR REVISION:

UPDATE FIX COORDINATES, FIX MOVED 3645 FEET NW.

REMOVED FAC 1.

HOLDING: UPDATE INBOUND FROM 128.34 TO 132.34, ADD PRECIPITOUS TERRAIN TO REMARKS.

DEVELOPED BY: DATE: 11/25/2012 OFFICE: AJV-353 NAME: THOMAS KIRKPATRICK
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

\,\?p?\L!}*L’
@ a
Cpye e

1
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RADIO FIX AND HOLDING DATA RECORD

NAME: JILUL STATE: WI COUNTRY: US

LATITUDE/LONGITUDE: 462446 48N/0904101.15W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY -

PATTERNS: : '

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME. DME MIN MAX MIN  MAX

1 SE WP 132.68 312.68 R 4 3500 6000 5 6

CONTROLLING OBSTRUCTIONS: v

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 461809.50N/0903607.20W 2080 6C

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETE.

FIX USE: :

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP RNAV (GPS) RWY 13 1 KASX ASHLAND Wi (US)

IAP RNAV (GPS) RWY 31 1 KASX ASHLAND WI (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/02/2013

REASON FOR REVISION: .
- UPDAT FIX COORDINATES, FIX MOVED 5894 FEET SE.
REMOVED FAC 1.
CHANGED HOLDING: INBOUND FROM 308.67 TO 312.68, UPDATE CONTROLLING OBST AFROM 2057 MSL AAO TO 2080 MSL AAQ, ADD
PRECIPITOUS TERRAIN REMARKS.

DEVELOPED BY: DATE: 11/25/2012 OFFICE: AJV-353 NAME: THOMAS KIRKPATRICK
APPROVED BY: - DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

FAA FORM 8260-2 / AUG 2009 ] . ' Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: OPITE STATE: WI COUNTRY: US

LATITUDE/LONGITUDE: 462915.84N/0904835.21W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE: ' ;

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY

AP RNAV (GPS) RWY 31 KASX ASHLAND

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/02/2013

REASON FOR REVISION:
UPDATE FIX COORDINATES, FIX MOVED 495 FEET SE.
REMOVED FAC 1. .

DEVELOPED BY: DATE: 11/25/2012 OFFICE: AJV-353 NAME: THOMAS KIRKPATRICK
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

STATE
WI (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

'INFO ONLY"

NAME: WASPS STATE: WI COUNTRY: US

LATITUDE/LONGITUDE: 463807.69N/0905304.47W TYPE: DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA
BRG BRG NM  FEET

1 IRONWOOD IWD VORTAC L 28044 28144  32.01 32.01 3500 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FiX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

EN ROUTE V 191 WI (US)

EN ROUTE V 430 Wi (US)

AP RNAV (GPS) RWY 13 ‘ KASX * ASHLAND Wi (US)

IAP RNAV (GPS) RWY 31 KASX ASHLAND WI (US)

REQUIRED CHARTING: SECTIONAL, IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 8 DATE OF REVISION: 05/02/2013

REASON FOR REVISION:

1. DELETED FAC 2 (ASX DECOMMISION NFDD 5/3/2013).
2. REMOVED INT FROM FIX TYPE.

3. DELETED FAC 2 ESV.

4. UPDATED FIX USE.

DEVELOPED BY: DATE: 10/19/2012 OFFICE: AJV-311 NAME: TOBY HUFF (SCOTT BAGENSIE)

APPROVED BY: DATE: OFFICE: AJV-311 NAME: DEZ SILAGY!

SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: ASHLAND o STATE: Wi
AIRPORT NAME: JOHN F. KENNEDY MEMORIAL ID: KASX
PROCEDURE: RNAV (GPS) RWY 31 AMDT: 1

DOCKET#  NOT REQUIRED
(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point v 3.62
(Enter THLD, FAF, ARP, FACILITY, as appropriate) )

2. Width of FINAL segment at 1000’ point 1.20
(Enter appropriate segment, final, intermediate, etc.)

3. True Course of FINAL ~_ segment containing 1000' point 310.59

4. High Terrain in FINAL segment containing 1000' point 969

5. Distance from THLD to 1500' point . 5.30
(If 1500 point in PT maneuvering area or holding pattern note in remarks) ‘

6. Width of FINAL segment at 1500' point 1.95

7. True Course of FINAL segment containing 1500' point 310.59

8. High Terrain in FINAL "segment containing 1500' point 969

9. Threshold Coordinates (if straight-in) ... : 463250.50N / 0905438.56W

10. ARP Coordinates ..............cccceennene. 463254.70N / 0905508.30W

11. Runway Approach End and distance furthest from ARP ................ RWY 2 |

Distance 0.53 NM
12. FAF Coordinates ...........cccccvuueennenn. 462915.84N / 0904835.21W

REMARKS: Approach/Drawing attached.




|
|
|

RADIO FIX AND HOLDING DATA RECORD

NAME: GEYEC : STATE: WI COUNTRY: US
LATITUDE/LONGITUDE: 462136.84N/0904647.24W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA
BRG BRG NM = FEET
1 JiLUL , 22067 5.00 17500
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP KASX ASHLAND Wi (US)
JOHN F. KENNEDY MEMORIAL - RNAV (GPS) RWY 31
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 06/05/2008
DEVELOPED BY: DATE: OFFICE: NAME:
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZMP

ATC FACILITY:

OTHER:

ALy
M
Q ) Q
'S’EC\("

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




Federal Aviation

"ONCURRENCES
OUTING SYMBOL

- = - V-34
Administration [Shoker
Memorandum |
Date:
To: Dick Powell Manager, National Flight Data Center, AJV-21
ROUTING STVBoL
From: Larry H. Strout, Manager, Central Products Team, AJV-353 V333
v —
Subject: ACTION: Magnetic Variation Change for John F Kennedy Memorial , Ashland,
WI (KASX) pATE
The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the %—
*Airport/Facility” column will be revised effective concurrent with the publication of the
procedure(s) listed below. AT
LOC/DME RWY 2, AMDT 1 [FOUTING SYMEGL
RNAV (GPS) RWY 2, AMDT 1
RNAV (GPS) RWY 13, AMDT 1 [
RNAV (GPS) RWY 20, AMDT 1 |
RNAV (GPS) RWY 31, AMDT 1
Estimated Chart Date: 05/02/2013
Please publish these changes in the National Flight Data Digest.
WISCONSIN
: Airport Assigned Magnetic | Epoch
Location Name [Facility | Identifier Variation Is Year
John F Kennedy . Old 2° East
Ashland Memorial Airport | KASX/ASX | New 2° West 2015
' Old 2° East
Ashland LOC ASX New 2° West 2015

If you have any questions please notify Larry H. Strout, larry.h.strout@faa.gov (405-954-5070).

cc: AJV-3rf
§jb:x7537: 12-4/2012 : (UNAVNI100\PIT\MAGVARMAGVAR\MAGVAR Letters 2013\ MV Change Request for,
Ashland, WI (KASX) 12-4-12 Requestor; TKirkpatrick, Evaluated By: LFortier






