Action: Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 05/30/2012 | 2012053025291701001 20120530252917
Procedure: LOC RWY 28 AMDT 0-B Airport ID: Airport: INDIANA COUNTY/JIMMY STEWART Reimbursable #:
KIDI FLD/
City: INDIANA ST: PA GPS #: Estimated Chart Date: FICO #:
02/07/2013
Fac ID: IDI Fac. Type: LOC Specialist: DAVID SAUER

Procedure Review ‘

Rec'd Rel'd Full Name Comments F ;

Lead: 05/30/2012 | 10/09/2012 | JAMES DUBOIS l

QA: 10/09/2012 10/16/2012 CASIMIR TABAKA

Liaison: | 10/16/2012 {pw o~ REQUEST POSSIBLE TABLE TOP EVALUATION

Procedure Comments: Remark Type: INFORMATION P(vj (o ,{ (

INDIANA, PA INDIANA COUNTY/JIMMY STEWART FLD (KIDI) LOC RWY 28, ORIG-B ENROUTE-NO FC: 12.25.12 PUB: 2.7.13
ATTACHED FORMS: 8260-5; 8260-10; 8260-9; 8260-2(S): ALVER (ID) OM-INT, REV 3; NALIS-INT, REV 3; OVAYI-INT, ORIG.

CONTACT: DON SMITH/MARLON ROBINSON-AJV-352 LEADS, 405.954.1036 / 405.954.3636.

VN 8200-6 (05/26/2005) Data as of: 10/16/2012 2:58:41PM



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
LOC STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - TITLE 14 CFR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceiings are in feet above airport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE | MAP: Lolc:): lv?ésgl)TILEs AFTER ALVER OM/INT/ID! 6.30 DME OR AT
- - 1-ID1 0.78
REC VOR/DME (IAF) NALIS INT/I-IDI 16.08 DME 355.00/ 3.50 4000
: CLIMB TO 3000 THEN CLIMBING RIGHT TURN TO 4000 ON I-D1
Hé\)LIS INT/I-IDI 16.08 DME SI“.A\IIEER OM/INT/I-ID! 6.30 284.30/9.78 (I-IDY) 3400 EAST COURSE TO ALVER OM/INT/I-IDI 6.30 DME AND HOLD.
ADDITIONAL FLIGHT DATA:
HOLD E, RT, 284.29 INBOUND.
CHART FAS OBST: 1575 TREE 403759N/0790407W
ALVER OM TO RW28: 3.35/30.
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (1AF)
2. PROFILE STARTS AT NALIS .
3.FAC 284.30 FAF ALVER OM/INT/I-IDI 6.30 DME DIST FAF TO MAP 552 THLD 552
4.MIN. ALT NALIS 4000, ALVER OM 3400, OVAYI/I-IDI 3.00 DME 2180
8. MSA FROM: REC VOR/DME 360-270 4400, 270-360 3700 MAG VAR: 8W EPOCH YEAR:1985
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | X |
CATEGORY =====> A B Cc D E
MDA VIS HAT/HAA| WDA VIS HAT/HAA| MDA VIS HAT/HAA | MDA VIS HAT/HAA | MDA VIS HAT/HAA
5-LOC 28 2180 1 775 2180 11/4 775 2180 21/4 775 2180 21/2 775
CIRCLING 2180 1 775 2180 11/4 775 2180 21/4 775 2220 2 3/4 815
OVAYI FIX MINIMUMS
5-1LOC 28 1860 1 455 1860 1 455 1860 11/4 455 1860 11/2 455
CIRCLING 1960 1 555 1980 1 575 2100 2 695 2220 23/4 815
NOTES:
CHART PROFILE NOTE: VGSI AND DESCENT ANGLES NOT COINCIDENT.
CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 1 SM NOT AUTHORIZED.
CHART NOTE: RWY 28 STRAIGHT-IN AND CIRCLING MINIMUMS NA AT NIGHT.
CITY AND STATE ELEVATION: 1405 TDZE: 1405 FACILITY PROCEDURE NO.JAMDT NO./EFFECTIVE DATE: SUP
INDIANA, PA AIRPORT NAME: IDENTIFIER: L.OC RWY 28, ORIG-B
1-IDI AMDT ORIG-A
INDIANA COUNTY/JIMMY STEWART FLD/ DATE 05/28/1992

FAA FORM 8260-5 / April 2006 (computer generated)

PAGE 1 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

|:| YES NO ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[] [] 1] ZOB, JST APP CON, IDI AMGR.

FLIGHT CHECKED BY

NAME: FIFO ~ DATE

DEVELOPED BY

NAME: FIFO DATE:
DAVID SAUER : AJV-352 08/31/2012

APPROVED BY

NAME: FIFO DATE:
DARRYEL ADAMS MANAGER AJV-352

CHANGES:

DELETED NOTE "IF LOCAL ALTIMETER SETTING NOT RECEIVED, USE DUBOIS ALTIMETER SETTING AND INCREASE ALL MDAS 140 FEET".
. DELETED PROFILE NOTE "*2280 WHEN USING DUBOIS ALTIMETER SETTING".

DELETED INITIAL ROUTE FROM TON VORTAC AND NALIS.

RAISED SE MSA SECTOR FROM 4200 TO 4400 AND NW MSA SECTOR FROM 3500 TO 3700.

ADDED CHART NOTE "HELICOPTER VISIBILITY REDUCTION BELOW 1SM NOT AUTHORIZED".
ADDED CHART NOTE "RWY 28 STRAIGHT-IN AND CIRCLING MINIMUMS NA AT NIGHT".

. RAISED S-28 ALL CATS AND CIRCLING CATS A-C MDA/HAT/HAA FROM 2140/734 TO 2180/775.

. RAISED S-28 CAT B VIS FROM 1 TO 1 1/4, CAT C VIS FROM 2 TO 2 1/4, CAT D VIS FROM 2 1/4 TO 2 1/2.
. RAISED CIRCLING CAT B VIS FROM 1 TO 1 1/4, CAT C VIS FROM 2 TO 2 1/4.

10. CHANGED MISSED APPROACH "VIA" TO "ON".

11. CHARTED VDA/TCH 3.35/30.

12. ADDED PROFILE NOTE: VGSI AND DESCENT ANGLES NOT COINCIDENT.

13. NAMED FINAL SDF OVAYI.

CONOOBONS

REASONS:

IAW P-NOTAM DATED 2/1/00.

IAW P-NOTAM DATED 2/1/00.

TON VORTAC TO BE DECOMMISSIONED.

. ADDED AAO ABOVE TERRAIN.

20:1 PENETRATIONS EXIST.

. 20:1 PENETRATIONS EXIST.

. HAD TO LOWER FINAL TO SDF DESCENT ANGLE BELOW 3.50 DEGREES TO ALLOW CAT D MINIMUMS, NEW SURVEYED AIRPORT/TDZE.
. RAISED S-28 MDA, AND IAW 8260.3, VOL 1, CHG 18, TABLE 6.

. RAISED TO MATCH S-28 VIS IAW 8260. 3, VoL 1, CHG 18, PARA 330E.

10. IAW 8260. 19E, PARA 8-56.

11. IAW 8260.19E PARA 8-57U.

12. ANGLE DIFFERENCE GREATER THAN 0.20 DEGREES.

13. SDF PREVIOUSLY FLIGHT CHECKED, NAMING IAW 8260.19E, PARA 2-64A.

SEE 8260-10

WONOUIRWN =




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

LOC STANDARD INSTRUMENT APPROACH PROCEDURE - i ; ) ; ; : . e i
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - - TITLE 14 CFR PART 97.25 except visibilities which are in statute miles or in feet RVR.
CITY AND STATE ELEVATION: 1405 TDZE: 1405 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE:  |sup:
INDIANA, PA IRP AME: ' IDENTIFIER: LOC RWY 28, ORIG-B :
AIRPORT NAME DI AMDT: ORIG-A
INDIANA COUNTY/JIMMY STEWART FLD/ . DATED:  05/28/1992

FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 2 OF 5PAGES



ALLAFFECTED PROCEDURES REVIEWED?

[] ves [ ] ~no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I N B N B

AOPA

[]

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME:

FIFO DATE:

DEVELOPED BY

NAME:

FIFO DATE:

APPROVED BY

NAME:

FIFO ' T DATE.

CHANGES:

REASONS:
REASONS CONT.
PDF EDITS:

1. 8260-3, LINE 1: DELETED "NA".
2. 8260-3, LINE 3: ADDED DIST FAF TO MAP AND THLD "5.52",




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum aititudes unless otherwise indicated.
LOC STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - LOC

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456785012345678901234567890123456789012345678901234567890123456789012
SUSAD MMJ K6011200VTL N40291735W080113794 N40291735W080113794W0080012001 NARMONTOUR
SUSAD REC K6011060VDL N40324725W078444928 N40324725W078444928W0020023401 NARREVLOC
SUSAD KIDIK6 IIDI K6010950 IT IIDIN40375648W075065515 013620 NARINDIANA COUNTY/JIMMY STEWART F
1 2 3 4 5 3 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT ALVER K60 R N4Q0371723W078584160 w0100 NAR ALVER OM
SUSAEAENRT NALIS K60 R N40361131W078455604 W01l01 NAR NBALIS
SUSAEAENRT OVAYI K60 R N40372913W079025979 w0093 NAR OVAYI
1 2 3 4 5 6 7 8 S 0 1 2 3

ATRPORT 12345678%012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KIDIKEAIDI 0 040YHN40375600W079061990W008001405 1800018000C MNAR INDIANA COUNTY/JIMMY STEWART F

1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456783012

SUSAP KIDIKSFL28 AREC 0L0REC K6&D 0V A FC REC Ké 0000000035500015D 18000 0 NS
SUSAP KIDIKSEFL28 AREC 020NALISKGEAQOEE B CF IIDIK6 1043016135500020PI + 04000 0 N3
SUSAP KIDIK6EFL28 L C1lONALISK6EAOE I IF IIDIKSG 10430161 PI + 04000 180600 0 NS
SUSAP KIDIKGFL28 L 020ALVERK6EACE F CF IIDIK6 1043006328400098PT + 03400 REC K6D 0 NS
SUSAP KIDIK6FL28 L 021LOVAYIKGEAQE S CF IIDIKe 107400302840Q0033PT + 02180 -335 Q0 NS
SUSAP KIDIK6FL28 L 030RW28 K6PGOGY M CF IIDIKé 1043000828400023P1L 01435 ~335 0 N3
SUSAP KIDIKSEFL28 L 040 0 M CA 2843 + 03000 0 N3
SUSAP KIDIK6FL28 L 050ALVERKGEAOEY R CFYMMJ K6 0894056210430130D + 04000 0 NS
SUSAP KIDIK6FL28 L 060ALVERKSEEACEE R HM 2843T010 + 04000 0 NS
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 1234567890123456789012345678301234567890123456789012345678301234567890123456789012345678901234567890123458678901234567890123456789012

SUSAP KIDIKEGRW28 0040002843 N40375384W07%055413-1100 +0395601405000045075RIIDIO

1 2 3 4 5 [} 7 8 9 0 1 2 3
ILS 123456789012345678301234567850123456789012345678901234567850123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KIDIKSIIIDIO 0LOS50RW28 N40375882W0780653472843 0603 0600 WO080
1 2 3 4 5 [ 7 8 9 [} 1 2 %jg%{
MSA 12345678%01234567890123456789012345678801234567890123456789012345678901234567890123456789012345678901234567890123456789012345678 2 {;
=l
CITY AND STATE ELEVATION: 1408 TDZE: 1405 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: [gup:
INDIANA, PA AIRPORT NAME: IDENTIFIER: LOC RWY 28, ORIG-B
INDIANA COUNTY/JIMMY STEWART FLD/ AMDT: ORIG A
DI DATED:  05/28/1992

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 3 of 5 Pages



ALL AFFECTED PROCEDURES REVIEWED?

[] ves |:| NO

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

1 0O O

AOPA NBAA OTHER (specify)

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

LOC STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.25

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

SUSAP KIDIK6SREC K6D 0 0901800372518009004425

bz,
F
4
Spets
CITY AND STATE ELEVATION: 1405 TDZE: 1405 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syp:
INDIANA, PA AIRPORT NAME: IDENTIFIER: LOC RWY 28, ORIG-B

INDIANA COUNTY/JIMMY STEWART FLD/ AMDT: ORIG A
DI DATED:  05/28/1992

Page 4 of 5 Pages

FAA FORM 8260 - 10/ April 2006 (Computer Generated)



ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

[ R N R

AOPA . NBAA OTHER (specify)

[ 1 [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

LOC STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 ~ LOC

RNP MAG (TRUE) DISTANCE ALTITUDE SPEED

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB
REC REC 010 IAF FC FRBR 355.0() 001.5
REC NALIS 020 CF FB 355.0() 002.0 AA 04000
NALIS Q10 FACF IF B AR 04000
ALVER 020 FAR CF FB 284.01() 009.8 AA (03400
OVAYI 021 SDF CF FRB 284.0() 003.3 AA 02180
RW28 030 MAP CF FO 284.0() 002.3 AT 01435
MISSED APPROACH FIX SEQ USE PATH TURN FQO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 284 .3() AA 03000
ALVER 050 CF R FO 104.3() 013.0 AA 04000
ALVER 060 HM R FO 284.3() T01.0 AZA 04000
POINT DATA WAYPOINT LAT IN SECS L.ONG IN SECS LAT IN MINS LONG IN MINS
MMJ N4Q2817.35 W0801137.94 N4029.289 W08011.632
REC N403247.25 W0784449.28 N4032.788 W07844.821
“IIDI (DME) N403756.48 W07%0655.15 N4037.9241 W07906.919
ALVER N403717.23 W0785841.60 N4037.287 W07858.693
NALIS N403611.31 W0784556.04 N4036.189 W(0'7845.934
OVAYI N403729.13 W0790259.79 N4037.486 W07202.997
RW28 N403753.84 W0790554.13 N4037.897 W07905.902
IIDI (LOC) N403758.82 W0790653.47 N4037.980 W07906.891
RUNWAY DATA : THRESHOLD
RWY ELEVATION TCH
RW28 01405 45
CITY AND STATE ELEVATION: 14085 TDZE: 1405 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
INDIANA, PA AIRPORT NAME: IDENTIFIER: LOC RWY 28, ORIG-B .
INDIANA COUNTY/JIMMY STEWART FLD/ AMDT: ORIG A
I-DI
DATED:  05/28/1992

FAA FORM 8260 - 10/ April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I R N

AOPA NBAA OTHER (specify)

[ 1 L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
INITIAL REC VOR/DME NALIS INT/I-IDI 1. AAO 403248.00N/0784527.00W | 2582 (4E) 1000 (AT418 4000
16.08 DME 2. TERRAIN 403248.00N/0784527.00W |2382 (2400) AS1500 3900
INTERMEDIATE NALIS INT/I-IDI ALVER 3. AAO 403212.00N/0784618.00W | 2543 (4E) 500 |AC98 AT259 3400
16.08 DME OMI/INT/I-IDI 4. TERRAIN 403215.00N/0784636.00W | 2294 (2300) AS1000 3300
6.30 DME
FINAL: LOC ALVER OVAYI/I-IDI 3.00 5. TREE 403707.09N/0790120.10W 1917 (2C) 250 2180
OM/INT/-IDI DME
6.30 DME
FINAL: LOC STEPDOWN OVAYI/I-ID} 3.00 5.52 MILES AFTER |6. TREE 403759.00N/0790407.00W |1575 (2C) 250 |[xp3s 1860
DME ALVER
OM/INT/IDI 6.30
DME OR AT I-IDI
0.78 DME FIX
2. PROCEDURE TURN NA
MAP: |5.52 MILES AFTER ALVER OM ASC 4000
i’p“g'rfgng ALVER INT/I-IDI 6.30 7. TOWER (42-002034) [403615.46N/0790222.38W | 2342 (1A) 1000 3400
ELEV: [1610 8. TERRAIN 403612.00N/0790221.00W | 1923 (1900) AS1500 3400
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3 NM a 350 7751 555 9. TREE 403833.00N/0790433.00W |1660 (2C) 300 sl 2180 /1960
CATEGORY B 1.5 NM g 450 :,:' 7751575 10. TREE 403826.00N/0790415.00W |1676 (2C) 300 sl 2180 /1980
CATEGORY C 17NM_|5[ 450 |2 775/ 695 11. TREE 403645.00N/0790417.00W [1800 (2C) 300 S| 2180 /2100
CATEGORY D 2.3 NM 8 550 2 815/815 12. TREE 403639.00N/0790328.00W 1919 (2C) 300 2220/ 2220
CATEGORY E 45NM || 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: REC VOR/DME ST
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) M SA -
360-270 AAO 161/17.5 3340 (6C) 4400 .
270-360 AAQ 238/ 03.1 2635 (4E) 3700
CITY AND STATE ELEVATION: 1405 FACILITY PROCEDURE AND AMENDMENT NO: [REGION
INDIANA, PA AIRPORT NAME: I-IDI LOC RWY 28, ORIG-B AEA
INDIANA COUNTY/JIMMY STEWART FLD/

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 1 OF 2 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ZOB ARTCC NWS |OTHER: SOURCE:KIDI
' AWOS-3 DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC 24
x|[VHF [xJunF | [HF LOCATION: KIDI ADJUSTMENT: 0
. PRIMARY NAVAID: DI
MONITOR | MONITOR POINT. _AOCC
STATUS | HRS | CATT 24
OPTN:| CAT3
ALS
(S) SALS
MALS
5. HIRL
QPFE’SS@% X |MIRL 10, 28
LIGHTING X  [REIL 10 (PCL), 28 (PCL)
TDZ
C/LINE
X OTHER (SPECIFY)
VASI-2L 10, 28
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT  NPI-F 10, 28
7.RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8 GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH X  |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:

DAVID SAUER

DATE:
08/31/2012

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-352

PART C - REMARKS:
VDP NOT ESTABLISHED - OBSTACLES PENETRATE 20:1.

PARA 251, 20:1 PENETRATION.
PARA 251, 34:1 PENETRATION.
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

KIDI AWOS ON SERVICE A.
VGSI DATA: 3.00/29

NO ADDITIONAL AIRSPACE REQUIRED.

THIS WAS A MINOR AMENDMENT ONLY PER FPT REQUEST. THE
CURRENT RUNWAY IS SCHEDULED TO BE A NEW PARALLEL
TAXIWAY IN OCT 2013 WHEN NEW PROCEDURES ARE PUBLISHED.

USED 100 FT TREE FOR OBS #5 SINCE HAD TO RAISE SDF
ALTITUDE ANYWAY. ALL OTHER TREE HEIGHT FROM PREVIOUS
DOCUMENTED 8260-9.

RETAINED USE OF OLD 8260.3 CHG 18 MINIMUMS STANDARDS TO
AVOID FULL AMDT.

FAF MOVED LESS THAN 0.1NM SO FULL AMDT NOT REQUIRED.

FINAL SDF WAS PREVIOUSLY FLIGHT INSPECTED SO NAMING
WON'T REQUIRE A NEW FLIGHT.

VERIFIED REC VOR/DME IS CONTAINED WITHIN 8260.19E,
FIGURE 7-3 AREA TO ALLOW TRANSITION TO LOC COURSE
(NOPT).

ORDER 8260.3, VOLUME 1, "VISUAL PORTION OF FINAL"
PE:]ETRATIONS:

20:

1430 TREE (KIDIT0037) 403749.93N/0790551.90W (23.99)
1433 TREE (KIDIT0004) 403750.41N/0790550.51W (21.93)
1430 TREE (KIDIT0003) 403751.72N/0790550.35W (19.04)
1426 TREE (KIDIT0001) 403757.24N/0790549.95W (16.58)
1421 TREE (KIDIT0002) 403756.07N/0790549.50W (9.20)
1412 TREE (KIDIT0012) 403756.43N/0790550.80W (5.38)
1418 TREE (KIDIT0011) 403751.54N/0790549.03W (1.89)

34:1
1482 TREE (KIDIT0024) 403745.93N/0790532.32W (30.86)
1490 TREE (KIDIT0025) 403745.92N/0790527.60W (28.22)
1479 TREE (KIDIT0028) 403757.15N/0790530.23W (26.82)
1616 TREE (KIDIT0034) 403743.81N/0790515.63W (26.56)
1466 TREE (KIDIT0007) 403750.78N/0790533.66W (19.46)
1467 TREE (KIDIT0020) 403747.68N/0790533.18W (18.37)
1464 TREE (KIDIT0006) 403753.22N/0790533.46W (17.81)
1466 TREE (KIDIT0033) 403756.18N/0790532.02W (17.53)
1462 TREE (KIDIT0046) 403749.76N/0790534.70W (17.47)
1477 TREE (KIDIT0032) 403757.68N/0790526.78W (17.22)
1458 TREE (KIDIT0040) 403748.57N/0790534.10W (11.73)
1460 TREE (KIDIT0029) 403757.35N/0790531.92W (11.69)
1455 TREE (KIDIT0005) 403754.64N/0790533.91W (10.29)
1449 TREE (KIDIT0022) 403748.64N/0790535.82W (6.63)
1450 TREE (KIDIT0017) 403756.01N/0790533.93W (5.78)
1447 TREE (KIDIT0023) 403750.63N/0790536.02W (5.73)
1453 TREE (KIDIT0043) 403746.35N/0790533.58W (4.83)
1450 TREE (KIDIT0019) 403751.99N/0790533.81W (4.20)
1445 TREE (KIDIT0021) 403751.97N/0790535.28W (2.50)
1483 TREE (KIDIT0027) 403749.65N/0790518.56W (2.07)
1446 TREE (KIDIT0042) 403747.61N/0790535.21W (1.92)
CONT.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART -A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES | ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
MAP:
3. MISSED
APPROACH SV
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM | [ 350
CATEGORY B 15NM__ || 450 |2
CATEGORY C 17NM  |S] 450 |2
CATEGORY D 23NM |G| 550 |2
CATEGORY E 45NM |%[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: e
SECTOR OBSTRUCTION BRG/DIST _ |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST __ |ELEVATION (MSL) MSA -
CITY AND STATE ELEVATION: 1405 FACILITY PROCEDURE AND AMENDMENT NO:  |REGION
INDIANA, PA AIRPORT NAME: 1-IDI LOC RWY 28, ORIG-B AEA
INDIANA COUNTY/JIMMY STEWART FLD/

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NWS |OTHER: SOURCE:
DISTANCE:
FAA

HOURS REMOTE OPERATION:

SATISFACTORY ON: AlC
[VHF [uHF | [HF  [LocATiON: ADJUSTMENT:
) PRIMARY NAVAID:
MONITOR | MONITOR POINT,
STATUS | HRS [ CAT!
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. HIRL
& RONAY IR
LIGHTING REIL
TDZ
C/LINE
OTHER (SPECIFY)
6 RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8 GLIDE GP ANGLE: ELEV RWY THRESHOLD:
BATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:

CONTINUED.
1444 TREE (KIDIT0018) 403753.47N/0790534.88W (1.09)

FPT NOTIFIED.

XP: DME MINIMUMS S$-28 MDA RAISED TO MATCH PREVIOUS
PUBLISHED.




RADIO FIX AND HOLDING DATA RECORD

NAME: ALVER OM STATE: PA COUNTRY: US

LATITUDE/LONGITUDE: 403717.23N/0785841.60W TYPE: INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA
’ BRG BRG NM  FEET

1 ALVER D OM

2 INDIANA I-IDI LOC/DME 104.30 096.30 6.30 6.28 38159 3400
3 JOHNSTOWN JST VORTAC L 346.19 340.19 19.43 3400

HOLDING: HOLDING TYPE OF ACTION: MODIFY
PATTERNS:
PAT DIR IDENT  TYPE RADI/CRS/BRG CRS TURN
INBOUND (LORR) TIME DME MIN
1 E -IDI LOC/DME  104.30 284.30 R 1 4000
. CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION
1 200 TOWER (42-002034) 403615.46N/0790222.38W 2342

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

COORDINATES REFLECT LOCATION ON LOC/AZ CENTERLINE ABEAM THE ALVER OM.
ACTUAL FACILITY LOCATION IS 403718.95N/0785841.35W.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
IAP LOC RWY 28 1,2,3 1 KIDI INDIANA

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 3 DATE OF REVISION: 02/07/2013

REASON FOR REVISION:

MOVED FIX 11.61 FT EAST.

DELETED REMARK, MAGNETIC VARIATION: |-IDI 8°W, JST 6°W.

ADDED REMARK, PRECIPITOUS TERRAIN EVALUATION COMPLETED.

MOVED REMARK, HOLDING LIMITED TO ESTABLISHED PATTERN, TO HOLDING RESTRICTIONS.
CHANGED PAT 1 CRS INBOUND FROM 284.00 TO 284.30.

CHANGED FAC 2 TRUE BRG FROM 096.29 TO 096.30

ADDED FAC 2 DIST FROM FAC IN NM AND FEET.

ADDED FAC 3 DIST FROM FAC IN NM.

10. CHANGED FAC 2 AND 3 MRA/MAA FROM 3000/5900 TO 3400/5800.

11. CHANGED PAT 1 CONTROLLING OBSTACLE FROM 2190 TOWER TO 2342 TOWER.
12. CHANGED PAT 1 MIN TEMPLATE FROM 6 TO 5.

13. CHANGED PAT 1 MAX HOLDING ALTITUDE FROM 5900 TO 5800.

14. CHANGED PAT 1 AIRSPEED FROM 230 TO 200.

CONOIO AW~

15. ADDED REMARK, COORDINATES REFLECT LOCATION ON LOC/AZ CENTERLINE ABEAM THE ALVER OM. ACTUAL FACILITY LOCATION IS

403718.95N/0785841.35W.

DEVELOPED BY: DATE: 08/30/2012 OFFICE: AJV-352 NAME: DAVID SAUER

APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS

SIGNATURE:

DISTRIBUTION: NFDC

FPO: EST

ARTCC: ZOB

ATC FACILITY: JST APP CON

OTHER

CHANGED FAC ORDER, FAC 3 ALVER OM BECAME FAC 1, FAC 1 I-IDI BECAME FAC 2, FAC 2 JST BECAME FAC 3.

LEG LENGTH HOLDING ALTITUDES TEMPLATES

MAX MIN  MAX
5800 5 6
ACCURACY CODE
1A
STATE
PA (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1

MAA

17500
5800
5800




RADIO FIX AND HOLDING DATA RECORD

NAME: NALIS STATE: PA COUNTRY: US

LATITUDE/LONGITUDE: 403611.31N/0784556.04W TYPE: INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM  FEET

1 INDIANA I-IDI LOC/DME 104.30 096.30 16.08 16.06 4000 5800

2 REVLOC REC VOR/DME L 355.00 346.00 3.50 4000 5800

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

REVLOC (FAC 2) AND INDIANA (FAC 1) USED TO ESTABLISH FIX COORDINATES

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP LOC RWY 28 1,2 KIDI INDIANA PA (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 02/07/2013

REASON FOR REVISION:

1. DELETED FAC 2, TON; FAC 3 |-IDI BECAME FAC 1, FAC 1 REC BECAME FAC 2.

2. DELETED REMARK, MAGNETIC VARIATION: REC 9°W, TON 7°W.

3. ADDED FAC 1 AND 2 DIST FROM FAC IN NM.

4. CHANGED FAC 1 MAA FROM 5900 TO 5800.

5. CHANGED FAC 1 DME FORM 16.1 TO 16.08.

6. ADDED REMARK, REVLOC (FAC 2) AND INDIANA (FAC 1) USED TO ESTABLISH FIX COORDINATES.
7. CHANGED FAC 1 TRUE BRG FROM 096.29 TO 096.30.

8. CHANGED FAC 2 MAA FROM 17500 TO 5800.

DEVELOPED BY: DATE: 08/30/2012 OFFICE: AJV-352 NAME: DAVID SAUER
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZOB
ATC FACILITY: JST APP CON
OTHER: :

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: OVAYI STATE: PA COUNTRY: US

LATITUDE/LONGITUDE: 403729.13N/0790259.79W TYPE: DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 INDIANA 1-IDI LOC/DME 104.30 09630  3.00 2.98 2080 5800

REMARKS:

THIS FIX WAS PREVIOUSLY FLIGHT INSPECTED AS KIDI LOC RWY 28 UNNAMED DME FINAL STEPDOWN FIX.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP LOC RWY 28 1 KIDI INDIANA PA (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 02/07/2013

DEVELOPED BY: DATE: 09/17/2012 OFFICE: AJV-352 NAME: DAVID SAUER
APPROVED BY: DATE: OFFICE: AJV-352 NAME: SUE CRUMB
SIGNATURE:

DISTRIBUTION: ~ NFDC

FPO: EST

ARTCC: ZOB

ATC FACILITY: JST APP CON

OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1






