Action: Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form AMENDMENT IAP 07/21/2012 | 2012072130843201001 | 20120721308432
Procedure: RNAV (GPS) RWY 36 AMDT 1A Airport ID: Airport: ROSCOE TURNER Reimbursable #:
KCRX
City: CORINTH ST: MS GPS #: Estimated Chart Date: FICO #:
03/07/2013
Fac ID: Fac. Type: Specialist: ROSE BOONE

Procedure Review

Rec'd Rel'd Full Name Comments
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Liaison: RN
Procedure Comments: ‘)\rON _ 8.}\({1 Tl, Remark Type: INFORMATION
ESV(S): NA

ATTACHED FORMS: 8260-3; -10; -9; MAPS
8260-2(S): NA
CONTACT: DON SMITH, AlV-352 LEADS, 405.954.1036/

FAS pace 547 AR SAuED

VN 8200-6 (05/26/2005) Data as of: 10/11/2012 8:37:37AM



RNAV - STANDARD
INSTRUMENT APPROACH PROCEDLIRE
TITLE 14 CFR PART 97.33

US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL., except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
above airport elevation. Distances are in nautical miles uniess otherwise indicated, except visibilities which
are in statute miles or in feet RVR. ’

TERMINAL ROUTES MISSED APPROACH
FROM T0 COURSE AND DISTANCE ALTITUDE tmlw II)\’-\NAV DA
WEDGO (IF/IAF) TATOC (FB) 355.57 /6.01 2400 LNAV: RW36
TATOC (FAF ULOFA/2.30 NM TO RW36 (FB . 73
( ) ° 36 (FB) 355.56/3 CLIMB TO 3000 DIRECT FOLIT AND HOLD.
ULOFA/2.30 NM TO RW36 RW36 (MAP) (FO) 355.56/2.30
RW36 (MAP) 696 MSL 355.56
696 MSL. FOLIT (FO) 3000
ADDITIONAL FLIGHT DATA:
HOLD N, LT, 175.53 INBOUND.
CHART FAS OBST: 568 TREE 345434N/0883647W
CHART 649 TREE 345157N/0883627W.
CHART COLUMBUS 4 MOA.
DISTANCE TO THLD FROM 271 HATH: 0.68 NM.
CHART(}IleyAT 1.07 MILES TO RW36
*LNAV ONLY. .
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) (oY ORANNEL # 48832
2. HOLD S WEDGO, RT, 355.57 INBOUND, 3000 FT. IN LIEU OF PT (IAF) R‘_EFERENCE PATH ID: W36A
3.FAC: 35556 FAF: TATOC DIST FAF TO MAP: 603 THLD: .03 |-TP HAE:101.8 M
4. MIN. ALT: WEDGO 3000, TATOC 2400, ULOFA/2.30 NM TO RW36 1200*
5. DIST TO THLD FROM OM: MM: M: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2400 GS ALT AT:TATOC 2400 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:54.0 34:1iS NOT CLEAR
8. MSA FROM: MAG VAR: 2W EPOCH YEAR: 2010
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY =====> A B C D E
DH/MDA VIS |HAT/HAA|DH/MDA VIS | HAT/HAA[DH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA
{.PV DA 696 7/8 271 696 718 271 696 7/8 271 - 696 7/8 271 ’
LNAV/VNAV DA 729 1 304 729 1 304 729 1 304 729 1 304
£NAV MDA 820 1 395 820 1 395 820 11/8 395 820 11/8 395
CIRCLING 900 1 475 - 900 1 475 900 1172 475 980 2 555
NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -15C (5F) OR ABOVE 54C (130F). @ NA WHEN LOCAL WEATHER NOT AVAILABLE.
CHART NOTE: DME/DME RNP-0.3 NA. .
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE TUPELQO ALTIMETER SETTING AND INCREASE
ALL DA 103 FEET, AND ALL MDA 120 FEET, INCREASE LPV, LNAV/VNAV ALL CATS VISIBILITY 3/8 MILE, AND o
(SEE FORM 8260-10) .
CITY AND STATE ELEVATION: 425 THRE: 425 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SuP:
CORINTH, MS AIRPORT NAME: IDENAWER: RNAV (GPS) RWY 36, AMDT 1A AMDT: 1
ROSCOE TURNER DATED  07/28/2011

FAA FORM 8260 - 3 / April 2006 (computer generated)
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ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] ves NO ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
O O O O ]
FLIGHT CHECKED BY
NAME: FIFO DATE:
THOMAS ERVIN PAGE FIOG 06/02/2011
DEVELOPED BY
NAME: FIFO DATE:
DONALD E. SMITH (ROSE BOONE) AJV-352 10/11/2012
APPROVED BY
NAME: FIFO DATE:
SUSAN CRUMB MANAGER AJV-352
CHANGES:

1. CORRECTED WAAS CHANNEL FROM 82122 TO 48832.

2. UPDATED LPV CONTROLLING OBSTACLE.

3. UPDATED HELICOPTER CHART NOTE.

4. UPDATED HIGH TEMPERATURE WITHIN UNCOMPENSATED NOTE.

REASONS:

1. DUPLICATE ASSIGNMENT OF WAAS CHANNEL WITH KCRX RNAV (GPS) RWY 36, AMDT 1.
2. NEW CONTROLLING OBSTACLE FOUND IN FINAL.

3. PER MEMO DTD 8.27.12.

4. LATEST CALCULATION FROM AFS.

PDF EDITS: ADDED (FAF) IN TERMINAL ROUTES; CHANGED MA ALTITUDE TO 3000; REMOVED STEPDOWN ALTITUDE IN TERMINAL ROUTES.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):

LNAV CATS C/D AND CIRCLING CAT D VISIBILITIES 1/4 MILE.

CHART NOTE: BARO-VNAV AND VDP NA WHEN USING TUPELO ALTIMETER SETTING.
CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 3/4 SM NOT AUTHORIZED.

TAA
FROM T0 ALT

1. 266/30 CW 086/30 (NOPT) WEDGO (IF/IAF) (FB) 3000

2. 086/30 CW 266/30 WEDGO (IF/IAF) (FO) 3000

CITY AND STATE ELEVATION: 425 . THRE: 425 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:

CORINTH, MS AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 36, AMDT 1A »
RNAV AMDT:
ROSCOE TURNER DATED:  07/28/2011

FAA FORM 8260-10/ April 2006 {(Computer Generated)
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] ves [ ] ~no

COORDINATED WITH: :
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[] L1 [ ] [ ] []

FLIGHT CHECKED BY

NAME: FIFO DATE:

DEVELOPED BY

NAME: FIFO DATE:

APPROVED BY

NAME: ‘ ‘ FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

except visibilities which are in statute miles or in feet RVR.

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KCRX
RUNWAY RW36
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR ]
REFERENCE PATH IDENTIFIER (APPROACH ID) W36A
LTP/FTP LATITUDE 345421.9430N
LTP/FTP LONGITUDE 0883608.1560W
LTP/FTP ELLIPSOIDAL HEIGHT +01018
FPAP LATITUDE 345550.6200N
FPAP LONGITUDE 0883620.3300W
THRESHOLD CROSSING HEIGHT (TCH) 00054.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0768
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 58C7CE97
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K7
LTP ORTHOMETRIC HEIGHT +01294
FPAP ORTHOMETRIC HEIGHT +01294
CITY AND STATE ELEVATION: 425 THRE: 425 FACILITY PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE: SUP:
CORINTH, MS AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 36, AMDT 1A
’ RNAV AMDT: 1
-ROSCOE TURNER DATED: 07/28/2011
FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 3 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

] ves [ vo
COORDINATED WITH: .
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

I e N B A B

[ ]

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV P TANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAERENRT FOLIT K70 W N35073018W088375660 W0018 NAR FOLIT
SUSAEAENRT TATOC K70 W N34482165W088351878 w0018 NAR TATOC
SUSAEAENRT ULOFA K70 W N34520459W088354932 wWoo1s8 NAR ULOFA
SUSAEAENRT WEDGO K70 W N34422292W088342973 w0018 NAR WEDGO
1 2 3 4 5 6 7 8 ] 0 i 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCRXK7ACRX Q 065YHN34545388W088361254W002000425 1800018000C MNAR ROSCOE TURNER
1 2 3 4 5 6 7 8 9 Q 1 2 3

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KCRXK7FR36 AWEDGO (010WEDGOK7EAQCEE AR HF 35560040 + 03000 18000 A JS

SUSAP KCRXK7FR36 R 01O0WEDGOK7BAQE I IF + 03000 18000 A JS

SUSAP KCRXK7FR36 R 020TATOCK7EALE F OS51TF 35560060 + 02400 A JS

SUSAP KCRXK7FR36 R 02 0TATOCK7EA2WALPV ALNAV/VNAV ALNAV JS

SUSAP KCRXK7FR36 R 021ULOFAK7EAOE S 0317TF 35560037 VvV 0120001211 -300 A JS

- SUSAP KCRXK7FR36 R 03 0RW36 K7PGOGY M 031TF 35560023 00479 -300 A JS

SUSAP KCRXK7FR36 R 040 0 M CA 3556 + 00696 A J8

SUSAP KCRXK7FR36 R 050FOLITK7EAQEY DF + 03000 A JS

SUSAP KCRXK7FR36 R 06 0FOLITK7EAQCEE L HM 17550040 + 03000 A JS

1 2 3 4 5 & 7 8 9 0 1 2 3

RUNWAY 1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567839012

SUSAP KCRXK7GRW36 0065003556 N34542194W088360816-0300 +0101800425000054100R

1 2 3 4 5 6 7 8 9 0 1 2 3

PP 1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567895012

SUSAP KCRXK7PR36 RW36 001 0000W36A0N3454219430W08836081560+010180300N3455506200W08836203300106750768000540F40050058C7CE97

SUSAP KCRXK7PR36 RW36 002E +01294+01294LPV 48832 ’

o ~
CITY AND STATE ELEVATION: 425 THRE: 425 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
CORINTH, MS AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 36, AMDT 1A
ROSCOE TURNER AMDT: 1
RNAV

DATED:  7/28/2011

FAA FORM 8260 - 10/ April 2006 (Computer Generated)

Page 4 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES ' REQUIRED EFFECTIVE DATE

[] ves [] no

COORDINATED WITH: .
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

- O od 0O O L

FLIGHT CHECKED BY

NAME: FIFO DATE:

DEVELOPED BY

NAME: NFPG DATE:

APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
WEDGO WEDGO 010 IAF HF R FO 355.6(353.6T) 004.0 AA 03000
WEDGO 010 FACF IF FB AA 03000
TATOC 020 FAF TF FB 0.5 355.6(353.6T) 006.0 AA 02400
ULOFA 021 SDF TF FRB 0.3 355,6(353.6T) 003.7 AA 01200 GS 01211
RW36 030 MAP TF FO 0.3 355.6(353.6T) 002.3 AT 00479
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 355.6(353.67T) AR 00696
FOLIT 050 DF FO : AR 03000
FOLIT 060 HM I FO 175.5(173.5T) 004.0 AA 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
FOLIT N350730.18 W0883756.60 N3507.503 W08837.943
TATOC N344821.65 W0883518.78 N3448.361 W08835.313
ULOFA N345204.59 W0883549.32 N3452.077 W08835.822
WEDGO N344222.92 W0883429.73 N3442.382 W08834.496
RW36 N345421.94 W0883608.16 N3454.366 W08836.136
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW36 00425 54
CITY AND STATE ELEVATION: 425 THRE: 425 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
' CORINTH, MS AIRPORT NAME: : IDENTIFIER: RNAV (GPS) RWY 36, AMDT 1A
ROSCOE TURNER AMDT: 1

RNAV

DATED:  7/28/2011

FAA FORM 8260 - 10/ April 2006 (Computer Generated)

Page 5 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

b O 0O O

AOPA NBAA OTHER (specify)

[ ] L]

FLIGHT CHECKED BY

NAME: FIFO OATE
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
STRAIGHT-IN AREA 266/30 CW 086/30 WEDGO 1. TOWER (28-000899) [342352.00N/0885303.00W | 1459 (5E) 1000 [AT541 3000
2. TERRAIN 344227.00N/0875600.00W [932 (900) AS1500 2400
STRAIGHT-IN AREA 086/30 CW 266/30 WEDGO 3. TOWER (28-001152) [345530.00N/0882403.00W |1320 (5E) 1000 [ATs80 3000
4. TERRAIN 344303.00N/0875442.00W [962 (1000) AS1500 2500
INTERMEDIATE WEDGO (IF/IAF) TATOC 5. TOWER (28-002216) [344557.00N/0883329.00W [860 (1A) 500 |AT1040 2400
6. TERRAIN 344251.00N/0883633.00W | 555 (600) AS1500 2100
FINAL: LPV TATOC RW36 7. TREE (KCRX0016)  [345505.31N/0883603.98W [473 (2C) 34:1 |AC20 MA21 696/271
FINAL: LNAV/VNAV TATOC RW36 8. TREE (KCRX0020) [345433.67N/0883647.36W [568 (1A) 23.44:1 729/304
FINAL: LNAV TATOC ULOFA/2.30 NM TO [9. AAOD 344811.87N/0883634.39W [769 (2C) 250 |XL2 RA103 DG76 1200
RW36
FINAL: LNAV STEPDOWN ULOFA/230NMTO  |RwW36 8. TREE (KCRX0020) [345433.67N/0883647.36W |568 (1A) 250 820
‘RW36
2. HOLD-IN-LIEU-OF-PT WEDGO P-5 10. TOWER (28-001594) |344118.00N/0883406.00W [875 (2C) 1000 |AT1125 3000
: 11. TERRAIN 344057.00N/0883624.00W |591 (600) AS1500 2100
MAP: |DAJDA/RW36 FOLIT 7. TREE (KCRXT0016) [345401.18N/0883600.70W |494 (2C) ASC 3000
f\'P'\,QI:CS)EgH 13. TOWER (28-000548) [345857.00N/0383502.00W [ 796 (4D) 1000 1800
ELEV: |497/568/720 14. TERRAIN 350145.00N/0883627.00W | 581 (600) AS1500 2100
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM | | 350 A75 15. TREE (KCRX0049) | 345418.27N/0883724.54W [592 (1C) 300 900
CATEGORY B 1.5 NM w| 450 z 475 15. TREE (KCRX0049) |345418.27N/0883724.54W |592 (1C) 300 900
CATEGORY C 1.7NM  |S| 450 |2 ATS 16. TREE (KCRX0017) |345656.10N/0883538.31W 594 (1A) 300 900
CATEGORY D 23NM || 550 |2 555 17. TOWER (28-020181)| 345633.55N/0883356.72W 680 (2C) 300 980
CATEGORY E 45NM__ [®[ 550 [
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID:
SECTOR OBSTRUCTION BRG/DIST |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL)] ~MSA
CITY AND STATE ELEVATION: 425 FACILITY ’ PROCEDURE AND AMENDMENT NO: REGION
CORINTH, MS AIRPORT NAME: RNAV RNAV (GPS) RWY 36, AMDT 1A ASO
ROSCOE TURNER

FAA Form 8260 - 9/ April 2006 (Computer Generated)

PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ZME ARTCC NWS |OTHER: SOURCE KCRX/KTUP
GWOFSS AWOS-3 DISTANCE: 0/ 39.61
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AIC 24/ BACKUP
x|[vHF [ x|uHF | [HF  |LOCATION: KCRX ADJUSTMENT: 0/103
, PRIMARY NAVAID:
MONITOR |-MONITOR POINT.
STATUS | HRS | CAT'
OPTN:| CAT 3
ALS
(S) SALS
MALSR 18 (PCL)
5. HIRL
APPROACH MIRL 18 (PCL), 36 (PCL)
& RUNWAY =~
LIGHTING
TDZ
C/LINE
OTHER (SPECIFY)
PAPI-2L 18, 36
6. RUNWAY  |BASIC
MARKINGS ALL WEATHER PIR-G 18, 36
INSTRUMENT
7. RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8 GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:424.7
PATH DISTANCE FROM RWY: ELEV GP ANTENNA
THRESHOLD CROSSING HEIGHT: 54.0
9. FINALAPPROACH X |[RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY: DATE:
DONALD E. SMITH (ROSE BOONE) 10/11/2012
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-352

PART C - REMARKS:
PARA 251, 34:1 PENETRATION.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

TERPS PARAGRAPH 289 APPLIED TO 649 TREE
345157N/0883627W.

3. ALTIMETER SETTING

SOURCE: KCRX/KTUP DISTANCE: ON
AFLD/39.61

HOURS REMOTE OPERATION: 24 ADJUSTMENT:
102.18

KCRX AND KTUP ARE ON SERVICE A.
VGSI DATA: 3.00/54

RASS PRESSURE PATTERNS SAME
KCRX 424.7, KTUP 345.6

RA = 102.18.

SEE ATTACHED AIRSPACE LETTER.
100' TREES USE PER EASTERN FPO.

LPV:
INNER SURFACE: 34:1

LNAV/VNAV:
INNER SURFACE: 23.44:1
OUTER SURFACE: 34:1

LNAV/VNAYV ISA DEVIATION: -30

TERPS VOLUME 1 VISUAL PORTION OF FINAL PENETRATIONS:

34:1 479 TREE (KCRXT0019)
345402.26N/0883607.28W (1.81)
487 TREE (KCRXT0018)
345401.12N/0883609.54W (7.07)
484 TREE (KCRXT0017)
345403.47N/0883603.43W (9.33)
494 TREE (KCRXT0016)
345401.18N/0883600.70W (11.81)
465 TREE (KCRXT0015)
345406.34N/0883611.73W (1.09)
469 POLE (KCRXT0014)
345409.00N/0883602.49W (10.40)
491 TREE (KCRX0027)
345402.63N/0883559,05W (12.64)






