Action: Task Type: Date Open: Request #:
Flight Procedure Tracking Form FLIGHT CHECK 1IAP 06/25/2012 | 2012062530361501003 20120625303615
Procedure: RNAV (RNP) Z RWY 17 L AMDT 0-A Airport ID: Airport: LOUISVILLE INTL-STANDIFORD Reimbursable #:
KSDF FIELD
City: LOUISVILLE ST: KY GPS #: Estimated Chart Date: FICO #:
Fac ID: RNAV Fac. Type: Specialist: CHRISTOPHER COX
&n P
Procedure Review VL
Rec'd Rel'd Full Name
Lead: 06/25/2012 09/18/2012 JAMES DUBOIS
QA: 09/18/2012 09/27/2012 STEVEN SZUKALA
Liaison: | 09/27/2012 Spve i~ REQUEST POSSIBLE TABLE TOP REVIEW
Procedure Comments: Remark Type: INFORMATION ﬂ”] Z’["L
LOUISVILLE, KY LOUISVILLE INTL-STANDIFORD FIELD (KSDF) RNAV (RNP) Z RWY 17L, ORIG-A ENROUTE-NO FC: 11.27.12 PUB: 1.10.13
ATTACHED FORMS: 8260-3; 8260-10; 8260-9.
CONTACT: DON SMITH/MARLON ROBINSON-AJV-352 LEADS, 405.954.1036 / 405.954.3636.
VN 8200-6 (05/26/2005) Data as of: 9/27/2012 2:18:53PM
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LOUISVILLE, KENTUCKY
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168° | AptElev 501 LOUISVILLE INTL-STANDIFORD FIELD (SDF')
For uncompensated Baro-VNAY systems, procedure NA below -14°C {7°F) or above 54°C MISSED APPROACH: ™|
v {130°F). GPS required. For inoperative MALSR, increase RNP 0.30 all Cats visibility to MALSR | Climb to 1000 then
RVR 5000. Simultaneous approach authégized with Rwy 17R, except for arrivals at = | climbing left turn to
CHUWE, KAEDN, ALANB, and COBLR. Use of FD or AP providing RNAV track guidance @ T 3000 direct IV
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RWI7L
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CATEGORY A [ B | C [ D
RNP 0.30 DA 761/40  262(300-%)
HIRL all Rwys AUTHORIZATION REQUIRED
TDZ/CL Rwys 178, 17R, 35L and 35R
LOUISVILLE, KENTUCKY
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RNAV (RNP) Z RWY 17L ORIG-A Flight Inspection Map
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RNAV (RNP) Z RWY 17L ORIG-A Flight Inspection Map
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US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

RNAYV (RNP) - STANDARD,
INSTRUMENT APPROACH PROCEDURE,
TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudesare in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cellings are infeet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibiliies which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |RNP: DA
THUND (IF) RACRR (TF) (FB) (RNP 0.50) 167.86 / 3.53 4000
RACRR SLGRR (TF) (FB) (RNP 0.50) 167.8715.77 2500
CLIMB TO 1000 THEN CLIMBING LEFT TURN TO 3000 DIRECT 1IU
KAEDN (IF) STYKR (TF) (FB) (RNP 1.00) 347.34 1 3.01 5000 VORTAC AND HOLD, CONTINUE CLIMB-IN-HOLD TO 3000.
STYKR JUMIP (RF) (FB) (RNP 1.00) (2.80 NM RADIUS CCW 3600
(CFBED))/4.32
CHUWE (IF) JUMIP (TF) (FB) (RNP 1.00) 259.06 / 6.00 3600
(SEE FORM 8260-10) ADDITIONAL FLIGHT DATA: »
HOLD SE, RT, 300.00 INBOUND.
ROUTE TYPE: A, H
ROUTE TYPE QUALIFIER 1: F
ROUTE TYPE QUALIFIER 2: S
DISTANCE TO THLD FROM 262 HATH: 0.65 NM.
AT AL oS 00 ST
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF ) AR T I o AT KaaND:
2. PROFILE STARTS AT SLGRR #TCH 554&M3|_ (DO NOT CHART).
: - - : CHART LOC RWY 17R
3. FAC: 167.89 FAF: DIST FAE TO MAP: THLD: CHART MANDATORY 5000 AT CHUWE.
4. MIN. ALT: SLGRR 2500 CHART MINIMUM 4000 AT ALANB.
5. DIST TO THLD FROM OM: 641 MM: IM: 150 HAT: 100 HAT: GS ANT: CHART MINIMUM 4000 AT COBLR.
6. MIN GS INCPT: 2500 GS ALT AT:SLGRR 2500 OM: MM: IV
7. GSANGLE: 3.00 TCH:55.2# 34:11S NOT CLEAR
8. MSA FROM: RW17L 3600 MAG VAR: 3W EPOCH YEAR: 1995
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A EOR THIS AIRPORT ALTERNATE:NA | | STANDARD
CATEGORY ==s==> A C D E
DH/MDA VIS | HAT/HAA| DH/IMDA VIS | HAT/HAA|DH/MDA |  vis  |HAT/HAA | DH/MDA VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA
AUTHORIZATION REQUIRED
RNP 0.30 DA 761 4000 262 761 4000 262 761 4000 262 761 4000 262
NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, PROCEDURE NA BELOW -14C (7F) OR ABOVE 54C (130F). WAY
CHART NOTE: GPS REQUIRED. s,
CHART PLANVIEW NOTE ADJACENT TO KAEDN: RF REQUIRED. 4 =
CHART PLANVIEW NOTE ADJACENT TO CHUWE: RF REQUIRED. Ao 0
(SEE FORM 8260-10) . oY%
CITY AND STATE ELEVATION: 501 THRE: 499 FACILITY PROCEDURE NO.JAMDT NOJEFFECTIVE DATE: SUP:
LOUISVILLE, KY AIRPORT NAME: 'DENJ'I‘E{\EIR: RNAV (RNP) Z RWY 17L, ORIG-A AMDT ORIG
LOUISVILLE INTL-STANDIFORD FIELD DATED 077262012

FAA FORM 8260 - 3/ April 2006 (computer generated)

PAGE 1 OF (, PAGES




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] ves NO ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[ ] [x] SDF AMGR, SDF ATCT, SDF APPROACH CONTROL
FLIGHT CHECKED BY
NAME: FIFO DATE.
DEVELOPED BY
NAME. FIFO DATE:
CHRISTOPHER COX AJV-352 08/30/2012
APPROVED BY
NAME: FiIFQ DATE:
DARRYEL ADAMS MANAGER AJV-352
CHANGES:

1. REMOVED RNP 0.15
2. LOWERED RNP 0.30 DA/HATH/VIS FROM 876/480/6000 TO 761/262/4000
3. UPDATED LIMIT CHANGED FROM FOR INOPERATIVE MALSR, INCREASE RNP 0.15 ALL CATS VISIBILITY TO 1 MILE AND RNP 0.30 ALL CATS VISIBILITY TO 1 5/8 MILES

TO R INOPERATIVE MALSR, INCREASE RNP 0.30 ALL CATS VISIBILITY TO RVR 4500
4. HIGH TEMP LIMIT CHANGED FROM 37C{98F) TO 54C(130F)
5. ADDED C-I-H TO MISSED

REASONS:

1. RNP 0.15 HAS HIGHER MINS THAN RNP 0.30

2. OBSTACLES REMOVED

3. RNP 0.15 REMOVED AND 0.30 MINS LOWERED

4. AFS HIGH TEMP CALCULATE DATED 5/16/2012

5. LOWERED DA CAUSES THE LOWEST OCS SURFACE AT THE MISSED APPROACH CLEARANCE LIMIT FiIX TO BE MORE THAN 1000 BELOW THE LEVEL SURFACE (1860 VICE 3000). OCS

WOULD NEED TO BE 2000 AT iU VORTAC TO AVOID A C--H




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV (RNP) - STANDARD, Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

INSTRUMENT APPROACH PROCEDURE, - TITLE 14 CFR PART 97.33 except visibilities which are in statute miles or in feet RVR.
TERMINAL ROUTES, (CONT.):
FROM : TO COURSE AND DISTANGE ALTITUDE
JumIP SLGRR (RF) (FB) (RNP 1.00) (2-25 NM RADIUS CCW 2500
(CFBFF))/3.57
ALANB (IF) CIKCA (TF) (FB) (RNP 1.00) 078.34 / 4.00 3600
COBLR (IF) YUNDV (TF) (FB) (RNP 1.00) 348.52/3.01 4000
YUNDV CIKCA (RF) (FB) (RNP 1.00) (2.78 NM RADIUS CW 3600
(CFBCE))i4.36
CIKCA WOTED (TF) (FB) (RNP 1.00) 078.39 /.56 3500
WOTED SLGRR (RF) (FB) (RNP 1.00) (2.44 NM RADIUS CW 2500
: (CFBCJ))/3.80
SLGRR (FAF) RW17L (MAP) (TF) (FO) 167.89 /6.1
RW17L (MAP) 1000 MSL 167.89
1000 MSL 1IU VORTAC (DF) (FO) 3000

NOTES, (CONT.): :

CHART PLANVIEW NOTE ADJACENT TO COBLR: RF REQUIRED.

CHART PLANVIEW NOTE ADJACENT TO ALANE: RF REQUIRED.

CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.

CHART PLANVIEW NOTE AT THUND: (RNP 0.50).

CHART NOTE: FOR INOPERATIVE MALSR, INCREASE RNP 0.30 ALL CATS VISIBILITY TO RVR 4500.

CHART PLANVIEW NOTE AT YUNDV: MAX 220 KIAS.

CHART PLANVIEW NOTE AT STYKR: MAX 220 KIAS.

CHART PLANVIEW NOTE AT WOTED: MAX 210 KIAS

CHART PLANVIEW NOTE AT JUMIP: MAX 200 KIAS.

CHART PLANVIEW NOTE ADJACENT TO ALANB AND CHUWE: RADAR REQUIRED.

CHART PROFILE NOTE: SEE PLANVIEW FOR MULTIPLE IF LOCATIONS.

CHART NOTE: SIMULTANEOUS APPROACH AUTHORIZED WITH RWY 17R, EXCEPT FOR ARRIVALS AT CHUWE, KAEDN,
ALANB, AND COBLR.

CHART NOTE: USE OF FD OR AP PROVIDING RNAV TRACK GUIDANCE REQUIRED DURING SIMULTANEOUS OPERATIONS.

CITY AND STATE ELEVATION: 501 THRE: 499 ﬁjpgl\lllillw PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
'IFIER:
LOUISVILLE, KY : RNAV (RNP) Z RWY 17L, ORIG-A
AIRPORT NAME RNAV (RNP) AMDT: ORIG

LOUISVILLE INTL-STANDIFORD FIELD

DATED: 07/26/2012
FAA FORM 8260-10/ April 2006 (Computer Generated) ' PAGE 2 OF/, PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ no
COORDINATED WITH:
ATA AAT ALPA ' APA AQPA NBAA OTHER (specify)

I I e A N

[

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:
REASONS:
Y-
Y
g




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV [BHE] STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Alfitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above airport elevation. Distances are in hautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 - indicated, except visibilities which are in statute miles or in feet RVR,

ARINC PACKET - 424-18 - RNAV (RNP)

1 2 3 4 5 & 7 8 9 o 1 2 3

NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567850123456789012

SUSAD 11T K5011480VTH N38061247W085343877 N38061247W085343877E0010007202 NARLOUISVILLE
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678%901234567890123456789012345678901234567890123456789012
SUSAEAENRT ALANB K50 W N38173962W085551552 w0044 NAR ALANB
SUSAEAENRT CFBCB K50 W N38155892W085492715 W0044 NAR CNF (CFBCB)
SUSAEAENRT CFBCJ K50 W N38162720W085485220 W0045 NAR CNF (CFBCJ)
SUSAEAENRT CFBFD K50 w N38170830W085425741 W0045 NAR CNF (CFBFD)
SUSAEAENRT CFBFF K50 W N38174055W085430759 w0045 NAR CNF (CFBFF)
SUSAEAENRT CHUWE K50 W N38211854W085362502 WO046 NAR CHUWE
SUSAEAENRT CIKCA K50 W N38184032W085502052 W0044 NAR CIKCA
SUSAEAENRT COBLR K50 W N38122209W085515462 w0044 NAR COBLR
SUSAEAENRT JUMIP K50 W N38195151W085434507 w0045 NAR JUMIP
SUSAEAENRT KAEDN K50 W N38145968W085382999 w0046 NAR KAEDN
SUSAEAENRT RACRR K50 C N38223971W085474764 W0045 NAR RACRR
SUSAEAENRT SLGRR K50 C N38170539W085455295 W0045 NAR SLGRR
SUSAEAENRT STYKR K50 W N38175366W085393188 w0046 NAR STYKR
SUSAEAENRT THUND K50 C N38260454W085485805 W0045 NAR THUND
SUSAEAENRT WOTED K50 W N38184884W085493903 Woo045 NAR WOTED
SUSAEAENRT YUNDV K50 W N38151714W085525195 W0044 NAR YUNDV
1 2 3 4 5 3 7 8 9 0 1 2 3

AIRPORT 12345678901234567820123456789012345678%012345678901234567890123456789012345678901234567890123456785012345678901234567890123456785%012

SUSAP KSDFKSASDF 4} 118YHN38102671W085441140W003000501L 1800018000C MNAR LOUISVILLE INTL-STANDIFORD FIE
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 1234567890123456782012345678901234567890123456789012345678%0123456789012345678901234567820123456789012345678201234567890123456782012
SUSAP KSDFKSFH17LZ AALANE O01CALANBKSEAQOE B Iir + 04000 18000 A FS
SUSAP KSDFKSFH17LZ AALANE 020CIKCAKSEAQOE Q010TF + 03800 A FS
SUSAP KSDFKSFH17LZ AALANR O30WOTEDKSEAQE Q0L0TF + 03500 210 A-FS
SUSAP KSDFKS5FH17LZ AALANB (040SLGRRXSEAQEE RO1O0RF 0024400784 16790038 + 02500 CFBCJ KS5EAA FS
SUSAP KSDFK5FHL7LZ ACHUWE O10CHUWEKSEAOE B Ir 05000 18000 A FS
SUSAP KSDFKSFH17LZ ACHUWE (0200UMIPKSEAQCE 0l0TF + 03600 200 A~FS
SUSAP KSDFKSFH17LZ ACHUWE (020SLGRRKSEAQEE LO10ORF 0022502591 16790036 + 02500 CFRFF KSEAA FS
SUSAP KSDFK5FH171.Z ACOBLR 010COBLRKSEAOE B IF + 04000 18000 A FS
SUSAP KSDFKSFH17LZ ACOBLR 020YUNDVKSEAQCE 010TF + 04000 220 A-FS
SUSAP KSDFKS5FH17LZ ACOBLR 030CIKCAKSEAQE RO1ORF 0027803485 07840044 + 03600 CFBCE KHEAA FS
SUSAP KSDFKSFH17LZ ACOBLR 040WOTEDKSEAQE Q10TF 4+ 03500 210 A-FS
CITY AND STATE ELEVATION: 501 THRE: 499 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
LOUISVILLE, KY AIRPORT NAME: IDENTIFIER: RNAV (RNP) Z RWY 17L, ORIG-A
LOUISVILLE INTL-STANDIFORD FIELD AMDT: ORIG
RNAV DATED:  07/26/2012

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 3 of 6  Pages




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves [] no

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[] ] [ [] [ [

FLIGHT CHECKED BY

NAME: FIFO DATE:

DEVELOPED BY

NAME: NFPG DATE:

APPROVED BY

NAME: » ) NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

- except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV (RNP) STANDARD INSTRUMENT APPROACH PROCEDURE Ceilir?gs are in feet above airport elevation. Distances are in nautical miles uniess otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
SUSAP KSDFKS5FH17LZ ACOBLR 050SLGRRKSEAOEE ROIORF 0024400784 16790038 + 02500 CFBCJ K5EAA FS
SUSAP KSDFKSFH17LZ AKAEDN 010KAEDNKSEEACE B iF + 05000 18000 A FS
SUSAP KSDFKS5FH17LZ AKAEDN O020STYKRKSEAQE 010TF 05000 220 A-FS
SUSAP KSDFKSFH17LZ AKAEDN (030JUMIPKSEAOE LOIORF 0028003473 25910043 + 03600 200 CFBFD KSEAA-FS
SUSAP KSDFK5FH17LZ AKAEDN (040SLGRRKSEAOEE LO1ORF 0022502591 16790036 + 02500 CFBFF K5EAA FS
SUSAP KSDFKSFH17LZ ATHUND (10THUNDKSEAOE B IF + 05000 18000 A FS
SUSAP KSDFKSFH17LZ ATHUND 020RACRRKSEAOE 051TF + 04000 A FS
SUSAP KSDFKSFH17LZ ATHUND 030SLGRRKSEACEE 051TF + 02500 A FS
SUSAP KSDFK5FH17LZ H 020SLGRRKSEALIE F iF + 02500 18000 RW17L K5PGA FS
SUSAP KSDFKS5FH17LZ H 020SLGRRKSEA2W A031 Fs
SUSAP KSDFKS5FH17LZ H 030RWL7LKSPGOGY M 031TF 00555 -300 A FS
SUSAP KSDFKSFH17LZ H 040 0 M CA 1679 + 01000 A FS
SUSAP KSDFKS5FH17LZ H 050IIU K5D 0OVY DF + 03000 A FS
SUSAP KSDFKS5FH17LZ H 060IIU X5D QVE R HM 30000040 + 03000 A FS
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KSDFKSGRW17L 0085791679 N38111114WO854‘35176—0300 +0118300499032955150IIPKIL
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 12345678901234567890123456789012345678901234567890123456789012345678901234567890122456789012345678901234567890123456782012345678%012
SUSAP KSDFKS5SRW17LKEPG 0 18018003625 M
CITY AND STATE ELEVATION: 501 THRE: 499 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  |gyp:
LOUISVILLE, KY AIRPORT NAME: IDENTIFIER: RNAV (RNP) Z RWY 17L, ORIG-A
LOUISVILLE INTL-STANDIFORD FIELD AMDT: ORIG
RNAV
DATED:  07/26/2012

"FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

[ . OO O

AOPA NBAA OTHER (specify)

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV (RNP) STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 987.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (RNP)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FE RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
ALANB ALANE 010 IF FB : AR 04000
ALANB CIKCA 020 TF FB 1.0 AR 03600
ALANE WOTED 030 TF FB 1.0 AR 03500 AB 210
ALANB SLGRR 040 RF R ¥B 1.0 003.8 A 02500
CHUWE CHUWE 010 IF FB AT 05000
CHUWE JUMIP 020 TF FB 1.0 AR 03600 AB 200
CHUWE SLGRR 030 RF L FB 1.0 003.6 AR 02500
COBLR COBLR 010 IF FB AA 04000
COBLR YUNDV 020 TF FB 1.0 AR 04000 AB 220
COBLR CIKCA 030 RF R FB 1.0 004.4 AR 03600
COBLR WOTED 040 TF FB 1.0 AR 03500 AB 210
COBLR SLGRR 050 RF R FB 1.0 003.8 AR 02500
KAEDN KAEDN 010 IF FB AR 05000
KAEDN STYKR 020 TF FB 1.0 AT 05000 AB 220
KAEDN JUMIP . 030 RF L FB 1.0 004.3 AR 03600 AR 200
KAEDN SLGRR 040 RF L FB 1.0 003.6 AR 02500
THUND . THUND 010 IF FB 22 05000
THUND RACRR 020 TF FB 0.5 AR 04000
THUND SLGRR 030 TF FB 0.5 AR 02500
SLGRR 020 FAF IF FB AR 02500
RWL17L 030 MAP TF FO 0.3 AT 00555
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP - MAG(TRUE) DISTANCE ALTITUDE SPEED
040 ca FB 167.9(164.9T) AR 01000
110 050 DF FO AR 03000
1Ty 060 HM R FO 300.0(297.0T) 004.0 AR 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
11U N380612.47 W0853438.77 N3806.208 WO8534.646
ALANB N381739.62 W0855515.52 N3817.660 W08555.259
CFBCB N381558.92 W0854927.15 N3815.982 W08549.453
CFBCT N381627.20 WO0854852.20 N3816.453 W08548.870
CFBFD N381708.30 W0854257.41 N3817.138 W08542.957
CFBFF N381740.55 W0854307.59 N3817.676 W08543.127
CHUWE N382118.54 W0853625.02 N3821.309 W08536.417
CIKCA ; N381840.32 W0855020.52 N3818.672 WO08550.342
COBLR N381222.09 WO855154 .62 N3812.368 W08551.910
JUMIP N381951.51 W0854349.07 N3819.855 : W08543.818
KAEDN N381459.68 W0853829.99 N2814.995 W08538.500
RACRR N382239.71 W0854747 .64 N3822.662 WO8547.794
FCITY AND STATE ELEVATION: 501 THRE: 499 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATEI‘!SUP:
LOUISVILLE, KY AIRPORT NAME: IDENTIFIER: RNAV (RNP) Z RWY 17L, ORIG-A
LOUISVILLE INTL-STANDIFORD FIELD AMDT: ORIG
RNAV DATED:  07/26/2012
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ALL AFFECTED PROCEDURES REVIEWED?

|:| YES

[ ] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT

1 O

ALPA

[]

APA

]

AOPA NBAA OTHER (specify)

[ [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV (RNP) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

SLGRR N381705.39 W0854552.95 N3817.090 W08545,883

STYKR N3281753.66 W0853931.88 N3817.894 W08539.531

THUND N382604 .54 W(854858.05 N3826.076 W08548.368

WOTED N381848.84 W0854539.03 N3818.814 W08549.651

YUNDV N381517.14 W0855251.95 N3815.286 W08552.866

RW17L N381111.14 W0854351.76 N3811.186 W08543.863

RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW17L 00492 55
CITY AND STATE ELEVATION: 501 THRE: 499 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syup:
LOUISVILLE, KY AIRPORT NAME: IDENTIFIER: RNAV (RNP) Z RWY 17L, ORIG-A
LOUISVILLE INTL-STANDIFORD FIELD AMDT: ORIG
RNAV

DATED: 07/26/2012

FAA FORM 8260 - 10/ April 2006 (Computer Generated)

Page 6 of
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ALL AFFECTED PROCEDURES REVIEWED?

|:| YES

[ ] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT

I I

ALPA APA

[]

AOPA NBAA OTHER (specify)

[ 1] ] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD

PART - A OBSTRUCTION DATA

1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
INTERMEDIATE: (RNP 0.50) THUND RACRR 1. TOWER (18-001107) |382518.00N/0854942.00W | 1292 (5D) 500 |AC50 AT2158 4000
2. TERRAIN 382524.00N/0854930.00W | 1008 (1000) AS1500 12500
INTERMEDIATE: (RNP 0.50) RACRR SLGRR 3. AAO 382239.00N/0854900.00W [1155 (4E) 500 [Aces VEB174 DG573 2500
STEPDOWN 4. TERRAIN 382227.00N/0854854.00W |670 (700) AS1500 .| 2200
INTERMEDIATE: {RNP 1.00) KAEDN STYKR 5. AAO 381718.00N/0853706.00W (821 (4E) 500 |AC98 AT3581 5000
6. TERRAIN 381733.00N/0853712.00W |621 (600) AS1500 2100
INTERMEDIATE: (RNP 1.00) STYKR JUMIP 5. AAO 381718.00N/0853706.00W (821 (4E) 500 |AC98 AT2181 3600
STEPDOWN 7. TERRAIN 381830.00N/0853718.00W |614 (600) AS1500 2100
INTERMEDIATE: (RNP 1.00) CHUWE Jumip 8. AAO 381936.00N/0853439.00W | 857 (4E) 500 [AC98 AT2145 3600
9. TERRAIN 381927.00N/0853703.00W 621 (600) AS1500 2100
INTERMEDIATE: (RNP 1.00) JUMIP SLGRR 10. AAO 382042.00N/0854227.00W | 732 (4E) 500 |AC98 DG1170 2500
STEPDOWN 11. TERRAIN 381921.00N/0854339.00W | 525 (500) AS1500 2000
INTERMEDIATE: (RNP 1.00) ALANB CIKCA 12. TOWER (18-000597) (382010.00N/0855140.00W | 1289 (3D) 500 |AC50 AT1761 3600
13. TERRAIN- 382033.00N/0855118.00W | 945 (900) AS1500 2400
2. PROCEDURE TURN
MAP:
3. MISSED
APPROACH ETEV
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3 NM A 350
CATEGORY B 1.5 NM Iﬁ':" 450 é
CATEGORY C 1.7NM |5] 450 |2
CATEGORY D 23NM |G 550 |2
CATEGORY E 45NM |®[| 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW17L
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA
360-360 TWR (21-001039) 045/ 21.7 2549 (5D) 3600 ' aadss
F @ o
CITY AND STATE ELEVATION: 501 FACILITY PROCEDURE AND AMENDMENT NO: REGIO@% {”
LOUISVILLE, KY AIRPORT NAME: RNAV RNAV (RNP) Z RWY 17L, ORIG-A ASO- T
LOUISVILLE INTL-STANDIFORD FIELD :

FAA Form 8260 - 9/ April 2006 (Computer Generated)

PAGE 1 OF 2 PAGES




PART B - SUPPLEMENTAL DATA

1, COMMUNICATIONS WITH:

2. WEATHER SERVICE 3. ALTIMETER SETTING

SDF APP CON
SDF TOWER
IND ARTCC

SATISFACTORY ON: AiC

NWS |OTHER:
ASOS

FAA

SOURCE:KSDF

DISTANCE:

HOURS REMOTE OPERATION:

x|[vHF [xJuHF | |HF  [LOCATION: ksDF

ADJUSTMENT: 0

PRIMARY NAVAID:

4

MONITOR POINT:

MONITOR

sTaTUs | HRS
OPTN:| CAT 3

CAT 1

X

ALSF-2 35R, 35L

(S) SALS

X

MALSR 17R, 29, 17L

5 X

HIRL 35R, 11, 17R, 35L, 29, 17L

APPROACH

MIRL

& RUNWAY
LIGHTING

REIL

TDZ 35R, 17R, 35L, 17L

x

C/L 35R, 17R, 35L, 17L

OTHER (SPECIFY)
PAPI-4R 17R PAPI-4l. 35R, 35L, 29, 17L

6. RUNWAY

BASIC

MARKINGS

ALLWEATHER  PIR-G 35R, 11, 17R, 35L, 29, 17L

INSTRUMENT

7. RUNWAY

APPROACH 35R, 17R, 35L, 29, 17L

VISUAL

MIDFIELD 35R, 17R, 35L, 17L

RANGE

ROLL OUT 35R, 17R, 35L, 171

8. GLIDE

GP ANGLE: 3.00

ELEV RWY THRESHOLD:499.4

PATH

DISTANCE FROM RWY:

ELEV GP ANTENNA:

THRESHOLD CROSSING HEIGHT:85.2

9. FINAL APPROACH X |RUNWAY THRESHOLD

FT. FROM THRESHOLD

COURSE AIMING X |ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS: 2

2.00 NM WITH RNP

1.00, ACUTAL IS 0.56 NM)

ORDER 8260.52, PARAGRAPH 2.3; MINIMUM SEGMENT LENGTH EXCEEDED BETWEEN CIKCA AND ANEZO (MIN IS

ORDER 8260.52, PARAGRAPH 2.4; DESCENT GRADIENT BETWEEN STYKR AND JUMIP EXCEEDS FINAL DESCENT
ANGLE OF 318 (325 FT/NM)

PART D - PREPARED BY:

CHRISTOPHER COX

DATE:
08/30/2012

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-352

PART C - REMARKS:
ACTUAL HiGH TEMP: 54C (130F)

ISA DEVIATION USED: -28C (-18.4F)

VDP NOT ESTABLISHED - PROCEDURE IS RNP.
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
ACT:-14CI7F

2. ASOS ON SERVICE A, OTHER: TDWR
3. BACKUP ALTIMETER NOT REQUIRED DUE TO REDUNDANT LOCAL
SOURCES.

KSDF ASOS ON SERVICE A/24 HOUR OPERATION.

WAIVER: FAAO 8260.52 PARA 2.3 MINIMUM SEGMENT LENGTH
EXCEEDED BETWEEN CIKCA AND ANEZO (MIN IS 2.00 NM WITH
RNP 1.00, ACUTAL. IS 0.56 NM)

WAIVER: FAAO 8260.52 PARA 2.4 DESCENT GRADIENT
BETWEEN STYKR AND JUMIP EXCEEDS FINAL DESCENT ANGLE OF
318 (325 FTINM)

SEE ATTACHED AIRSPACE LETTER.

8260.52 TABLE 1-3 APPLIED FOR ALL TW DATA EXCEPT RADIUS
TURN AT STYKER WHERE 99% WINDS CONSIDERED PROVIDED A
BENEFIT.

IPDS MODULE 1 RELEASE-VERSION 1.2.5.8708 USED TO
DEVELCP 8260.54A MISSED APPROACH

MISSED APPROACH: FAA 8260.54A PARA 6.2.1, TURN AT AN
ALTITUDE FOLLOWED BY A DF LEG

RF TURN RADIUS/BANK ANGLE COMPUTATIONS:
STYKR TO JUMIP, ALT: 5009.02, KIAS: 220, KTAS: 242.04,
HAA: 4508.22, VKTW: 56, TR: 17017.00FT (2.80), BA:
24.83, DEG OF TRN: 88.34

JUMIP TO SLGGR, ALT: 3600, KIAS: 200, KTAS: 214.54,
HAA: 3100, VKTW.: 51.34, TR: 13655 FT (2.25), BA:

24.65, DEG OF TRN: 91.102D

YUNDV TO CIKCA, ALT: 4730 KIAS: 220, KTAS: 237.60, HAA:
4229.2, VKTW: 54.99, TR: 16873.00 FT (2.67), BA:

22.64D, DEG OF TRN: 89.88

WOTED TO SLGRR, ALT: 3500, KIAS: 210, KTAS: 224,70,
HAA: 2999.2, VKTW: 50, TR: 14806.70FT (2.44NM), BA:
24.31, DEG OF TRN: 89.49

SPEED RESTRICTIONS:

AT YUNDV: MAX 220 KIAS

AT STYKR: MAX 220 KIAS

AT JUMIP: MAX 200 KIAS

AT WOTED: MAX 210 KIAS

THRESHOLD DISPLACED 348.93 FT
AVG VEG 100FT
VGSI DATA: PAPI 70.5/3.32

CONT. P




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA

1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.

INTERMEDIATE: (RNP 1.00) COBLR YUNDV 14. AAO 381551.00N/0855506.00W | 1067 (4E) 500 |AC98 AT2335 4000

15. TERRAIN 381436.00N/0855457.00W |821 (800) AS1500 2300
INTERMEDIATE: (RNP 1.00) YUNDV CIKCA 12. TOWER (18-000597) |382010.00N/0855140.00W |1289 (3D) 500 |AT1761 AC50 3600
STEPDOWN' 13. TERRAIN 382033.00N/0855118.00W |945 (900) AS1500 2400
INTERMEDIATE: (RNP 1.00) CIKCA WOTED 12. TOWER (18-000597) [382010.00N/0855140.00W |1289 (3D) 500 |AC50 DG1661 3500
STEPDOWN ) 13. TERRAIN 382033.00N/0855118.00W |945 (900) AS1500 2400
INTERMEDIATE: (RNP 1.00) WOTED SLGRR 12. TOWER (18-000597) [382010.00N/0855140.00W [1289 (3D) 500 [DG661 ACS50 2500
STEPDOWN 16. TERRAIN 382048.00N/0855003.00W |634 (600) AS1500 2100
FINAL: (RNP 0.30) SLGRR RW17L ASC |mas 7611262
MISSED APPROACH DA RW17L (40:1) 17. ROD (KSDF0100)  [381110.05N/0854336.63W [597 (1A) ASC

(RNP 0.30-1.00)

MISSED APPROACH RW17L 1IlU VORTAC 40:1) ASC
(RNP 0.30-1.00)

MAP: |DA IlU VORTAC ASC 3000
3. MISSED 18, TOWER (27-020059)|380615.8TN/0853401.36W | 1021 (5E) 1000 [AC60 - 2100
APPROACH ELEV: |600 T9. TERRAIN 380530.00N/0854251.00W | 860 (900) AS1500 2400
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM_ [ [ 350 '
CATEGORY B 15NM  |of 450 |2
CATEGORY C 1.7NM |5 ] 450 |2
CATEGORY D 23NM |G 550 |2
CATEGORY E 45NM  |%[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID:
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR 'OBSTRUCTION| BRG/DIST _ |ELEVATION (MSL) MSA
CITY AND STATE ELEVATION: 501 FACILITY PROCEDURE AND AMENDMENT NO:
LOUISVILLE, KY AIRPORT NAME: RNAV RNAV (RNP) Z RWY 17L, ORIG-A
LOUISVILLE INTL-STANDIFORD FIELD :
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
N WS |OTHER: SOURCE:
DISTANCE:
FAA HOURS REMOTE OPERATION:

SATISFACTORY ON: AlIC
[VHF [UHF [ |HF LOCATION: ADJUSTMENT:
. PRIMARY NAVAID:
MONITOR |~-MONITOR POINT:
STATUS | HRS | CAT1
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. HIRL
by
LIGHTING REIL
TDZ
CI/LINE
OTHER (SPECIFY)
6. RUNWAY  [BASIC
MARKINGS |ALL WEATHER
INSTRUMENT
7.RUNWAY |[APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINALAPPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:

CONTINUED.

THUND AND RACRR INTERMEDIATES USING 0.50 RNP TO

éhLEVIATE VEB ROC CAUSING A 2700 FT PFAF ALTITUDE WITH
P 1.00

TERPS, VOLUME 1, "VISUAL PORTION OF FINAL"

PENETRATIONS:

34:1

51221POLE {KSDF0031) (20/3) 381121.94N/0854351.51W
2

(5;.350LE (KSDF0028) (20/3) 381120.63N/0854349.07W

RADAR VECTORS TO ALANB-AND CHUWE LIMITED TO 30 DEGREES
EITHER SIDE OF COURSE.

SIMULTANEOUS OPERATIONS DIRECTED BY ATO, AJW-372, IAW
8260.19E.

AVERAGE LOW TEMP HISTORY -14C/7F UTILIZED FROM THE
FOLLOWING TEMPERATURES: 2006-9F 2007-5F 2008-7F
2009-1F 2010-7F

AVERAGE HIGH TEMP HISTORY 37C/98F UTILIZED FROM THE
FOLLOWING TEMPERATURE: 2006-94F 2007-105F

2008-97F 2009-92F 2010-102F

IPDS USED TO EVALUATE MINOR AMDT USING THE FOLLOWING
PARAMETERS:

RNP 0.30 FINAL SEGMENT TERRAIN OFF, GQS TERRAIN OFF,
MISSED APPROACH SECTION 1 A/B TERRAIN OFF.






