Action: Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form AMENDMENT IAP 01/24/2013 2012071224553901002 20120712245539
Procedure: RNAV (GPS) RWY 31 AMDT 0-A Airport ID: Airport: MONDELL FIELD Reimbursable #:
i KECS
City: NEWCASTLE ST: WY . |ePs #: Estimated Chart Date: FICO #:
v 04/04/2013
Fac ID: Fac. Type: Specialist: RALPH DUMAR

Procedure Review

Rec'd Rel'd Full Name \N‘”J—‘ Comments
Lead: ’ . .0 “? ‘é)
w79 &9 BilsGD 215HE @)
Liaison: )
Procedure Comments: ENROUTE-NON | Remark Type: - INFORMATION

NEWCASTLE WY NEWCASTLE/MONDELL FIELD (KECS) RNAV (GPS) RWY 31, ORIG-A ENROUTE-NON FC: PUB: 04.04.13
ATTACHED FORMS: 8260-3, 8260-9, 8260-10.

8260-2(S): WAMAK INT, REV 1

REMARKS: MISSED HOLDING COURSES CORRECTED FROM TRUE TO MAG.

CONTACT: PETE GETZ/LONNIE EVERHART, AJV-354 LEADS, 405.954.2079/4576.
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FEB 12 20@V
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FASSM @ SHvED

VN 8200-6 (05/26/2005) : Data as of: 1/25/2013  3:44:06PM




NEWCASTLE, WYOMING AL-5774 [FAA} FIG

WAAS APP CRS| Rwy Idg 5300
CH 61225 | ;:35 THRE © 4176 N 6 RNAV (GPS) RWY 31
W31A Apt Elev_4176 NEWCASTLE/ MONDELL FIELD (ECS)

Inoperdtive table does not apply. Baro-VNAY NA when using Spearfish altimeter sefting.
For uncomeensated Baro-VINAV systems, LNAV/VNAV NA below -26°C [-14°F) or above

ANA 53:C (129°F) When VGSI inoperdtive, Straight-in/Circling Rwy 3  procedure NA at night. MISSED APPROACH:
Circling NA east of Rwy 13-31. DME/DMERNP-0.3 NA. - ODALS | Climb to 9500 direct
When local altimeter sefting not received, use Spearfish altimeter setfing: increase & - |PULVE and hold,
LPV DA to 5076 and visibility all Cats 3 miles, LNAV/VNAV DA to 5231 and visibility all N || continue climb-in-
Cats 2V miles, increase all MDA 640 feet, and LNAV visibility Cat A 14 mile, Cat B Y2 mile, hold to 9500.

Cats C/D 1% mile. Increase Circling visibility Cat A ¥ mile, Cat B % mile, Cat C 1% miles
and Cat D 1 mile. Helicopter visibility reduction below 1 SM not authorized.

AWOS-3 DENVER CENTER UNICOM
118.0 127.95 338.2 122.8 (CTAF) @
.
MISSED APCHFIX | %, PROTOTYPE-NOT  *&ss

FOR NAVIGATION

4385+
A5044%

N4653

AKUPE
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Xt
(IF/IAF)
WAMAK
ELEV 4176 | | THRE 4176 ‘P{p 7 NM
Y
9500 | PULVE
WAMAK 7 NM
' ¢ Holding Pattern
AKl|JPE
o 133°= .
Qe S ‘ 810
o > 58|00 3\30 —313°
) o v, RW3I x/’ e
N } TSN5800 TCH 38
Q’.' T— 5 NM 8 NM
o \ CATEGORY A B | C [ D
PV DA 4455-1 279 {300-1)
313°to -
RW31 \L,Tﬁ(,/ DA 4610-1%5 434(500-1%)
RELRwy 13 0 LNAV MDA 4660-1 484 (500-1) 4660-135 484 (500-1%)
wy 11 N
MIRL Rwy 13-310) . CIRCLING 4660-1 484 (500-1) 433?5%0]-1/12/2 ) 52147 (‘280.22,
NEWCASTLE, WYOMING NEWCASTLE/ MONDELL FIELD (ECS)

Orig-A FIG A3°5IN-10419'W RNAV (GPS) RWY 31



RNAYV - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cellings are infeet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

" TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DA
LNAV/VNAV: DA
WAMAK (IF/IAF) AKUPE (FB) 313.03/8.03 5800 LNAV: RW31
RW31 (MAP) (FO 312. .
AKUPE (FAF) (MAP) (FO) 96/4.98 CLIMB TO 9500 DIRECT PULVE AND HOLD, CONTINUE CLIMB-IN-
RW31 (MAP) 4455 MSL 312.96 HOLD TO 9500.
4455 MSL PULVE (FO) 9500
ADDITIONAL FLIGHT DATA:
HOLD NW, RT, 132.78 INBOUND.
CHART FAS OBST: 4385 TREE 435230N/1041716W
FAS OBST: 4399 AAO 434945N/1041417W
4519 AAO 434913N/1041402W.
DISTANCE TO THLD FROM 279 HATH: 0.76 NM.
WAAS CHANNEL # 61225
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) E$:f_ﬁ'ff§£?&' ID: W31A
2. HOLD SE WAMAK, RT, 313.03 INBOUND, 8100 FT. IN LIEU OF PT (IAF) ) )
3.FAC: 31296 FAF: AKUPE DIST FAF TO MAP:  4.98 THLD:  4.98
4. MIN. ALT: WAMAK 8100, AKUPE 5800
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 5800 GS ALT AT: AKUPE 5800 OM: MM: Im:
7. GS ANGLE: 3.00 TCH:37.6 34:11S NOT CLEAR
8. MSA FROM: MAG VAR: 11E EPOCH YEAR: 1995
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | X |
CATEGORY ===== A B C D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS | HAT/HAA|DH/MDA VIS |HAT/HAA | DHIMDA VIS |HAT/HAA|DH/IMDA | VIS |HAT/HAA
LPV DA 4455 1 279 4455 1 279 4455 1 279 4455 1 279
LNAV/VNAV DA 4610 11/2 434 4610 112 434 4610 1172 434 4610 11/2 434
LNAV MDA 4660 1 484 4660 1 484 4660 13/8 484 4660 1 3/8 484
CIRCLING 4660 1 484 4660 1 484 4660 1172 484 4740 2 564
NOTES: ~
CHART NOTE: INOPERATIVE TABLE DOES NOT APPLY. P«L /
CHART NOTE: BARO-VNAV NA WHEN USING SPEARFISH ALTIMETER SETTING. N by ~
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -26C (-14F) OR ABOVE 53C ¢
(129F). o gﬂc
(SEE FORM 8260-10) Heedt
CITY AND STATE ELEVATION: 4176 THRE: 4176 FACILITY PROCEDURE NO./AMDT NO./JEFFECTIVE DATE: SUP:
NEWCASTLE, WY AIRPORT NAME: lDEN-RrII‘JIi{\ER: RNAV (GPS) RWY 31, ORIG-A AMDT: ORIG
' MONDELL FIELD DATED  12115/2011

FAA FORM 8260 - 3/ April 2006 (computer generated)

PAGE 1 OF 5§ PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] ves NO ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

I I

3 N

x]

ZDV, APRT MANAGER, STATE AERO.

FLIGHT CHECKED BY

NAME: FIFO DATE:
CARLOS A. ARANDA " AVN 081232011
DEVELOPED BY
NAME: FIFO "DATE:
RALPH DUMAR AJV-354 01/25/2013
APPROVED BY
NAME: ‘ FIFO DATE:
DEBORAH COPELAND MANAGER AJV-354
CHANGES:
1. CORRECTED FIX WAMAK HOLDING COURSES FROM 324.03/144.03 TO 313.03/133.03. NO ACTUAL CHANGE TO CHART. AMENDMENT REQUIRED TO UPDATE CODING.
2. UPDATED HELICOPTER VISIBILITY REDUCTION NOTE.
3. UPDATED BARO-VNAV TEMP NOTE PER NEW AFS CALCULATOR.
REASONS:
1. REQUIRED TO CORRECT CODING ERRORS FOR PROCEDURE. NO ERRORS ON THE CHART.
2. PER .19E CHANGE 2.
3. PER AFS HI-LO TEMP CALCULATOR DATED 09/26/2012.
\}p‘li 7y
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Q;Ec%‘f"




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV - STANDARD Ceili in feet above aiport elevation. Dista in-nautical mil less otherwise indicated
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 oxcop visibiities which are in statits mies o I Teat RVR. || o iee eSS ofeniss indlcated,

NOTES, (CONT.):

CHART NOTE: WHEN VGSI INOP, STRAIGHT-IN/CIRCLING RWY 31 PROCEDURE NA AT NIGHT.

CHART NOTE: CIRCLING NA EAST OF RWY 13-31.

CHART NOTE: DME/DME RNP-0.3 NA.

CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 1 SM NOT AUTHORIZED.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE SPEARFISH ALTIMETER SETTING: INCREASE
LPV DA TO 5076 AND VISIBILITY ALL CATS 3 MILES, LNAV/VNAV DA TO 5231 AND VISIBILITY ALL CATS 2

1/2 MILES, INCREASE ALL MDAS 640 FEET AND LNAV VISIBILITY CAT A 1/4 MILE, CAT B 1/2 MILE, CATS C,

D, 1 5/8 MILE. INCREASE CIRCLING VISIBILITY CAT A 1/4 MILE, CAT B 1/2 MILE, CAT C 1 1/2 MILES

AND CAT D 1 MILE.

TAA
FROM TO . ALT
1. 223/30 CW 043/30 (NOPT) . 223/8 CW 043/8 9500
223/8 CW 043/8 WAMAK (IF/IAF) (FB) 8100
2. 043/30 CW 223/30 043/8 CW 223/8 © 9500
043/8 CW 223/8 WAMAK (IF/IAF) (FO) 8300
N
@ -
9 e
P
K
CITY AND STATE | ELEVATION: 4176 THRE: 4176 FACILITY PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE: SUP:
. IDENTIFIER: RNAV (GP -A
NEWCASTLE, WY AIRPORT NAME: A (GPS) RWY 31, ORIG ANIDT: ORIG
MONDELL FIELD DATED:  12/15/2011
PAGE 2 OF 5 PAGES

FAA FORM 8260-10/ April 2006 (Computer Generated)




ALL AFFECTED PRCCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ no
COORDINATED WITH: ‘
ATA AAT ALPA APA

I N e A I

AOPA NBAA OTHER (specify)

L] [ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: ~ FIFO DATE:;

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless othetwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KECS
RUNWAY RW31
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W31A
LTP/FTP LATITUDE 435246.1460N
‘LTPIFTP LONGITUDE 1041834.9430W
LTP/FTP ELLIPSOIDAL HEIGHT +12586
FPAP LATITUDE 435358.1500N
FPAP LONGITUDE 1041947.5300W
THRESHOLD CROSSING HEIGHT (TCH) 00037.6
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1136
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER A46C2001
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K1
LTP ORTHOMETRIC HEIGHT +12728
FPAP ORTHOMETRIC HEIGHT +12728
AL/
& -
? L
DI
CITY AND STATE ELEVATION: 4176 THRE: 4176 r@&lﬁgm PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE: SUP:
NEWCASTLE, WY PORT NAME: : RNAV (GPS) RWY 31, ORIG-A
AIRPOR RNAV AMDT: ORIG
MONDELL FIELD DATED:  12/15/2011
FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 3 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] ves E] NO
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—RNAL(QLS)—SIAN-DARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC PACKET - 424-18 - RNAV (GPS)
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT AKUPE K10 w N43484457W104143182 E0086 NAR AKUPE
SUSAEAENRT PULVE K10 w N44035629W104295302 E0088 NAR PULVE
SUSAEAENRT WAMAK- K10 W N43421479W104080103 E0085 NAR WAMAK
1 2 3 4 5 6 7 8 ) o} 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KECSK1AECS 0 O53YHN43530760W104190460E011004176 1800018000C MNAR MONDELL FIELD
1 2 3 4 5 6 7 8 S o} 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KECSK1FR31 AWAMAK blOWAMAKKlEAOEE AR HF 31300070 + 08100 18000 A JS
SUSAP KECSK1FR31 R O10WAMAKKIEAOE I IF + 08100 18000 ) A JS
.SUSAP KECSK1FR31 R 020AKUPEK1EAlE F 051TF 31300080 + 05800 A JS
SUSAP KECSK1FR31 R 02 0AKUPEK1EA2WALPV ALNAV/VNAV ALNAV . JS
SUSAP KECSK1FR31 R 030RW31 K1PGOGY M 031TF 31300050 04214 -300 A JS
SUSAP KECSK1FR31 R 040 0 M CA 3130 + 04455 A JS
SUSAP KECSK1FR31 R 050PULVEK1EAQEY DF + 09500 A JS
SUSAP KECSK1FR31 R 06 0PULVEK1EAOEE R HM . 13280070 + 09500 A JS
. 1 2 3 4 5 6 7 8 9 [} 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KECSK1GRW31 0053003129 N43524615W104183494—0100 +1258604176000038075R
1 2 3 4 5 6 7 ‘8 -9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456785012345678901234567890123456789012
SUSAP KECSK1PR31 RW31 001 000Q0W31AON4352461460W10418349430+125860300N4353581500W10419475300106751136000376F400500A46C2001
SUSAP KECSK1PR31 RW31 002E +12728+12728LPV 61225
yals
o -
9
Q, &
Yeod©
CITY AND STATE ELEVATION: 4176 THRE: 4176 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
NEWCASTLE, WY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, ORIG-A
MONDELL FIELD AMDT: ORIG
‘ RNAV
DATED:  12/15/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

[ i} [ ]

AOPA

[ 1

NBAA OTHER (specify)

[]

FLIGHT CHECKED BY

NAME: FIFO - DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

1 CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION.

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum aititudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE ) 'SPEED
WAMAK WAMAK 010 IAF HF R FO 313.0(324.0T) 007.0 AA 08100
WAMAK 010 FACF IF FB ARx 08100
AKUPE 020 FAF TF FB 0.5 313.0(324.0T) 008.0 AA 05800
RW31 030 MAP TF FO 0.3 313.0(324.0T) 005.0 AT 04214
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 ” CA FB 313.0(324.0T) AA 04455
PULVE 050 DF FO AA 09500
PULVE 060 HM R FO 132.8(143.8T) 007.0 AA 08500
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
AKUPE N434844.57 W1041431.82 N4348.743 ' W10414.530
PULVE N440356.29 W1042953.02 N4403.938 W10429.884
WAMAK N434214.79 W1040801.03 N4342.247 W10408.017
RW31 N435246.15 W1041834.94 N4352.768% W10418.582
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW31 04176 38
@ 9
s
FECK-
CITY AND STATE ELEVATION: 4176 THRE: 4176 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: [gyp:
NEWCASTLE, WY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, ORIG:-A
MONDELL FIELD AMDT: ORIG
RNAV

DATED:  12/15/2011

FAA FORM 8260 - 10/ April 2006 (Computer Generated)

Page 5 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves [] n~o

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[ ] [1] [] [ L1

FLIGHT CHECKED BY

NAME: FIFO DATE:

DEVELOPED BY

NAME: NFPG DATE:

APPROVED BY

NAME! ’ NFPG DATE:

-| CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD

PART - A OBSTRUCTION DATA

1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSly ROC ALT. ADJUSTMENTS MIN. ALT.
STRAIGHT-IN AREA 223/30 CW 043/30 223/8 CW 043/8 1. AAO 435217.30N/1034440.60W | 7440 (1F) 2000 9500
2. TERRAIN 435217.30N/1034440.60W | 7240 (7200) AS1500 8700
STRAIGHT-IN AREA 223/8 CW 043/8 WAMAK 3. AAO 434927.00N/1040303.00W |6040 (4E) 2000 8100
4. TERRAIN 434927.00N/1040303.00W | 5840 (5800) AS1500 7300
STRAIGHT-IN AREA 043/30 CW 223/30 043/8 CW 223/8 1. AAO 435217.30N/1034440.60W | 7440 (1F) 2000 9500
2. TERRAIN 435217.30N/1034440.60W | 7240 (7200) AS1500 8700
STRAIGHT-IN AREA 043/8 CW 223/8 WAMAK 5. AAO 435136.00N/1040309.00W |6257 (4E) 2000 8300
6. TERRAIN 435136.00N/1040309.00W |6057 (6100) AS1500 7600
INTERMEDIATE WAMAK (IF/IAF) AKUPE 7. AAO 434912.73N/1041401.51W |4519 (2C) 500 |AT781 5800
|8. TERRAIN 434430.00N/1040709.00W |4462 (4500) AS1000 5500
FINAL: LPV AKUPE RW31 9. TREE 435245.61N/1041823.85W {4319 (2C) 3411 |ac20 4455/279
FINAL: LNAV/VNAV AKUPE RW31 10. TREE 435229.55N/1041716.24W |4385 (2C) PDA [AC20 MA44 4610/434
FINAL: LNAV AKUPE RW31 11. AAO 434944.99N/1041417.37W 4399 (2C) 250 4660
2. HOLD-IN-LIEU-OF-PT WAMAK P-10 3. AAO - 434927.00N/1040303.00W 6040 (4E) 1000 |AT1060 8100
12. TERRAIN 434927.00N/1040303.00W |5840 (5800) AS1500 7300
MAP: |DA/DA/RW31 PULVE 13. TREE (KECST1782) [435307.77N/1041721.72W [4530 (2C) ASC |ac20 9500
i-P"g'ggEgH 14, AAO 440015.00N/1042257.00W |4794 (4E) | 1000 5800
ELEV: [4255/4449/4560 15, TERRAIN 440015.00N/1042257.00W | 4594 (4600) AS1500 6100
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3 NM A |350 484 16. TREE 435212.06N/1041822.47W 4342 (1A) 300 4660
CATEGORY B 1.5 NM i 450 |2 484 16. TREE 435212.06N/1041822.47W [4342 (1A) 300 4660
CATEGORY C 1.7NM  |S][ 450 |2 . 484 16. TREE 435212.06N/1041822.47W 4342 (1A) 300 e 4660
_ CATEGORY D 23NM |G 550 |2 564 17. TREE 435432.11N/1042149.38W 4379 (2C) 300 HAA - 4740
CATEGORY E 45NM |*| 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: .
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA,,
\N i)
p_% N
A9 ol
CITY AND STATE ELEVATION: 4176 FACILITY PROCEDURE AND AMENDMENT NO: | REGION" ¥z
NEWCASTLE, WY AIRPORT NAME: RNAV RNAV (GPS) RWY 21, ORIG-A ANM
MONDELL FIELD

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ZDV ARTCC NW S |OTHER: SOURCE:KECS / KSPF
CPRFSS AWOS-3 DISTANCE: 0/ 42.48

FAA HOURS REMOTE OPERATION:
24/ BACKUP
SATISFACTORY ON: AlC ‘
x[VHF [xJuHF | [HF |LocATION:KECS ADJUSTMENT: 0/ 621
PRIMARY NAVAID:
4. f -
MONITOR ':g:”og :ﬂNT'
STATUS
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. HIRL
fggﬁxi'; X |MIRL 31 (PCL), 13 (PCL)
X |rRew 13 (PcL)
LIGHTING —
CILINE
X |OTHER (SPECIFY)
ODALS 31 (PCL) PAPI-2L 31 (PCL), 13 (PCL)
6. RUNWAY BASIC  BSC-F 31

MARKINGS |ALL WEATHER

INSTRUMENT NPI-G 13

7. RUNWAY APPROACH

VISUAL MIDFIELD
RANGE ROLL OUT
6. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:4176.0
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:37.6
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:
RALPH DUMAR

DATE:
01/25/2013

TITLE:
AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-354

PART C - REMARKS:
ISA DEVIATION USED: -30C (86F)

VDP NOT ESTABLISHED - 20:1 PENETRATIONS.
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
100 FT TREES USED.

KECS NOT ON SERVICE A.
KSPF ON SERVICE A

LPV SLOPE 34:1
LNAV/VNAV SLOPE 23.4:1

TERPS PARAGRAPH 289 APPLIED TO 4519 AAO
434913N/1041402W.

OBSTACLE 10 IN SECONDARY AREA 30 FEET FROM INNER EDGE
OF PRIMARY AREA.

TERPS VOL 1. VISUAL PORTION OF FINAL PENETRATIONS: FPT
NOTIFIED.

201

4195 FENCE (KECST0018) 435246.59N-1041828.65W (17.24)

4195 FENCE (KECST0007) 435244.80N-1041826.85W (6.04)
4185 FENCE POST (KECS0014) 435245.02N-1041830.11W
(3.96)

?190)FENCE POST (KECS0013) 435245.55N-1041829.11W
8.98

34:1
4185 GRD (KECST0012) 435244.13N-1041829.17W (2.70)

NO ADDITIONAL AIRSPACE REQUIRED.
RASS PRESSURE PATTERNS NOT THE SAME
HIGH TERRAIN 7041, LOW TERRAIN 3304

RA = 620.89.

AVERAGE COLD TEMP AND AVERAGE HIGH TEMP BASED ON 5-YEAR
HISTORY (2008-2012).

ACT: -26C, AHT: 37.3C .

E%?lclszNT RATE: STANDARD TEMP 1012 FT/NM, HIGH TEMP 1182
HIGH AND LOW TEMP LIMIT, AND DESCENT VALUES DERIVED FROM
AFS-400 CALCULATOR.
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RADIO FIX AND HOLDING DATA RECORD

NAME: WAMAK STATE: WY COUNTRY: US

LATITUDE/LONGITUDE: 434214.79N/1040801.03W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG = CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
’ INBOUND (LORR) TIME DME MIN MAX  MIN MAX
R

1 SE WP 133.03 313.03

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION
1 230 AAO 434330.20N/1040229.90W 5869
1 310 AAO — 435315.00N/1040208.00W 6345

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

PROCEDURES REQUIRING CLIMB-IN-HOLD:
PAT PROCEDURE TITLE AIRPORT IDENT CITY
1 RNAYV (GPS) RWY 13 KECS NEWCASTLE

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETE.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY

IAP RNAV (GPS) RWY 13 1 KECS NEWCASTLE
IAP RNAV (GPS) RWY 31 1 KECS NEWCASTLE

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 04/04/2013

REASON FOR REVISION:
PAT 1: CHANGED COURSES FROM 144.03 AND 324.03 TO 133.03 AND 313.03.

DEVELOPED BY: DATE: 01/24/2013 OFFICE: AJV-354 NAME: RALPH DUMAR
APPROVED BY: DATE: ' OFFICE: AJV-354 NAME: DEBORAH COPELAND
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZDV
ATC FACILITY:
OTHER:

7 8000 13000 9 11

ACCURACY CODE
4E
4E

STATE
WY (US)

STATE
WY (US)
WY (US)
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