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VOR STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - TITLE 14 CFR PART 97.23

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altifudes unless otherwise indicated.
Cellings are in feet above airport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

TERMINAL ROUTES

MISSED APPROACH

FROM TO COURSE AND DISTANCE ALTITUDE | MAP: 4.22 MILES AFTER ENE VORTAC OR AT ENE 4.22 DME FIX
CLIMB TO 800 THEN CLIMBING LEFT TURN TO 2000 DIRECT ENE
VORTAC AND HOLD.
ADDITIONAL FLIGHT DATA:
CHART FAS OBST: 379 TREES 432454N/0804128W
OBST: 419 AAO 432541N/0703815W
CHART VDP AT 3.09 DME;
DISTANCE VDP TO THLD 1.13 MILES.
ENE VORTAC TO RW25: 3.17/47.
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF)
2. HOLD E ENE VORTAC, LT, 261.00 INBOUND, 2000 FT. IN LIEU OF PT (IAF)
3.FAC 261.44 FAF ENE VORTAC DIST FAF TOMAP 422 THLD  4.22
4.MIN. ALT ENE VORTAC 1700
8. MSAFROM: ENE VORTAC 055-235 1900, 235-325 3100, 325-055 3600 MAG VAR: 17W EPOCH YEAR:1970
MINIMUMS
TAKEQOFF: SEE FAAFORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | | STANDARD @
CATEGORY =====> A B C D E
MDA VIS HAT/HAA| MDA VIS HAT/HAA| MDA VIS HAT/HAA | MDA VIS HAT/HAA | MDA VIS HAT/HAA
5-25 640 1 407 640 1 407 640 1 407 640 1 407
CIRCLING 760 1 516 760 1 516 760 11/2 516 860 2 616
NOTES:
CHART NOTE: INOPERATIVE TABLE DOES NOT APPLY TO S-25 CATS A/B. @ NA WHEN LOCAL WEATHER NOT AVAILABLE.
CHART NOTE: FOR INOPERATIVE ODALS, INCREASE S-25 CATS C/D VISIBILITY TO 1 1/8.
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE ROCHESTER, NH ALTIMETER SETTING AND
INCREASE ALL MDA 40 FEET AND S$-25 CATS C/D VISIBILITY 1/8 MILE; FOR INOPERATIVE ODALS, INCREASE
(SEE FORM 8260-10)
CITY AND STATE ELEVATION: 244 THRE: 233 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP
SANFORD, ME AIRPORT NAME: IDENTIFIER: VOR RWY 25, AMDT 14A
ENE AMDT 14
SANFORD SEACOAST RGNL DATE 05/05/2011

FAA FORM 8260-5 / April 2006 (computer generated)
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES

[ ] YEs NO

REQUIRED EFFECTIVE DATE

ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[] [] [ ] 1] [x] ZBW, PWM APP CON, ARPT MGR

FLIGHT CHECKED BY

NAME: FIFO DATE;
GREGORY JOHN MARINO FIOG 02/16/2011
DEVELOPED BY
NAME: FIFO DATE:
SEAN BARBEE AJV-352 10/23/2012
APPROVED BY
NAME: : FIFO DATE:
SUSAN CRUMB MANAGER AJV-352
CHANGES:

1. CHANGED AIRPORT NAME FROM SANFORD RGNL TO SANFORD SEACOAST RGNL.

2. DELETED NOTE: WHEN VGSI INOP, STRAIGHT-IN/CIRCLING RWY 25 PROCEDURE NA AT NIGHT

3. CHANGED HELICOPTER VISIBILITY REDUCTION NOTE FROM: VISIBILITY REDUCTION BY HELICOPTERS NA.
4. ADDED TO ADDITIONAL FLIGHT DATA: CHART VDP AT 3.09 DME; DISTANCE VDP TO THLD 1.13 NM.

5. ADDED TO ADDITIONAL FLIGHT DATA: OBST: 419 AAO 432541N/0703815W.

REASONS:

1. CHANGE REQUESTED BY SANFORD TOWN COUNCIL AND AIRPORT MANAGER.
2. EVALUATION OF NEW SURVEY DATA SHOWS RWY 25 STRAIGHT-IN VISUAL SURFACE AREA FREE OF 20:1 PENETRATIONS.

3. IAW 8260.19E, CHANGE 2, PARA 8-541(3), WHEN VISUAL SURFACE PENETRATIONS ARE IDENTIFIED, A NOTE IS REQUIRED TO PREVENT HELICOPTERS FROM APPLYING 14 CFR PART 97.3.

4. 1AW 8260.3B, CHANGE 2, PARA 8-57R(1). NEW EVALUATION OF VISUAL SURFACES DETERMINED THERE ARE NO 20:1 PENETRATIONS.
5. IAW 8260.3B, CHANGE 2, PARA 8-57F(2). DOCUMENT PARA 289 OBSTACLE.




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

VOR STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - - TITLE 14 CFR PART 97.23

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL.,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):
§-25 CATS C/D VISIBILITY TO 1 3/8.
CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 3/4 SM NOT AUTHORIZED

CITY AND STATE ELEVATION: 244 THRE: 233
SANFORD, ME AIRPORT NAME:
SANFORD SEACOAST RGNL

FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE: SUP:
IDENTIFIER: VOR RWY 25, AMDT 14A
ENE AMDT: 14

DATED: 05/05/2011

FAA FORM 8260-10/ April 2006 (Computer Generated)
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ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ wo
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[ 1 [ []

[ 1]

[]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY v

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC "ALT. ADJUSTMENTS MIN. ALT.
FINAL ENE VORTAC 4.22 MILES AFTER |[1. TREES 432454.30N/0804127.73W | 379 (2C) 250 640
ENE VORTAC OR
AT ENE 4.22 DME
FIX
2. HOLD-IN-LIEU-OF-PT ENE VORTAC P-4 2. TOWER (23-000082) (433030.00N/0703018.00W |545 (5E) 1000 |AT455 2000
3. TERRAIN 432218.00N/0704009.00W |378 (400) AS1500 1900
MAP: (4.22 MILES AFTER ENE VORTAC ASC 2000
f\-P“g'ggEgH ENE VORTAC OR 4. TREES 432125.25N/0704542.10W | 579 (2C) 1000 1600
ELEV: [390 5. TERRAIN 432125.25N/0704542.10W {479 (500) AS1500 2000
4, CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3 NM ~|.350 516 6. TREES 432354.48N/0704308.33W [459 (2C) 300 760
CATEGORY B 1.5 NM | 450 = 516 6. TREES 432354.48N/0704308.33W [459 (20) 300 760
CATEGORY C 17NM  |S] 450 |P 516 6. TREES 432354.48N/0704308.33W [459 (2C) 300 760
CATEGORY D 23NM  |S] 550 2 616 7. TREES (KSFM0061) |432155.55N/0704528.50W {545 (1A) 300 860
CATEGORY E 45NM  |®] 550 '
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: ENE VORTAC .
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA -
055-235 TWR (23-000346) 049/ 22.7 871 (5E) 1900 325-055 TWR (23-000419) 003/ 26.0 2549 (2C) " 3600
235-325 AAO 303/ 23.0 2068 (6C) 3100
CITY AND STATE ELEVATION: 244 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
SANFORD, ME AIRPORT NAME: ENE VOR RWY 25, AMDT 14A ANE
SANFORD SEACOAST RGNL

FAA Form 8260 - 9 / April 2006 (Compuier Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
PWM APP CON NWS |OTHER: SOURCE:KSFM / KDAW
AN AWOS-3 DISTANCE: 0/ 11.71
X | FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AIC 24124
x[VHF [xJuHF | |HF  |LOCATION: KSFM ADJUSTMENT: 0/0
) PRIMARY NAVAID: ENE VORTAC
MONITOR | MONITOR POINT: _AOCC
STATUS | HRS [CATT 24
OPTN:| CAT3
ALS
(S) SALS
MALS
5. X  [HIRL 25 (PCL), 07 (PCL)
QPF*:SS@,E? X |MIRL 14 (PCL), 32 (PCL)
LIGHTING X REIL 07 (PCL)
TDZ
CILINE
X |OTHER (SPECIFY)
ODALS 25 (PCL) PAPI-4L 25 (PCL), 07 (PCL), 14, 32
6. RUNWAY BASIC BSC-G 14, 32
MARKINGS ALL WEATHER PIR-G 07
INSTRUMENT  NPI-G 25
7. RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X  [ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

‘PART D - PREPARED BY:

SEAN BARBEE

DATE:
10/23/2012

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-352

PART C - REMARKS:
THRESHOLD DISPLACED 388 FEET.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

TERPS PARAGRAPH 289 APPLIED TO 419 AAO 432541N/0703815W
NO ADDITIONAL AIRSPACE REQUIRED.

KSFM AWOS AND KDAW ASOS ON SERVICE A.

VGSI DATA: 3.00/47.0

RASS PRESSURE PATTERNS SAME
KSFM 244, KDAW 322
RA =37.8.

100 FOOT TREES USED PER EASTERN FPT.

MANUAL EVALUATION OF TERRAIN ACCOMPLISHED IN FINAL,
CIRCLING, AND MISSED APPROACH SEGMENTS FOR CONTROLLING
OBSTACLE AND AIRSPACE EVALUATIONS DUE TO DTED
INACCURACY WHEN COMPARED AGAINST QUAD MAP.

4D ACCURACY APPLIED TO 2549 MSL TOWER (23-000419) IN
MSA SECTOR R-325 CW R-055 PER 1998-ANE-62-OE.

ORDER 8260.3, VOLUME 1, "VISUAL PORTION OF FINAL"
PENETRATIONS:

34:1

292 TREE (KSFMT1028) 432345.83N/0704135.11W (11.59)
309 TREE (KSFMT1165) 432349.27N/0704128.41W (10.83)
307 TREE (KSFMT1158) 432351.86N/0704130.45W (8.56)
311 TREE (KSFMT1196) 432351.04N/0704127.07W (7.59)
300 TREE (KSFMT1129) 432355.40N/0704135.31W (5.02)
298 TREE (KSFMT1119) 432352.71N/0704133.85W (4.52)
296 TREE (KSFMT1105) 432353.18N/0704134.78W (3.51)
298 TREE (KSFMT1150) 432349.66N/0704129.67W (1.55)
289 TREE (KSFMT1059) 432354.95N/0704138.81W (1.19)
288 TREE (KSFMT1072) 432346.91N/0704132.35W (0.80)

FPT NOTIFIED OF VISUAL SURFACE PENETRATIONS.






