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Procedure: RNAV (GPS) RWY 24 AMDT 1A Airport ID: Airport: HARRY P WILLIAMS MEMORIAL Reimbursable #:
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- RNAYV - STANDARD
US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum alfitudes unless otherwise indicated. Ceilings are in feet
above airport elevation. Distances are in nauticai miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DA
V:
TBD VORTAC (IAF) HONAX (NOPT) (FB) 298.49 / 18.50 1700 tﬁﬁY,{VRNveu DA
DONBE (IAF HONAX (NOPT) (FB 196.22/ 19.19 1700
HAF) ( ) (FE) CLIMB TO 2000 DIRECT FANAG AND HOLD.
WOVON (IAF) HONAX (NOPT) (FB) 152.22 1 22.07 1700
HONAX (IFIAF) UHAUL (FB) 238.21/6.70 1700
UHAUL (FAF) JISPA/1.60 NM TO RW24 (FB) 238.15/3.55
JISPA/1.60 NM TO RW24 RW24 (MAP) (FO) 238.12/ 1.60
ADDITIONAL FLIGHT DATA:
(SEE FORM 8260-10) HOLD SW, RT, 058.00 INBOUND. ,
CHART FAS OBST: 307 TOWER 294253N/0911802W
DISTANCE TO THLD FROM 200 HATH: 0.47 NM.
CHART VDP AT 1.07 MILES TO RW24*
*LNAV ONLY.
WAAS CHANNEL # 40320
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) EE;E&'EN?Z'%';AJ H 1D: W24A
2. HOLD NE HONAX, RT, 238.21 INBOUND, 1700 FT. IN LIEU OF PT (IAF) T
3. FAC: 23815 FAF: UHAUL DIST FAF TO MAP: 515 THLD: 5.15
4. MIN. ALT: HONAX 1700, UHAUL. 1700, JISPA/1.60 NM TO RW24 560*
5. DIST TO THLD FROM OM: MM: In: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 1700 GS ALT AT.UHAUL 1700 OM: MM: IM:
7. GSANGLE:  3.00 TCH:50.3  34:11S CLEAR
8. MSA FROM: RW24 1700 MAG VAR: 1E EPOCH YEAR: 2005
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY =====> A B C D E
DH/MDA | VIS |HAT/HAA|DHMDA | VIS | HAT/HAAIDHIMDA | vis |HAT/HAA|DH/MDA | VIS |HAT/HAA|DHIMDA | VIS |HAT/HAA
LPV DA 208 12 200 208 12 200 208 112 200 NA
LNAV/VNAV DA 258 12 250 258 12 250 258 12 250 NA
LNAV MDA 400 1/2 392 400 142 392 400 5/8 392 NA
CIRCLING 520 1 511 580 1 571 660 134 651 NA
NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -15C (5F) OR ABOVE 54C (130F). @ NA WHEN LOCAL WEATHER NOT AVAILABLE. . : .
CHART NOTE: DME/DME RNP-0.3 NA. : e ke
CHART NOTE: BARO-VNAV AND VDP NA WHEN USING NEW IBERIA ALTIMETER SETTING. a4
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE NEW IBERIA ALTIMETER SETTING AND Ty é@
(SEE FORM 8260-10) . SECE
CITY AND STATE ELEVATION: 9 THRE: 8 FACILITY PROCEDURE NO.JAMDT NOJEFFECTIVE DATE:  |SUP:
PATTERSON, LA AIRPORT NAME: IDEN&F)\I\;R: RNAV (GPS) RWY 24, AMDT 1A AMDT 1
HARRY P WILLIAMS MEMORIAL DATED  05/05/2011

FAA FORM 8260 - 3/ April 2006 (computer generated)

PAGE 1 OF 6 PAGES



ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] ves [X] NO ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[] ] [X] [ ] [x] [X] ZHU, MSY APP CON, AMGR
FLIGHT CHECKED BY
NAME: FIFO DATE.
JOEL FEWENS HAWKLEY 01/14/2011
DEVELOPED BY
NAME: FIFO DATE:
THOMAS L KIRKPATRICK AJV-353 08/20/2012
APPROVED BY
NAME: FIFO DATE:
LARRY H STROUT MANAGER AJV-353
CHANGES:

1. DELETED MSA 16000 SECTOR. ADDED NEW 1700 SECTOR.
2. CHANGED LNAV MDA/HAT FROM 360/352 TO 400/392.

3. CHANGED CAT C MDA/HAA FROM 620/611 TO 660/651.

4. UPDATE BACK-UP ALTIMETER SETTING VISIBILITY NOTE.
5. UPDATE RWY 6 VGSI NOTE.

6. CHANGED VDP FROM 0.95 TO 1.07

REASONS:

1-3. NEW CONTROLLING OBSTACLES.
4. NEW MDA.

5. NEW FORMAT FROM .19E.

6. NEW LNAV MDA




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
: RNAV - STANDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
- Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

TERMINAL ROUTES, (CONT.):

FROM TO COURSE AND DISTANCE ALTITUDE
RW24 (MAP) 208 MSL 238.12
208 MSL FANAG (FO) ) 2000

NOTES, (CONT.):

INCREASE ALL DA 82 FEET AND ALL MDA 100 FEET; INCREASE LNAV/VNAV ALL CATS VISIBILITY 1/8 MILE,

LNAV CAT C VISIBILITY 1/4 MILE AND CIRCLING CAT C VISIBILITY 1/2 MILE.

CHART NOTE: FOR INOPERATIVE MALSR, INCREASE LNAV CAT C VISIBILITY TO 1 MILE.

CHART NOTE: FOR INOPERATIVE MALSR, WHEN USING NEW IBERIA ALTIMETER SETTING, INCREASE LPV ALL CATS
VISIBILITY TO 7/8 MILE, LNAV/VNAV ALL CATS VISIBILITY TO 1 1/8 MILE, AND LNAV CAT C VISIBILITY TO

1 3/8 MILE. :

CHART NOTE: WHEN VGSI INOP, CIRCLING RWY 6 NA AT NIGHT.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVAL ON TBD VORTAC AIRWAY RADIALS 225 CW 296.

~DALy
@ ‘ ‘e
S N
CITY AND STATE ELEVATION: 9 THRE:8 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE:  [syp:
PATTERSON, LA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 24, AMDT 1A ;
RNAV AMDT:
HARRY P WILLIAMS MEMORIAL DATED: - 05/05/2011

FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 2 OF 6 PAGES



ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] ves [ ] n~o
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[ L] L] ] [] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KPTN
RUNWAY RW24
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W24A
LTP/FTP LATITUDE 204252.6665N
LTP/FTP LONGITUDE 0911956.6985W
LTP/FTP ELLIPSOIDAL HEIGHT -00233
FPAP LATITUDE 294206.8100N
FPAP LONGITUDE 0912124.5000W
THRESHOLD CROSSING HEIGHT (TCH) 00050.3
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) ' 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1104
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 35.0
CRC REMAINDER 7C06C671
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K4
LTP ORTHOMETRIC HEIGHT +00026
FPAP ORTHOMETRIC HEIGHT +00026
AL/ A
& A
y 4 <3
el
CITY AND STATE ELEVATION: 9 THRE: 8 FACILITY PROCEDURE NO./ AMDT NO./[EFFECTIVE DATE:  |[sup:
PATTERSON, LA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 24, AMDT 1A

RNAV AMDT: 1

HARRY P WILLIAMS MEMORIAL DATED:  05/05/2011

FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 3 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [] o
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

v TAND . D INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAD TBD K4011200VTL N29395156W050494474 N29395156W0904%4474E0020000101 NARTIBBY
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAE;AENRT DONBE K40 C L N30072092W081014334 E0003 NAR DONBE
SUSAEAENRT FANAG K40 W N29365311W091312323 E0007 NAR FANAG
SUSAEAENRT HONAX K40 W N29485807W091081530 E0004 NAR HONAX
SUSAEAENRT JISPA K40 Cc N29434207W091182208 E000S NAR JISPA
SUSAEAENRT UHAUL K40 C N29453172W091145181 E00Q05 NAR UHAUL
SUSAEAENRT WOVON K40 C L N30084336W091194112 E0005 . NAR WOVON
1 2 3 ) 4 ) 6 7 . 8 9 0 1 2 3

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KPTNK4APTN Q 053YHN29423437W091202032E001000009 1800018000C MNAR HARRY P WILLIAMS MEMORIAL

1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KPTNK4FR24 ADONBE 010DONBEK4EAOE A IF 18000 A JS
SUSAP KPTNK4FR24 ADONBE 020HONAXK4EAOEE B 010TF 19620192 + 01700 A JS
SUSAP KPTNK4FR24 AHONAX O010HONAXK4EAOEE AR HF 23820040 + 01700 18000 A JS
SUSAP KPTNK4FR24 ATBD 010TBD K4D OV A IF 18000 A JS
SUSAP KPTNK4FR24 ATBD 020HONAXK4EAQEE B 010TF 29850185 + 01700 A JS
SUSAP KPTNK4FR24 AWOVON 010WOVONK4EAOE A IF 18000 A JS
SUSAP KPTNK4FR24 AWOVON 020HONAXK4EAOEE B O010TF 15220221 + 01700 A Js
SUSAP KPTNK4FR24 R 010HONAXK4AEAQCE I IF + 01700 18000 A JS
SUSAP KPTNK4FR24 R 020UHBAULK4EALE F O0S51TF 23820067 + 01700 RW24 K4PGA JS
SUSAP KPTNK4FR24 R 020UHAULK4EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KPTNK4FR24 R 021JISPAK4EAQOE S O031TF 23820036 V 0056000568 -300 A JS
SUSAP KPTNK4FR24 R 030RW24 K4PGOGY M O031TF 23810016 00059 -300 A JS
SUSAP KPTNK4FR24 R 040 0 M CA 2381 + 00208 A Js
SUSAP KPTNK4FR24 R 050FANAGK4EAQOEY DF + 02000 A JS
SUSAP KPTNK4FR24 R 06 0FANAGK4EAOEE R HM : 05800040 + 02000 A JS
1 2 3 4 5 6 7 8 S 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KPTNK4GRW24 0053992381 N29425267W091195670+0000 -00233000080000501501I ah“%,?’kijfa
s’ ¢ 2
CITY AND STATE ELEVATION: 9 TDZE: 8 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  |sup:
PATTERSON, LA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 24, AMDT 1A
HARRY P WILLIAMS MEMORIAL AMDT: 1
RNAV
DATED:  05/05/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves ‘|:INO

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I s N A N

AQPA

[ ]

NBAA OTHER  (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—BMQE&)—SIAHDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
1 2 : 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KPTNK4PR24 RW24 001 00O00W24A0N2942526665W09119566985-002330300N2942068100W09121245000106751104000503F4003507C06C671
SUSAP KPTNK4PR24 RW24 002E +00026+00026LPV 40320
1 2 3 4 5 6 7 ) 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KPTNK4SRW24 K4PG 0 18018001725 M
";&.};‘:’a b
g;}"‘"’l i
# £3
o, &
CITY AND STATE ELEVATION: 9 TDZE: 8 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
PATTERSON, LA AIRPORT NAME: ) IDENTIFIER: RNAYV (GPS) RWY 24, AMDT 1A
HARRY P WILLIAMS MEMORIAL AMDT: 1
RNAV
DATED:  05/05/2011
FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 5 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O 0O O 0O

AOPA NBAA OTHER (specify)

[ 1] L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RN TA INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES . TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG(TRUE) DISTANCE ALTITUDE SPEED
DONBE DONBE 010 IAF IF FB
DONBE HONAX 020 TF B 1.0 196.2(197.2T) 019.2 AA 01700
HONAX HONAX 010 IAF HF R FO 238.2(239.2T) 004.0 AA 01700
TBD TBD 010 IAF IF FB
TBD HONAX 020 TF FB 1.0 298.5(299.5T) 018.5 AA 01700
WOVON WOVON 010 IAF IF FB .
WOVON HONAX 020 TF FB 1.0 152.2(153.2T) 022.1 AA 01700
HONAX 010 FACF iF FB AA 01700
UHAUL 020 FAF - TF FB 0.5 238.2(239.2T) 006.7 AA 01700
JISPA 021 SDF TF FB 0.3 238.2(239.2T) 003.6 AA 00560 GS 00568
RW24 030 MAP TF FO 0.3 238.1(239.1T) 001.6 AT 00059
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 238.1(239.1T) AA 00208
FANAG 050 DF FO AA 02000
FANAG 060 HM R FO 058.0(059.0T) 004.0 AA 02000
DPOINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
TBD N293951.56 W0904944.74 N2939.859 W09049.746
DONBE N300720.92 W0910143.34 N3007.349 W09101.722
FANAG N293653.11 W0913123.23 N2936.885 W09131.387
HONAX N294858.07 W0910815.30 N2948.968 W09108.255
JISPA N294342.07 W0911822.08 N2943.701 W09118.368
UHAUL N294531.72 W0911451.81 N2945.529 W09114.864
WOVON N300843.36 W0911941.12 N3008.723 W092119.685
RW24 N294252.67 W0911956.70 N2542.878 W09119.945
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW24 00008 50
CITY AND STATE ELEVATION: 9 ‘ TDZE: 8 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
PATTERSON, LA AIRPORT NAME: ) IDENTIFIER: RNAYV (GPS) RWY 24, AMDT 1A
HARRY P WILLIAMS MEMORIAL AMDT: 1
RNAV
DATED:  05/05/2011

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 6 of 6 Pages



ALL AFFECTED PROCEDURES REVIEWED?

[] ves [ ] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O 0O O

AOPA NBAA OTHER (specify)

[ 1] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY .

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART -A OBSTRUCTION DATA
1. APP SEGMENT FROM TC OBSTRUCTION COORDINATES ELEV. MSL] ROC ALT ADJUSTMENTS MIN. ALT.
INITIAL TBD VORTAC HONAX 1. TOWER (22-002662) |294220.00N/0905432.00W | 378 (5D) 1000 AT322 1760
2. TERRAIN 294424.00N/0905845.00W 110 (0) AS1500 1500
INITIAL DONBE HONAX 3. TOWER (22-001240) {300616.00M/0910123.00W | 545 (5D) 1000 jAT155 1700
4. TERRAIN 300616.00N/0910123.00W 127 (0) AS1500 1560
INITIAL WOVON HONAX 5. TOWER (22-003004) |205704.00N/0911312.00W |449 {2C) 1000 (AT251 1700
6. TERRAIN 285748,00N/0911551.00W | 27 (0) AS1500 1600
INTERMEDIATE HONAX {IFIIAF; UHAUL 7. TOWER (22-020097) 1294515.60N/0911025.50W 1465 (4D} 500 |AT738 1700
8. TERRAIN 295003.00N/0911036.00W |20 (0) AS1500 1500
FINAL: LPV UHAUL RW24 ASC 268/200
FINAL: LNAV/VNAY UHAUL RW24 9. THRESHOLD 2942526 7TN/0911956.70W |8 (1A) PDA 2581250
FINAL: LNAV UHAUL JISPA/1.60 NM TO [10. AAD 294435.71N/0911639.40W | 209 (2C) 250 [RA100 560
RW24
FINAL: LNAV STEPDOWN JISPAJ1.60 NM TO RW24 1. TOWER (22-000092) 1204253.00N/0911802.00W | 307 (2D) 250 |SA-209 AC50 400
RW24
2. HOLD-IN-LIEU-OF-PT HONAX P-4 12. TOWER (22-002316) |295613.00N/0910120.00W | 384 (5D) 1000 |AT316 1700
13. TERRAIN 295521.00N/0905939.00W | 27 (0} AS1500 1500
e MAP: |DA/DARW24 FANAG ' ASC 2000
i;;ggigq 14. TOWER (22-000458) 293817.40N/0913148.30W 468 (1B) 1000 1800
I ELEV. [43/108/300 15, TERRAIN 294233.00N/0912200.00W | 27 (0) AS1500 1560
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT
CATEGORY A 1.3 NM a 350 511 16. TOWER (22-000609)] 294309.00N/0912109.00W |156 (4D) 300 AC50 520
CATEGORY B 1.5 NM i 450 | 571 17. TOWER ({22-002989)] 294148.43N/0912218.27W |220 (1A) 300 XP60 580
CATEGORY C - 17NM |3 450 |2 651 11. TOWER (22-000092){ 294253.00N/0911802.00W [307 (2D) 300 AC50 660
CATEGORY D 23NM |G 550 |2
CATEGORY E 45NM  |*[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: Rw24 RNV
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) I\@,S Aﬁ&
360-360 TWR (22-000963) 290/ 18.5 656 (1A) 1700 L 0
HEee
CITY AND STATE ELEVATION: 9 FACILITY PROCEDURE AND AMENDMENT NO: REGION
PATTERSON, LA AIRPORT NAME: RNAV RNAV (GPS) RWY 24, AMDT 1A ASW
HARRY P WILLIAMS MEMORIAL

FAA Form 8260 - 9/ April 2006 (Computer Generated)

PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH:

2. WEATHER SERVICE

3. ALTIMETER SETTING

ZHU ARTCC

MSY APP CON

SATISFACTORY ON:

NWS [OTHER:
AWOS-3

FAA

AIC

SOURCE:KPTN/ KARA

DISTANCE: 0/ 34,55

HOURS REMOTE OPERATION:

X |[VHF

X|UHF | [HF

LOCATION: KFTN

ADJUSTMENT. 07100

PRIMARY NAVAID:

4

MONITOR POINT:

MONITOR
STATUS

Hrs | CAT1

OPTN:] CAT3

ALS

(5) SALS

X |MALSR 24 (PCL)

5

HIRL

APPROACH

b

MIRL 24 (PCL), 06 (PCL)

& RUNWAY
LIGHTING

X REIL 08

TDZ

C/LINE

X OTHER (SPECIFY)

PAPI-2L 24, 06

8. RUNWAY

MARKINGS

BASIC

ALL WEATHER

PIR-G 24

INSTRUMENT

7. RUNWAY
VISUAL
RANGE

APPROACH

MIDFIELD

ROLLOUT

8. GLIDE
PATH

GP ANGLE: 3.00

ELEV RWY THRESHOLD:8.4

DISTANCE FROM RWY:

ELEV GP ANTENNA!

THRESHOLD CROSSING HEIGHT 50.3

9. FINAL APPROACH X
COURSE AIMING X

RUNWAY THRESHOLD

FT. FROM THRESHOLD

ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

RASS PRESSURE PATTERNS SAME
KPTN 8.5, KARA 24

RA = 81.6.

SEE ATTACHED AIRSPACE LETTER.

ALL CHANGES TO MINIMUMS APPROVED BY FPO
#7SEN';‘ERMEDIATE OBSTACLE VERIFIED 4D BY OEAAA STUDY
{ASN): .

2008-ASW-5146-OE

#16 CIRC B OBSTACLE VERIFIED 4D BY OEAAA STUDY (ASN)
1999-ASW-1938-OE

ISA DEVIATION -30

LPVY SURFACE = 34:1
LNAV/VNAY SURFACE = 23.4:1

TAA NOT DEVELOPED PER FPO.
100" VEGETATION USED.

BLOCK3: ALTIMETER SETTING
KPTN/KARA

AWOS 3/AS0S 3 ON SERVICE A
HRS OF OPTN: 24

DIST: 0/34.55 NM

ADJUST: 0/81.64 FT

VGSI 3.00/50

(THRESHOLD) IDENTIFIED AS LNAV/VNAV CONTROLLING IAW
8260.54A PARA 4.3.4. THERE ARE NO OBSTACLES IN THE

LEVEL SURFACE OEA HIGHER THAN 82 FT ABOVE LTP
ELEVATION; 250 MINIMUM HATH APPLIED.

OBSTACLE # 7 LOCATED 1272.90 FTINTO SECONDARY AREA OF
INTERMEDIATE SEGMENT

TERPS, VOLUME 1, PARAGRAPH 251 PENETRATIONS:
RWO0B:

20:1 79 TREE (KPTNA013) 294222.41N-0912102.52W {5.44)
30 TREE (KPTNAD14) 294221,58N-0912102.83W

{2.09)

FPO NOTIFIED OF UNLIT 20:1 PENETRATIONS

BARO-VNAV CALCULATED HIGH TEMP 95C (203F)
CHART 54C (130F)

XP = MAINTAIN CURRENT CMDA




