MEMPHIS, TN

MEMPHIS INTL

(KMEM)

Action: ask Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 07/19/2012 | 2012071930295801001 20120719302958
Procedure: RNAV (RNP) Y RWY 18 C AMDT 0-C Airport ID: Airport: MEMPHIS INTL Reimbursable #:
KMEM
City: MEMPHIS ST: TN GPS #: Estimated Chart Date: FICO #:
06/27/2013
Fac ID: Fac. Type: Specialist: GEORGE TRAMMELL
R P
- Y
Procedure Review () ¢
Rec'd Rel'd Full Name Comments
Lead: 12/04/2012 | 02/28/2013 | ADOLFO URRUTIA
QA: 02/28/2013 03/11/2013 PATRICK MULQUEEN
Liaison: | 03/11/2013 §€wc4<“
Procedure Comments: ENROUTE-NON |Remark Type: INFORMATION Pk § /u-”

RNAV (RNP) Y RWY 18C, ORIG-C  ENROUTE-NO FC: 5.14.13 PUB: 6.27.13
ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-2(S): CEDEN, REV 3; JALDO-INT, REV 2; KEEZE-INT, REV 6: LAURI-INT, REV 6.

CONTACT: DON SMITH/ADOLFO URRUTIA-AIV-352 LEADS, 405.954.1036 / 405.954.2079.

VN 8200-6 (05/26/2005)

Data as of:

3/13/2013 10:59:39AM




MEMPHIS, TENNESSEE

APP CRS | Rwy idg 11120
1780 | THRE 271
Apt Elev 341

AL-253 (FAA)

FIG

RNAV (RNP) Y RWY 18C

MEMPHIS

INTL (MEM)

W For uncompensated Baro-VNAV systems, procedure NA below -10°C (14°F) or above
54°C (130°F). *Missed approach requires a minimum climb of 400 feet per NM to
1000. GPS required. For inoperative MALSR, increase RNP 0.30* all Caits visibility to
RVR 6000 and RNP 0.30 all Cats visibility to 1/4miles. Simultaneous approach
authorized with Rwy 18R. Use of FD or AP providing RNAYV track guidance required
during simultaneous operations.

MALSR

S

dunn

MISSED APPROACH: Climb
to 5000 on track 178° to

CEDEN and

to KEEZE and hold, continue
climb-in-hold to 5000.

on track 135°

RADAR REQUIRED

MEMPHIS TOWER ND CON

MEMPHIS APPCON 1 (Rwy 9-27) 118.3 257.8 |(Rwy 9-27) 121.0 379.2
119.1 291.6  (176°-355°) | (Rwys 18C-36C, 18L-36R) 119.7 257.8 |(Rwys 18C-36C, 18L-36R) 121.9 379.2

125.8 338.3 (356°175°) |({Rwy 18R-36L) 128.425 257.8 | (Rwy 18R-361) 121.65 379.2
ATIS CLNC DEL
12775 PROTOTYPE-NOT FOR NAVIGATION e

1449
/A

ELEV 341 [P THRE 271 NM
178°to0 ___
RW18C
5000 \ CEDEN , KEEZE
r r
T 178° <> 135° <> LAURI
JALDO
A
. RWI18C 2000 AT
o / 2000 GP 3.00°
----- TCH 54
—il 5.2 NM 6.1 NM
CATEGORY A | B | c | D
RNP 0.30 DA* 641/40 370 (400- %)
RNP 0.30 DA 736/60 465 (500-1%)
< AUTHORIZATION REQUIRED

MEMPHIS, TENNESSEE

Orig-C FIG

MEMPHIS INTL (MEM)

soanes9w - RNAV (RNP) Y RWY 18C

D81 AMY A (dNY) AVNY €G2-1V AILVWOLNY

1:750,000

SE-1

02-04-13
COMPILER: CN
REVIEWER: JMP
DBL CHKR:

EFF: FIG

UiD: 25516



RNAV (RNP) - STANDARD, Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except

US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE, HAT, HAA, TCH, and RA. Alitudes are minimum altitudes unless otherwise indicated. Cetlings are in feet

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which

are in statute miles or in feet RVR.
TERMINAL ROUTES . MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |RNP: DA
LAURI (IF) JALDO (TF)(FB)(RNP.1.00) 178.01/6.10 2000
JALDO (FAF) RW18C (MAP)(TF)FO) 178.01/5.19
. CLIMB TO 5000 ON TRACK 178.01 TO CEDEN AND ON TRACK
RW18C (MAP) CEDEN (TF)(FB)(RNP 1.00) 178.01/ 6.95 135.26 TO KEEZE AND HOLD, CONTINUE CLIMB-IN-HOLD TO 5000.
CEDEN KEEZE (TF)}{FO)(RNP 1.00) 135.26 / 6.41 5000
ADDITIONAL FLIGHT DATA:

HOLD SE, RT, 331.00 INBOUND.

CHART FAS OBST: 336 LIGHT POLE 350400N/0895808W
CHART LOC RWY 18R.

DISTANCE TO THLD FROM 365 HATH: 0.98 NM

ROUTE TYPE: A, H

ROUTE TYPE QUALIFIER 1: F
1.PT SIDE OF COURSE OUTBOUND ET WITHIN MILES OF (IAF)| ROUTE TYPE QUALIFIER 2: S
2. PROFILE STARTS AT LAURI . | #TCH 324.3 MSL (DO NOT CHART)
3.FAC: 178.01 FAF:JALDO DIST FAF TO MAP: THLD:
4. MIN. ALT: LAURI 3900, JALDO 2000
5. DIST TO THLD FROM OM: 519 MM: M: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2000 GS ALT AT:JALDO 2000 OM: MM: IM:
7. GS ANGLE: 3.00 TCH: 53.7# 34:11S CLEAR
8. MSA FROM: RW18C 2600 MAG VAR: 1E EPOCH YEAR: 2000
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD
CATEGORY =====> A B c D E
DH/MDA VIS | HAT/HAA|DH/MDA VIS |HAT/HAAIDH/MDA | viS |HAT/HAA|DH/MDA | VIS |HAT/HAA{DH/MDA | VIS |HAT/HAA
AUTHORIZATION REQUIRED
RNP 0.30 DA* 636 3500 365 636 3500 365 636 3500 365 636 3500 365
RNP 0.30 DA 728 5400 457 728 5400 457 728 5400 457 728 5400 457

NOTES: .
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, PROCEDURE NA BELOW -10C (14F) OR ABOVE 54C
(130F). , Co
CHART NOTE: *MISSED APPROACH REQUIRES A MINIMUM CLIMB OF 400 FEET PER NM TO 1000. )
CHART NOTE: GPS REQUIRED.

(SEE FORM 8260-10)

CITY AND STATE ELEVATION: 341 THRE: 271 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP: )
MEMPHIS, TN AIRPORT NAME: _ IDENTIFIER: RNAV (RNP) Y RWY 18C, ORIG-C ANDT: ORIG-B
MEMPHIS INTL DATED  05/31/2012

FAA FORM 8260 - 3 / April 2006 (computer generated) PAGE 1 o# PAGES




ALLAFFECTED PROCEDURES REVIEWED? ~ COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] Yes [x] ~no : ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AQOPA . NBAA OTHER (specify)

|:| El |I| ZME, MEM APP CON, MEM ATCT, AIRPORT MANAGER

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:

GEORGE H. TRAMMELL AJV-352 01/23/2013

APPROVED BY

NAME: . FIFO DATE:

SUSAN CRUMB MANAGER AJV-352
CHANGES: -

1. CHANGED ADDITIONAL FLIGHT DATA: DISTANCE TO THLD FROM 324 HAT: 0.91 NM TO 365 HATH: 0.98NM.

2. ADDITIONAL FLIGHT DATA: CHART FAS OBST: FROM 332 LIGHT POLE TO 336 LIGHT POLE.

3. CHANGED RNP 0.30* DA/HAT FROM 614/324 TO 636/365.

4. CHANGED RNP 0.30 DA/HAT FROM 729/439 TO 728/457.

5. CHANGED BARO-VNAV PROCEDURE NA NOTE TEMPS FROM BELOW -9C (15) OR ABOVE 48C (118) TO BELOW -10C (14F) OR ABOVE 54C (130F).

REASONS:

1,2,3,4. NEW PERMANENT LIGHT POLES ATTACHED TO FED EX TUG.
§. NEW 5 YEAR AVERAGE TEMP OF -10C (14F).




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and aititudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV (RNP) - STANDARD, opt HAT, : dos ar fitudes unles ol
INSTRUMENT APPROACH PROCEDURE, - TITLE 14 CFR PART 97.33 G O e o Iy oo Tiles nkess othefuoe Inccater,

NOTES, (CONT.):

CHART PLANVIEW NOTE: RADAR REQUIRED.

CHART NOTE: FOR INOPERATIVE MALSR, INCREASE RNP 0.30* ALL CATS VISIBILITY TO RVR 6000 AND RNP

0.30 ALL CATS VISIBILITY TO 1 1/2 MILES.

CHART NOTE: SIMULTANEOUS APPROACH AUTHORIZED WITH RWY 18R.

CHART NOTE: USE OF FD OR AP PROVIDING RNAV TRACK GUIDANCE REQUIRED DURING SIMULTANEOUS OPERATIONS.

CITY AND STATE ELEVATION: 341 THRE: 271 FACIITY | PROCEDURE NO./ AMDT NO.EFFECTIVE DATE:  |SUP:
IDENTIFIER: ' »
MEMPHIS, TN : RNAYV (RNP) Y RWY 18C, ORIG-C
AIRPORT NAME RNAV (RNP) AMDT:  ORIGB
MEMPHIS INTL DATED: 05/31/2012

FAA FORM 8260-10 / April 2006 (Computer Generated) ' PAGE 2 OFI/ PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] Yes [ ] no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
] [] L] [] [] L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 5

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
M INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (RNP)

1 2 3 4 5 3] 7 8 2 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT CEDEN K70 W N34561893W089582545 W0009 NAR CEDEN
SUSAEAENRT JALDO K70 c N35082822W089584077 w0009 NAR JALDO
SUSAEAENRT KEEZE K70 c N34514042W089530225 w0010 NAR KEEZE
SUSAEAENRT LAURI K70 C N35143492W089584850 W0010 NAR LAURI
1 2 3 4 5 6 7 8 9 0 1 2 3

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KMEMK7AMEM 0 111YHN35023270W089583600E001000341 1800018000C MNAR MEMPHIS INTL

1 2 3 4 5 [ 7 8 9 0 1 2 3
SEGMENT 123456789012345678501234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KMEMK7FH18CY H 010LAURIK7EAQE I - IF C + 03900 18000 A FS
SUSAP KMEMK7FH18CY H 020JALDOK7EALE F O010TF + 02000 RW18C K7PGA FS
SUSAP KMEMK7FH18CY H 020JALDOK7EA2W A031 . FS
SUSAP KMEMK7FH18CY H 030RWL8CK7PGOGY M 031TF . 00324 -300 A FS
SUSAP KMEMK7FH18CY H 040CEDENK7EAQE M O010TF A FS
SUSAP KMEMK7FH18CY H 050KEEZEK7EAOEY 010TF + 05000 A FS
SUSAP KMEMK7FH18CY H 060KEEZEK7EAQOEE ™ R HM 33100050 + 05000 A FS
1 2 3 4 5 3 7 8 9 . 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMEMK7GRW18C 0111201780 N35031654W089583421+0600 +0055100271000054150IISDU1
1 2 3 4 5 & 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMEMK7SRW18CK7PG » ¢] 18018002625 M
CITY AND STATE ELEVATION: 341 THRE: 271 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyp:
MEMPHIS, TN AIRPORT NAME: IDENTIFIER: RNAV (RNP) Y RWY 18C, ORIG-C
MEMPHIS INTL AMDT: ORIG-B
RNAV
DATED:  05/31/2012

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 3 of 4 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

CQORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA : AAT ALPA APA

4 O 0O 0O

AOPA NBAA “OTHER  (specify)

L1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, -

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
X M INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (RNP)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
LAURI 010 FACF IF FB AA 03900
JALDO 020 FAF TF FB 1.0 AA 02000
RW18C 030 MAP TF FO 0.3 AT 00324
MISSED APPROACH FIX SEQ ~ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
CEDEN 040 TF FB 1.0
KEEZE 050 TF FO 1.0 AA 05000
KEEZE 060 HM R FO 331.0(332.0T) 005.0 AA 05000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
CEDEN N345618.93 W08385825.45 N3456.316 W08958.424
JALDO N350828.22 W0895840.77 N3508.470 W08958.680
KEEZE N345140.42 W0895302.25 N3451.674 W08353.038
LAURI N351434.92 W0895848.50 N3514.582 W08958.808
RW18C N350316.54 W0895834.21 N3503.276 W08958.570
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW18C 00271 54

CITY AND STATE ELEVATION: 341 THRE: 271 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
MEMPHIS, TN AIRPORT NAME: IDENTIFIER: RNAV (RNP) Y RWY 18C, ORIG-C
MEMPHIS INTL f ~ |AMDT:  ORIG-B
RNAV "|DATED:  05/31/2012

FAA FORM 8260 - 10/ April 2006 (Computer Generated) : Page 4 of 4 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[ ] ves [ ] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH: :
ATA AAT ALPA APA

1 O [ L1

AOPA NBAA OTHER (specify)

L1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
‘DEVELOPED BY
NAME: NFPG DATE:
APPROVED BY
NAME: NFPG DATE:
CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
. PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
INTERMEDIATE: RNP 1.00 LAURI JALDO 1. TOWER (47-000856) |351040.00N/0895805.00W | 765 (5D) 500 |AC50 DG685 2000
2. TERRAIN 351239.00N/0895648.00W [354 (400) - - |as1500 1900
FINAL: RNP 0.30* JALDO RW18C 3. LIGHT POLE 350400.38N/0895807.66W | 336 (1A) 21.12:1 |AC3 MA41 636/365
FINAL: RNP 0.30 JALDO RW18C 3. LIGHT POLE 350400.38N/0895307.66W | 336 (1A) 21.12:1 [AC3 MA133 728/457
MISSED APPROACH DA CEDEN (20:1) 4. LIGHT POLE 350404.94N/0895804.73W {334 (1A) ASC
(RNP 0.30%-1.00)
MISSED APPROACH [CEDEN KEEZE (20:1) ASC
(RNP 1.00)
MISSED APPROACH DA CEDEN (40:1) 5. ATCT 350258.68N/0895853.69W | 624 (1A) ASC
(RNP 0.30-1.00) '
MISSED APPROACH CEDEN KEEZE (40:1) ASC
(RNP 1.00)
3 MISSED MAP: |DA/DA KEEZE ASC 5000
APPROACH 6. TOWER (28-001642) {345144.34N/0895242.31W | 949 (5D) 1000 |ACS50 1999
ELEV. |331/414 7. TERRAIN 345321.00N/0895103.00W | 407 (400) AS1500 1900
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM [ | 350
CATEGORY B 1T5NM || 450 =
CATEGORY C 1.7NM  |S] 450 |2
CATEGORY D 23NM | 550 |2
CATEGORY E 45NM  |¥[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW18C - :
SECTOR OBSTRUCTION | - BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST ELEVATION (MSL) MSA
360-360 TWR (05-000947) 336/ 26.9 1486 (5D) 2600 ’
CITY AND STATE ELEVATION: 341 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
MEMPHIS, TN AIRPORT NAME: RNAV RNAV (RNP) Y RWY 18C, ORIG-C ASO
MEMPHIS INTL v

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA PART C - REMARKS:

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING ISA DEVIATION USED: -24.33C (-11.79F)
AN : NWS |OTHER: SOURCE:KMEM PRECIPITOUS TERRAIN EVALUATION COMPLETED.
ZME ARTCC Fan |58 DISTANCE: 2011-ASO-929-NRA THROUGH 2011-AS0-936-NRA
' HOURS REMOTE OPERATION: PERMANENT LIGHT POLES ATTACHED TO FED EX TUG.
SATISFACTORY ON: AlIC NEW ATCT LOCATED AT 350258.68N/0895853.69W, 624° MSL,
X|VHF | x|UHF | |[HF |LOCATION: KMEM ADJUSTMENT: 0 AC 1A PER FPT.
PRIMARY NAVAID: DEVELOPED RNP .30 AND .30" DA MINIMUMS ONLY DUE TO NEW
r:'To MONITOR POINT: : -
MONITOR HRS | CAT 1 PROCEDURE DEVELOPED USING A 3 DEGREE GLIDEPATH
STATUS BEGINNING AT (IF) LAURI AND WITH NO TRANSITIONS FROM
OPTN:| CAT 3 THE ENROUTE STRUCTURE WHICH MAKES THIS PROCEDURE RADAR
X |ALSF2 3R 36C REQUIRED FOR PROCEDURE ENTRY.
(S) SALS ACT: -10C (14.0F) ' y
X IMALSR 2705 780181 AVERAGE COLD TEWPERATURE BASED ON 5-YEAR HISTOR
5 X [HIRL 27, 36R, 09, 13C, 1L, 36C HIGH TEMPERATURE LIMIT 54C (130F) DERIVED FROM AFS-400
APPROACH o ‘ CALCULATOR.
& RUNWAY |— ASOS ON SERVICE A.
LIGHTING REIL
X [TDZ 36R, 18C, 18L, 36C VEGETATION HEIGHT 100 FT PER FPT.
X |CIL 27, 36R, 09, 18C, 18L, 36C CONTINUOUS DESCENT ANGLE (CDA) OF 3 DEGREES APPLIED
X |OTHER (SPECIFY) FROM LAURI TO THRESHOLD.
TAXI WAY 18L PAPI-4R 36R PAPI-4L 27, 18L PER AJV-352 LEAD: ALL RNAV PROCEDURES DESIGNED TO BE
THE SAME FOR RWYS 18L/C/R. RNAV (GPS) PROCEDURES ARE Z
o rowey [BSE R e T,
MARKINGS [|ALLWEATHER  PIR-G 27, 36R, 09, 18C, 18L, 36C (RNF) PRO E )
INSTRUMENT NO ADDITIONAL AIRSPACE REQUIRED.
7.RUNWAY |APPROACH _ 27, 36R, 09, 18C, 18L, 36C
VISUAL MIDFIELD 36R, 18C, 18L, 36C
RANGE  [ooLLOUT 27, 36R, 09, 18C, 18L, 36C
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:270.6
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
' THRESHOLD CROSSING HEIGHT:53.7
9. FINAL APPROACH X [RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |oN CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY: DATE:
GEORGE H. TRAMMELL 01/23/2013
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-352




RADIO FIX AND HOLDING DATA RECORD

STATE: TN COUNTRY: US

NAME: CEDEN

LATITUDE/LONGITUDE: 345618.93N/0895825.45W TYPE: WP

AIRSPACE DOCKET:
HOLDING:

FIX USE: :
USE TYPE USE TITLE

IAP RNAV (GPS) Z RWY 18C
IAP RNAV (RNP) Y RWY 18C

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3

REASON FOR REVISION:
1. DELETED FAC 1.

2. UPDATED FIX USE.

3. UPDATED FORMAT.

DEVELOPED BY: DATE: 01/17/2013
APPROVED BY: DATE:
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME

FIX TYPE OF ACTION: MODIFY

HOLDING TYPE OF ACTION: NO CHANGE

FAC PAT - AIRPORTIDENT CITY
KMEM MEMPHI!S
KMEM MEMPHIS

DATE OF REVISION: 06/27/2013

OFFICE: AJV-352 NAME: GEORGE TRAMMELL

OFFICE: AJV-352 NAME: SUE CRUMB

ATC FACILITY: MEM APP CON/ATCT
OTHER: MEM AIRPORT MGR

STATE
TN (US)
TN (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: JALDO . STATE: TN COUNTRY: US

LATITUDEILONGITUDE: 350828.22N/0895840.77W TYPE: WP, RADAR, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG = TRUE DME DIST FROMFAC
BRG BRG NM  FEET

1 MEMPHIS I-SDU LOC 358.01 359.01 7.29 44290

2 MEMPHIS MEM VORTAC H 7.56 7.56 .

HOLDING:

REMARKS:

HOLDING TYPE OF ACTION: NO CHANGE

FIX COORDINATES REFLECT RNP PFAF LOCATION.

FIX USE:
USE TYPE
IAP

1AP

IAP

USE TITLE FAC PAT AIRPORTIDENT CITY

ILS OR LOC RWY 18C 1,2 KMEM MEMPHIS
RNAV (GPS) Z RWY 18C KMEM MEMPHIS
RNAV (RNP) Y RWY 18C KMEM MEMPHIS

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 2 DATE OF REVISION: 06/27/2013

REASON FOR REVISION:
1. UPDATED FIX USE.
2. UPDATED FORMAT.

MRA MAA

2000 4800
2000 4800

DEVELOPED BY: DATE: 01/17/2013 OFFICE: AJV-352 . NAME: GEORGE TRAMMELL
APPROVED BY: DATE: OFFICE: AJV-352 NAME: SUE CRUMB
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY: MEM APP CON/ATCT
OTHER: MEM A/P MGR
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO

NAME: KEEZE

LATITUDEILONGITUDE: 345140.42N/0895302.25W

FIX AND HOLDING DATA RECORD

- STATE: MS COUNTRY: US

TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES: ’

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 MEMPHIS MEM VORTAC H 151.00 152.00° 10.44- 10.44. 3000 10000-

2 HOLLY SPRINGS HUI VORTAC L 283.00 286.00 19.90 3000 10000

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEGLENGTH HOLDING ALTITUDES TEMPLATES
: INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 SE  MEM VORTAC 151.00 331.00 R 1 5000 10000 6 12

2 SE WP 151.00 331.00 R 5 5000 10000 6 12

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURAGY CODE

1 200 TOWER (28-001642) 345144.00N/0895242.00W 949 5D

1 310  TOWER (28-002849)- 343930.44N/0893732.27W - 952- 5D-

2 200 TOWER (28-001642) 345144.00N/0895242.00W 949 5D

2 310 TOWER (28-002849) 343930.44N/0893732.27W 952 5D

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERNS.

PROCEDURES REQUIRING CLIMB-IN-HOLD:

PAT PROCEDURE TITLE AIRPORT IDENT  CITY STATE

1 ILS OR LOC RWY 18C KMEM MEMPHIS TN (US)

1 ILS OR LOC RWY 18L KMEM MEMPHIS TN (US)

1 iLS OR LOC RWY 9 KMEM MEMPHIS TN (US)

2 RNAV (GPS; Z RWY 18L KMEM MEMPHIS TN (US

2 RNAV (RNP) Y RWY 18L KMEM MEMPHIS TN-(US)

2 RNAV (RNP) X RWY 18L KMEM MEMPHIS TN (US)

2 RNAV (GPS) RWY 9 KMEM MEMPHIS TN (US)

2 RNAV (GPS) Z RWY 18C KMEM MEMPHIS TN (US)

2 RNAV (RNP) Y RWY 18C KMEM MEMPHIS TN (US)

REMARKS:

MEMPHIS (FAC 1) AND HOLLY SPRINGS (FAC 2) USED TO ESTABIISH FIX COORDINATES -

PRECIPITOUS TERRAIN EVALUATION COMPLETED. -

FIX USE:

USE TYPE USETITLE - FAC PAT AIRPORTIDENT CITY STATE

IAP ILS OR LOC RWY 18C 1,2 1 KMEM MEMPHIS TN (US)

IAP ILS OR LOC RWY 18L 1.2 1 KMEM MEMPHIS TN (US)

IAP ILS OR LOC RWY 9 1,2 1 KMEM MEMPHIS TN (US)

IAP RNAV (GPS) RWY 9 2 KMEM MEMPHIS TN (US)

IAP RNAV (GPS) Z RWY 18C 2 KMEM MEMPHIS TN (US)

IAP RNAV (GPS) Z RWY 18L 2 KMEM MEMPHIS TN (US)

IAP ~ RNAV (RNP) X RWY 18L 2 KMEM MEMPHIS TN (US)

IAP RNAV (RNP) Y RWY 18C 2 KMEM MEMPHIS TN (US)

IAP RNAV (RNP) Y RWY 18L 2 KMEM MEMPHIS TN (US)

REQUIRED CHARTING: |IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 6

REASON FOR REVISION:
1. DELETED FAC 3.

2. UPDATED FiX USE.

3. UPDATED FORMAT.

DEVELOPED BY: DATE: 01/17/2013
APPROVED BY: DATE:
SIGNATURE:

DATE OF REVISION: 06/27/2013

OFFICE: AJV-352 NAME: GEORGE TRAMMELL

OFFICE: AJV-352 NAME: SUE CRUMB
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KEEZE

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY: MEM APP CON/ATCT

OTHER: AIRPORT MANAGER
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RADIO FIX AND HOLDING DATA RECORD

NAME: LAURI STATE: TN COUNTRY: US

LATITUDE/LONGITUDE: 351434.92N/0895848.50W TYPE: WP, RADAR, INT, DME
AIRSPACE DOCKET: ' FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
_ BRG BRG NM  FEET
1 MEMPHIS I-SDU Loc 358.01 359.01 13.39 3000 4800
2 MEMPHIS MEM VORTAC H 350.63 00063 13.65 13.65 3000 4800
3 GILMORE GQE VOR/DME L 100.15 104.15 2524 3000 4000
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
PATTERNS: ' ‘
PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
' INBOUND (LORR) TIME DME “MIN MAX MIN  MAX
1 N WP 358.01 178.01 L 4 3000 6000 5 6
2 N MEM VORTAC 359.63 179.63 L 1 3000 4000 9 9
CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
1 200 TOWER (47-000104) 351322.00N/0900237.00W 849 4D
2 265 TOWER (47-000018) 351009.00N/0895310.00W 1337  3C
REASON FOR NONSTANDARD HOLDING:
PAT 1 ATC REQUEST
- PAT 2 ATC REQUEST
HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.
REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
KMEM R18C USED TO ESTABLISH FIX COORDINATES.
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP ILS OR LOC RWY 18C 1,2 KMEM MEMPHIS TN (US)
IAP ILS OR LOC RWY 36C (CAT LI, 2,3 2 KMEM MEMPHIS TN (US)
_ 1)
IAP 'RNAV (GPS) RWY 36C 1 KMEM MEMPHIS TN (US)
IAP RNAV (GPS) Z RWY 18C 1 KMEM MEMPHIS TN (US)
IAP RNAV (RNP) Y RWY 18C KMEM MEMPHIS TN (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 6 DATE OF REVISION: 06/27/2013

REASON FOR REVISION:

1. UPDATED FIX USE.

2. ADDED PRECIPITOUS TERRAIN REMARK.
3. UPDATED FORMAT.

DEVELOPED BY: DATE: 01/17/2013 OFFICE: AJV-352 NAME: GEORGE TRAMMELL
APPROVED BY: DATE: OFFICE: AJV-352 NAME: SUE CRUMB
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY: MEM APP CON/ATCT
OTHER:
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