US DEPARTMENT OF TRANSPORTATION

INSTRUMENT APPROACH PROCEDURE

RNAV - STANDARD

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL., except
HAT, HAA, TCH, and RA. Altitudes are minimurm altitudes unless otherwise indicated. Cellings are infeet

EEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE {LPV:DA
BOSTR KUYEY (FO) 339.07/ 2658 2600 N .Eﬁﬁ&"’,{‘{,};.? A
MOAKS (IAF KUYEY (NOPT) {FB 269.55/ 5.95 2600
(1AF) ¢ ) (FB) . CLIMB TO 2500 DIRECT WONAN AND ON TRACK 128.51 TO CALIF
KUYEY (IF/IAF) SIYOR (FB) 205.07/6.83 2000 AND HOLD, CONTINUE CLIMB-IN-HOLD TO 2600.
SIYOR (FAF) (YFABC):UKI&OO NM TO RW21L 205.03/1.67
YACUK/3.00 NM TO RW21L RW21L (MAF} (FO) 205.02 / 3.00
RW21L (MAP) 750 MSL 205.02 ADDITIONAL FLIGHT DATA:
HOLD E, RT, 288.87 INBOUND.
(SEE FORM 8260-10) CHART FAS OBST: 856 TREE 390756N/0842433W
FAS OBST: 949 AAO 390922N/0842227W
DISTANCE TO THLD FROM 275 HATH: 0.74 NM.
CHART VDP AT 2.16 MILES TO RW21L*
v%ixﬁ\s/ Sﬂkﬁm # 42511
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF {IAF) REEERENCE PATH ID- W21A
2. HOLD NE KUYEY, RT, 205.07 INBOUND, 2600 FT. IN LIEU OF PT (IAF) LTP HAE: 110.7 M
3. FAC: 205.03 FAF: SIYOR DIST FAF TOMAP: 467 THLD: 467
4. MIN. ALT: KUYEY 2600, SIYOR 2000, YACUK/3.00 NM TO RW21L 1466*
5. DIST TO THLD FROM OM: MM i 150 HAT: 100 HAT: GS ANT:
6. MIN GSINCPT: 2000 GS ALT AT:SIYOR 2000 OM: MM: M:
7. GS ANGLE: 3.00 TCH:38.5 34:11S NOT CLEAR
8. MSA FROM: RW21L 3000 MAG VAR: 4aW EPOCH YEAR: 1990
MINIMUMS
TAKEOFF: . SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | @
CATEGORY =zmm==> A B c D E
DH/MDA | VIS - | HAT/HAA| DHIMDA VIS | HAT/HAA|DH/MDA VIS  |HAT/HAA | DHIMDA VIS | HAT/HAAIDHIMDA | VIS  [HAT/HAA
LPV DA 750 4000 275 750 4600 275 750 4000 275 750 4000 275
LNAVIVNAY DA 1198 2 1/4 723 1198 214 723 1198 2144 723 1198 214 723
LNAV MDA 1200 4000 725 1200 4000 725 1200 15/8 725 1200 1 518 725
CIRCLING 1300 1 14 817 1360 114 877 1360 2112 877 1360 2314 877
NOTES: T
CHART NOTE: CIRCLING TO RWY 3L AND 7 NA AT NIGHT. % ﬁ«g 30%02-3214%7 B 900-2, CAT C 900-2 112, ,
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAVNNAV NA BELOW -15C (5F) OR ABOVE 41C (1 05F).
OHART NOTE: DME/DME RNP-0.3 NA. @ NA WHEN LOCAL WEATHER NOT AVAlLABLE )
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.
(SEE FORM 8260-10)
CITY AND STATE ELEVATION: 483 THRE: 475 FACILITY PROCEDURE NO./JAMDT NO.JEFFECTIVE DATE: SUP:
CINCINNATI, OH AIRPORT NAME: |DEN;§J|;|\E,R: RNAV (GPS) RWY 21L, AMDT 1A ANMDT: 1
CINCINNAT! MUNI AIRPORT LUNKEN FIELD DATED  09/20/2012

FAA FORM 8260 - 3 / April 2006 {computer generated)

PAGE 1 OF 6 PAGES



ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] ves NO ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[] CVG, ATCT, LUK ATCT, AMGR, ZID
FLIGHT CHECKED BY
NAME: FIFO DATE:
WILLIAM EDWARD SETTLEMIRE FIOG 06/14/2012
DEVELOPED BY
NAME. FIEO DATE.
DONALD H. LANIER AJV-353 0812172012
APPROVED BY
NAME. FIFO DATE:
LARRY H STROUT MANAGER AJV-353
CHANGES:

1. CHANGED 8260-10 R 060 SEQUENCE SEGMENT FROM 02800 TO 02500.

REASONS:

1. CORRECT ARINC CODING.

08/28/2012. THIS 1S A CORRECTED COPY OF THE FORM APPROVED ON 08/27/2012.
ON THE 8260-10 CODING PAGES, ADDED THE WORD FIELD TO THE AIRPORT NAME.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV - STANDARD Ceili in feet above aiport elevation. Dista in nautical miles unless otherwise indicated
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 excant vioibiities which are in statute mies DR | cal miles uness oTenylse Indleate®
TERMINAL ROUTES, (CONT.): ‘
FROM TO COURSE AND DISTANCE ALTITUDE
750 MSL WONAN (FB)
WONAN CALIF (FO) ’ 129.51/8.44 2500

NOTES, (CONT.):

CHART NOTE: BARO-VNAV AND VDP NA WHEN USING CINCINNAT/NORTHERN KENTUCKY INTL ALTIMETER SETTING.
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE CINCINNATI/NORTHERN KENTUCKY INTL
ALTIMETER SETTING AND INCREASE ALL DA 86 FEET AND ALL MDA 100 FEET; INCREASE LNAV/VNAV ALL CATS,
LNAV CATS C/D AND CIRCLING CATS B AND D VISIBILITY 1/4 MILE, CIRCLING CAT C VISIBILITY 1/2 MILE.

CHART NOTE; FOR INOPERATIVE MALSR, INCREASE LPV ALL CATS VISIBILITY TO 7/8 MILE, LNAV/VNAV ALL

CATS VISIBLITY TO 2 1/2 MILE, LNAV CATS A/B VISBILITY TO 1 MILE, AND LNAV CATS C/D VISIBILITY TO

2 MILE.

CHART NOTE: FOR INOPERATIVE MALSR WHEN USING CINCINNATI/NORTHERN KENTUCKY INTL ALTIMETER SETTING,
INCREASE LPV ALL CATS VISIBILITY TO 1 1/4 MILE, LNAV CAT A VISIBILITY TO 1 MILE, AND LNAV CATS

C/D VISIBILITY TO 2 1/2 MILE.

CHART NOTE: WHEN VGSI INOP, CIRCLING RWY 25 NA AT NIGHT.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT MOAKS ON V5 NORTHEAST BOUND.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT BOSTR ON V128 EASTBOUND AND T217 SOUTHBOUND.

WAL,
& P e
e
CITY AND STATE ELEVATION: 483 THRE: 475 FACILITY PROCEDURE NO./ AMDT NOJEFFECTIVE DATE:  |sup:
CINCINNATI, OH AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 21L, AMDT 1A 1
RNAV AMDT:
CINCINNATI MUNI AIRPORT LUNKEN FIELD DATED:  09/20/2012

FAA FORM 8260-10/ April 2006 (Computer Generated) _ PAGE 2 OF 6 PAGES




ALL AFFECTED PROCEDURES REVIEWED?

[ ] Yes [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I 0O O O

AOPA NBAA OTHER (specify)

L] [ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: - FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR. .

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KLUK
RUNWAY RW21L
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) . W21A
LTP/FTP LATITUDE 390630.0880N
LTP/FTP LONGITUDE 0842442.4335W
LTP/FTP ELLIPSOIDAL HEIGHT +01107
FPAP LATITUDE 390506.8300N
FPAP LONGITUDE 0842523.4600W
THRESHOLD CROSSING HEIGHT (TCH) 00038.5
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0888
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER OFCA7F19
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K5
LTP ORTHOMETRIC HEIGHT +01448
FPAP ORTHOMETRIC HEIGHT +01448
s AL
S
4
Q“‘éf"g
CITY AND STATE ELEVATION: 483 THRE: 475 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  |sUp:
CINCINNATI, OH AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 21L, AMDT 1A DT ;

CINCINNATI MUNI AIRPORT LUNKEN FIELD

RNAV

DATED:  09/20/2012

FAA FORM 8260-10 / April 2006 (Computer Generated)

PAGE 3 OF 6 PAGES




ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

] ves ] v
COORDINATED WITH:
ATA AAT ALPA - APA AOPA NBAA OTHER (specify)

L1 OO O O

[

[]

FLIGHT CHECKED BY

NAME: FIFO DATE.
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: ' FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 ~ RNAV ({GPS)

2 3 4 5 [ 7 g E 0 1
We 123456 8901234“6789Cl/ﬁ 67890123456789012345678901234567820123456782012345678501234 67890123456789C 123456789
BOSTR R50 R I N38530813W084045802 WOC59 NAR BOSTR
CALIF K50 cC L N38560197W0841838(/ WCos7 NAR CALIF
KUYEY K50 W N32171468W084192380 Woose NAR RUYEY
MOAKS 50 C L N39174268W084114531 Wo0sS NAR MOAKS
SIYOR K590 W N39105173W084222331 WO0s7T NAR SIYOR
WONAN K50 W N29005670W084272658 WGoEE NAR WONAN
YACUX K350 7 W N330S1827W084231347 W0Cs7 NAR YACUK
1 2 3 4 5 [ 7 8 9 0 1 2 3
£90125456789Q01234 5678301 234567890123456726012345678901234567589012345678901234567890123456789012

TOOWE04000483 18000C1g000C MNAR CINCINNATI MUNI AIRPORT LUNKEN

3 7

9 0 1 e
5678%0123456789012345678% : 01

t
t

SUSAP X 0B IF 184C0 A IS

SUSAP KLUKKSFRZIL C20K LOEY 0207TF 3391¢26¢8 + 02600 A JS&

SUSAP XLUKKSFR21L 030‘(’TY"YK3E1’-‘-QEE AR HF ' 20510040 + 02600 A IS

SUSAP : 010MOAKSKSEAGE A I 18G00 A J5

SUSAP f\‘/IOz—v(o O20KUYEYKEREACEE B QLOTF 263860060 + 02600 A I3

SUSAP R O1OKUYEYKSEAQOE I IF + 026006 18GG0 A I8

SUSAR R C208IYORKSEALE F OB1TF 20510068 « 02000 XEPGA JS

SUSAP R 020SIYORKSEAZWALPV ALNAV/VNAYV ALNAV

SUSAP XLUKKLGFR21L R 021YACUKKSEROE S8 (031TF 20500017 V 014600146 -300 A

SUSAP XLUKKSFR21L R 030RWZ1LKSPGOGY M OG31TF 20500030 00514 -300 A

SUSAP X K5FR211. R 040 ¢ M Ch 2050 + 0075C A

SUSAP XLUKKBFR21L R 050WONANKSEAQE DF A

SUSAP XLUKKS5FR21L R CG60CALIFKSEADE 010TF 1295 + 2500 A

SUSAP XLUKKS5FR21L R C70CALIFKSEALEE R M 28890040 + 02600 A

1 2 3 4 5 ) 7 8 Q o 1 2 3
RUNWAY 12345678%901234567890123456780012345678901234587820123456783012345 901234567850123456789012345 90123456 4567820123456789012
0051012050 N29062009W084244243+010C +0110700475000033150L
3 4 5 & 7 8 ] 3

PR S 678901234567850123456783012345678901234567890123456785012345678301%2 567‘89012

SUSAP XLUKKSPR21L RW21L501 COOOWZ1ACN3S06300880W08424424335+011070300N3505068300W084252346001 106 .

SUSAP XLUKKS5PR21L RW2ILO0ZE +01448+014438LFV 42511 A

CITY AND STATE : ELEVATION: 483 THRE: 475 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
CINCINNAT!, OH AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 21L, AMDT 1A
v : AMDT: 1
CINCINNATI MUN! AIRPORT LUNKEN FIELD RNAV
DATED:  09/20/2012

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [ ] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

[ ] - U ]

AQOPA NBAA OTHER (specify)

1] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

____ RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
- FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

1 2 3 4 5 5 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789
SUSAP KLUKKSBERW2ILKSPG o Tmormnenene | TTTTTTITTTTTITTTTTITTTTTITTIITIIIITII I Pj’! _______
’3 - »;f,‘
oS
CITY AND STATE ELEVATION: 483 ) FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  |sup:
THRE: 475 :
CINCINNATI, OH AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 21L, AMDT 1A AVDT
. : 1
CINCINNATI MUN! AIRPORT LUNKEN FIELD RNAV
, DATED:  09/20/2012

FAA FORM 8260 - 10 / April 2006 (Computer Generated)

Page 5 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

D YES [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I O L] ]

AOPA

L]

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

w INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ Use PATE TURN FO/FB RNP MAG (TRUE] DISTANCE ALTITUDE SPEED
BOSTR GLe I FB .
KUYEY 020 TF FO 2.0 339.1L(335.1T) 026.5 AR 02800
KUYEY 030 IAF HF R FC 205.1(2C1.1T) C04.0 AR 02608
MOAKS 010 IAF IF FB
KUYEY Q2¢ TF FB 1.0 269.6(265.68T) (08.0 AZ (02600
RUYEY LG FACF s FB AR 0260C
SIYOR 020 FAF TF FB 6.5 205.1{(201.1T) C06.8 AA 02000
YACUXK  G¢21 SDF TF FB ¢.3 205.0{201.0T) ¢€01.7 AA $01460 GS 01489
RW21L 020 MAP TF FO .3 205.0(201.0T) €0G3.0 AT 00514
MISSED APPROACH FIX 3EQ USE PATH TURN FO/F ENP MAG (TRUE} DISTANCE ALTITUDE SPEED
G4ag Ca FB 205.0{(201.0T) AA (0750
WONAN 080 DF FB
CALIF 060 TF FO 1.0 129.5(125.5T) AR 2500
CALIF 0706 HM R FO 288.9(284.3T) €04.0 ARk 02600
POINT DATA WAYPOINT LAT IN SECS LONG IN & LAT IN MINS LONG IN MINS
BOSTR N385308.13 W0840458.02 N3853.136 W08404.967
CALIF N3856C1.97 w0841838.27 N3856.033 W08418.638
KUYEY N391714.68 W0841523.80 N3917.245 W08419.357
MOAKS N391742.68 wW0841145.31 N3917.711 W08411.755
SIYOR ¥391051.73 W0g42233.31 N3910.862 W08422.555
WONAN N390056.70 W0842726.58 N33C0.545 WO8427.4423
YACUXK N390918.27 W0842315.47 N3909.305 W08423.325
RW21L ¥390630.068 W0842442.43 N3206.502 W08424.707
RUNWAY DAT2 THRESHOLD
) RWY ELEVATION TCH
RW21L 00475 35
-
CITY AND STATE ELEVATION: 483 THRE: 475 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: sSuUp:
CINCINNATI, OH AIRPORT NAME: IDENTIFIER: RNAV (GPS}. RWY 21L, AMDT 1A AMDT
: ) : 1
CINCINNAT] MUNI AIRPORT LUNKEN FIELD RNAV
DATED: 09/20/2012
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 6 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [ ] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I I [ []

AQPA NBAA OTHER (specify)

1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD

PART - A OBSTRUCTION DATA

1. APP SEGMENT FROM T0O OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER BOSTR KUYEY 1. TOWER (39-004399) [385503.78N/0840547.58W | 1229 (2C) 1000 |AT371 2600
2. TERRAIN 385424.00N/0840300.00W {945 (900) AS1500 2400
INITIAL MOAKS KUYEY 3. TOWER (39-003255) |391900.00N/0841958.00W | 1197 (4D) 1000 |AT403 2600
4. TERRAIN 391845.00N/0842048.00W |955 (1000) AS1500 2500
INTERMEDIATE KUYEY (IF/\AF) SIYOR 3. TOWER (39-003255) {391900.00N/0841958.00W | 1197 (4D) 500 1700
5. TERRAIN 391848.00N/0842100.00W | 958 (1000) AS1000 2000
INTERMEDIATE KUYEY SIYOR 6. TOWER (39-002449) 1391721.00N/0842118.00W |1178 (2C) 500 |AT322 2000
7. TERRAIN 391754.00N/0842136.00W | 903 (900) AS1000 1900
FINAL: LPV SIYOR RW21L 8. TREE (KLUKO129)  [390644.39N/0842439.74W 520 (1A) 34:1 IMA25 750/275
FINAL: LNAVIVNAV SIYOR RW21L |9. TREE (KLUKO0065) 390755.97N/0842432.62W |856 (1B) 23.44:1 IACS 1198/723
FINAL: LNAV SIYOR YACUK/3.00 NM TO [10. AAO 391008.36N/0842148.13W | 1089 (2C) 250 |RA100 DG20 1460
RW21L
FINAL: LNAV STEPDOWN YACUK/3.00 NM TO RW21L 11. AAO 390921.67N/0842227.12W 949 (2C) 250 |sA-10 1200
RW21L
2. HOLD-IN-LIEU-OF-PT KUYEY P-5 12. TOWER (39-000020) |392111.00N/0841931.00W | 1569 (3C) 1000 2600
13. TERRAIN 391911.00N/0842204.00W | 974 (1000) AS1500 2500
MAP: |DA/DA/RW21L CALIF 14. TREE (KLUK0138) |390657.28N/0842431.70W | 557 (1A) ASC 2600
i‘P“f,'SgEBH 15. TOWER (21-000344) [385735.00N/0842311.00W {1200 (4D) | 1000 2200
ELEV: |552/1037/110 16. TERRAIN 390133.00N/0842736.00W | 906 (900) AS1500 2400
4. CIRCLING AREA | DISTANCE HT ABV. ARPT. )
CATEGORY A 1T3NM | | 350 817 17. TREE 390540.00N/0842713.00W 989 (2C) 300 1300
CATEGORY B 1.5 NM 5 450 |32 877 18. TANK (21-000139) |390545.00N/0842727.00W [1046 (1A) 300 1360
CATEGORY C 17NM_ |S| 450 |2 877 18. TANK (21-000139) |390545.00N/0842727.00W (1046 (1A) 300 1360
CATEGORY D 23NM | 2] 550 2 877 18. TANK (21-000139) |390545.00N/0842727.00W |1046 (1A) 300 1360
CATEGORY E 45NM  |®| 550
5 MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW21L 5 s
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST ELEVATION (MSL) MESA 72,
360-360 TWR (39-001241) 341/ 26.4 1903 (5D) 3000 i
CITY AND STATE ELEVATION: 483 FACILITY PROCEDURE AND AMENDMENT NO:
CINCINNATI, OH AIRPORT NAME: RNAV RNAV (GPS) RWY 21L, AMDT 1A AGL
CINCINNATI MUNI AIRPORT LUNKEN ;

FAA Form 8280 - 9/ April 2006 (Computer Generated)

PAGE 1 OF 2 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
fl‘;’f(; 1/_\g‘fvg|gN NWS |OTHER: SOURCE:KLUK/KCVG
ASOS DISTANCE: 0/ 12.09
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC
X|VHF |xJuHF | |HF |LOCATION:KLUK ADJUSTMENT: 0/ 100
. PRIMARY NAVAID:
MONITOR |-MONITOR POINT:
STATUS | HRs | CAT1
OPTN:| CAT3
ALS
(S) SALS
X |MALSR 21L (PCL)
5. X HIRL 21L (PCL), 03R (PCL)
gpgggxiv X |MIRL 03L, 21R, 25, 07
LIGHTING X REIL 03R
TDZ
C/LINE
X |OTHER (SPECIFY)
PAPI-4R 03R VASI4L 211, 21R, 25
6. RUNWAY BASIC BSC-F 03L, 21R
MARKINGS ALLWEATHER  PIR-F 21L
INSTRUMENT  NPI-F 03R, 25, 07
7.RUNWAY  |APPROACH 2L
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:475.2
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:38.5
9. FINAL APPROACH X  |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:
DONALD H. LANIER

DATE:
08/21/2012

TITLE:
AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-353

PART C - REMARKS:
PARA 251, 20:1 PENETRATION.

PARA 251, 34:1 PENETRATION.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

VGSI DATA: 3.00/38

RA = 85.6.

SEE ATTACHED AIRSPACE LETTER.

LPV SURFACE: 34:1

LNAV/VNAV: 23.44:1

ISA DEVIATION STANDARD -30 UTILIZED

NO HISTORICAL WEATHER DATA AVAILABLE

AVERAGE VEGETATION HEIGHT ASSUMED TO BE 100 FEET
TAA NOT DEVELOPED PER ATC REQUEST .

OBST #11 IS LOCATED 79.28 FEET INTO SECONDARY AREA

OBST #3 4D ACCURACY FROM OE/AAA CASE STUDY
2000-AGL-6992-OE

FPT NOTIFIED OF 20:1 PENETRATIONS
TERPS, VOLUME 1 "VISUAL PORTION OF FINAL" PENETRATIONS:

20:1

RO3L 655 TREE (KLUKO0119) 390543.98N-0842531.23W (6.99)
RO3L 655 TREE (KLUK0120) 390544.66N-0842531.67W (9.49)
RO3L 555 TREE (KLUK0121) 390546.16N-0842534.02W (12.92)

RO3L 568 TREE (KLUK0122) 390542.14N-0842538.50W (.35)
RO3L 560 TREE (KLUKO0123) 390544.29N-0842537.28W (4.24)
RO3L 561 TREE (KLUK0124) 390547.46N-0842535.76W (22.34)

RO3L. 561 TREE (KLUKO0125) 390548.14N-0842536.34W (24.63)

RO3L 534 TREE (KLUK0148) 390549.42N-0842534.06W (7.06)
RO7 518 ANT ON OL HANGAR (KLUKO0004)
390607.11N-0842541.60W (15.59)

R0O7 796 POLE (KLUK0018) 390545.94N-0842640.82W (37.28)
R0O7 913 TREE (KLUKO0052) 390538.14N-0842650.95W (100.54)

RO7 895 TREE (KLUK0054) 390540.87N-0842647.52W (100.95)

RO7 926 TREE (KLUK0056) 390544.58N-0842702.69W (87.92)
RO7 543 TREE (KLUK0058) 390604.35N-0842545.61W (20.09)

RO7 542 TREE (KLUK0059) 390608.14N-0842548.35W (18.53)
RO7 831 TREE (KLUK0063) 390555.63N-0842636.38W (110.69)

RO7 526 TREE (KLUK0152) 390606.80N-0842542.45W (19.90)

RO7 553 TREE (KLUK0155) 390607.18N-0842555.18W (3.48)

RO7 549 TREE (KLUKO0157) 390603.56N-0842551.63W (3.26) VA7
RO7 989 TREE 390540.00N-0842713.00W (104.18) PRATLN
R25 519 TREE (KLUK0050) 390635.55N-0842430.92W (5.98) te L =

CONT.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD

PART - A OBSTRUCTION DATA

1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES  [ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT,
3. MISSED MAP:
APPROACH =TV
4. CIRCLING AREA [ DISTANCE HT. ABV. ARPT,
CATEGORY A 13NM | ] 350
CATEGORY B 15NM _|ml 450 |2
CATEGORY C 17NM S| 450 |2
CATEGORY D 23NM 2] 550 |2 AJ
CATEGORY E 45NM |®| 550 o
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: ~
SECTOR OBSTRUCTION| BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST  |ELEVATION (MSL) WESAC
CITY AND STATE ELEVATION: 483 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
CINCINNATI, OH AIRPORT NAME: RNAV RNAV (GPS) RWY 21L, AMDT 1A AGL
CINCINNAT! MU;JIL»;\I'!‘RPORT LUNKEN '
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NWS |OTHER: SOURCE:
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AiC
|VHE [unr | [HF  |LOCATION: ADJUSTMENT:
\ PRIMARY NAVAID:
MONITOR |-MONITOR POINT:
STATUS | HRS | CAT1
OPTN:| CAT 3
ALS
(S) SALS
[mMALS
5. HIRL
o M
REIL
LIGHTING e
C/LINE
OTHER (SPECIFY)
6. RUNwAY  |DASIC
MARKINGS LALL WEATHER
INSTRUMENT
7. RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
oATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS: ‘
PART D - PREPARED BY: DATE:
TITLE: OFFICE:

PART C - REMARKS:

CONTINUED.

34:1 PENETRATIONS:

532 TREE (KLUKA016) 390646.25N-0842428.15W (5.94)
520 TREE (KLUKA010) 390646.33N-0842437.99W (1.90)
490 TREE (KLUKA007) 390634.02N-0842434.57W (3.24)
528 TREE (KLUK0169) 390646.98N-0842430.94W (2.23)
557 TREE (KLUKO0138) 390657.28N-0842431.70W (3.27)
536 TREE (KLUKO0135) 390651.35N-0842436.03W (2.33)
520 TREE (KLUK0129) 390644.39N-0842439.74W (8.74)
491 TREE (KLUK0049) 390634.98N-0842435.13W (2.05)

INTERMEDIATE AND MISSED SEGMENT: LPV, LNAV/VNAV, AND
LNAV CONTROLLING OBSTACLE ARE THE SAME.

KLUK AND KCVG IS ON SERVICE A
MISSED APPROACH ALTITUDE /H-l-L PER ATC REQUEST.






