MINOR AMDT FOR AIRPORT NAME CHANGE.
FLIGHT CHECK NOT REQUIRED.

Eas LAck TRAT

Action: Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form AMENDMENT IAP 09/06/2012 | 2012090627545201002 20120906275452
Procedure: RNAV (GPS) RWY 33 AMDT 0-B Airport ID: Airport: CHESTERFIELD COUNTY Reimbursable #:
KFCI
City: RICHMOND ST: VA GPS #: Estimated Chart Date: FICO #:
03/07/2013
Fac ID: Fac. Type: Specialist: SCOTT STEVENSON
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RNAV - STANDARD
US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cellings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE [LPV:DA
RIC VORTAC SALPE (FO) ~ 198.86715.18 2000 tﬁﬁ&{".{“\,’é& DA
JUNKI ({1AF) SALPE (NOPT) {FB) 331.27/4.01 2000 -
CLIMB TO 3000 DIRECT DOCEV AND HOLD.
SALPE (IF/IAF) PUBBS (FB) 331.20/6.02 2000
PUBBS (FAF) RW33 (MAP) (FO) 331.15/ 5.41
RW33 (MAP) 492 MSL 331.15
492 MSL DOCEV (FO) 3000
ADDITIONAL FLIGHT DATA:
HOLD NW, RT, 151.00 INBOUND.
CHART FAS OBST: 283 TREE 372332N/0773028W
CHART FAS OBST: 350 TOWER 372238N/0773026W
DISTANCE TO THLD FROM 299 HATH: 0.82 NM.
CHART VDP AT 1.48 MILES TO RW33*
*LNA\SI gNLY.
- WAAS CHANNEL # 56221
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (AR A D o33
2. HOLD SE SALPE, LT, 331.20 INBOUND, 2000 FT. IN LIEU OF PT (IF/IAF) LTP HAE: 27.5 M
3.FAC: 33115 FAF:PUBBS DISTFAFTO MAP: 541 THLD: 541
4. MiN. ALT: SALPE 2000, PUBBS 2000
5. DIST TO THLD FROM OM: M: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2000 - GS ALT AT:PUBBS 2000 OM: MIN: IM:
7. GS ANGLE: 3.00 TCH:48.8 34:11S CLEAR
8. MSA FROM: RW33 2600 MAG VAR: 10W EPOCH YEAR: 2005
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | X |
CATEGORY =====> A B [ D E
DH/MDA | VIS |HAT/HAA|DHMDA | VIS |HAT/HAAIDH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA
LPV DA 492 1/2 293 492 112 293 492 172 2983 492 112 293
LNAVIVNAV DA 580 1 381 580 1 381 580 1 381 580 1 381
LNAV MDA 720 172 521 720 112 521 720 1 521 720 1 521
CIRCLING 720 1 434 720 1 484 - 720 11/2 484 800 2 564
NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -15C (5F) OR ABOVE 54C (130F).
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE RICHMOND INTL ALTIMETER SETTING AND ‘:3?‘*‘; é‘;}',
INCREASE ALL DA/MDA 40 FEET AND INCREASE LPV ALL CATS VISIBILITY AND CIRCLING CAT C 1/8 MILE AND 3 &
LNAV CATS C-D VISIBILITY 1/4 MILE. ~ F(fi?}
(SEE FORM 8260-10) = Arpesi
CITY AND STATE ELEVATION: 236 THRE: 199 FACILITY PROCEDURE NO.JAMDT NO.JEFFECTIVE DATE:  |SUP:
RICHMOND, VA AIRPORT NAME: ]DENgHX\E/R; RNAV (GPS) RWY 33, ORIG-B AMDT: ORIG-A
RICHMOND EXECUTIVE-CHESTERFIELD
COUNTY DATED  09/25/2008

FAA FORM 8260 - 3 / April 2006 {computer generated)

PAGE 1 OF p PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[:] YES NO ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

|:| |:| I__—| |::| ZDC, PCT TRACON, RIC ATCT, A/P MGR, VA DOT

FLIGHT CHECKED BY

NAME: FIFO DATE:
THOMAS J. COUCH AVN-200 05/18/2005
DEVELOPED BY
NAME: FIFO DATE:
DONALD E. SMITH (SCOTT STEVENSON) AJV.352 10/10/2012
APPROVED BY
NAME: FIFO DATE:
SUSAN CRUMB MANAGER AJV-352
CHANGES:

1. AIRPORT NAME CHANGED FROM RICHMOND/CHESTERFIELD COUNTY TO RICHMOND EXECUTIVE-CHESTERFIELD COUNTY.

2. CHANGED CHART FAS OBS FROM 269 TREE TO 283 TREE.

3. UPDATED ADDITIONAL FLIGHT DATA NOTE "DISTANCE TO THLD FROM 252 HAT .69NM" TO "DISTANCE TO THL.D FROM 299 HATH: 0.82NM."

4\.IICHANI$$D MALSg INOP NOTE FROM "FOR INOPERATIVE MALSR INCREASE LPV ALL CATS VISIBILITY TO 1" TO "FOR INOPERATIVE MALSR INCREASE LPV ALL CATS
SIBILITY 1/2 MILE",

5. ADDEII_ZI)_YTO ALTIMETER NOTE: ..."AND INCREASE ALL DA/MDA 40 FEET AND INCREASE LPV ALL CATS VISIBILITY AND CIRCLING CAT C 1/8 MILE AND LNAV CATS C-D

VISIBILITY 1/4.".

6. UPDATED REMARKS TO SHOW KFCI AWOS-3 ON SERVICE A.

7. LPV DA CHANGED FROM 511 TO 492; LNAV/VNAV DA CHANGED FROM 599 TO 580.

8. VDP DIST TO RWY CHANGED ON FORMS FROM 1.28 TO 1.48 NM.

9. CHANGED HIGH TEMP FOR BARO-VNAV FROM 48C TO 54C.

10. UPDATED ORS CODES.

11. CHANGED HMAS FROM 299/404/430 TO 286/419/620.

12. ADDED DME/DME RNP 0.3 NA NOTE.

REASONS:

. FPT REQUEST MINOR AMDT TO CHANGE AIRPORT NAME.

. 283 TREE IS CONT OBS FOR LPV, LNAV/VNAV,

. FORMS NOT UPDATED PER NOTAM FOR AMDT ORIG-A

WHEN USING KRIC ALTIMETER, NOTE WAS INCORRECT AT 1 MILE.

NOTE MISSING VISIBILITY INCREASE WHEN USING KRIC ALTIMETER.

. KFCI AW(S-3 NOW ON SERVICE A.

- SWITCHED PROCEDURE FROM TDZE TO HATH., HAA CHANGED DUE TO SRVY. DA CALCULATED TO MAINTAIN. CURRENT HAT PER MINOR AMDT.
. CONCURRENT WITH NOTAM 8/6327 (AMDT ORIG-A).

. CURRENT 8260.54A CALCULATION USING ISA -30 PER CONCURRENT WITH PREVIOQUS AMDT.
10. STATE CODE/ORS UPDATE.

11. CURRENT CRITERIA FOR OCS SLOPE AND MDA HMAS CALCULATIONS.

12. AIRINC CODING; NOTE WAS MISSING.

CONONRWN S




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):
CHART NOTE: DME/DME RNP-0.3 NA.
CHART NOTE: FOR INOPERATIVE MALSR INCREASE LPV ALL CATS VISIBILITY 1/2 MILE.

CHART NOTE: BARC-VNAV AND VDP NA WHEN USING RICHMOND INTL ALTIMETER SETTING.

CITY AND STATE ELEVATION: 236 THRE: 199
RICHMOND, VA AIRPORT NAME:

RICHMOND EXECUTIVE-CHESTERFIELD
COUNTY

FACILITY
IDENTIFIER:

RNAV

PROCEDURE NO./AMDT NO.JEFFECTIVE DATE:
RNAV (GPS) RWY 33, ORIG-B

SUP;
AMDT ORIG-A
DATED:  09/25/2008

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 2 OF 6PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

] ves ] no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

I N I N N

[ ] 1

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KFCI
RUNWAY RW33
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W33A
LTP/FTP LATITUDE 372402.0050N
LTP/FTP LONGITUDE 0773107.9955W
LTP/FTP ELLIPSOIDAL HEIGHT +00275
FPAP LATITUDE 372511.4400N
FPAP LONGITUDE 0773218.2200W
THRESHOLD CROSSING HEIGHT (TCH) 00048.8
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1072
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
| CRC REMAINDER 84557372
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE Ké
LTP ORTHOMETRIC HEIGHT +00606
FPAP ORTHOMETRIC HEIGHT +00606
CITY AND STATE ELEVATION: 236 THRE: 199 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: sup:
IDENTIFIER:
RICHMOND, VA : RNAV (GPS) RWY 33, ORIG-B
AIRPORT NAME. RNAV 4 AMDT ORIG-A
‘ RICHMOND EXEggJIh\'/TI'E\;CHESTERFIELD DATED: 09/25/2008
FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 3 OF & PAGES




ALLAFFECTED PROCEDURES REVIEWED?

[ ] ves [ ] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I I e I N

AOPA NBAA OTHER (specify)

[ ] [ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U

RNAYV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum aititudes unless otherwise indicated.

Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 S 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD RIC K6011410VTH N37300846W077191300 N37300846W077191300W00900015892 NARRICHMOND
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT DOCEV K60 W N37345211W077420747 W0101 NAR DOCEV
SUSAEAENRT JUNKI K60 C L N37115911W0771859%94 Wo102 NAR JUNKI
SUSAEAENRT PUBBS K60 C N37194874W077265227 w0102 NAR PUBBS
SUSAEAENRT SALPE K60 W N37150721W077220872 Wo102 NAR SALPE
1 2 3 4 5 [ 7 8 9 0 1 2 3
ATRPORT 12345678901234567890123456789012345678901234567890123456785012345678901234567895012345678901234567859012345678901234567890123456789012
SUSAP KFCIK6AFCI 0 055YHN37242320W077312940W010000236 1800018000C MNAR RICHMOND EXECUTIVE-CHESTERFIEL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 1234567890123456789012345678501234567850123456789012345678950123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KFCIK6FR33 AJUNKI 010JUNKIK6EAQGE A IF 18000 A JS
SUSAP KFCIK6FR33 AJUNKI 020SALPEK6EAQEE B 010TF 33130040 © + 02000 A JS
SUSAP KFCIK6FR33 ARIC 010RIC KéD 0V IF 18000 A JS
SUSAP KFCIK6FR33 ARIC 020SALPEKG6EAQOEY 020TF 19850152 + 02000 A JS
SUSAP KFCIK6FR33 ARIC 030SALPEK6EAOEE AL EF 33120040 + 02000 A JS
SUSAP KFCIK6FR33 R O01lO0SALPEK6EAQCE I IF + 02000 18000 A JS
SUSAP KFCIK6FR33 R 020PUBBSK6EALE F 051TF 33120060 + 02000 RW33 K6PGA JS
SUSAP KFCIK6FR33 R 020PUBBSK6EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KFCIK6FR33 R 030RW33 K6PGOGY M O031TF 33120054 00248 -300 A JS
SUSAP KFCIK6FR33 R 040 . 0 M CA 3312 + 00492 A JS
SUSAP KFCIK6FR33 R 050DCCEVK6EAQEY DF + 03000 A JS
SUSAP KFCIK6FR33 R 06 0DOCEVK6EAQEE R HM 15100040 + 03000 A JS8
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KFCIK6GRW33 0055003311 N37240201W077310800+0700 +00275001990000501001I
1 2 3 4 5 [ 7 8 9 ¢} 1 2 3
PP 123456789012345678901234567890123456785012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KFCIK6PR33 RW33 001 OQ000OW33A0N3724020050W07731079955+002750300N3725114400W07732182200106751072000488F40050084557372 \&Ml}:&‘
SUSAP KFCIK6PR33 RW33 002E +00606+00606LPV 56221 4
23
o N
o
CITY AND STATE ELEVATION: 236 THRE: 199 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
RICHMOND, VA AIRPORT NAME: IDENTIFIER: RNAYV (GPS) RWY 33, ORIG-B
RICHMOND EXECUTIVE-CHESTERFIELD AMDT: ORIG-A
COUNTY RNAV DATED:  09/25/2008

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 6 Pages
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[] ves [ ] no
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] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KFCIK6SRW33 K6PG 0 18018002625 M
;‘2&?"&';’2@»
4 &
23
o~ 7
“*é’g@@
CITY AND STATE ELEVATION: 236 THRE: 199 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
RICHMOND, VA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 33, ORIG-B
RICHMOND EXECUTIVE-CHESTERFIELD AMDT: ORIG-A
COUNTY RNAV DATED:  09/25/2008
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?
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REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I T [ N N

AOPA NBAA OTHER (specify)

[ L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
. APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

FIX SEQ USE PATH TURN

ROUTES TRANSITION FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
JUNKI JUNKI 010 IAF IF FB
JUNKI SALPE 020 TF FB 1.0 331.3(321.3T) 004.0 AA 02000
RIC RIC 010 IF FB
RIC SALPE 020 TF FO 2.0 198.9(188.9T) 015.2 AA 02000
RIC SALPE 030 IAF HF L FO 331.2(321.2T) 004.0 AR 02000
SALPE 010 FACF IF FB AA 02000
PUBBS 020 FAF TF FB 0.5 331.2(321.2T) 006.0 AA 02000
RW33 030 MAP TF FO 0.3 331.2(321.2T) 005.4 AT 00248
MISSED APPROACH FIX SEQ USE DPATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 331.2(321.2T) AL 00492
DOCEV 050 DF FO AA 03000
DOCEV 060 HM R FO 151.0(141.0T) 004.0 AA 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
RIC N373008.46 W0771913.00 N3730.141 W07719.217
DOCEV N373452.11 W0774207 .47 N3734.869 W077427125
JUNKI N371159.11 W0771859.9%94 N3711.985 W07718.998%
PUBBS N371948.74 W0772652.27 N3719.812 W07726.871
SALPE N371507.21 W0772208.72 N3715.120 W07722.145
RW33 N372402.01 W0773108.00 N3724.034 W07731.133
RUNWAY DATA THERESHOLD
RWY ELEVATION TCH
RW33 00199 50
CITY AND STATE ELEVATION: 236 THRE: 199 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: [syup:
RICHMOND, VA AIRPORT NAME: IDENTIFIER: RNAYV (GPS) RWY 33, ORIG-B
RICHMOND EXECUTIVE-CHESTERFIELD AMDT: ORIG-A
COUNTY RNAV DATED:  09/25/2008
FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 6 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?
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COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I Y I Y N I

AOPA NBAA OTHER (specify)

[ ] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY .

NAME: NFPG DATE:
APPRQVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART -A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER RIC VORTAC SALPE 1. TOWER (51-000871) [372021.54N/0772432.52W | 611 (1A) 1000 |AT389 2000
2. TERRAIN 372124.00N/0772600.00W | 204 (200) AS1500 1700
INITIAL JUNKI SALPE 3. TOWER (51-000031) |371402.24N/0772237.78W [470 (4D) 1000 |AT530 2000
4. TERRAIN 371000.00N/0772254.00W |181 (200) AS1500 1700
INTERMEDIATE: LNAV SALPE (IF/IAF) PUBBS 5. TOWER (51-000957) [371531.00N/0772339.00W (451 (5D) 500 |AT1049 2000
6. TERRAIN 371854.00N/0772709.00W | 207 (200) AS1000 1200
FINAL: LPV PUBBS RW33 7. TREE (KFCIT2824)  |372332.22N/0773028.45W |283 (2C) 34:1 |AC20 XP93 4927293
FINAL: LNAV/VNAV PUBBS RW33 7. TREE (KFCIT2924)  [372332.22N/0773028.45W | 283 (2C) PDA [Xp121 580/381
FINAL: LNAV PUBBS RW33 8. TOWER (51-000682) (372238.00N/0773026.00W |350 (5D) 250 |AC50 XP70 720
2. HOLD-IN-LIEU-OF-PT SALPE P-4 8. TOWER (51-000524) [370927.00N/0772451.00W |555 (4D) 1000 |AT400 2000
10. TERRAIN 371548.00N/0772833.00W | 204 (200} AS1500 1700
MAP: |DA/DA/JRW33 DOCEV ASC 3000
i'p“S?gEgH T1. TOWER (51-002454) [373045.56N/0773604.76W | 1587 (5E) 1000 2600
. ELEV: |286/419/620 12. TERRAIN 373045.00N/0774230.00V | 427 (400) AS1500 1800
4, CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3 NM A 350 484 13. T-L TWR (51-000420)372505.00N/0773141.00W [357 (§D) 300 AC50 720
CATEGORY B 1.5 NM g 450 |7 484 14. TOWER (51-001835)| 372438.71N/0773337.46W [386 (2C) 300 sl 720
CATEGORY C 1.7NM |S] 450 |2 484 .|14. TOWER (51-001835)| 372438.71N/0773337.46W [386 (2C) 300 sl 720
CATEGORY D 23NM  |Z[ 550 |2 564 14. TOWER (51-001835)] 372438.71N/0773337.46W 386 (2C) 300 HAA 800
CATEGORY E 45NM  |™[ 550 L
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW33 gf’“‘“‘ 4
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL)| ¥ M& Apy
360-360 TWR (51-000705) 316/ 10.7 1539 2600 Dge [,@'
CITY AND STATE ELEVATION: 236 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
RICHMOND, VA AIRPORT NAME: RNAV RNAV (GPS) RWY 33, ORIG-B AEA
RICHMOND EXECUIL\(E\;CHESTERHELD '
o0l

FAA Form 8260 - 9/ April 2006 (Computer Generated)

PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE

3. ALTIMETER SETTING

ZDC ARTCC

PCT TRACON NW S |OTHER:

AWOS-3

FAA

SATISFACTORY ON: AiC

SOURCE:KFCI/KRIC

DISTANCE: 0/11.45

HOURS REMOTE OPERATION:
24124

x|[VHF |x|uHF | [HF

LOCATION: KFCI

ADJUSTMENT: 0/36

PRIMARY NAVAID:

4 MONITOR POINT:

MONITOR

STATUS | HRS [CAT1

OPTN:| CAT 3

ALS

(S) SALS

X MALSR 33 (PCL)

5 X  [HIRL 33 (PCL), 15 (PCL)

APPROACH MIRL

& RUNWAY ™ 1o 15 (PCL)

LIGHTING 1Dz

CILINE

X |OTHER (SPECIFY)
PAPI-4L 33 (PCL), 15

BASIC

6. RUNWAY

MARKINGS |ALL WEATHER

PIR-F 33

INSTRUMENT NPI-F 15

7. RUNWAY APPROACH

VISUAL MIDFIELD

RANGE ROLL OUT

8. GLIDE GP ANGLE: 3.00

ELEV RWY THRESHOLD:198.8

PATH DISTANCE FROM RWY:

ELEV GP ANTENNA:

THRESHOLD CROSSING HEIGHT:48.8

9. FINAL APPROACH X IRUNWAY THRESHOLD

FT. FROM THRESHOLD

COURSE AIMING X

ON CENTERLINE

FT. FRONM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:
_ DONALD E. SMITH (SCOTT STEVENSON)

DATE:
16/10/2012

TITLE:
AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-352

PART C - REMARKS:
ISA DEVIATION USED: -30C {-22F)

BLOCK 3: ALTIMETER SETTING
SOURCE: KFCI/KRIC
DISTANCE: -0/11.45 NM
ADJUSTMENT: -0/35.99

KFCI AWOS-3 ON SERVICE A.

RASS CALCULATION FOR KRIC

KFCI ELEV: 236.1, KRIC ELEV: 167.1

11.45X 2.3=26.33

69.0 X .14 =9.66

26.33 + 9.66 = 35.99/36

SECONDARY RASS ADJUSTMENT ROUNDED TO 40 FEET AND
PUBLISHED AS A NOTE.

RAISED CAT B AND CAT C CIRCLING MDA FROM 700' MSL. TO
720" MSL TO MATCH CAT A MDA.

VGSI DATA: 3.00/53 TCH
NO TAA PER ATC REQUEST.
USED ISA DEVEATION OF -30 CONCURRENT WITH AMDT ORIG-A.

USED CHARTED PFAF LOCATION AND DISTANCE BASED ON ORIG-A
DUE TO MINOR AMDT.

LPV:

INNER AND OUTER SURFACE: 34:1
LNAV/VNAV:

INNER SURFACE: 23.4:1

OUTER SURFACE: 34:1

LNAV AAOQ OBS 2C ACCY PER 24/25K MAP STUDY/DTED.

XP ADJUSTMENT USED TO KEEP MDA SAME AS PUBLISHED
CONCURRENT WITH MINOR AMENDMENT.

XP ADJUSTMENT USED TO KEEP DA SAME AS PUBLISHED
CONCURRENT WITH MINOR AMENDMENT.




