Action: Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 09/06/2012 | 2012090630385501001 20120906303855
Procedure: ILS OR LOC RWY 10 AMDT 12 Airport ID: Airport: CAPE GIRARDEAU RGNL Reimbursable #:
KCGI
City: CAPE GIRARDEAU ST: MO GPS #: Estimated Chart Date: FICO #:
06/27/2013
Fac ID: CGI Fac. Type: ILS Specialist: JOHN LINDSEY

Procedure Review

Rec'd Rel'd Full Name : Comments Be
Lead: 09/28/2012 02/14/2013 JOHN LINDSEY
QA: 02/14/2013 02/22/2013 DAVID PUGLISI
Liaison: | 02/22/2013 ngf . HARD DATE - MAGVAR
Procedure Comments: ENROUTE Remark Type: INFORMATION f)f—? /o 1[75,
/7

CAPE GIRARDEAU, MO  CAPE GIRARDEAU RGNL  (KCGI) ILS OR LOC RWY 10, AMDT 12 ENROUTE-NO HARD DATE: 6.27.13

ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-2(S): CAPE GIRARDEAU (CGI) VDME, REV 12; DUEAS-INT, REV 8; DUTCH (CG) LOM, REV 9; PAMPI-INT, REV 8;
TANZI-INT, REV 9; ZAXOD-INT, REV 1; (INFO ONLY) FARMINGTON (FGT) VTAC, REV 17.

CONTACT: JILL OLSON/STEVE BARNETT -AV]-353 LEADS, 405.954.4014 / 405.954.9307.

VN 8200-6 (05/26/2005) Data as of: 2/26/2013 9:18:08AM



CAPE GIRARDEAU, MISSOURI

LOC |-CGlI Rwy Idg 6500
1005 |05k 37
Chan 32 Apt Elev 342

AL-943 (FAA)

FIG

ILS or LOC RWY 10

CAPE

GIRARDEAU RGNL (CGI)

v
A

minimums S-LOC Cat C/D visibi|i?/

When local altimeter setting not received, use Cairo Rgnl altimeter sefting and increase
all DA 48 feet and all MDA 60 feet; increase S-LOC 10 Cat C and D visibility and

Circling Cat C visibility % mile and Circling Cat D visibility % mile;increase ZAXOD fix|
Vs mile and Circling CatsC and D visibility % mile.

MALSR

MISSED APPROACH:
Climb to 1500 then
climbing left tum to

VDP NA when using Cairo Rgnl altimeter setting. ADFor DME Required. For inop ® 7 2400 direct DUTCH
MALSR, increase S-LOC 10 Cat C and D visibi |g % mile. For inop MALSR, when i LOM/I-CGI 7.2 DME
using Cairo Rgnl alfimeter setting, increase S-LOC 10 Cat C and D visibility % mile and hokd.
ASOS MEMPHIS CENTER CAPE GIRARDEAU TOWER GND CON UNICOM
120.55 133.65 292.15 125.525 (CTAF) @ 121.6 122.95
DUEAS
IAF
FARMINGTON N2487
1157 FAM 1= 2287
Chan 104 s o A PROTOTYPE - NOT
& &
S22 FOR NAVIGATION
< A] 170 /\1478
N
LOM/IAF QBTN A e
DUTCH e
a8 Cal
248 CG === / Q A}

(284°T) 603 CAPE GIRARDEAU
2400 to LOM 450 ) 1129 CGI 22"
TANZI 286°(6.3) Chan 76’
-CGI
ALTERNATE MISSED APCH FIX
50'[;_} CAPE GIRARDEAU
2o 4. CGlS="
Sr 2§ 12e LOCAUZER 109.5
fg Chan 76 ICGl et
5 &® Chan 32
:;& ELEV 342 | [THRe 337
; 1500
Use I. CGI DME when on DUTCH LOM
localizer course.
‘ -CGI 108° 5.9 NM
Cfge iilici from FAF
s
lolaing Pattern (286°T) 2304 ZAXOD “LOC only
—~—— 9 g )
2400 ]2835 ‘J‘ /,%'OCG' B3 v cq
T gy | LGl 4
gsagoe 09T, ¢ 8o 1 N
TCH 54 £35Y 1000
— A
+1060 when using Cairo Rgnl altimeter sefting. | UG
F—39nm—=12nm~Jo.8 NM ==
CATEGORY A ] B [ c | D
S-S 10 537-12 200 (200-%)
5-LOC 10 1000-¥, 663 (700- %) 1000-1V5 663 (700-1V)
] ; 1000-17% | 1080-2%
CIRCLING 1000-1 658 {700-1) 658 (700-17%) | 738 (800-24) | MIRL Rwy 2-20 @
ZAXOD FIX MINIMUMS HIRL Rwy 10-28 @
$-10C 10 660-Y5 323 (400-%) FAF to MAP 5.9 NM
CIRCLING 860-1 960-1 1000-13% 1080-2% [ Knots | 60 | 90 | 120 | 150 | 180
518 (600-1) 618(700-1) | 658(700-1%) | 738(800-2%) [Min:Sed| 5:54] 3:56] 2:57] 2.22] 158

CAPE GIRARDEAU, MISSOURI
Amdt 12 FIG

37°14'N-89°34'W

CAPE GIRARDEAU RGNL (CGI)

ILS or LOC RWY 10



US DEPARTMENT OF TRANSPORTATION

ILS - STANDARD
INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceflings are in feet

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.29 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROW L COURSE AND DISTANCE ALTITUDE E'gc::DAso MILES AFTER DUTCH LOM/CGI 7.15 DME OR AT I-CGI
1 5. . -
CGl VOR/DME DUTCH LOM/I-CGI 7.15 DME 286.19/6.33 2400 1.25 DME FIX ,
DUEAS INT DUTCH LOM/I-CGI 7.15 DME 196. ] 3400
v 196.53/11.97 ‘ CLIMB TO 1500 THEN CLIMBING LEFT TURN TO 2400 DIRECT
PAMPI INT/CGI 10.03 DME DUTCH LOM/I-CGI 7.15 DME 246.05/ 14.01 3500 DUTCH LOM/I-CGI 7.15 DME AND HOLD, OR AS DIRECTED BY ATC.
FAM VORTAC (IAF TANZIN-CGI 17.47 DME 144.02/ 27.24 3000 ALTERNATE MA: CLIMB TO 1500 THEN CLIMBING LEFT TURN TO
(1AF) (NOPT) 44 2400 DIRECT CGI VOR/DME AND HOLD, CONTINUE CLIMB-IN-
HOLD TO 2400.
TANZI/I-CGI 17.47 DME (IF) DUTCH LOMA-CGl 7.15 DME 107.81/10.32 (1-CGl) 2400
ADDITIONAL FLIGHT DATA:
CHART IN PLANVIEW: ALTERNATE MA HOLDING, HOLD S
CGl VOR/DME, LT, 016.04 INBOUN
CHART FAS OBST: 404 TREE 371411 N/0893636W
759 AAO 371535N/0894120W
446 TREE 371406N/0893758W
CHART VDP AT 2.04 DME*;
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) ,'?L'gEAgSEYVDP TO THLD 0.79 MILES.
2. HOLD W DUTCH LOM, RT, 107.81 INBOUND, 2400 FT. IN LIEU OF PT (IAF) CHART CIRCLING ICON.
3. FAC: 107.81 FAF: DUTCH LOM/I-CGI 7.15 DME DIST FAF TO MAP: 590 THLD: 5.90
4. MIN. ALT: DUTCH LOM 2400, ZAXOD/DUTCH 3.25 DME 1000*+
5. DIST TO THLD FROM OM: 5.90 MM: - IM: 150 HAT: - 100 HAT: - GSANT: 1030
6. MIN GS INCPT: 2400 @GS ALTAT:- OM: 2304 MM: . IM: -
7. GS ANGLE: 3.00 TCH:54.1
8. MSA FROM: CGI LOM 090-360 2500, 360-090 3500 MAG VAR: 2w EPOCH YEAR: 2015
MINIMUMS ,
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A | | ILS: STANDARD # LOC: STANDARD @
CATEGORY =====> A B C D E
DH/MDA VIS HAT/HAA| DH/MDA VIS HAT/HAA|DH/MDA VIS HAT/HAA | DH/IMDA VIS HAT/HAA | DH/MDA VIS HAT/HAA
S-LS 10 537 172 200 537 12 200 537 112 200 537 112 200
S-LOC 10 1000 12 663 1000 172 663 1000 1112 663 1000 11712 663
CIRCLING 1000 1 658 1000 1 658 1000 178 658 1080 21/4 738
ZAXOD FIX MINIMUMS
S-LOC 10 660 12 323 660 12 323 660 112 323 660 112 323
CIRCLING 860 1 518 960 1 618 1000 13/4 658 1080 21/4 738
NOTES: g
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE CAIRO RGNL ALTIMETER SETTING AND ’f@ c&'\r A'5 0c 52?42 CAT D 800-2 1/4 ,bp;l.l;»;_
INCREASE ALL DA 48 FEET AND ALL MDA 60 FEET; INCREASE $-LOC 10 CAT C AND D VISIBILTY AND CIRCLING @ .
CAT C VISIBILITY 1/8 MILE AND CIRCLING CAT D VISIBILITY 1/4 MILE; INCREASE ZAXOD FIX MINIMUMS N L T T AILABLE. e
#@ NA WHEN CONTROL TOWER CLOSED.
S-LOC CAT C/D VISIBILITY 1/8 MILE AND CIRCLING CATS C AND D VISIBILITY 1/4 MILE. (),E
(SEE FORM 8260-10)
CITY AND STATE ELEVATION: 342 THRE: 337 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
CAPE GIRARDEAU, MO AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 10, AMDT 12 AMDT: HA

CAPE GIRARDEAU RGNL

6/27/2013

DATED  04/08/2010

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OFg PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[x] YEs [ ] nNo 6/27/2013

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

Izl I:l III Iz:l ZME, CGl ATCT, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
PENDING

DEVELOPED BY

NAME: FIFO DATE:

JILL OLSON (JOHN R. LINDSEY) AJV-353 12/18/2012

APPROVED BY

NAME: FIFO DATE:

LARRY H STROUT MANAGER AJV-353
CHANGES:

1. CHANGED CHART PROFILE NOTE FROM "*1380 WHEN USING CAIRO RGNL ALTIMETER SETTING" TO READ "+1060 WHEN USING CAIRO RGNL ALTIMETER SETTING".

2. CHANGED CHART NOTE: "WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE CAIRO RGNL ALTIMETER SETTING AND INCREASE ALL DA 48 FEET, INCREASE ALL MDA 60
FEET, INCREASE ZAXOD FIX MINIMUMS CIRCLING CATS C AND D VISIBILITY 1/4 MILE" TO READ "WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE CAIRO REGIONAL
ALTIMETER SETTING AND INCREASE ALL DA 48 FEET AND ALL MDA 60 FEET; INCREASE S-LOC 10 CAT C AND D VISIBILTY AND CIRCLING CAT C VISIBILITY 1/8 MILE AND
CIRCLING CAT D VISIBILITY 1/4 MILE; INCREASE ZAXOD FIX MINIMUMS S-LOC CAT C AND D VISIBILITY 1/8 MILE AND CIRCLING CATS C AND D VISIBILITY 1/4 MILE".

. ADDED CHART NOTE: FOR INOPERATIVE MALSR, INCREASE S-LOC 10 CAT C AND D VISIBILITY 3/8 MILE.

. INCREASED ALL HEADINGS EXCEPT FAM FEEDER BY 3 DEGREES.

. CHANGED FAM FEEDER LENGTH FROM 27.3 TO 27.2 NM.

. CHANGED CHARTING OF TDZE TO THRE.

. MOVED ZAXOD STEP-DOWN FIX FROM 4.2 DME TO 3.23 DME AND LOWERED THE CROSSING ALTITUDE FROM 1320 TO 1000 FT.

. MOVED VDP FROM 2.6 DME TO 2 DME.

. CHANGED S-ILS 10 DA FROM 538 TO 537.

éO. CHANGED S-LOC 10 MDA FROM 1320 TO 1000, CAT A/B VISIBILITY FROM 3/4 TO 1/2 AND CAT C/D VISIBILITY FROM 2 1/2 TO 1 1/2.
EE 8260-10

WoNOIG AW

REASONS:

1. ZAXOD RELOCATED ADN CROSSING ALTITUDE LOWERED.
2. NEW VALUES.

3. ADJUSTEMNTS NO LONGER STANDARD.

4. AIRPORT, I-CGl, CGI VOR/DME AND CGI LOM MAGVAR CHANGE FROM -1E TO +2W.
5. IF FIX TANZI RELOCATED.

6. IAW 8260.19E PARA 8-58.

7. TO AHCIEVE LOWEST POSSIBLE MINIMUMS.

8. NEW VALUE.

9-13. NEW CONTROLLING OBSTACLES.

14. NEW ILS AVNIS DATA.

15. IAW 8260.19E PARA 8-6 G.

16. IAW 8260:19E PARA 8-55 M.

G\;M/,;

)
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):
+1060 WHEN USING CAIRO RGNL ALTIMETER SETTING.

CHART PROFILE NOTE: USE |-CGI DME WHEN ON LOCALIZER COURSE.
CHART NOTE: VDP NA WHEN USING CAIRO RGNL ALTIMETER SETTING.
CHART NOTE: ADF OR DME REQUIRED, _

CHART PLANVIEW NOTE: PROCEDURE NA FOR AI%‘RIVALS ON FAM VORTAC AIRWAY RADIALS 166 CW 200.
CHART NOTE: FOR INOPERATIVE MALSR, INCREASE S-LOC 10 CAT C AND D VISIBILITY 3/8 MILE.
CHART NOTE: FOR INOPERATIVE MALSR, WHEN USING CAIRO RGNL ALTIMETER SETTING, INCREASE S-LOC 10 CAT

C AND D VISIBILITY 3/8 MILE.

ALy
Q i f

P
Ve

CITY AND STATE ELEVATION: 342 THRE: 337
CAPE GIRARDEAU, MO AIRPORT NAME:

CAPE GIRARDEAU RGNL

FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
IDENTIFIER: ILS OR LOC RWY 10, AMDT 12 1A
el 6/27/2013 AMDT:
|DATED: 04/08/2010

FAA FORM 8260-10 / April 2006 (Computer Generated)

PAGE 2 OF { >AGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] Yes [ ] ~no

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

N N I N I A N [ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:
CHANGES CONT.
11. CHANGED CIRCLING MINIMUMS FROM 1320 TO 1000 FOR CAT A/B/C AND 1080 FOR CAT D AND CAT A
VISIBILITY FROM 1 1/4 TO 1, CAT B VISIBILITY FROM 1 1/2 TO 1, CAT C VISIBILITY FROM 3 TO 1 7/8
AND CAT D VISIBILITY FROM 3 TO 2 1/4. 12. CHANGED ZAXOD FIX MINIMUMS FROM 860 TO 660, CAT C
VISIBILITY FROM 1 TO 1/2 AND CAT D VISIBILITY FROM 1 1/4 TO 1/2. 13. CHANGED ZAXOD FIX MINUMUMS
CIRCLING CAT C MDA FROM 960 TO 1000 AND CAT D MDA FROM 1000 TO 1080 AND VISIBILTY FROM 2 TO 2
1/4. 14. CHANGED PROFILE ALTITUDE OF GLIDESLOPE AT DUTCH LOM FROM 2305 TO 2304. 15. CHANGED
CHART PLANVIEW NOTE: "PROCEDURE NA FOR ARRIVALS AT FAM VORTAC VIA V180 WEST BOUND, VIA V9 NORTH
BOUND, AND VIA V69 NORTH BOUND" TO READ "PROCEDURE NA FOR ARRIVALS ON FAM VORTAC AIRWAY RADIALS
166 CW 200". 16. ADDED CHART NOTE: FOR INOPERATIVE MALSR, WHEN USING CAIRO RGNL ALTIMETER
SETTING, INCREASE S-LOC 10 CAT C AND D VISIBILITY 3/8 MILE.
REASONS:
REASONS CONT.
PDF EDITS:
8260-3:
CHANGED CG NDB TO READ CGI LOM ON LINE 8.
8260-9:
ADDED KCGI TO LOCATION PORTION OF BLOCK 2.
ADDED 48 TO ADJUSTMENTS PORTION OF BLOCK 3.
CHANGED CG NDB TO READ CGI LOM IN BLOCK 5.
¥
Naatly g2




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
ILS STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - ILS

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD CGI K3011290VDL N37133914W089342068 N37133914W089342068W0020003351 NARCAPE GIRARDEAU
SUSAD FAaM K3011570VTHA N37402446W090140261 N37402446W090140261E0010012222 NARFARMINGTON
SUSAD KCGIK3 ICGI K3010950 IT ICGIN37132081W089332312 003540 NARCAPE GIRARDEAU RGNL
1 2 3 4 5 6 7 8 9 0 1 2 3
wWp 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT DUEAS K30 R L N37264830W089381591 W0015 NAR DUEAS
SUSAEAENRT DUTCH K30 R N37151497W089420122 w0014 NAR DUTCH LOM
SUSAEAENRT PAMPI K30 R L N37211929W089261436 Wo01le6 NAR PAMPI
SUSAEAENRT TANZI K30 R N37180225W089542840 wWoo12 NAR TANZI
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCGIK3ACGI 0 065YHN37133110W089341470W002000342 1800018000C MNAR CAPE GIRARDEAU RGNL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCGIK3FI1l0 ACGI 010CGI K3D 0oV IF 18000 0 NS
SUSAP KCGIK3FI1l0 ACGI 020DUTCHK3EAOEY TF + 02400 0 NS
SUSAP KCGIK3FI10 ACGI 030DUTCHK3EAQEE AR HF CGI K3 286600631078T010D + 02400 0 NS
SUSAP KCGIK3FI1l0 ADUEAS 010DUEASK3EAOE IFr 18000 0 NS
SUSAP KCGIK3FI1l0 ADUEAS 020DUTCHK3EAOEY TF + 03400 0 NS
SUSAP KCGIK3FI10 ADUEAS (030DUTCHK3EAQEE AR HF CGI K3 286600631078T010D + 02400 0 NS
SUSAP KCGIK3FI1l0 AFAM 010FAM K3D 0V A FC FAM K3 0000000014400252D + 03000 18000 0 NS
SUSAP KCGIK3FI10 AFAM 020TANZIK3EAQEE B CF ICGIK3 2878017514400020PT + 03000 0 NS
SUSAP KCGIK3FI1l0 APAMPI 010PAMPIK3EAOE IF 18000 0 NS
SUSAP KCGIK3FI1lO0 APAMPI (020DUTCHK3EAQEY TF - + 03500 0 NS
SUSAP KCGIK3FI10 APAMPI 030DUTCHK3EAQOEE AR HF CGI K3 286600631078T010D + 02400 0 NS ll
SUSAP KCGIK3FI1l0 I Ol0TANZIK3EAOE I IF ICGIK3 28780175 PI J 030000240018000 0 NS QJ*' I?
SUSAP KCGIK3FI1l0 I 020DUTCHK3EAQE F CF ICGIK3 2878007110800103PT H 0240002304 -300CG K3PNO NS {} 1
SUSAP KCGIK3FI10 I 030RW10 K3PGOGY M CF ICGIK3 2878001210800059PT 00391 -300 0 NS [s]
SUSAP KCGIK3FI1l0 I 040 0 M CA 1078 + 01500 0 NS C&, C@S
SUSAP KCGIK3FI1l0 I 050DUTCHK3EAQEY L DF + 02400 0 NS E <
SUSAP KCGIK3FI1l0 I 060DUTCHK3EAQEE R HM 1078T010 + 02400 0 NS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
CITY AND STATE ELEVATION: 342 THRE: 337 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyp:
) IDENTIFIER:
CAPE GIRARDEAU, MO AIRPORT NAME: ILS OR LOC RWY 10, AMDT 12

CAPE GIRARDEAU RGNL AMDT: 11A

-CGI 6/27/2013

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 3 of 8 Pages

DATED:  04/08/2010




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves [] ~o

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

00 O O 0O 0O O

FLIGHT CHECKED BY

NAME: FIFO DATE:

DEVELOPED BY

NAME: NFPG DATE:

APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
ILS STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR.
SUSAP KCGIK3GRWL10 0065001078 N37133855W089345430+0100 +0074400337000054150IICGI1
1 2 3 4 5 6 7 8 9 0 1 2 3
ILS 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCGIK3IICGI1 010950RW10 N37131835W0893325081078N37133197W0893443391000 10300534300W00205400334
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCGIK3SCG K3PN o] 1802700352527018002525 M
1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAPNKCGIK3 CG K3002480HOLW N37151205W089420164 w0020 NARDUTCH
e,
o
>
@ 1 c
Chec®
CITY AND STATE ELEVATION: 342 THRE: 337 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
CAPE GIRARDEAU, MO AIRPORT NAME: IDENTIFIER:
CAPE GIRARDEAU RGNL ILS OR LOC RWY 10, AMDT 12 AMDT: 11A
1-CGI 6/27/2013
DATED:  04/08/2010

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 8 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] n~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O O O O

AOPA NBAA OTHER (specify)

[ 1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - ILS

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
CGI CGI 010 IF FB
CGI DUTCH 020 TF FO AA 02400
CGI DUTCH 030 IAF HF R FO 107.8¢() T01.0 AA 02400
DUEAS DUEAS 010 IF FB
DUEAS DUTCH 020 TF FO AA Q3400
DUEAS DUTCH 030 IAF HF R FO 107.8¢() T01.0 AR 02400
FAM FAM 010 IAF FC FB 144.0() 025.2 AA 03000
FAM TANZTI 020 CF FB 144.0¢() 002.0 AA 03000
PAMPI PAMPI 010 IF FB
PAMPI DUTCH 020 TF FO AA 03500
PAMPI DUTCH 030 IAF HF R FO 107.8¢() T01.0 AA 02400
TANZT 010 FACF IF FB AA 03000 GI 02400
DUTCH 020 FAF Cr FB 108.0¢() 010.3 GI 02400 GS 02304
RW10 030 MAP CF FO 108.0¢() 005.9 AT 00391
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 107.8¢() AA 01500
DUTCH 050 DF L FO AA 02400
DUTCH 060 HM R FO 107.8¢() T01.0 AA 02400
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
CGI N371339.14 W0893420.68 N3713.652 W08934.345
FAM N374024.46 W0901402.61 N3740.408 W09014.044
ICGI (DME) N371320.81 W0893323.12 N3713.347 W08933.385
DUEAS N372648.30 W0893815.91 N3726.805 W08938.265
DUTCH N371514.,97 w08954201.22 N3715.2590 W08942.020
PAMPI N372119.29 W0892614 .36 N3721.322 W08926.239
TANZI N371802.25 W0895428.40 N3718.038 W08954.473
RW10 N371338.55 W0893454 .30 N3713.643 W08934.905
ICGI (LOC) N371318.35 W08953325.08 N3713.306 W08933.418
CG N371512.05 W0894201.64 N3715.201 wW08942.027
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RWIO 00337 54 w1y
Y
@ 1 o
&
C‘Hx_:f‘
CITY AND STATE ELEVATION: 342 THRE: 337 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
CAPE GIRARDEAU, MO AIRPORT NAME: IDENTIFIER:
CAPE GIRARDEAU RGNL ILS OR '-oglg"l‘f”:;’ AMDT 12 AMDT: 11A
- g
I-CGI DATED:  04/08/2010
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 8 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0 0O 0O O

ADPA NBAA OTHER (specify)

1 L

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
——LOC STANDARD INSTRUMENT A PPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - LOC

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD CG1 K3011290VDL: N37133914W089342068 N37133914W089342068W0020003351 NARCAPE GIRARDEAU
SUSAD FAM K3011570VTHA N37402446W090140261 N37402446W090140261E0010012222 NARFARMINGTON
SUSAD KCGIK3 ICGI K3010950 IT ICGIN37132081W089332312 003540 NARCAPE GIRARDEAU RGNL
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT DUEAS K30 R L N37264830W089381591 W0015 NAR DUEAS
SUSAEAENRT DUTCH K30 R N37151497W089420122 w0014 NAR DUTCH LOM
SUSAEAENRT PAMPI K30 R L N37211929W089261436 Wo00oleé NAR PAMPI
SUSAEAENRT TANZI K30 R N37180225W089542840 woo12 NAR TANZI
SUSAEAENRT ZAXOD K30 R N37141126W089371889 w0014 NAR ZAXOD
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCGIK3ACGI 0 065YHN37133110W089341470W002000342 1800018000C MNAR CAPE GIRARDEAU RGNL
1 2 3 4 5 6 7 8 S 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCGIK3FL10 ACGI 010CGI K3D 0V IF 18000 0 NS
SUSAP KCGIK3FL10 ACGI 020DUTCHK3EAQOEY TF + 02400 0 NS
SUSAP KCGIK3FL10 ACGI 03 0DUTCHK3EAOEE AR HF CGI K3 286600631078T010D + 02400 0 NS
SUSAP KCGIK3FL10 ADUEAS 010DUEASK3EAQOE IF 18000 0 NS
SUSAP KCGIK3FL10 ADUEAS 020DUTCHK3EAQEY TF + 03400 0 NS
SUSAP KCGIK3FL10 ADUEAS 030DUTCHK3EAQEE AR HF CGI K3 286600631078T010D + 02400 0 NS
SUSAP KCGIK3FL10 AFAM 010FAM K3D 0V A FC FAM K3 0000000014400252D + 03000 18000 0 NS
SUSAP KCGIK3FL10 AFAM 020TANZIK3EAOEE B CF ICGIK3 2878017514400020P1I + 03000 0 NS
SUSAP KCGIK3FL10 APAMPI 010PAMPIK3EAQE IF 18000 0 NS
SUSAP KCGIK3FL10 APAMPI 020DUTCHK3EAQEY TF + 03500 0 NS
SUSAP KCGIK3FL10 APAMPI 030DUTCHK3EAOEE AR HF CGI K3 286600631078T010D + 02400 0 NS .
SUSAP KCGIK3FL10 L 010TANZIK3EAOE I IF ICGIK3 28780175 PI + 03000 18000 0 NS ‘,j ’f.’i
SUSAP KCGIK3FL10 L 020DUTCHK3EAOE F CF ICGIK3 2878007110800103PI + 02400 jole] K3PNO NS )
SUSAP KCGIK3FL10 L 021ZAXODK3EAQOE S CF ICGIK3 2878003210800039PTI + 01000 -321 0 NS @ 1
SUSAP KCGIK3FL10 L 030RW10 K3PGOGY M CF ICGIK3 2878001210800020PT 00391 -321 0 NS .,:::L
SUSAP KCGIK3FL10 L 040 0 M ca 1078 + 01500 0 NS CHEC"
SUSAP KCGIK3FL10 L 050DUTCHK3EACEY L DF + 02400 0 NS
SUSAP KCGIK3FL10 L 060DUTCHK3EACEE R HM 1078T010 + 02400 0 NS
1 2 3 4 5 6 7 8 9 0 1 2 3
CITY AND STATE ELEVATION: 342 THRE: 337 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: (gup:
CAPE GIRARDEAU, MO AIRPORT NAME: IDENTIFIER:
: ILS OR LOC RWY 10, AMDT 12 .
CAPE GIRARDEAU RGNL ' AMDT: 1A
1-CGI 6/27/2013
DATED:  04/08/2010

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 6 of 8 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] w~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0o 0O 0O 04

AOPA NBAA OTHER (specify)

1 1

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials are magnetic. Elevations and aititudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—LOC STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCGIK3GRW10 0065001078 N37133855W089345430+0100 +0074400337000054150IICGI1
1 2 3 4 5 6 7 8 9 0 1 2 3
ILs 12345_6789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCGIK3IICGI1 010950RW10 N37131835W0893325081078N37133197W0893443391000 10300534300W00205400334
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCGIK3SCG K3PN 0 1802700352527018002525 M
1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAPNKCGIK3 CG K3002480HOLW N37151205W089420164 w0020 NARDUTCH
brs
S
> P
@ &
CheC
CITY AND STATE ELEVATION: s42 THRE: 337 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
CAPE GIRARDEAU, MO AIRPORT NAME: IDENTIFIER:
CAPE GIRARDEAU RGNL ILS OR LOC RWY 10, AMDT 12 AMDT: 11A
1-CGI 6/27/2013
DATED:  04/08/2010

FAA FORM 8260 - 10 / April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] w~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o O O d

AOPA NBAA OTHER (specify)

1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

—  LOC STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and aititudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - LOC

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
CGI CGI 010 IF FB
CGI DUTCH 020 TF FO AA 02400
CG1L DUTCH 030 IAF HF R FO 107.8() T01.0 AA 02400
DUEAS DUEAS 010 IF FB
DUEAS DUTCH 020 TF FO AA 03400
DUEAS DUTCH 030 IAF HF R FO 107.8¢() T01.0 AA 02400
FAM FAM 010 IAF FC FB 144.0¢() 025.2 AA 03000
FAM TANZI 020 CF FB 144 .0 () 002.0 AA 03000
PAMPI PAMPI 010 IF FB
PAMPI DUTCH 020 TF FO AA 03500
PAMPI DUTCH 030 IAF HF R FO 107.8¢() T01.0 AR 02400
TANZI 010 FACF IF FB AA 03000
DUTCH 020 FAF CF FB 108.0¢() 010.3 AA 02400
ZAXOD 021 SDF CF FB 108.0() 003.9 AA 01000
RW10 030 MAP CF FO 108.0() 002.0 AT 00391
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 107.8¢() AA 01500
DUTCH 050 DF L FO AA 02400
DUTCH 060 HM R FO 107.8¢() T01.0 AA 02400
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
CGI N371339.14 W0893420.68 N3713.652 W08934.345
FAM N374024.46 W0501402.61 N3740.408 W09014.044
ICGI (DME) N371320.81 wW0893323.12 N3713.347 wW08933.385
DUEAS N372648.30 w0893815.91 N3726.805 Ww08938.265
DUTCH N371514.97 W0894201.22 N3715.250 W08942.020
PAMPI N372119.29 W0892614.36 N3721.322 W08926.239
TANZI N371802.25 W0895428.40 N3718.038 W08954.473
ZAX0D N371411.26 w08953718.89 N3714.188 W08937.315
RW10 N371338.55 W0893454 .30 N3713.643 W08934.905
ICGI (LOC) N371318.35 W0893325.08 N3713.306 W08933.418
CG N371512.05 W0894201.64 N3715.201 W08942.027
RUNWAY DATA THRESHOLD v bLs
RWY ELEVATION TCH D
@ 1 C
RW10 00337 54 (437
Crets
CITY AND STATE ELEVATION: 342 THRE: 3,7 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
CAPE GIRARDEAU, MO AIRPORT NAME: IDENTIFIER:
CAPE GIRARDEAU RGNL ILSOR LO(G:/;VI;;::, AMDT 12 AMDT: 11A
I-ccl DATED:  04/08/2010
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 8 of 8 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0o O 0O 04

AOPA NBAA OTHER (specify)

[ 1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER CGIl VOR/DME DUTCH LOM/I-CGI [1. AAO 371545.81N/0893804.49W | 799 (2C) 1000 |AT601 2400
7.15DME 2. TERRAIN 371545.81N/0893804.49W |599 (600) AS1500 2100
FEEDER DUEAS INT DUTCH LOMA-CGI  [3. TOWER (29-001164) |372423.00N/0893344.00W | 2287 (5E) 1000 |AT113 3400
7.15 DME 4. TERRAIN 372421.00N/0893442.00W | 745 (700) AC1500 2200
FEEDER PAMPI INT/CGI DUTCH LOM/I-CGI  [5. TOWER (29-000221) [372544.00N/0893014.00W | 2487 (4D) 1000 [SA-600 AT613 3500
10.03 DME 7.15 DME IN 372327.00N/0893239.00W 791 (800) AS1500 2300
INITIAL FAM VORTAC TANZII-CGI 7. AAO 374027.00N/0901357.00W [1411 (4E) 1000 |AT589 3000
17.47 DME 8. TERRAIN 374027.00N/0901357.00W [1211 (1200) AS1500 2700
INTERMEDIATE TANZII-CGI DUTCH LOM/-CGI |§. TOWER (29-000231) [372130.00N/0895219.00W |964 (4D) 500 |AT936 2400
17.47 DME 7.15 DME 10. TERRAIN 372112.00N/0895221.00W |689 (700) AS1500 2200
FINAL: ILS GS INTCP ASC 537/200
FINAL: LOC DUTCH LOM/I-CGI ZAXOD/DUTCH 3.25 [11. AAO 371538.99N/0894112.94W | 749 (2C) 250 1000
7.45 DME DME
2. HOLD-IN-LIEU-OF-PT DUTCH LOM P-4 13. AAO 371939.00N/0895009.00W |876 (4E) 1000 |AT524 2400
14. TERRAIN 371939.00N/0895009.00w [676 (700) AS1500 2200
MAP: |DA/5.90 MILES DUTCH LOM/I-CGI ASC 2400
iPI\l,D“ngcD:H AFTER DUTCH 715 DME 15. ARD 372100.00N/0893236.00W | 817 (4E) | 1000 1900
ELEV: |370/410 16. TERRAIN 372100.00N/0893236.00W | 617 (600) AS1500 2100
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM | | 350 658 /518 17. TREE (KCGI0020) | 371239.28N/0893408.77W |557 (1A) 300 ] 1000 / 860
CATEGORY B 1.5NM i 450 |2 658/ 618 18. TOWER (29-000888)| 371350.00N/0893155.00W |655 (1A) 300 Sl 1000 / 960
CATEGORY C 1.7NM  |S] 450 |2 658/ 658 19. TOWER (29-002504)| 371532.00N/0893530.00W [690 (2C) 300 1000 / 1000
CATEGORY D 23NM |9 550 |2 7381738 20. AAO 371020.01N/0893710.15W 769 (2C) 300 1080 / 1080
CATEGORY E 45NM |*| 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: CGI LOM WAL
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) BYSA L
090-360 AAO 300/ 27.6 1438 (6A) 2500 Al A
360-090 TWR (29-000221) 044/ 14.1 2487 (4D) 3500 el
CITY AND STATE ELEVATION: 342 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
CAPE GIRARDEAU, MO AIRPORT NAME: I-CGI ILS OR LOC RWY 10, AMDT 12 ACE
CAPE GIRARDEAU RGNL 6/27/2013

FAA Form 8260 - 9/ April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA PART C - REMARKS:
1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING PRECIPITOUS TERRAIN EVALUATION COMPLETED.
R N WS |OTHER: SOURCE:KCGI/ KCIR KCGI ASOS AND KCIR AWOS-3 ARE ON SERVICE A.
ZME ARTCC FAA |1508 DISTANCE 0/ 13.42 PARA 289 APPLIED TO 759 AAO 371535.00N/0894120.00W AND
HOURS REMOTE OPERATION: 446 TREE 371406.07N/0893758.36W. :
0724 HR BACKUP '
SATISFACTORY ON: AlC 8260.3, VOLUME 1, CHAPTER 2, NEW CIRCLING CRITERIA
5 . APPLIED.
x|[VHF [xJuHF | [HF [LocaTiON: kcal ADJUSTMENT: 0/ 48 A LD, M
PRIMARY NAVAID: I-CGI CAT B: 1.820M
4. MONITOR POINT: _ CGI ATCT CAT D: 3.73NM
MONITOR HRS | CAT1 WHEN OPEN
STATUS RASS PRESSURE PATTERNS SAME
OPTN:| CAT 3 WHEN CLOSED KCGI KCIR, 341.6 322.0
ALS RA = 47.41.
SEE ATTACHED AIRSPACE LETTER.
(5) SALS OBS #5 LIES 6,328.89 FT INTO THE PAMPI SECONDARY
X |MALSR 10 (PCL) AREA. R FEEDER
5. X__|HIRL 10, 28 OBS #9 LIES 126.87 FT INTO THE LOC INTERMEDIATE
APPROACH[™ X TmirL 02, 20 SECONDARY AREA AND 162.02 FT INTO THE ILS INTERMEDIATE
& RUNWAY SECONDARY AREA.
_ REIL ILS AND LOC INTERMEDIATE OBSTACLES AND AIRSPACE ARE THE
LIGHTING
TDZ SAME.
CILINE AVERAGE VEGETATION ASSUMED TO BE 70 FT, PER FPT.
X |OTHER (SPECIFY :
ODALS 28 (PCL) VASI-2L 28 VASI4L 02, 20 ALTERNATE: /\CH OBSTACLES CONT
ASC 2400
BASIC 21. AAO 371354.00N/0892351.00W 794 (4E) 1000 1800
6. RUNWAY ALL WEATHER 22, TERRAIN 371354.00N/0892351.00W 594 (600) AS1500
MARKINGS PIR-G 10 2100
INSTRUMENT  NPI-G 28, 02, 20
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:337.1
" PATH DISTANCE FROM RWY: ELEV GP ANTENNA: 337.2
1030 THRESHOLD CROSSING HEIGHT:54.1
9. FINALAPPROACH X |[RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS: NONE
Nl
@
PART D - PREPARED Y Lson (JOHN R. LINDSEY) DATE: 1211812012 °a
: et
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-353




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES | ELEV. MSU ROC ALT. ADJUSTMENTS | MIN. ALT.
FINAL: LOC STEPDOWN ZAXOD/DUTCH 3.25 5.90 MILES AFTER [12. TREE 371410.77N/0893636.30W | 404 (2C) 250 660
— [DME DUTCH LOMI/CGI
7.15 DME OR AT _
1-CGI 1.25 DME
FIX
3. MISSED MAP:
APPROACH =TEV
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM__| _]350
CATEGORY B 15NM_[w[ 450 |
CATEGORY C 1.7NM  |S] 450 |2
CATEGORY D 23NM || 550 |2
CATEGORY E 45NM |*[ 550 _
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: as.
SECTOR OBSTRUCTION | BRG/DIST _ JELEVATION (MSL) MSA SECTOR OBSTRUCTION] BRG/DIST __|ELEVATION MSD)] QM S A7,
0y @ -
ey
CITY AND STATE ELEVATION: 342 FACILITY PROCIIIE_gLCJ,RRIi é(r\:lDR WEgIRMENzNo: REGION
CAPE GIRARDEAU, MO AIRPOR;:FA'\II’AE“Q;IIEIiARDEAU RGNL -cel 6/27/2013 ACE

FAA Form 8260 - 9/ April 2006 (Computer Generated) PAGE 2 OF 2 PAGES




PART B - SUPPLEMENTAL DATA PART C - REMARKS:
1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NWS |OTHER: SOURCE:
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: A/IC
[VHF [UHF | |HF LOCATION: ADJUSTMENT:
. PRIMARY NAVAID:
MONITOR |-MONITOR POINT:
sTaTUs | HRs L CATT
OPTN:[ CAT3
ALS
(S) SALS
MALS
5. HIRL
b
LIGHTING REIL
TDZ
C/LINE
OTHER (SPECIFY)
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT
7.RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS:
PART D - PREPARED BY: DATE:
TITLE: OFFICE:




RADIO FIX AND HOLDING DATA RECORD

NAME: CAPE GIRARDEAU VOR/DME STATE: MO COUNTRY: US

LATITUDE/LONGITUDE: 371339.14N/0893420.68W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 CAPE GIRARDEAU CaGl VOR/DME L 45000

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX  MIN MAX

1 S CGl VOR/DME 196.04 016.04 L 1 2200 6000 4 5

2 S CaGl VOR/DME 196.04 016.04 L 1 2400 6000 4 5

CONTROLLING OBSTRUCTIONS: i

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (29-002249) 370724.49N/0893219.44W 834 5D

2 200 TOWER (29-002249) 370724.49N/0893219.44W 834 8D

2 310 TOWER (29-001164) 372423.00N/0893344.00W 2287 4E

REASON FOR NONSTANDARD HOLDING:
PAT 2 ATC REQUEST
PAT 1 PAT 2 ATC REQUESTED

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.

PROCEDURES REQUIRING CLIMB-IN-HOLD:

PAT PROCEDURE TITLE AIRPORT IDENT CITY STATE
1 ILS OR LOC RWY 10 KCaGI CAPE GIRARDEAU MO (US)
REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.
PATTERN 2 CONTROLLING OBSTACLE IS LOCATED 11,129' INTO THE SECONDARY AREA, PRIMARY EQUIVALENT ELEVATION IS 1332.

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
DP TURBO KALN ALTON/ST LOUIS IL (US)
DP TURBO KCPS CAHOKIA/ST LOUIS IL (US)
DP TURBO KSTL ST LOUIS MO (US)
DP TURBO KSus ST LOUIS MO (US)
EN ROUTE V125 us

EN ROUTE V313 (US)
EN ROUTE V429 (US)
EN ROUTE V178 MO (US)
IAP NDB RWY 14 KCIR CAIRO IL (US)
IAP RNAV (GPS) RWY 14 KCIR CAIRO IL (US)
IAP ILS OR LOC RWY 10 2 KCGI CAPE GIRARDEAU MO (US)
IAP LOC/DME BC RWY 28 KCal CAPE GIRARDEAU MO (US)
IAP VOR RWY 02 1 KCGI CAPE GIRARDEAU MO (US)
IAP VOR RWY 10 1 KCGI CAPE GIRARDEAU MO (US)
IAP NDB RWY 36 KCHQ CHARLESTON MO (US)
IAP RNAV (GPS) RWY 18 KMAW MALDEN MO (US)
IAP VOR RWY 20 KSIK SIKESTON MO (US)
STAR BOOSH (RNAV) KSTL ST LOUIS MO (US)
STAR QBALL KSTL ST LOUIS MO (US)

REQUIRED CHARTING: DP, STAR, IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 12 DATE OF REVISION: 06/27/2013

REASON FOR REVISION:

1. UPDATED FIX USE.

2. CHANGED HOLD PAT 1 AND PAT 2 INBOUND COURSE FROM 013.04 TO 016.04 AND RAISED MIN HOLD ALT FROM 2000 TO 2200.

3. CHANGED HOLD PAT 2 MAX ALT FROM 4000 TO 6000, MIN TAMPLATE FROM 12 TO 4 AND MAX TEMPLATE FROM 12 TO 5.

4. ADDED 200 KIAS CONTROLLING OBS TO HOLD PAT 2.

5. ADDED ENROUTE HIGH TO REQUIRED CHARTING. o',

6. CHANGED FAC 1 MAA FROM 17500 TO 45000 TO SUPPORT THE QBALL STAR AT KSTL. -
O ¢ =<
T

éCKeO
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CAPE GIRARDEAU VOR/DME

DEVELOPED BY: DATE: 12/12/2012 OFFICE: AJV-353 NAME: JILL OLSON (JOHN LINDSEY)

APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT

SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZME
ATC FACILITY: CGI ATCT
OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: DUEAS STATE: MO COUNTRY: US

LATITUDE/LONGITUDE: 372648.30N/0893815.91W TYPE: INT

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE  DME DIST FROM FAC
BRG  BRG NM  FEET

1 CAPE GIRARDEAU cal VORDME L 34863 346.63 13.50

2 FARMINGTON FAM VORTAC H 114.35 115.35 31.53

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

CAPE GIRARDEAU (FAC 1) AND FARMINGTON (FAC 2) USED TO ESTABLISH FIX COORDINATES

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

EN ROUTE V125 1,2

EN ROUTE V540 1,2

IAP ILS OR LOC RWY 10 1,2 KCGI CAPE GIRARDEAU

IAP RNAV (GPS) RWY 2 KK02 PERRYVILLE

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 8

REASON FOR REVISION: .
1. ADDED CAPE GIRARDEAU (FAC 1) AND FARMINGTON (FAC 2) USED TO ESTABLISH FIX COORDINATES REMARK.
2. CHANGED FAC 1 MAG BRG FROM 345.63 TO 348.63.

3. CHANGED FAC 2 DISTANCE FROM FAC FROM 31.52 TO 31.53.

DEVELOPED BY:

APPROVED BY:

DISTRIBUTION:

DATE: 12/18/2012
DATE:
SIGNATURE:

NFDC

FPO: CEN

ARTCC: ZKC, ZME

ATC FACILITY: CGI ATCT
OTHER:

DATE OF REVISION: 06/27/2013

OFFICE: AJV-353

OFFICE: AJV-353

NAME: JILL OLSON (JOHN LINDSEY)

NAME: LARRY STROUT

MRA MAA

3500 17500
3500 17500

STATE
(US)

MO (US)
MO (US)

Q\V%l/a

Feced
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RADIO FIX AND HOLDING DATA RECORD

NAME: DUTCH LOM STATE: MO COUNTRY: US

LATITUDE/LONGITUDE: 371514.97N/0894201.22W TYPE: DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE  DME DISTFROMFAC = NMRA  MAA

BRG B :

1 DUTCH cG LOM 4800

2 CAPE GIRARDEAU I-CGI LOC/DME 287.81 28581  7.15 43373 2400 4800

3 CAPE GIRARDEAU CGI VORDME L 286.63 28463  6.33 2400 4800

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME * DME MIN MIN — MAX

1 W Ical Loc 287.81 107.81 4 5

CONTROLLING OBSTRUCTIONS:

PAT  AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 371900.00N/0895000.00W 876 4E

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN

REMARKS:

COORDINATES REFLECT LOCATION ON LOC/AZ CENTERLINE ABEAM THE DUTCH LOM.
ACTUAL FACILITY LOCATION IS 371512.18N/0894202.20W.

FAC 2 DME COORDS: 371320.81N/08933223.12W

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP ILS OR LOC RWY 10 1,2,3 1 KCGi CAPE GIRARDEAU
IAP LOC/DME BC RWY 28 1 1 KCGI CAPE GIRARDEAU

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 9 DATE OF REVISION: 06/27/2013

REASON FOR REVISION:

1. MOVED HOLDING LIMITED TO ESTABLISHED PATTERN REMARK TO RESTRICTIONS.
2. UPDATED FAC 2 DME COORDINATES IN REMARKS.

3. UPDATED FIX USE.

4. ADDED PRECIPITOUS TERRAIN EVALUATION COMPLETED REMARK.

5. FIX MOVED 6.32 FT NORTHEAST AND UPDATED COORDINATES.

6. ADDED COORDINATES REFLECT LOCATION ON LOC/AZ CENTERLINE ABEAM THE DUTCH LOM REMARK.

7. ADDED ACTUAL FACILITY LOCATION IS 371512.18N/0894202.20W REMARK.
8. ADDED DISTANCE FROM FAC TO FAC 2 AND FAC 3.
9. ADDED BRG INFO TO FAC 3.

STATE
MO (US)
MO (US)

10. MOVED BRG DATA FROM FAC 1, PUT IN FAC 2 AND UPDATED FROM 285.80 TO 285.81 TRUE AND 284.80 TO 287.81 FOR MAG.

11. CHANGED FAC 2 DME DISTANCE FORM 6.34 TO 6.33.
12. CHANGED HOLD PAT 1 INBOUND COURSE FROM 104.80 TO 107.81.
13. CHANGED FAC 1 AND FAC 3 MAA FROM 17500 TO 4800.

DEVELOPED BY: DATE: 12/12/2012 OFFICE: AJV-353 NAME: JILL OLSON (JOHN LINDSEY)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION:  NFDC
FPO: CEN
ARTCC: ZME
ATC FACILITY: CGI ATCT
OTHER: AL
WAL,
o N
(&)
¢ 4
Yo
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RADIO FIX AND HOLDING DATA RECORD

NAME: PAMPI STATE: MO COUNTRY: US

LATITUDE/LONGITUDE: 372119.29N/0892614.36W TYPE: INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA
BRG BRG NM  FEET

1 CAPE GIRARDEAU CGl VORDME L 042.14 04014 1003  10.03 3000 17500

2 CUNNINGHAM CNG VORTAC L 303.00 306.00 35.50 3000 17500

HOLDING: , HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

CAPE GIRARDEAU (FAC 1) AND CUNNINGHAM (FAC 2) USED TO ESTABLISH FIX COORDINATES

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

EN ROUTE V429 1,2 (USs)

EN ROUTE V540 1,2 (Us)

IAP ILS OR LOC RWY 10 KCGI CAPE GIRARDEAU MO (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 8 DATE OF REVISION: 06/27/2013

REASON FOR REVISION:

1. ADDED CAPE GIRARDEAU (FAC 1) AND CUNNINGHAM (FAC 2) USED TO ESTABLISH FIX COORDINATES REMARK.
2. FIX MOVED 25.3 FT NORTH EAST TO PLACE ON AIRWAY CENTERLINES.

3. ADDED DISTANCE FROM FACILITY TO FAC 1 AND FAC 2.

4. CHANGED FAC 1 MAG DRG FROM 039.13 TO 042.14,

5. GHANGED FAC 1 MRA FROM 2900 TO 3000 AND FAC 2 MRA FROM 3500 TO 3000 FOR V429 MEA.

6. UPDATED FIX USE.

7. CHANGED FAC 1 DME DISTANCE FROM 10.02 TO 10.03.

DEVELOPED BY: DATE: 12/18/2012 OFFICE: AJV-353 NAME: JILL OLSON (JOHN LINDSEY)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZME
ATC FACILITY: CGI ATCT
OTHER:

WAL,
@ ) A,

9
e
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RADIO FIX AND HOLDING DATA RECORD
NAME: TANZI STATE: MO COUNTRY: US
LATITUDE/LONGITUDE: 371802.25N/0895428 40W TYPE: INT, DME |
\
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY |
FIX MAKE-UP FACILITIES: |
FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET
1 CAPE GIRARDEAU I-CGI LOC/DME 287.81 28581  17.47 17.46 3000 4800
2 CAPE GIRARDEAU CGI VORDME L 287.35 285.35 16.65 3000 4800
3 FARMINGTON FAM VORTAC H 14402 145.02 27.24 3000 4800
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
REMARKS:
CAPE GIRARDEAU (FAC 1) USED TO ESTABLISH FIX COORDINATES
FAC 1 DME COORDS: 371320.81N/0893323.12W
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP ILS OR LOC RWY 10 1,2.3 KCGI CAPE GIRARDEAU MO (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 9 DATE OF REVISION: 06/27/2013
REASON FOR REVISION:
1. ADDED CAPE GIRARDEAU (FAC 1) USED TO ESTABLISH FIX COORDINATES REMARK.
2. CHANGED FAC 1 DME COORDS: 371321.06N/0893322.94W REMARK TO READ 371320.81N/0893323. 12W.
3. MOVED FIX 121.69 FT WEST AND UPDATED COORDINATES.
4. ADDED DISTANCE FROM FAC TO FAC 1, FAC 2 AND FAC 3.
5. UPDATED FIX USE.
6. CHANGED FAC 1 MAG BRG FROM 284.80 TO 287.81 AND DME FROM 17.46 TO 17.47.
7. CHANGED FAC 2 MAG BRG FROM 284.35 TO 287.35 AND DELETED DME DISTANCE.
8. CHANGED FAC 3 MAG BRG FROM 143.99 TO 144.02.
9. LOWERED FAC 2 AND FAC 3 MAA FROM 17500 TO 4800.
DEVELOPED BY: DATE: 12/18/2012 OFFICE: AJV-353 NAME: JILL OLSON (JOHN LINDSEY)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION:  NFDC
FPO: CEN
ARTCC: ZKC, ZME
ATC FACILITY: CGI ATCT
OTHER:
U
e A‘(/,\
% o -
@CK"C«Q
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RADIO FIX AND HOLDING DATA RECORD

NAME: ZAXOD STATE: MO COUNTRY: US

LATITUDE/LONGITUDE: 371411.26N/0893718.89W TYPE: DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM  FEET

1 CAPE GIRARDEAU I-CGl LOC/DME 287.81 285.81 3.25 3.23 900 4800

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

DME COORDS: 371320.81N/0893323.12W

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY . STATE

IAP ILS OR LOC RWY 10 KCGI CAPE GIRARDEAU MO (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 06/27/2013

REASON FOR REVISION:

1. CHANGED DME COORDS: 371321.06N/0893322.94W REMARK TO READ 371320.81N/0893323.12W.
2. MOVED FIX 5464.83 FT EAST AND UPDATED COORDINATES.

3. ADDED DISTANCE FROM FAC TO FAC 1.

4. CHANGED FAC 1 MAG BRG FROM 284.80 TO 287.81.

5. CHANGED FAC 1 DME DISTANCE FROM 4.15 TO 3.25.

6. CHANGED FAC 1 MRA FROM 1220 TO 900.

7. UPDATED FIX USE.

DEVELOPED BY: DATE: 12/18/2012 OFFICE: AJV-353 NAME: JILL OLSON (JOHN LINDSEY)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZME
ATC FACILITY: CGI ATCT
OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: FARMINGTON VORTAC STATE: MN COUNTRY: US
LATITUDE/LONGITUDE: 443751.43N/0931055.37W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES: .

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

‘ BRG BRG NM  FEET

1 FARMINGTON FGT VORTAC H 45000
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES

INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 S FGT VORTAC 178.03 358.03 R 1 2800 14000 4 10

2 E FGT VORTAC 085.00 265.00 L 1 3000 14000 4 10

3 S WP 178.03 358.03 R 4 3000 6000 5 6
CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED . OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (27-000313) 442835.00N/0931107.00W 1474 4D

2 200 TOWER (27-001333) 443417.00N/0930441.00W 1360 5D

3 200 TOWER (27-000313) 442835.00N/0931107.00W 1474 4D

REASON FOR NONSTANDARD HOLDING:

PAT 2 ATC REQUEST

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

DP ROCHESTER KANE MINNEAPOLIS MN (US)

DP SCHEP KANE MINNEAPOLIS MN (US)
'DP WAUKON KANE MINNEAPOLIS MN (US)

DP ROCHESTER KFCM MINNEAPOLIS MN (US

DP SCHEP KFCM MINNEAPOLIS MN (US)

DP WAUKON KFCM MINNEAPOLIS MN (US)

DP COULT KMSP MINNEAPOLIS MN (US

DP DARWIN KMSP MINNEAPOLIS MN (US)

DP KBREW KMSP MINNEAPOLIS MN (US)

DP MEADOW LAKE KMSP MINNEAPOLIS MN (US

DP MINNEAPOLIS KMSP MINNEAPOLIS MN (US)

DP ORSKY KMSP MINNEAPOLIS MN (US)

DP ROCHESTER KMSP MINNEAPOLIS MN (US)

DP SCHEP KMSP MINNEAPOLIS MN (US

DP SMERF (RNAV) KMSP MINNEAPOLIS MN (US)

DP WAUKON KMSP MINNEAPOLIS MN (US)

DP ZMBRO KMSP MINNEAPOLIS MN (US)

DP AGUDE KSGS SOUTH ST PAUL MN (US)

DP ROCHESTER KSTP ST PAUL MN (US)

DP SCHEP KSTP ST PAUL MN (US)

DP WAUKON KSTP ST PAUL MN (US)

EN ROUTE V13 ‘ (US)

EN ROUTE V161 (US)

EN ROUTE V171 (US)

EN ROUTE V26 (US)

EN ROUTE V411 (US)

EN ROUTE V82 (US)

IAP COPTER ILS OR LOG RWY 10R KFCM MINNEAPOLIS MN (US)

IAP ILS OR LOC RWY 10R KFCM MINNEAPOLIS MN (US)

IAP RNAV (GPS) RWY 10L KFCM MINNEAPOLIS MN (US

IAP RNAV (GPS) RWY 28L KFCM MINNEAPOLIS MN (US)

IAP RNAV (GPS) RWY 28R KFCM MINNEAPOLIS MN (US)

IAP ILS OR LOC RWY 30 2 KLVN MINNEAPOLIS MN (US)

IAP RNAV (GPS) RWY 12 KLVN MINNEAPOLIS MN (US)

IAP RNAV (GPS) RWY 30 KLVN MINNEAPOLIS MN (US)

IAP VOR RWY 12 2 KLVN MINNEAPOLIS MN (US)

(AP CONVERGING ILS RWY 35 KMSP MINNEAPOLIS MN (US)

IAP ILS OR LOC RWY 12L (ALT MA) KMSP MINNEAPOLIS MN (US

IAP ILS OR LOC RWY 12R 1 KMSP MINNEAPOLIS MN (US) e
IAP. ILS OR LOC RWY 35 KMSP MINNEAPOLIS MN (US) 4
IAP ILS RWY 12L (CAT II) (ALT MA) KMSP MINNEAPOLIS MN (U LT
IAP ILS RWY 12L (CAT Ilf) (ALT MA) KMSP MINNEAPOLIS MN (U G
IAP ILS RWY 12L (SA CAT I) (ALT KMSP MINNEAPOLIS MN (USKe-,

MA) KED
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FARMINGTON VORTAC

IAP ILS RWY 12R (CAT il) 1 KMSP

IAP ILS RWY 12R (CAT Ill) 1 KMSP
IAP ILS RWY 12R (SA CAT I) 1 KMSP
AP ILS RWY 35 (CAT II) KMSP
IAP ILS RWY 35 (CAT Ill) KMSP
IAP LOC RWY 17 1 KMSP
IAP LOC RWY 22 1 KMSP
IAP RNAV (GPS) RWY 22 3 KMSP
IAP RNAV (GPS) Y RWY 12R 3 KMSP
AP RNAV (RNP) Z RWY 12R 3 KMSP
IAP ILS OR LOC RWY 30 KOWA
IAP ILS OR LOC RWY 9 2 KRGK
IAP LOC RWY 34 ) . KSGS
AP NDB OR GPS-B KSGS
IAP RNAV (GPS) RWY 34 : KSGS
IAP NDB RWY 4 K21D
IAP RNAV (GPS) RWY 32 K21D
IAP ILS OR LOC RWY 14 KSTP
IAP ILS OR LOC RWY 32 KSTP
IAP NDB RWY 31 KSTP
IAP ILS OR LOC RWY 10 KCGI
STAR AGUDE KCFE
STAR AGUDE KFBL
STAR AGUDE KGYL
STAR AGUDE KMGG
STAR AGUDE KANE
STAR TWOLF KANE
STAR - AGUDE KFCM
STAR TWOLF KFCM
STAR AGUDE KLVN
STAR TWOLF KLVN
STAR AGUDE KMIC
STAR TWOLF KMIC
STAR KASPR KMSP
STAR TWOLF KMSP
STAR WILDD KMSP
STAR AGUDE KRGK
STAR AGUDE KSGS
STAR AGUDE K21D
STAR AGUDE KSTP
STAR TWOLF KSTP
STAR AGUDE KRNH
STAR TWOLF KRNH
STAR AGUDE KOEO
STAR TWOLF KOEO

MINNEAPOLIS
MINNEAPOLIS
MINNEAPOLIS
MINNEAPOLIS
MINNEAPOLIS
MINNEAPOLIS
MINNEAPOLIS
MINNEAPOLIS
MINNEAPOLIS
MINNEAPOLIS
OWATONNA
RED WING
SOUTH ST PAUL
SOUTH ST PAUL
SOUTH ST PAUL
ST PAUL

ST PAUL

ST PAUL

ST PAUL

ST PAUL

CAPE GIRARDEAU
BUFFALO
FARIBAULT
GLENCOE
MAPLE LAKE
MINNEAPOLIS
MINNEAPOLIS
MINNEAPOLIS
MINNEAPOLIS
MINNEAPOLIS
MINNEAPOLIS
MINNEAPOLIS
MINNEAPOLIS
MINNEAPOLIS
MINNEAPOLIS
MINNEAPOLIS
RED WING
SOUTH ST PAUL
ST PAUL

ST PAUL

ST PAUL

NEW RICHMOND
NEW RICHMOND
OSCEOLA
OSCEOLA

REQUIRED CHARTING: DP, STAR, IAP, AREA, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH

COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 17

REASON FOR REVISION:

UPDATED FAC 1 FROM HISTORY.

CHANGED PATTERN 2 MIN HOLDING FROM 2800 TO 3000.
REMOVED PATTERN 1 AND 3 AIRSPEED 310 OBSTACLE.
REMOVED ALL CLIMB-IN-HOLD PATTERNS.

DEVELOPED BY: DATE: 09/18/2012 OFFICE: AJV-353
APPROVED BY: DATE: OFFICE: AJV-353
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY: MSP APP CON, MSP ATCT
OTHER:

DATE OF REVISION: 05/02/2013

NAME: JILL OLSON (KISSY MAXFIELD)

NAME: L ARRY STROUT

MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MO (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
WI (US)
Wi (US)
Wi (US)
WI (US)
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: CAPE GIRARDEAU

AIRPORT NAME: CAPE GIRARDEAU RGNL

PROCEDURE: ILS OR LOC RWY 10

DOCKET #:
(96-AXX-X/Required/Not Required)

STATE: MO
ID: KCGI
AMDT: 12

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000' point 3.80

(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2. Width of FINAL segment at 1000 point 1.04

(Enter appropriate segment , final, intermediate, etc.)

3. True Course of FINAL segment containing 1000’ point 105.81
4. High Terrain in FINAL segment containing 1000’ point 579

5. Distance from THLD to 1500’ point | 5.71

(If 1500" point in PT maneuvering area or holding pattern note in remarks)

6. Width of FINAL segment at 1500’ point 1.45

7. True Course of FINAL segment containing 1500 point_105.81
8. High Terrain in FINAL segment containing 1500' point 5§79

9. Threshold Coordinates (if straight-in) ... 371338.55N ; 0893454.30W
10. ARP Coordinates .......cccccouveeeennn.. 371331.10N / 0893414.70W
11. Runway Approach End and distance furthest from ARP................. RWY 10

Distance 0.54 NM

12. FAF Coordinates ..........cccceeuveen.e. 371514.97N , 0894201.22W

(Click to Select)

REMARKS: Approach/Drawing attached.




Federal Aviation

‘ONCURRENCES
OUTING SYMBOL

L = - -34
Administration SBaker
Memorandum
Date:
~ To: Dick Powell Manager, National Flight Data Center, AJV-21
From: Larry H. Strout, Manager, Central Products Team, AJV-353 S
Subject: ACTION: Magnetic Variation Change Request for Cape Girardeau Rgnl, Cape
Girardeau, MO (KCGI) paTE
= oo e
. ‘ ATV-341
The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the ,ﬁ%
‘Airport/Facility” column will be revised effective concurrent with the publication of the
procedure(s) listed below. pRTE
ILS OR LOCRWY 10, AMDT 12 [rovTNG SYMBOL
LOC/DME BC RWY 28, AMDT 8
RNAV (GPS) RWY 2, ORIG [
RNAV (GPS) RWY 10, AMDT 1 -
RNAYV (GPS) RWY 20, ORIG |
RNAV (GPS) RWY 28, AMDT 1 |
TAKEOFF MINIMUMS AND OBSTACLE DP, AMDT 9 >
VOR RWY 2, AMDT 11
VOR RWY 10, AMDT 3
Estimated Chart Date: 06/27/2013
Please publish these changes in the National Flight Data Digest.
MISSOURI
Airport Assigned Magnetic | Epoch
Location Name [Facility | Identifier Variation Is Year
Cape Cape Girardeau . Old 1° East
Girardeau Renl Alrport KCGI/ Gl New 2° West 2015
Cape Old 1° East
Girardeau IL5 Cal New 2° West 2015




Cape Old 1° East

Girardeau Dutch NDB/C CGICG New 2° West 2015
Cape . Old 1° East

Girardeau Cape Girardeau | VOR/DME | KCGI/CGI New 2° West 2015

If you have any questions please notify Larry H. Strout, larry.h.strout@faa.gov (405-954-5070).

cc: AJV-3rf

sjb:x7537: 12/11/2012 : (UNAVNI0OOWPIT\MAGVAR\MAGVAR\MAGVAR Letters 2013\ MV Change Requést for
Cape Girardeau, MO (KCGI) 12-11-12 Requestor: JLindsey, Evaluated By: LFortier






