CAPE GIRARDEAU, MO

Action: Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 09/06/2012 | 2012090630385501005 20120906303855
Procedure: VOR RWY 2 AMDT 11 Airport ID: Airport: CAPE GIRARDEAU RGNL Reimbursable #:
KCGI
City: CAPE GIRARDEAU ST: MO GPS #: Estimated Chart Date: FICO #:
06/27/2013
Fac ID: CGI Fac. Type: VDME Specialist: JOHN LINDSEY(Contractor)
Procedure Review
Rec'd Rel'd Full Name Comments 7 \
\
Lead: 09/28/2012 02/14/2013 JOHN LINDSEY
QA: 02/14/2013 02/22/2013 DAVID PUGLISI )
Liaison: | 02/22/2013 }/P"‘{l S~ HARD DATE - MAGVAR
Procedure Comments: ENROUTE |Remark Type: INFORMATION PE 345

CAPE GIRARDEAU RGNL  (KCGI) VOR RWY 2, AMDT 11 ENROUTE-NO HARD DATE: 6.27.13
ATTACHED FORMS: 8260-5; 8260-10; 8260-9; 8260-2(S): CAPE GIRARDEAU (CGI) VDME, REV 12; TAMMS-INT, REV 6; ZOTNO-INT, ORIG.

CONTACT: JILL OLSON/STEVE BARNETT -AV]-353 LEADS, 405.954.4014 / 405.954.9307.

VN 8200-6 (05/26/2005)

Data as of:

2/26/2013 9:23:48AM
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
VOR STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - TITLE 14 CFR PART 97.23

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

CHART PROFILE NOTE: VGSI AND DESCENT ANGLES NOT COINCIDENT.

CHART NOTE: VDP NA WITH CAIRO RGNL ALTIMETER SETTING.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE CAIRO RGNL ALTIMETER SETTING AND
INCREASE ALL MDA 60 FEET; INCREASE S-2 CAT C/D VISIBIITY 1/2 MILE, CIRCLING CAT A/C/D VISIBILITY

(SEE FORM 8260-10)

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE | MAP: CGI VOR/DME
TAMMS INT/CNG 23.50 DME CGI VOR/DME 269.59/16.24 2400
CLIMB TO 1700 THEN CLIMBING LEFT TURN TO 2200 DIRECT CGI
VOR/DME AND HOLD. :
ADDITIONAL FLIGHT DATA:
HOLD S, LT, 016.04 INBOUND.
CHART FAS OBST: 671 TOWER 371057N/0893444W
CHART VDP AT 1.68 DME;
DISTANCE VDP TO THLD 1.29 MILES.
ZOTNO TO RW2: 3.17/52.
CHART CIRCLING ICON.
FAC CROSSES RWY C/L EXTENDED 3810 FROM THLD.
1.PT L SIDE OF COURSE 196.04 OUTBOUND 2100 FT WITHIN 10 MILES OF CGI VOR/DME (IAF)
2.
3.FAC 016.04 FAF DIST FAF TO MAP THLD
4. MIN. ALT zZOTNO/CGI 2.50 DME 1100*
8.MSA FROM: CGI VOR/DME 090-180 3000, 180-270 2200, 270-090 3500 MAG VAR: 2w EPOCH YEAR:2015
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | | STANDARD @
CATEGORY =====> } A B C D E
MDA VIS HAT/HAA| MDA VIS HAT/HAA| MDA VIS HAT/HAA | MDA VIS HAT/HAA | MDA VIS HAT/HAA
B-2 1100 1 758 1100 114 758 1100 2 758 1100 2 758
CIRCLING 1100 1 758 1100 11/4 758 1100 21/4 758 1100 2112 758
ZOTNO FIX MINIMUMS
5-2 940 1 598 940 1 598 940 13/4 598 940 13/4 598
CIRCLING 940 1 598 960 1 618 1000 13/4 658 1080 2 1/4 738
NOTES:

@ CAT C 800-2
@ NA WHEN LOCAL W

I%A/4 CAT D 800-2 1/2
THER NOT AVAILABLE.

WAL,
e

a ©
e

CITY AND STATE ELEVATION: 342 THRE: 342 FACILITY
CAPE GIRARDEAU, MO AIRPORT NAME: IDENTIFIER:
CGl

CAPE GIRARDEAU RGNL

PROCEDURE NO./AMDT NO./EFFECTIVE DATE:
VOR RWY 2, AMDT 11

06/27/13

Sup VOROR GPS RWY

AMDT 10

DATE 02/16/2006

FAA FORM 8260-5 / April 2006 (computer generated)

PAGE 1 OF 2 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[X] YEs [ ] No 06/27/13

COORDINATED WITH:
ATA AAT ALPA APA AOPA" NBAA OTHER (specify)

X] 1 - X [X] [X] [X] zme coiaTeT, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
PENDING

DEVELOPED BY

| NAME: FIFO DATE:

JILL OLSON (JOHN R. LlNDSEY) AJV-353 12/17/2012

APPROVED BY

NAME: FIFO DATE:

LARRY H STROUT MANAGER AJV-353
CHANGES:

1. CHANGED CHARTING OF TDZE TO THRE.
2. ADDED CAIRO RGNL AS REMOTE BACKUP ALTIMETER SETTING AS A NOTE.
3. INCREASE ALL HEADINGS AND RADIALS 3 DEGREES.
4. ADDED ZOTNO AS FINAL DME STEP-DOWN FIX AND ALL ASSOCIATED NOTES AND MINIMUMS.
5. RAISED MSA SECTOR 360 CW 090 ALTITUDE FROM 2100 TO 2200.
6. RAISED S-2 MDA AND CIRCLING MDA FROM 1000 TO 1100.
7. RAISED S-5 CAT B/C VISIBILITY AND CIRCLING CAT B VISIBILITY 1/4 MILE AND CIRCLING CAT C/D VISIBILITY 1/2 MILE.
‘[ 8. ADDED CHARTING OF VDA AND VDP.
9. ADDED CHARTING OF ALTERNATE MINIMUMS.
10. INCREASED THE MISSED APPROACH CLIMB TO ALTITUDE FROM 1500 TO 1700 AND LOWERED THE HOLD ALTITUDE FROM 2400 TO 2200.
11. INCREASED THE PT MANEUVERING ALTITUDE FROM 2000 TO 2100.
12. REMOVED CHARTING OF CNF FIX EDAYE.
13. ADDED CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 3/4 SM NOT AUTHORIZED.
1S4EERE2I\{6I8VED OR GPS FROM PROCEDURE NAME.
8260-10

REASONS:

1. IAW 8260.19E PARA 8-58.

2. IAW 8260.19E PARA 8-54i.

3. MAGVAR ROTATED FROM -1E TO +2W.

4. TO GAIN LOWEST POSSIBLE MINIMUMS.

5.7. NEW CONTROLLING OBSTACLES.

8. IAW 8260.19E PARA 8-57 U,

9. IAW 8260.19E PARA 8-53 B,

10. TO ELIMINATE A CLIMB IN HOLD MANEUVER FROM BEING REQUIRED.

11. NEW CONTROLLING OBSTACLE.

12, NOT NEEDED.

13. 34:1 PENETRATIONS.

14. DEVELOPED RNAV (GPS) RWY 2 ORIG PROCEDURE.

15. IAW 8260.19E PARA 8-55 N. Al
16. IAW 8260.19E PARA 5-55 E. WAL,
SEE 8260-10 @

a9
Aol




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are |é1 feet,dMSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
VOR STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - - TITLE 14 CFR PART 97.23 except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):
1/4 MILE; INCREASE ZOTNO FIX MINIMUMS S-2 CAT C/D VISIBILITY 1/8 MILE AND CIRCLING CAT C/D

VISIBILITY 1/4 MILE.
CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 3/4 SM NOT AUTHORIZED.

*1160 WHEN USING CAIRO RGNL ALTIMETER SETTING.

\ALy
M
S o
CITY AND STATE ELEVATION: 342 THRE: 342 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: syp: VOR OR GPS RWY 2
CAPE GIRARDEAU, MO AIRPORT NAME: IDENTIFIER: VOR RWY 2, AMDT 11 o
CAPE GIRARDEAU RGNL DATED:  02/16/2006

FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 2 OF 2 PAGES




ALL AFFECTED PROCEDURES REVIEWED?

[ ] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[COORDINATED WITH:
ATA AAT ALPA APA

1 0O+ &0 3

AOPA NBAA OTHER (specify)

[ [

FLIGHT CHECKED BY

NAME:

FIFO

DATE:

DEVELOPED BY

NAME:

FIFO

DATE:

APPROVED BY

NAME:

FIFO

DATE:

CHANGES:
CHANGES CONT.

ALTIMETER SETTING.

15. ADDED CHART PROFILE NOTE: VGSI AND DESCENT ANGLES NOT COINCIDENT. 16. CHART NOTE: VDP NA WITH
CAIRO RGNL ALTIMETER SETTING. 17. ADDED CHART PROFILE NOTE: *1160 WHEN USING CAIRO RGNL

REASONS:

REASONS CONT.
17. 1AW 8260.19E PARA 8-52 D.

PDF EDITS:

8260-9:

ADDED KCGI TO LOCATION PORTION OF BLOCK 2.
ADDED 48 TO ADJUSTMENTS PORTION OF BLOCK 3.

WALy
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STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER TAMMS INT/CNG CGI VORIDME 1.AAO - 371806.00N/0891830.00W | 949 (4E) 1000 [AT451 2400
23.50 DME 2. TERRAIN 371806.00N/0891830.00W [749 (700) AS1500 2200
FINAL: PT I 10 NM , ZOTNOICGI 2.50  [3. AAO 371406.00N/0893655.00W | 799 (2C) 300 1100
DME
FINAL: STEPDOWN ZOTNOICGI 2.50 _ |CGI VOR/IDME 4. TOWER (29-000976) [371057.00N/0893444.00W |671 (1A) 250 940
DME ‘
2. PROCEDURE TURN CGI VOR/DME 10 NM 6. TOWER (29-001180) . {370338.00N/0893727.00W |1000 (5D) 1000 2000
‘ /6. TERRAIN 370406.00N/0893655.00W | 599 (600) AS1500 2100
MAP: |cGi VORDME CGI VOR/DME ASC 2200
i-PthgﬁgH 7. TOWER (29-006027) |371818.00N/0893136.00W | 786 (4D) 1000 1800
ELEV: |690 |8. TERRAIN 372045.00N/0893242.00W | 581 (600) AS1500 2100
4. CIRCLINGAREA | DISTANCE |  HT ABV. ARPT.
CATEGORY A 1.3NM | | 350 758 1 598 9. TREE (KCGI0020) | 371239.28N/0893408.77W |557 (1A) 300 si/sl 1100 / 940
CATEGORY B 1.5NM__|uif 450 z 758 1618 10. TOWER (29-000888)| 371350.00N/0893155.00W [655 (1A) 300 sl 1100/960 |
CATEGORY C 1.7NM  |5] 450 |2 758 / 658 11. TOWER (29-002504)] 371532.00N/0893530.00W [690 (2C) 300 s 110071000 |
CATEGORY D 23NM |G 550 |2 7581738 ~ h2.an0 371020.01N/0893710.15W 769 (2C) 300 Sl 1100/1080 |
CATEGORY E 45NM |*| 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: CGl VOR/DME
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL) MSA
090-180 TWR (21-000045) 096/ 28.4 2000 (4D) 3000 270-090 TWR (29-000221) 017/ 12.5 2487 (4D) 3500
180-270 TWR (29-001694) 280/ 21.5 1160 (3C) 2200 ‘ RS
CITY AND STATE ELEVATION: 342 FACILITY PROCEDURE AND AMENDMENT NO: |REGION @ o *~
CAPE GIRARDEAU, MO AIRPORT NAME: cal V%%RWY 2, AMDT 11 ACE 0, |[&
CAPE GIRARDEAU RGNL /27/13 3o

FAA Form 8260 - 9 / April 2006 (Computer Generated) PAGE 1 OF 1 PAGES



PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
CGI TOWER . SOURCE:KCGI / KCIR
oL TOWER NWS |OTHER:
COU FSS ASOS DISTANCE: 0/19.42
‘ FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AiIC
X|[VHF [ x[uHF | THF |[LOCATION: kcai ADJUSTMENT: 0/ 48
PRIMARY NAVAID: CGI VOR/DME
4.
- STLMCC
MONITOR MONITOg :01» T
STATUS | HRS [ CAT 24
OPTN:| cAT 3
ALS
(S) SALS
X MALSR 10 (PCL)
5. X HIRL 10, 28
gpggmiy X |MIRL 0z, 20
LIGHTING REIL
TDZ
C/LINE
X  |OTHER (SPECIFY)
ODALS 28 (PCL) VASI-2L 28 VASI4L 02, 20
6. RUNWAY  |BASIC

MARKINGS ALLWEATHER PIR-G 10

INSTRUMENT NPI-G 28, 02, 20

7. RUNWAY APPROACH

- VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
DATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH [RUNWAY THRESHOLD 3810 FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY: DATE:
7 JILL OLSON (JOHN R. LINDSEY) 12/17/2012
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-353

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

TERPS VOLUME ONE, VISUAL PORTINO OF FINAL PENETRATIONS:
FPT NOTIFIED.
34:1:

508 TREE (KCGI0041) 371230.69N-0893434.45W (39.22)

531 TREE (KCGI0042) 371220.62N-0893440.73W (28.90)

517 TREE (KCGIT0133) 371221.64N-0893433.30W (24.12)
515 TREE (KCGI0044) 371227.37N-0893455.33W (19.06)

520 TREE (KCGIT0156) 371220.66N-0893439.82W (18.79)
521 TREE (KCGIT0161) 371219.44N-0893438.70W (17.37)
508 TREE (KCGIT0128) 371221.72N-0893431.34W (17.02)
522 TREE (KCGIT0168) 371219.46N-0893440.69W (16.72)
513 TREE (KCGIT0146) 371220.21N-0893433.66W (15.84)
509 TREE (KCGI0043) 371226.24N-0893450.95W (13.69)

488 TREE (KCGIT0123) 371228.85N-0893435.04W (13.61)
394 TREE (KCGI0046) 371302.51N-0893434.31W (13.56)

511 TREE (KCGIT0147) 371226.67N-0893455.01W (13.39)
400 TREE (KCGIT0095) 371300.53N-0893436.11W (12.52)
501 TREE (KCGIT0127) 371221.65N-0893429.10W (11.76)
506 TREE (KCGIT0136) 371227.42N-0893454.14W (11.22)
512 TREE (KCGIT0157) 371219.63N-0893436.60W (10.71)
503 TREE (KCGIT0131) 371227.51N-0893452.05W (10.27)
506 TREE (KCGIT0142) 371227.44N-0893456.05W (9.63)

367 BUSH (KCGIT0088) 371306.35N-0893419.97W (9.53)

502 TREE (KCGIT0135) 371220.24N-0893430.51W (7.63)
513 TREE (KCGIT0170) 371218.46N-0893438.89W (6.49
502 TREE (KCGIT0140) 371226.41N-0893452.16W (6.12
393 TREE (KCGIT0091) 371300.55N-0893436.16W (5.53
477 TREE (KCGIT0122) 371230.18N-0893436.13W (5.36

480 TREE (KCGIT0124) 371229.09N-0893436.39W (5.11
391 TREE (KCGIT0094) 371259.99N-0893434.33W (3.55
503 TREE (KCGIT0152) 371218.95N-0893432.42W (3.41
500 TREE (KCGIT0148) 371221.85N-0893439.63W (2.25
509 TREE (KCGIT0171) 371217.86N-0893437.67W (1.88
500 TREE (KCGIT0149) 371225.92N-0893453.30W (1.78

514 TREE (KCGIT0181) 371213.80N-0893430.94W (1.41
510 TREE (KCGIT0175) 371217.67N-0893439.95W (0.39

8260.3, VOLUME 1, CHAPTER 2, NEW CIRCLING CRITERIA
APPLIED.

CAT A: 1.30NM

CAT B: 1.82NM

CAT C: 2.85NM

CAT D: 3.73NM

NO ADDITIONAL AIRSPACE REQUIRED.

RASS PRESSURE PATTERNS SAME

KCGI KCIR, 341.6 322.0

RA =47.41.

REQUEST 4D F/C ACCURACY FOR OBS #7.

AVERAGE VEGETATION ASSUMED TO BE 70 FT PER FPT.
VGSI DATA: 4.00/52.2

KCGI ASOS AND KCIR AWOS-3 ARE ON SERVICE A.




RADIO FIX AND HOLDING DATA RECORD

NAME: CAPE GIRARDEAU VOR/DME STATE: MO COUNTRY: US

LATITUDE/LONGITUDE: 371339.14N/0893420.68W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 CAPE GIRARDEAU ole]l VOR/DME L 45000

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEGLENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 S CGl VOR/DME 196.04 016.04 L 1 . 2200 6000 4 5

2 S cal VOR/DME 196.04 016.04 L 1 2400 6000 4 5

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (29-002249) 370724.49N/0893219.44W 834 5D

2 200 TOWER (29-002249) 370724.49N/0893219.44W 834 5D

2 310 TOWER (29-001164) 372423.00N/0893344.00W 2287 4E

REASON FOR NONSTANDARD HOLDING:
PAT 2 ATC REQUEST
PAT 1 PAT 2 ATC REQUESTED

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.

PROCEDURES REQUIRING CLIMB-IN-HOLD:

PAT PROCEDURE TITLE AIRPORT IDENT CITY STATE
1 ILS OR LOC RWY 10 KCGI CAPE GIRARDEAU MO (US)
REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.
PATTERN 2 CONTROLLING OBSTACLE IS LOCATED 11,129' INTO THE SECONDARY AREA, PRIMARY EQUIVALENT ELEVATION IS 1332.

FIX USE:

USE TYPE USETITLE FAC PAT AIRPORTIDENT CITY STATE
DP TURBO KALN ALTON/ST LOUIS IL (US)
DP TURBO KCPS CAHOKIA/ST LOUIS IL (US)
DP TURBO KSTL ST LOUIS MO (US)
DP TURBO KSUS ST LOUIS MO (US)
EN ROUTE V125 (US)

EN ROUTE V313 (US)
EN ROUTE V429 (US)
EN ROUTE V178 MO (US)
IAP NDB RWY 14 KCIR CAIRO IL (US)
IAP RNAV (GPS) RWY 14 KCIR CAIRO IL (US)
IAP ILS OR LOC RWY 10 2 KCGI CAPE GIRARDEAU MO (US)
IAP LOC/DME BC RWY 28 KCGI CAPE GIRARDEAU MO (US)
IAP VOR RWY 02 1 KCGI CAPE GIRARDEAU MO (US)
IAP VOR RWY 10 1 KCGI CAPE GIRARDEAU MO (US)
IAP NDB RWY 36 KCHQ CHARLESTON MO (US)
IAP RNAV (GPS) RWY 18 KMAW MALDEN MO (US)
IAP VOR RWY 20 KSIK SIKESTON MO (US)
STAR BOOSH (RNAV) KSTL ST LOUIS MO (US)
STAR QBALL KSTL ST LOUIS MO (US)

REQUIRED CHARTING: DP, STAR, |IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 12 DATE OF REVISION: 06/27/2013

REASON FOR REVISION:

1. UPDATED FIX USE.

2. CHANGED HOLD PAT 1 AND PAT 2 INBOUND COURSE FROM 013.04 TO 016.04 AND RAISED MIN HOLD ALT FROM 2000 TO 2200.
3. CHANGED HOLD PAT 2 MAX ALT FROM 4000 TO 6000, MIN TAMPLATE FROM 12 TO 4 AND MAX TEMPLATE FROM 12 TO 5.

4. ADDED 200 KIAS CONTROLLING OBS TO HOLD PAT 2.

5. ADDED ENROUTE HIGH TO REQUIRED CHARTING. \\)Al/
6. CHANGED FAC 1 MAA FROM 17500 TO 45000 TO SUPPORT THE QBALL STAR AT KSTL. !\’3» /;a_
Q. Q
Ao

FAA FORM 8260-2 / AUG 2009 Page 1 of 2




CAPE GIRARDEAU VOR/DME

DEVELOPED BY: DATE: 12/12/2012 OFFICE: AJV-353 NAME: JILL OLSON (JOHN LINDSEY)

APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT

SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZME
ATC FACILITY: CGI ATCT
OTHER:

VAL
P

o
S

FAA FORM 8260-2 / AUG 2009 Page 2 of 2



RADIO FIX AND HOLDING DATA RECORD

NAME: TAMMS STATE: IL COUNTRY: US

LATITUDE/LONGITUDE: 371418.47N/0891401.35W TYPE: INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA

BRG BRG NM  FEET

1 CUNNINGHAM CNG - VORTAC L 303.00 306.00 23.50 23.50 - 2800 17500

2 MARION MWA VOR/DME L 195.00 199.00 32.68 2800 17500

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 SE CNG VORTAC 303.00 303.00 R 1 2800 14000 6 12

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (21-000045) 371131.00N/0885853.00W 2000 4D

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

CUNNINGHAM (FAC 1) USED TO ESTABLISH FIX COORDINATES

UNPUBLISHED HOLDING REQUESTED BY ATC

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

HOLD PAT 1 CONTROLLING OBSTACLE LIES 1.57 NM INTO THE SECONDARY AREA, PRIMARY EQUIVALENT IS 1111.1 FT.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V540 1,2 (Us)
IAP RNAV (GPS) RWY 14 KCIR CAIRO IL (US)
AP VOR RWY 10 1,2 KCGI CAPE GIRARDEAU MO (US)
AP VOR RWY 2 1,2 KCGI CAPE GIRARDEAU MO (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 6 DATE OF REVISION: 06/27/2013

REASON FOR REVISION:

. MOVED HOLDING LIMITED TO ESTABLISHED PATTERN REMARK TO RESTRICTIONS.

. MOVED FIX 6.04 FT SOUTHEST TO PLACE ON V540 CENTERLINE AND UPDATED COORDINATES.
. UPDATED FIX USE.

. CHANGED FAC 1 AND FAC 2 MRA FROM 2400 TO 2800 FOR V540 MEA.

. CHANGED HOLD PAT 1 MINIMUM ALTITUDE FROM 2300 TO 2800.

. CHANGED HOLD PAT 1 TEMPLATES FROM 4/11 TO 6/12 IAW 7130.3 TABLE 2.

. UPDATED HOLD PAT 1 CONTROLLING OBSTACLE DATA AND ADDED ASSOCIATED REMARK.
. ADDED DISTANCE FROM FAC TO FAC 1 AND FAC 2.

. DELETED FAC 3.

10. ADDED PRECIPITOUS TERRAIN EVALUATION COMPLETED REMARK.

11. REMOVED WP FROM FIX TYPE.

12. ADDED CUNNINGHAM (FAC 1) USED TO ESTABLISH FIX COORDINATES REMARK.

13. DELETED 4 DME HOLD LEG LENGTH FROM PAT 1.

OCONOOMPAWN =

DEVELOPED BY: DATE: 12/14/2012 OFFICE: AJV-353 NAME: JILL OLSON (JOHN LINDSEY)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCG: ZME

ATC FACILITY: CG! ATCT
OTHER: PAH ATCT
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RADIO FIX AND HOLDING DATA RECORD

|
i NAME: ZOTNO STATE: MO COUNTRY: US
‘\’ LATITUDE/LONGITUDE: 371113.44N/0893506.22W TYPE: DME
% AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC  MRA MAA
BRG BRG NM  FEET
1 CAPE GIRARDEAU CaGl VOR/DME L 196.04 194.04 2.50 2.50 1000 17500
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP VOR RWY 2 1 KCGI CAPE GIRARDEAU MO (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 06/27/2013
DEVELOPED BY: DATE: 12/17/2012 OFFICE: AJV-353 NAME: JILL OLSON (JOHN LINDSEY)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZME
ATC FACILITY: CGI ATCT
OTHER:
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= = m AJV'34
Administration SBaker
Memorandum -
Date:
To: Dick Powell Manager, National Flight Data Center, AJV-21
fooesamor
From: Larry H. Strout, Manager, Central Products Team, AJV-353 o
Subject: ACTION: Magnetic Variation Change Request for Cape Girardeau Rgnl, Cape
Girardeau, MO (KCGI) PATE
— foeTT—
AJV-341
The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the patonso
‘Airport/Facility” column will be revised effective concurrent with the publication of the
procedure(s) listed below. AT
ILS OR LOC RWY 10, AMDT 12 [FovTNG STAMEOL
LOC/DME BC RWY 28, AMDT 8
RNAV (GPS) RWY 2, ORIG ‘ eSS
RNAV (GPS) RWY 10, AMDT 1 |
RNAV (GPS) RWY 20, ORIG
RNAV (GPS) RWY 28, AMDT 1
TAKEOFF MINIMUMS AND OBSTACLE DP, AMDT 9
VOR RWY 2, AMDT 11
VOR RWY 10, AMDT 3
Estimated Chart Date: 06/27/2013
Please publish these changes in the National Flight Data Digest.
MISSOURI
_ Airport ‘ Assigned Magnetic | Epoch
Location Name /Facility | Identifier Variation Is Year
Cape Cape Girardeau . Old 1° East
Girardeau Rgnl Airport KCaGl/ cal New 2° West 2015
Cape : Old 1° East
Girardeau ILS Gl New 2° West 2015




Cape

Old 1° East

Girardeau Dutch NDB/C . CGICG New 2° West 2015
Cape . Old 1° East
Girardeau Cape Girardeau VOR/DME | KCGI/ CGI New 2° West 2015

If you have any questions please notify Larry H. Strout, larry.h.strout@faa.gov (405-954-5070).

cc: AIV-3rf

sjb:x7537: 12/11/2012 : (U\AVN100\PIT\"MAGVARMAGVAR\MAGVAR Letters 2013\ MV Change Request for
Cape Girardeau, MO (KCGI) 12-11-12 Requestor: JLindsey, Evaluated By: LFortier




RADIO FIX AND HOLDING DATA RECORD

NAME: EDAYE STATE: MO COUNTRY: US
LATITUDE/LONGITUDE: 370945.97N/0893533.44W TYPE:
AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 11/05/1999
DEVELOPED BY: DATE: OFFICE: NAME:
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZME
ATC FACILITY: CGI ATCT
OTHER:
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