CAPE GIRARDEAU, MO

CAPE GIRARDEAU RGNL

(KCGI)  RNAV (GPS) RWY 10, AMDT 1 (LPV)

Action: ask Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 09/06/2012 | 2012090630385508001 20120906303855
Procedure: RNAV (GPS) RWY 10 AMDT 1 Airport ID: Airport: CAPE GIRARDEAU RGNL Reimbursable #:
KCGI
City: CAPE GIRARDEAU ST: MO GPS #: Estimated Chart Date: FICO #:
06/27/2013
Fac ID: Fac. Type:” Specialist: JOHN LINDSEY
Lev
Procedure Review
Rec'd Rel'd Full Name Comments
Lead: 09/28/2012 02/14/2013 JOHN LINDSEY
QA: 02/14/2013 02/22/2013 DAVID PUGLISI
Liaison: | 02/22/2013 jj».(l N MAGVAR
Procedure Comments: ENROUTE-NON |Remark Type: INFORMATION Vi 2. LY
4

CONTACT: JILL OLSON/STEVE BARNETT -AV]-353 LEADS, 405.954.4014 / 405.954.9307.

ENROUTE-NO FC: 5.14.13

ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-2(S): FISAV, REV 1; GOGEC, REV 1; IYIGO, REV 1; WELVA, ORIG.

PUB: 6.27.13

VN 8200-6 (05/26/2005)

Data as of:

2/26/2013 8:57:56AM




CAPE GIRARDEAU, MISSOURI AL-943 [FAA)

FIG
WAAS Rwy Idg 6500 ( )
APP CRS | Rwy ldg
cre13ee AT0 RS THRe 337 RNAV (GPS) RWY 10
W10A Apt Elev 342 CAPE GIRARDEAU RGNL (CGI)
v For uncompensated Baro-VYNAY systems, INAV/VNAY NA below -17°C {2°F) or above
54°C (130°F). DME/DME RNP-0.3 NA. When local altimeter setting not received, use Cairo MALSR A .
Rgnl alimeter sefting and increase all DA 48 feet and all MDA 60 feet; increase LNAV Cat . = Ml_SSED PPROACH'
CID visibilities vmile and Circling Cat C/D visibility ' mile. Baro-VNAV and VDP NA when | @9 | Climb to 3000 direct
using Cairo Rgnl altimeter setting. FOR INOPERATIVE MALSR, INCREASE LNAV/VNAV VISIBILITY ALL FISAV and hold.
CATS TO 7/8 AND LNAV CATS C/D VISIBILITY TO 1 MILE FOR INOPERATIVE MALSR, WHEN USING
CAIRO RGNL ALTIMETER SETTING, INCREASE LNAY CATS C/D VISIBILITY TO 1 1/8 MILE
ASOS MEMPHIS CENTER CAPE GIRARDEAU TOWER * GND CON UNICOM
120.55 133.65 292.15 125.525 (CTAF) () 121.6 122.95
FISAV: 3710.311N / 08920.264W N2287
GOGEC: 3715.018N / 08940.993W
IYIGO: 3716.645N / 08948.229W 170
WELVA: 3714.215N / 08937.435W ~ A 1478
RW10: 3713.643N / 08934.905W
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IYIGO
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RW10 N671 1080, y
A993 FISAV <m0
8607-)
0
O
=
ie
Sy
ELEV 342 | |[THRE 337
4 NM IYIGO 3000 | FISAV
Holding Pattern GOGEC ¢
e A
s |0} *
3000 288° (1050 2000 RW1O INAV only
3000 g5~ 105 T | e
(106°T) >>¢
GS 3.00° 2000 .
TCH 54 1060
- 6 NM 3NM—={ 1.1 NM
CATEGORY A | B C
LPV DA 537-V2 200 (200-%)
LNAV
LNAV MDA 700-Va 363 (400-}) 700-% 363 (400-%)
860-1 960-1 1000-1% | 10802/ | MRLRwy2200
[@ CIRCLING
518 (600-1) 618(700-1) | 658(700-1%) | 738 (800-2%) | HIRL Rwy 10-28 0
iA';f ?";gRDEAUI MISSOUR CAPE GIRARDEAU RGNL (CGI)
m

37°14'N-89°34'W

RNAV (GPS) RWY 10



RNAY - STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cellings are in feet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above aimort elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR. )
TERMINAL ROUTES ) MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE bPle II)\;.\NAV DA
IYIGO (IF/IAF) GOGEC (FB) 107.68/6.00 2000 LNﬁV: RW10
GOGEC (FAF Wi .10 NM B 7512, _
(FAF) ELVA210 TORW10(FB) 107.7812.95 CLIMB TO 3000 DIRECT FISAV AND HOLD.
WELVA/2.10 NM TO RW10 RW10 (MAP) (FO) 107.75/2.10
RW10 (MAP) 537 MSL ' 107.75
537 MSL FISAV (FO) 3000
ADDITIONAL FLIGHT DATA:
HOLD E, RT, 287.95 INBOUND.
CHART FAS OBST: 436 OL TWR 371421N/0893557W
DISTANCE TO THLD FROM 200 HATH: 0.46 NM.
CHART VDP AT 0.97 MILES TO RW10*
*LNAV ONLY.
REFERENCE PATH ID: W10A
R 1 :
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) CHART CIRCLING ICON.
2. HOLD W IYIGO, RT, 107.68 INBOUND, 3000 FT. IN LIEU OF PT (IAF) LTP HAE: 74.4 M '
3. FAC: 10775 FAF: GOGEC DISTFAF TOMAP: 505 THLD: 5.05
4. MIN. ALT: 1Y1GO 3000, GOGEC 2000, WELVA/2.10 NM TO RW10 1060*
5. DIST TO THLD FROM OM: : MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2000 GS ALT AT:GOGEC 2000 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:54.1 34:11S CLEAR
8. MSA FROM: MAG VAR: 2w EPOCH YEAR: 2015
MINIMUMS ’
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY =====> A B . c D E
DH/MDA VIS | HAT/HAA | DH/MDA VIS HAT/HAA|DHIMDA VIS HAT/HAA | DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA
LPV DA 537 1/2 200 537 1/2 200 537 172 200 5§37 172 200
LNAV/VNAV DA 603 112 266 603 172 266 603 172 266 603 1/2 266
LNAV MDA 700 1/2 363 700 1/2 363 700 5/8 363 700 5/8 363
CIRCLING 860 1 518 960 1 618 1000 13/4 658 1080 21/4 738
NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -17C (2F) OR ABOVE 54C (130F). CAT D 800-2 1/4 WAL,
CHART NOTE: DME/DME RNP-0.3 NA. NA WHEN LOCAL WEATHER NOT AVAILABLE. 2,
CHART NOTE::-WHEN LOCAL. ALTIMETER SETTING NOT RECEIVED, USE CAIRO RGNL ALTIMETER SETTING AND <
INCREASE ALLDA 48 FT AND ALL MDA 60 FT; INCREASE LNAV CAT C/D VISIBILTIES 1/8 MILE AND CIRCLING %Cﬁ
(SEE FORM 8260-10) .
ciTy ANDSTATE ELEVATION: 342 THRE: 337 FACILITY PROCEDURE NO./JAMDT NO./EFFECTIVE DATE: SUP:
CAPE GIRARDEAU, MO AIRPORT NAME: IDENIJ(-I'\II;{\ER: RNAV (GPS) RWY 10, AMDT 1 AMDT: ORIG ,
CAPE GIRARDEAU RGNL DATED 02/16/2006 |-

FAA FORM 8260 - 3 / April 2006 (computer generated) : PAGE 1 OF § PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[X] Yes [ ] ~no ' ~ RoUTINE

COORDINATED WITH: ,
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[x] ] [X] [x] x] [x] [X]  zmE coiATCT, AMGR

FLIGHT CHECKED BY

NAME: i , FIFO DATE:

DEVELOPED BY
NAME: FIFO DATE:
JILL OLSON (JOHN R. LINDSEY) AJV-353 01/03/2013
. APPROVED BY
NAME: ) FIFO DATE:
LARRY H STROUT MANAGER AJV-353
CHANGES:

1. REPLACED MSA, SOBAW FEEDER, DEDEE INITIAL AND JIPAT INITIAL WITH MODIFIED TAA.
2. LOWERED PFAF ALTITUDE FROM 2400 TO 2000 AND SHORTENED FINAL FROM 6.19 TO 5.05 NM.
3. INCREASED ALL HEADINGS 3 DEGREES.
4. ADDED WELVA AS LNAV FINAL STEPDOWN AND ALL ASSOCIATED NOTES.
5. MOVED VDP FROM 1.7 TO 1 NM FROM RW10.
6. CHANGED REMOTE BACKUP ALTIMETER SETTING LOCATION FROM CARBONDALE, IL TO CAIRO RGNL, ADJUSTMENT AMOUNT FROM 100 TO 48 FT FOR DA AND 60 FT FOR MDA,
AND ADDED VISIBILITY ADJUSMENTS TO THE CHART NOTE
7. CHANGED INOPERATIVE MALSR CHART NOTE FROM "FOR INOPERATIVE MALSR INCREASE LPV ALL CATS. VISIBILITY TO 3/4" TO READ "FOR INOPERATIVE MALSR, INCREASE
LNAV/VNAYV VISIBILITY ALL CATS TO 7/8 AND LNAV CATS C/D VISIBILITY TO 1 MILE".
8. CHANGED MISSED HOLD LEG LENGTH FROM 5 TO 4 NM.
9. CHANGED CHARTING OF TDZE 338 TO THRE 337.
10. CHANGED BARO-VNAV CRITICAL LOW TEMPS FROM -15C (5F) TO -17C (2F) AND ADDED CRITICAL HIGH TEMPS.
11. LOWERED LPV MINIMUMS FROM 588 - 1/2 - 250 TO 537 - 1/2 - 200.
132 Lg;ggl}ED LNAV/VNAV MINIMUMS FROM 723 - 3/4 - 385 TO 603 - 1/2 - 266.
EE -

REASONS:

1-2. FPT REQUEST.

3. MAGVAR ROTATED FROM -1E TO +2W.
4. TO GAIN LOWEST POSSIBLE MINIMUMS, PER FPT.
5. NEW VALUE.

6. FPT REQUEST, NEW VALUES.

7. NEW ADJUSTMENT VALUES.

8. 1AW 7130.3,

9. JAW 8260.19E PARA 8-58.

10. IAW 8260.19E CHAP 4 PARA4-97.
11-14. NEW CONTROLLING OBSTACLES.
15. IAV\L@:Z 0;1%@ PARA 8-54 M.

PDF EDHS: .9*3 ' : : "4
SEE 8250° m




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV - STANDARD : . Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 except visibilities which are in statute miles or in feet RVR.
NOTES, (CONT.):
CAT C/D VISIBILITY 1/4 MILE.
CHART NOTE: BARO-VNAV AND VDP NA WHEN USING CAIRO RGNL ALTIMETER SETTING.
CHART NOTE: FOR INOPERATIVE MALSR, INCREASE LNAV/VNAV VISIBILITY ALL CATS TO 7/8 AND LNAV CATS C/D
VISIBILITY TO 1 MILE.
CHART NOTE: FOR INOPERATIVE MALSR, WHEN USING CAIRO RGNL ALTIMETER SETTING, INCREASE LNAV CATS C/D
VISIBILITY TO 1 1/8 MILE.
TAA i
FROM TO ALT
1. 018/30 CW 198/30 (NOPT) IYIGO (IF/IAF) (FB) 3000
198/30 CW 018/30 1IYIGO (1AF) (FO) 3500
WAL,
@ . 2
O I
T
CITY AND STATE ELEVATION: 342 THRE: 337 FS‘ECI\III:I!PI—:TER PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
CA ; : : RNAYV (GPS) RWY 10, AMDT 1
PE GIRARDEAU, MO AIRPORT NAME: RNAV AMDT: ORIG
CAPE GIRARDEAU RGNL DATED:  02/16/2006
FAA FORM 8260-10 / April 2006 (Computer Generated) ,

PAGE 2 OF§ PAGES




[ ] ves [ ] no

ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

COORDINATED WITH: :
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

1 OO O @O @4 [

FLIGHT CHECKED BY

NAME: ' FIFO

DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:
CHANGES:

CHANGES CONT.

13. LOWERED LNAV MINIMUMS AS FOLLOWS: CAT A AND B FROM 940 - 1/2 - 602 TO 700 - 1/2 - 363, CATC

FROM 940 - 1 1/4 - 602 TO 700 - 5/8 - 363 AND CAT D FROM 940 - 1 1/2 - 602 TO 700 - 5/8 - 363.

14. CHANGED CIRCLING MINIMUMS AS FOLLOWS: CAT A FROM 940 - 1 1/4 - 598 TO 860 - 1 - 51 8, CATB

VISIBILITY FROM 1 1/4 TO 1, CAT C FROM 960 -1 3/4 - 618 TO 1000 - 1 3/4 - 658 AND CAT D FROM

1000 - 2 - 658 TO 1080 - 2 1/4 - 738. 15. ADDED CHART NOTE: FOR INOPERATIVE MALSR, WHEN USING

CAIRO RGNL ALTIMETER SETTING, INCREASE LNAV CATS C/D VISIBILITY TO 1 1/8 MILE.

REASONS:
REASONS CONT.
8260-3:
CHANGED GOGEC TO READ GOGEC (FAF) IN TERMINAL ROUTES
REMOVED CA LEG ALTITUDE FROM TERMINAL ROUTES.
8REGM0\(;ED STEP CROSSING ALTITUDE FROM TERMINAL ROUTES.

0-10:
g{EIgOgVED.CA LEG ALTITUDE FROM MISSED APPROACH SEGMENTS.
260-9:
ADDED KCGI TO LOCATION PORTION OF BLOCK 2.
-,




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KCGI
RUNWAY RW10
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W10A
LTP/FTP LATITUDE 371338.5505N
LTP/FTP LONGITUDE 0893454.2950W
LTP/FTP ELLIPSOIDAL HEIGHT +00744
FPAP LATITUDE 371314.2320N
FPAP LONGITUDE 0893306.9620W
THRESHOLD CROSSING HEIGHT (TCH) 00054.1
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0768
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 35.0
CRC REMAINDER C10A575C
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K3
LTP ORTHOMETRIC HEIGHT +01027
FPAP ORTHOMETRIC HEIGHT +01027
&
1y
Y@
CITY AND STATE ELEVATION: 342 THRE: 337 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
IDENTIFIER:
CAPE GIRARDEAU, - : RNAV (GPS) RWY 10, AMDT 1
MO AIRPORT NAME: RNAV AMDT: ORIG
CAPE GIRARDEAU RGNL DATED: 02/16/2006

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 3 OF § PAGES




ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] yes [ ] ~no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
] [ ] [ [] [ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: - FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—BML‘G—ES)—SIAN-DARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 . indicated, except visibilities which are in statute miles-or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT FISAV K50 W N37101863W089201583 woo17 NAR FISAV
SUSAEAENRT GOGEC K30 W N37150108W089405959 W0014 NAR GOGEC
SUSAEAENRT IYIGO K30 W N37163869W089481373 w0013 NAR IYIGO
SUSAEAENRT WELVA K30 W N37141289W089372612 W0014 NAR WELVA
1 2 3 4 5 6 7 8 9 0 1 2 3

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KCGIK3ACGI 0 065YHN37133110W089341470W002000342 1800018000C MNAR CAPE GIRARDEAU RGNL

1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KCGIK3FR10 AIYIGO O010IYIGOK3EAQEE AR HF 10770040 + 03000 18000 A JS
SUSAP KCGIK3FR10 R 010IYIGOK3EAQE I IF + 03000 18000 A JS
SUSAP KCGIK3FR10 R 020GOGECK3EAlE F OS51TF 10770060 + 02000 A JS
SUSAP KCGIK3FR1O0 R 02 0GOGECK3EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KCGIK3FR10 R 021WELVAK3EAQOE S 031TF 10780030 V 0106001060 -300 A Js
SUSAP KCGIK3FR10 R 030RW10 K3PGOGY M 031TF 10780021 00391 -300 A JS
SUSAP KCGIK3FR10 R 040 0 M CA 1078 + 00537 A JS
SUSAP KCGIK3FR10 R 050FISAVKSEAQEY DF + 03000 A JS8
SUSAP KCGIK3FR10 R 060FISAVKSEAOEE R HM : 28800040 + 03000 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KCGIK3GRW10 0065001078 N37133855W08934543040100 +0074400337000054150I
1 2 3 4 5 6 7 8 S 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KCGIK3PR1O RW10 001 0000W10AON3713385505W08934542950+007440300N3713142320W08933069620106750768000541F400350C10A575C

SUSAP KCGIK3PR1O RW10 002E +01027+01027LPV 61399
CITY AND STATE ELEVATION: 342 THRE: 337 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SuUP:
CAPE GIRARDEAU, MO AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 10, AMDT 1
CAPE GIRARDEAU RGNL AMDT: ORIG
RNAV DATED:  02116/2006

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 5  Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [ ] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

1 O 0O O

AQPA

[]

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—BNA)L(QES)—S—TANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY -~ 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
IYIGO IYIGO 010 IAF HF R FO 107.7(105.7T) 004.0 AA 03000
IYIGO 010 FACF IF FB AA (03000
GOGEC 020 FAF TF FB 0.5 107.7(105.7T) 006.0 AA 02000
WELVA 021 SDF TF FB 0.3 107.8(105.8T) 003.0 AA 01060 GS 01060
RW10 030 MAP TF FO 0.3 107.8(105.8T) 002.1 AT 00391
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 107.8(105.8T) AA 00537
FISAV 050 DF FO AR 03000
FISAV 060 HM R FO 288.0(286.0T) 004.0 AA 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
FISAV N371018.63 w0892015.83 N3710.311 W08920.264
GOGEC N371501.08 W0894059.59 N3715.018 W08940.993
IYIGO N371638.69 w0894813.73 N3716.645 w08948.229
WELVA N371412.89 wW0893726.12 N3714.215 W08937.435
RW10 N371338.55 W0893454.30 N3713.643 Ww08934.905
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW10 00337 54
CITY AND STATE ELEVATION: 342 THRE: 337 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
CAPE GIRARDEAU, MO AIRPORT NAME: ) IDENTIFIER: RNAV (GPS) RWY 10, AMDT 1
CAPE GIRARDEAU RGNL AMDT: ORIG
RNAV
DATED:  02/16/2006

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0 O O O

AOPA

1

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES  [ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
STRAIGHT-IN AREA 018/30 CW 198/30 1YIGO 1. TOWER (29-000419) [372712.10N/0902232.40W | 1820 (3C) | 1000 |AT180 3000
2. TERRAIN 372918.00N/0902051.00W | 1405 (1400) AS1500 2900
STRAIGHT-IN AREA 198/30 CW 018/30 IYIGO 3. TOWER (29-000221) |372544.00N/0893014.00W | 2487 (4D) | 1000 3500
4. TERRAIN 373306.00N/0892051.00W 998 (1000) AS1500 2500
INTERMEDIATE 1YIGO (IF/IAF) GOGEC 5. AAO 371736.00N/0894909.00W |811 (4C) 500 |AT689 2000
[6- TERRAIN 371736.00N/0894909.00W [611 (600) AS1000 1600
FINAL: LPV GOGEC RW10 ASC 537/200
FINAL: LNAV/VNAV GOGEC RW10 ASC  [ma1e 603/266
FINAL: LNAV GOGEC WELVA/2.10 NM TO [8. AAO 371543.15N/0894102.47W [ 739 (2C) 250 |RA48 DG23 1060
RW10
FINAL: LNAV STEPDOWN WELVA/IZ10NMTO | RW10 9. OL TWR (KCGIT0440)[371421.32N/0893557.42W |436 (1A) 250 700
RW10
2. HOLD-IN-LIEU-OF-PT IYico P-5 10. TOWER (29-001694) [3741635.00N/0900104.00W | 1160 (3C) 1000 |AT840 ~ |3000
11. TERRAIN 372048.00N/0895606.00W | 752 (800) AS1500 2300
MAP: [DA/DA/RW10 FISAV 12. TREE (KCGI0020) [371239.28N/0893408.77W |557 (1A) ASC 3000
ip“gggEgH 13, AAO 371254.00N/0892254.00W |821 (4C) | 1000 1900
ELEV. |370/442/600 14. TERRAIN 371254.00N/0892254.00W | 621 (600) AS1500 2100
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM__f [ 350 518 12. TREE (KCG10020) |371239.28N/0893408.77W [557 (1A) 300 360
CATEGORY B 15NM |l 450 |2 618 13. TOWER (29-000888)| 371350.00N/0893155.00W [655 (1) | 300 960
CATEGORY C 1.7NM  |S] 450 |2 658 14. TOWER (29-002504)] 371532.00N/0893530.00W [690 (2C) 300 1000
CATEGORY D 23NM  |@] 550 |2 738 14. AAO 371020.01N/0893710.15W [769 (2C) 300 1080
CATEGORY E 45NM |%[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: -
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION] BRG/DIST  |ELEVATION (MSL) Q‘i‘#’;
. ‘.
CITY AND STATE ELEVATION: 342 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
73, " GAPE GIRARDEAU, MO AIRPORT NAME: RNAV RNAV (GPS) RWY 10, AMDT 1 ACE
T . CAPE GIRARDEAU RGNL
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH:

2. WEATHER SERVICE

3. ALTIMETER SETTING

ZME ARTCC NWS |OTHER: SOURCE:KCGI / KCIR
CGI TOWER ASOS DISTANCE: 0/ 19.42
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC 0/24 HR BACKUP
x|VHF |x[uHF | |HF |LOCATION: Kcai ADJUSTMENT: 0/ 48
. PRIMARY NAVAID:
MONITOR |-MCNITOR POINT:
STATUS | HRS | CAT1
OPTN:| CAT 3
ALS
(S) SALS
X [mMALSR 10 (PCL)
5. X HIRL 10, 28
APPROACHI™ ™ [mIRL 02, 20
& RUNWAY T
LIGHTING
TDZ
CILINE
X  |OTHER (SPECIFY)
ODALS 28 (PCL) VASI-2L 28 VASI-4L 02, 20
6. RUNWAY  |BASIC
MARKINGS ALL WEATHER PIR-G 10
INSTRUMENT  NPI-G 28, 02, 20
7.RUNWAY |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:337.1
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:54.1
9. FINALAPPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

w5
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PART D - PREPARED BY:

JILL OLSON (JOHN R. LINDSEY)

DATE:
01/03/2013

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-353

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

VGSI DATA: NONE
AVERAGE VEGETATION 70 FT PER FPT.

'KCGI AND KCIR ARE ON SERVICE A.

RASS PRESSURE PATTERNS SAME
KCGI KCIR, 341.6 322.0

RA = 47.41.

SEE ATTACHED AIRSPACE LETTER.

LPV SLOPE: 34:1

LNAV/VNAV SLOPE: 23.586:1

AIRPORT ISAC: 14.32

AVERAGE COLD TEMPERATURE BASED ON 5 YEAR HISTORY
(2007-2011): -17.888C (-0.2F)

8260.3, VOLUME 1, CHAPTER 2, NEW CIRCLING CRITERIA
APPLIED.

CAT A: 1.30NM

CAT B: 1.82NM

CAT C: 2.85NM

CAT D: 3.73NM

M

&
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RADIO FIX AND HOLDING DATA RECORD

NAME: FISAV STATE: IL COUNTRY: US

LATITUDE/LONGITUDE: 371018.63N/0892015.83W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS: ,

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN _ LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 E WP 107.95 287.95 R 4 3000 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 371451.00N/0892254.00W 926 4E

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP RNAV (GPS) RWY 10 1 KCGI CAPE GIRARDEAU : MO (US)

IAP RNAV (GPS) RWY 28 1 KCGl CAPE GIRARDEAU MO (US)

REQUIRED CHARTING: |AP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 . DATE OF REVISION: 06/27/2013

REASON FOR REVISION:

. MOVED HOLDING LIMITED TO ESTABLISHED PATTERN REMARK TO RESTRICTIONS.
. ADDED PRECIPITOUS TERRAIN EVALUATION COMPLETED REMARK.

. MOVED FIX 1.21 NM WEST AND UPDATED COORDINATES.

. UPDATED FIX USE.

. DELETED FAC 1. !

. CHANGED HOLD PAT 1 DME LEG LENGTH FROM 5 TO.4 DME.

. UPDATED HOLD PAT 1 CONTROLLING OBSTACLE DATA.

. CHANGED HOLD PAT 1 INBOUND HEADING FROM 284.96 TO 287.95.

ONOOMWN

DEVELOPED BY: DATE: 12/27/2012 OFFICE: AJV-353 NAME: JILL OLSON (JOHN LINDSEY)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZME
ATC FACILITY: CGI ATCT
OTHER:

G},}N/,:‘
[4)
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- RADIO FIX AND HOLDING DATA RECORD

NAME: GOGEC STATE: MO COUNTRY: US
LATITUDE/LONGITUDE: 371501.08N/0894059.59W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:
8260.54A FORMULA 2-16B APPLIED.

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
IAP RNAV (GPS) RWY 10 KCGI CAPE GIRARDEAU

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 06/27/2013

REASON FOR REVISION:

1. DELETED FAC 1.

2. MOVED FIX 1.14NM EAST AND UPDATED COORDINATES.
3. UPDATED FIX USE.

4. ADDED 8260.54A FORMULA 2-16B APPLIED REMARK.

DEVELOPED BY: DATE: 12/26/2012 OFFICE: AJV-353 NAME: JILL OLSON (JOHN LINDSEY)

APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZME
ATC FACILITY: CGI ATCT
OTHER:

STATE
MO (US)

~

(63

%l

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: IYIGO STATE: MO COUNTRY: US
LATITUDE/LONGITUDE: 371638.69N/0894813.73W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES

INBOUND (LORR) TIME DME MIN MAX
1 w WP 287.68 107.68 R 4 3000 6000

CONTROLLING OBSTRUCTIONS:

MIN MAX

5 6

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATIOeg AgCURACY CODE
1" 3

1 200 TOWER (29-001694) 371635.00N/0900104.00W

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE: - .

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP RNAV (GPS) RWY 10 1 KCGI CAPE GIRARDEAU
IAP RNAV (GPS) RWY 28 1 KCGI CAPE GIRARDEAU

REQUIRED CHARTING: AP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 06/27/2013

REASON FOR REVISION:

1. DELETED FAC 1.

2. MOVED FIX 1.17 NM AND UPDATED COORDINATES.

3. UPDATED FIX USE.

4. MOVED HOLDING LIMITED TO ESTABLISHED PATTERN REMARK TO RESTRICTIONS.
5. ADDED PRECIPITOUS TERRAIN EVALUATION COMPLETED REMARK.

6. UPDATED HOLD PAT 1 CONTROLLING OBSTACLE DATA.

7. CHANGED HOLD PAT 1 INBOUND HEADING FROM 104.65 TO 107.68.

8. CHANGED HOLD PAT 1 DME LEG LENGTH FROM 5 TO 4 DME.

DEVELOPED BY: DATE: 12/26/2012 ‘ OFFICE: AJV-353 NAME: JILL OLSON (JOHN LIND>SEY)
APPROVED BY: DATE: - OFFICE: AJV-353 ' NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZME
ATC FACILITY: CGI ATCT
OTHER:

STATE
MO (US)
MO (US)

WAL,
1 ? /“

G
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RADIO FIX AND HOLDING DATA RECORD

NAME: WELVA STATE: MO COUNTRY: US

LATITUDE/LONGITUDE: 371412.89N/0893726.12W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TIiTLE FAC PAT AIRPORTIDENT CITY . STATE
IAP RNAV (GPS) RWY 10 KCGI CAPE GIRARDEAU MO (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 06/27/2013
DEVELOPED BY: DATE: 12/26/2012 OFFICE: AJV-353 NAME: JILL OLSON (JOHN LINDSEY)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
. FPO: CEN
ARTCC: ZME
ATC FACILITY: CGIATCT
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1



TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: CAPE GIRARDEAU STATE: MO
AIRPORT NAME: CAPE GIRARDEAU RGNL ID: KCGI
PROCEDURE: RNAV (GPS) RWY 10 AMDT: 1
DOCKET #: |

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 3.48
(Enter THLD, FAF, ARP, FACILITY, as appropriate) '
2. Width of FINAL segment at 1000’ point 1.20
(Enter appropriate segment , final, intermediate, etc.) »
3. True Course of FINAL segment containing 1000’ point 105.75
4. High Terrain in FINAL segment containing 1000’ point 539
5. Distance from THLD to 1500 point 6.85
(If 1500' point in PT maneuvering area or holding pattern note in remarks)
6. Width of INTERMEDIATE segment at 1500' point 3.86
7. True Course of INTERMEDIATE segment contairing 1500' point_105.68
8. High Terrain in INTERMEDIATE segment containing 1500’ point 611
9. Threshold Coordinates (if straight-in) ... 371338.55N , 0893454.30W
10. ARP Coordinates ....... [ 371331.10N / 0893414.70W
11. Runway Approach End and distance furthest from ARP................. RWY 10
Distance 0.54 NM
12. FAF Coordinates .........ccccevvuvereenee 371501.08N ; 0894059.59W

(Click to Select)

REMARKS: Approach/Drawing attached.
IYIGO (IF/IAF) SI-TAA, 371638.69N/0894813.73W, 30NM




EONCURRENCES i
OUTING SYMBOL

ATV-34
ISBaker
= —_— ﬁJO?VH\SGSS;MBOL
Memorandum
[NTALSSIG
Date:
To: Dick Powell Manager, National Flight Data Center, AJV-21
From: Larry H. Strout, Manager, Central Products Team, AJV-353 a3
Subject: ACTION: Magnetic Variation Change Request for Cape Girardeau Rgnl, Cape
Girardeau, MO (KCGI) PATE
- I
ATV-341
The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the ,L%
‘Airport/Facility” column will be revised effective concurrent with the publication of the
procedure(s) listed below. AT
ILS OR LOC RWY 10, AMDT 12 frovTG STvBOL
LOC/DME BC RWY 28, AMDT 8
RNAYV (GPS) RWY 2, ORIG s »
RNAV (GPS) RWY 10, AMDT 1 |
RNAV (GPS) RWY 20, ORIG
RNAV (GPS) RWY 28, AMDT 1
TAKEOFF MINIMUMS AND OBSTACLE DP, AMDT 9
VOR RWY 2, AMDT 11 '
VOR RWY 10, AMDT 3
Estimated Chart Date: 06/27/2013
Please publish these changes in the National Flight Data Digest.
MISSOURI
Airport Assigned Magnetic | Epoch
Location Name [Facility Identifier Variation Is Year
Cape Cape Girardeau . Old 1° East
Girardeau Rgnl Airport _ KCaGl/cal New 2° West
Cape Old 1° East
Girardeau ILS CGl New 2° West




Cape

Old 1° East

Girardeau Dutch NDB/C CQICG New 2° West 2015
Cape . Old 1° East
Girardeau Cape Girardeau | VOR/DME | KCGI/CGI New 2° West 2015

If you have any questions please notify Larry H. Strout, larry.h.strout@faa.gov (405-954-5070).

ce: AJV-3rf

sjb:x7537: 12/11/2012 : (U\AVN100\PITMAGVAR\MAGVAR\MAGVAR Letters 2013\ MV Change Request for
Cape Girardeau, MO (KCGI) 12-11-12 Requestor: JLindsey, Evaluated By: LFortier




RADIO FIX AND HOLDING DATA RECORD

NAME: JIPAT STATE: MO COUNTRY: US
LATITUDE/LONGITUDE: 371208.27N/0895119.59W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC
BRG BRG NM  FEET

1 YIGO 195.65 5.00

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
KCGI

IAP ) CAPE GIRARDEAU
CAPE GIRARDEAU REGIONAL - RNAV (GPS) RWY 10
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG ) DATE OF REVISION: 02/16/2006
DEVELOPED BY: DATE: OFFICE: NAME:
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZME
ATC FACILITY: CGI ATCT
OTHER:

MRA MAA
17500

STATE
MO (US)
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