CONTACT: JILL OLSON/STEVE BARNETT -AV]-353 LEADS, 405.954.4014 / 405.954.5307.

Action: Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 09/28/2012 | 2012092823967101002 20120928239671
Procedure: RNAV (GPS) RWY 1 AMDT 1 Airport ID: Airport: BEECH FACTORY Reimbursable #:
KBEC
City: WICHITA ST: KS GPS #: Estimated Chart Date: FICO #:
06/27/2013
Fac ID: Fac. Type: LPV ~ Specialist: JOHN LINDSEY
Procedure Review
Rec'd Rel'd Full Name Comments 1
Lead: 01/02/2013 | 02/05/2013 JOHN LINDSEY |
QA: 02/05/2013 02/11/2013 CASIMIR TABAKA
Liaison: | 02/11/2013 S(Jw(t Pom MAGVAR
Procedure Comments: ENROUTE-NON |Remark Type: INFORMATION /5 ezl
WICHITA, KS BEECH FACTORY (KBEC) RNAV (GPS) RWY 1, AMDT 1 (LPV) ENROUTE-YES FC: 5.14.13 PUB: 6.27.13

ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-2(S): DENEY, REV 1; DOLBE, REV 1; JIMOX, ORIG; RAYON, REV 1; YOKUD, ORIG; ZOMED, ORIG.

VN 8200-6 (05/26/2005)

Data as of:

2/13/2013 2:43:41PM




New

WICHITA, KANSAS AL-5141 (FAA) FIG
WAAS Rwy |[dg 8001
CH 93932 ASI;;‘I)?S THRE 1371 RNAV (GPS) RWY ]
WO1A Apt Elev 1409 WICHITA/ BEECH FACTORY (BEC)
v Baro-VNAY NA when using Wichita Mid-Continent alitmeter setting. For uncompensated
ANA Boro-VNAY systems, LNAV/VNAV NA below -17°C (2°F) or above 54°C {130°F). MISSED APPROACH:
DME/DME RNP-0.3 NA. Obtain local altimeter setting on CTAF; when not received, use Climb 0 3000 di edl
Wichita Mid-Continent altimeter setting and increase all DA 36 feet and all MDA 40 feet; D(l)LBE J holdlr
increase LPV all Cats and LNAV/VNAV all Cats visibility 14 mile, LNAV Cat C and D and an )
Circling Cat C and D visibility % mile.
WICHITA APP CON 1 2??%%@‘1; 6 GND CON CINC DEL UNICOM
1348 269.1 CTAF 122.'7 0 (When Iow:er closed) 121.7 125.0 (When tower closed) 122.95
1818 7 13A 4 MISSED APCH FiX
DENEY: 3730.027N / 09715.861W : 1817
DOLBE: 3753.126N / 09709.944W 4 NM7L LS
JIMOK: 3725.636N / 09706.133W 1489 A N 509 N2
RAYON: 3736.110N / 09714.309W 149969 e wo =85 =2
YOKUD: 3739.420N / 09713.463W 1511 S
ZOMED: 3729.005N / 09726.970W YOKUD ”
RWO1: 3740.989N / 09713.061W 16 NM 1o
RWOT
€0
1o (FAF) PROTOTYPE - NOT
=
£ FOR NAVIGATION
< Fop
SSoy
ZOMED =¥
~ N\
079°/¢ (083 (IF/1AF) ‘ 22
2o1) DENEY
(08 2000 NoPT
079° el
(IAF) ¢,_——- g
ZOMED 8.9) =~ & F\\, oof;"’oo
DENEY =N ¢& 20 M
(083°T) ss 2 /Qp/o oy jet
ANM \%AF)
1834
A JIMOK
ELEV 1409 | |[THRE 1371
" pENeY W MIRLRwy 1-19 @
REIL Rwys 1 and 19 (@)
M 3000 | DOLBE Rwy
Holding Pattern DENEY RAYON 1 ¢
3000 YOKUD
191°T]
Ay (o11°7) | 1.6NM o
3000=18Z 007°——x RWOI
= 007°—> ‘
GS 3.00° o 3000 RWO1 &
TCH 45 = *1920 \
6.2 NM 3.4 NM TANM L
CATEGORY A \ B c [ D
Py DA 1621-% 250 (300-%)
INAV/
VNAY DA 1672-1 301 (300-1)
LNAV MDA 1780-1 409 {400-1) 1780-1% 409 (400-1%) —Oé)v?o'f’
1820-1 2120-1 2120-2 2120-2Y
ECRCING| 001y | 7118001y | 711 8002) | 711 i800-2%)
WICHITA/ BEECH FACTORY (BEC)

WICHITA, KANSAS
Amdt 1 FIG

I7°42N-97°13'W

RNAV (GPS) RWY 1



' RNAYV - STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceflings are in feet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |[LPV: DA
LNAV/VNAV: DA
ZOMED (IAF) DENEY (NOPT) (FB) 079.36/ 8.90 3000 LNAV: RW01
. N 0
JIMOK (IAF) DENEY (NOPT) (FB) 295.5718.90 3000 CLIMB TO 3000 DIRECT DOLBE AND HOLD.
DENEY (IF/IAF) RAYON (FB) 007.47176.20 3000
RAYON (FAF) YOKUD/1.60 NM TO RW01 (FB) 007.49/ 3.37
YOKUD/1.60 NM TO RW01 RW01 (MAP) (FO) 007.49/1.60
RWO01 (MAP) 1621 MSL 007.49
. ADDITIONAL FLIGHT DATA:
1621 MSL DOLBE (FO) : 3000 HOLD N, RT, 187.54 INBOUND.
CHART FAS OBST: 1511 TWR 374034N/0971340W
DISTANCE TO THLD FROM 250 HATH: 0.64 NM.
WAAS CHANNEL # 93932
REFERENCE PATH ID: WO1A
CHART CIRCLING ICON.
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) LTP HAE: 389.1 M
2. HOLD S DENEY, RT, 007.47 INBOUND, 3000 FT. IN LIEU OF PT (IAF) .
3.FAC: 00749 FAF: RAYON DIST FAF TO MAP: 497 THLD: a4.97
4. MIN. ALT: DENEY 3000, RAYON 3000, YOKUD/1.60 NM TO RW01 1920*
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 3000 GS ALT AT:RAYON 3000 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:45.0 34:11S CLEAR
8. MSA FROM: MAG VAR: 4E EPOCH YEAR: 2015
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | X |
CATEGORY =====> A B c D E :
DH/MDA VIS | HAT/HAA| DH/MDA VIS | HAT/HAA|{DH/MDA VIS |HAT/HAA | DH/MDA VIS |HAT/HAA|DH/MDA VIS |HAT/HAA
LPV DA 1621 3/4 250 1621 3/4 250 1621 3/4 250 1621 3/4 250
LNAV/VNAV DA 1672 1 301 1672 1 301 1672 1 301 1672 1 301
LNAV MDA 1780 1 409 1780 1 409 1780 11/8 409 1780 11/8 409
CIRCLING 1820 1 411 2120 1 71 2120 2 711 2120 21/4 71
NOTES: _ , AL/
CHART NOTE: BARO-VNAV NA WHEN USING WICHITA MID-CONTINENT ALTIMETER SETTING. N 7 A
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -17C (2F) OR ABOVE 54C (130F). 2
CHART NOTE: DME/DME RNP-0.3 NA. Q
CHART NOTE: OBTAIN LOCAL ALTIMETER SETTING ON CTAF; WHEN NOT RECEIVED, USE WICHITA MID-CONTINENT Q/Ecét'
(SEE FORM 8260-10)
CITY AND STATE ELEVATION: 1409 THRE: 1371 FACILITY PROCEDURE NO.JAMDT NOJEFFECTIVE DATE:  |SUP: KNAV (CPSJRWY
WICHITA, KS AIRPORT NAME: IDENI.{PIE\I\EIR: RNAV (GPS) RWY 1, AMDT 1 ANDT: ORIG-B
BEECH FACTORY DATED  10/26/2006

FAA FORM 8260 - 3 / April 2006 (computer generated) PAGE 1 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

, [x] Yes [ ] ~no ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[] 1] [X] [] [X] [X] ZKC, ICT APP CON, BEC ATCT, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
JILL OLSON (JOHN R. LINDSEY) AJV-353 01/17/2013
APPROVED BY
NAME: FIFO DATE:
LARRY H STROUT MANAGER AJV-353
CHANGES:
1. REMOVED FEEDERS AND MSA.
2. ADDED TAA.
3. CHANGED INITIAL FROM RONNA AND REPLACED WITH INITIALS FROM JIMOK AND ZOMED.
4. INCREASED FAC, INTERMEDIATE HEADINGS 2 DEGREES AND MISSED HOLDING INBOUND HEADING 3 DEGREES.
5. ADDED YOKUD AS LNAV FINAL STEPDOWN FIX AND ALL ASSOCIATED NOTES.
6. CHANGED AIRPORT ELEVATION FROM 1408 TO 1409 FT.
7. CHANGED CHARTING OF TDZE 1386 TO THRE 1371.
g. REMOVED WICHITA MID-CONTINENT ALTIMETER SETTING MINIMUMS AND CHARTED AS A CHART NOTE.
. REMOVED VDP.
10. REMOVED VDA AND CHARTED GLIDESLOPE OF 3.00 DEGREES.
11. LOWERED LNAV MINIMUMS AS FOLLOWS: CAT A AND B FROM 1840 - 1 - 454 TO 1780 - 1 - 409; CAT C FROM 1840 - 1 1/4 - 454 TO 1780 - 1 1/8 - 409; CATD
FROM 1840 -1 1/2-454 TO 1780 - 1 1/8 - 409.
12. LOWERED CIRCLING MINIMUMS AS FOLLOWS: CAT A FROM 1840 - 1 - 432 TO 1820 - 1 - 411; CAT B FROM 1860 - 1 - 452 TO 2120 - 1 - 711; CAT C FROM 1980 -
11/2-572TO 2120 - 2 - 711; CAT D HAA FROM 712 TO 711.
SEE 8260-10
REASONS:
1. ADDED TAA.
2. FPT REQUEST.
3. ADDED Y DESIGN TAA.
4. MAGVAR CHANGED FROM -6E TO -4E.
5. TO GAIN THE LOWEST POSSIBLE MINIMUMS PER FPT REQUEST.
6. NEW AVNIS DATA.
7. 1AW 8260.19E PARA 8-58.
8. IAW 8260.19E PARA 8-55 E (2).
9. VDP LESS THAN 0.5 NM FROM STEPDOWN FiX.
10. ADDING VERTICAL FINAL.
11-12. NEW CONTROLLING OBSTACLES.
13. FPT RI_§QUEST.
SEE 8260-10 AL
/
SN




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV - STANDARD Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.): :

ALTIMETER SETTING AND INCREASE ALL DA 36 FT AND ALL MDA 40 FT; INCREASE LPV ALL CATS AND

LNAV/VNAV ALL CATS VISIBILITY 1/8 MILE, LNAV CAT C AND D AND CIRCLING CAT C AND D VISIBILITY 1/4
MILE.

RNAV
BEECH FACTORY

TAA
FROM T0 ALT
1. 296/30 CW 079/30 (NOPT) 296/14 CW 079/14 3600
2. 296114 CW 079/14 DENEY (IF/IAF) (FB) 3000
3. 079/30 CW 187/30 ZOMED (IAF) (FB) 3600
4. 187/30 CW 296/30 JIMOK (1AF) (FB) 3600
Alsy
Mo
2
Q
’Y;;‘C C
CITY AND STATE ELEVATION: 1409 THRE: 1371 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  |gyp:RNAV (GPS) RWY 3§
WICHITA, KS AIRPORT NAME: IDENTIFIER:

RNAV (GPS) RWY 1, AMDT 1

AMDT: ORIG-B
DATED: 10/26/2006

FAA FORM 8260-10 / April 2006 (Computer Generated)

PAGE 2 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] ves [ ] no

COORDINATED WITH: .
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[ ] [ ] [ [] ] []
: FLIGHT CHECKED BY
NAME: FIFO DATE:

DEVELOPED BY

NAME: FIFO DATE:

APPROVED BY

NAME: FIFO DATE:

CHANGES:

CHANGES CONT.
13. ADDED LPV AND LNAV/VNAV LINES OF MINIMA AND ASSOCIATED NOTES.

REASONS:

REASONS CONT.

PDF EDITS:

8260-3:

CHANGED RAYON TO READ RAYON (FAF) IN TERMINAL ROUTES

REMOVED THE MISSED APPROACH CA LEG ALTITUDE FROM TERMINAL ROUTES
REGIg(:\éED *1920 FROM RAYON TO YOKUD IN TERMINAL ROUTES

8260-10:

REMOVED RNP 2 VALUE FROM ALL MISSED APPROACH HOLDING SEGMENTS.

SAL
*

2
Q <
Aol




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum aititudes unless otherwise indicated.
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
FAS DATA BLOCK INFORMATION
DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KBEC
RUNWAY RWO01
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENGCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) WO1A
LTP/FTP LATITUDE 374059.3485N
LTP/FTP LONGITUDE 0971303.6625W
LTP/FTP ELLIPSOIDAL HEIGHT +03891
FPAP LATITUDE 374226.7610N
FPAP LONGITUDE 0971241.2785W
THRESHOLD CROSSING HEIGHT (TCH) 00045.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0312
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 1ADDC6A8
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K3
LTP ORTHOMETRIC HEIGHT +04179
FPAP ORTHOMETRIC HEIGHT +04179
GVAL,
Q2 =
4,
Eoxe®
CITY AND STATE ELEVATION: 1409 THRE: 1371 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: sup:RNAV (GPS) RWY 34
IDENTIFIER:
WICHITA, KS ‘ RNAYV (GPS) RWY 1, AMDT 1
AIRPORT NAME: RNAV AMDT: ORIG-B
BEECH FACTORY DATED:  10/26/2006

FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 3 OF 5 PAGES




ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

|:| YES [ ] ~no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[ 1] [] [1] [] [1] []

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION éearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAV [GES) STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT DENEY K30 W N37300161W097155164 E0040 NAR DENEY
SUSAEAENRT DOLBE K30 W N37530757W097095664 E0039 NAR DOLBE
SUSAEAENRT JIMOK K30 W N37253818W097060798 E0039 NAR JIMOK
SUSAEAENRT RAYON K30 W N37360660W097141852 EQ040 NAR - RAYON
SUSAEAENRT YOKUD K30 W N37392517W097132776 E0040 NAR YOKUD
SUSAEAENRT ZOMED K30 W N37290029W097265819 E0041 NAR ZOMED
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBECK3ABEC 0 080YHN37413810W097125370E004001409 1800018000C MNAR BEECH FACTORY
1 2 3 4 5. 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBECK3FRO1 ADENEY 010DENEYK3EAOEE AR HF 00750040 + 03000 18000 A JS
SUSAP KBECK3FRO1 AJIMOK 010JIMOKK3EAQE A IF 18000 A Js
SUSAP KBECK3FRO1 AJIMOK 020DENEYK3EAOEE B 010TF 29560089 + 03000 A Js
SUSAP KBECK3FRO1 AZOMED 010ZOMEDK3EAQE A IF 18000 A Js
SUSAP KBECK3FRO1 AZOMED 020DENEYK3EAOEE B 010TF 07940089 + 03000 A JS
SUSAP KBECK3FRO1 R 010DENEYK3EAQOE I IF + 03000 18000 A Js
SUSAP KBECK3FRO1 R 020RAYONK3EA1lE F O0S51TF 00750062 + 03000 ' A Js
SUSAP KBECK3FRO1 R 020RAYONK3EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP .KBECK3FRO1 R 021YOKUDK3EAQE S 031TF 00750034 V 0192001926 -300 A JS
SUSAP KBECK3FRO1 R 030RW01 K3PGOGY M 031TF 00750016 01416 -300 A JS
SUSAP KBECK3FRO1 R 040 0 M CA 0075 + 01621 A JS
SUSAP KBECK3FRO1 R 050DOLBEK3EAQEY DF ) + 03000 A JS
SUSAP KBECK3FRO1 R 060DOLBEK3EAQOEE R HM 18750040 + 03000 A.Js
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBECK3GRWO01 0080010075 N37405935W097130366+0500 +0389101371000045100R
1 2 3 4 5 6 7 8 9 0 1 ’ 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KBECK3PRO1 RWO1l 001 0000W01AON3740593485W09713036625+038910300N3742267610W09712412785106750312000450F4005001ADDCEAS

SUSAP KBECK3PRO1 RWO1l OO02E +04179+04179LPV 93932 OAL/f/_
2
o Q
el
CITY AND STATE ELEVATION: 1409 THRE: 1371 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyp. RVAV (GPSJRWY 36

WICHITA, KS AIRPORT NAME: . IDENTIFIER: RNAYV (GPS) RWY 1, AMDT 1

BEECH FACTORY : ) AMDT: ORIG-B

RNAV DATED:  10/26/2006

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves [] ~o

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

0 0O O 0O 0O ]

FLIGHT CHECKED BY

NAME: FIFO DATE:

DEVELOPED BY

NAME: NFPG DATE:

APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

MAG (TRUE)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB ~ RNP DISTANCE ALTITUDE SPEED
DENEY DENEY 010 IAF HF R FO 007.5(011.5T) 004.0 AA 03000
JIMOK JIMOK 010 IAF IF ’ FB
JIMOK DENEY 020 TF FB 1.0 295.6(299.6T) 008.9 AA 03000
ZOMED ZOMED 010 IAF IF FB
ZOMED DENEY 020 TF FB 1.0 079.4(083.4T) 008.9 AA 03000
DENEY 010 FACF IF FB AA 03000
RAYON 020 FAF TF FB 0.5 007.5(011.5T) 006.2 AA 03000
YOKUD 021 SDF TF FB 0.3 007.5(011.5T) 003.4 AA 01920 GS 01926
RWO1 030 MAP TF FO 0.3 007.5(011.5T) 001.6 AT 01416
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 007.5(011.5T) AA 01621
DOLBE 050 DF FO AA 03000
DOLBE 060 HM R FO 187.5(191.5T) 004.0. AA 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
DENEY N373001.61 W0971551.64 N3730.027 W09715.861
DOLBE N375307.57 W0970956.64 N3753.126 W09709.944
JIMOK N372538.18 W0870607.98 N3725.636 W09706.133
RAYON N373606.60 W0571418.52 N3736.110 W09714.309
YOKUD N373925.17 W0971327.76 N3739.420 W09713.463
ZOMED N372900.29 W0972658.19 N3729.005 W09726.970
RWO1 N374059.35 W0971303.66 N3740.989 W09713.061
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RWO1 01371 45
WALz,
~ 2 o
Ck@ &
CITY AND STATE ELEVATION: 1409 THRE: 1371 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup. RNAV (GPS]RWY 35
WICHITA, KS AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 1, AMDT 1
BEECH FACTORY : AMDT:  ORIG-B
RNAV DATED:  10/26/2006

FAA FORM 8260 - 10 / April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

L1 0O O @O

AQPA

[

NBAA OTHER (specify)

[

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
STRAIGHT-IN AREA 296/30 CW 079/30 296/14 CW 079114  |1. TOWER (20-001156) [372124.00N/0965756.00W | 2563 (2C) 1000 3600
2. TERRAIN 372924.00N/0975539.00W | 1546 (1500) AS1500 3000
STRAIGHT-IN AREA 296/14 CW 079/14 DENEY 3. TOWER (20-001426) ' |372008.00N/0972754.00W |1773 (5D) 1000 |AT227 . 3000
4. TERRAIN 373224.00N/0971157.00W [1372 (1400) AS1500 2900
LEFT BASE AREA 079/30 CW 187/30 ZOMED 5. TOWER (20-000939) [374747.00N/0973200.00W | 2549 (5D) 1000 3600
6. 372342.00N/0980624.00W | 1641 (1600) .|As1500 3100
RIGHT BASE AREA 187/30 CW 296/30 JIMOK 1. TOWER (20-001156) |372124.00N/0965756.00W |2563 (5D) 1000 3600
7. TERRAIN 373524.00N/0963218.00W |1670 (1700) AS1500 3200
INITIAL ZOMED DENEY Is. TOWER (20-000676) [373056.49N/0971530.42W | 1567 (1A) 1000 |AT433 3000
9. TERRAIN 373106.00N/0971524.00W | 1333 (1300) AS1500 2800
INITIAL JIMOK DENEY 10. TOWER (20-020344) [373029.51N/0971119.04W [1604 (5D) 1000 |AT396 3000
11. TERRAIN 373224.00N/0971157.00W | 1372 (1400) AS1500 2900
INTERMEDIATE DENEY (IF/IAF) RAYON 12, AAO 373224.00N/0971157.00W |1572 (4D) 500 |[AT928 3000
11. TERRAIN 373224.00N/0971157.00W [1372 (1400) AS1500 2900
2. HOLD-IN-LIEU-OF-PT DENEY P-5 15. TOWER (20-001310) [372153.00N/0972031.00W | 1621 (5D) 1000 |AT379 3000
) ] i 16. TERRAIN 373248.00N/0971145.00wW [ 1375 (1400) AS1500 2900
MAP: |DA /DA /RWO01 DOLBE o ‘ASC 3000
%P“SIRSS,E([;)H - 17.ARD 374703.00N/0971109.14W | 1629 (2C) | 1000 2700
ELEV: |1434/1511/1680 18. TERRAIN [374703.00N/0971109.14W | 1429 (1400) AS1500 2900
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3 NM A 350 411 13. TWR (KBECT0339) | 374033.79N/0971339.94W [1511 (1A) 300 : 1820
CATEGORY B 1.5 NM ) 450 < 711 19. TOWER (20-000126)| 374246.70N/0971452.10W |1817 (2C) 300 2120
CATEGORY C 1.7NM  |S] 450 |2 71 19. TOWER (20-000126)f 374246.70N/0971452.10W [1817 (2C) 300 2120
CATEGORY D 23NM |@[ 550 g 711 19. TOWER (20-000126)| 374246.70N/0971452.10W [1817 (2C) 300 2120
CATEGORY E 4.5 NM 7550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: AALs
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) WS A -~
o0
,-7,::;\3\»
CITY AND STATE ELEVATION: 1409 FACILITY PROCEDURE AND AMENDMENT NO: REGION
WICHITA, KS AIRPORT NAME: RNAV RNAV (GPS) RWY 1, AMDT 1 ACE
BEECH FACTORY
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
IZCKI'CA‘??I;ngN NWS |OTHER: SOURCE:KBEC / KICT
BEC TOWER DISTANCE: 0/ 10.72
X | FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AIC 0/24 HR BACKUP
x|[VHF |[xJuHF | [HF [LOCATION: KBEC ADJUSTMENT: 0/ 36
, PRIMARY NAVAID:
: MONITOR POINT:
HONTOR s T
OPTN:[ CAT3
ALS
(S) SALS
MALS
5. HIRL
APPROACHI™ %™ |mIRL 01 (PCL), 19 (PCL)
%_l%ll{lltl{\lll\\l@( X IREIL 01 (PCL), 19 (PCL)
TDZ
C/LINE
X |OTHER (SPECIFY)
PAPI-4L 01, 19
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT  NPI-G 01, 19
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:1371.2
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT: 45.0
9. FINAL APPROACH X  |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X  |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:

JILL OLSON (JOHN R. LINDSEY)

DATE:
01/17/2013

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-353

PART C - REMARKS:

VDP NOT ESTABLISHED - VDP LESS THAN 0.5 NM AFTER
STEPDOWN.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.
AVERAGE VEGETATION ASSUMED TO BE 30 FT PER FPT.

LPV SLOPE: 34:1

LNAV/VNAV SLOPE: 23.44:1

ﬂg HISTORICAL DATA AVAILABLE, STANDARD -30 DEVIATION
ED.

8260.3, VOLUME 1, CHAPTER 2, NEW CIRCLING CRITERIA
APPLIED.

CAT A: 1.31 NM
CAT B: 1.86 NM
CAT C: 2.92NM
CAT D: 3.82NM

RASS PRESSURE PATTERNS SAME
KBEC KICT, 1408.6 1332.5

RA = 35.31.

SEE ATTACHED AIRSPACE LETTER.

5. LIGHTS PCL WHEN BEECH ATCT CLOSED.
6. RWY 01/19 MARKINGS UPGRADED FROM BSC TO NPI PER FPT.

VGSI DATA: 3.00/TCH 45.

GQS PENETRATIONS VERIFIED AS FRANGIBLE PER FPT.
1373 REIL (KBECT0005) 374059.09N/0971302.59W (1.5)
1373 LT (KBECT0003) 374059.19N/0971303.32W (1.44)
1372 REIL (KBECT0004) 374059.44N/0971340.79W (0.48)

POFZ PENETRATIONS:

1373 LT (KBECT0003) 374059.19N/0971303.32W (1.80)
1373 REIL (KBECT0005) 374059.09N/0971302.59W (1.80)
1372 REIL (KBECT0004) 374059.44N/0971340.79W (0.80)

LPV MINIMUM HATH 250 DUE TO POFZ PENETRATINOS.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES  [ELEV. MSL ROC ALT. ADJUSTMENTS MIN. ALT.
FINAL: LPV RAYON RWO01 ASC 1621/250
FINAL: LNAV/VNAV RAYON RWO1 13. TWR (KBECT0339) [374033.79N/0971339.94W [1511 (1A) 23.44:1 1672/301
FINAL: LNAV RAYON YOKUD/1.60 NM TO [14. AAO 373733.26N/0971405.14W | 1599 (2C) 250 |RA36 DG35 1920
RWO01
FINAL: LNAV STEPDOWN YOKUD/1.60 NM TO  [RWO1 13. TWI 0339) [374033.79N/0971339.94W [1511 (1A) 250 1780
RWO01
3. MISSED MAP
APPROACH v
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM [T 350
CATEGORY B 15NM__|wl 450 |
CATEGORY C 1.7NM  |3] 450 |2
CATEGORY D 23NM |F[ 550 |2
CATEGORY E 45NM  |®[ 550 B
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: A
SECTOR OBSTRUCTION BRG/DIST _ |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST __ |ELEVATION (MSL) MS g
At
=
CITY AND STATE ELEVATION: 1409 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
WICHITA, KS AIRPORT NAME: RNAV RNAV (GPS) RWY 1, AMDT 1 ACE
BEECH FACTORY

FAA Form 8260 - 9 / April 2006 (Computer Generated) PAGE 2 OF 2 PAGES




PART B - SUPPLEMENTAL DATA PART C - REMARKS:

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NWS |OTHER: SOURCE:
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC
[VHF [UHF | [HF LOCATION: ADJUSTMENT:
A PRIMARY NAVAID:
MONITOR | MONITOR POINT:
STATUS | HRs | CAT1
OPTN:[ CAT3
ALS
(S) SALS
MALS
5. HIRL
APPROACH MIRL
& RUNWAY
LIGHTING REL
TDZ
CILINE
OTHER (SPECIFY)

6. RUNWAY  |BASIC

MARKINGS | ALL WEATHER

INSTRUMENT

7_RUNWAY | APPROACH

VISUAL MIDFIELD

RANGE ROLL OUT
& GLIDE GP ANGLE: ELEV RWY THRESHOLD:

ATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:

9. FINAL APPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD

COURSE AIMING ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS:
PART D - PREPARED BY: DATE:

TITLE: OFFICE:




RADIO FIX AND HOLDING DATA RECORD

NAME: DENEY STATE: KS COUNTRY: US

LATITUDE/LONGITUDE: 373001.61N/0971551.64W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (L ORR) TIME DME MIN MAX  MIN MAX

1 S WP 187.47 007.47 4 3000 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (20-001310) 372153.00N/0972031.00W 1621 5D

HOLDING RESTRICTIONS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 1 1 KBEC WICHITA KS (US)
IAP RNAV (GPS) RWY 19 1 KBEC WICHITA KS (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 06/27/2013

REASON FOR REVISION:

1. MOVED HOLDING LIMITED TO ESTABLISHED PATTERN REMARK TO RESTRICTIONS.

2. ADDED PRECIPITOUS TERRAIN EVALUATION COMPLETED REMARK.

3. DELETED FAC 1.

4. UPDATED FIX USE.

5. CHANGED HOLD PAT 1 INBOUND HEADING FROM 004.50 TO 007.47, MAX ALTITUDE FROM 14000 TO 6000, MAX TEMPLATE FROM 8 TO 6
AND UPDATED CONTROLLING OBSTACLE DATA.

6. MOVED FIX 1708.50 FT SOUTHWEST AND UPDATED FIX COORDINATES.

DEVELOPED BY: DATE: 01/17/2013 OFFICE: AJV-353 NAME: JILL OLSON (JOHN LINDSEY)
APPROVED BY: DATE: : OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC

ATC FACILITY: BEC ATCT
OTHER: ICT APP CON

Al
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RADIO FIX AND HOLDING DATA RECORD

NAME: DOLBE STATE: KS COUNTRY: US

LATITUDE/LONGITUDE: 375307.57N/0970956.64W © TYPE:WP

AIRSPACE DOCKET: , FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DR IDENT  TYPE RAD/CRS/BRG GRS TURN _ LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MAX MIN  MAX

1 N WP 007.54 187.54 R 5 6

CONTROLLING OBSTRUCTIONS:

PAT  AIRSPEED OBSTRUCTION COORDINATES ACCURACY CODE

T 200 AAO 375851.00N/0971548.00W

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP RNAV (GPS) RWY 1 1 KBEC WICHITA KS (US)

IAP RNAV (GPS) RWY 19 1 KBEC WICHITA KS (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 06/27/2013

REASON FOR REVISION:

1. MOVED HOLDING LIMITED TO ESTABLISHED PATTERN REMARK TO RESTRICTIONS.
2. ADDED PRECIPITOUS TERRAIN EVALUATION COMPLETED REMARK.

3. DELETED FAC 1.

4. UPDATED FIX USE.

5. MOVED FIX 1287.82 FT EAST AND UPDATED COORDINATES.

6. CHANGED HOLD PAT 1 INBOUND HEADING FROM 184.55 TO 187.54, MAX ALTITUDE FROM 14000 TO 6000, MAX TEMPLATE FROM 8 TO 6.

7. UPDATED HOLD PAT 1 CONTROLLING OBSTACLE DATA.

DEVELOPED BY: DATE: 01/16/2013 OFFICE: AJV-353 v NAME: JILL OLSON (JOHN LINDSEY)

APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC

ATC FACILITY: BEC ATCT
OTHER: ICT APP CON
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RADIO FIX AND HOLDING DATA RECORD

NAME: JIMOK STATE: KS COUNTRY: US

LATITUDE/LONGITUDE: 372538.18N/0970607.98W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 1 KBEC WICHITA KS (US)

REQUIRED CHARTING: |AP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 06/27/2013
DEVELOPED BY: DATE: 01/17/2013 OFFICE: AJV-353 NAME: JILL OLSON (JOHN LINDSEY)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC

ATC FACILITY: BEC ATCT
OTHER: ICT APP CON
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RADIO FIX AND HOLDING DATA RECORD

NAME: RAYON STATE: KS COUNTRY: US

LATITUDE/LONGITUDE: 373606.60N/0971418.52W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

8260.54A FORMULA 2-16B APPLIED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 1 KBEC WICHITA KS (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 06/27/2013

REASON FOR REVISION:

1. MOVED FIX 804.21 FT SOUTHWEST AND UPDATED COORDINATES.
2. UPDATED FIX USE.

3. DELETED FAC 1.

4. ADDED 8260.54A FORMULA 2-16B APPLIED REMARK.

DEVELOPED BY: DATE: 01/17/2013 OFFICE: AJV-353 NAME: JILL OLSON (JOHN LINDSEY)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC

ATC FACILITY: BEECH ATCT
OTHER: ICT APP CON

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: YOKUD STATE: KS COUNTRY: US

LATITUDE/LONGITUDE: 373925.17N/0971327.76W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
AP RNAV (GPS) RWY 1 KBEC WICHITA KS (US)

REQUIRED CHARTING: AP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 06/27/2013
DEVELOPED BY: DATE: 01/16/2013 OFFICE: AJV-353 NAME: JILL OLSON (JOHN LINDSEY)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC

ATC FACILITY: BEC ATCT
OTHER: ICT APP CON

o 2
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RADIO FIX AND HOLDING DATA RECORD

NAME: ZOMED STATE: KS COUNTRY: US

LATITUDE/LONGITUDE: 372900.29N/0972658.19W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP RNAV (GPS) RWY 1 KBEC WICHITA

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 06/27/2013
DEVELOPED BY: DATE: 01/17/2013 OFFICE: AJV-353 NAME: JILL OLSON (JOHN LINDSEY)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC

ATC FACILITY: BEC ATCT
OTHER: ICT APP CON

STATE
KS (US)

FAA FORM 8260-2 / AUG 2009
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: WICHITA STATE: KS
AIRPORT NAME: BEECH FACTORY ID: KBEC
PROCEDURE: RNAV (GPS) RWY 1 AMDT: 1
DOCKET #:

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 3.09
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000' point 1.20
(Enter appropriate segment , final, intermediate, etc.)
3. True Course of FINAL segment containing 1000' point 011.49
4. High Terrain in FINAL segment containing 1000’ point 1408
5. Distance from THLD to 1500 point - 4.77
(If 1500" point in PT maneuvering area or holding pattern note in remarks)
6. Width of FINAL segment at 1500' point 1.95
7. True Course of FINAL segment containing 1500 point_011.49
8. High Terrain in FINAL segment containing 1500’ point 1408
9. Threshold Coordinates (if straight-in) ... 374059.35N / 0971303.66W
10. ARP Coordinates .......ccccccovveeeennnn. 374138.10N / 0971253.70W
11. Runway Approach End and distance furthest from ARP................. RWY 01
Distance 0.66 NM
12. FAF Coordinates .........cccccvveeeen.e. 373606.60N ; 0971418.52W
(Click to Select)

REMARKS: Approach/Drawing attached.DENEY (IF/IAF) SI-TAA, 373001.61N/0971551.64W,

30 NM; ZOMED (IAF) LEFT BASE TAA, 372900.29N/0972658.19W, 30 NM; JIMOK (IAF) RIGHT BASE

TAA, 372538.18N/0970607.98W, 30 NM




RADIO FIX AND HOLDING DATA RECORD

NAME: RONNA STATE: KS COUNTRY: US
LATITUDE/LONGITUDE: 372615.26N/0971629.36W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET
1 KBEC R36 190.50  15.00 17500
2 WICHITA ICT VORTAC H 13427 14127  23.60 3000 17500
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP KBEC WICHITA KS (US)
BEECH FACTORY - RNAV (GPS) RWY 36 (FAC 1), VOR/DME RNAV RWY 36 (FAC 2)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 02/12/1998
DEVELOPED BY: DATE: OFFICE: NAME:
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC
ATC FACILITY: ICT APP CON BEC ATCT
OTHER:
. ?’a!.f N
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Federal Aviation
Administration

Memorandum
- Date:
To: Dick Powell Manager, National Flight Data Center, AJV-21
From: Larry H. Strout, Manager, Central Products Team, AJV-353
Subject: ACTION: Magnetic Variation Change for Beech Factory, Wichita, KS (KBEC)

The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the
*Airport/Facility” column will be revised effective concurrent with the publication of the

procedure(s) listed below.

RNAV (GPS)RWY 1, AMDT 1

RNAV (GPS) RWY 19 AMDT 1 _

TAKEOFF MINIMUMS AND OBSTACLE DP, AMDT 2
Estimated Chart Date: 06/27/2013

Please publish these changes in the National Flight Data Digest.

KANSAS
Airport Assigned Magnetic | Epoch
Location Name [Facility Identifier Variation Is Year
.. : . : Old 6° East
Wichita Beech Factory A1rport KBEC /BEC New 4° East 2015

If you have any questions please notify Larry H. Strout, larry.h.strout@faa.gov (405-954-5070).






