SPENCER, WV

BOGGS FIELD

(KUSW)

RNAV (GPS) RWY 10, AMDT 2 (LPV) ENROUTE-NO

Action: Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 09/28/2012 | 2012092827890501001 20120928278905
Procedure: RNAV (GPS) RWY 10 AMDT 2 Airport ID: Airport: BOGGS FIELD Reimbursable #:
KUSW
City: SPENCER B ST: WV GPS #: Estimated Chart Date: FICO #:
| - 4 05/02/2013
Fac ID: Fac. Type: LPV Specialist: THERON CYRUS
Procedure Review

Rec'd Rel'd Full Name Comments
Lead: 10/01/2012 12/18/2012 CASIMIR TABAKA
QA: 12/18/2012 12/18/2012 SCOTT BEARD
Liaison: | 12/18/2012 o\ M

“1

Procedure Comments: Remark Type: INFORMATION

gl

CONTACT: DON SMITH/MARLON ROBINSON-AJV-352 LEADS, 405.954.1036 / 405.954.3636.

FC: 3.19.13 PUB: 5.2.13

ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-2(S): (INFO ONLY) RAPGE, REV 1; WIKON, REV 1; WILHI, REV 1.

VN 8200-6 (05/26/2005)

Data as of:

12/18/2012 10:59:29AM




SPENCER, WEST VIRGINIA AL-10386 (FAA) FIG

A

o o APP CRS| Y10 4200 N RNAV (GPS) RWY 10

wioAa | 100° | AiElew 928 SPENCER/ BOGGS FIELD (USW)
v Circling to Rwy 28 NA at night. Baro-VNAV NA when using Charleston altimeter setting. For
ANA uncompensated Baro-VINAV systems, LNAV/VNAY NA below -16°C {2°F) or above 54°C {130°F). MISSED APPROACH:
When local altimeter setting not received, use Charleston altimeter setting and increase all DA 75 Climb to 3200 direcf.
feet and all MDA 80 feet. Increase LPV all Cats visibility % mile, INAV Cat B visibility % mile, RA?"GE 4 hold
Cat C/D visibility V2 mile ond Circling Cat B/C/D visibility /% mile. DME/DME RNP-0.3 NA. and hoic.
VDP NA with Charleston altimeter sefting. Helicopter visibility reduction below % statute mile NA.
AWOS-3 CHARLESTON APP CON UNICOM
118.575 124.1 269.125 122.725 (CTAF) @
(IF/1AF) (FAF
(092°T) )
(Ovzer)  WILHL o WIKON (092°1)4 NM
100° 100° =——edA> RW10 ~100°-1.,
280° (6.9) 1530" 1440 A 280°
1445 o
ANM  (272°T) 1420 A A Al 325 RAPGE ' (272°7)

RAPGE: 3848.915N/08104.265W
WIKON: 3849.644N/08128.365W
WILHI:  3849.889N/08137.163W

RW10: 3849.442N/08121.408W

]657/.\
ELEV 928 | |[THRE 928
Id4 NM WILHI 3200 | RAPGE
Holding Pattern 100° to
%26” WIKON 1 <> RW10
—~—— °
3500 1095, x9 *INAV only | _. 4549X 7 ‘
221000 = 10p7. 7% Tawio” Bk - 2
(092°T) | ‘ %)

® | RW10 4
G5 3.00° \y\
TCH 40 m// ;

6.9 NM 3.4 NM —
CATEGORY A | B | c
v DA 1178-1 250 (300-1)
L
vm\\/// DA 1661-3  733(800-3)
LNAV MDA 1620-1 692 (700-1) 1620-2 692 (700-2)
CIRCLING 1620-1 1620-1 176025 | 1760-2% | MRLRwy 10280
692700-1) | 692 (700-) | 832(900-2%4) | 832(900-2%) | REILRwys 10ond 280

SPENCER, WEST VIRGINIA SPENCER/ BOGGS FIELD (USW)
Amdt 2 FIG

38°49'N-81°21'W RNAV (GPS) RWY 10



RNAV - STANDARD
US DEPARTMENT OF TRANSPORTATION

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above aimport elevation. Distances are in nautical miles unless otherwise indicated, except VISIbIIItIes whnch
- are in statute miles or in feet RVR.
_ TERMINAL ROUTES R » MISSED APPROACH
FROM . J0 COURSE AND DISTANCE ALTITUDE L:X:v %\NAV bA
WILHI (IFIAF). WIKON (FB) B 100.00 / 6.88 2700 tN AV: RW10
WIKON (FAF RW10 (MAP) (F .09 / 5.44
: (FAR) (MAP) (FO) 100.09/8 CLIMB TO 3200 DIRECT RAPGE AND HOLD.
RW10 (MAP) 1178 MSL 100.09
1178 MSL RAPGE (FO) 3200
ADDITIONAL FLIGHT DATA:
HOLD E, RT, 280.34 INBOUND.
FAS OBST: 1359 AAO 334953N/0812649W
DISTANCE TO THLD FROM 250 HATH: 0.66 NM.
CHART VDP AT 2.04 MILES TO RW10*
*LNAV ONLY.
WAAS CHANNEL # 93632
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) ETE;-;_;E_‘gfs"ZAJH ID: W10A
2. HOLD W WILHI, RT, 100.00 INBOUND, 3500 FT. IN LIEU OF PT (IAF) T
3. FAC: _100.09  FAF: WIKON DISTFAF TOMAP: 544 THLD: 544
4. MIN. ALT: WILHI 3500, WIKON 2700
5. DIST TO THLD FROM OM: MM: Im: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2700 GS ALT AT:WIKON 2700 OM: MM: IM:
7. GSANGLE: 3.00 TCH:40.0 ~ 34:11S NOT CLEAR
8. MSA FROM: MAG VAR: 8W EPOCH YEAR: 2010
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | X |
CATEGORY =====> A B [ D E
DHMDA | VviIs |HAT/HAA|DHMDA | VIS |HAT/HAA|DH/MDA | vis |HAT/HAA|DH/MDA | VIS [HAT/HAA|DH/MDA | VIS |HAT/HAA
LPV DA 1178 1 250 1178 1 250 1178 1 250 1178 1 250
LNAVIVNAV DA 1661 3 733 1661 733 1661 733 1661 3 733
LNAV MDA 1620 1 692 1620 1 692 1620 2 692 1620 2 692
CIRCLING 1620 - 1 692 1620 1 692 1760 2112 832 1760 234 832
NOTES:
CHART NOTE: CIRCLING TO RWY 28 NA AT NIGHT. WAL
CHART NOTE: BARO-VNAV NA WHEN USING CHARLESTON ALTIMETER SETTING. A
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAVIVNAV NA BELOW -16C (2F) OR ABOVE 54C (130F). 4 =
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE CHARLESTON ALTIMETER SETTING AND 2. O
(SEE FORM 8260-10) _ Ea\2
CITY AND STATE [ELEVATION: 928 “THRE: 928 FACILITY PROCEDURE NO./AMDT NO./[EFFECTIVE DATE:  |SUP:
SPENCER, WV AIRPORT NAME: : IDEN-RI.HX\EIR: . RNAV (GPS) RWY 10, AMDT 2 AMDT: 1
BOGGS FIELD DATED : 09/20/2012

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF § PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[Xx] YEs [] no ROUTINE

COORDINATED WITH:

© ATA CAAT - ALPA APA AOPA NBAA OTHER (specify)
1 >0J XX O 1 X [X] 2D, CRWAPP CON, AIRPORT MANAGER
- - FLIGHT CHECKED BY
NAME: FIFO DATE:
’ DEVELOPED BY

NAME: FIFO DATE:
DONALD E. SMITH (THERON CYRUS) AJV-352 111312012
APPROVED BY _

NAME: FIFO DATE:
SUSAN CRUMB : ‘ MANAGER AJV-352 -

CHANGES:

1. UPDATED VISIBILITY NOTES.
3. UPDATED HELICOPYER VISIBILITY REDUCTION NOTE
. UPD. ISIB REDU .
4. 17. SECONDARY ALTIMETER NOTE UPDATED FROM WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE CHARLESTON ALTIMETER SETTING AND INCREASE ALL MDA 80 FEET,
CAT B VISIBILITY 1/4 MILE, CATS C AND D VISIBILITY 1/2 MILE AND CIRCLING CATS B, C AND D VISIBILITY 1/4 MILE TO WHEN LOCAL ALTIMETER SETTING NOT
RECEIVED, USE CHARLESTON ALTIMETER SETTING AND INCREASE ALL DA 75 FT AND ALL MDA 80 FEET AND LPV ALL CATS VISIBILITY 1/8 MILE. INCREASE LNAV CAT B
VISIBILITY 1/4 MILE, CATS C AND D VISIBILITY 1/2 MILE AND CIRCLING CATS B, C AND D VISIBILITY 1/4 MILE.

REASONS:

1.4. MODIFIED NOTE USING CURRENT CRITERIA TO REFLECT CHANGES IN MINIMUMS AND DATA.
2. PER FPT/CHECKLIST.
3. PER MEMORANDUM.

PDF EDITS: )

1. ADDED (FAF) TO WIKON IN TERMINAL ROUTES ON -3.

2. REMOVED 020 FROM LINE 8 UNDER SEGMENT ON -10.

3. REMOVED 2.0 FROM LINE 3 UNDER MISSED APPROACH (RNP) ON -10.

4. CHANGED MISSED APPROACH ALT IN TERMINAL ROUTES FROM 1178 TO 3200.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV - STANDARD Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.): .

INCREASE ALL DA:75 FT AND ALL MDA 80 FT. INCREASE LPV ALL CATS VISIBILITY 1/8 MILE, LNAV CAT B
VISIBILITY' 1/4 MILE, CAT C/D VISIBILITY 1/2 MILE AND CIRCLING CAT B/C/D VISIBILITY 1/4 MILE. ’
CHART NOTE: DME/DME RNP-0.3 NA.

CHART NOTE: VDP NA WITH CHARLESTON ALTIMETER SETTING.. -

CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 3/4 SM NOT AUTHORIZED.

TAA
FROM TO ALT

1. 010/30 CW 190/30 (NOPT) 010/7 CW 190/7 4600

2. 010/7 CW 19077 WILHI (IF/IAF) (FB) 3500

3. 190/30 CW 010/30 WILHI (IAF) (FO) 3900

G\}AZ N

a 4

CITY AND STATE o ELEVATION: 928 ° -~ THRE: 928 ‘ FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:

SPENCER;WV AIRPORT NAME: C IDENTIFIER: RNAV (GPS) RWY 10, AMDT 2 AMDT. 1
RNAV :
BOGGS FIELD DATED: 09/20/2012

FAA FORM 8260-10 / April 2006 (Computer Generated)

PAGE 2 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
[ ves [ v
COORDINATED WITH:
= ATA -~ AAT o+ CALPA APA AOPA NBAA ‘ OTHER (specify)
FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

| FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER - KUSW
RUNWAY RW10
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W10A
LTP/FTP LATITUDE 384926.5200N
LTP/FTP LONGITUDE 0812124.5000W
LTP/FTP ELLIPSOIDAL HEIGHT +02492
FPAP LATITUDE 384923.1425N
FPAP LONGITUDE 0811930.5720W
THRESHOLD CROSSING HEIGHT (TCH) 00040.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1360
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER DOC8C027
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE Ké
LTP ORTHOMETRIC HEIGHT +02827
FPAP ORTHOMETRIC HEIGHT +02827
CITY AND STATE ELEVATION: 928 - THRE: 928 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  |suP:
SPENCER, WV AIRPORT NAME: - : IDENTIFIER: RNAV (GPS) RWY 10, AMDT 2 Av ;
S "RNAV ‘
BOGGS FIELD DATED:  09/20/2012
PAGE 3 OF 5 PAGES

FAA FORM 8260-10/ April 2006 (Computer Generated)




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ o
COORDINATED WITH: ‘
ATA <o “AAT - . ALPA APA AOPA - NBAA OTHER (specify)

. FLIGHT CHECKED BY

NAME: o FIFO DATE:
DEVELOPED BY :

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
—B.NAy_(G_ESLSIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT RAPGE K60 W N38485491W081041591 w0081 NAR RAPGE
SUSAEAENRT WIKON K60 W N38493863W081282187 w0078 NAR WIKON
SUSAEAENRT WILHI K60 W N38495335W081370980 w0077 NAR WILHI
1 2 3 4 5 6 7 8 9 0 1 2 3

AIRPORT 1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901.’23456789012345678901234567890123456789012

SUSAP KUSWK6AUSW [ 045YHN38492570W081205580W008000928 ‘ 1800018000C MNAR BOGGS FIELD

1 2 3 4 5 6 7 8 9 o] 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567820123456789012

SUSAP KUSWK6FR10 AWILHI O0l1OWILHIK6EAOEE AR HF 10000040 + 03500 18000 A JS
SUSAP KUSWK6FR10 R 01O0WILHIK6ERQE I IF + 03500 18000 A JS
SUSAP KUSWK6FR10 R 020WIKONK6EALE F 051TF 10000069 + 02700 A JS
SUSAP KUSWK6FR10 R 02 0WIKONK6EA2WALPV AINAV/VNAV ALNAV Js
SUSAP KUSWK6FR10 R 030RW10 K6PGOGY M 031TF 10010054 00968 -300 A JS
SUSAP KUSWK6FR10 R 040 . 0 M CA 1001 + 01178 A JS
SUSAP KUSWK6FR10 R 050RAPGEK6EAOEY DF + 03200 A JS
SUSAP KUSWK6FR1O0 R 06 ORAPGEK6EAQOEE R HM 28030040 + 03200 A Js
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KUSWK6GRW10 0045491002 N38492652W081212450+0000 +0249200928000040075R
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KUSWK6PR10 RW10 001 00OOWlOAON3849265200W08121245000+024920300N3849231425W08ll9305720106751360000400F400500DOC8C027

SUSAP KUSWK6PR10  RW10 0O02E +02827+02827LPV 93632

“!
G,JA{/,\

(}/ 4
e’y

CITY AND STATE ELEVATION: 928 THRE: 928 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
SPENCER, WV AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 10, AMDT 2

' BOGGS FIELD AMDT: 1

RNAV DATED:  09/20/2012

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 4 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [} wo

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O O O 04

AOPA NBAA OTHER  (specify)

[ ]

FLIGHT CHECKED BY

NAME: FIFO: " DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




. U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
: except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—WNDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are ih nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
WILHI WILHI 010 IAF HF R FO 100.0(092.0T) 004.0 AA 03500
WILHI 010 FACF IF FB AA 03500
WIKON 020 FAF TF . FB 0.5 100.0(092.0T) 006.9 AA 02700
RW10 030 MAP TF FO 0.3 100.1(092.1T) 005.4 AT 00968
MISSED APPROACH v FIX SEQ USE PATH TURN FO/FB " RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 100.1(092.1T) AA 01178
RAPGE 050 DF FO AA 03200
RAPGE 060 HM R FO 280.3(272.3T) 004.0 AA 03200
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
RAPGE N384854.91 W0810415.91 N3848.915 W08104.265
WIKON N384938.63 wW0812821.87 N3849.644 W08128.365
WILHI N384953.35 W0813709.80 N3849.889 W08137.163
RW10 N384926.52 W0812124.50 N3849.442 W08121.408
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW10 00928 40
WAL,
S
4
S
o
CITY AND STATE ELEVATION: 928 THRE: 928 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
SPENCER, WV AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 10, AMDT 2
BOGGS FIELD AMDT: 1
RNAV
DATED:  09/20/2012

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 5 Pages



ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

L1 O O O

AOPA NBAA OTHER (specify)

L1 L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION - COORDINATES ELEV. MS{ ROC" ALT. ADJUSTMENTS MIN. ALT.
| STRAIGHT-IN AREA 010/30 CW 190/30 - |010/7 CW 190/7 - - [1. TOWER (54-000005) [382428.00N/0815412.00W | 2549 (4D) 2000 4600
N . |2- TERRAIN 381757.00N/0813433.00W |1336 (1300) AS1500 2800
STRAIGHT-IN AREA 010/7 CW 19017 WILHI 3. TOWER (54-000626) |384341,00N/0814325.00W 1463 (3C) | 2000 | 3500
. i 4. TERRAIN 385706.00N/0813245.00W | 1123 (1100) AS1500 2600
'[STRAIGHT-IN AREA 190/30 CW 010/30 _ [WILHI 5. TOWER (54-000306) [383929,00N/0810027.00W [ 1864 (56) | 2000 | 3900 _
: ‘ ' o 6. TERRAIN 383451.00N/0810509.00W | 1631 (1600) AS1500 3100
INTERMEDIATE WILHI (IF/IAF) WIKON 7. TOWER (54-000799) |384904.68N/0812950,99W |1530 (1A) 500 2100
' 8. TERRAIN 384859.03N/0812941.92wW {1179 (1200) AS1500 2700
FINAL: LPV WIKON IRw10 . TREE (KUSWT0455) [384930.92N/0812147.95W |999 (1A) 34:1 11781250
FINAL: LNAV/VNAV [WIKON RW10 10. TOWER (54-000543) [384844.81N/0812317.97W [ 1440 (1B) | 23.44:1 16617733
FINAL: LNAV WIKON RW10 11. AAO 384953.00N/0812649.00W |1359 (2C) 250 1620
2. HOLD-IN-LIEU-OF-PT WILHI P5 3. TOWER (54-000626) |384841.00N/0814325.00W |1463 (3C) 1000 |AT1037 3500
' ' i 10. TERRAIN 384856.00N/0813143.00W | 1159 (1200) AS1500 2700
MAP: |pA/DARW10 RAPGE ‘ . ASC 3200
:P“gllggigl-i — 1 1. ARO 384700.00N/0B10306.00W | 1516 (4E) | 1000 2600
T ELEV: |991/1500/1520 12. TERRAIN 384700.00N/0810306.00W {1316 (1300) AS1500 2800
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM [ | 350 692 15. TREE (KUSWT2206)| 385008.42N/0811912.70W [1258 (1B) 300 - sl 1620
CATEGORY B 1.5 NM I&J 450 é 692 16. TWR (KUSWT2314) | 384854.47N/0812256.10W [1284 (1A) 300 81 1620
CATEGORY C 1.7NM__|S] 450 |2 832 17. TOWER (54-000739)| 384758.75N/0812159.99W [1445 (1A) 300 1760
CATEGORY D 23NM__|J[ 550 |2 832 17. TOWER (54-000739)| 384758.75N/0812159.99W [1445 (1A) | 300 1760
CATEGORY E 45NM  |*| 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: .
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) P}WS‘AQ_
A
Kl
CITY AND STATE" ELEVATION: 928 - |FACILITY PROCEDURE AND AMENDMENT NO: |REGION
‘BOGGS FIELD

FAA Form 8260 - 9 / April 2006 (Computer Generated)

* PAGE 1 OF 2 PAGES




PART C - REMARKS:
PARA 251, 34:1 PENETRATION.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

BLOCK2, WEATHER SERVICE:
OTHER: AWOS/ASOS
SERVICE A: NIY

RASS PRESSURE PATTERNS SAME.
KUSW 928.3, KCRW 980.9
RA =74.52

- LPV AND LNAV/VNAV FINAL POFZ PENETRATIONS OBS:
CAT 1 962 TREE (KUSWT0253) 384929.99N/0812124.49W (34.40).
CAT 3 950 TREE (KUSWT0258) 384929.16N/0812125.53W (22.40)

ALS ISA DEVIATION USED: -30C (-22F) - NO CONSISTENT 5 YEAR

‘ : ‘ - OR 3 YEAR HISTORICAL DATA AVAILABLE. AVERAGE COLD
(S) SALS TEMPERATURE BASED ON STANDARD -30 ISA DEVIATION.
MALS

MIN VISIBILITY 1 SM PER ADO.
5.
APPROACH HIRL RAPGE HOLDING OBS USED FROM PUBLISHED PROCEDURE TO
X MIRL 10 (PCL), 28 (PCL)

COINCIDE WITH RWY 28 H-I-L..
& RUNWAY [——F—
LIGHTING 10 (PCL), 28 (PCL) . BARO-VNAV HIGH TEMPATURE DERIVED USING AFS-400
TDZ CACULATOR.

CILINE NO ADDITIONAL AIRSPACE REQUIRED.
OTHER (SPECIFY) FPT NOTIFIED, 20:1/34:1 PENETRATIONS.
100° TREES USED PER FPO.

8260.3, VOLUME 1, "VISUAL PORTION OF FINAL"
PENETRATIONS:
20:1 PENETRATIONS
RWY 28:
1167 TREE (KUSWT0793) 384920.89N/0811933.04W (35.11
1169 TREE (KUSWTO0805) 384920.25N/0811932.35W (34.25
1167 TREE (KUSWTO0806) 384920.24N/0811932.29W (32.02
1163 TREE (KUSWT0794) 384919.70N/0811933.08W (31.05
1150 TREE (KUSWT0816) 384919.88N/0811931.71W (21.65
1148 TREE (KUSWTO0778) 384919,86N/0811933.93W (19.43
1150 TREE (KUSWT0798) 384919.18N/0811932.93W (17.34
1138 TREE (KUSWT0760) 334923.13N/0811935.64W (16.82
mesioLo crossRG TEGNTas 11 e i it i i e
5 ; . 54
T ST SO D 138 TREE (KUSWTOTTa) 84919 08K/0811934 23W (10,46
; 768) 384924.16 : .30
FT. FROM CENTERLINE | ;351 TREE (KUSWT0748) 384923.62N/0811936.86W (4.74
1141 TREE (KUSWT0814) 384920,52N/0811931.75W (3.93

PART B - SUPPLEMENTAL DATA
_2. WEATHER SERVICE

N WS |OTHER:

AWOS-3

1. COMMUNICATIONS WITH:

ZID ARTCC
CRW APP»CON

3. ALTIMETER SETTING
SOURCE;KUSW/ KCRW

DISTANCE: 0/29.20
HOURS REMOTE OPERATION:

24 /| BACKUP
JADJUSTMENT: 0/ 75

FAA:

|SATISFACTORY ON: AlC

X|[VHF [ xJunF T JHF |rLocATiON: KUsSW"
PRIMARY NAVAID: '

MONITOR POINT:

4.
MONITOR

STATUS | HRS
OPTN:

BASIC
ALLWEATHER
INSTRUMENT
APPROACH
MIDFIELD
ROLL OUT

GP ANGLE: 3.00
DISTANCE FROM RWY:

6. RUNWAY
MARKINGS

PIR-G 10, 28

7. RUNWAY
VISUAL
RANGE

ELEV RWY THRESHOLD:927.6
ELEV GP ANTENNA:

8. GLIDE
PATH

9. FINAL APPROACH X
COURSE AIMING X

10. WAIVERS: NONE

[RUNWAY THRESHOLD
|[ON CENTERLINE

' PART D- PREPARED BY

ONALD E. SMITH (THERON CYRUS)

[pAE

132012

975 TREE (KUSWTO0357

TITLE:

AERONAUTICAL INFORMATION SPECIAL|ST

OFFICE:

AJV-352

1143 TREE (KUSWT0821
1112 TREE (KUSWT0736
1118 TREE (KUSWTO0750

34:1 PENETRATIONS
RWY 10:

999 TREE (KUSWT0440,
983 TREE (KUSWT0345
998 TREE (KUSWTO0465)
999 TREE (KUSWT0455)
977 TREE (KUSWT0343
976 TREE (KUSWT0359

975 TREE (KUSWT0360
980 TREE (KUSWT0394
CONT. .

384919.16N/0811931.11W (3.14
384923.52N/0811938.46W (2.04
384924.13N/0811936.79W (1.56

384933.03N/0812147.03W (24.15
384929.76N/0812141.08W (22.35
384932.80N/0812148.85W (18.94
384930.92N/0812147.95W (22.24
384929.86N/0812140.87W (16.83
384929.45N/0812141.91W (13.46

384929.09N/0812141.70W (12.99) .

384929.81N/0812141.99W (12.23

384928.54N/0812144.37W (11.84) R

@\;‘P\L;"}}_‘ v

£
K




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART -A OBSTRUCTION DATA
1. APP SEGMENT _FROM ) OBSTRUCTION COORDINATES | ELEV. MSL] ROC | ALT.ADJUSTMENTS | MIN. ALT.
3. MISSED MAP:
APPROACH =TE
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM_| [ 350
CATEGORY B 15NM__|m[ 450 |2
CATEGORY C 17NM  |S] 450 |2
CATEGORY D 23NM  |G] 550 |2
CATEGORY E 45NM |*[ 550
5. MINIMUM SAFE ALTITUDES , , PRIMARY NAVAID: Jﬁwé_
— SECTOR . | OBSTRUCTION| BRGI/DIST _ |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRGMDIST __JELEVATION (MSL) (TSA
| deee®—
CITY AND STATE ' ELEVATION: 928 - — Jacwumy ~ |PROCEDURE AND AMENDMENT NO:  |REGION
' " SPENCER, WV - |AIRPORT NAME: SO 1 RNAV ~ RNAV (GPS) RWY 10, AMDT 2 . AEA
» BOGGS FIELD

FAA Form 8260 - 9/ April 2006 (Computer Generated) =~ RN T ' T PAGE 2 OF 2PAGES




PART B - SUPPLEMENTAL DATA PART C - REMARKS:
1. COMMUNIGATIONS WITH 2. WEATHER SERVICE 3. ALTIMETER SETTING CONTINUED, 26 354526.62NI0812136.65W (11.74)
NWS |OTHER: |SOURCE: 968 TREE (KUSWT0317) 384928.87N/0812139.30W (11.59)
R - m— L
FAANl ... . [HOURS REMOTE GPERATION: WITH HIGHEST PENETRATIONS LISTED.
SATISFACTORY ON: A/C | VGS!I DATA: NONE
[VHF | JuHF | [HF [LOCATION: ADJUSTMENT: OBST #13 IPDS PROVIDED ACCURACY.
, | PRIVARY NAVAID
MoNiToR | MONITOR POINT
STATUS | HRS | CAT1
OPTN:[ CAT 3
ALS
(S) SALS
MALS
5. HIRL
e
LIGHTING [ReIL
TDZ
CILINE _ v
OTHER (SPECIFY)
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8 GLIDE GP ANGLE: ELEV RWY THRESHOLD:
" PATH DISTANCE FROM RWY- ELEV GP ANTENNA.
- THRESHOLD CROSSING HEIGHT.
9. FINAL APPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING |ON.CENTERLINE FT. FROM CENTERLINE
10. WAIVERS:
PART D - PREPARED BY:' B | DATE:
TITLE: OFFICE:




RADIO FIXIANIFI-Q.IQNJA‘TYRECORD

NAME: RAPGE STATE: WV COUNTRY: US

LATITUDE/LONGITUDE: 384854.91N/0810415.91W- TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: ' HOLDING TYPE OF ACTION: MODIFY

PATTERNS: - -

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
. INBOUND (LORR) TIME DME MIN MAX - MIN MAX

1 E WP 100.34 280.34 R- 4- 3200- 6000 5- 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES - ELEVATION ACCURACY CODE

1 200 AAO. 384921.00N/0805233.00W- 1759 2C

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.-

REMA
PRECIPITOUS TERRAIN EVALUATION COMPLETED..
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 10 1 KUSW SPENCER WV (US)
AP " RNAV (GPS) RWY 28 1 KUSW SPENCER Wv (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 " DATE OF REVISION: 09/20/2012

: REASON FOR REVISION:

; FIX MOVED 4860.76 FT EAST ON CENTERLINE.

] PAT 1 RAD/CRS/BRG CHANGED FROM 100.33 TO 100.34 AND CRS INBOUND FROM 280.33 TO 280.34.

] PAT 1 MINIMUM HOLDING ALTITUDE RAISED FROM 3100 FT TO 3200 F

PAT 1 CONTROLLING OBSTRUCTION COORDINATES, ELEVATION AND ACCURACY CODE DATA UPDATED.
FIX USE AIRPORT IDENT UPDATED FROM K14P TO KUSW.

DEVELOPED BY: DATE: 11/08/2011 OFFICE: AJV-352 . NAME: MICHAEL DOJCAK

APPROVED BY: DATE: 07/26/2012 OFFICE: AJV-352 NAME: DARRYEL ADAMS
| SIGNATURE:

FPO: EST

ARTCC: ZID

ATC FACILITY: CRW APP CON
OTHER:

DISTRIBUTION: NFDC

Q‘C)N//:‘_
4

Kl

FAA FORM 8260-2 / AUG 2009 ' Page 1 of 1



RADIO FIX AND HOLDING DATA RECORD

NAME: WIKON STATE: W COUNTRY: US
LATITUDE/LONGITUDE: 384938.63N/0812821.87W- TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

FIX COORDINATES AT RNP PFAF LOCATION.
FIX NAME CHANGED FROM JOKMU TO WIKON PER ATC REQUEST.

FIX USE: :
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
IAP RNAV (GPS) RWY 10 KUSW SPENCER .

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:

FIX MOVED 487.83 FT/.08 NM W TO RNP PFAF LOCATION.

REMARK RNP PFAF FORMULA USED TO ESTABLISH FIX CHANGED TO FIX COORDINATES AT RNP PFAF LOCATION.
FiX NAME CHANGED FROM JOKMU TO WIKON PER ATC REQUEST REMARK ADDED.

FIX USE AIRPORT IDENT UPDATED FROM K14P TO KUSW.

DEVELOPED BY: DATE: 11/08/2011 OFFICE: AJV-352 " NAME: MICHAEL DOJCAK
APPROVED BY: DATE: 07/26/2012 OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: - - NFDC
FPO: EST
ARTGC: ZID
ATC FACILITY:

OTHER: CRW APP CON

STATE
WV (US)

Al
M

el

FAA FORM 8260-2 / AUG 2009

Page 1 of 1



INFO ONLY

RADIO FIX AND HOLDING DATA RECORD

NAME: WILHI STATE: WV COUNTRY: US
LATITUDE/LONGITUDE: 384953.35N/0813709.80W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEGLENGTH HOLDING ALTITUDES TEMPLATES

INBOUND (LORR) TIME DME MIN MAX
1 w wp 280.00- 100.00 R- 4- 3500- 6000-

CONTROLLING OBSTRUCTIONS:

MIN MAX
6

5

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVA:I;L%? égCURACY CODE

1 200 TOWER (54-000626)- 384841.00N/0814325.00W

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN. -

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED:
FIX NAME CHANGED FROM ECCEB TO WILHI PER ATC REQUEST.-

FIX USE:

USETYPE USE TITLE ) FAC PAT AIRPORTIDENT CITY

1AP RNAV (GPS) RWY 10 1 KUSW SPENCER
IAP RNAV (GPS) RWY 28 1 KUSW SPENCER

REQUIRED CHARTING: IAP.
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:

FIX MOVED 4982.92 FT WEST ON CENTERLINE.

PAT 1 RAD/CRS/BRG CHANGED FROM 280.01 TO 280.00 AND CRS INBOUND FROM 100.01 TO 100.00.
FIX NAME CHANGED FROM ECCEB TO WILHI PER ATC REQUEST REMARK ADDED.

FiX USE AIRPORT IDENT UPDATED FROM K14P TO KUSW.

DEVELOPED BY: DATE: 11/08/2011 OFFICE: AJV-352 NAME: MICHAEL DOJCAK
APPROVEDBY:  DATE: 07/26/2012 OFFICE: AJV-352 NAME: DARRYEL ADAMS
’ SIGNATURE:

DISTRIBUTION: NFDC
’ . FPO: EST
ARTCC: ZID
ATC FACILITY: CRW APP CON
OTHER:

STATE
WV (US)
WV (US)

Al
M

Yrod®

FAA FORM 8260-2 / AUG 2009 »
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