Action: Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form AMENDMENT IAP 10/01/2012 | 2012100121568801002 20121001215688
Procedure: RNAV (GPS) RWY 21 AMDT 0-A Airport ID: Airport: OHIO COUNTY K7K4 Reimbursable #:
KJQD
City: HARTFORD ST: KY GPS #: Estimated Chart Date: FICO #:
05/02/2013
Fac ID: Fac. Type: Specialist: HOWARD HAWKINS
Procedure Review
Rec'd Rel'd Full Name Comments
Lead: YA
A: |0 Ll — 2] 7o
QA: 24 & Qo ! :\\5
Liaison: )
Procedure Comments: Remark Type: INFORMATION

FORMS: 8260-2; CCT VORTAC (R/1), DOZBO WP (R/I). HUTVU WP (R/I), VUSWO WP (R/I), & ZUTIO WP (R/I). 8260-3, -9, & -10,
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HARTFORD, KENTUCKY AL-9266 (FAA)
i1 oo | AP CRS | Ry ldg 5000 RNAYV (GPS) RWY 21
0
w2iA | 207 |AptElev 537 HARTFORD / OHIO COUNTY (JQD)
W Baro-VNAVand VDP NAwhen using Owensboro altimeter setting. For uncompensated Baro-YNAV systems, .
ENAV/VNAV NA below -16°C {4°F) or above 54°C (130°F). When local altimeter setting not received, g\lll;s: If?)gg%%ocﬁrig
use Owensboro alfimeter setting and increase all DA 71 feet, and oll MDA 80 feet, increase LPV Cals A VUSWO and on track
and B visibili?' Vi mite and Cat C visibility Y4 mile, LNAV/VNAY all Cats visibility /4 mile, LNAV Cat C 273° 1o CCT VORTAC
visibility 4 mile. DME/DME RNP-0.3 NA. Helicopter visibility reduction below 3/4 SM not authorized. and hold
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HARTFORD, KENTUCKY HARTFORD / OHIO COUNTY(JQD)
sansesw RNAV (GPS) RWY 21



RNAYV - STANDARD ' Bearings, headings, courses, and radials are magretic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cetlings are in feet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
| are in statute miles or in feet RVR.
TERMINAL ROUTES ) MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE LEI\I{\V II)\;\N
‘ - - L AV: DA
CCT VORTAC ZUTJO (FO) 060.74 / 28.56 2500 LNAV: Rw21
ZUTJO (IFNAF DOZBO (FB ) 206.76 / 6.46 2200
( ) . F8) ) CLIMB TO 3000 DIRECT YUSWO AND ON TRACK 272.69 TO CCT
DOZBO (FAF) HUTVU/2.10 NM TO Rw21 (FB) 206.72/2.25 VORTAC AND HOLD.
HUTVU/2.10 NM TO RwW21 RW21 (MAP) (FO) 206.72/2.10
RW21 (MAP) 787 MSL 206.72
787 MSL VUSWO (FB)
' ADDITIONAL FLIGHT DATA:
VUsSwoO CCT VORTAC (FO) ) 272.69/17.61 3000 : G

HOLD NW, RT, 152.99 INBOUND.

CHART FAS OBST: 809 TREE 372910N/0864914W
DISTANCE TO THLD FROM 250 HATH: 0.54 NM.
CHART VDP AT 1.28 MILES TO Rw21*

*LNAV ONLY.
: WAAS CHANNEL # 90526
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) ETEEEIRA%’:‘%E&AJH ID: W21A
2. HOLD NE ZUTJO, RT, 206.76 INBOUND, 2500 FT. IN LIEU OF PT (IAF) -
3. FAC: 206.72 FAF: pOZBO " DISTFAFTOMAP: 435 THLD: 435
4. MIN. ALT: zutJo 2500, DOZBO 2200, HUTVU/2.10 NM TO RW21 1360*
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2200 GS ALT AT:DOZBO 2200 OM: MM: IM:
7. GS ANGLE: 3.50 TCH:47.4  34:11S NOT CLEAR .
8. MSA FROM: RW21 2600 MAG VAR: 2w EPOCH YEAR: 2000
. MINIMUMS ’
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY =mmw== A B C D E
DH/MDA | VIS |HAT/HAA|DH/MDA VIS | HAT/HAA|DH/MDA | viS |HAT/HAA|DHMDA | VIS |HAT/HAA|DH/MDA | VIS |HATHAA

LPV DA 787 3/4 250 787 3/4 250 807 7/8 270 NA
LNAV/VNAV DA 1011 13/8 474 1011 13/8 474 1011 13/8 474 NA
LNAV MDA 1060 1 523 1060 1 523 1060 11/2 523 NA
CIRCLING 1060 1 523 1060 1 523 1080 112 543 NA
NOTES:
CHART NOTE: BARO-VNAV AND VDP NA WHEN USING OWENSBORO ALTIMETER SETTING. : @ NA WHEN LOCAL WEATHER NOT AVAILABLE. -

CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -16C (4F) OR ABOVE 54C (130F).
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE OWENSBORO ALTIMETER SETTING AND
INCREASE ALL DA 71 FEET, ALL MDA 80 FEET, INCREASE LPV CATS A AND B VISIBILITY 1/4 MILE AND

(SEE FORM 8260-10)

CITY AND STATE ELEVATION: 537 THRE: 537 FACILITY PROCEDURE NO.J/AMDT NO./EFFECTIVE DATE: SUP:
HARTFORD, KY AIRPORT NAME: ‘ lDENgII\E{ER: RNAV (GPS) RWY 21, ORIG-A AMDT: ORIG
OHIO COUNTY ‘ DATED  05/31/2012

'

FAA FORM 8260 - 3 / April 2006 (computer generated) PAGE 1 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED? ' — COORDINATES OF FACILITIES ' REQUIRED EFFECTIVE DATE

] YES [X] no ROUTINE

COORDINATED WITH: . »
ATA AAT © ALPA APA AOPA NBAA OTHER (specify)

[1 ] [ ] 1 x] [x] [X] ZID, EVV APP CON, AIRPORT MANAGER.

FLIGHT CHECKED BY

NAME: \ FIFO DATE:
. RUSSELL P. ELLIOTT FIOG 02/28/2012
DEVELOPED BY ,
NAME: ) FIFO DATE:
HOWARD L. HAWKINS, JR. AJV-352 10/22/2012
APPROVED BY _
NAME: : \ FIFO DATE:
SUSAN CRUMB MANAGER AJV-352
CHANGES:

1. AIRPORT ID CHANGED FROM 7K4 TO JQD. :

2. ALTIMETER CHART NOTE CHANGED TO "WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE OWENSBORO ALTIMETER SETTING AND INCREASE ALL DA 71 FEET, ALL MDA 80 FEET,
INCREASE LPV CATS A AND B VISIBILITY 1/4 MILE AND CAT C VISIBILITY 1/8 MILE, LNAV/VNAV ALL CATS VISIBILITY 1/4 MILE, LNAV CAT C AND CIRCLING CAT.C

VISIBILITY 1/4 MILE.

3. CHART NOTE: OBTAIN LOCAL ALTIMETER SETTING ON CTAF REMOVED.

4. BARO-VNAV HIGH TEMPATURE CHANGED FORM 40C (104F) TO 54C (130F)

REASONS:

1. FPT REQUEST.
2 & 3. NEW AWOS 3 LOCATED AT AIRPORT. .
4. FLIGHT STANDARDS CALCULATOR DATED 05/16/2012.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION ) Bearings, headings, courses, and radfals are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV - STANDARD ' Ceili in feet above aiport elevation. Dista in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 except visiblities which are In statute mies or I et RVR, - o e lndleate

NOTES, (CONT.):

CAT C VISIBILITY 1/8 MILE, LNAV/VNAV ALL CATS VISIBILITY 1/4 MILE, LNAV CAT C AND CIRCLING CAT C
VISIBILITY 1/4 MILE.

CHART NOTE: DME/DME RNP-0.3 NA.

CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 3/4 SM NOT AUTHORIZED.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON CCT VORTAC AIRWAY RADIALS 079 CW 125,

CITY AND STATE ELEVATION: 537 THRE: 537 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
) IDENTIFIER: RNAV (GPS) RWY 21, ORIG-A
HARTFORD, KY AIRPORT NAME: ENAY (GPS) RWY AMDT: ORIG
OHIO COUNTY DATED: 05/31/2012

FAA FORM 8260-10/ April 2006 (Computer Generated) ’ PAGE 2 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED? » COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ wo
COORDINATED WITH:
ATA- AAT . ALPA APA AOPA NBAA OTHER (specify)

- J OO 0O & [ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

except visibilities which are in statute miles or in feet RVR.

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Aliitudes are minimum altitudes unless otherwise indicated.
Cellings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KJaD -
RUNWAY RW21
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W21A
LTP/FTP LATITUDE 372753.2460N
LTP/FTP LONGITUDE 0865046.4030W
LTP/FTP ELLIPSOIDAL HEIGHT +01328
FPAP LATITUDE 372632.2000N
FPAP LONGITUDE 0865133.1500W
THRESHOLD CROSSING HEIGHT (TCH) 00047.4
TCH UNITS SELECTOR (METERS OR FEET USED) F .
GLIDEPATH ANGLE (GPA) 03.50
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1224
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER FSQE3C3C
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K5
LTP ORTHOMETRIC HEIGHT +01636
FPAP ORTHOMETRIC HEIGHT . +01636
CITY AND STATE ELEVATION: 537 THRE: 537 FACILITY PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE: SUP:
HARTFORD, KY AIRPORT NAME: 'DEN:":':\EW RNAV (GPS) RWY 21, ORIG-A ANDT. ORIG
OHIO COUNTY DATED:  05/31/2012
PAGE 3 OF 6 PAGES

FAA FORM 8260-10/ April 2006 (Computer Generated)




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[] vyes [ ] ~no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[ [] ] [ [ []

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
v APPROVED BY
NAME: FIFO DATE:
CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials-are magnetic. Elevations and altitudes are in feef, MSL,

except HAT, HAA, TCH, and RA. Altitudes. are minimum altitudes unless otherwise indicated.
__RNMQESLSIANDA&D INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD cer K5010980VTL N37225671W087154932 N37225671W087154932W0010004501 NARCENTRAL CITY
1 2 3 4 5 6 7 8 9 0 1 2 3.
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT DOZBO K50 w N37315050W086482937 ’ W0035 - NAR DOZBO
SUSAEAENRT HUTVU K50 w N37294785W086494024 W0035 NAR HUTVU
SUSAEAENRT VUSWO K50 W N37224611W086534336 . W0034 NAR VUSWO
SUSAEAENRT ZUTJO K50 W N37374307W086450523 w0036 NAR ZUTJO
1 2 3 4 5 6 7 8 9 4] 1 2 3
AIRPORT 123456789012345678501234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP RJIQDKSAJQD 0 050YHN37273080W086505940W002000537 . 1800018000C MNAR OHIO COUNTY
1 2 3 4 5 6 7 8 9 0 1 2 3

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KJQDK5FR21 ACCT 010CCT K5D 0V IF 18000 A JS
SUSAP KJQDKSFR21 ACCT 020ZUTJOKSEAQEY 020TF 06070286 + 02500 A JS
SUSAP KJQODKSFR21 ACCT 030ZUTJOKSEAQEE AR HF 20680040 + 02500 A JS
SUSAP KJQDKSFR21 R 010ZUTJOKSEACE I IF ’ + 02500 18000 A JS
SUSAP KJQDK5FR21 R 020DOZBOK5EAL1E F 051TF 20680065 + 02200 RW21 KSPGA JS
SUSAP KJQDK5FR21 R 020DOZBOK5EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KJQDKEFR21 R O21HUTVUKSEAQE S O031TF 20670023 V 0136001365 -350 A JS
SUSAP KJQDKSFR21 R O30RW21 K5PGOGY M 031TF 20670021 00584 -350 A JS
SUSAP KJQDK5FR21 R 040 ' 0 M CA 2067 + 00787 A JS
SUSAP KJQDKSBFR21 R O50VUSWOKSEAQE DF A JS
SUSAP KJQDK5FR21 R 060CCT KX5D 0VY 010TF 2727 + 03000 A Js
SUSAP KJQDKS5FR21 R 070CCT KBD OVE R HM 15300040 + 03000 A J8
1 2 3 4 -5 6 © 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KJQDKSGRW21 0050002067 N37275325W086504640—0100 +0132800537000047075R
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KJQDKS5PR21 RW21 001 0000W21A0N372753246OWO865046403O+Ol328O350N3726322OOOWO8651331500106751224000474F4005100F59E3C3C
SUSAP KJQDKSPR21 RW21 002E +01636+01636LPV 90526
CITY AND STATE ELEVATION: 537 THRE: 537 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup: .
HARTFORD, KY AIRPORT NAME: ; IDENTIFIER; RNAV (GPS) RWY 21, ORIG-A
OHIO COUNTY : AMDT: ORIG
RNAV DATED:  05/31/2012

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves |:| NO

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

[ ] I I I

AOPA NBAA OTHER (specify)

[ L

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY )

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

N P AND INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR. ‘
1 2 3 4 5 6 7 8 9 0 1 2 : 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KJQDKSSRWZl KSPG 0 18018002625 . M

CITY AND STATE ELEVATION: §37 " THRE: 537 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup-
HARTFORD, KY . AIRPORT NAME: ) IDENTIFIER: RNAV (GPS) RWY 21, ORIG-A
OHIO COUNTY ‘ AMDT: ORIG
RNAV DATED:  05/31/2012

"FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 5 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

. I R ]

AOPA " 'NBAA OTHER (specify)

[ 1] ]

FLIGHT CHECKED BY

DATE:

NAME: FIFO
DEVELOPED BY
NAME: NFPG DATE:
APPROVED BY
NAME: NFPG DATE:
CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAYV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSTITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
CCT CCT 010 IF FB -
CCT ZUTJo 020 TF FO 2.0 060.7(058.7T) 028.6 AA 02500
CCT ZUTJ0 030 IAF HF R FO 206.8(204.8T) 004.0 ’ AA 02500
ZUTJO 010 FACF IF FB AA 02500
DOZBO 020 FAF TF FB 0.5 206.8(204.8T) 006.5 AA 02200
HUTVU 021 SDF TF FB 0.3 7206~7(204.7T) 002.3 AA 01360 GS 01365
RW21 030 MAP TF FO 0.3 206.7(204.7T) 002.1 AT 00584
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE ‘SPEED
040 CA FB 206.7(204.7T) AA 00787
VUSWO 050 DF FB -
cCT 060 - TF FO 1.0 272.7(270.7T) AA 03000
CCT 070 HM R FO 153.0(151.0T) 004.0 AA 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
CCT N372256.71 W0871549.32 N3722.945 wW08715.822
DOZBO N373150.50 Ww0864829.37 N3731.842 W08648.490
HUTVU N372947.85 W0864940.24 N3729.798 W08649.671
VUSWO N372246.11 W0865343.36 N3722.769 W08653.723
ZUTJ0 N373743.07 W0864505.23 N3737.718 W08645.087
RW21 N372753.25 W0865046.40 N3727.888 W08650.773
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW21 00537 47
CITY AND STATE ELEVATION: 537 THRE: 537 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
HARTFORD, KY AIRPORT NAME: ; /IDENTIFIER: RNAV (GPS) RWY 21, ORIG-A
OHIO COUNTY AMDT: ORIG
RNAV DATED:  05/31/2012

FAA FORM 8260 - 10 / April 2006 (Computer Generated)

Page 6 of

6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF ‘FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

4 O O O

AOPA NBAA OTHER (specify)

[ 1] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL} ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER CCTVORTAC 2UTJO 1. TOWER (21-000869) |373151.00N/0865752.00W [ 1129 (5D) 1000 |AT371 2500
2. TERRAIN 373129.00N/0865555.00W |689 (700) AS1500 2200
INTERMEDIATE ] ZUTJO (IF/IAF) DOZBO 3. TOWER (21-002144) [373854.76N/0864627.44W |888 (1A) 500 1500
4. TERRAIN 373351.00N/0864742.00W |689 (700) ~ [as1s00 2200
FINAL: LPV DOZBO RW21 ASC 7871250
ASC ' 807/270
FINAL: LNAV/VNAV DOZBO RwW21 5. TREE . 372831.16N/0864941.90W |699 (2C) 20.1:1 Jac20 1011/474
FINAL: LNAV DOZBO HUTVU/2.10 NM TO [6. TOWER (21-000675) [372950.00N/0864851.00W |950 (5D) 250 |Acs50 RA71 DG39 1360
RW21 '
FINAL: LNAV STEPDOWN HUTVU/210NM TO  |RW21 7. TREE 372910.00N/0864914.00W {809 (2C) 250 1060
' RW21
2. HOLD-IN-LIEU-OF-PT - |zuTJo P-5 8. TOWER (21-001612) [373804.00N/0863953.00W | 1087 (1A) 1000 |AT413 2500
: |9- TERRAIN 374149.00N/0863952.00W | 349 (800) AS1500 2300
MAP: |DAJDA/RW21 CCTVORTAC ASC 3000
ip“g':gEgH 70. TOWER (21-001194) |372300.00N/0865228.00W | 954 (2C) | 1000 » 2000
ELEV: |587/861/960 11. TERRAIN 372802.38N/0865022.57W | 599 (600) AS1500 2100
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3 NM o350 523 12. TREE 372659.35N/0864929.89W {739 (2C) 300 ] 1060
CATEGORY B 1.5 NM o 450 |2 523 13, TREE 372658.84N/0864929.36W |749 (2C) 300 1060
CATEGORY C 1.7NM |5 450 |2 543 14. TREE 372906.00N/0864917.00W {769 (2C) 300 1080
CATEGORY D 23NM || 550 |2
CATEGORY E 4.5 NM x1™550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: Rw21 .
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA =
360-360 TWR (21-000909) 313/13.1 1543 (3C) 2600
CITY AND STATE ELEVATION: 537 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
HARTFORD, KY AIRPORT NAME: RNAV RNAV (GPS) RWY 21, ORIG-A ASO
OHIO COUNTY

FAA Form 8260 - 9 / April 2006 (Computer Generated) PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA PART C - REMARKS:

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING PRECIPITOUS TERRAIN EVALUATION COMPLETED.
2D ARTCC 0N NWS |OTHER: SOURCE:KJAD / KOWB NO ADDITIONAL AIRSPACE REQUIRED.
CTAF DISTANCE: 0/ 22.60 RASS PRESSURE PATTERNS SAME
FAA HOURS REMOTE OPERATION: K7K4.230.5, KowB 407.3
SEE AFD/24 -
SATISFACTORY ON: AlIC : NO HISTORICAL TEMPERATURE DATA AVAILABLE.
X[VHF |xJUHF | [HF _[LOCATION: ADJUSTMENT:0/71 AVERAGE COLD TEMPERATURE BASED ON STANDARD -30C ISA
. PRIMARY NAVAID: DEVIATION. -
MONITOR | MONITOR POINT: ’ BLOCK 3: KJQD/KOWB; DISTANCE 22.60; HOURS REMOTE
STATUS | HRS | CAT1 ~ OPERATION: 24 HOUR BACKUP; ADJUSTMENT: 70.12;
oPTN: CAT 3 KOWB ASOS-3 IS ON SERVICE A.
ALS VGS! DATA 3.50/47.4
(S) SALS 250° HAT USED DUE TO NP1 MARKINGS.
MALS TAA NOT DEVELOPED, COORDINATED BY ATC.
5 HIRL

PENDING VGSI GPA/TCH USED FOR PROCEDURE DESIGN PER FPT.

APPROACHI ™ ImIRL 21 (PCL), 03 (PCL)
& RUNWAY == —"To eIl 21, 03

LIGHTING : GREATER THAN 3.00 GPA REQUIRED TO MAINTAIN 250 FT HAT
TDZ DUE TO OBSTACLE K7K4T0166. OBSTACLE OFF AIRPORT AND
. UNABLE TO BE REMOVED PER AIRPORT MGR AND FPT
CILINE COORDINATION.
X |OTHER (SPECIFY) _ LPV SURFACE 29.1:1
PAPI-2L 21 (PCL), 03 (PCL) LNAVIVNAV SURFACE 20.1:1
6. RUNWAY BASIC LPV, LNAV/VNAV AND LNAV INTERMEDIATE OBSTACLE AND
" MARKINGS |ALLWEATHER , _ TERRAIN THE SAME.
INSTRUMENT  NPI-P 21, 03 FPO NOTIFIED, 34:1 PENETRATIONS (07/18/2011).
7.RUNWAY | APPROACH TERPS, VOLUME 1, "VISUAL PORTION OF FINAL"
VISUAL MIDFIELD PENETRATIONS:
RANGE 34:1
ROLL OUT 654 TREE (K7K4T0166) 372816.18N/0865024.56W (39.50)
8. GLIDE GP ANGLE: 3.50 ELEV RWY THRESHOLD:536.8 CATS A-C REQUESTED BY FPT.
PATH DISTANCE FROM RWY: ELEV GP ANTENNA: 100" TREES USED PER EST FPO.
THRESHOLD CROSSING HEIGHT.47.4 LPV ASC HOWEVER, CAT A/B MINIMUM HATH 250 BASED ON NPI
9. FINALAPPROACH X [RUNWAY THRESHOLD FT. FROM THRESHOLD | piyy MARKINGS. CAT C MINIMUM HATH 270 BASED ON 8260.3B
COURSE AIMING X |ON CENTERLINE , FT. FROM CENTERLINE | CHG 20 TABLE 3-4.

10. WAIVERS: NONE
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