Action: [Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form AMENDMENT IAP 10/16/2012 | 2012101625502401001 20121016255024
Procedure: RNAV (GPS) RWY 6 AMDT 0B Airport ID: Airport: COEUR D'ALENE - PAPPY Reimbursable #:
KCOE BOYINGTON FIELD
City: COEUR D'ALENE ST: ID GPS #: Estimated Chart Date: FICO #:
05/02/2013
Fac ID: Fac. Type: Specialist: RALPH DUMAR
Procedure Review
Rec'd Rel'd Full Name Comments
Lead: . - <
. 2 e 7 I — - = )
QA: 2l &3 ‘m//%@/ee Forms . J//a 143(43\
Liaison:

Procedure Comments:

ATTACHED FORMS: 8260-3; 8260-9, 8260-10

ASSIGNED MAGVAR: KCOE 19E
GEG VTAC 21E

s 8%\5@

ENROUTE-NON

REMARKS: UPDATED ARINC CODING FOR RWY CHNG, ADDED CA LEG TO MA
CONTACT: PETE GETZ/LONNIE EVERHART, AJV-354 LEADS, 405.954.2079/4576

Remark Type:

INFORMATION

COEUR D'ALENE ID, COEUR D'ALENE-PAPPY BOYINGTON FIELD (COE) RNAV (GPS) RWY 6, ORIG-B ENROUTE-NO FC: TABLE TOP PUB 5-02-13
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8260-2(S): CIMAL INT, REV 1; CIPUT INT; REV 1; CODSA INT, REV 1; POBIY INT, REV 1; VUNUC INT, REV 1; DIANN INT, REV 8 (INFO ONLY), JOMRU INT, REV 1
(INFO ONLY), ROPES INT, REV 7 (INFO ONLY); SPOKANE (GEG) VTAC, REV 13 (INFO ONLY)
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VN 8200-6 (05/26/2005)

Data as of: 3/5/2013 10:56:40AM




COEUR D'ALENE, IDAHO

AL-527 (FAA)
WAAS Rwy Idg 7400
CH 70608 APP CRS

FIG
THRE 2277
woea | 051°

RNAV (GPS) RWY 6
Apt Elev 2320

COEUR D’ALENE-PAPPY BOYINGTON FIELD (COE)
For uncompensated Baro-VNAV systems, LNAV/VNAV NA below
A -21°C (-5°F) or above 53°C {127°F). DME/DME RNP- 0.3 NA.

MALSR
When local altimeter setting not received, use Spokane Intl altimeter setting and

increase all DA/MDA 80 feet. Increase LNAV/VNAYV all cats visibility 1/4 mile, LNAV

MISSED APPROACH: Climb to 7000
Cat C/D visibility 1/8 mile, and circling Cat C visibility 1/4 mile

direct CIMAL and on track 335° to

———-ll]llll

. CODSA and on track 269° to DIANN
: 1A5) and hold.
Baro-VNAV and VDP NA when using Spokane Inlt altimeter setting
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Holding Pattern  poply 1 ¢ tr ¢ O AN
2310 CIFiUT *LNAV only
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CATEGORY A | B | c | D

PV DA 2477-V5 200 {200-}4)

LNAV/

Viay DA 2640-3; 363 (400-%)
LNAV MDA 2740-/2 463 (500-%) Aég 75‘,1'(%-.]1) MIRL Rwy 2-20()
cranG | 27407 2860-1 2880-17% 28802 | HIRLRwy 6-240

420 (500-1) 540 (600-1) | 560(600-1%) | 560(600-2) | REILRwys2and 24Q)
COEUR D'ALENE, IDAHO
Orig-B FIG

COEUR D’'ALENE-PAPPY BOYINGTON FIELD (COE)
47°46'N-116°49'W

RNAV (GPS) RWY 6



RNAYV - STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, andRA. Aliitudes are minimum altitudes unless otherwise indicated. Cellings afe in feet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |I:PV: DA AV: DA
N H
GEG VORTAC (IAF) POBIY (NOPT) (FB) 048.88/20.75 5600 LNﬁvaRNwos
JOMRU (IAF ) . 19 560
U (1AF) POBIY (NOPT) (FB) 135.08 717 0 CLIMB TO 7000 DIRECT CIMAL AND ON TRACK 335.39 TO CODSA
ROPES (IAF) VUNUC (NOPT) (FB) 336.79/ 4.50 7300 AND ON TRACK 268.85 TO DIANN AND HOLD.
VUNUC POBIY (FB) 336.78/4.69 5600
POBIY (IF/IAF) CIPUT (FB) 050.81/6.93 v 4500
CIPUT (FAF) RWO06 (MAP) (FO) 050.93/6.68
ADDITIONAL FLIGHT DATA:
RW06 (MAP) 2477 MSL 050.93 HOLD E, LT, 268.85 INBOUND.
: CHART FAS OBST: 2369 TRSM LINE 474641N/1165104W
(SEE FORM 8260-10) : DISTANCE TO THLD FROM 200 HATH: 0.49 NM.
CHART VDP AT 1.27 MILES TO RW06*
*LNAV ONLY.
WAAS CHANNEL # 70608
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) E}Eﬁﬁ?g;s"m“ ID: WO6A
2. HOLD SW POBIY, LT, 050.81 INBOUND, 5600 FT. IN LIEU OF PT (IAF)
3. FAC: 050.93 FAF: CIPUT DIST FAF TO MAP: 6.68 THLD: 6.68
4. MIN‘. ALT: POBIY 5600, CIPUT 4500 .
5. DIST TO THLD FROM OM: - MM: IM: . 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 4500 GS ALT AT:CIPUT 4500 OoMm: MM: IM:
7. GS ANGLE: 3.00 TCH:56.0 34:11S CLEAR
8. MSA FROM: RW06 7700 " |MAG VAR: 19E EPOCH YEAR: 1990
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT |ALTERNATE: N A | l STANDARD @
CATEGORY =====> A B C : D . E
' DH/MDA VIS HAT/HAA | DHIMDA VIS HAT/HAA|DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA| DH/MDA VIS HAT/HAA
LPV DA 2477 1/2 200 2477 112 200 2477 12 200 2477 C 12 200
LNAV/VNAV DA 2640 3/4 363 2640 3/4 363 2640 34 363 2640 3/4 363
LNAV MDA 2740 12 463 2740 1/2 463 2740 1 463 2740 1 463
CIRCLING 2740 1 420 2860 1 540 2880 1172 560 2880 2 560
NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -21C (-5F) OR ABOVE 53C @ NA WHEN LOCAL WEATHER NOT AVAILABLE. WA
(127F). [} “
CHART NOTE: DME/DME RNP-0.3 NA. . [+ -
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE SPOKANE INTL ALTIMETER SETTING AND (}?
(SEE FORM 8260-10) %%0
CITY AND STATE ELEVATION: 2320 THRE: 2277 FACILITY PROCEDURE NO./AMDT NO.JEFFECTIVE DATE:  |SUP:
) COEUR D'ALENE, ID AIRPORT NAME: |DEN'R[‘H;|\EIR; RNAV (GPS) RWY 6, ORIG-B ANMDT: ORIG-A
COEUR D'ALENE - PAPPY BOYINGTON FIELD : DATED  03/12/2009

FAA FORM 8260 - 3 / April 2006 (computer generated) PAGE 1 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] Yes NO ROUTINE
COORDINATED WITH: :
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[X] [] [X] [] [X] [X] [X]  2ZSE,GEG APP CON, ST AV. DIR, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE.
PAUL KOSCHEKA FIOG 09/10/2008
DEVELOPED BY
NAME: v FIFO DATE:
RALPH DUMAR ’ AJV-354 10/17/2012
APPROVED BY
NAME: . FIFO DATE:
DEBORAH COPELAND MANAGER AJV-354
CHANGES: ,

1. CHANGED UNCOMPENSATED BARO-VNAV NOTE TEMPERATURES FROM BELOW -19 C (-2 F) TO -21 C (-5 F) AND FROM ABOVE 44 C (111 F) TO 53 C (127 F).

2. CHANGED NOTE TO READ: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE SPOKANE INTL ALTIMETER SETTING AND INCREASE ALL DA/MDA 80 FEET. INCREASE
LNAV/VNAV ALL CATS VISIBILITY 1/4 MILE, LNAV CAT C/D VISIBILITY 1/8 MILE, AND CIRCLING CAT C VISIBILITY 1/4 MILE.

3. DELETED INOPERATIVE MALSR NOTE.

4. REWORDED MISSED APPROACH INSTRUCTIONS: CHANGED VIA TO ON, PLACED COURSES AFTER THE WORD "TRACK".

5. CHANGED FROM TDZE 2290 TO THRE 2277.

6. CHANGED LPV DA FROM 2490 TO 2477.

7. CHANGED LNAV/VNAV DA FROM 2653 TO 2640.

8. CHANGED LNAV HAT 450 TO HATH 463, AND INCREASED CAT C VISIBILITY FROM 3/4 TO 1 MILE.

9. REVISED PROCEDURE NA NOTE RADIAL 073 TO RADIAL 142.

10. FAS DATA CRC REMAINDER CHANGED FROM DF145697 TO 095663B2. )

11. UPDATED ARINC CODING TO RW06. ORIG-A AMENDMENT UPDATED PROCEDURE NAME IN THE TPP, ARINC IS BEING UPDATED WITH AMENDMENT ORIG-B.

REASONS:

1. PER AFS 400 CALCULATOR.

2. PER 8260.3B CHG 20 MINIMUMS.

3. NO LONGER APPLIES.

4. PER 8260.19E.

5. PER UPDATED CRITERIA.

6-8. MEASURED FROM RWY THRESHOLD.
9. EXCEEDS 90 DEGREE TURN.

10. RUNWAY UPDATED TO RWO0S6.

O“M/Q
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV - STANDARD Ceili in feet abo' iport elevation. Distances are in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 oxcopt visibiltios which are in statute miles o n foot RVR.
TERMINAL ROUTES, (CONT.):
FROM TO COURSE AND DISTANCE ALTITUDE
2477 MSL CIMAL (FB)
CIMAL CODSA (FB) 335.39/17.32

CODSA DIANN (FO) ) 268.85/16.42 7000

NOTES, (CONT.):

INCREASE ALL DA/MDA 80 FEET. INCREASE LNAV/VNAV ALL CATS VISIBILITY 1/4 MILE, LNAV CAT C/D
VISIBILITY 1/8 MILE, AND CIRCLING CAT C VISIBILITY 1/4 MILE.

CHART NOTE: BARO-VNAV AND VDP NA WHEN USING SPOKANE INTL ALTIMETER SETTING.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT GEG VORTAC ON AIRWAY RADIALS 006 CW 142.

GUA((A

o

CITY AND STATE ELEVATION: 2320 THRE: 2277 FACILITY
COEUR D'ALENE, ID AIRPORT NAME: IDENTIFIER:
RNAV

COEUR D'ALENE - PAPPY BOYINGTON FIELD

PROCEDURE NO./ AMDT NO./[EFFECTIVE DATE:
RNAV (GPS) RWY 6, ORIG-B

sup: RNAV (GPS) RWY 5

ANMDT: ORIG-A

DATED:  03/12/2009

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 2 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] ves : [ n~o
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[ [ 1] [ ] [ ] L] [ ~

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE;
APPROVED BY
NAME: FIFO DATE:
CHANGES:
REASONS:
WAL,
%) . 2

R




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KCOE
RUNWAY RWO06
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) WO6A
LTP/FTP LATITUDE 474618.8740N
LTP/FTP LONGITUDE 1165013.4980W
LTP/FTP ELLIPSOIDAL HEIGHT +06765
FPAP LATITUDE 474643.9700N
FPAP LONGITUDE 1164830.8400W
THRESHOLD CROSSING HEIGHT (TCH) . 00056.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) ’ 03.00°
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0016
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 35.0
CRC REMAINDER 095663B2
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K1
LTP ORTHOMETRIC HEIGHT +06941
FPAP ORTHOMETRIC HEIGHT +06941
QUAL,
a*~
A
<3
26 O
CITY AND STATE ELEVATION: 2320 FACILITY 'PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE: sup: RNAV (GPS) RWY 5
IDENTIFIER:

COEUR D'ALENE, ID AIRPORT NAME:

COEUR D'ALENE - PAPPY BOYINGTON FIELD

RNAV

RNAV (GPS) RWY 6, ORIG-B

AMDT: ORIG-A

DATED: 03/12/2009

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 3 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] ves [ ] no
COORDINATED WITH: .
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[ 1] [ ] [ ] [ ] [ ] ]

FLIGHT CHECKED BY

NAME: FIFO DATE.
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE.

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
. except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—RNAM(Q-ES-)—SIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD GEG K1011550VTHA N47335380W117373679 N47335380W117373679E0210027562 NARSPOKANE
1 2 3 4 5 6 7 8 S 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT CIMAL K10 w N47473853W116444727 EQ0150 NAR CIMAL
SUSAEAENRT CIPUT K10 C N47440181W116593165 EQ0151 NAR CIPUT
SUSAEAENRT CODSA K10 W N48045190W116471862 E0151 NAR CODSA
SUSAEAENRT DIANN K10 c L N48095141W117103951 E0152 NAR DIANN
SUSAEAENRT JOMRU K10 C L N47570656W117201766 E0152 NAR JOMRU
SUSAEAENRT POBIY K10 C N47413883W117090957 E0151 NAR POBIY
SUSAEAENRT ROPES K10 C L N47322907W117080962 EOQ151 NAR ROPES
SUSAEAENRT VUNUC K10 W N47365819W117083892 EO0151 NAR VUNUC
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCOEK1ACOE 0 074YHN47462750W116491050E019002320 1800018000C MNAR COEUR D'ALENE - PAPPY BOYINGTO
1 2 3 4 5 6 7 8 9 0 1 2 3

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KCOEK1FRO6 AGEG 010GEG KI1D 0V A IF 18000 A JS

SUSAP KCOEK1FRO6 AGEG 020POBIYKIEAQOEE B 010TF 04890208 + 05600 A JS

SUSAP KCOEK1FRO06 AJOMRU 010JOMRUK1EAQE A IF 18000 A JS

SUSAP KCOEK1FRO06 AJOMRU 020POBIYK1EAQEE B 010TF 13510172 + 05600 A JS

SUSAP KCOEK1FRO6 APOBIY 010POBIYK1EAQEE AL HF 05080050 + 05600 18000 A JS

SUSAP KCOEK1FRO6 AROPES 010ROPESK1EAQOE A IF 18000 A JS

SUSAP KCOEK1FRO6 AROPES 02(0VUNUCK1EAQE 010TF 33680045 + 07300 A JS

SUSAP KCOEK1FRO6 AROPES 030POBIYKIEAQOEE B 01l0TF 33680047 + 05600 A JS

SUSAP KCOEK1FRO6 R 010POBIYKIEAQE I iF + 05600 18000 A JS

SUSAP KCOEK1FRO6 R 020CIPUTKLIEALE F O051TF 05080069 + 04500 RW06 KL1PGA JS

SUSAP KCOEK1FRO6 R 020CIPUTKLIEA2WALPV ALNAV/VNAV ALNAV Js

SUSAP KCOEK1FRO6 R 030RW06 KIPGOGY M 031TF 05090067 02333 -300 A JS

SUSAP KCOEK1FRO6 R 040 0 M CA 0509 + 02477 A J8

SUSAP KCOEK1FRO6 R 050CIMALK1EACE DF A J8

SUSAP KCOEK1FRO6 R 060CODSAKI1EAQOE 010TF 3354 A Js

SUSAP KCOEK1FRO6 R 070DIANNKIEAQOEY 010TF 2689 + 07000 A JS Llf
SUSAP KCOEK1FRO6 R 080DIANNKLIEAQCEE L HM 26890070 + 07000 A JS \P“ F

le-1 .
1 2 3 4 5 6 7 8 9 0 1 2 TR 0O
et
CITY AND STATE ELEVATION: 2320 THRE: 2277 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyp. NVAV (GPS]RWYS
COEUR D'ALENE, ID AIRPORT NAME: IDENTIFIER: RNAYV (GPS) RWY 6, ORIG-B
COEUR D'ALENE - PAPPY BOYINGTON AMDT: ORIG-A
FIELD RNAV DATED:  03/12/2009

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O 0O O O

AOPA

[

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

—RMQESLSIAMDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCOEKI1GRWO06 0074000511 N47461887W116501350+0600 +0676502277000056100T
1 2 3 4 5 6 7 8 9 . 4] 1 2 3
PP 123456789012345678301234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCOEK1PRO6 RW06 001 0000W06A0N4746188740W11650134980+067650300N4746439700W11648308400106750016000560F400350095663B2
SUSAP KCOEK1PRO6 RW06 002E +06941+06941LPV 70608
1 2 3 4 5 3 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCOEK1SRW06é K1PG 0 18018007725 M
e
(CI W)
CreC
CITY AND STATE ELEVATION: 2320 THRE: 2277 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP: RNAVI{GFS) RWY 5
COEUR D'ALENE, ID AIRPORT NAME: ) IDENTIFIER: RNAV (GPS) RWY 6, ORIG-B
COEUR D'ALENE - PAPPY BOYINGTON AMDT: ORIG-A
FIELD RNAV DATED:  03/12/2009

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 5 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

J O 0O O

AOPA

[

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
_RNAMES')—SIAN-DARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - RNAV (GPS) | 1
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
GEG GEG 010 IAF IF FB
GEG POBIY 020 TF FB 1.0 048.9(067.9T) 020.8 AA 05600
JOMRU JOMRU 010 IAF IF FB
JOMRU POBIY 020 TF FB 1.0 135.1(154.1T) 017.2 AR 05600
POBIY POBIY 010 IAF HF L FO 050.8(069.8T) 005.0 AR 05600
ROPES ROPES 010 IAF IF FB
ROPES VUNUC 020 TF FB 1.0 336.8(355.8T) 004.5 AA (07300
ROPES POBIY 030 TF FB 1.0 336.8(355.8T) 004.7 AA 05600
POBIY 010 FACF IF FB AA 05600
CIPUT 020 FAF TF FB 0.5 050.8(069.8T) 006.9 AA 04500
RWO6 030 MAP TF FO 0.3 050.9(069.9T) 006.7 AT 02333
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 050.9(069.9T) AR 02477
CIMAL 050 DF FB
CODSA 060 TF FB 1.0 335.4(354.4T)
DIANN 070 TF FO 1.0 268.9(287.9T) AA 07000
DIANN 080 HM L FO 268.9(287.9T) 007.0 AA 07000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
GEG N473353,80 W1173736.79 N4733.897 W11737.613
CIMAL N474738.53 W1ll64447.27 N4747.642 W11644.788
CIPUT N474401.81 W1165931.65 N4744.030 W11659.528
CODSA N480451.90 W1164718.62 N4804.865 W1lle47.310
DIANN N480551.41 W1171039.51 N4809.857 W11710.659
JOMRU N475706.56 W1172017.66 N4757.109 W11720.294
POBIY N474138.83 W1170909.57 N4741.647 W11709.160
ROPES N473229.07 W1170809.62 N4732.485 W11708.160
VUNUC N473658.19 W1170838.92 N4736.970 W11708.649
RWO6 N474618.87 W1165013.50 N4746.315 W1l1l650.225
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RWO6 02277 56
L7y
o
o &
Cresy
CITY AND STATE ELEVATION: 2320 THRE: 2277 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP: RNAV{GPS}RWY 5
COEUR D'ALENE, ID AIRPORT NAME: ) IDENTIFIER: RNAV (GPS) RWY 6, ORIG-B
COEUR D'ALENE - PAPPY BOYINGTON AMDT: ORIG-A
RNAV
FIELD DATED:  03/12/2009
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O O 0O O

AOPA

1

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
‘ PART -A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL ROC ALT. ADJUSTMENTS MIN. ALT.
INITIAL GEG VORTAC POBIY 1. AAO 474330.00N/1171015.00W | 3524 (4E) 1000 |DG1076 5600
2. TERRAIN 474330.00N/1171015.00W [3324 (3300) AS1500 4800
INITIAL JOMRU POBIY 3. AAO 474523.06N/1170937.26W [3681 (2A) 1000 |DG919 5600
4. TERRAIN 474523.06N/1170937.26W |3481 (3500) AS1500 ' 5000
INITIAL ’ ROPES VUNUC {5. AAO 473425.20N/1170436.20W {5405 (6A) 1000 |[PR122 DG773 7300
6. TERRAIN 473425.20N/1170436.20W |5205 (5200) AS1500 6700
INITIAL: STEPDOWN VUNUC POBIY 1. AAO 474330.00N/1171015.00W |3524 (4E) T 1000 DG1076 5600
2. TERRAIN 474330.00N/1171015.00W |3324 (3300) AS1500 4800
INTERMEDIATE POBIY (IF/IAF) CIPUT 7. AAO 474529.30N/1170751.60W |3716 (6A) 500 ‘ 4300
] 8. TERRAIN 474529.30N/1170751.60W |3516 (3500) AS1000 4500
FINAL: LPV CIPUT RW06 v ASC 2477200
FINAL: LNAV/VNAV CIPUT RW06 [9. TREE 474627.00N/1165115.61W | 2359 (2C) 23.4:11 |Ac20 2640/363
FINAL: LNAV CIPUT RWO06 10. TRSM LINE 474641.15N/1165104.23W [2369 (2C) 250 [AT81* XL40 2740
2. HOLD-IN-LIEU-OF -PT POBIY P-6 11. TOWER (53-000094) |473453.00N/1171750.00W |4549 (4D) 1000 5600
' ' 12. TERRAIN 473451.00N/1171754.00W |3659 (3700) AS1500 5200
3. MISSED MAP: |DA /DA /RWO06 DIANN 13. AAO. - ' 475211.31N/1164100.82wW | 3995 (6A) ASC 7000
APPIROACH ‘ 14. AAO 480450.10N/1165712.10W [ 5319 (6A) 1000 6400
ELEV: - {2308/2479/2600 . |15- TERRAIN 480450.10N/1165712.10W | 5119 (5100) AS1500 6600
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3 NM A 350 420 16. TREE (16-020443) |474624.26N/1164824.41W [2420 (2C) 300 si 2740
CATEGORY B 1.5 NM m 450 |2 540 17. TREE 474709.00N/1164624.00W |2549 (2C) 300 2860
CATEGORY C 1.7NM  |S[ 450 |2 560 18. TREE (16-020416) |474711.27N/1164619.78W {2563 (1A) 300 2880
CATEGORY D 23NM |G 550 2 560 18. TREE (16-020416) |474711.27N/1164619.78W [2563 (1A) 300 | 2880
CATEGORY E 45NM |*[ 550 :
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RWo06
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR . OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA
360-360 AAO 117/ 28.1 6608 (6A) 7700 : QUA‘/,.
- 9
CITY AND STATE - ELEVATION: 2320 FACILITY PROCEDURE AND AMENDMENT NO: REGlON‘%gC\(@
COEUR D'ALENE, ID AIRPORT NAME: RNAV RNAV (GPS) RWY 6, ORIG-B ANM
. " | COEURD'ALENE - PAPPY BOYINGTON

FAA Form 8260 - 9 / April 2006 (Computer Generated) , : PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
BOIFSS - SOURCE:KCOE / KGEG
GEG APP CON NWS [OTHER:
ZSE ARTCC AWOS-3 DISTANCE: 0/30.47
: FAA HOURS REMOTE OPERATION:
: AlIC 24/ BACKUP
SATISFACTORY ON: . .
Xx|VHF |[x[uHF | |HF LOCATION: KCOE ADJUSTMENT: 0 /80 '
PRIMARY NAVAID:
4. -
MONITOR |-MCNITOR POINT:
STATUS | HRS | CATH
OPTN:| CAT 3
ALS
(S) SALS
X MALSR 06 (PCL)
5. X HIRL 24 (PCL), 06 (PCL)
‘:‘P:Sr?vl\\liv X |MIRL 02 (PCL), 20 (PCL)
LGHTING X  |REIL 02 (PCL), 24 (PCL)
TDZ
C/LINE
X  |OTHER (SPECIFY)
PAPI-4R 24, 06 PAPI-2L. 02, 20
6. RUNWAY |BASIC

INSTRUMENT NPI-G 02, 20

7. RUNWAY APPROACH

VISUAL MIDFIELD

RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:2277.1

PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:56.0

9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD

COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS: NONE
PART D - PREPARED BY: - DATE:

RALPH DUMAR 10/17/2012
1TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-354

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

VGSI DATA: 3.00/56.9
KCOE AND KGEG WX IS ON SERVICE "A".

*LNAV FINAL: 81 FT ADDED TO MAINTAIN PUBLISHED MDA.

NO ADDITIONAL AIRSPACE REQUIRED.
RASS PRESSURE PATTERNS SAME
ggOE 2320.2, KGEG 2385

= 80.

GQS, 20:1, 34:1 AND VISI (DTED) PENETRATIONS CHECKED
MANUALLY. RWY HAS PIR SURVEY.

LPV SLOPE: 34:1

| LNAV/VNAV SLOPE: 23.4:1

TREE HEIGHT 60 FT. PER PREVIOUS AMENDMENT.

TRSM LINES 1/2 MILE FINAL MAXIMUM HT 80 FT. SOURCE
AVISTA ELECTRIC.

BARO-VNAV NA BEL.OW -21C (-5F) OR ABOVE 53C (127F)
ACT -21C, AHT 35C

LOCAL WX HISTORY NOT AVAILABLE, USED KGEG, SPOKANE INTL

5-YEAR (2007-12) WX HISTORY.
DESCENT RATE: STANDARD TEMP 985 HIGH TEMP 1150

TEMPERATURE LIMITS, AND DESCENT VALUE DERIVED FROM

AFS-400 CALCULATOR.




RADIO FIX AND HOLDING DATA RECORD

NAME: CIMAL / STATE: ID " COUNTRY: US

LATITUDE/LONGITUDE: 474738.53N/1164447.27TW TYPE: WP
AIRSPACE DOCKET: FIXTYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:
USE TYPE USE TITLE ) FAC PAT AIRPORT IDENT CITY

IAP RNAV (GPS) RWY 6 KCOE COEUR D'ALENE
REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUM‘BER: 1 DATE OF REVISION: 05/02/2013

REASON FOR REVISION:
DELETED WP FROM FIX MAKEUP FACILITIES.
UPDATED FIX USE.

DEVELOPED BY: DATE: 10/17/2012 OFFICE: AJV-354 - NAME: RALPH DUMAR

APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEBORAH COPELAND

SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE
ATC FACILITY: GEG APP CON
OTHER: BOI FSS

STATE
ID (US)

QUA(/»

Yo

"QCK%‘O

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




| RADIO FIX AND HOLDING DATA RECORD

NAME: CIPUT STATE: ID COUNTRY: US

LATITUDE/LONGITUDE: 474401.81N/1165931.65W TYPE: WP, DME
AIRSPACE DOCKET: FIXTYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROMFAC
BRG BRG NM

1 COEUR D'ALENE I-COE LOC 231.05 250.05
2 COEUR D'ALENE COE VOR/DME T 232.05 251.05

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:
PFAF AT RNP POSITION.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP ILS OR LOC/DME RWY 6 1,2 KCOE COEUR D'ALENE
AP RNAV (GPS) RWY 6 ‘ KCOE COEUR D'ALENE

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/02/2013

REASON FOR REVISION:

FAC 1: CHANGED MAG BRG FROM 231.07 TO 231.05 AND TRUE BRG FROM 250.07 TO 250.05.
FAC 1 AND 2: ADDED DISTANCE FROM FAC IN NM AND FEET.

DELETED FAC 3 WP FROM FIX MAKEUP FACILITIES.

UPDATED FIX USE.

DEVELOPED BY: DATE: 10/17/2012 OFFICE: AJV-354 NAME: RALPH DUMAR

'‘APPROVED BY: DATE: OFFICE: AJV-354 ' NAME: DEBORAH COPELAND

SIGNATURE:

DISTRIBUTION: =~ NFDC
FPO: WST
ARTCC: ZSE
ATC FACILITY: GEG APP CON
OTHER:

7.35

MRA MAA

4500 6800
4500 14300

STATE
ID (US)
ID {US)

oUA(,,‘
Yo
oKe®

FAA FORM 8260-2./ AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: CODSA STATE: ID COUNTRY: US
LATITUDE/LONGITUDE: 480451.90N/1164718.62W TYPE: WP

AIRSPAGE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE: .

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

AP RNAV (GPS) RWY 6 KCOE COEUR D'ALENE

REQUIRED CHARTING: AP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/02/2013

REASON FOR REVISION:
DELETED WP FROM FIX MAKEUP FACILITIES.
UPDATED FiIX USE.

DEVELOPED BY: DATE: 10/17/2012 OFFICE: AJV-354 NAME: RALPH DUMAR
APPROVED BY: DATE: \ OFFICE: AJV-354 NAME: DEBORAH COPELAND
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE
ATC FACILITY: GEG APP CON
OTHER:

STATE
ID (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: POBIY STATE: WA COUNTRY: US

LATITUDE/LONGITUDE: 474138.83N/1170909.57W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES: . .

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM
BRG BRG NM

1 COEUR D'ALENE I-COE LOC 231.05 250.05 15.00

2 COEUR D'ALENE COE VOR/DME T 231.57 250.57 14.27 14.27

3 SPOKANE GEG VORTAC H 046.88 067.88  20.75 20.75

HOLDING:

PATTERNS:
PAT DIR

1 SW
2 SW

TYPE
LOC
WP

IDENT
I-COE 231.05
230.81

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION

1 200 TOWER (53-000126)
2 200 TOWER (53-000126)

REASON FOR NONSTANDARD HOLDING:
PAT 2 PAT-2 AVOID MT TERRAIN .
PAT 1 PAT-1 AVOID MT TERRAIN

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:

RAD/CRS/BRG CRS

HOLDING TYPE OF ACTION: NO CHANGE

MIN
5600
5600

TURN
INBOUND (LORR) TIME DME
051.05 L 4

050.81 L 5
ELEVATION

4548
4548

COORDINATES
473541.00N/1171757.00W
473541.00N/1171757.00W

PRECIPITOUS TERRAIN EVALUATION COMPLETED: NO ADJUSTMENT.

FIXUSE: |
USE TYPE
IAP

IAP

USE TITLE
ILS OR LOC/DME RWY 6
RNAV (GPS) RWY 6

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1

REASON FOR REVISION:

COEUR D'ALENE
COEUR D'ALENE

FAC PAT AIRPORTIDENT CITY
1,2,3 1 COE

2 KCOE

!

f
i

DATE OF REVISION: 05/02/2013

CHANGED I-COE LOC MAG BRG FROM 231.57 TO 231.05 AND TRUE BRG 250.57 TO 250.05.

ADDED DISTANCE FROM FAC TO FACS 1, 2 AND 3.
DELETED FAC 4 WP FROM FIX MAKEUP FACILITIES.
UPDATED FIX USE.

DEVELOPED BY: DATE: 10/18/2012

APPROVED BY: DATE:

SIGNATURE:

NFDC

FPO: WST

ARTCC: ZSE

ATC FACILITY: GEG APP CON
OTHER:

DISTRIBUTION:

OFFICE: AJV-354 NAME: RALPH DUMAR

OFFICE: AJV-354 NAME: DEBORAH COPELAND

FAC
FEET

MRA

5600
5600
5600

MAA

6800
14300
17500

LEG LENGTH HOLDING ALTITUDES TEMPLATES
MAX MIN
6800
8000

MAX
5 8
6 9

ACCURACY CODE"

4D
4D

STATE
D (US)
ID (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: VUNUC STATE: WA COUNTRY: US
LATITUDE/LONGITUDE: 473658.19N/1170838.92W TYPE: WP

AIRSPACE DOCKET: : FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP RNAV (GPS) RWY 6 KCOE COEUR D'ALENE

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/02/2013

REASON FOR REVISION:
DELETED WP FROM FIX MAKEUP FACILITIES.

UPDATED FIX USE.
DEVELOPED BY: DATE: 10/18/2012 OFFICE: AJV-354 NAME: RALPH DUMAR
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEBORAH COPELAND
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE
ATC FACILITY: GEG APP CON
OTHER:

STATE
ID (US)

VAL,

9-‘

€m‘3

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: DIANN STATE: WA COUNTRY: US

LATITUDE/LONGITUDE: 480951.41N/1171039.51W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROMFAC
BRG BRG NM  FEET

MRA MAA

1 SPOKANE GEG VORTAC H 005.60 026.60  40.30 40.30 11000 17500

2 COEUR D'ALENE COE VOR/DME T 309.59 328.59 27.52

9000 12000

3 MULLAN PASS MLP VOR/DME H 290.00 305.00 75.10 12000 17500

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE
41

GEG VORTAC R-006

11000 - 17500

COE VOR/DME R-310 28 7000 11000
MLP - VOR/DME R-285 76 12000 . 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEGLENGTH HOLDING ALTITUDES  TEMPLATES

INBOUND (LORR) TIME DME MIN MAX
1 W WP 285.00 105.00 R -
2 E WP 088.55 268.85 L 7 7000 11000

CONTROLLING OBSTRUCTIONS:

MIN MAX
7 8100 14000 10 11

9 10

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATIgON AgCURACYCODE
1 5973 2

230 AAQ 481717.70N/1173418.80W
1 310 AAO 482303.00N/1172924.00W 6067 4E
2 230 AAO (SEA-S-0581) 480450.10N/1165712.10W 5319 6A

REASON FOR NONSTANDARD HOLDING:
PAT 2 TO REMAIN WITHIN FLOOR OF CONTROLLED AIRSPACE.

PROCEDURES REQUIRING CLIMB-IN-HOLD:

PAT PROCEDURE TITLE AIRPORT IDENT CITY ' STATE

|
1 RNAV (GPS) RWY 34 KDEW DEER PARK WA (US)

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED: PAT 1 212' ADJUSTMENT, PAT 2 126' ADJUSTMENT.

HOLDING LIMITED TO ESTABLISHED PATTERNS.

FIX USE:

USE TYPE USE TITLE " FAC PAT AIRPORTIDENT CITY

EN ROUTE V112 1,3

1AP ILS OR LOC/DME RWY 6 KCOE COEUR D'ALENE
AP RNAV (GPS) RWY 6 - 2 KCOE COEUR D'ALENE
IAP. VOR RWY 6 KCOE COEUR D'ALENE
IAP RNAV (GPS)-B KSZT SANDPOINT

IAP NDB - A KDEW DEER PARK

IAP RNAV (GPS) RWY 34 1 KDEW DEER PARK

IAP RNAV (GPS) RWY 04L KSFF SPOKANE

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 8 DATE OF REVISION: 01/13/2011

REASON FOR REVISION: Nl
PRECIPITOUS TERRAIN EVALUATED. % 1

UPDATED FIX USE; SIAPS.
ADDED PAT 2 HOLDING PATTERN.

THIS IS AN UPDATED COPY OF THE FORM DEVELOPED ON 03/24/2008.

RAISED MRA FAC 1 FROM 70 TO 110 PER FLIGHT CHECK.

RAISED FAC 2 MRA FROM 110 TO 120 PER ESV.

ADDED COE VOR/DME AS FAC 3 PER FLIGHT CHECK AT 90.

CHANGED FAC 3 TO FAC 4 AND CHANGED RAD/CRS/BRG FROM (282.74) TO (283.25) AND DISTANCE FROM 23.53 TO 23.54.
DELETED BLOCK 1D. MAA AT OTHER FACILITIES PER FLIGHT CHECK.

UPDATED FIX MAKEUP, ESV FOR MAG VAR CHANGE MLP.

UPDATED FIX MAKEUP DIST FROM FAC.

STATE
us)

1D (US)
ID (US)
ID (US)
ID (US)
WA (US)
WA (US)
WA (US)

e,
o =
.g,

Lo

FAA FORM 8260-2 / AUG 2009
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DIANN

DEVELOPED BY: DATE: 11/22/2010 OFFICE: AVN-130

APPROVED BY: DATE: 11/24/2010 OFFICE: AVN-110 NAME: DEZ SILAGY!

SIGNATURE:

DISTRIBUTION: NFDC

FPO: WST

ARTCC: ZSE

ATC FACILITY: GEG APP CON

OTHER:

NAME: MARCELLO SADORRA (ABRAHAM BRODY)

SOAL
@ . .
f"} -
L
'5?‘*‘3\&2’"»’?

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: JOMRU STATE: WA COUNTRY: US

LATITUDE/LONGITUDE: 475706.56N/1172017.66W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA

BRG BRG NM  FEET

1 SPOKANE GEG VORTAC H 00560 02660  26.00 26.00 7000 17500

HOLDING: ’ HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS: . '

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 N WP 008.60 188.60 R 7 7000 11000 9 10

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 230 AAO 481012.00N/1172215.00W 4390 4E

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:

PRECIPITOUS TERRAIN EVALUATED COMPLETED.

FIX USE:

USE TYPE USE TITLE - EAC PAT AIRPORT IDENT CITY STATE

EN ROUTE V112 1 WA (US)

IAP RNAV (GPS) RWY 6 KCOE COEUR D'ALENE ‘ : ID (US)

IAP RNAV (RNP) Z RWY 21 _ KGEG SPOKANE 7 WA(US)

IAP RNAV (RNP) Z RWY 25 KGEG SPOKANE WA (US)

IAP " RNAV (RNP) Z RWY 3 1 KGEG SPOKANE WA (US)

IAP RNAV (RNP)Z RWY 7

1 KGEG SPOKANE WA (US)
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 1 © DATE OF REVISION: 11/18/2010 ENFO ONLY

REASON FOR REVISION:

1. DELETED FAC 2

2. UPDATED FIX USE,

3. ADDED DIST FROM FAC NM

DEVELOPED BY: DATE: 07/02/2010 OFFICE: AVN-130 NAME: FRED BALLARD
APPROVED BY: DATE: 10/19/2010 OFFICE: AVN-130 NAME: DEZ SILAGYI -
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE
ATC FACILITY: GEG APP CON
OTHER:

VAL,
) =4
Ho®

FAA FORM 8260-2 / AUG 2009 ‘ Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: ROPES STATE: WA COUNTRY: US
LATITUDE/LONGITUDE: 473229.07N/1170809.62W TYPE: WP, INT, DME
AIRSPACE DOCKET: ) FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

DISTFROMFAC MRA  MAA

FAC NAME IDENT TYPE CLASS MAG TRUE DME
BRG BRG NM  FEET
1 SPOKANE GEG VORTAC H - 07287 093.87  20.00 20.00 7100 17500
2 PULLMAN PUW VOR/DME L 34391 003.91 5217 7100 17500
EXPANDED SERVICE VOLUME (ESV):
FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE
PUW VOR/DME R-344 53 6500 17500
HOLDING: : HOLDING TYPE OF ACTION: NO CHANGE
FIX USE: '
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
EN ROUTE V2 : 1,2 (US)-
IAP RNAV (GPS) RWY 6 KGOE COEUR D'ALENE 1D (US
IAP VOR/DME RWY 2 1 KCOE COEUR D'ALENE ID (US)
IAP RNAV (RNP) Z RWY 21 KGEG SPOKANE WA (US)
IAP RNAV (RNP) Z RWY 25 . KGEG SPOKANE WA (US)
IAP RNAV (RNP) Z RWY 3 KGEG SPOKANE WA (US)
IAP RNAV (RNP) Z RWY 7 - KGEG SPOKANE WA (US)
IAP RNAV (GPS) RWY 4L KSFF SPOKANE WA (US)
STAR HILIE 1 KGEG SPOKANE WA (US) -
STAR HILIE . 1 KSFF SPOKANE WA (US)
STAR HILIE 1 KSKA SPOKANE WA (US)
REQUIRED CHARTING: STAR, IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 7 DATE OF REVISION: 01/13/2011 l N FO 0 N LY
REASON FOR REVISION: '
UPDATED FIX USE
ADDED DIST FROM FAC 1
ADDED ESV FOR PUW
ADDED FAC 2
RAISE MRA FAC 1
DEVELOPED BY: DATE: 11/26/2010 OFFICE: AVN-130 NAME: DAN BRYDER
APPROVED BY: DATE: 01/13/2011 OFFICE: AVN-110 NAME: RAY NUSSEAR
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE ~
ATC FACILITY: GEG APP CON
OTHER:
A
o
U
2o
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RADIO FIX AND HOLDING DATA RECORD

NAME: SPOKANE VORTAC STATE: WA COUNTRY: US

LATITUDE/LONGITUDE: 473353.80N/1173736.79W TYPE:

AIRSPACE DOCKET: v FIX TYPE OF ACTION: NO CHANGE

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

- BRG BRG NM  FEET

1 SPOKANE GEG VORTAC H 45000

FIX RESTRICTIONS:

MCA V2 5200 EASTBOUND

MCA V120 5200 EASTBOUND

MCA V448 5200 NORTHEAST BOUND

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT. TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES ' TEMPLATES
INBOUND (LORR) TIME DME  MIN MAX MIN  MAX

1 SW GEG VORTAC  241.00 061.00 R 1-11/2 4200 35000 5 25

2 SW GEG VORTAC  208.00 028.00 R 1-11/2 4200 35000 5 25

3 N GEG VORTAC  360.00 180.00 R 1172 20000 35000 17 25

4 sSwW WP 210.26 030.26 R 5 4200 6000 6 6

CONTROLLING OBSTRUCTIONS: . v

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 473306.10N/1174333.60W 3149  6A

2 200 AAO 473306.10N/1174333.60W 3149  BA

2 310 AAO 473306.10N/1174333.60W 3149  BA

4 200 AAO 473306.10N/1174333.60W 3149  6A

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERNS.

PROCEDURES REQUIRING CLIMB-IN-HOLD:

PAT PROCEDURE TITLE AIRPORT IDENT  CITY STATE

2 TAKE-OFF MINIMUMS KGEG SPOKANE WA (US)

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED. _

PATTERNS 1 AND 3 ARE FOR ATC USE, NOT ASSOCIATED WITH AN APPROACH.

FIX USE: v

USE TYPE USE TITLE FAC PAT  AIRPORT IDENT CITY STATE

DP COEUR D'ALENE KCOE COEUR D'ALENE ID (US)

DP TAKE-OFF MINIMUMS KDEW DEER PARK WA (US)

DP MOSES KMWH MOSES LAKE : WA (US)

DP TRI-CITIES KPSC PASCO WA (US)

DP MOUNTAIN KSEA SEATTLE WA (US)

DP SPOKANE KGEG SPOKANE WA (US)

DP TAKE-OFF MINIMUMS 2 KGEG SPOKANE WA (US)

DP FELTS KSFF SPOKANE WA (US)

DP HAYDEN KSFF SPOKANE WA (US)

DP TAKE-OFF MINIMUMS KSFF SPOKANE WA (US)

DP WALLA WALLA KALW WALLA WALLA WA (US)

DP NACHES KYKM YAKIMA WA (US)

EN ROUTE J136 WA (US)

EN ROUTE J143 : WA (US)

EN ROUTE J153 WA (US)

EN ROUTE J3 WA (US)

EN ROUTE J517 WA (US)

EN ROUTE J52 _ : WA (US)

EN ROUTE vitz WA (US)

EN ROUTE V120 . ; WA (US)

EN ROUTE V2 WA (US)

EN ROUTE V204 WA (US)

EN ROUTE V253 : WA (US)

EN ROUTE V444 WA (US)

EN ROUTE V448 : WA (US)

IAP ILS OR LOC/DME RWY 6 KCOE COEUR D'ALENE ID (US)

IAP NDB RWY 6 KCOE COEUR D'ALENE ID (US)

IAP RNAV (GPS) RWY 6 KCOE COEUR D'ALENE ID (US)

IAP VOR RWY 6 KCOE COEUR D'ALENE ID (US) AL,

IAP VOR/DME RWY 2 KCOE COEUR D'ALENE ID (US)@" %A

IAP LOC/DME-A KSZT SANDPOINT DU ¢ =<

IAP NDB-A KDEW DEER PARK WA (

IAP RNAV (GPS) RWY 34 KDEW DEER PARK WA (USR~

IAP ILS OR LOC RWY 03 2 KGEG SPOKANE WA (US) &
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SPOKANE VORTAC
IAP ILS OR LOC/DME RWY 21 2 KGEG SPOKANE WA (US)
IAP ILS RWY 03 (CAT Il 2 KGEG SPOKANE WA (US)
IAP ICS RWY 03 (CATIIl) 2 KGEG SPOKANE WA (US)
IAP ILS RWY 03 (SA CAT I) 2 KGEG SPOKANE WA (US)
IAP ILS RWY 21 (CAT i) 2 KGEG SPOKANE WA (US)
IAP ILS RWY 21 (CAT lil) 2 KGEG SPOKANE WA (US)
IAP ILS RWY 21 (SA CAT 1) 2 KGEG SPOKANE WA (US)
IAP RIDDLE HILL VISUAL RWY 07 KGEG SPOKANE WA (US)
IAP RNAV (GPS) Y RWY 07 KGEG SPOKANE WA (US)
IAP RNAV (GPS) Y RWY 21 4 KGEG SPOKANE WA (US)
IAP VOR RWY 03 2 KGEG SPOKANE WA (US)
IAP ILS OR LOC/DME RWY 22R 2 KSFF SPOKANE WA (US)
IAP VOR RWY 04L 2 KSFF SPOKANE WA (US)
STAR GLASR KRNT RENTON WA (US)
STAR EPHRATA KBFI SEATTLE WA (US)
STAR GLASR KBFI SEATTLE WA (US)
STAR EPHRATA KSEA SEATTLE WA (US)
STAR GLASR KSEA SEATTLE WA (US)
STAR HILIE KGEG SPOKANE WA (US)
STAR ZOOMR KGEG SPOKANE WA (US)
STAR HILIE KSFF SPOKANE WA (US)
STAR ZOOMR KSFF SPOKANE WA (US)
STAR HILIE KSKA SPOKANE WA (US)
STAR ZOOMR KSKA SPOKANE WA (US)
STAR GLASR KTCM TACOMA WA (US)

REQUIRED CHARTING: DP, STAR, IAP, AREA, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 13

REASON FOR REVISION:
ADDED CLIMB IN HOLD INFORMATION.
UPDATED FIX USE.

DEVELOPED BY:

APPROVED BY:

DISTRIBUTION:

DATE: 04/15/2010
DATE: 07/29/2010
SIGNATURE:

NFDC .

FPO: WST

ARTCC: ZSE .
ATC FACILITY: GEG
OTHER: )

DATE OF REVISION: 09/23/2010

OFFICE: AVN-130

OFFICE: AVN-130

NAME: ADOLFO URRUTIA (TRACEY STILES)

NAME: DEZ SILAGY]
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