
Flight Procedure Tracking Form I 
Action: 
FLIGHT CHECK 

Procedure: RNAV (GPS) RWY 36 ORIG 

City: MANILA ST: AR 

Fac ID: Fac. Type: Ll'v 

Rec'd Rel 'd Full Name 

jTask Type: 
lAP 

Airport ID: 
KMXA 

GPS#: 

.!Specialist: 

Date Open: I Task#: 
11/13/2012 2012111328776601001 

Airport: MANILA MUNI 

I Estimated Chart Date: 
l 08/22/2013 

COLTON CROWDER 

Procedure Review 

Coml)lent,! • 

Request#: 
20121113287766 

Reimbursable #: 

FICO#: 

n1L ,--
Lead: 02/20/2013 04/01/2013 JILL OLSON J'\ II 1\ t ~ \ I fl rl 
QA: 04/01/2013 04/11/2013 CASIMIR TABAKA 

Liaison: 04/11/2013 )p~l"""' MAGVAR 

Procedure Comments: l Remark Type: INFORMATION 

MANILA, AR MANILA MUNI (KMXA) RNAV (GPS) RWY 36, ORIG (LPV) ENROUTE-NO FC : 7 .9 .13 PUB : 8.22 .13 

ATTACHED FORMS : 8260-3; 8260- 10; 8260-9; 8260-2(5) : BLITH -INT, REV 4; DUNLE, REV 1; JAPAB, ORIG; JISEP, ORI G. 
ASSIGNED MAG VAR: KMXA : OLD 1E - NEW 1W 

CONTACT: JILL OLSON/MARC SADORRA -AVJ -353 LEADS, 405 .954.0414/ 405 .954.4546. 

VN 8200-6 (05/26/2005) 

v ifilJ '' ;4 ,~ • .. l&il "' 

obit!,.[? 

Data as of : 4/12/2013 11 :33:06AM 



MANILA, ARKANSAS Al-5456 (FAA) FIG 

WAAS APP CRS Rwy ldg 4200 
CH 90533 0010 THRE 242 RNAV (GPS) RWY 36 

W36A Apt Elev 243 MANILA MUNI (MXA) 
V Baro-VNAV NA. DME/DME RNP-0.3 NA. Rwy 36 Straight-in and Circling 
&, NA and Circling to Rwy 18 NA at night. Helicopter visibility reduction below 1 SM NA. Use 

Blytheville Muni altimeter setting, when not received, use Jonesboro altimeter setting and 
increase all DA and MDA 20 feet, and LNAV /VNA V visibility all Cats Ya mile. 

MISSED APPROACH: 

MEMPHIS CENTER 
120.075 289.4 

PROTOTYPE-

• 

NOT FOR NAVIGATION 

RW36: 
JAPAB 

1.5 NM to 389A 
RW36 ~ 

/\552 

(FAF) 
JISEP 

f="80 -o .....-N 
~ooo.o 
M~o-

(IF/IA;fl 
DUNLE 0 f" 

~o 

OOoo 

o~ 
-co 
~0 

f" OU-~:::. 

4NM 

4NM 
Holding Pattern 

VGSI and RNAV glidepath not coincident 
(VGSI Angle 4.00/TCH 28). 

DUNLE 

(180°T) JISEP 

2800 

t 

UNICOM 
122.8 (CTAF) G 

Climb to 2800 direct 
BLITH and hold. 

MISSED APCH FIX 

4 NM .···"·~ f" 
f="T a;:E 
b ~ !~:::. -oO 
M'? 
- • •• ., •• • BLITH 

745A 

(090oT) (270°T) 
091°--~-271° 

DUNLE 

126001 

V>o ~ 
t'v, ~~- · 
~ to DUN\.t. ~ 

l26oo I 
DUNLE 

091°-~---271° 
(090°T) (270°T) 

BLITH 

6. 

ELEV 243 

0 

I THRE 242 

81 

2600-~~1~8~1~0--+-..... (36oor, I JAPAB 
001°- -...00] ] 1800 1.5 NM to 

*LNAVonly 

0 
.......... 1 RW36 

(360°T) ~............. RW36, •••• J 
GS3.00° / ....................... • 
TCH 40 1800 *760 ._, ,, •• 

CATEGORY 

LPV DA 

LNAV/ DA 
VNAV 

LNAV MDA 

MCIRCLING 

A 

531-1 

552-1 

660-1 
740-1 

MANILA, ARKANSAS 
Orig FIG 

-5.2 NM--3.3 NM- 1.5 NM r---
I B c D 

289 (300-1 ) NA 

310 (400-1) NA 

418(500-1) NA 

497 (500-1) NA MIRL Rwy 18-36 G 
MANILA MUNI (MXA) 

RNAV (GPS) RWY 36 



RNAV - STANDARD Bearings, headings, courses, and radials are mag1etic. Elevations and altitudes are in feet, MSL., except 

US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceiings are i1 feet 

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 atn.e airport elevatioo. Distances are in nautical miles unless ctherwise indicated, except visibilities which 
are in staMe miles or in feet RVR. 

TERMINAL ROUTES MISSED APPROACH 

FROM TO COURSE AND DISTANCE ALTITUDE LPV:DA 

DUNLE (IF/IAF) JISEP (FB) 001.28/ 5.24 1800 
LNAVNNAV: DA 
LNAV: RW36 

JISEP (FAF) JAPAB/1.50 NM TO RW36 (FB) 001.30 I 3.27 
CLIMB TO 2800 DIRECT BLITH AND HOLD. 

JAPAB/1.50 NM TO RW36 RW36 (MAP) (FO) 001.30 /1.50 

RW36 (MAP) 531 MSL 001.30 

531 MSL BLITH (FO) 2800 

ADDITIONAL FUGHT DATA: 
HOLD N, RT, 181 .29 INBOUND. 
CHART FAS OBST: 389 WATER TWR 355245N/0901003W 
DISTANCE TO THLD FROM 289 HATH: 0.78 NM. ! 

WAAS CHANNEL# 90533 
REFERENCE PATH ID: W36A 
CHART: CIRCLING ICON 

1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF CHART: BLYTHEVILLE MUNI ASOS 

2. HOLDS DUNLE, RT, 001.28 INBOUND, 2600 FT. IN LIEU OF PT (IAF) 
-- L TP HAE: 45.8 M 

3. FAC: 001.30 FAF: JISEP DIST FAF TO MAP: 4.77 THLD: 4.77 

4. MIN. ALT: DUNLE 2600, JISEP 1800, JAPAB/1.50 NM TO RW36 760* 

5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GSANT: 

6. MIN GS INCPT: 1800 GS ALT AT: JISEP 1800 OM: MM: IM: 

7. GSANGLE: 3.00 TCH:40.0 34:1 IS NOT CLEAR 

8. MSAFROM: MAG VAR: 1W EPOCH YEAR: 2015 

MINIMUMS 

TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A X I 
CATEGORY =====> A B c D E 

DH/MDA VIS HAT/HAA DH/MDA VIS HATIHAA DH/MDA VIS HAT/HAA DH/MDA VIS HATIHAA DH/MDA VIS HAT/HAA 
LPV DA 531 1 289 531 1 289 NA NA 
LNAVNNAV DA 552 1 310 552 1 310 NA NA 

LNAV MDA 660 1 418 660 1 418 NA NA 

CIRCLING 740 1 497 740 1 497 NA NA 

NOTES: 
CHART NOTE: BARO-VNAV NA. 

r;,"UN./;. CHART NOTE: DME/DME RNP-0.3 NA. 
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT. 2 ""' 
*LNAV ONLY ~~() (SEE FORM 8260-10) 
CITY AND STATE ELEVATION: 243 THRE: 242 FACIUTY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP: 

MANILA, AR AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 36, ORIG AMDT: NONE 
RNAV 

MANILAMUNI DATED 

FAA FORM 8260- 3 I April 2006 (computer generated) PAGE 1 OF .(PAGES 



ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE 

0 YES D NO ROUTINE 

COORDINATED WITH: 

ATA AAT ALPA APA AOPA NBAA OTHER (specify) 

D D 0 D 0 0 0 ZME, AMGR 

FLIGHT CHECKED BY 

NAME: 

I 
FIFO 

I 
DATE: 

DEVELOPED BY 

NAME: 

I 
FIFO 

I 
DATE: 

JILL OLSON (COL TON CROWDER) AJV-353 03/18/2013 

APPROVED BY 

NAME 

I 
FIFO 

I 
DATE: 

LARRY H STROUT MANAGER AJV-353 

CHANGES: 

REASONS 

ORIGINAL DEVELOPMENT REQUESTED BY CEN FPT. 

PDF EDITS: 
ADDED (FAF) DESIGNATOR, REMOVED STEPDOWN ALTITUDE, CHANGED MISSED APPROACH ALTITUDE. REMOVED MISSED APPROACH HOLDING RNP VALUE. 

.. .. 
~ 

Q-~1~ 
2 

~c# 



US DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV-STANDARD 
INSTRUMENT APPROACH PROCEDURE- TITLE 14 CFR PART 97.33 

NOTES, {CONT.): 
CHART NOTE: RWY 36 STRAIGHT-IN AND CIRCLING AND CIRCLING TO RWY 18 NA AT NIGHT. 

CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 1 SM NOT AUTHORIZED. 

Bearings, headings, courses. and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH. and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

CHART NOTE: USE BLYTHEVILLE MUNI ALTIMETER SETTING, WHEN NOT RECEIVED, USE JONESBORO ALTIMETER 
SETTING AND INCREASE ALL DA AND MDA 20 FEET, AND LNAVNNAV VISIBILITY ALL CATS 1/8 MILE. 

TAA 
FROM 

1. 271/30 CW 091/30 {NOPT) 
2. 091/30 cw 271/30 

CITY AND STATE 

MANILA, AR 

TO 
DUNLE {IF/IAF) {FB) 
DUNLE {IFIIAF) {FO) 

ELEVATION: 243 

AIRPORT NAME: 

ALT 
2600 
2600 

THRE: 242 

MANILA MUNI 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE 
RNAV {GPS) RWY 36, ORIG 

SUP: 

AMDT 

DATED: 

c;'UN./~ 
2 

~~() 

NONE 

PAGE 2 OF .;'PAGES 



ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE 

DYES D NO 

• COORDINATED WITH : I 

ATA AAT ALPA APA AOPA NBAA OTHER (specify) 

D D D D D D D 
FLIGHT CHECKED BY 

NAME: 

I 
FIFO 

I 
DATE: 

DEVELOPED BY 

NAME: 

I 
FIFO 

I 
DATE: 

APPROVED BY 

NAME: 

I 
FIFO 

I 
DATE: 

CHANGES: 

REASONS: 



U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE- FAR PART 97.33 

Bearings, headings, courses. and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH. and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

FAS DATA BLOCK INFORMATION 

DATA FIELD 

OPERATION TYPE 
SBAS SERVICE PROVIDER IDENTIFIER 
AIRPORT IDENTIFIER 
RUNWAY 
APPROACH PERFORMANCE DESIGNATOR 
ROUTE INDICATOR 
REFERENCE PATH DATA SELECTOR 
REFERENCE PATH IDENTIFIER (APPROACH ID) 
LTP/FTP LATITUDE 
L TP/FTP LONGITUDE 
L TP/FTP ELLIPSOIDAL HEIGHT 
FPAP LATITUDE 
FPAP LONGITUDE 
THRESHOLD CROSSING HEIGHT (TCH) 
TCH UNITS SELECTOR (METERS OR FEET USED) 
GLIDEPATH ANGLE (GPA) 
COURSE WIDTH AT THRESHOLD 
LENGTH OFFSET 
HORIZONTAL ALERT LIMIT (HAL) 
VERTICAL ALERT LIMIT (VAL) 

CRC REMAINDER 

ADDITIONAL PATH POINT RECORD INFORMATION 

ICAOCODE 
L TP ORTHOMETRIC HEIGHT 
FPAP ORTHOMETRIC HEIGHT 

CITY AND STATE 

MANILA, AR 

ELEVATION: 243 

AIRPORT NAME: 

THRE: 242 

MANILA MUNI 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

DATA 

0 
0 
KMXA 
RW36 
0 

0 
W36A 
355319.8235N 
0900916.5875W 
+00458 
355449.0500N 
0900916.0200W 
00040.0 
F 
03.00 
106.75 
1488 
40.0 
50.0 

4BF4BC06 

K4 
+00739 
+00739 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE 
RNAV (GPS) RWY 36, ORIG 

~P,.L!;-
~ 1-

2. 

C'~-ttc.f 
SUP: 

AMDT NONE 

DATED 

PAGE 3 OF .bPAGES 



ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE 

DYES D NO 

COORDINATED WITH : 

ATA AAT ALPA APA AOPA NBAA OTHER (specify) 

D D D D D D D 

FLIGHT CHECKED BY 

NAME: 

I 
FIFO 

I 
DATE 

DEVELOPED BY 
NAME: 

I 
FIFO 

I 
DATE: 

APPROVED BY 
NAME 

I 
FIFO 

I 
DATE: 

CHANGES: 

REASONS: 

-- --



U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH , and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 

FLIGHT STANDARDS SERVICES- FAR PART 97.33 indicated , except visibilities which are in statute miles or in feet RVR. 

AR I NC PACKET - 424-18 - RNAV (GPS) 

1 2 3 4 5 6 7 8 9 0 1 2 3 
WP 12345678901234567890 1 2345678901234567890123456789012345678901234567890 1 2345678901234567890 1 23456789012345678901234567890 1 23456789012 

----------------------- --------------- ------- --------- --- --------- ---------- ------------- ---- ---- -- -------- ------ -------- --- ----- -- -
SUSAEAENRT BL I TH K30 c L N36040535W090091256 W0009 NAR BL I TH 
SUSAEAENRT DUNLE K40 w N3543 1 843W090092034 W0009 NAR DUNLE 
SUSAEAENRT JAPAB K4 0 w N355 14 969W090091717 W0009 NAR JAPAB 
SUSAEAENRT J I SEP K40 w N35483345W09009 1 84 3 W0009 NAR J I SEP 

1 2 3 4 5 6 7 8 9 0 1 2 3 
AIRPORT 1234567890 1 23 4 5678901234567890 123456789012345678901234567890123 4 56789012345678901234567890123456789012345678901234567890123456789012 

------------- ------ ----- ------------------------------------------- ---- --- ---------------------------- --- -------- --------------- --- -
SUSAP KMXAK4AMXA 0 042YHN35534000W09009 1 650W001000243 1800018000C MNAR MANI LA MUNI 

1 2 3 4 5 6 7 8 9 0 1 2 3 
SEGMENT 1 23456789012345678901234567890123 4 5678901234567890123 4 5678901234567890 1 23456789012345678901234567890 1 234567890123 4 567890123456789012 

' ------------------------------------------------- ---- -- --- ---- --- ---------------------------- ---- ---- ------------- --- ------------ ---
SUSAP KMXAK4 FR36 ADUNLE 010DUNLEK4 EAO EE AR HF 00130040 + 02600 18000 A JS 
SUSAP KMXAK4 FR36 R 0 1 0DUNLEK4EAO E I I F + 02600 18000 A JS 
SUSAP KMXAK4FR36 R 020JI SEPK4EA1 E F 051TF 00130052 + 01800 A JS 
SUSAP KMXAK4FR3 6 R 02 0JISEPK4EA2WALPV ALNAV/ VNAV ALNAV JS 
SUSAP KMXAK4FR36 R 021JAPABK4EAOE S 031TF 00130033 v 0076000760 -300 A JS 
SUSAP KMXAK4FR36 R 030RW36 K4PGOGY M 031TF 001300 1 5 00282 -300 A JS 
SUSAP KMXAK4 FR36 R 040 0 M CA 0013 + 00531 A JS 
SUSAP KMXAK4 FR36 R 050BLI THK3EAO EY DF + 02800 A JS 
SUSAP KMXAK4FR36 R 060BLI THK3EAOEE R HM 1813004 0 + 02800 A JS 

1 2 3 4 5 6 7 8 9 0 1 2 3 
RUNWAY 1234567890123 4 56789012345678901234567890123 4 567890123456789012345678901234567890 1 23 4 5678901234567890123456789012345678901234567890 1 2 

---- ---- -- -- --- -- ----------- -- --- ------------------------------------ ------- -- --- ------- --- ------ ----- --------------- --- ------------
SUSAP KMXAK4GRW36 00420000 1 3 N35531982W090091659+0000 +0045800242006040060R 

1 2 3 4 5 6 7 8 9 0 1 2 3 
pp 12345678901234567890 1 23 4 56789012345678901234567890 1 234567890 1 2345678901234567890 1 23 4 5678901234567890 1 2345678901234567890123456789012 

--- ----------- --------------------------------------- ---- ---- -- ---- -- -- -- ---------------------------------- --- --- --- ----------------
SUSAP KMXAK4PR36 RW36 00 1 OOOOW36AON3553 1 98235W0900916587 5+004580300N355 44 90500W0900916020010675 1488000400 F4005004BF4BC06 
SUSAP KMXAK4PR36 RW36 002E +00739+00739LPV 90533 

~All;-
~ ~ 

2 
(},. .r<fJ 

CITY AND STATE ELEVATION 243 THRE: 242 FACILITY PROCEDURE NO. / AMDT NO. / EFFECTIVE DATE: SUP: 
.. '-' 

MANILA, AR AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 36, ORIG 

MANILA MUNI AMDT: NONE 

I RNAV DATED: 

FAA FORM 8260- 10 I April 2006 (Computer Generated) Page 4 of 5 Pages 



ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE 

D YES D NO 

COORDINATED WITH: 

ATA AAT ALPA APA AOPA NBAA OTHER (specify) 

D D D D D D D 
FLIGHT CHECKED BY 

NAME: 

I 
FIFO 

I 
DATE: 

DEVELOPED BY 

NAME: 

I 
NFPG 

I 
DATE: 

APPROVED BY 

NAME: 

I 
NFPG 

I 
DATE: 

CHANGES: 

! 

REASONS: 

' 



U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES- FAR PART 97.33 

AR I NC SUMMARY - 4 24- 1 8 - RNAV (GPS) 

ROUTES TRANS ITI ON 

DUNLE 

MI SSED APPROACH 

POINT DATA 

RUNWAY DATA 

CITY AND STATE 
MANILA, AR 

FI X SEQ USE PATH 

DUNLE 010 IAF HF 
DUNLE 010 FAC F IF 
J I SEP 020 FAF TF 
JAPAB 02 1 SDF TF 
RW36 030 MAP TF 

FIX SEQ USE PATH 

040 CA 
BLITH 050 DF 
BLITH 060 HM 

WAY POINT LAT IN SECS 

BLITH N360 4 0 5. 3 5 
DUNLE N3 54 318. 4 3 
JAPAB N3 55 14 9 . 69 
J I SEP N354833 . 45 
RW36 N3553 19.82 

THRESHOLD 
RWY ELEVATION TCH 

RW36 002 42 4 0 

ELEVATION 243 THRE: 242 

AIRPORT NAME: 
MANILA MUNI 

FAA FORM 8260- 10 I April 2006 (Computer Generated) 

TURN FO/ FB 

R FO 
FB 
FB 
FB 
FO 

TURN FO/ FB 

FB 
FO 

R FO 

LONG IN SECS 

W09009 1 2.56 
W0900920.3 4 
W0900917 . 17 
W0900918 . 43 
W09009 16 . 59 

FACILITY 
IDENTIFIER: 

l RNAV 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

RNP MAG( TRUE) DISTANCE 

00 1 .3(000 . 3T ) 00 4 .0 

0.5 001. 3(000.3T ) 00 5 .2 
0.3 00 1. 3(000.3T ) 003.3 
0.3 001. 3 (000. 3T ) 00 1 .5 

RNP MAG( TRUE ) DISTANCE 

00 1. 3 (000.3 T ) 

181.3( 1 80 . 3T ) 00 4. 0 

LAT IN MINS 

N360 4 .089 
N35 4 3 . 307 
N355 1. 828 
N3548.558 
N3553.330 

LONG IN MINS 

W09009.209 
W09009.339 
W09009.286 
W09009.307 
W09009 . 277 

ALTITUDE 

AA 02600 
AA 02600 
AA 01 800 
AA 00760 GS 00760 
AT 00282 

ALTITUDE 

AA 00531 
AA 02800 
AA 02800 

PROCEDURE NO. / AMDT NO./ EFFECTIVE DATE: SUP: 
--
AMDT: 

RNAV (GPS) RWY 36, ORIG 

DATED: 

Page 5 of 5 

SPEED 

SPEED 

~A.l;.l' 
Q .J.. 

2 

~~ 

NONE 

Pages 



ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE 

D YES D NO 

COORDINATED WITH: 

ATA AAT ALPA APA AOPA NBAA OTHER (specify) 

D 0 D D D D D 
FLIGHT CHECKED BY 

NAME: 

I 
FIFO 

I 
DATE: 

DEVELOPED BY 

NAME: 

I 
NFPG 

I 
DATE: 

APPROVED BY 

NAME: 

I 
NFPG 

I 
DATE: 

CHANGES: 

REASONS: 

------------ - ---- ----------



STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD 

PART- A OBSTRUCTION DATA 
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV MSL ROC ALT. ADJUSTMENTS MIN. ALT. 

STRAIGHT-IN AREA 271/30 cw 091/30 DUNLE 1. TOWER (05-000947) 352802.00N/0901127 .oow 1486 (50) 1000 AT114 2600 

2. TERRAIN 354251.00N/0893400.00W 470 (500) AS1500 2000 

STRAIGHT-IN AREA 091/30 cw 271/30 DUNLE 3. TOWER (05-000949) 355714.00N/0904141.00W 1430 (50) 1000 AT170 2600 

4. TERRAIN 355827 .OON/0903633.00W 522 (500) AS1500 2000 

INTERMEDIATE DUNLE (IF/IAF) JISEP 5.AAO 354309.00N/0901 033.00W 437 (4E) 500 AT863 1800 
6. TERRAIN 354812.00N/0900818.00W 237 (200) AS1500 1700 

FINAL: LPV JISEP RW36 7. TREE (KMXA T0111) 355301.23N/0900915.22W 307 (1A) 34:1 RA39 531/289 

FINAL: LNAVNNAV JISEP RW36 8. WATERTWR 355245.11 N/0901 002.67W 389 (1A) 23.44:1 RA39 552/310 
(KMXAT0187) 

FINAL: LNAV JISEP JAPAB/1.50 NM TO 9.AAO 354852.00N/0900821.00W 439 (2C) 250 RA59 760 

RW36 

FINAL: LNAV STEPDOWN JAPAB/1.50 NM TO RW36 8. WATERTWR 355245.11 N/0901 002.67W 389 (1A) 250 RA39 SA-20 660 

RW36 (KMXAT0187) 

2. HOLD-IN-LIEU-OF-PT DUNLE P-5 10. TOWER (05-000733) 353558.00N/0900453.00W 600 (50) 1000 AT1000 2600 

11 . TERRAIN 353800.00N/0900254.00W 240 (200) AS1500 1700 

MAP: DA/DA/ RW36 BLITH ASC 2800 
3. MISSED 12. AAO 360506.00N/0901139.00W 450 (4E) 1000 1500 
APPROACH 

ELEV: 327/410/521 13. TERRAIN 360506.00N/0901139.00W 250 (300) AS1500 1800 

4. CIRCLING AREA DISTANCE HT. ABV ARPT. 
CATEGORY A 1.3 NM 350 497 8. W TWR (KMXAT0187 355245.11 N/0901 002.67W 389 (1A) 300 RA39 740 

0 
....J CATEGORY B 1.5 NM LlJ 450 <( 497 8. W TWR (KMXAT0187 355245.11 N/0901 002.67W 389 (1A) 300 RA39 740 

0:: ::> CATEGORYC 1.7 NM ::> 450 1-

CATEGORY D 2.3 NM a 550 
0 

LlJ <( 

CATEGORY E 4.5 NM 0:: 550 

5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: ,...,_~AI./_;>. 
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) lV1 ~ ..... 

Cl.. _,<::) 
.,~~' 

CITY AND STATE ELEVATION: 243 FACILITY PROCEDURE AND AMENDMENT NO: REGION 

MANILA, AR AIRPORT NAME: 
MANILA MUNI 

RNAV RNAV (GPS) RWY 36, ORIG ASW 

FAA Form 8260 - 9 I April 2006 (Computer Generated) PAGE 1 OF 1 PAGES 



PART B- SUPPLEMENTAL DATA PART C - REMARKS: 
I 

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING VDP NOT ESTABLISHED - ALTIMETER ADJUSTMENTS IN USE. 

ZMEARTCC NWS OTHER: SOURCE:KHKA I KJBR 
PRECIPITOUS TERRAIN EVALUATION COMPLETED. JBR FSS 

DISTANCE: 16.02/ 24.28 
FAA ASOS HOURS REMOTE OPERATION: RASS PRESSURE PATTERNS SAME 

KMXA 243 KHKA 256, KJBR 262 

A/C 24/24 RA = 38.70; 58.58. 
SATISFACTORY ON: SEE ATTACHED AIRSPACE LETTER. 

X IV H F X IU H F I IH F LOCATION: KHKA ADJUSTMENT: 39/ 59 
ORDER 8260.38, VOLUME 1, CHAPTER 2, NEW CIRCLING 

PRIMARY NAVAJO: CRITERIA APPLIED. 
4. 

MONITOR POINT: 
CAT A: 1.30NM 

MONITOR CAT B: 1.81NM 

STATUS HRS CAT11 
ISA DEVIATION USED: -30, WEATHER HISTORY NOT AVAILABLE. 

OPTN: CAT3I 

ALS ACT= -15 

(S) SALS 80FT VEGETATION USED PER FPT. THE USE OF A 125FT 

MALS 
TREE WOULD NOT HAVE EXCEEDED WATER TWR HEIGHT ON 
FINAL. 

5. HIRL VGSI DATA: 4.00/28.0 
APPROACH X MIRL 18 (PCL), 36 (PCL) 
&RUNWAY 

REIL 
KHKA ASOS ON SVC A 

UGHTING KJBR ASOS ON SVC A 
TDZ 

TERPS VOLUME 1 "VISUAL PORTION OF FINAL" PENETRATIONS 
C/LINE (FPT NOTIFIED): 

OTHER (SPECIFY) 
20:1 

X RWY 18: 
PAPI-2L 36 (PCL) PAPI-2R 18 (PCL) 265 RD (KMXAT0033) 355406.40N/0900916.35W (6.25) 

314 TREE (KMXAT0049) 355413.63N/0900920.42W (18.79) 

6. RUNWAY 
BASIC 325 TREE (KMXA T0056) 355418.7 4N/0900918.20W (3.92) 

RWY 36: 
MARKINGS ALL WEATHER 253 TK (KMXAT0090) 355317.14N/0900914.29W (7.21) 

INSTRUMENT NPI-G 18, 36 
34:1 

7. RUNWAY APPROACH RWY 36: 
VISUAL MIDFIELD 

307 TREE (KMXAT0111) 355301.23N/0900915.22W (15.33) 

RANGE 
307 TREE (KMXAT0115) 355259.50N/0900918.97W (10.14) 

ROLLOUT 296 TREE (KMXAT0112) 355301.22N/0900920.24W (4.24) 

GP ANGLE:3.00 ELEV RWY THRESHOLD:242.3 
315 TREE (KMXAT0119) 355253.48N/0900918.11W (0.26) 

8. GUDE 
PATH DISTANCE FROM RWY: ELEV GP ANTENNA: 

THRESHOLD CROSSING HEIGHT:40.0 

9. FINAL APPROACH I X !RUNWAY THRESHOLD FT. FROM THRESHOLD 

COURSE AIMING I X ioN CENTERUNE FT. FROM CENTERUNE 

10. WAIVERS: NONE 

~Al// 
PART D - PREPARED BY: DATE: 

Q .,J.. 
2 JILL OLSON (COL TON CROWDER) 03/18/2013 

~ct? TITLE: OFFICE: 
AERONAUTICAL INFORMATION SPECIALIST AJV-353 



RADIO FIX AND HOLDING DATA RECORD 
NAME: BLITH STATE: MO COUNTRY: US 

LATITUDE/LONGITUDE: 360405.35N/0900912.56W TYPE: WP, DME 

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE 

FIX MAKE-UP FACILITIES: 
FAC NAME 

WALNUT RIDGE 

HOLDING: 

PATTERNS: 

I DENT 

ARG 

TYPE 

VORTAC 

CLASS MAG TRUE 
BRG BRG 

H 089.45 093.45 

HOLDING TYPE OF ACTION: MODIFY 

DME DIST FROM FAC MRA MAA 
NM FEET 

38.99 38.99 2400 17500 

PAT DIR IDENT TYPE 

WP 

RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES 
INBOUND (LOR R) TIME DME MIN MAX MIN MAX 

N 001.29 181 .29 R 4 2800 6000 5 6 

CONTROLLING OBSTRUCTIONS: 
PAT AIRSPEED OBSTRUCTION 
1 200 TOWER (29-001417) 

HOLDING RESTRICTIONS: 
HOLDING LIMITED TO ESTABLISHED PATTERN 

REMARKS: 

COORDINATES 
360753.00N/0901134.00W 

WALNUT RIDGE (FAC 1) USED TO ESTABLISH FIX COORDINATES 
PRECIPITOUS TERRAIN EVALUATION COMPLETE 

FIX USE: 
USE TYPE 
EN ROUTE 
lAP 
lAP 

USE TITLE 
V140 
RNAV (GPS) RWY 18 
RNAV (GPS) RWY 36 

FAC PAT 
1 

REQUIRED CHARTING: lAP, CONTROLLER, EN ROUTE LOW 

COMPULSORY REPORTING POINT: NO 

AIRPORT I DENT CITY 

KMXA MANILA 
KMXA MANILA 

RECORD REVISION NUMBER: 4 DATE OF REVISION: 08/22/2013 

REASON FOR REVISION: 
CHANGED INBD CRS TO 181 .29 DUE TO MAGVAR CHANGE. 
CHANGED HOLDING AL T TO 2800 MIN 6000 MAX; CHANGED MAX TEMPLATE TO 6. 
UPDATED FIX USE. 

ELEVATION ACCURACY CODE 
1294 1D 

STATE 
(US) 

AR (US) 
AR (US) 

DEVELOPED BY: DATE: 03/14/2013 OFFICE: AJV-353 NAME: JILL OLSON (COL TON CROWDER) 

APPROVED BY: 

DISTRIBUTION: 

DATE: 

SIGNATURE: 

NFDC 
FPO:CEN 
ARTCC: ZME 
ATC FACILITY: 
OTHER: 

FAA FORM 8260-2 I AUG 2009 

OFFICE: AJV-353 NAME: LARRY STROUT 

Page 1 of 1 



RADIO FIX AND HOLDING DATA RECORD 

NAME: DUNLE STATE:AR COUNTRY: US 

LATITUDE/LONGITUDE: 354318.43N/0900920.34W TYPE: WP 

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE 

HOLDING: HOLDING TYPE OF ACTION: MODIFY 

PATTERNS: 
PAT DIR IDENT TYPE 

WP 

RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES 
INBOUND (L OR R) TIME DME MIN MAX MIN MAX 

s 181.28 001.28 R 4 2600 6000 5 6 

CONTROLLING OBSTRUCTIONS: 
PAT AIRSPEED OBSTRUCTION 
1 200 TOWER (05-000733) 

HOLDING RESTRICTIONS: 
HOLDING LIMITED TO ESTABLISHED PATTERN 

REMARKS: 
PRECIPITOUS TERRAIN EVALUATION COMPLETED. 

FIX USE: 

COORDINATES 
353558.00N/0900453.00W 

USE TYPE 
lAP 

USE TITLE FAC PAT AIRPORT IDENT CITY 

lAP 
RNAV (GPS) RWY 18 
RNAV (GPS) RWY 36 

REQUIRED CHARTING: lAP 

COMPULSORY REPORTING POINT: NO 

1 KMXA MANILA 
1 KMXA MANILA 

RECORD REVISION NUMBER: 1 DATE OF REVISION: 08/22/2013 

REASON FOR REVISION: 
CHANGED HOLDING PATTERN INBD CRS DUE TO MAGVAR CHANGE. 
UPDATED FIX USE. 
CHANGED MIN HOLD AL T TO MATCH PROCEDURES. 
UPDATED HOLDING PATTERN OBSTACLE DATA. 
DELETED FIX MAKE-UP. 
CHANGED MAX HOLD PATTERN TEMPLATE FROM 7 TO 6. 
ADDED "PRECIPITOUS TERRAIN EVAUATION COMPLETED" REMARK. 

ELEVATION ACCURACY CODE 
600 50 

STATE 
AR (US) 
AR (US) 

DEVELOPED BY: DATE: 03/14/2013 OFFICE: AJV-353 NAME: JILL OLSON (COL TON CROWDER) 

APPROVED BY: 

DISTRIBUTION: 

DATE: 

SIGNATURE: 

NFDC 
FPO:CEN 
ARTCC: ZME 
ATC FACILITY: 
OTHER: 

FAA FORM 8260-2 I AUG 2009 

OFFICE: AJV-353 NAME: LARRY STROUT 
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RADIO FIX AND HOLDING DATA RECORD 
NAME: JAPAB STATE: AR 

LATITUDE/LONGITUDE: 355149.69N/0900917.17W TYPE: WP 

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH 

FIX USE: 
USE TYPE 
lAP 

USE TITLE 
RNAV (GPS) RWY 36 

REQUIRED CHARTING: lAP 

COMPULSORY REPORTING POINT: NO 

RECORD REVISION NUMBER: ORIG 

FAC PAT AIRPORT IDENT CITY 
KMXA MANILA 

DATE OF REVISION: 08/22/2013 

COUNTRY: US 

STATE 
AR (US) 

DEVELOPED BY: DATE: 03/13/2013 OFFICE: AJV-353 NAME: JILL OLSON (COL TON CROWDER) 

APPROVED BY: 

DISTRIBUTION: 

DATE: 

SIGNATURE: 

NFDC 
FPO:CEN 
ARTCC: ZME 
ATC FACILITY: 
OTHER: 

FAA FORM 8260-2 I AUG 2009 

OFFICE: AJV-353 NAME: LARRY STROUT 

Page 1 of 1 



RADIO FIX AND HOLDING DATA RECORD 

NAME: JISEP STATE: AR 

LATITUDE/LONGITUDE: 354833.45N/0900918.43W TYPE: WP 

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH 

FIX USE: 
USE TYPE 
lAP 

USE TITLE 
RNAV (GPS) RWY 36 

REQUIRED CHARTING: lAP 

COMPULSORY REPORTING POINT: NO 

RECORD REVISION NUMBER: ORIG 

FAC PAT AIRPORT IDENT CITY 
KMXA MANILA 

DATE OF REVISION: 08/22/2013 

COUNTRY: US 

STATE 
AR (US) 

DEVELOPED BY: DATE: 03/13/2013 OFFICE: AJV-353 NAME: JILL OLSON (COLTON CROWDER) 

APPROVED BY: 

DISTRIBUTION: 

DATE: 

SIGNATURE: 

NFDC 
FPO:CEN 
ARTCC: ZME 
ATC FACILITY: 
OTHER: 

FAA FORM 8260-2 I AUG 2009 

OFFICE: AJV-353 NAME: LARRY STROUT 

Page 1 of 1 



TERMINAL AIRSPACE DATA REQUIREMENTS 

CITY: MANILA STATE: AR 

AIRPORT NAME: MANILAMUNI ID: KMXA 

PROCEDURE: RNAV (GPS) RWY 36 AMDT: ORIG 

DOCKET#: NOT REQUIRED 
(96-AXX-X/Required/Not Required) 

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG. 

1 . Distance from THLD to 1 000' point 2.88 
(Enter THLD, FAF, ARP, FACILITY, as appropriate) 

2. Width of FINAL segment at 1 000' point 1.20 
(Enter appropriate segment, final, intermediate, etc.) 

3. True Course of FINAL segment containing 1 000' point 000.30 

4. High Terrain in FINAL segment containing 1 000' point 242 

5. Distance from THLD to 1500' point 4.57 
(If 1500' point in PT maneuvering area or holding pattern note in remarks) 

6. Width of FINAL segment at 1500' point 1.95 

7. True Course of FINAL segment containing 1500' point 000.30 

8. High Terrain in FINAL segment containing 1500' point 242 

9. Threshold Coordinates (if straight-in) ... 355319.82N I 0900916.59W ------------------- ----------------------

10. ARP Coordinates ............ ...... .... .... . --------~3~55~3~4~0-~oo~N~I _o_9o_o_9_16_.5_o_w __________ _ 

11. Runway Approach End and distance furthest from ARP ...... ..... .... . RWY 18 

Distance 0.35 NM 
' ---------

.J 

12. FAF Coordinates ......... ...... ............ . 354833.45N I 0900918.43W ------------------- ----------------------
REMARKS: Approach/Drawing attached. 

TAA: (IAF) N-W; (IAF) N-W 

DUNLE (IF/IAF) 354318.43N-0900920.34W RADIUS: 30 NM 

DISPLACED THRESHOLD USED FOR AIRSPACE PURPOSES. ACTUAL RWY 36 THRESHOLD: 355319.24N/0900916.59W 



Federal Aviation 
Administration 

Memorandum 
Date: 

To: Dick Powell Manager, National Flight Data Center, AJV -21 

From: Larry H. Strout, Manager, Central Products Team, AJV -353 

Subject: ACTION: Magnetic Variation Change for Manila Muni, Manila, AR (KMXA) 

The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the 
'Airport/Facility" column will be revised effective concurrent with the publication of the 
procedure(s) listed below. 

RNAV (GPS) RWY 18, AMDT 1 
RNAV (GPS) RWY 36, ORIG 
TAKEOFF MINIMUMS AND OBSTACLE DP, AMDT 1 

Estimated Chart Date: 08/22/2013 

Please publish these changes in the National Flight Data Digest. 

ARKANSAS 

NCURRENCES 

OUTlNG SYMBOL 

AJV-34 
SHaker 
NITIALS/S IG 

DATE 

OUTING SYMBOL 

IAJV-353 
~Olson 
NITlALSISIG 

ATE 

OUTlNGSYMBOL 

AJV-353 
LStrout 
NITIALS/SIG 

DATE 

OUTING SYMBOL 

AJV-341 
Alfonso 

INITIALSISIG 

ATE 

OUTING SYMBOL 

NITLALSISIG 

rATE 

Air(!ort Assigned Magnetic E(!OCh 
Location Name /Facilitv Identifier Variation Is Year 

Manila Manila Muni Airport 
KMXA/ Old 1 o East 

2015 
MXA New 1° West 

If you have any questions please notify Larry H. Strout, larry.h.strout@faa.gov ( 405-954-5070). 

cc: AJV-3rf 
sjb:x753 7: 0311 4/2013 : (U :\A VN 1 OO\P1T\MAGV AR\MAG V AR\MAGV AR Letters 2013\ MY Change Request for 
Manila, AR (KMXA) 3-14-13 Requestor: CCrowder/MSadorra, Evaluated By: LFortier 




