RNAV (GPS) - STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
FEDERAL AVIATION ADMINISTRATION FAR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DA
HOBEX (IAF) WOTPO (NOPT) (FB) 057.66 / 5.00 2000 tﬂﬂf"n"v?%’é PA
ANABE (IAF) WOTPO (NOPT) (FB) 237.74/5.00 2000
CLIMB TO 2100 DIRECT NUCIB AND HOLD.
WOTPO (IF1AF) TEYUP (FB) 327.70/ 6.00 2000
ADDITIONAL FLIGHT DATA:
HOLD NW, RT, 147.60 INBOUND.
CHART FAS OBST: 400 TREE 304236N/0961935W
CHART FAS OBST: 539 TOWER 304111N/0961833W
WAAS CHANNEL # 70603
REFERENCE PATH ID: W33A
CHART GOLLEGE STATION ASOS, 1
, 126.85
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (1AF) DISTANGCE TO THLD FROM 275 HAT: 0.74 NM
2. HOLD SE WOTPO, RT, 327.70 INBOUND, 2000 FT. IN LIEU OF PT (IAF)
3. FAC: 327.67 FAF: TEYUP DIST FAF TO MAP: 493 THLD: 4.93
4. MIN. ALT: wWOTPO 2000, TEYUP 2000, OROCE/2.80 NM TO RW33 1300*
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2000 GSALTAT: OM: MM: IM:
7. GS ANGLE: 3.00 TCH:40.0 34:11S CLEAR
8. MSAFROM: MAG VAR: 4E EPOCH YEAR: 2010
MINIMUMS
TAKEOFF:| | STANDARD| X | SEE FAAFORM  8260-15A FOR THIS AIRPORT ALTERNATE: NA | X |
CATEGORY =====> A B C D E
DH/MDA VIS HAT/HAA| DH/MDA VIS HAT/HAA |DH/MDA VIS HAT/HAA { DH/MDA VIS HAT/HAA| DH/MDA VIS HAT/HAA
LPV DA 642 1 275 642 1 275 NA NA
LNAV/VNAV DA 695 11/4 328 695 11/4 328 NA NA
LNAV MDA 880 1 513 880 1 513 NA NA
CIRCLING 880 1 513 880 1 513 NA NA
NOTES:
CHART NOTE: BARO-VNAV NA.
CHART NOTE: DME/DME RNP-0.3 NA.
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.
*LNAV ONLY
10
CITY AND STATE ELEVATION: 367  TDZE: 367 FACILITY PROCEDURE NO.JAMDT NO.: SUP:
BRYAN, TX AIRPORT NAME: 'DENT;“:?‘?’: RNAV (GPS) RWY 33, ORIG AMDT- NONE
COULTER FIELD JUL — 5 2007 DATED
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV (GPS) - STANDARD Ceilin ; : ; ; : : : i
gs are in feet above aiport elevation. Distances are in nautical miles uniess otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
NOTES CONT.
CHART NOTE: USE COLLEGE STATION ALTIMETER SETTING; IF NOT RECEIVED, USE CALDWELL MUNI ALTIMETER
SETTING AND INCREASE ALL DAS 31 FEET AND MDAS 40 FEET.
TAA
FROM TO ALT

1. 238/30 CW 058/30 (NOPT) 238/8 CW 058/8 3000

238/8 CW 058/8 WOTPO (IAF) (FB) 2000

058/30 CW 148/30 058/20 CW 148/20 2300

058/20 CW 148/20 HOBEX (IAF) (FB) 2000

148/30 CW 238/30 148/20 CW 238/20 2100

148/20 CW 238/20 ANABE (IAF) (FB) 2000
CITY AND STATE ELEVATION: 367  TDZE: 367 FACILITY PROCEDURE NO./ AMDT NO.: SUP:

BRYAN, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 33, ORIG e
. RNAV 5 o007 AMDT: o
= A
COULTER FIELD JUL DATED: |
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and aititudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KCFD
RUNWAY RW33
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W33A
LTP/FTP LATITUDE 304239.0600N
LTP/FTP LONGITUDE 0961941.9800W
LTP/FTP ELLIPSOIDAL HEIGHT +00852
FPAP LATITUDE 304357.6500N
FPAP LONGITUDE 0962031.0700W
THRESHOLD CROSSING HEIGHT (TCH) 00040.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1528
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 374811C8
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K4
LTP ORTHOMETRIC HEIGHT +01118
FPAP ORTHOMETRIC HEIGHT +01118
CITY AND STATE ELEVATION: 367 TDZE: 367 FACILITY PROCEDURE NO./AMDT NO.: SUP:
BRYAN, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 33, ORIG
RNAV - AMDT: NONE.....
COULTER FIELD JuL DATED:
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV (?:IEISC;FSI;AS¥RQER|;NDSSTgEUAQ/E|gg All-': :Sgﬁg_l;_l I;?ggEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-17

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678301234567890123456789012345678901234567839012
SUSAEAENRT ANABE K40 W L N30352278W096083523 E0042 NAR ANABE
SUSAEAENRT HOBEX K40 w L N30303766W096184704 E0044 NAR HOBEX
SUSAEAENRT NUCIB K40 w L N30525388W096260666 E0044 NAR NUCIB
SUSAEAENRT OROCE K40 W L N30401086W096180948 EQQ43 NAR OROCE
SUSAEAENRT TEYUP K40 w L N30381799W096165909 EQ043 NAR TEYUP
SUSAEAENRT WOTPO K40 w L N30330032W096134126 E0043 NAR WOTPO
1 2 3 4 5 6 7 8 9 0 1 2 3

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KCFDK4ACFD 0 040YHN30425650W096195290E004000367 1800018000C MNAR COULTER FIELD

1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KCFDK4FR33 AANABE 010ANABEK4EAOCE A IF 18000

A JS
SUSAP KCFDK4FR33 AANABE 020WOTPOK4EAOEE 010TF 23770050 + 02000 A JS
SUSAP KCFDK4FR33 AHOBEX O10HOBEXK4EAOE A IF 18000 A JS
SUSAP KCFDK4FR33 AHOBEX 020WOTPOK4EAOQEE 010TF 05770050 + 02000 A JS
SUSAP KCFDK4FR33 AWOTPO O010WOTPOK4EAOEE CR HF 32770050 + 02000 18000 A JS
SUSAP KCFDK4FR33 R 010WOTPOK4EACE I IF + 02000 18000 A JS
SUSAP KCFDK4FR33 R 020TEYUPK4EAOE F O051TF 32770060 + 02000 A JS
SUSAP KCFDK4FR33 R 0210ROCEK4EAQOE S 031TF 32770021 V 0130001306 -300 A JS
SUSAP KCFDK4FR33 R 030RW33 K4PGOGY M 031TF 32770026 00407 -300 A JS
SUSAP KCFDK4FR33 R 040NUCIBK4EAOEYM 010DF + 02100 A JS
SUSAP KCFDK4FR33 R 050NUCIBK4EAOEE HRO20HM 14760050 + 02100 A JS

1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KCFDK4GRW33 0040003277 N30423906W096194198+0200 00367000040075
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KCFDK4PR33 RW33 001 OOOOW33AO0N3042390600W09619419800+008520300N3043576500W09620310700106751528000400F400500374811C8

CITY AND STATE ELEVATION: 367  TDZE: 367 réAgILIHER PROCEDURE NO./AMDT NO.: SUP:
NTIFIER:
BRYAN, TX AIRPORT NAME: RNAV (GPS) RWY 33, ORIG
T : RNAV JuL -5 20 AMDT: NONE
COULTER FIELD DATED: 3 s
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE Colings ar i feot above aipot elevaion, Distances are in nauioa mies uniess therwise ndicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
SUSAP KCFDK4PR33  RW33 002 +01118+01118W33A 70603 000
(
|
CITY AND STATE ELEVATION: 367  TDZE: 367 FACILITY PROCEDURE NO./AMDT NO.: SUP:
BRYAN, TX AIRPORT NAME: 'DEN:::\ER: RNAV (GPS) RWY 33, ORIG AMDT. NONE
COULTER FIELD JUL =5 2007 DATED: ; )
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAYV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE P
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR. i
ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-17 ‘
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
ANABE ANABE 010 IAF IF FB
ANABE WOTPO 020 TF FB 1.0 237.7(242T) 005.0 02000
HOBEX HOBEX 010 IAF IF FB
HOBEX WOTPO 020 TF FB 1.0 057.7(062T) 005.0 02000
WOTPO WOTPO 010 HF R FB 327.7(332T) 005.0 02000
WOTPO 010 FACF IF FB 02000
TEYUP 020 FAF TF FB 0.5 327.7(332T) 006.0 02000
OROCE 021 SDF TF FB 0.3 327.7(332T) 002.1 01300
RW33 030 MAP TF FO 0.3 327.7(332T) 002.6 00407
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
NUCIB 040 DF FO 1.0 02100
NUCIB 050 HM R FO 2.0 147.6(152T) 005.0 02100
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
ANABE N303522.78 W0960835.23 N3035.380 W09608.587
HOBEX N303037.66 W0961847.04 N3030.628 W09618.784
NUCIB N305253.88 W0962606.66 N3052.898 W09626.111
OROCE N304010.86 W0961809.48 N3040.181 W09618.158
TEYUP N303817.99 W0961659.09 N3038.300 W09616.985
WOTPO N303300.32 W0961341.26 N3033.005 W09613.688
RW33 N304239.06 W0961941.98 N3042.651 W09619.700
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW33 00367 40
- i
CITY AND STATE ELEVATION: 367  TDZE: 367 FACILITY PROCEDURE NO./ AMDT NO.: SUP:
BRYAN, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 33, ORIG ' ONE
. RNAV JUL -5 0 AMDT. el
COULTER FIELD DATED: C '.;
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