RNAV (GPS) - STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwiseindicated. Ceflings are in feet
FEDERAL AVIATION ADMINISTRATION FAR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM , TO COURSE AND DISTANCE ALTITUDE |LPV: DA
INL VORTAC ZAVBA (FO) 132.51/14.00 3400 tﬂﬂ'wﬁ;ﬂ DA
BEBEL RAXUE (FB) 049.54/7.76 3600
CLIMB TO 3300 DIRECT HODEV AND HOLD.

RAXUE (IAF) ZAVBA (NOPT) (FB) 043.00/6.15 3400

TAGUC (IAF) ZAVBA (NOPT) (FB) 223.24/11.92 3400

ZAVBA (IFNAF) HOLIV (FB) 313.08/6.53 3400

ADDITIONAL FRLIGHT DATA:

HOLD NW, RT, 132.74 INBOUND.
CHART FAS OBST: 1230 TREE 483320N/0932258W
CHART FAS OBST: 1233 TREE 483324N/0932258W
DISTANCE TO THLD FROM 296 HAT: 0.79 NX.
CHART VDP AT 0.91 MILES TO RW31* *LNAV ONLY.
A A B
REFER :

1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) CHART WAAS SYMBOL

2. HOLD SE ZAVBA, RT, 313.08 INBOUND, 3400 FT. IN LIEU OF PT (IAF)

3. FAC: 313.00 FAF: HOLIV DISTFAFTOMAP: 675 THLD: 6.75

4. MIN. ALT: ZAVBA 3400, HOLIV 3400, BIPSE/3.10 NM TO RW31 2200*

5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:

6. MIN GS INCPT: 3400 GSALTAT-HOLIV OM: MM: IM:

7. GS ANGLE: 3.00 TCH:45.1  34:11S CLEAR

8. MSA FROM: RW31 3200 MAG VAR: 3E EPOCH YEAR: 1985

MINIMUMS
TAKEOFF:| | STANDARD| X | SEE FAAFORM 8260-15A FOR THIS AIRPORTALTERNATE: NA | | STANDARD @
CATEGORY =====> A B C ‘ D E
DHMDA| VIS |HAT/HAA|DH/MDA | VS | HAT/HAA |DH/MDA VIS |HAT/HAA|DHMDA | VIS |HAT/HAA|DH/MDA | VIS JHAT/HAA

LPV DA 1462 1/2 296 1462 12 296 1462 172 296 1462 12 296

LNAV/VNAV DA 1500 34 334 1500 3/4 334 1500 3/4 334 1500 3/4 334

LNAV MDA 1500 1/2 334 1500 112 334 1500 12 334 1500 1 334

CIRCLING 1620 1 435 1680 1 495 1680 11/2 495 1780 2 595

NOTES:

CHART NOTE: CIRCLING TO RWY 4-22 NA AT NIGHT. @ NA WHEN LOCAL WEATHER NOT AVAILABLE.

CHART NOTE: BARO-VNAV NA WHEN USING BAUDETTE ALTIMETER SETTING.

CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -17C (2F) OR ABOVE 47C (116F).

CHART NOTE: DME/DME RNP-0.3 NA.
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radiais are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
‘ RNAV (GPS) - STANDARD e e : es an ltitudes unles ted.
gs are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated..
. INSTRUMENT APPROACH PROCEDURE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
NOTES CONT.
*LNAV ONLY

CHART NOTES: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE BAUDETTE ALTIMETER SETTING AND
INCREASE ALL DAS 127 FEET AND LPV AND LNAV/VNAV VISIBILITY 1/2 MILE ALL CATS, INCREASE ALL MDAS
140 FEET AND LNAV CAT C VISIBILITY 1/4 MILE AND CIRCLING CAT C AND D VISIBILITY 1/4 MILE. VDP NA
WHEN USING BAUDETTE ALTIMETER SETTING. FOR INOPERATIVE MALSR, INCREASE LPV VISIBILITY 1/2 MILE
ALL CATS, INOPERATIVE TABLE DOES NOT APPLY TO LNAV CAT D. FOR INOPERATIVE MALSR WHEN USING
BAUDETTE ALTIMETER SETTING, INCREASE LPV VISIBILITY 1/2 MILE ALL CATS.
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FL4GHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KINL
RUNWAY RW31
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0 .
REFERENCE PATH IDENTIFIER (APPROACH ID) W31A
LTP/FTP LATITUDE 483329.8060N
LTP/FTP LONGITUDE 0932329.0090W
LTP/FTP ELLIPSOIDAL HEIGHT +03249
FPAP LATITUDE 483422.2800N
FPAP LONGITUDE 0932445.6200W
THRESHOLD CROSSING HEIGHT (TCH) 00045.1
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 119.25
LENGTH OFFSET 0000
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER E65COCEF
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K3
LTP ORTHOMETRIC HEIGHT +03555
FPAP ORTHOMETRIC HEIGHT +03555
CITY AND STATE ELEVATION: 1185  TDZE: 1166 FACILITY PROCEDURE NOJ AMDT NO./EFFECTIVE DATE:  |sup:
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and dltitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
F LIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAD INL. K3011100VTLA N48335687W093242044 N48335687W093242044E006001180 NARINTERNATIONAL FALLS
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT BEBEL K30 [o) L N48145858W093252912 E0003 NAR BEBEL
SUSAEAENRT BIPSE K30 W N48311627W093201434 E0003 NAR BIPSE
SCANEAENRT HODEV CYO w N48440275W093385715 E0004 NAR HODEV
SUSAEAENRT HOLIV K30 W N48283910W093162576 E0003 NAR HOLIV
SUSAEAENRT RAXUE K30 W L N48194112W093161542 E0003 NAR RAXUE
SUSAEAENRT TAGUC K30 w L N48321233W092564160 w0005 NAR TAGUC
SUSAEAENRT ZAVBA K30 W N48235713wW093093705 E0003 NAR ZAVBA
1 2 3 4 5 6 7 8 9 0 1 2 3

ATRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KINLK3AINL 0 074YHN48335610W093240780E003001185 1800018000C MNAR FALLS INTL

1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KINLK3FR31 ABEBEL 010BEBELK3EAOE IF 18000 A JS
SUSAP KINLK3FR31 ABEBEL 020RAXUEK3EAOE A 020TF 04950078 ° + 03600 A JS
SUSAP KINLK3FR31 ABEBEL 030ZAVBAK3EAOEE LO10TFY 04300062 + 03400 A JS
SUSAP KINLK3FR31 AINL 010INL K3D 0V IF 18000 A JS
SUSAP KINLK3FR31 AINL 020ZAVBAK3EAQOEY A 020TF - 13250140 + 03400 A JS
SUSAP KINLK3FR31 AINL 030ZAVBAK3EAOEB CR HF 31310040 + 03400 A JS
SUSAP KINLK3FR31 ATAGUC O010TAGUCK3EAQOE A IF 18000 A JS
SUSAP KINLK3FR31 ATAGUC 020ZAVBAK3EAQOEE 010TF 22320119 + 03400 A JS
SUSAP KINLK3FR31 R 010ZAVBAK3EAQOE I IF + 03400 18000 A JS
SUSAP KINLK3FR31 R 020HOLIVK3EAlE F 051TF 31310065 + 03400 RW31 K3PGA JS
SUSAP KINLK3FR31 R 020HOLIVK3EA2WALPV ALNAV/VNAV ALNAV JSs
SUSAP KINLK3FR31 R 021BIPSEK3EAQOE S O031TF 31300037 V 0220002208 -300 A JS
SUSAP KINLK3FR31 R 030RW31 K3PGOGY M O031TF 31300031 01211 -300 A JS
SUSAP KINLK3FR31 R 040HODEVCYEAOEYM O010DF + 03300 A JS
SUSAP KINLK3FR31 R 050HODEVCYEAOEE HRO20HM 13270040 + 03300 A JS
CITY AND STATE ELEVATION: 1185  TDZE: 1166 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
INTERNATIONAL FALLS, MN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, ORIG DT NONE
FALLS INTL RNAV APR 107008
DATED:

FAA FORM 8260-10/ MARCH 2003 (Computer Generated) PAGE 4 OF 6 PAGES




. U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and aititudes are in feet, MSL,
. except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. .
RNAYV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE g i i ) i i ; ; ise indi
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR. :
- 1 2 3 4 5 6 7 8 9 0 1 2 3
RUNW}\Y 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KINLK3GRW31 0074003129 N48332981W093232901+0200 +0324901166000045150R
1 2 3 4 5 6 7 8~ 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KINLK3PR31 RW31l 001 0000W31A0N4833298060wW09323290090+032490300N4834222800W09324456200119250000000451F400500E65C0CEF
SUSAP KINLK3PR31  RW31l 002 +03555+03555LPV 78406 000
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KINLK3SRW31 K3PG 0 18018003225 M
CITY AND STATE ELEVATION: 1185 TDZE: 1166 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
INTERNATIONAL FALLS, MN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, ORIG _ NONE
ANAV APR AMDT:
FALLS INTL 1 0 2008
|DATED:
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'U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

~ RBRNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR. :

ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-18

ROUTES

TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG ( TRUE) DISTANCE ALTITUDE
BEBEL BEBEL 010 IF FB
BEBEL RAXUE 020 IAF TF FB 2.0 049.5(053T)  007.8 03600
BEBEL ZAVBA 030 TF L FB 1.0 043.0(046T)  006.2 03400
INL INL 010 IF " FB
INL ZAVBA 020 IAF TF FO 2.0 132.5(136T) 014.0 03400
INL ZAVBA 030 HF R FO 313.1(316T) 004.0 03400
TAGUC TAGUC 010 IAF IF FB
' TAGUC ZAVBA 020 TF FB 1.0 223.2(226T)  011.9 03400
ZAVBA 010 FACF IF FB 03400
HOLIV 020 FAF TP FB 0.5 313.1(316T) 006.5 03400
. B¥PSE 021 SDF TF FB 0.3 313.0(316T) 003.7 02200
RW31 030 MAP TF FO 0.3 313.0(316T)  003.1 01211
MISSED APPROACH FIX SEQ USE PATH TURN -FO/FB RNP MAG ( TRUE) DISTANCE ALTITUDE
1Y
HODEV 040 DF FO 1.0 03300
HODEV 050 HM R FO 2.0 132.7(136T)  004.0 03300
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
INL N483356.87 W0932420.44 N4833,948 W09324.341
BEBEL N481458.58 W0932529.12 N4814.976 W09325.485
BIPSE N483116.27 w0932014.34 N4831.271 W09320.239
HODEV N484402.75 W0933857.15 N4844.046 W09338.953
HOLIV N482839.10 W0931625.76 N4828.652 W09316.429
RAXUE N481941.12 W0931615.42 N4819.685 W09316.257
TAGUC N483212.33 W0925641.60 N4832.206 W09256.693
ZAVBA N482357.13 W0930937.05 N4823.952 W09309.618
RW31 N483329.81 w0932329.01 N4833.497 W09323.484
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW31 01166 45
CITY AND STATE ELEVATION: 1185  TDZE: 1166 FACILITY PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE: SUP:
INTERNATIONAL FALLS, MN AIRPORT NAME: 'DEN:':';"‘,ER- RNAV (GPS) RWY 31, ORIG VDT NONE
FALLS INTL DATED:
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