US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except

HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
abowe airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DA AV: DA
ONL VORTAC HIBUR (FB) 287.60 / 27.26 3900 tﬂﬁ&f‘ﬁ‘w
ME ZAVUT (FB 075.21/23.09 4200 —— —
ANW VOR/D (FB) CLIMB TO 5000 DIRECT POXTO AND HOLD, CONTINUE CLIMB-IN-
ZAVUT (IAF) HIBUR (NOPT) (FB) 075.55/10.00 3900 HOLD TO 5000.
ADEDY (IAF) HIBUR (NOPT) (FB) 169.40/ 24.09 3900
HIBUR (IF/IAF) CULUB (FB) 113.53/5.30 3800
CULUB (FAF) KUYCE/2.50 NM TO RW11 (FB) 113.60 / 2.61
ADDITIONAL FLIGHT DATA:
(SEE FORM 8260-10) HOLD SE, RT, 293.82 INBOUND.
CHART FAS OBST: 2254 TREE 423448N/0990318W
DISTANCE TO THLD FROM 302 HATH: 0.82 NM.
WAAS CHANNEL # 69427
REFERENCE PATH ID: W11A
CHART O'NEILL AWOS-3.
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) LTP HAE: 625.6 M
2. HOLD NW HIBUR, RT, 113.53 INBOUND, 3900 FT. IN LIEU OF PT (IAF) ,
3.FAC: 11360 FAF: cuLUB DISTFAF TOMAP: 511 THLD: 5.11
4. MIN. ALT: HIBUR 3900, CULUB 3800, KUYCE/2.50 NM TO RW11 2960*
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 3800 GS ALT AT: CULUB 3800 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:40.0 34:11S CLEAR
8. MSA FROM: RW11 5100 MAG VAR: 6E EPOCH YEAR: 2010
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | X |
CATEGORY =====> A B C D E
DH/MDA | VIS [HAT/HAA|DH/MDA | VIS |[HAT/HAAIDH/MDA | viS |HAT/HAA|DH/MDA | VIS |HAT/HAA|DH/MDA | Vis |HAT/HAA
LPV DA 2433 1 302 2433 1 302 NA NA
LNAV/VNAYV DA 2448 1 317 2448 1 317 NA NA
LNAV MDA 2560 1 429 2560 1 429 NA NA
CIRCLING 2620 1 489 2640 1 509 NA NA
NOTES:
CHART NOTE: BARO-VNAYV NA.
CHART NOTE: USE O'NEILL ALTIMETER SETTING; WHEN NOT RECEIVED, USE AINSWORTH ALTIMETER SETTING AND \\MI
INCREASE LPV DA TO 2543 FEET AND VISIBILITY ALL CATS TO 1 3/8 MILE, LNAV/VNAV DA TO 2558 FEET AND Qi ‘;.
VISIBILITY ALL CATS TO 1 1/2 MILE, INCREASE ALL MDA 120 FEET. 8
(SEE FORM 8260-10) s P2
CITY AND STATE ELEVATION: 2131 THRE: 2131 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE:  |SUP: TR
' ATKINSON, NE AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 11, AMDT 1 AMDT. ORIG
STUART-ATKINSON MUNI 26JULY 201z DATED 0410512012
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Aliitudes are minimum altitudes unless otherwise indicated.

RNAV - STANDARD Ceili in feet above aiport elevation. Dista in nautical miles unless otherwise indi
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 onoors viibiibes which are n stafite ma0s or 1t VR | cal miles nless indicated,
TERMINAL ROUTES, (CONT.):
FROM TO COURSE AND DISTANCE ALTITUDE
KUYCE/2.50 NM TO RW11 RW11 (MAP) (FO) 113.64 /7 2.50
RW11 (MAP) 2433 MSL 113.64
2433 MSL POXTO (FO) 5000
NOTES, (CONT.):

CHART NOTE: DME/DME RNP-0.3 NA.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT ADEDY ON V71 NORTHWEST BOUND.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON ANW VOR/DME AIRWAY RADIALS 350 CW 128.
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON ONL VORTAC AIRWAY RADIALS 218 CW 313.

*LNAV ONLY
Q\;‘,M. ":t.
8 -
I
CITY AND STATE ELEVATION: 2131 THRE: 2131 FACILITY PROCEDURE NO./ AMDT NOJEFFECTIVE DATE: SUP:
ATKINSON, NE AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 11, AMDT 1
RNAV 26 JULY 2012 AMDT: ORIG
STUART-ATKINSON MUNI pATED: _owosi2012
FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 2 OF {, PAGES
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0

SBAS SERVICE PROVIDER IDENTIFIER 0

AIRPORT IDENTIFIER 8v2

RUNWAY RW11
APPROACH PERFORMANGE DESIGNATOR 0

ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR 0

REFERENCE PATH IDENTIFIER (APPROACH ID) W11A

LTPIFTP LATITUDE 423355.2980N
LTP/FTP LONGITUDE - 0990248.8425W
LTP/FTP ELLIPSOIDAL HEIGHT +06256

FPAP LATITUDE 423311.1700N
FPAP LONGITUDE 0990104.0900W
THRESHOLD CROSSING HEIGHT (TCH) 00040.0

TGH UNITS SELECTOR (METERS OR FEET USED) F

GLIDEPATH ANGLE (GPA) 03.00

COURSE WIDTH AT THRESHOLD 106.75

LENGTH OFFSET 1560
HORIZONTAL ALERT LIMIT (HAL) 40.0

VERTICAL ALERT LIMIT (VAL) 50.0

CRC REMAINDER 69516DD4

ADDITIONAL PATH POINT RECORD INFORMATION

ICAO CODE K3
LTP ORTHOMETRIC HEIGHT +06496
FPAP ORTHOMETRIC HEIGHT +06496
WAL
G
5 .
=y o
CITY AND STATE ELEVATION: 2131 THRE: 2131 FACILITY PROCEDURE NO/AMDT NO/EFFECTIVE DATE:  |sup: GRS
ATKINSON, NE AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 11, AMDT 1 e
RNAV 26 JULY 2012 AMDT:
STUART-ATKINSON MUNI SATED. 0410572012

CAA ENADRM QAN A0 T Anril 2008 (Camnutar Ganarated)
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

————RNA\L(QES)—SIANDABD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

. 1 2 3 4 5 6 7 8 S o 1 2 3
NAVAID 123456789012345678501234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD ANW K3011270VDLA N42340880W099592285 N42340880W099592285E0090025901 NARAINSWORTH
SUSAD ONL K3011390VTHA N42281381W098411292 N42281381W098411292E0100020302 NARO'NEILL
1 2 3 4 5 ] 7 8 9 0 1 2 3
wp 123456785012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456785012
SUSAEAENRT ADEDY K30 C L N43030506W099174135 EQ055 NAR ADEDY
SUSAEAENRT CULUB K30 W N42362708W093084987 EQ054 NAR CULUB
SUSAEAENRT HIBUR K30 w N42350352W099150427 E0054 NAR HIBUR
SUSAEAENRT KUYCE K30 w N42350954W099054527 E0053 NAR KUYCE
SUSAEAENRT BOXTO K30 W N42283415W098500907 E0051 NAR POXTOQ
SUSAEAENRT ZAVUT K30 W N42373650W099282851 E00S56 NAR ZAVUT
1 2 3 4 5 6 7 8 9 4] 1 2 k}
AIRPCRT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP 8V2 K3A8V2 ¢ G39YHN42334560W099021899E006002131 1800018000C MNAR STUART-ATKINSON MUNI
1 2 3 4 5 6 7 8 S 0 1 2 3
SEGMENT 1234567890123456785801234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP 8V2 K3FR11l AADEDY O010ADEDYK3EAQCE A IF 18000 A JS
SUSAP 8V2 K3FR11 AADEDY 020HIBURK3EAOEE B Q10TF 16940241 + 03900 A JS
SUSAP 8V2 K3FR11 AANW 010ANW K3D 0V IF 18000 A JS
SUSAP 8VZ K3FR1ll AANW O020ZAVUTKIEAQE A Q20TF 07520231 + 04200 A J8§
SUSAP 8V2 K3FR1ll AANW O30HIBURK3EAOEE B OLlO0TF 07560100 + 03900 A Js
SUSAP 8V2 K3FR11l AONL 0100ONL K3D oV IF 18000 A JS
SUSAP 8V2 K3FR11l ACNL 020HIBURK3EAQE 0207TF 28760273 + 03300 A JS
SUSAP 8V2 K3FR11 AONL 030HIBURK3EAOEE AR HF 11350040 + 038200 A JS
SUSAP 8V2 K3FR1l R 010HIBURK3EAOE I IF + 03900 18000 A JS
SUSAP BVZ2 K3FR1l R 020CULUBK3EALlE F OB1TF 11350053 + 03800 RW1l K3PGA JS
SUSAP B8V2 K3FR11l R 020CULUBK3EAZWALPV ALNAV/VNAV ALNAV Js
SUSAP 8V2 K3FR11l R 021KUYCEK3EAOE S O031TF 11360026 V 0296002697 ~300 A JS
SUSAP 8V2 K3FR1l1l R 030RW11l K3PGOGY M 031TF 11360025 02171 -300 A JS
SUSAP 8V2 K3FR11l R 040 0 M CA 1136 + 02433 A JS
SUSAP 8V2 K3FR11l R 050POXTOK3EAQEY DF + 05000 A JS
SUSAP 8V2 K3FR11 R 060POXTOK3EAQEE R HM 29380050 + 05000 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3.
RUNWAY 12345678901234567890123456?8901234567890123456?8901234567890123456’?8901234567890123456?890123456'789012345678901234567890123456?§§M«:¢
.............................................................................................................................. 9 SR
Ry o
t"@'F*f': !
CITY AND STATE ELEVATION: 2131 THRE: 2131 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syp:
ATKINSON, NE AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 11, AMDT 1
STUART-ATKINSON MUNI 26 JULY 201z AMDT: ORIG
RNAV
DATED:  05/03/2012
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum aititudes unless otherwise indicated.
W INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
SUSAP 8V2 K3GRW11l 0039001137 N42335530W099024884~0100 +0625602131000040060R
1 2 3 4 5 6 7 8 9 0 1 2 3

PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP 8VZ K3PRI11 RW11l 001 00O00OW11AO0N4233552980W0990248B8425+062560300N4233111700W09901040900106751560000400F40050069516DD4

SUSAP BVZ K3PR11l RW11l 002E +06496+06496LPV 69427

1 2 3 4 5 6 7 8 9 ¢} 1 2 3

MSA 1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678%90123456789012345678301234567890123456782012

SUSAP 8V2 K3SRW1l K3PG 0 18018005125 M

I':/"L
&
o
e
CITY AND STATE ELEVATION: 2131 THRE: 2131 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  |gyp:
ATKINSON, NE AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 11, AMDT 1
STUART-ATKINSON MUNI 26 JULY 2012 AMDT: ORIG
RNAV
DATED:  05/03/2012
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

___RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated,
Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.33

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE} DISTANCE ALTITUDE SPEED
ADEDY ADEDY 010 IAF IF FB
ADEDY HIBUR 020 TF FB 1.0 169,4(175.47T) 024.1 AA 03300
ANW ANW 010 IF FB
ANW ZAVUT 020 IAF TF B 2.0 075.2(081.2T) 023.1 AA 04200
ANW HIBUR 030 TF FB 1.0 075.6(081.6T) 010.0 AA 03500
ONL ONL 010 IF FB
ONL HIBUR 020 TF FB 2.0 2B7.6(293.6T} 027.3 AA (03300
ONL HIBUR 030 IAF HF R FO 113.5(119.5T} 004.0 AA 03900
HIBUR 010 FACF IF FB AA 03900
CULUB 020 FAF TR ¥B 0.5 113.5(119.5T) 005.3 AA 03800
KUYCE 021 SDF TF FB 0.3 113.6{11%.6T} 002.6 AA 023960 GS 02697
RwWill 030 MAP TF FO 0.3 113.6(119.6T) 002.5 AT 02171
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG {TRUE} DISTANCE ALTITUDE SPEED
040 (99 FB 113.6(119.6T) AA 02433
POXTO 050 DF FO AA 05000
POXTO 060 HM R FO 293.8(299.8T) 005.0 AA 05000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
ANW N423408,80 W0995922 .85 N4234.147 W09959. 381
ONL N422813.81 wWo9B4112.92 N4228.230 W09841.215
ADEDY N430305.06 W0981741.35 N4303.084 W09917.689
CULURB N423627.08 W0990845.87 N4236.451 HW05808.831
HIBUR N423903.92 W0991504.27 N4239.065 WD9915.071
KUYCE N423508.54 W(880545.27 N4235.159 W08805.755
POXTO N422834.15 W0385009.07 N4228.5682 W09850.151
ZAVUT N423736.50 w0992828.51 N4237.608 W09928.475
RW11l N423355.30 W09920248.84 N4233.822 W02902.814
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW11 02131 40
iy
i
i A P
CITY AND STATE ELEVATION: 2131 THRE: 2131 FACILITY PROCEDURE NO,/AMDT NO./ EFFECTIVE DATE: suP:
ATKINSON, NE AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 11, AMDT 1
STUART-ATKINSON MUNI 26 JULY 2015 AMDT: ORIG
RNAV -
DATED:  08/03/2012
FAA FORM 8260 - 10/ April 2006 {(Computer Generated) Page 6 of 6 Pages
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