- :\ ; RNAV (GPS) - STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwiseindicated. Cellings are in feet
FEDERAL AVIATION ADMINISTRATION FAR PART 97.33 above airport elevation. Distancesare in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE {LPV: DA
OVRVORTAC - IPORE (FO) 352.86/17.32 3000 L"ﬂﬂ”p:w}' 8 DA
GLENE COTAT (FB) 266.33/6.10 3600 — — —
CLIMB TO 3000 DIRECT WAMET AND HOLD.
WANAM (IAF) IPORE (NOPT) (FB) 086.39/ 5.81 3000
COTAT (IAF) IPORE (NOPT) (FB) 266.54/5.00 3000
IPORE (IFNAF) HODER (FB) 176.47/6.20 2900 .
ADDITIONAL AIGHT DATA:
HOLD S, RT, 356.47 INBOUND.
CHART FAS OBST: 1279 TREE 411619N/0954520W
CHART FAS OBST: 1385 POLE 411742N/0954521W
DISTANCE TO THLD FROM 271 HAT: 0.74 NM.
WAAS CHANNEL # 42806
REFERENCE PATH ID: W18A
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (1AF)
2. HOLD N IPORE, RT, 176.47 INBOUND, 3000 FT. IN LJEU OF PT (IAF) N
3. FAC: 17647 FAF: HODER DIST FAF TO MAP: 5,03 THLD: 5.03
4. MIN. ALT: |PORE 3000, HODER 2900, FEDES/1.60 NM TO RW18 1760*
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT. 2900 GS ALT AT: HODER OM: MM: IM:
7. GS ANGLE: 3.00 TCH:45.0  34:11S NOT CLEAR
8. MSA FROM: Rw18 3900 MAG VAR: 5E EPOCH YEAR: 2000
MINIMUMS
TAKEOFF:{ | STANDARD| X | SEE FAAFORM 8260-15A FOR THIS AIRPORJALTERNATE:NA | | STANDARD @
CATEGORY ===== A _ B C D . E
DH/MDA | VIS |HAT/HAA|DHMDA | MS |HAT/HAA|DH/MDA | wvIS |HAT/HAA{DHMDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA
LPV DA 1512 1 271 1512 1 2n 1512 1 27 1512 1 271
LNAV/VNAV DA 1646 112 405 1646 11/2 405 1646 11/2 405 1646 1172 405
LNAV MDA 1640 1 399 1640 1 399 1640 1 399 1640 11/4 399
CIRCLING 1700 1 447 1720 1 467 1840 1172 587 1840 2 587
NOTES:
CHART NOTE: BARO-VNAV NA WHEN USING EPPLEY AIRFIELD ALTIMETER SETTING. @ NA WHEN LOCAL WEATHER NOT AVAILABLE.
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -17C (2F) OR ABOVE 46C (114F).
CHART NOTE: DME/DME RNP-0.3 NA.
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.
10 : —
CITY AND STATE ELEVATION: 1253  TDZE: 1241 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
’ R .
COUNCIL BLUFFS MUNI APR 10 2008 DATED
FAA FORM 8260 - 3 / December 2002 (computer generated) PAGE 1 OF 6 PAGES



US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV (GPS) - STANDARD
INSTRUMENT APPROACH PROCEDURE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES CONT.
*LNAV ONLY

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE EPPLEY AIRFIELD ALTIMETER SETTING AND
INCREASE ALL DAS 53 FEET AND ALL MDAS 60 FEET, AND INCREASE LPV ALL CATS, LNAV/VNAV ALL CATS,

LNAV CATS C/D AND CIRCLING CAT C VISIBILITIES 1/4 MILE.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON OVR VORTAC AIRWAY RADIALS 295 CW 312.

CITY AND STATE ELEVATION: 1253  TDZE: 1241 FACILITY PROCEDURE NO. AMDT NO./EFFECTIVE DATE: SUP:
COUNCIL BLUFFS, 1A AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 18, ORIG ' ONE
RNAV _ AMDT:
COUNCIL BLUFFS MUNI APR 10 2008 , DATED:
FAA FORM 8260-10 / MARCH 2003 (Computer Generated) PAGE 2 OF 6 PAGES
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HT STANDARDS SERVICE - FAR PART 97.33

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
1 |

Bearings, headings, courses, and radials are.magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDERIDENTIFIER 0
AIRPORT IDENTIFIER KCBF
RUNWAY - RW18
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W18A
LTP/FTP LATITUDE 411607.0185N
LTP/FTP LONGITUDE 0954526.7605W
LTP/FTP ELLIPSOIDAL HEIGHT +03477
FPAP LATITUDE 411437.9000N
FPAP LONGITUDE 0954520.7300W
THRESHOLD CROSSING HEIGHT (TCH) 00045.0
TCH UNITS SELECTOR (METERS OR FEET USED) F -
GUIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1072
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 5924D12F
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K3
LTP ORTHOMETRIC HEIGHT +03754
FPAP ORTHOMETRIC HEIGHT +03754
CITY AND STATE ELEVATION: 1253 TDZE: 1241 FACILITY PROCEDURE NO./ AMDT NO/EFFECTIVE DATE: SuP:
) IDENTIFIER: RNAYV (GPS) RWY 18, ORIG
COUNCIL BLUFFS, IA AIRPORT NAME: ENAY (GPS) AMDT: NONE
COUNCIL BLUFFS MUNI APR 10 208 DATED:
FAA FORM 8260-10/ MARCH 2003 (Computer Generated) PAGE 3 OF 6 PAGES




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

I RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.

/
ARINC PACKET - 424-17

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 12345678901234567890123456789012345678901234567890{234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD OVR K3011630VTHA N41100219w095441223 N41100219W095441223E008001300 NAROMAHA ~
1 2 3 4 5 (3 7 g 9 0 1 2 3
WP 12345615?012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
7/ SUSAEAENRT COTAT K30 W PRL N41271307W0953Biz§3 E0029 NAR COTAT
SUSAEAENRT FEDES K30 W RL N41174304wW095452349 E0029 NAR FEDES
SUSAEAENRT |GLENE K30 C RLAN41270484W095301794 E0029 NAR GLENE
SUSAEAENRT HODER K30 W RL N41210873wW095451648 E0029 NAR HODER
SUSAEAENRT IPORE K30 W RL N41272096W095450377 ~ E0029 NAR IPORE
SUSAEAENRT WAMET K30 W RL N41040113w095455138 E0029 NAR WAMET
SUSAEAENRT WANAM K30 W RL N41272965w095524688 E0029 NAR WANAM
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456783012
SUSAP KCBFK3ACBF 0 055YHN41153693W095453221E005001253 1800018000C MNAR COUNCIL BLUFFS MUNI
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678301234567890123456789012345678901234567890123456789012
SUSAP KCBFK3FR18 AGLENE 010GLENEK3EAOE IF 18000 A JS
SUSAP KCBFK3FR18 AGLENE 020COTATK3EAOE A 020TF 26630061 + 03600 A JS
SUSAP KCBFK3FR18 AGLENE 030IPOREK3EAOEE 010TF 26650050 + 03000 A JS
SUSAP KCBFK3FR18 AQVR 0100VR K3D 0VY IF 18000 A JS
SUSAP KCBFK3FR18 AOVR 020IPOREK3EAOE A 020TF 35290173 + 03000 A JS
SUSAP KCBFK3FR18 AOVR 030IPOREK3EAQEE CR HF 17650040 + 03000 A JS
SUSAP KCBFK3FR18 AWANAM 010WANAMK3EAOE A IF 18000 A JS
SUSAP KCBFK3FR18 AWANAM 020IPOREK3EAOEE 0107TF 08640058 + 03000 A JS
SUSAP KCBFK3FR18 R 010IPORER3EAQE I IF + 03000 18000 A JS
SUSAP KCBFK3FR18 R 020HODERK3EAOE F 0S1TF 17650062 + 02900 RW18 K3PGA JS
SUSAP KCBFK3FR18 R 021FEDESK3EAQOE £ O031TF 17650034 VvV 01760017889 -300 A JS
SUSAP KCBFK3FR18 R 030RW18 K3PGOGY M 031TF 17650016 01277 =300 A JS
SUSAP KCBFK3FR18 R 040WAMETK3EAQEYMY. 010DF + 03000 A JS
SUSAP KCBFK3FR18 R 0SO0WAMETK3EAQOEE HRO20HM 35650040 + 03000 A JS
CITY AND STATE ELEVATION: 1253  TDZE: 1241 FACILITY PROCEDURE NOJ/AMDT NO./EFFECTIVE DATE:  |syup:
COUNCIL BLUFFS, IA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 18, ORIG DT NONE
RNAV : -
COUNCIL BLUFFS MUN! APR 10 2008 DATED:

FAA FORM 8260-10 / MARCH 2003 (Computer Generated) PAGE 4 OF 6 PAGES




. U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE Cellings are in feet above aiport elevation. Distances are in nautical miles uniess otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
1 2 3 4 5 6 7 8 3 0 1 2 3

RUNWAY 1234567830123455678901234567690123456789012345678901234567890123456783012345678901234567890123456789012345678901234567890123456789012

SUSAP KCBFK3GRW18 0055001765 N41360702W095452676+0200 01232000045100
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345578301224567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KCBFK3PR18 RW18 001 GOOOW18AON411€6070185W09545267605+034770300N4114379000W09545297900106751072000450F4005005924D12F

SUSAP KCBFK3PR18 RW18 002 +03754+037S4ALPYV 42805 000
1 2 3 4 . 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456783012345678901234557890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCBFK35PW18 K3PG 0 251809039 M
CITY AND STATE ELEVATION: 1253  TOZE: 1241 FACILITY PROCEDURE NO./AMDT NO/EFFECTIVE DATE:  |sup:
COUNCIL BLUFFS, IA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 18, ORIG , NONE
RNAV AMDT:
COUNCIL BLUFFS MUNI APR 10 2008 DATED:

FAA FORM 8260-10/ MARCH 2003 (Computer Generated) PAGE § OF 6 PAGES



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE lings are i i ion. Di in nautical mi ise indi
GHT STANDA Ceilings are in feet above aiport elevation. Distances are in nautical miles uniess otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-17
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
GLENE GLENE 010 . IF FB
GLENE COTAT 020 IAF TF FB 2.0 266.3(271T) 006.1 03600
GLENE IPORE 030 TF FB 1.0 266.5(272T) 005.0 03000
OVR OVR 619 IF FO
OVR IPORE 020 IAF TF FB 2.0 352.9(358T) 017.3 03000
OVR IPORE 930 HF R FB 176.5(182T) 004.0 03000
WANAM WANAM 010 IAF IF F3
WANAM IPORE 020 TF FB 1.0 086.4(091T) 005.8 03000
IPORE 010 FACF IF FB 03000
HODER 020 FAF TF FB 0.5 176.5(182T) 006.2 02900
FEDES 021 SDF TF FB 0.3 176.5(182T) 003.4 01760
RVI18 030 MAP TF FO 0.3 176.5(182T} 001.6 01277
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG ( TRUE) DISTANCE ALTITUDE
WAMET 040 DF FO 1.0 03000
WAMET 050 HM R FO 2.0 356.5(002T) 004.0 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
OVR N411002.19 W0954412.23 N4110.037 W09544.204
COTAT N412713.07 W0953824.93 N4127.218 W09538.416
FEDES N411743.04 W0954523.49 N4117.717 w09545.392
GLENE N4127¢4.84 wW0353017.94 N4127.081 W09530.299
HODER N412108.73 w0954516.48 N4121.146 W09545.275
IPORE N412720.96 W0954503.77 N4127.349 W09545.063
WAMET N4104(1.13 W0954551.38 N4104.019 W09545.856
WANAM N412729.65 W0955246.88 N4127.494 w09552,781
RW18 N411607.02 W0954526.76 N4115.117 w09545.446
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW18 01232 45
CITY AND STATE ELEVATION: 1253  TDZE: 1241 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
COUNCIL BLUFFS, 1A AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 18, ORIG AMDT. ___ NONE
RNAV .
COUNCIL BLUFFS MUNI APR 10 208 DATED:
FAA FORM 8260-10/ MARCH 2003 (Computer Generated) PAGE 6 OF 6 PAGES






