US DEPARTMENT OF TRANSPORTATION
-FEDERAL AVIATION ADMINISTRATION

RNAYV (GPS) - STANDARD
INSTRUMENT APPROACH PROCEDURE
FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Celings are in feet

above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which

are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DA -
LNAV: RW23
ABB VORTAC OXOKE (FB) 359.93/24.74 2400
NAYIV (N FB 179.85/5.21 2400 N
PULIC (1AF) (NOPT) (FE) CLIMB TO 2500 DIRECT JIRIP AND HOLD.
OXOKE (IAF) NAYIV (NOPT) (FB) 316.24/5.00 2400
NAYIV (IFAF) CIDPO (FB) 226.19/6.01 2200
ADDITIONAL FLIGHT DATA:
HOLD SW, RT, 045.98 INBOUND.
CHART FAS OBST: 940 TOWER 385859N/0855043W
CHART VDP AT 1.86 MILES TO RW23* ‘LNAV ONLY.
WAAS CHANNEL # 48903
REFERENCE PATH ID: W23A
DISTANCE TO THLD FROM 306 HAT: 0.84 NM
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF)
2. HOLD NE NAYIV, RT, 226.19 INBOUND, 2400 FT. IN LIEU OF PT (IAF)
3. FAC: 226.14 FAF: CIDPO DIST FAF TOMAP: 489 THLD:  4.89
4. MIN. ALT: NAYIV 2400, CIDPO 2200
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2200 GS ALT AT: CIDPO OM: MM: IM:
7. GSANGLE: 3.00  TCH:40.0 34:1IS CLEAR
8. MSA FROM: RW23 2500 MAG VAR: 2W EPOCH YEAR: 1985
MINIMUMS
TAKEOFF:| | STANDARD| X |SEE FAAFORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | X |
CATEGORY =====> A B o] D E
DH/MDA | VIS |HAT/HAA|DH/MDA | VIS | HAT/HAA |DH/MDA VIS  |HAT/HAA |DH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA
LPV DA 886 1 306 886 1 306 886 1 306 886 1 306
LNAV MDA 1200 3/4 620 1200 3/4 620 1200 13/4 620 1200 2 620
CIRCLING 1200 1 617 1200 1 617 1200 13/4 617 1280 21/4 697
NOTES:
CHART NOTE: INOPERATIVE TABLE DOES NOT APPLY TO LNAV CAT C.
CHART NOTE: DME/DME RNP-0.3 NA.
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.
CHART NOTE: VDP NA WHEN USING LOUISVILLE INTL-STANDIFORD FLD ALTIMETER SETTING.
| SEE 8260-10
CITY AND STATE ELEVATION: 583  TDZE: 580 FACILITY PROCEDURE NO./AMDT NO.: SUP:
SEYMOUR, IN AIRPORT NAME: IDENT'::?\?I: RNAV (GPS) RWY 23, AMDT 1 AMDT. ORIG
FREEMAN MUNI MAY 10 X0
DATED  11/28/2602;

FAA FORM 8260 - 3/ December 2002 (computer generated)
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV (GPS) - STANDARD
INSTRUMENT APPROACH PROCEDURE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES CONT.

CHART NOTE: IF LOCAL ALTIMETER SETTING NOT RECEIVED, USE LOUISVILLE INTL-STANDIFORD FIELD

ALTIMETER SETTING AND INCREASE ALL DAS/MDAS 120 FEET.

CITY AND STATE ELEVATION:583  TDZE: 580 FACILITY PROCEDURE NO./ AMDT NO.: SUP:
SEYMOUR, IN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 23, AMDT 1 ORIG
RNAY MAY 10 2007 = ==,
FREEMAN MUNI ' DATED:  11/242002" )

FAA FORM R2AN.1N/ MARCH 2NN2 (Camnutar (anaratad)
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAYV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

except visibilities which are in statute miles or in feet RVR.

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

2

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KSER
RUNWAY RW23
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W23A
LTP/FTP LATITUDE 385544.5600N
LTP/FTP LONGITUDE 0855338.3800W
LTP/FTP ELLIPSOIDAL HEIGHT +01429
FPAP LATITUDE 385440.5000N
FPAP LONGITUDE 0855457.8000W
THRESHOLD CROSSING HEIGHT (TCH) 00040.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1072
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 6BAE4397
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K5
LTP ORTHOMETRIC HEIGHT +01768
FPAP ORTHOMETRIC HEIGHT +01768
CITY AND STATE ELEVATION: 583  TDZE: 580 FACILITY PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: SUP:
SEYMOUR, IN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 23, AMDT 1 AMDT: ORIG
RNAV q : .
FREEMAN MUNI MAY 10 200 SATED, 1128 gngm
A/

FAA FORM 8260-10/ MARCH 2003 (Comnutaer Ganaratad)
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAV ( GPS) STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

FLIGHT STANDARDS SERVICE - FAR PART 97.33 Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-17

1 2 3 4 5 6 7 8 9 0 1 2 3

NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAD ABB K5011240VTLA N38351982W085380957 N38351982W085380957E001000710 NAWNABB
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT CIDPO K50 w L N38591546W085491649 E0043 NAW CIDPO
SUSAEAENRT JIRIP K50 W L N38473558W086034309 E0040 NAW JIRIP
SUSAEAENRT NAYIV K50 W L N39033433W085435418 E0044 NAW NAYIV
SUSAEAENRT OXOKE K50 w L N39000493W085391824 E0044 NAW OXOKE
SUSAEAENRT PULIC K50 W L N39084687W085440924 E0044 NAW PULIC
1 2 3 4 5 6 7 8 9 0 1 2 3

ATRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KSERKSASER 0 055YHN38552892W085543007W002000583 1800018000C MNAW FREEMAN MUNI

1 2 3 4 5 6 7 8 9 0 1 2 3

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KSERKSFR23 AABB 010ABB KSD 0V IF 18000 A JS
SUSAP KSERKSFR23 AABB 0200XOKEKSEAQOE A 020TF 35990247 + 02400 A JS
SUSAP KSERKSFR23 AAEB 030NAYIVKSEAQOEE LO1OTFY 31620050 + 02400 A JS
SUSAP KSERKSFR23 APULIC 010PULICKSEAROE A IF 18000 A JS
SUSAP KSERKS5FR23 APULIC 020NAYIVKSEAOQE 010TF 17990052 + 02400 A Js
SUSAP KSERKS5FR23 ANAYIV 01ONAYIVKSEAOEE CR HF 22620050 + 02400 18000 A JS
SUSAP KSERKSFR23 R 010NAYIVKSEAQOE I IF + 02400 18000 A JS
SUSAP KSERKSFR23 R 020CIDPOKSEAQE F 051TF 22620060 + 02200 ’ RW23 KSPGA JS
SUSAP KSERKS5FR23 R 030RW23 K5PGOGY M 031TF 22610049 00620 -300 A JS
SUSAP KSERKS5FR23 R 040JIRIPKSEAOEYM O010DF + 02500 A JS
SUSAP KSERKSFR23 R 050JIRIPKSEAOEY HRO20HM 04600050 + 02500 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KSERKSGRW23 0055022261 N38554456W085533838-0200 00580000040100
CITY AND STATE ELEVATION: 583  TDZE: 580 FACILITY PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: SUP:
SEYMOUR, IN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 23, AMDT 1 p—
RNAV MAY 1 0 YA AMDT: -
FREEMAN MUN! DATED: 11-28;2@?&
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

except visibilities which are in statute miles or in feet RVR.

1 2 3 4 5 6 7 8 9 0 1 2 3

PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KSERKSPR23 RW23 001 0000W23A0N3855445600W08553383800+014290300N3854405000W08554578000106751072000400F4005006B4E4397
SUSAP KSERKSPR23 RW23 002 +01768+01768W23A 48903 000
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KSERKS5SRW23 K5PG 0 25180025 M
CITY AND STATE ELEVATION: 583  TDZE: 580 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: _ |sup:
SEYMOUR, IN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 23, AMDT 1 . ORIG
RNAY MAY 10 2007 AVDT o
FREEMAN MUNI DATED: 11282002

CEAA CNADRM 2278Nn_10 I MADCL 29NN 2 (M Avanntar MRanaratadl
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAYV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-17

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE .
ABB ABB 010 IF FB
ABB OXOKE 020 IAF TF . FB 2.0 359.9(358T) 024.7 02400
ABB NAYIV 030 TF L FB 1.0 316.2(314T) 005.0 02400
PULIC PULIC 010 IAF IF FB
PULIC NAYIV 020 TF FB 1.0 179.9(178T) 005.2 02400
NAYIV NAYIV 010 HF R FB 226.2(224T) 005.0 02400
NAYIV 010 FACF IF FB 02400
CIDPO 020 FAF TF FB 0.5 226.2(224T) 006.0 02200
RW23 030 MAP TF FO 0.3 226.1(224T) 004.9 00620
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
JIRIP 040 DF FO 1.0 02500
JIRIP 050 HM R FO 2.0 046.0(044T) 005.0 02500
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
ABB N383519.82 w0853809.57 N3835.330 W08538.160
CIDPO N385915.46 W0854916.49 N3859.258 W08549.275
JIRIP N384735.58 W0860343.09 N3847.593 W08603.718
NAYIV N390334.33 W0854354.18 N3903.572 W08543.903
OXOKE N390004.93 W0853918.24 N3900.082 W08539.304
PULIC N390846.87 W0854409.24 N3308.781 W08544.154
RW23 N385544 .56 wW0855338.38 N3855.743 W08553.640
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RwW23 00580 40
CITY AND STATE ELEVATION: 583 TDZE: 580 FACILITY PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: SUP:
SEYMOUR, IN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 23, AMDT 1 DT P
RNAV :
FREEMAN MUNI MAY 10 2007 s
DATED: 11#200?—@

CAA CADRM 0220 10 [ MADAL 2NN2 I Armrnadar Ranaratad)
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