RNAV (GPS) - STANDARD Bearings, headings, courses, and radials are magnefic. Elevations and altitudes are in feet, MSL, except -
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cellings are in feet
FEDERAL AVIATION ADMINISTRATION FAR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which .
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH )
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DA
LNAV: RW30
SNY VORTAC GIGDE (FB) 123.32/11.47 6000
HINGA (1A GIGDE (NOPT) (FB 033.07/16.34 6000 —————————.,
1AR) ( T (FB) CLIMB TO 6500 DIRECT FEKAP AND HOLD.
KESSE (IAF) GIGDE (NOPT) (FB) 226.12(14.08 6000
GIGDE (IFNAF) IFLIP (FB) 304.05/6.03 6000
ADDITIONAL FLIGHT DATA:
HOLD NW, RT, 123.81 INBOUND.
CHART FAS OBST: 4380 TWR 410457N/1025827W
CHART VDP AT 1.11 MILES TO RW30* *LNAV ONLY.
WAAS CHANNEL # 86303
REFERENCE PATH ID: W30A
DISTANCE TO THLD FROM 250 HAT: 0.67 NM
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF {IAF)
2. HOLD SE GIGDE, RT, 304.05 INBOUND, 6000 FT. IN LIEU OF PT (IF1AF)
3. FAC: 303.99 FAF:IFLIP DISTFAF TOMAP: 5147 THLD: 5.7
4. MIN. ALT: GIGDE 6000, IFLIP 6000
5. DIST TO THLD FROM OM: MM: iM: 150 HAT: 100 HAT: GS ANT.
6. MIN GS INCPT: 6000 GS ALT AT:IFLIP OM: MM: IM:
7. GS ANGLE: 3.00 TCH:47.0 34:11S CLEAR
8. MSA FROM: RW30 6200 MAG VAR: 11E EPOCH YEAR: 1980
MINIMUMS
TAKEOFF:| X | STANDARD| | SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY A B C D E
DH/MDA VIS | HAT/HAA| DH/MDA Vi HAT/HAA [DH/MDA VIS |HAT/HAA | DH/MDA VIS | HAT/HAA| DH/MDA VIS |HAT/HAA
LPV DA 4540 1 250 4540 1 250 4540 1 250 4540 1 250
LNAV MDA 4680 1 390 4680 1 390 4680 1 390 4680 11/4 390
CIRCLING 4760 1 447 4780 1 467 4780 11/2 467 4880 2 567
NOTES:
CHART NOTE: DME/DME RNP-0.3 NA. @ NA WHEN LOCAL WEATHER NOT AVAILABLE.
CHART NOTE: VDP NA WHEN USING STERLING MUNI ALTIMETER SETTING. '
CHART NOTE: IF LOCAL ALTIMETER SETTING NOT RECEIVED, USE STERLING MUNI ALTIMETER SETTING AND
INCREASE ALL DA'S 112 FEET AND ALL MDA'S 120 FEET
CITY AND STATE ELEVATION: 4313  TDZE: 4290 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
SIDNEY, NE AIRPORT NAME: 'DENTFI::IE\"?,- RNAV (GPS) RWY 30, AMDT 1 AMDT. ORIG |
SIDNEY MUNILLOYD W. CARR FIELD JAN 18 2007 DATED 077072003 9
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KSNY
RUNWAY RW30
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W30A
LTP/FTP LATITUDE 410541.7300N
LTP/FTP LONGITUDE 1025836.5300W
LTP/FTP ELLIPSOIDAL HEIGHT +12851
FPAP LATITUDE 410644.6900N
FPAP LONGITUDE 1025959.9700W
THRESHOLD CROSSING HEIGHT (TCH) 00047.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0736
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER EC5DSDDF
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K3
LTP ORTHOMETRIC HEIGHT +13048
FPAP ORTHOMETRIC HEIGHT +13048
CITY AND STATE ELEVATION: 4313  TDZE: 4290 FACILITY PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: SUP:
SIDNEY, NE AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 30, AMDT 1
RNAV AMDT: ORIG
SIDNEY MUNVLLOYD W. CARR FIELD JAN 18 2007 lpateD: 07_1%
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSt,

RNAV ( GPS) STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in fest above aiport elevation. Distances are In nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-17 N

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAD SNY K3011590VTHA N41054800W102585880 N41054800W102585880E013004300 NAWSIDNEY
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT FEKAP K30 W L N41145601W103105332 E0088 NAW FEKAP
SUSAEAENRT GIGDE K20 W L N40574630W102480865 E0086 NAW GIGDE
SUSAEAENRT HINGA K20 W L N40460236W103030899 E0087 NAW HINGA
SUSAEAENRT IFLIP K30 W L N41020230W102534627 E0086 NAW IFLIP
SUSAEAENRT KESSE K30 W L N41052632W102323193 E0084 NAW KESSE
1 2 3 4 5 6 7 8 9 0 1 2 3

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KSNYK3ASNY 0 066YHN41060480W102590700E011004313 1800018000C MNAW SIDNEY MUNI/LLOYD W. CARR FIEL

1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KSNYK3FR30 AHINGA O10HINGAK2EAOE A IF 18000

A JS
SUSAP KSNYK3FR30 AHINGA 020GIGDEK2EAOEE O010TF 03310163 + 06000 A JS
SUSAP KSNYK3FR30 AKESSE 010KESSEK3EAOE A IF 18000 A JS
SUSAP KSNYK3FR30 AKESSE 020GIGDEK2EAOEE 010TF 22610141 + 06000 A JS
SUSAP KSNYK3FR30 ASNY 010SNY K3D 0V IF 18000 A JS
SUSAP KSNYK3FR30 ASNY 020GIGDEK2EAQE 020TF 12330115 + 06000 A JS
SUSAP KSNYK3FR30 ASNY 030GIGDEK2EAROEE CR HF 30410050 + 06000 A JS
SUSAP KSNYK3FR30 R 010GIGDEK2EAOE I IF + 06000 18000 A JS
SUSAP KSNYK3FR30 R 020IFLIPK3EAOE F 051TF 30410060 + 06000 RW30 K3PGA JS
SUSAP KSNYK3FR30 R 030RW30 K3PGOGY M 031TF 30400052 04328 -300 A JS
SUSAP KSNYK3FR30 R 04 0FEKAPK3EAOEYM 010DF + 06500 ) A JS
SUSAP KSNYK3FR30 R 050FEKAPK3EAOEY HRO20HM 12380080 + 06500 A JS

1 2 3 4 5 6 7 8 9 - 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KSNYK3GRW30 0066003039 N41054173W102583653+0500 04281000047100
CITY AND STATE ELEVATION: 4313  TDZE: 4290 %«E&%EER PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
SIDNEY, NE : ~ : RNAV (GPS) RWY 30, AMDT 1
AIRPORT NAME ENAY (GPS) ~ |amDT: ORIG
SIDNEY MUNVLLOYD W. CARR FIELD J AN 1 8 007 DATED: 07-10-2003

FAA FORM 8260-10/ MARCH 2002 (C.amniitar (Ranaratad) [y g—oz 5..

U NN




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAYV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MST,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KSNYK3PR30 RW30 001 OOOOW30AON4105417300W10258365300+128510300N4106446900W10259599700106750736000470F400500ECSDSDDF
SUSAP KSNYK3PR30 RW30 002 +13048+13048W30A 86303 000
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KSNYK3SRW30 K3PG 0 25180062 M
CITY AND STATE ELEVATION: 4313  TDZE: 4290 FACILITY PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: SUP:
SIDNEY, NE AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 30, AMDT 1
RNAV AMDT: ORIG
SIDNEY MUNULLOYD W. CARR FIELD
MN 18 m DATED: 07-10-2003

FAA FORM 8260-10/ MARCH 2003 (Camnitar Ganaratard)
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAYV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL.,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

ARINC FLIGHT INSPECTION SUMMARY -

VERSION 424-17

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
HINGA HINGA 010 IAF IF FB
HINGA GIGDE 020 TF FB 1.0 033.1(0447T) 016.3 06000
KESSE KESSE 010 IAF IF FB
KESSE GIGDE 020 TF FB 1.0 226.1(237T) 014.1 06000
SNY SNY 010 IF FB
SNY GIGDE 020 TF FB 2.0 123.3(134T) 011.5 06000
SNY GIGDE 030 HF R FB 304.1(315T) 005.0 06000
GIGDE 010 FACF IF FB 06000
IFLIP 020 FAF TF FB 0.5 304.1(315T) 006.0 06000
RW30 030 MAP TF FO 0.3 304.0(315T) 005.2 04328
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
FEKAP 040 DF FO 1.0 06500
FEKAP 050 HM R FO 2.0 123.8(135T) 008.0 06500
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
SNY N410548.00 W1025858.80 N4105.800 W10258.980
FEKAP N411456.01 W1031053.32 N4114.934 W10310.889
GIGDE N405746.30 W1024808.65 N4057.772 W10248.144
HINGA N404602.36 W1030308.99 N4046.039 W10303.150
IFLIP N410202.30 W1025346.27 N4102.038 W10253.771
KESSE N410526.32 W1023231.93 N4105.439 W10232.532
RW30 N410541.73 W1025836.53 N4105.696 W10258.609
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW30 04281 47
CITY AND STATE ELEVATION: 4313 TDZE: 4290 FACILITY PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: SUP:
SIDNEY, NE AIRPORT NAME: IDENTIFIER: RNAYV (GPS) RWY 30, AMDT 1 ORIG
RNAV JAN 18 2007 AMDT ,
SIDNEY MUNVLLOYD W. CARR FIELD A
DATED:  07-10003

FAA FORM 8260-10/ MARCH 2003 (Comnutfar Ganaratad)
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