RNAV (GPS) - STANDARD
US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION FAR PART 97.33

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cellings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LNAV: RW21
TOMLN GUNKE (FO) 325.24/11.80 2400
B GUNKE 114.67 / 25. 2400 I EEEEEEE——————————
UBABY (IAF) UNKE (NOPT) (FB) 125.04 CLIMBING LEFT TURN TO 2400 DIRECT GUNKE AND HOLD.
GUNKE (IF1AF) FEDIX (FB) 209.69/6.10 2100
ADDITIONAL FLIGHT DATA:
CHART FAS OBST: 639 TREES 333207N/0894125W
CHART: 659 TREES 333308N/0894101W
CHART GRENADA AWOS 118.025.
FEDIX TO RW21 3.04/30.
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF)
2. HOLD NE GUNKE, RT, 209.69 INBOUND, 2400 FT. IN LIEU OF PT (IAF)
3. FAC: 209.69 FAF: FEDIX DISTFAFTOMAP: 528 THLD: 5.28
4. MIN. ALT: GUNKE 2400, FEDIX 2100
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: GS ALTAT: OM: MM: IM:
7. GS ANGLE: TCH: 34:1 1S NOT CLEAR
8. MSA FROM: RW21 2500 MAG VAR: 1W EPOCH YEAR: 2010
MINIMUMS
TAKEOFF:| | STANDARD] X | SEE FAAFORM 8260-15A FOR THIS AIRPORTALTERNATE: NA | X |
CATEGORY =====> A B c D E
DH/MDA| VIS |HAT/HAA{DH/MDA| VS |HATHAA |IDH/MDA | vIS |HAT/HAAJDHMDA | VIS |HAT/HAA|IDHMDA | VIS |HAT/HAA
LNAV MDA 980 1 616 980 1 616 980 134 616 NA
CIRCLING 980 1 616 980 1 616 980 134 616 NA
NOTES:
CHART NOTE: CIRCLING NA NW OF RWY 3-21.
CHART NOTE: PROCEDURE NA AT NIGHT.
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT TOMLN VIA V278 EASTBOUND..
| SEE 8260-10__
CITY AND STATE ELEVATION: 364  TDZE: 364 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE:  |SUP:
WINONA-MONTGOMERY COUNTY FEB 14 2008 DATED B
~ Y4
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV (GPS) - STANDARD
INSTRUMENT APPROACH PROCEDURE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, | -
except visibilities which are in statute miles or in feet RVR.

NOTES CONT.
CHART PROFILE NOTE: VGSI AND DESCENT ANGLES NOT COINCIDENT.

CHART NOTE: USE GRENADA ALTIMETER SETTING, WHEN NOT RECEIVED USE GREENWOOD ALTIMETER SETTING.

CITY AND STATE ELEVATION: 364  TDZE: 364 FACILITY PROCEDURE NO./ AMDT NOJEFFECTIVE DATE: SUP:
WINONA, MS AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 21, ORIG NONE
RNAV 4 2008 AMDT:
WINONA-MONTGOMERY COUNTY FEB 1 [pateo: 7O
FAA FORM 8260-10/ MARCH 2003 (Computer Generated) PAGE 2 OF 4 PAGES \“&p’;\@



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, | -
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-15

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT FEDIX K70 W RL N33324979W089403565 w0007 NAW FEDIX
SUSAEAENRT GUNKE K70 W RL N33381149wW089370541 w0007 NAW GUNKE
SUSAEAENRT TOMLN K70 W RL N33283630W089284990 w0007 NAW TOMLN
SUSAEAENRT UBABY K70 W RL N33481873W090043330 w0000 NAW UBABY
1 2 3 4 '5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678301234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP 5A6 K7AS5A6 0 040YHN33275396W089434878W001000364 1800018000C MNAW WINONA-MONTGOMERY COUNTY
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP 526 K7FP21 ATOMLN 010TOMLNK7EAQEY Ir 18000 G S
SUSAP 5A6 K7FP21 ATOMLN 020GUNKEK7EAOQOE - 010TF 32520118 + 02400 G S
SUSAP 5A6 K7FP21 ATOMLN O030GUNKEK7EAQEE CR HF 20970040 + 02400 G S
SUSAP 5A6 K7FP21 AUBABY 0l10UBABYK7EAQOE A IF 18000 G S
SUSAP 5A6 K7FP21 AUBABY 020GUNKEK7EAQEE 010TF 11470250 + 02400 G S
SUSAP 5A6 K7FP21 P 010GUNKEK7EAOE I IF + 02400 18000 G S
SUSAP 5A6 K7FP21 P 020FEDIXK7EAQE F O0S1TF 20970061 + 02100 RW21 K7PGG S
SUSAP S5A6 KT7FP21 P 030RW21 K7PGOGY M 031TF 20970053 00394 -304 G S
SUSAP 5A6 K7FP21 P 040 0 M o0l10CAa 2097 + 00764 G S
SUSAP 5A6 K7FP21 P O050GUNKEK7EAQOEY LO10DF + 02400 G S
SUSAP 5A6 K7FP21 P 06 0GUNKEK7EAQOEE HRO2O0HM 20970040 + 02400 G S
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP 5A6 K7GRW21 0040002097 N33281131W089433745-0400 00364000030060
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP 5A6 K7SRW21 K7PG 0 25180025 M
CITY AND STATE ELEVATION: 364  TDZE: 364 FACILITY PROCEDURE NO./AMDT NO/EFFECTIVE DATE:  |[sup:
WINONA, MS AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 21, ORIG —
RNAV 4 AMDT: 0
WINONA-MONTGOMERY COUNTY _ FEB 14 2008
DATED: R~
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, )
. . except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. .
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE Ceilir?gs are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-15
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
TOMLN TOMIN 010 IF FO
TOMLN GUNKE 020 TF FB 1.0 325.2(324T) 0l11.8 02400
TOMLN GUNKE 030 HF R FB 209.7(209T) 004.0 02400
UBABY UBABY 010 IAF IF FB
UBABY GUNKE 020 TF FB 1.0 114.7(114T) 025.0 02400
GUNKE 010 FACF IF FB 02400
FEDIX 020 FAF TF FB 0.5 209.7(209T) 006.1 02100
RW21 030 MAP TF FO 0.3 209.7(209T) 005.3 00394
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
040 ca FB 1.0 209.7(209T) 00764
GUNKE 050 DF L FO 1.0 02400
GUNKE 060 HM R FO 2.0 209.7(209T) 004.0 02400
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
FEDIX N333249.79 W0894035.65 N3332.830 wW08940.594
GUNKE N333811.49 W0893705.41 N3338.192 w08937.090
TOMLN N332836.30 w0892849.90 N3328.605 w08928.832
UBABY N334818.73 W0900433.30 N3348.312 W09004.555
RW21 N332811.31 W0894337.45 N3328.189 W08943.624
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW21 00364 30
CITY AND STATE ELEVATION: 364  TDZE: 364 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
WINONA, MS AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 21, ORIG , NONE
RNAV FEﬂB 1f4 2008 AMDT:
WINONA-MONTGOMERY COUNTY .
DATED: T
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