RNAV (GPS) - STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet.
FEDERAL AVIATION ADMINISTRATION FAR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
) TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE bI:V: DANAV DA
ATY VORTAC JEBER (FB) 279.25/10.61 3600 LN:}ZVRWQ'
AYUNE (IAF) JEBER (NOPT) (FB) 028.55 / 20.44 3600
CLIMB TO 3600 DIRECT DELDE AND HOLD.
CALAG (IAF) JEBER (NOPT) (FB) 119.39/14.79 3600
STUCK (IAF) JEBER (NOPT) (FB) 208.61/22.22 3600
JEBER (IF/1AF) FENIN (FB) 118.37/6.34 3300
ADDITIONAL FLIGHT DATA:
HOLD SE, RT, 298.70 INBOUND.
CHART FAS OBST: 1810 TREE 445532N/0971034W
CHART VDP AT 0.83 MILES TO RW12* “‘LNAV ONLY.
WAAS CHANNEL # 53405
REFERENCE PATH ID: W12A
DISTANCE TO THLD FROM 272 HAT: 0.71 NM
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF)
2. HOLD NW JEBER, LT, 118.37 INBOUND, 3600 FT. IN LIEU OF PT (IAF)
3. FAC: 11846 FAF: FENIN DIST FAF TO MAP: 466 THLD: 4.66
4. MIN. ALT: JEBER 3600, FENIN 3300
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 3300 GSALTAT:FENIN OM: MM: IM:
7. GS ANGLE: 3.00 TCH:47.8  34:11S NOT CLEAR
8. MSA FROM: RW12 4600 MAG VAR: 6E EPOCH YEAR: 1985
MINIMUMS
TAKEOFF:| | STANDARD] X | SEE FAAFORM 8260-15A FOR THIS AIRPORTALTERNATE: NA | | STANDARD @
CATEGORY =====> A B C D E
DH/MDA VIS HAT/HAA| DH/MDA VIS HAT/HAA |DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA
LPV DA 2021 1 272 2021 1 272 2021 1 272 2021 1 272
LNAV/VNAV DA 2076 114 327 2076 11/4 327 2076 114 327 2076 11/4 327
LNAV MDA 2060 1 311 2060 1 3n 2060 1 3N 2060 1 31
CIRCLING 2260 1 511 2260 1 511 2260 112 511 2340 2 591
NOTES: \
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -18C (0F) OR ABOVE 45C (113F). @ NA WHEN LOCAL WEATHER NOT AVAILABLE.
CHART NOTE: DME/DME RNP-0.3 NA.
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT ATY VORTAC VIA V398 SOUTHEAST BOUND.
10
CITY AND STATE ELEVATION: 1749  TDZE: 1749 FACILITY PROCEDURE NO./AMDT NO.: SUP:
WATERTOWN, SD AIRPORT NAME: IDENTA':?\*’: RNAV (GPS) RWY 12, ORIG ANDT. NONE
WATERTOWN REGIONAL AG 30 2007 DATED Vi
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAV ( GPS) STANDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR. ;

NOTES CONT.

CHART NOTE: IF LOCAL ALTIMETER SETTING NOT RECEIVED, USE BROOKINGS ALTIMETER SETTING AND INCREASE
ALL DA'S 105 FEET AND ALL MDAS 120 FEET.

CHART NOTE: VDP NA WHEN USING BROOKINGS ALTIMETER SETTING.

CHART NOTE: BARO-VNAV NA WHEN USING BROOKINGS ALTIMETER SETTING.

CITY AND STATE ELEVATION: 1749  TDZE: 1749 FACILITY PROCEDURE NO./AMDT NO.: SUP:
WATERTOWN, SD AIRPORT NAME: 'DENRT::‘!IER: RNAV (GPS) RWY 12, ORIG AMDT: NONE
WATERTOWN REGIONAL AUG 30 207 DATED: / w
FAA FORM 8260-10/ MARCH 2003 (Computer Generated) PAGE 2 OF 6 PAGES \%;:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAYV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

except visibilities which are in statute miles or in feet RVR.

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER (i
AIRPORT IDENTIFIER KATY
RUNWAY RW12
APPROACH PERFORMANCE DESIGNATOR (i
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR o
REFERENCE PATH IDENTIFIER (APPROACH ID) Wi12A
LTP/FTP LATITUDE 445519.9345N
LTP/FTP LONGITUDE 0971009.4955W
LTP/FTP ELLIPSOIDAL HEIGHT +05078
FPAP LATITUDE 445429.4300N
FPAP LONGITUDE 0970826.2000W
THRESHOLD CROSSING HEIGHT (TCH) 00047.8
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0648
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER CA13DBE6
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K3
LTP ORTHOMETRIC HEIGHT +05329
FPAP ORTHOMETRIC HEIGHT +05329
CITY AND STATE ELEVATION: 1749  TDZE: 1749 FACILITY PROCEDURE NO./AMDT NO.: SUP:
IDENTIFIER:
WA N, SD . RNAV (GPS) RWY 12, ORIG
TERTOWN, S| AIRPORT NAME ENAY (GPS) AMDT: NONE
WATERTOWN REGIONAL NG 30 2007 SATED: o - 3
FAA FORM 8260-10/ MARCH 2003 (Computer Generated) PAGE 3 OF 6 PAGES "%, (G¥
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
t HAT, HAA, TCH, and RA. Altitud ini ititud ! herwise indi .
RNAV ( GPS) STANDARD INSTRUMENT APPROACH PROCEDURE excep! an udes are minimum altitudes unless otherwise indicated

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR. -

| ARINC PACKET - 424-17

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD ATY K3011660VTLA N44584669W097083043 N44584669W097083043E009001762 NARWATERTOWN
1 2 3 4 5 6 7 8 9 0 1 2 3
WP

123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAEAENRT AYUNE K30 W L N44444455W097391664 EQ0459 NAR AYUNE
SUSAEAENRT CALAG K30 W L N45100817W097395602 EQ0459 NAR CALAG
SUSAEAENRT DELDE K30 W L N44480936W096553225 E0043 NAR DELDE
SUSAEAENRT FENIN K30 W L N44575831W097153412 E0046 NAR FENIN
SUSAEAENRT JEBER K30 W L N45013320W097225622 EQ047 NAR JEBER
SUSAEAENRT STUCK K30 W L N45195153W097050857 E0044 NAR STUCK
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KATYK3AATY 0 068YHN44545030W097091700E006001749 1800018000C MNAR WATERTOWN REGIONAL
1 2 3 4 5 6 7 8 E [¢] 1 2 3

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KATYK3FR12 AATY O10ATY K3D 0V IF 18000

A JS
SUSAP KATYK3FR12 AATY 020JEBERK3EAQE 020TF 27930106 + 03600 A JS
SUSAP KATYK3FR12 AATY 030JEBERK3EAQEE CL HF 11840050 + 03600 A JS
SUSAP KATYK3FR12 AAYUNE O0l0AYUNEK3EAQOE AR IF 18000 A JS
SUSAP KATYK3FR12 AAYUNE (020JEBERK3EAQOEE RO10TFY 02860204 + 03600 A JS
SUSAP KATYK3FR12 ACALAG O0l10CALAGK3EAQE A IF 18000 A JS
SUSAP KATYK3FR12 ACALAG 020JEBERK3EAQEE 010TF 11940148 + 03600 A JS
SUSAP KATYK3FR12 ASTUCK 0l10STUCKK3EAOE AL IF 18000 A JS
SUSAP KATYK3FR12 ASTUCK 020JEBERK3EAQOEE LOl10TFY 20860222 + 03600 A JS
SUSAP KATYK3FR1l2 R 010JEBERK3EAQE I IF + 03600 18000 A JS
SUSAP KATYK3FR12 R Q20FENINK3EAQCE F O0S51TF 11840063 + 03300 RW12 K3PGA JS
SUSAP KATYK3FR12 R 030RW12 K3PGOGY M 031TF 11850047 01796 -300 A JS
SUSAP KATYK3FR12 R Q04 0DELDEK3EAOEYM O010DF + 03600 A JS
SUSAP KATYK3FR12 R O050DELDEK3EAOEE HR0O20HM 29870050 + 03600 A JS

1 2 3 4 5 6 7 8 9 ] 1 2 3
CITY AND STATE ELEVATION: 1749  TDZE: 1749 FACILITY PROCEDURE NO./AMDT NO.: sSuP:
WATERTOWN, SD AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 12, ORIG
RNAV AMDT: NONE
WATERTOWN REGIONAL AUG 30 2007 DATED: T
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KATYK3GRW12 0068991185 N44551993W097100950-0200 01748000048150
1 2 3 4 5 [ 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KATYK3PR12 RW12 001 OOOOW12A0N4455199345W09710094955+050780300N4454294300W09708262000106750648000478F400500CA13D8BES
SUSAP KATYK3PR12 RW12 002 +05329+05329W12A 53405 000
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KATYK3SRW12 K3PG 0 251800456 M
CITY AND STATE ELEVATION: 1748  TDZE: 1749 FACILITY PROCEDURE NO./ AMDT NO.: SUP:
WATERTOWN, SD AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 12, ORIG DT
RNAV :
WATERTOWN REGIONAL Al 30 2007 DATED:

FAA FORM 8260-10/ MARCH 2003 (Computer Generated)
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE Ceili P in f i tion. Di i ical mi se indi
eilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-17 .
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
ATY ATY 010 IF FB
ATY JEBER 020 TF FB 2.0 279.3(285T) 010. 03600
ATY JEBER 030 HF L FB 118.4(124T) 005. 03600
AYUNE AYUNE 010 IAF IF R FB
AYUNE JEBER 020 TF R FB 1.0 028.6 (035T) 020. 03600
CALAG CALAG 010 IAF IF FB
CALAG JEBER 020 TF FB 1.0 119.4(125T) 014. 03600
STUCK STUCK 010 IAF IF L FB
STUCK JEBER 020 TF L FB 1.0 208.6(215T) 022. 03600
JEBER 010 FACF IF FB 03600
FENIN 020 FAF TF FB 0.5 118.4(124T) 006. 03300
RW12 030 MAP TF FO 0.3 118.5(125T) 004. 01796
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
DELDE 040 DF FO 1.0 03600
DELDE 050 HM R FO 2.0 298.7(305T) 005.0 03600
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
ATY N445846.69 W0970830.43 N4458.778 W09708.507
AYUNE N444444.55 W0973916.64 N4444.743 W09739.277
CALAG N451008.17 W0973956.02 N4510.136 W09739.934
DELDE N444809.36 W0965532.25 N4448.156 W09655.538
FENIN N445758.31 W0971534.12 N4457.972 W09715.569
JEBER N450133.20 W0972256.22 N4501.553 W09722.937
STUCK N451951.53 W0970508.57 N4519.859 W09705.143
RW12 N445519.93 W0971009.50 N4455,332 W09710.158
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW12 01748 48
CITY AND STATE ELEVATION: 1749  TDZE: 1749 FACILITY PROCEDURE NO./AMDT NO.: SUP:
WATERTOWN, SD AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 12, ORIG AMDT. NONE
WATERTOWN REGIONAL RNAY AUG 3 0 207 ;
DATED: ;
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