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RNAV (GPS) - STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceiings are in feet
FEDERAL AVIATION ADMINISTRATION FAR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
. are in statute miles or in feet RVR. "
TERMINAL ROUTES ‘ MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DA
RISLE JIGPA (FB) 195.36 / 2.68 3200 LAV g DA
SIMIE HARIV (FB) 355.00/2.29 4600 __ —
CLIMB TO 4600 DIRECT COSID AND VIA 055.12 TRACK TO JUNES
JIGPA (IAF) PELBE (NOPT) (FB) 21481/5.00 3200 AND HOLD, CONTINUE CLIMB-IN-HOLD TO 4600.
HARIV (1AF) PELBE (NOPT) (FB) 034.71/5.00 3200
PELBE (IFAAF) HIBUM (FB) 124.76 /1 6.26 2600
ADDITIONAL FLIGHT DATA:
HOLD W, RT, 085.43 INBOUND.
CHART FAS OBST: 1241 BUSH 442751N/0955024W
CHART FAS OBST: 1299 TREE 442835N/0955226 W
DISTANCE TO THLD FROM 250 HAT: 0.63 NM.
CHART VDP AT 1.07 MILES TO RW12* *LNAV ONLY.
REFERENCE PATH Ib: W12A
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) CHART WAAS SYMBOL.
2. HOLD NW PELBE, RT, 124.76 INBOUND, 3200 FT. IN LIEU OF PT (IAF)
3. FAC: 124.84 FAF: HIBUM DIST FAF TO MAP: 4.24 THLD: 4.24
4. MIN. ALT: PELBE 3200, HIBUM 2600
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2600 GS ALT AT HIBUM OM: MM: IM:
7. GS ANGLE: 3.00 TCH:49.0 34:11S CLEAR .
8. MSA FROM: RW12 3800 MAG VAR: 5E EPOCH YEAR: 1995
MINIMUMS
TAKEOFF:| | STANDARD| X | SEE FAAFORM 8260-15A FOR THIS AIRPORTALTERNATE:NA | | STANDARD @
CATEGORY =====>| A B C D - E
DH/MDA VIS HAT/HAA] DH/MDA VIS HAT/HAA |DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA
LPV DA 1432 1/2 250 1432 12 250 1432 1/2 250 1432 1/2 250
LNAV/VNAV DA 1511 3/4 329 151 3/4 329 1511 3/4 329 1511 3/4 329
LNAV MDA 1560 1/2 378 1560 12 378 1560 112 378 1560 1 378
CIRCLING 1640 1 458 1640 1 458 1640 1172 458 1740 2 558
NOTES: .
CHART NOTE: DME/DME RNP-0.3 NA. @ NA WHEN LOCAL WEATHER NOT AVAILABLE.
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE TRACY MUNI ALTIMETER SETTING AND
INCREASE ALL DAS/MDAS 60 FEET AND LNAV CAT C VISIBILITY 1/4 MILE. CHART NOTE: VDP AND BARO-VNAV
| SEE 8260-10
CITY AND STATE ELEVATION: 1182  TDZE: 1182 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
MARSHALL, MN AIRPORT NAME: IDENII:IFAIER: RNAV (GPS) RWY 12, ORIG AMDT- NONE
SOUTHWEST MINNESOTA GNL APR 102008 DATED
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV (GPS) - STANDARD Coilias are i : joos o jitudes unles ted.
gs are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated
INSTRUMENT APPROACH PROCEDURE - FAR PART 97 33 except visibitities which are in statute miles or in feet RVR.
NOTES CONT.

NA WHEN USING TRACY MUNI ALTIMETER SETTING. CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS,
LNAV/VNAV NA BELOW -17C (2F) OR ABOVE 46C (114F). CHART NOTE: FOR INOPERATIVE MALSR WHEN USING

TRACY MUNI. ALTIMETER SETTING, INCREASE LPV VISIBILITY TO 1 MILE ALL CATS. CHART NOTE: FOR
INOPERATIVE MALSR, INCREASE LNAV CAT D VISIBILITY TO 1 1/4 MILE.

CITY AND STATE ELEVATION: 1182  TDZE: 1182 FACIli!PI/ER PROCEDURE NO./AMDT NO./JEFFECTIVE DATE: SUP:
. IDEN : RNAV (GPS) RWY 12, ORIG
MARSHALL, MN AIRPORT NAME: ) .
ANAV APR 102008 AMDT: - NOWE
SOUTHWEST MINNESOTA RGNL DATED:
MARSHALL/RYAN FL.D :
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, _

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

FLIGHT STANDARDS SERVICE - FAR PART 97.33

except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE ]
SBAS SERVICE PROVIDER IDENTIFIER ]
AIRPORT IDENTIFIER KMML
RUNWAY RW12
APPROACH PERFORMANCE DESIGNATOR ]
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR ]
REFERENCE PATH IDENTIFIER (APPROACH ID) W12A
LTP/FTP LATITUDE 442730.8000N
LTP/FTP LONGITUDE 0955017.1700W
LTP/FTP ELLIPSOIDAL HEIGHT 403334
FPAP LATITUDE 442645.0600N
FPAP LONGITUDE 0954900.7900W
THRESHOLD CROSSING HEIGHT (TCH) 00049.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0000
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 8CC81CEA
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K3
LTP ORTHOMETRIC HEIGHT +03603
FPAP ORTHOMETRIC HEIGHT +03603
CITY AND STATE ELEVATION: 1182  TDZE: 1182 rSECILTII‘I":YIER PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
2 N : RNAV (GPS) RWY 12, ORIG
A LL, MN : ) .
MARSHA AIRPORT NAME ENAV APB? 10 2008 AMDT: NONE
SOUTHWEST MINNESOTA RGNL DATED: |-
MARSHALL/RYAN FLD . :
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, .
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV (GFEIS I-?'ITQEI‘J'DQBD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
ANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-17

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT COSID K30 W RL N44241832W095445603 E0027 NAR COSsID
SUSAEAENRT HARIV K30 W RL N44302357W096060150 E0035 NAR HARIV
SUSAEAENRT HIBUM K30 W RL N44301403W095545021 E0027 NAR HIBUM
SUSAEAENRT JIGPA K30 W RL N44380479W095570467 E0027 NAR JIGPA
SUSAEAENRT JUNES K30 C RL N44280764W095353772 E0027 NAR JUNES
SUSAEAENRT PELBE K30 W RL N44341427W096013338 E0035 NAR PELBE
SUSAEAENRT RISLE K30 R L N44403532W095554642 E0027 NAR RISLE
SUSAEAENRT SIMIE K30 R L N44280597W096060150 E0035 NAR SIMIE
1 2 3 4 5 6 7 8 9 0 1 2 3

ATRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KMMLK3AMML 0 072YHN44270024W095492043E005001182 1800018000C MNAR SOUTHWEST MINNESOTA RGNL MARSH

1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KMMLK3FR12 APELBE 010PELBEK3EAQEE CR HF 12480040 + 03200 18000 A JS
SUSAP KMMLK3FR12 ARISLE 010RISLEK3EAQOE IF 18000 A JS
SUSAP KMMLK3FR12 ARISLE 020JIGPAK3EAQOE A 020TF 19540027 + 03200 A JS
SUSAP KMMLK3FR12 ARISLE 030PELBEK3EAOEE 010TF 21480050 + 03200 A JS
SUSAP KMMLK3FR12 ASIMIE 010SIMIEK3EAOQE IF 18000 A JS
SUSAP KMMLK3FR12 ASIMIE 020HARIVK3EAOE A 020TF 35500023 + 04600 A JS
SUSAP KMMLK3FR12 ASIMIE 030PELBEK3EAOEE 010TF 03470050 + 03200 A JS
SUSAP KMMLK3FR12 R 010PELBEK3EAOE I IF . + 03200 18000 A JS
SUSAP KMMLK3FR12 R 020HIBUMK3EAQOE F O051TF 12480063 + 02600 RW12 K3PGA JS
SUSAP KMMLK3FR12 R 030RW12 K3PGOGY M 031TF 12480042 01231 -300 A JS
SUSAP KMMLK3FR12 R 040COSIDK3EAOE M 010DF A JS
SUSAP KMMLK3FR12 R 050JUNESK3EAQEY 010TF 0551 + 04600 A JS
SUSAP KMMLK3FR12 R 060JUNESK3EAOEE HRO20HM 08540040 + 04600 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KMMLK3GRW12 0072221249 N44273080wW095501717-0100 01182000049100
CITY AND STATE ELEVATION: 1182  TDZE: 1182 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: sup:
MARSHALL, MN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 12, ORIG AMDT. ___ NONE
RNAY APR 10 2008 :
SOUTHWEST MINNESOTA RGNL ‘ . R
MARSHALL/RYAN FLD DATED: p
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, _
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FLIGHT STANDARDS SERVICE - FAR PART 97.33

1 2 3 4 5 6 7 8 9 0 1 2 3

PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMMLK3PR12 RW12 (001 0000W12A0N4427308000W09550171700+033340300N4426450600W09549007900106750000000490F4005008CC81CEA
SUSAP KMMLK3PR12 RW12 002 +03603+03603LPV 82106 000
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMMLK3SRW12 K3PG 0 25180038 M
CITY AND STATE ELEVATION: 1182  TDZE: 1182 FACILITY PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE: SUP:
IDENTIFIER: RNAV (GPS) RWY 12, ORIG
MARSHALL, MN AIRPORT NAME: (GPS) ] 3
Anay APR 10 2008 e
SOUTHWEST MINNESOTA RGNL -
MARSHALL/RYANFFLD DATED:
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, _
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE AR : aes are mini Mtitudes unless otherwise indicated.
FLIGHT STANDARDS SERVICE - FAR PART 97.33 Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
- - except visibilities which are in statute miles or in feet RVR.
ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-17 )
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
PELBE PELBE 010 HF R FB 124.8(130T)  004.0 03200
RISLE RISLE 010 IF FB
RISLE JIGPA 020 IAF TF FB 2.0 195.4(200T) 002.7 03200
RISLE PELBE 030 TF FB 1.0 214.8(220T) 005.0 03200
SIMIE SIMIE 010 IF FB
SIMIE HARIV 020 IAF TF FB 2.0 355.0(360T)  002.3 04600
SIMIE PELBE 030 TF FB 1.0 034.7(040T) 005.0 03200
PELBE 010 FACF IF FB 03200
HIBUM 020 FAF TF FB 0.5 124.8(130T) 006.3 02600
RW12 030 MAP TF FO 0.3 124.8(130T) 004.2 01231
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
COSID 040 DF FB 1.0
JUNES 050 TF FO 1.0 055.1(060T) 04600
JUNES 060 HM R FO 2.0 085.4(090T) 004.0 04600
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
COSID N442418.32 W0954456.03 N4424.305 W09544.934
HARIV N443023.57 W0960601.50 N4430.393 W09606.025
HIBUM N443014.03 W0955450.21 N4430.234 w09554.837
JIGPA N443804.79 W0955704.67 N4438.080 w09557.078
JUNES N442807.64 W0953537.72 - N4428.127 W09535.629
PELBE N443414.27 W0960133.38 N4434.238" W09601.556
RISLE N444035.32 W0955546 .42 N4440.589 W09555.774
SIMIE N442805.97 W0960601.50 N4428.100 W09606.025
RW12 N442730.80 W0955017.17 N4427.513 W09550.286
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW12 01182 49
CITY AND STATE ELEVATION: 1182  TDZE: 1182 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
MARSHALL, MN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 12, ORIG AMDT: NONE
RNAV APR 102008 '
SOUTHWEST MINNESOTA RGNL DATED:
MARSHALL/RYAN FLD .
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