RNAV (GPS) - STANDARD
US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION FAR PART 97.33

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, exoept,.'
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceiings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE m:v DA v: DA
CHULA DAVPE (FB) 342.67/18.69 2500 LNAV: RW05
B FB 119.85/9.76 2000 =, — e

CAPAC (1) UYAK (FB) 9.8579 CLIMB TO 2000 DIRECT EBESE AND VIA 047.35 TRACK 10 VNA

DAVPE (IAF) BUYAK (FB) 321.61/5.00 2000 VORTAC AND HOLD.

BUYAK (IF) AYOSI (FB) 051.58/6.10 2000

ADDITIONAL FALIGHT DATA:

HOLD SE, RT, 321.00 INBOUND.
CHART FAS OBST: 401 TREE 315857N/0834651W
DISTANCE TO THLD FROM 313 HAT: 0.84 NM.
WAAS CHANNEL # 40106
REFERENCE PATH ID: WO5A

1.PT NA SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF)

2. PROFILE STARTS AT BUYAK

3. FAC: 051.63 FAF: Av0SI DISTFAFTOMAP: 510 THLD: 5.10

4. MIN. ALT: BUYAK 2000, AYOSI 2000, HATIS/1.90 NM TO RW05 960 *

5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GSANT:

6. MIN GS INCPT: 2000 GSALTAT: OM: MM: IM:

7. GSANGLE: 300  TCH:45.0 34:11S NOT CLEAR

8. MSA FROM: RW05 2300 MAG VAR: 2W EPOCH YEAR: 1985

MINIMUMS
TAKEOFF:{ | STANDARD| X |SEE FAAFORM 8260-15A FOR THIS AIRPORTALTERNATE: NA | | STANDARD @
CATEGORY =====> A B c D E
DHMDA| VIS |HAT/HAAIDHMDA | VS |HATHAA |DH/MDA VIS [HAT/HAAIDHMDA | VIS |HAT/HAA|DHMDA | vis [HAT/HAA

LPV DA 623 1 313 623 1 313 623 1 313 623 1 313

LNAV/VNAV DA 661 11/4 351 661 114 351 661 11/4 351 661 11/4 351

LNAV MDA 660 1 350 660 1 350 660 1 350 660 11/4 350

CIRCLING 760 1 450 820 1 510 820 11/2 510 960 2 650

NOTES:

CHART NOTE: BARO-VNAV NA WHEN USING ALBANY ALTIMETER SETTING. @ NA WHEN LOCAL WEATHER NOT AVAILABLE.

CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -15C (5F) OR ABOVE 48C (118F).

CHART NOTE: DME/DME RNP-0.3 NA.

CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.

| SEE 8260-10

CITY AND STATE ELEVATION: 310  TDZE: 310 FACILITY PROCEDURE NO./JAMDT NO./EFFECTIVE DATE: SUP:

AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 5, ORIG -
CORDELE, GA RNAV DEC 0 AMDT: NONE
CRISP COUNTY-CORDELE 202007 SATED

FAA FORM 8260 - 3 / December 2002 (computer generated)
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV (GPS) - STANDARD
INSTRUMENT APPROACH PROCEDURE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. |’
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES CONT.

CHART NOTE: STRAIGHT-IN MINIMUMS NA AT NIGHT

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE ALBANY ALTIMETER SETTING AND INCREASE
ALL DAS 96 FEET, ALL MDAS 100 FEET, AND LPV ALL CATS VISIBILITY 1/2 MILE, LNAV/VNAV ALL CATS AND

LNAV CATS C AND D VISIBILITIES 1/4 MILE, CIRCLING VISIBILITY CAT C 1/4 MILE, CAT D 1/2 MILE.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT CHULA VIA V537 SOUTHBOUND AND VIA V578 EASTBOUND

* LNAV ONLY
CITY AND STATE ELEVATION: 310 TDZE: 310 FACILITY PROCEDURE NO./AMDT NOJEFFECTIVE DATE:  |sup:
CORDELE, GA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 5, ORIG ~ |amDT _ NoNE
RNAV :
CRISP COUNTY-CORDELE DEC 20 2007 .
[paTED:
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PAGE 2 OF 6 PA@




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KCKF
RUNWAY RWO5
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) WO5A
LTP/FTP LATITUDE 315909.5785N
LTP/FTP LONGITUDE 0834650.2090W
LTP/FTP ELLIPSOIDAL HEIGHT +00674
FPAP LATITUDE 320007.3600N
FPAP LONGITUDE 0834530.3300W
THRESHOLD CROSSING HEIGHT (TCH) 00045.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1224
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER F24AC41B
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K7
LTP ORTHOMETRIC HEIGHT +00943
FPAP ORTHOMETRIC HEIGHT +00943
CITY AND STATE ELEVATION: 310  TDZE: 310 FACILITY PROCEDURE NO./ AMDT NOJEFFECTIVE DATE:  |sup-
CORDELE, GA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 5, ORIG
RNAV AMDT: NONE
CRISP COUNTY-CORDELE DEC 20 2007 py—
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are In feet, MSL,

t HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE :‘,xe?l?r?gs ale' in feét abo':/e aiport elevation. Distances are in nautical miles unless otherwise ind"mted
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are In statute miles or in feet RVR. '

ARINC PACKET - 424-17

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAD VNA K7011650VTL N32124839W083295012 N32124839W083295012E001000300 NARVIENNA
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT AYOSI K70 W RL N31555123W083512406 w0047 NAR AYOSI
SUSAERENRT BUYAK K70 W RL N31515335W083565176 w0047 NAR BUYAK
SUSAERENRT CAPAC K70 W RL N31562788W084065963 w0040 NAR CAPAC
SUSAEAENRT CHULA K70 C RL N31302407W083454796 w0047 NAR CHULA
SUSAERENRT DAVPE K70 W RL N31480441W083530351 w0047 NAR DAVPE
SUSAEAENRT EBESE K70 W RL N32030016W083413122 w0049 NAR EBESE
SUSAEAENRT HATIS K70 W RL N31575563W083483237 w0047 NAR HATIS
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCKFK7ACKF 0 050YHN31591980W083462610W002000310 1800018000C MNAR CRISP COUNTY-CORDELE
1 2 3 4 5 6 7 8 9 0 1 2 3

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KCKFK7FROS ACAPAC 010CAPACK7EARQE A IF 18000

A Js
SUSAP KCKFK7FROS ACAPAC 020BUYAKK7EAOEE 010TF 11990098 + 02000 A JS
SUSAP KCKFK7FROS ACHULA 010CHULAK7EAQE IF 18000 A JS
SUSAP KCKFK7FR0S ACHULA 020DAVPEK7EROE A 020TF 34270187 + 02500 A JS
SUSAP KCKFK7FROS ACHULA 030BUYAKK7EAOEE 010TF 32160050 + 02000 A JS
SUSAP KCKFK7FROS R 010BUYAKK7EAROE I IF + 02000 18000 A Js
SUSAP KCKFK7FROS R 020AYOSIK7EAQOE F O051TF 05160061 + 02000 RW05 K7PGA JS
SUSAP KCKFK7FROS R 021HATISK7EAQOE S O031TF 05160032 V 0096000963 -300 A Js
SUSAP KCKFK7FROS R 030RWO5 K7PGOGY M 031TF 05160019 00355 -300 A Js
SUSAP KCKFK7FROS5 R 040EBESEK7EAOE M 010DF A Js
SUSAP KCKFK7FROS R 0SOVNA K7D 0VY 010TF 0474 + 02000 A JS
SUSAP KCKFK7FRO5 R 060VNA K7D OVE HRO20HM 32100040 + 02000 A JS

1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

CITY AND STATE ELEVATION: 310  TDZE: 310 :BL\ECNIII#;TER PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
CORDELE, GA RT : : RNAV (GPS) RWY 5, ORIG
AIRPORT NAME ENAV ) AMDT. NONE

D

CRISP COUNTY-CORDELE EC 20 2007 OATED:
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Beaﬁngskl;ela_lﬂgfr. glc_:urse:. r?And :{dia;s are magnetic. El:nva;ions a'nd altitudes are in feet, MSL,
except s s , an . Altitudes are minim i n| therwise indi X
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE e - des are minimum altitudes uless otherwise indicated. ,
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
SUSAP KCKFK7GRWO0S 0050060517 N31590958W083465021-0100 00310000045100
1 2 3 4 5 - 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KCKFK7PROS RWOS 001 000OWOSAON3159095785W08346502090+006740300N3200073600W08345303300106751224000450F400500F24AC41B

SUSAP KCKFK7PROS RW0S 002 +00943+00943LPV 40106 000
1 2 3 4 S 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KCKFK7SRW0S5 K7PG 0 25180023 M
CITY AND STATE ELEVATION: 310 TDZE: 310 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  [sup:
CORDELE, GA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 5, ORIG
ANAY DEC 20 2007 puor WO
CRISP COUNTY-CORDELE DATED:
FAA FORM 8260-10/ MARCH 2003 (Computer Generated) PAGE 5 OF 6 PAGE!
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAYV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-17

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. ,
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
CAPAC CAPAC 010 IAF IF FB
CAPAC BUYAK 020 TF FB 1.0 119.9(118T) 009.8 02000
CHULA CHULA 010 IF FB
CHULA DAVPE 020 IAF TF FB 2.0 342.7(3417T) 018.7 02500
CHULA BUYAK 030 TF FB 1.0 321.6(320T) 005.0 02000
BUYAK 010 FACF IF FB 02000
AYOSI 020 FAF TF FB 0.5 051.6 (050T} 006.1 02000
HATIS 021 SDF TF FB 0.3 051.6(050T) 003.2 00960
RWOS 030 MAP TF FO 0.3 051.6(050T) 001.9 00358
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
EBESE 040 DF FB 1.0
VNA 050 TF FO 1.0 047.4(045T) 02000
VNA 060 HM R FO 2.0 321.0(319T) 004.0 02000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
VNA N321248.39 W0832950.12 N3212.807 w08329.835
AYOSI N315551.23 W0835124.06 N3155.854 W08351.401
BUYAK N315153.35 W0835651.76 N3151.889 W08356.863
CAPAC N315627.88 W0840659.63 N3156.465 W08406.994
CHULA N313024.07 W0834547.96 N3130.401 W08345.799
DAVPE N314804.41 W0835303.51 N3148.074 W08353.059
EBESE N320300.16 W0834131.22 N3203.003 W08341.520
HATIS N315755.63 W0834832.37 N3157.927 W08348.540
RWOS N315909.58 W0834650.21 N3159.160 W08346.837
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RWO0S 00310 45
CITY AND STATE ELEVATION: 310 TDZE: 310 FACILITY PROCEDURE NO./AMDT NO/EFFECTIVE DATE:  |SUP:
CORDELE, GA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 5, ORIG
Aav DEC 20 2007 AvDT___ NoNE
CRISP COUNTY-CORDELE SATED:

FAA FORM 8260-10/ MARCH 2003 (Computer Generated)
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