RNAV (GPS) - STANDARD
INSTRUMENT APPROACH PROCEDURE
FAR PART 97.33

US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE LPX: DA s
AWSON FOTFE (FB) 238.61/18.01 4000 LNAV: RW
NELLO VIVIC (FB) 174.89/13.59 5000 N — I
CLIMB TO 5400 DIRECT IPECA AND HOLD, CONTINUE CLIMB-IN-
RMG VORTAC JASIV (FB) 085.15/32.84 4000 HOLD TO 5400.
FOTFE (IAF) VIVIC (NOPT) (FB) 252,76/ 5.00 4000
JASIV (IAF) VIVIC (NOPT) (FB) 072.66 /5.00 _ |4000
VIVIC (IFAF) CICCA (FB) 342.711/6.00 ‘ 3200
ADDITIONAL AIGHT DATA:
HOLD N, RT, 162.61 INBOUND.
CHART FAS OBST: 1616 OL ON SPIPE
342712N/0842704W
THIS IS A CORRECTED COP{¥ OF A PROCEDURE PUBLISHED IN TL 07-20 DISTANCE TO THLD FROM 254 HAT: 0.67 NM.
, WAAS CHANNEL # 77705
REFERENCE PATH ID: W34A
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF)
2. HOLD S VIVIC, RT, 342.71 INBOUND, 4000 FT. IN LIEU OF PT (IAF)
3. FAC: 34268 FAF: CICCA DIST FAF TO MAP: 5.03 THLD: 5.03

4. MIN. ALT: VIVIC 4000, CICCA 3200

5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GSANT:

6. MIN GS INCPT: 3200 GSALTAT:.CICCA OM: - MM: IM:

7. GS ANGLE: 3.00 TCH:40.0  34:11S NOT CLEAR

8. MSA FROM: RW34 5400 MAG VAR: 4w EPOCH YEAR: 2000
MINIMUMS

TAKEOFF: |

| STANDARD| X |SEE FAAFORM 8260-15A FOR THIS AIRPORTALTERNATE: NA | X |

CATEGORY =====>| A B C D E

DHMDA | WIS |HAT/HAA|DH/MDA| WS |HAT/HAA |DH/MDA VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA|DHMDA | VIS |HAT/HAA
LPV DA 1789 1 254 1789 1 254 1789 1 254 NA
LNAV MDA 1880 1 345 1880 1 345 1880 1 345 NA
CIRCLING 1960 1 425 2160 1 625 2360 21/2 825 NA

NOTES:

CHART NOTE: DME/DME RNP-0.3 NA.

CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT NELLO VIA V97 NORTHBOUND AND AT RMG VORTAC VIA
V333 NORTHWEST BOUND.

| SEE 8260-10 '
CITY AND STATE ELEVATION: 1535 TDZE: 1535 FACILITY PROCEDURE NO./AMDT NO./JEFFECTIVE DATE:  [sup:
JASPER, GA AIRPORT NAME: IDEN;I’LI::ER: RNAYV (GPS) RWY 34, ORIG AMDT: NONE
PICKENS COUNTY ocT 25 20/ DATED

FAA FORM 8260 - 3 / December 2002 (computer generated)

@
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV (GPS) - STANDARD Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

INSTRUMENT APPROACH PROCEDURE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.

NOTES CONT.

CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.

CHART NOTE: IF LOCAL ALTIMETER SETTING NOT RECEIVED, USE COBB COUNTY-MC COLLUM FIELD ALTIMETER
SETTING AND INCREASE ALL LPV DAS TO 1922/MDAS 140 FEET.

CITY AND STATE ELEVATION: 1535  TDZE: 1535 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
JASPER, GA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 34, ORIG AMDT- _ NONE
RNAV 5 207 :
PICKENS COUNTY 0CT 2 OATED:

FAA FORM 8260-10 / MARCH 2003 (Computer Generated) PAGE 2 OF 6 PAGE




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KJzp
RUNWAY RW34
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W34A
LTP/FTP LATITUDE 342649.5050N
LTP/FTP LONGITUDE 0842715.0830W
LTP/FTP ELLIPSOIDAL HEIGHT +04386
FPAP LATITUDE 342812.6400N
FPAP LONGITUDE 0842754.3000W
THRESHOLD CROSSING HEIGHT (TCH) 00040.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1224
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 1ASD318F
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K7
LTP ORTHOMETRIC HEIGHT +04679.
FPAP ORTHOMETRIC HEIGHT +04679
CITY AND STATE ELEVATION: 1535  TDZE: 1535 FACILITY PROCEDURE NO./ AMDT NO/EFFECTIVE DATE:  [sup:
IDENTIFIER:
JASPER, GA . RNAV (GPS) RWY 34, ORIG
AIRPORT NAME ANAY AMDT. NONE
PICKENS COUNTY 0CT 25 207 DATED:

FAA FORM 8260-10/ MARCH 2003 (Computer Generated)
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV (?:Elsél'?:lr AS#RQBRFI#)SST?EU%EIE‘E f::ggﬁg!rl S?ggEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless othenNis?-) indicated,

except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-17

1 2 3 4 5 6 7 8 9 0 1 2 3

NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD RMG K7011540VTHA N34094525W085070992 N34094525W085070992E001001150 NARROME I
1 2 3 4 E 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT AWSON K70 C RL N34284916W083590345 W0053 NAR AWSON I
SUSAEARENRT CICCA K70 W RL N34220798W084250244 w0045 NAR CICCA I
SUSAEARENRT FOTFE K70 W RL N34182092W084164704 w0045 NAR FOTFE I
SUSAEAENRT IPECA K70 W RL N34372548W084321579 w0045 NAR IPECA I
SUSAEAENRT JASIV K70 W RL N34144269W084280166 w0045 NAR JASIV I
SUSAEAENRT NELLO K70 R L N34295843W084250024 w0045 NAR NELLO I
SUSAEAENRT VIVIC K70 W RL N34163193W084222447 w0045 NAR VIVIC I
1 2 3 4 5 6 7 8 9 0 1 2 3

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KJZPKT7RAJZP 0 050YHN34271250W084272600W004001535 1800018000C MNAR PICKENS COUNTY I

1 2 3 4 E 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KJZPK7FR34 ARAWSON 010AWSONK7EAROE IF 18000 A JS I
SUSAP KJZPK7FR34 ARWSON 020FOTFEK7EAQOE A 020TF 23860180 + 04000 A JS I
SUSAP KJZPK7FR34 ARWSON O030VIVICK7EAOEE 010TF 25280050 + 04000 A JS I
SUSAP KJZPK7FR34 ANELLO O010NELLOK7EAOE IF 18000 A JS I
SUSAP KJZPK7FR34 ANELLO 020VIVICK7EROQE 020TF 17490136 + 05000 A JS I
SUSAP KJZPK7FR34 ANELLO O30VIVICK7EAOEE CR HF 34270050 + 04000 A JS I
SUSAP KJZPK7FR34 ARMG 010RMG K7D 0V IF 18000 A JS I
SUSAP KJZPK7FR34 ARMG 020JASIVK7EAOE A 020TF 08520328 + 04000 A JS I
SUSAP KJZPK7FR34 ARMG 030VIVICK7EAQEE 010TF 07270050 + 04000 A JS I
SUSAP KJZPK7FR34 R 010VIVICK7EROE I IF + 04000 18000 A JS I
SUSAP KJZPK7FR34 R 020CICCAK7EAQE F O0OS51TF 34270060 + 03200 RW34 K7PGA JS I
SUSAP KJZPK7FR34 R 030RW34 K7PGOGY M 031TF 34270050 01575 -300 A JS I
SUSAP KJZPK7FR34 R 040IPECAK7EAQEYM O010DF R + 05400 A JS I
SUSAP KJZPK7FR34 R OS0IPECAK7EAQOEE HRO20HM ) 16260050 + 05400 A JS I
CITY AND STATE ELEVATION: 1535 TDZE: 1535 FACILITY PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE: SUP:
JASPER, GA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 34, ORIG ONE
RNAV CT 2 5 2007 AMDT:
PICKENS COUNTY 0 SATED:

FAA FORM 8260-10/ MARCH 2003 (Computer Generated) PAGE 4 OF 6 PAGES /c»\
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR. ® .lca -
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KJZPK7GRW34 0050003427 N34264951W084271508-0700 01535000040100 I
1 2 3 4 5 6 7 8 9 0 1 2 3

PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KJZPK7PR34 RW34 001 OOOOW34AON3426495050W08427150830+043860300N3428126400W08427543000106751224000400F4005001A5D318FT

SUSAP KJZPK7PR34 RW34 002 +04679+04679LPV 77705 ‘ 000 I
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KJZPKTSRWI4 K7RG o 25180054 w o r
CITY AND STATE ELEVATION: 1535  TDZE: 1535 FACILITY PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE: SUP:
JASPER, GA AIRPORT NAME: 'DEN::ESR: RNAV (GPS) RWY 34, ORIG AMDT. __ NONE
PICKENS COUNTY OCT 25 2007 DATED:
FAA FORM 8260-10 / MARCH 2003 (Computer Generated) PAGE 5 OF 6 PAGES




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV ((étls S;AS?IJ'RGSRRI%SSngRI\QIEIgE All: :Egﬁg? l;?ggEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles uniess otlherwise indicated,

except visibilities which are in statute miles or in feet RVR.

ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-17

ROUTES TRANSITION FIX SEQ " USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
AWSON AWSON 010 IF FB
AWSON FOTFE 020 IAF TF FB 2.0 238.6(235T) 018.0 04000
AWSON VIVIC 030 TF FB 1.0 252.8(249T) 005.0 04000
NELLO NELLO 010 IF FB
NELLO VIVIC 020 TF FB 2.0 174.9(171T) 013.6 05000
NELLO VIVIC 030 HF R FB 342.7{(339T) 005.0 04000
RMG RMG 010 IF FB
RMG JASIV 020 IAF TF - FB 2.0 085.2(081T) 032.8 04000
RMG VIVIC 030 TF FB 1.0 072.7(069T) 005.0 04000
VIVIC 010 FACF IF FB 04000
CICCA 020 FAF TF FB 0.5 342.7(339T) 006.0 03200
RW34 030 MAP TF FO 0.3 342.7(339T) 005.0 01575
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
IPECA 040 DF FO 1.0 05400
IPECA 050 HM R FO 2.0 162.6(159T) 005.0 05400 ‘
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
RMG N340945.25 W0850709.92 N3409.754 W08507.165
AWSON N342849.16 W0835903.45 N3428.819 W08359.058
CICCA N342207.98 W0842502.44 N3422.133 W08425.041
FOTFE N341820.92 W0841647.04 N3418.349 W08416.784
IPECA N343725.48 W0843215.79 N3437.425 W08432.263
JASIV N341442.69 Ww0842801.66 N3414.712 Ww08428.028
NELLO N342958.43 W0842500.24 N3429.974 W08425.004
VIVIC N341631.93 W0842224.47 N3416.532 wW08422.408
RW34 N342649.51 W0842715.08 N3426.825 W08427.251
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW34 01535 40
CITY AND STATE ELEVATION: 1535  TDZE: 1535 FACILITY PROCEDURE NO./ AMDT NOJEFFECTIVE DATE:  |sup:
JASPER, GA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 34, ORIG NONE
RNAV AMDT:
PICKENS COUNTY OCT 25 2007 DATED:
FAA FORM 8260-10/ MARCH 2003 (Computer Generated) PAGE 6 OF 6 PAGE






