RNAV (GPS) -STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceiings are in feet
FEDERAL AVIATION ADMINISTRATION FAR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which {.
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE II:EXV %NAV o -
: DA
LBY VORTAC MEVQO (FB) 075.00/ 13.61 3000 LNAV: RW31
NES KEXTE (FB 248.77127.97 2400 —_—
JANE (FB) CLIMB TO 3000 DIRECT FEMON AND HOLD.
KEXTE (IAF) LUJUZ (FB) 224.88/5.00 2400
MEVQO (IAF) LUJUZ (FB) 044.80 / 5.00 2400
PICAN (IAF) LUJUZ (FB) 312.15/9.37 2400
LUJUZ (IF) GULCO (FB) 314.92/6.10 1900
ADDITIONAL FLIGHT DATA:
HOLD NW, RT, 134.79 INBOUND.
CHART FAS OBST: 368 TOWER 313929N/0891013W
CHART VDP AT 1.13 MILES TO RW31* *LNAV ONLY.
WAAS CHANNEL # 86404
REFERENCE PATH ID: W31A
DISTANCE TO THLD FROM 343 HAT: 0.96 NM
1. PT NA SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF)
2. PROFILE STARTS AT LUJUZ
3. FAC: 314.88 FAF: GULCO DIST FAF TO MAP: 5.03 THLD: 5.03
4. MIN. ALT: LUJUZ 2400, GULCO 1900
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MINGS INCPT: 1900 GSALTAT:GULCO OM: MM: IM:
7. GS ANGLE: 3.00 TCH:40.0  34:11S NOT CLEAR
8. MSA FROM: RW31 2700 MAG VAR: OE EPOCH YEAR: 2000
MINIMUMS
TAKEOFF:I I STANDARDI X rSEE FAAFORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A l X I
CATEGORY =====> A B C D : E
DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA |DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA
LPV DA 581 11/4 343 581 11/4 343 581 11/4 343 581 11/4 343
LNAV/VNAV DA 638 11/2 400 638 11/2 400 638 1172 400 638 112 400
LNAV MDA 620 1 382 620 1 382 620 1 382 620 11/4 382
CIRCLING 680 1 442 700 1 462 700 112 462 800 2 562
NOTES:
CHART NOTE: BARO-VNAV NA WHEN USING HATTIESBURG-LAUREL RGNL ALTIMETER SETTING.
CHART NOTE: IF LOCAL ALTIMETER SETTING NOT RECEIVED, USE HATTIESBURG-LAUREL. RGNL ALTIMETER SETTING
AND INCREASE ALL DAS/MDAS 60 FEET.
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -15C (5F) OR ABOVE 48C (118F).
SEE 8260-10
CITY AND STATE ELEVATION: 238 TDZE: 238 FACILITY PROCEDURE NO./AMDT NO.: SUP:
LAUREL, MS AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, ORIG AMDT: NONE
' RNAV :
HESLER-NOBLE FIELD JUL 5 2007

FAA FORM 8260 - 3 / December 2002 (computer generated)
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV (GPS) - STANDARD
INSTRUMENT APPROACH PROCEDURE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles uniess otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES CONT.
CHART NOTE: DME/DME RNP-0.3 NA.
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.

CHART PROFILE NOTE: VGS! AND RNAV GLIDEPATH NOT COINCIDENT.
CHART NOTE: VDP NA WHEN USING HATTIESBURG-LAUREL RGNL ALTIMETER SETTING.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT LBY VORTAC VIA V455 SOUTHWEST BOUND.

CITY AND STATE ELEVATION: 238  TDZE: 238 FACILITY PROCEDURE NO./ AMDT NO.: SUP:
- LAUREL, MS AIRPORT NAME: 'DENRT::\',ER‘ RNAV (GPS) RWY 31, ORIG AMDT. __ NONE
HESLER-NOBLE FIELD JUL 5 a0 pp— éia
: 8
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAYV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

except visibilities which are in statute miles or in feet RVR.

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

FAS DATA BLOCK INFORMATION

DATA FIELD DATA

OPERATION TYPE 0

SBAS SERVICE PROVIDER IDENTIFIER 0

AIRPORT IDENTIFIER KLUL

RUNWAY RW31

APPROACH PERFORMANCE DESIGNATOR 0

ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR 0

REFERENCE PATH IDENTIFIER (APPROACH ID) W31A

LTP/FTP LATITUDE 314003.6660N

LTP/FTP LONGITUDE 0890959.4500W

LTP/FTP ELLIPSOIDAL HEIGHT +00451

FPAP LATITUDE 314106.6300N

FPAP LONGITUDE 0891113.4900W

THRESHOLD CROSSING HEIGHT (TCH) 00040.0

TCH UNITS SELECTOR (METERS OR FEET USED) F

GLIDEPATH ANGLE (GPA) 03.00

COURSE WIDTH AT THRESHOLD 106.75

LENGTH OFFSET 1072

HORIZONTAL ALERT LIMIT (HAL) 40.0
| VERTICAL ALERT LIMIT (VAL) 50.0

CRC REMAINDER 1311D0D3

ADDITIONAL PATH POINT RECORD INFORMATION

ICAO CODE K7

LTP ORTHOMETRIC HEIGHT +00714

FPAP ORTHOMETRIC HEIGHT +00714

CITY AND STATE ELEVATION: 238  TDZE: 238 FACILITY PROCEDURE NO./ AMDT NO.: SUP:

LAUREL, MS AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, ORIG
RNAV L 5 207 AMDT: No’j%]\
HESLER-NOBLE FIELD SATED. {n . @)

FAA FORM 8260-10 / MARCH 2003 (Computer Generated)
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR. .
ARINC PACKET - 424-17
-
1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD LBY K7011060VTL N31250726W089201537 N31250726W089201537E005000290 NAREATON
1 2 3 4 5 6 7 8 9 0 1 2 3
Wp 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT  FEMON K70 W L N31484716W089201648 E0004 NAR FEMON
SUSAEAENRT  GULCO K70 W L N31363029W089054880 E0006 NAR GULCO
SUSAEAENRT JANES K70 W L N31455715W088260608 E0011 NAR JANES
SUSAEAENRT KEXTE K70 W L N31354455W088563770 E0007 NAR KEXTE
SUSAEAENRT  LUJUZ K70 W L N31321143W089004538 E0006 NAR LUJuUZ
SUSAEAENRT  MEVQO K70 W L N31283818W089045275 E0006 NAR MEVQO
SUSAEAENRT  PICAN K70 W L N31255378W088523784 E0007 NAR PICAN
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLULK7ALUL 0 055YHN31402290W089102210E000000238 1800018000C MNAR HESLER-NOBLE FIELD
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLULK7FR31 AJANES 010JANESK7EAOE IF 18000 A JS
SUSAP KLULK7FR31  AJANES 020KEXTEK7EAOE A 020TF 24880280 + 02400 A JS
SUSAP KLULK7FR31  AJANES 030LUJUZK7EAOEE  010TF 22490050 + 02400 A JS
SUSAP KLULK7FR31 ALBY 010LBY K7D OV IF 18000 A JS
SUSAP KLULK7FR31 ALBY 020MEVQOK7EAOE A 020TF 07500136 + 03000 A JS
SUSAP KLULK7FR31 ALBY O30LUJUZK7EAOEE  010TF 04480050 + 02400 A JS
SUSAP KLULK7FR31  APICAN 010PICANK7EACE A IF 18000 A JS
SUSAP KLULK7FR31  APICAN 020LUJUZK7EAOEE  010TF 31220094 + 02400 A JS
SUSAP KLULK7FR31 R 010LUJUZK7EACE I IF + 02400 18000 A JS
SUSAP KLULK7FR31 R 020GULCOK7EAQE F 051TF ’ 31490061 + 01900 RW31 K7PGA JS
SUSAP KLULK7FR31 R 030RW31 K7PGOGY M 031TF 31490050 00274 -300 A JS
SUSAP KLULK7FR31 R 040FEMONK7EAQOEYM 010DF + 03000 A JS
SUSAP KLULK7FR31 R 050FEMONK7EAOEE HRO020HM 13480040 + 03000 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3
CITY AND STATE ELEVATION: 238  TDZE: 238 FACILITY PROCEDURE NO./AMDT NO.: SUP:
LAUREL, MS AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, ORIG
AMDT: NONE
HESLER-NOBLE FIELD SN
L loaeD: A

FAA FORM 8260-10/ MARCH 2003 (Combuter Generated) DARE A NC & DAREC Y/




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV (G PS) STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR. N
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLULK7GRW31 0055133148 N31400367W089095945-0100 00234000040150 .
1 2 3 4 5 6 7 8 9 ] 1 2 3
pp 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLULK7PR31  RW31 001 0000W31AON3140036660W08909594500+004510300N3141066300W08911134900106751072000400F4005001311D0D3
SUSAP KLULK7PR31  RW31l 002 +00714+00714W31A 86404 000
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLULK7SRW31 K7PG 0 25180027 M
CITY AND STATE ELEVATION: 238  TDZE: 238 FACILITY PROCEDURE NO./ AMDT NO.: SUP:
LAUREL, MS AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, ORIG . NONE
RNAV JL 5 AMDT: "~
HESLER-NOBLE FIELD 0 &
DATED: N
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

ARINC FLIGHT INSPECTION SUMMARY -

VERSION 424-17

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE .
JANES JANES 010 IF FB
JANES KEXTE 020 IAF TF FB 2.0 248.8(249T) 028.0 02400
JANES LUJUZ 030 TF FB 1.0 224.9(225T) 005.0 02400
LBY LBY 010 IF FB
LBY MEVQO 020 IAF TF FB 2.0 075.0(075T) 013.6 03000
LBY LUJuZ 030 TF FB 1.0 044.8(045T) 005.0 02400
PICAN PICAN 010 IAF IF FB
PICAN LUJuUZ 020 TF FB 1.0 312.2(312T) 009.4 02400
LUJuZ 010 FACF IF FB 02400
GULCO 020 FAF TF FB 0.5 314.9(315T) 006.1 01900
RW31 030 MAP TF FO 0.3 314.9(315T) 005.0 00274
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
FEMON 040 DF FO 1.0 03000
FEMON 050 HM R FO 2.0 134.8(135T) 004.0 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
LBY N312507.26 W0892015.37 N3125.121 W08920.256
FEMON N314847.16 W08382016.48 N3148.786 wW08920.275
GULCO N313630.29 W0890548.80 N3136.505 wW08905.813
JANES N314557.15 wW0882606.08 N3145.953 w08826.101
KEXTE N313544 .55 W0885637.70 N3135.743 W08856.628
LUJUZ N313211.43 W0890045.38 N3132.191 W08900.756
MEVQO N312838.18 wW0890452.75 N3128.636 wW08904.879
PICAN N312553.78 wW0885237.84 N3125.896 wW08852.631
RW31 N314003.67 W0890959.45 N3140.061 W08909.991
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW31 00234 40
CITY AND STATE ELEVATION: 238 TDZE: 238 FACILITY PROCEDURE NO./ AMDT NO.: SUP:
LAUREL, MS AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, ORIG
007 AMDT: NONE
HESLER-NOBLE FIELD RNAY JUL 5 : R
lpaTeD: ( ,&b
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