
RNAV-STANDARD Bearings, headings, courses, and radials are maptic. Elevations and altitudes are in feet. MSL, exceJt 

US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otheiWise indicated. Celings are in feet 

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 al»>e airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which 
are in statute miles or in feet RVR. 

TERMINAL ROUTES MISSED APPROACH 

FROM TO COURSE AND DISTANCE ALTITUDE LPV:DA 
LNAVNNAV: DA 

FTZ VORTAC (IAF) PAULY(FB) 049.97 /18.69 4500 LNAV: RW12R 

PAULY (IF) NAIRN (FB) 122.00/5.34 3600 
CLIMB TO 5000 DIRECT FONTI AND HOLD, CONTINUE CLIMB-IN· 

NAIRN TUDNE(FB) 122.05/ 4.92 2400 HOLD TO 5000. 

TUDNE (FAF) RW12R (MAP) (FO) 122.13/ 5.67 

RW12R (MAP) 740 MSL 122.13 

740 MSL FONTI (FO) 5000 
ADDITIONAL FLIGHT DATA: 

HOLD SE, RT, 308.40 INBOUND. 
CHART IN PLANVIEW: MAXIMUM HOLDING AIRSPEED 230 
KIAS. 
CHART FAS OBST: 741 OL ANT 384548N/0902243W 
DISTANCE TO THLD FROM 200 HAT: 0.46 NM. 
CHARTVDP AT 1.28 MILES TO RW12R* 

1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF *LNAVONLY. 

2. PROfi'i:E STARTS AT PAULY 
-- WAAS CHANNEL# 78121 

REFERENCE PATH ID: W12B 

3. FAC: 122.13 FAF:TUDNE DIST FAF TO MAP: 5.67 THLD: 5.67 CHART LOC RWY 11 AND 12L 
L TP HAE: 133.2 M 

4. MIN. ALT: PAULY 4500, NAIRN 3600, TUDNE 2400 

5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GSANT: 

6. MIN GS INCPT: GS ALT AT: TUDNE 2400 -oM: ---
2400 MM: IM: 

7. GSANGLE: 3.00 TCH:54.4 34:1 IS NOT CLEAR 

8. MSA FROM: RW12R 3000 MAG VAR:OE EPOCH YEAR: 2000 

MINIMUMS 

TAKEOFF: SEE FAA FORM 8260·15A FOR THIS AIRPORT ALTERNATE: N A I STANDARD 

CATEGORY =====> A B c D E 

DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DHIMDA VIS HAT/HAA DH/MDA VIS HAT/HAA 
LPVDA 740 2400 200 740 2400 200 740 2400 200 740 2400 200 740 2400 200 

LNAVNNAVDA 1103 2 563 1103 2 563 1103 2 563 1103 2 563 1103 2 563 

LNAVMDA 1000 4000 460 1000 4000 460 1000 4000 460 1000 5000 460 1000 5000 460 

NOTES: 
CHART NOTE: DMEIDME RNP-0.3 NA. ' 
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. 
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON FTZ VORTAC AIRWAY RADIALS 003 CW 095. 
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAVNNAV NA BELOW ·16C (4F) OR ABOVE 54C 

'· (SEE FORM 8260-1 0) 
CITY AND STATE ELEVATION: 618 TDZE: 540 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP: KNAV ~~~:S) KWY 

STLOUIS, MO AIRPORT NAME: IDENTIFIER: RNAV (GPS) Y RWY 12R, AMDT 1B AMDT: 1A 
RNAV 

LAMBERT-STLOUIS INTL DATED 0410512012 
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US DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV-STANDARD 
INSTRUMENT APPROACH PROCEDURE- TITLE 14 CFR PART 97.33 

NOTES, (CONT.): 
(130F). 

Bearings, headings, counoes, and radials are magnetic. Elevations and altitudes are in feet, MSI..., 
except HAT, HAA, TCH and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are In feet alxue aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

CHART NOTE: FOR INOPERATIVE MALSR INCREASE LPV CAT E VISIBILITY TO RVR 4000, LNAV CATS AlB TO RVR 
5000 AND CAT E VISIBILITY TO 11/2. 

CHART NOTE: INOPERATIVE TABLE DOES NOT APPLY TO LNAVNNAV. 
CHART NOTE: SIMULTANEOUS APPROACH AUTHORIZED WITH RWY 11 AND RWY 12L. 
CHART NOTE: LNAV PROCEDURE NA DURING SIMULTANEOUS OPERATIONS. 
CHART NOTE: USE OF FD OR AP PROVIDING RNAV TRACK GUIDANCE REQUIRED DURING SIMULTANEOUS OPERATIONS 

CITY AND STATE 

STLOUIS, MO 

ELEVATION: 618 

AIRPORT NAME: 

TDZE: 540 

LAMBERT -ST LOUIS INTL 

FAA FORM 8260-10 I Apnl 2006 (Computer Generated) 

FACIUTY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: 
RNAV (GPS) Y RWY 12R, AMDT 18 

SUP· RNAV (GPS) RWY 
· 12R 

AMDT: 1A 

DATED: 04/05/2012 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE- FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet. MSL., 
except HAT, HAA, TCH, and RA. Altitudes are minimum altludes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are In nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

FAS DATA BLOCK INFORMATION 

DATA FIELD 

OPERATION TYPE 
SBAS SERVICE PROVIDER IDENTIFIER 
AIRPORT IDENTIFIER 
RUNWAY 
APPROACH PERFORMANCE DESIGNATOR 
ROUTE INDICATOR 
REFERENCE PATH DATA SELECTOR 
REFERENCE PATH IDENTIFIER (APPROACH ID) 
LTP/FTP LATITUDE 
L TP/FTP LONGITUDE 
L TP/FTP ELLIPSOIDAL HEIGHT 
FPAP LATITUDE 
FPAP LONGITUDE 
THRESHOLD CROSSING HEIGHT (TCH) 
TCH UNITS SELECTOR (METERS OR FEET USED) 
GLIDEPATH ANGLE (GPA) 
COURSE WIDTH AT THRESHOLD 
LENGTH OFFSET 
HORIZONTAL ALERT LIMIT (HAL) 
VERTICAL ALERT LIMIT (VAL) 

CRC REMAINDER 

ADDITIONAL PATH POINT RECORD INFORMATION 

ICAOCODE 
L TP ORTHOMETRIC HEIGHT 
FPAP ORTHOMETRIC HEIGHT 

CITY AND STATE 

STLOUIS, MO 

ELEVATION: 618 

AIRPORT NAME: 

TDZE: 540 

LAMBERT-STLOUIS INTL 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

~ 

0 
0 
KSTL 
RW12R 
0 
y 
0 
W12B 
384511.5885N 
0902239.9755W 
+01332 
384416.0100N 
0902047.2700W 
00054.4 
F 
03.00 
106.75 
0000 
40.0 
35.0 

880D21BE 

K3 
+01645 
+01645 

FACIUTY 
IDENTIFIER: 

RNAV 

' l. 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: 
RNAV (GPS) Y RWY 12R, AMOT 18 

AMDT: 1A 

Sup. RNAV (GPS) RWY 
• 12R 

DATED: 04/05/2012 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES- FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA. TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR 

ARINC PACKET - 424-18 - RNAV (GPS) 

1 2 3 4 5 6 7 8 9 0 1 2 3 
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUS AD FTZ K3011080VTL N38413958W090581617 N38413958W090581617E0050008161 NARFORISTELL 

1 2 3 4 5 6 7 8 9 0 1 2 3 
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAEAENRT 
SUSAEAENRT 
SUSAEAENRT 
SUSAEAENRT 

FONTI KSO 
NAIRN K30 
PAULY K30 
TUDNE K30 

R 1 N38372099W090064885 
C N38504992W090340868 
C N38534004W090395656 
W N38481285W090284830 

W0012 
WOO OS 
W0008 
W0009 

7 

------ ------ -----------
NAR FONT I 
NAR NAIRN 
NAR PAULY 
NAR TUDNE 

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KSTLK3ASTL 0 110YHN38445531W090221210E000000618 1800018000C MNAR LAMBERT-ST LOUIS INTL 

1 2 3 4 5 6 7 8 9 0 1 2 3 
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KSTLK3FR12RY AFTZ 010FTZ K3D OV A IF 18000 A C'S 
SUSAP KSTLK3FR12RY AFTZ 020PAULYK3EAOEE B 010TF 05000187 + 04500 A JS 
SUSAP KSTLK3FR12RY R 010PAULYK3EAOE I IF + 04500 18000 A c-s 
SUSAP KSTLK3FR12RY R 011NAIRNK3EAOE S 051TF 12200053 + 03600 A JS 
SUSAP KSTLK3FR12RY R 020TUDNEK3EA1E F 051TF 12210049 + 02400 RW12R K3PGA JS 
SUSAP KSTLK3FR12RY R 020TUDNEK3EA2WALPV ALNAV/VNAV ALNAV JS 
SUSAP KSTLK3FR12RY R 030RW12RK3PGOGY M 031TF 12210057 00594 -300 A JS 
SUSAP KSTLK3FR12RY R 040 0 M CA 1221 + 00740 A JS 
SUSAP KSTLK3FR12RY R 050FONTIK5EAOEY DF + 05000 A JS 
SUSAP KSTLK3FR12RY R 060FONTIK5EAOEE R HM 30840060 + 05000 A JS 

1 2 3 4 5 6 7 8 9 0 1 2 3 
Ru~AY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KSTLK3GRW12R 0110191222 N38451159W090223998+0400 +01332005400467542001 

--------·----------------~------------------------------------~---------------------------~--------~------------------------------1 2 3 4 5 6 7 8 9 0 1 2 3 
pp 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KSTLK3PR12RY RW12R001YOOOOW12BON3845115885W09022399755+013320300N3844160100W09020472700106750000000544F400350880D21BE 
G"Vif,~ SUSAP KSTLK3PR12RY RW12R002E +01645+01645LPV 78121 

----------------------------------~--c--------------------------~------------------------------------------------------------------- ~ 

CITY AND STATE 
STLOUIS, MO 

ELEVATION: 618 TDZE: 540 

AIRPORT NAME: 
LAMBERT -ST LOUIS INTL 

FAA FORM 8260 -10 I Apri12006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: SUP: 
RNAV (GPS) Y RWY 12R, AMDT 18 

AMDT: 1A 

DATED: 04105/2012 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAY (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES· FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KSTLK3SRW12RK3PG 

CITY AND STATE 
STLOUIS, MO 

0 18018003025 

ELEVATION: 618 TDZE: 540 

AIRPORT NAME: 
LAMBERT .ST LOUIS INTL 

FAA FORM 8260 -10 I Apri12006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

I RNAV 

M 

Sup
. KNAV jl.:it':::i) KWY 

· 12R 
PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: 

RNAV (GPS) Y RWY 12R, AMDT 18 
AMDT: 1A 

DATED: 04/0512012 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES- FAR PART 97.33 

ARINC SUMMARY 424-18 RNAV (GPS) 

ROUTES TRANSITION FIX SEQ USE PATH 

FTZ FTZ 010 IAF IF 
FTZ PAULY 020 TF 

PAULY 010 FACF IF 
NAIRN 011 SDF TF 
TUDNE 020 FAF TF 
RW12R 030 MAP TF 

MISSED APPROACH FIX SEQ USE PATH 

040 CA 
FONT I 050 DF 
FONT I 060 HM 

POINT DATA WAYPOINT LAT IN SECS 

FTZ N384139.58 
FONT I N383720.99 
NAIRN N385049.92 
PAULY N385340.04 
TUDNE N384812.85 
RW12R N384511.59 

RUNWAY DATA THRESHOLD 
RWY ELEVATION TCH 

RW12R 00540 54 

CITY AND STATE ELEVATION: 618 TDZE: 540 

ST LOUIS, MO AIRPORT NAME: 
LAMBERT -ST LOUIS INTL 

FAA FORM 8260 -10 I April2006 (Computer Generated) 

TURN FO/FB 

FB 
FB 
FB 
FB 
FB 
FO 

TURN FO/FB 

FB 
FO 

R FO 

LONG IN SECS 

W0905816.17 
W0900648.85 
W0903408.68 
W0903956.56 
W0902848.30 
W0902239.98 

FACILITY 
IDENTIFIER: 

I RNAV 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL. 
except HAT, HAA, TCH, and RA Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated. except visibilities which are in statute miles or in feet RVR 

RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

1.0 050.0(0SO.OT) 018.7 AA 04500 
AA 04500 

0.5 122.0(122.0T) 005.3 AA 03600 
0.5 122.1(122.1T) 004.9 AA 02400 
0.3 122.1 (122 .1T) 005.7 AT 00594 

RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

122.1 (122 .1T) AA 00740 
AA 05000 

308.4 (308.4T) 006.0 AA 05000 

LAT IN MINS LONG IN MINS 

N3841.660 W09058.270 
N3837.350 W09006.814 
N3850.832 W09034.145 
N3853.667 W09039.943 
N3848.214 W09028.805 
N3845.193 W09022.666 

PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: 
RNAV (GPS) Y RWY 12R, AMDT 18 

Sup
. KNAV \~I':;J KVVT 

· 12R 

AMDT: 1A 

DATED: 0410512012 
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