RNAV (GPS) - STANDARD Bearings, headings, courses, gnd radials are magnetic. Elevations and atitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
FEDERAL AVIATION ADMINISTRATION FAR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DA
LNAV/VNAV: DA
TUVOC JOGOX (FB) 237.07/15.57 13000 LNAV: RWo1
JAC VOR/DME HOMVA (FB) 186.46 /24.43 12600 ——
CLIMB TO 14000 DIRECT QUIRT AND VIA 088.36 TRACK TO DNW
JOGOX (IAF) HOMVA (NOPT) (FB) 310.21/5.49 11700 VOR/DME AND HOLD, CONTINUE CLIMB-IN-HOLD TO 14000.
CILEG (IAF) HOMVA (NOPT) (FB) 089.57 / 10.86 11700
HOMVA (IFN1AF) VALCU (FB) 006.39/4.38 11000
VALCU DECEV (FB) 006.39/2.50 10600
ADDITIONAL FLIGHT DATA:
DECEV ZUGEN (FB) 006.39/6.88 9500 HOLD N, LT, 197.99 INBOUND.
CHART FAS OBST: 6480 TREE 433554N/1104447W
CHART FAS OBST: 7439 TREE 433212N/1104759W
CHART 7910 TOWER 432748N/1104546W.
CHART VDP AT 3.70 MILES TO RW01* *LNAV ONLY.
A AL
A : Wo1
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (1AF) ALT2 AT COVGI 8210
2. HOLD S HOMVA, RT, 006.39 INBOUND, 11700 FT. IN LIEU OF PT (IAF) DISTANCE TO THLD FROM 962 HAT: 2.92 NM
3. FAC: 006.46 FAF: ZUGEN DISTFAFTOMAP: 9.29 THLD: 929
4. MIN. ALT: HOMVA 11700, VALCU 11000, DECEV 10600, ZUGEN 9500, COVGI/5.40 NM TO RW01 8200
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 9500 GSALT AT:ZUGEN OoM: MM: IM:
7. GSANGLE: 3.00 TCH:50.0  34:11S CLEAR
8. MSA FROM: RW01 15000 MAG VAR: 13E EPOCH YEAR: 2005
MINIMUMS
TAKEOFF:| | STANDARD| X | SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA| | e
CATEGORY A B C D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS HAT/HAA [DH/MDA VIS  |HAT/HAA | DH/MDA VIS |HAT/HAA| DH/MDA VIS HAT/HAA
LPV DA 7393 2 962 7393 2 962 7393 2 962 7393 2 962
LNAV/VNAV DA 7470 2 1039 7470 2 1039 7470 3 1039 7470 3 1039
LNAV MDA 7640 11/4 1209 7640 112 1209 7640 3 1209 7640 3 1209
CIRCLING 7640 11/4 1189 7640 1172 1189 7640 3 1189 7640 3 1189
NOTES:
CHART NOTE: CIRCLING NA E OF RWY 1-19. @ CAT A, B 1200-2, CAT C, D 1200-3
CHART NOTE: DME/DME RNP-0.3 NA.
CHART NOTE: INOPERATIVE TABLE DOES NOT APPLY.
CHART NOTE: IF LOCAL ALTIMETER SETTING NOT RECEIVED, PROCEDURE NA.
2
CITY AND STATE ELEVATION: 6451  TDZE: 6431 FACILITY PROCEDURE NO./AMDT NO/EFFECTIVE DATE:  |gyp: RNAV (GPS) RWY 1
JACKSON. WY AIRPORT NAME: IDENTIFIER: RNAV (GPS) X RWY 1, AMDT 1A AMDT: 1
’ RNAV 15 :
JACKSON HOLE MAR 007 DATED 04/13/2
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum aititudes unless otherwise indicated.

RNAV (GPS) - STANDARD opt HAT. | . des ar tudes unles ted.
INSTRUMENT APPROACH PROCEDURE - FAR PART 97.33 excapt viibilties whioh are i statte mes or 11 feat VR, |- oSS Oimerwise indcated,

NOTES CONT.

CHART NOTE: BARO-VNAV NA BELOW -27C (-16F). .
CHART PLANVIEW AND PROFILE NOTES: FOR LPV FLY VISUAL TO AIRPORT, 007 DEGREES - 2.9 MILES. -
CHART PLANVIEW AND PROFILE NOTES: FOR LNAV/VNAYV FLY VISUAL TO AIRPORT, 007 DEGREES - 3.2 MILES.

CITY AND STATE ELEVATION: 6451  TDZE: 6431 FACILITY PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: syp: RNAV (GPS) RWY 1
JACKSON, WY AIRPORT NAME: IDENTIFIER: RNAV (GPS) X RWY 1, AMDT 1A
RNAV MAR 15 007 AMDT: 1
JACKSON HOLE DATED:  04/1 ({,5 Aﬁh\
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0

SBAS SERVICE PROVIDER IDENTIFIER 0

AIRPORT IDENTIFIER KJAC
RUNWAY RWO1
APPROACH PERFORMANCE DESIGNATOR 0

ROUTE INDICATOR X

REFERENCE PATH DATA SELECTOR 0

REFERENCE PATH IDENTIFIER (APPROACH ID) WO1A

LTP/FTP LATITUDE 433557.1000N
LTP/FTP LONGITUDE 1104430.1900W
LTP/FTP ELLIPSOIDAL HEIGHT +19452

FPAP LATITUDE 433721.0900N
FPAP LONGITUDE 1104349.2200W
THRESHOLD CROSSING HEIGHT (TCH) 00050.0

TCH UNITS SELECTOR (METERS OR FEET USED) F

GLIDEPATH ANGLE (GPA) 03.00

COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0832
HORIZONTAL ALERT LIMIT (HAL) 40.0

VERTICAL ALERT LIMIT (VAL) 50.0

CRC REMAINDER 04B7772F
ADDITIONAL PATH POINT RECORD INFORMATION

ICAO CODE K1

LTP ORTHOMETRIC HEIGHT +19546

FPAP ORTHOMETRIC HEIGHT +19546

CITY AND STATE ELEVATION: 6451  TDZE: 6431 rISB\ECr!ll:I"HER PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE:  |gyp. RNAV (GPS) RWY 1

JACKSON, WY

AIRPORT NAME:
JACKSON HOLE

RNAV

RNAV (GPS) X RWY 1, AMDT 1A

MAR 15 207

AMDT. Yo,

FAA FORM 8260-10/ MARCH 2003 (Combputer Generated)

DATED: 04-13@
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

t HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE (e:):i:I?r?gs are' in feét abO\'le aiport elevation. Distances are in nautical miles unless otherwise indicated
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-17

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 s
SUSAD DNW K1011720VDHW N43494180W110200771 N43494180W110200771E015007730 NAWDUNOIR
SUSAD JAC K1011540VDLW N43371574W110435407 N43371696W110435881E013006453 NAWJACKSON
1 2 3 4 S 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT CILEG K10 W L N43163555W111093177 . EQ132 NAW CILEG
SUSAEAENRT COVGI K10 W L N43305163W110465890 E0131 NAW COVGI
SUSAEAENRT DECEV K10 W L N43204222W110515424 EQ131 NAW DECEV
SUSAEAENRT HOMVA K10 W L N43141280W110550205 E0131 NAW HOMVA
SUSAEAENRT JOGOX K10 W L N43094920W110503236 EQ131 NAW JOGOX
SUSAEAENRT QUIRT K10 W L N43520657W110363522 E0131 NAW QUIRT
SUSAEAENRT TUVOC K10 W L N43150963W110303198 E0129 NAW TUVOC
SUSAEAENRT VALCU K10 W L N43182072W110530256 E0131 NAW VALCU
SUSAEAENRT ZUGEN K10 W L N43271161W110484573 EQ131 NAW ZUGEN
1 2 3 4 S 6 7 8 9 0 1 2 3

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KJACK1AJAC 0 063YHN43362640W110441590E013006451 1800018000C MNAW JACKSON HOLE

1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KJACK1FR01-X ACILEG 010CILEGK1EAQOE A IF 18000 A JS
SUSAP KJACK1FR01-X ACILEG 020HOMVAK1EAQE 010TF 08960109 + 11700 A JS
SUSAP KJACK1FR01-X AJAC 010JAC K1D 0oV IF 18000 A JS
SUSAP KJACK1FR01-X AJAC 020BOMVAK1EAOQOE 020TF 18650244 + 12600 A JS
SUSAP KJACK1FR01-X AJAC 030HOMVAK1EARQEE CR HF 00640070 + 11700 A JS
SUSAP KJACK1FR01-X ATUVOC 010TUVOCK1EAOQOE IF 18000 A JS
SUSAP KJACK1FR01-X ATUVOC 020J0GOXK1EAQOE A 020TF 23710156 + 13000 A JS
SUSAP KJACK1FRO1l-X ATUVOC 030HOMVAK1EAOEE 010TF 31020055 + 11700 A JS
SUSAP KJACK1FR01-X R 010HOMVAK1EAOE I IF + 11700 18000 A JS
SUSAP KJACK1FR01-X R 011VALCUK1EAOE S O0Q51TF 00640044 + 11000 A JS
SUSAP KJACK1FR01-X R 012DECEVK1EAQE S 0S1TF 00640025 + 10600 A JS
SUSAP KJACK1FR01-X R 020ZUGENK1EAQOE F 051TF 00640069 + 09500 RW01 K1PGA JS
CITY AND STATE ELEVATION: 6451  TDZE: 6431 FACILITY PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: syp: RNAV (GPS) RWY 1
JACKSON, WY AIRPORT NAME: IDENTIFIER: RNAV (GPS) X RWY 1, AMDT 1A
RNAV AMDT: 1
JACKSON HOLE MAR 15 2007 DATED: 041
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

except visibilities which are in statute miles or in feet RVR.

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL.,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

SUSAP KJACK1FR01-X R 021COVGIK1EAOE S O031TF 00650039 + 08200 -300 A JS
SUSAP KJACK1FRO1-X R 030RW01 K1PGOGY M 031TF 00650054 06463 -300 A JS
SUSAP KJACK1FRO1l-X R 040QUIRTKIEAQE 010DF A JS
SUSAP KJACK1FRO01-X R 050DNW K1D 0VY 010TF 0884 A JS
SUSAP KJACK1FRO0l1l-X R 060DNW K1D 0OVY HLO20HM 19800060 + 14000 A JS
1 2 3 4 ) [ 7 8 9 Q 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KJACK1GRWO1l 0063000065 N43355710W110443019+0600 06413000050150
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KJACK1PRO1-X RW01l 001X0000W01lAON4335571000W11044301900+194520300N4337210900W11043492200106750832000500F40050004B7772F
SUSAP KJACK1PRO1l-X RWO01l 002 +19546+19546W01A 58299 000
1 2 3 4 5 6 7 8 S 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KJACK1SRW01l K1PG 0 25180150 M
CITY AND STATE ELEVATION: 6451  TDZE: 6431 FACILITY PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE:  |gyp: RNAV (GPS) RWY 1
JACKSON, WY AIRPORT NAME: IDENTIFIER: RNAV (GPS) X RWY 1, AMDT 1A "
RNAV WAR 15 2007 AMDT:
JACKSON HOLE
DATED: 04-134‘%_
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE Ceili in feet ab. iport elevation. Di i ical mi ! ice indi
eilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-17
ROUTES TRANSITION FIX SEQ USE PATH  TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE .
CILEG CILEG 010 IAF IF FB ]
CILEG HOMVA 020 TF FB 1.0 089.6{103T)  010.9 11700 t
JAC JAC 010 IF FB
JAC HOMVA 020 TF FB 2.0 186.5(200T) 024.4 12600
JAC HOMVA 030 HF R FB 006.4(019T) 007.0 11700
TUVOC TUVOC 010 IF FB
TUVOC JOGOX 020 IAF TF FB 2.0 237.1(250T) 015.6 13000
TUVOC HOMVA 030 TF FB 1.0 310.2(323T) 005.5 11700
HOMVA 010 FACF IF FB 11700
VALCU 011 SDF TF FB 0.5 006.4(019T) 004.4 11000
DECEV 012 SDF TF FB 0.5 006.4(019T)  002.5 10600
ZUGEN 020 FAF TF FB 0.5 006.4(019T) 006.9 09500
COVGI 021 SDF TF FB 0.3 006.5(020T)  003.9 08200
RWO1 030 MAP TF FO 0.3 006.5(020T)  005.4 06463
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
QUIRT 040 DF FB 1.0
DNW 050 TF FO 1.0 088.4(101T)
DNW 060 HM L FO 2.0 198.0(211T) 006.0 14000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
DNW N434941.80 W1102007.71 N4349.697 W11020.129
JAC N433715.74 W1104354.07 N4337.262 W11043.901
CILEG N431635.55 W1110931.77 N4316.593 W11109.530
COVGI N433051.63 W1104658.90 N4330.861 W11046.982
DECEV N432042.22 W1105154.24 N4320.704 W11051.904
HOMVA N431412.80 W1105502.05 N4314.213 W11055.034
JOGOX N430949.20 W1105032.36 N4309.820 W11050.539
QUIRT N435206.57 W1103635.22 N4352.110 W11036.587
TUVOC N431509.63 W1103031.98 N4315.161 W11030.533
VALCU N431820.72 W1105302.56 N4318.345 W11053.043
ZUGEN N432711.61 W1104845.73 N4327.194 W11048.762
RWO1 N433557.10 W1104430.19 N4335.952 W11044.503
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RWO1 06413 ' 50
CITY AND STATE ELEVATION: 6451  TDZE: 6431 FACILITY PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE:  |gyp: RNAV (GPS) RWY 1
JACKSON, WY AIRPORT NAME: IDENTIFIER: RNAV (GPS) X RWY 1, AMDT 1A DT -
RNAV : .
JACKSON HOLE MAR 15 2007
DATED:  0413£00¢
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