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RNAV (GPS) - STANDARD
US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION FAR PART 97.33

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except

HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Celings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR. -

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DA
LNAV: RW31
PKD VOR/DME PEYOK (FB) 240.66 / 24.38 3400
STARR LEMDE (FB) 019.76/7.86 3100 .
CLIMB TO 3100 DIRECT ZUTIP AND HOLD.
PEYOK (IAF) HUSES (NOPT) (FB) 225.10 /5.00 3100
LEMDE (IAF) HUSES (NOPT) (FB) 044.96 / 5.00 3100
HUSES (IFAF) JUSAT (FB) 315.03/6.03 3100
ADDITIONAL FLIGHT DATA:
HOLD NW, RT, 134.76 INBOUND.
CHART FAS OBST: 1519 TREE 464704N/0955045W
CHART 1579 TREE 464500.00N/0954806.00W
CHART VDP AT 1.20 MILES TO RW31* *LNAV ONLY.
WAAS CHANNEL # 86704
REFERENCE PATH ID; W31A
1. PT SIDE OF COUR SE OUTBOUND FT WITHIN MILES OF (IAF) gmg .‘;DP;EE:-E%WW
2. HOLD SE HUSES, RT, 315.03 INBOUND, 3100 FT. IN LIEU OF PT (IAF) DISTANCE TO THLD FROM 264 HAT: 0.81 NM
3. FAC: 31496 FAF: JUSAT DISTFAF TOMAP: 527 THLD: 527
4. MIN. ALT: HUSES 3100, JUSAT 3100
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: GSALT AT: JUSAT OM: MM: IM:
7. GSANGLE: 3.00  TCH:35.0 34:11S NOT CLEAR
8. MSA FROM: RW31 3600 MAG VAR: 5E EPOCH YEAR: 1995
MINIMUMS
TAKEOFF:| | STANDARD| X [SEE FAAFORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY =====> A B [ D E
DHMDA | VIS |HAT/HAAIDHMDA| VIS HAT/HAA |DH/MDA VIS [HAT/HAA|DHMDA | wiS |HAT/HAA|DHMDA | VIS [HAT/HAA
LPV DA 1654 1 264 1654 1 264 1654 1 264 1654 1 264
LNAV MDA 1780 1 390 1780 1 390 1780 1 290 1780 11/a 390
CIRCLING 1880 1 483 1940 1 543 1940 1172 543 2080 21/4 683
NOTES:
CHART NOTE: DME/DME RNP-0.3 NA. @ CAT D 800-2 1/4
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. @ NA WHEN LOCAL WEATHER NOT AVAILABLE.
CHART NOTE: VDP NA WHEN USING PARK RAPIDS ALTIMETER SETTING.
CHART NOTE: IF LOCAL ALTIMETER SETTING NOT RECEIVED, USE PARK RAPIDS ALTIMETER SETTING AND
-10
CITY AND STATE ELEVATION: 1397  TDZE: 1390 FACILITY PROCEDURE NO/AMDT NO. SUP:
DETROIT LAKES, MN AIRPORT NAME: 'DENT;':E\S: RNAV (Gps);wv 31, AMDT 1 AMDT: ORIG
DETROIT LAKES-WETHING FIELD NG 0 2w DATED  05112/2005

FAA FORM 8260 - 3 / December 2002 (computer generated)

PAGE 1 OF 6 PAGES /04,

i

\ LN E
NERaS”



<8

US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAYV (GPS) - STANDARD
INSTRUMENT APPROACH PROCEDURE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES CONT.
INCREASE DA/MDAS 100 FEET.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT PKD VOR/DME ON AIRWAY RADIALS 183 CW 303.

CITY AND STATE ELEVATION: 1397  TDZE: 1380
DETROIT LAKES, MN AIRPORT NAME:

DETROIT LAKES-WETHING FIELD

FACILITY PROCEDURE NO./ AMDT NO.: SUP-
IDENTIFIER: RNAV (GPS) RWY 31, AMDT 1
RNAV AMDT: ORIG
30 200
AUG DATED: 05/12/2005

FAA FORM 8260-10/ MARCH 2003 (Computer Generated)
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

FLIGHT STANDARDS SERVICE - FAR PART 97.33

except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KDTL
RUNWAY RW31
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W31A
LTP/FTP LATITUDE 464912.5020N
LTP/FTP LONGITUDE 0955240.9960W
LTP/FTP ELLIPSOIDAL HEIGHT +03886
FPAP LATITUDE 465020.6200N
FPAP LONGITUDE 0955404.6000W
THRESHOLD CROSSING HEIGHT (TCH) 00035.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1376
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 8DB2FE44
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K3
LTP ORTHOMETRIC HEIGHT +04151
FPAP ORTHOMETRIC HEIGHT +04151
CITY AND STATE ELEVATION: 1397  TDZE: 1390 FACILITY PROCEDURE NO./ AMDT NO.: SuUP:
DETROIT LAKES, MN AIRPORT NAME: IDENF::]FISR: RNAV (GPS) RWY 31, AMDT 1 AMDT: ORIG
A .
DETROIT LAKES-WETHING FIELD AG 30 2007 DATED:  05-12-2005
FAA FORM 8260-10/ MARCH 2003 (Computer Generated)
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV (%t%ﬁ;g#gﬁggé%%g?ggﬁgg f‘::gopﬁg;' l;';ggEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-17

1 2 3 4 E) [ 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAD PKD K3011060VDLA N46535335W095041518 N46535315W095041568E004001440 NARPARK RAPIDS

1 2 3 4 E) [ 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAEAENRT HUSES K30 N46403360W095420676 E0031 NAR HUSES
SUSAEAENRT JUSAT K30 N46451075W095474494 E0032 NAR JUSAT

W L
W L
SUSAEAENRT LEMDE K30 W L N46372083W095474033 E0032 NAR LEMDE
SUSAEAENRT PEYOK K30 W L N46434618W095363240 E0030 NAR PEYOK
SUSAEAENRT STARR K30 W L N46301296W095522681 E0033 NAR STARR
SUSAEAENRT ZUTIP K30 W L N46581742W096035206 E0034 NAR ZUTIP
1 2 3 4 5 6 7 8 S 0 1 2 3
ATRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KDTLK3ADTL 0 045YHN46493060W095530810E005001397 1800018000C MNAR DETROIT LAKES-WETHING FIELD
1 2 3 4 E) 6 7 8 9 0 1 2 3

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KDTLK3FR31 APKD 010PKD K3D 0V IF 18000 A JS
SUSAP KDTLK3FR31 APKD 020PEYOKK3EAOE A 020TF 24070244 + 03400 A JS
SUSAP KDTLK3FR31 APKD 030HUSESK3EAOEE 010TF 22510050 + 03100 A JS
SUSAP KDTLK3FR31 ASTARR 010STARRK3EAOE IF 18000 A JS
SUSAP KDTLK3FR31 ASTARR 020LEMDEK3EAOE A 020TF 01980079 + 03100 A Js
SUSAP KDTLK3FR31 ASTARR 030HUSESK3EAOEE 010TF 04500050 + 03100 A Js
SUSAP KDTLK3FR31 AHUSES 0l0HUSESK3EAQEE CR HF 31500050 + 03100 18000 A JS
SUSAP KDTLK3FR31 R 010HUSESK3EAOE I IF + 03100 18000 A JS
SUSAP KDTLK3FR31 R 020JUSATK3EAQE F 051TF 31500060 + 03100 RW31 K3PGA JS
SUSAP KDTLK3FR31l R 030RW31 K3PGOGY M 031TF 31500053 01397 -300 A JS
SUSAP KDTLK3FR31l R 040ZUTIPK3EAQOEYM O010DF + 03100 A Js
SUSAP KDTLK3FR31 R 050ZUTIPK3EAOEE HRO020HM 13480050 + 03100 A Js
1 2 3 4 5 6 7 8 9 o] 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

CITY AND STATE ELEVATION: 1397  TDZE: 1390 FACILITY PROCEDURE NO./ AMDT NO.. SUP-
DETROIT LAKES, MN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, AMDT 1 . ORIG
RNAV 4 m 3 o mo7 AMDT:
DETROIT LAKES-WETHING FIELD DATED:  05-12-2005
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE Ceilir?gs are in feet above aiport elevation. Distances are ir: naﬁtic‘gl\ ;iles ur?lr:s‘s?)t‘t?emsz indicated
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
SUSAP KDTLK3GRW31 0045003149 N46491250W095524100+0800 01362000035075
1 2 3 4 5 6 7 8 9 ] 1 2 3

PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KDTLK3PR31 RW31 001 0000W31A0N4649125020W09552409960+038860300N4650206200W09554046000106751376000350F4005008DB2FE44

SUSAP KDTLK3PR31 RW31 002 +04151+04151W31A 86704 000

1 2 3 4 5 6 7 8 9 0 1 2 3

MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KDTLK3SRW31 K3PG 0 25180036 M

<a
%;
CITY AND STATE ELEVATION: 1397  TDZE: 1390 FACILITY PROCEDURE NO./ AMDT NO.: SUP:
DETROIT LAKES, MN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, AMDT 1 _ ORIG
RNAV AMDT:
DETROIT LAKES-WETHING FIELD nme 30 200 DATED:.  05-12-2005
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-17

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE AL, TITUDE
PKD PKD 010 IF FB
PKD PEYOK 020 IAF TF FB 2.0 240.7(246T) 024.4 03400
PKD HUSES 030 TF FB 1.0 225.1(230T) 005.0 03100
STARR STARR 010 IF FB
STARR LEMDE 020 IAF TF FB 2.0 019.8(025T) 007.9 03100
STARR HUSES 030 TF FB 1.0 045.0(050T) 005.0 03100
HUSES HUSES 010 HF R FB 315.0(320T) 005.0 03100
HUSES 010 FACF IF FB 03100
JUSAT 020 FAF TF FB 0.5 315.0(320T) 006.0 03100
RW31 030 MAP TF FO 0.3 315.0(320T) 005.3 01397
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
ZUTIP 040 DF FO 1.0 03100
ZUTIP 050 HM R FO 2.0 134.8(140T) 005.0 03100
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
PKD N465353.35 W0950415.18 N4653.889 W09504.253
HUSES N464033.60 W0954206.76 N4640.560 W09542.113
JUSAT N464510.75 W0954744.94 N4645.179 W09547.749
LEMDE N463720.83 W0954740.33 N4637.347 W09547.672
PEYOK N464346.18 W0953632.40 N4643.770 W09536.540
STARR N463012.96 W0955226.81 N4630.216 W09552.447
ZUTIP N465817.42 W0960352.06 N4658.290 W09603.868
RW31 N464912.50 W0955241.00 N4649.208 W09552.683
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW31 01362 35
CITY AND STATE ELEVATION: 1397  TDZE: 1390 FACILITY PROCEDURE NO./ AMDT NO.: SuP:
DETROIT LAKES, MN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, AMDT 1 DT P
RNAV .
DETROIT LAKES-WETHING FIELD ane 30 00 OATED, 05122008

FAA FORM 8260-10/ MARCH 2003 (Computer Generated)
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